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Bearings & Seals

Electronic, Electrical and Mechanical Prices are in Singapore Dollars and exclusive of GST

Bearing Search
Bearings & Seal 'Search Service'
At Farnell we offer a comprehensive range of Bearings & Seals covering most
popular applications. However, if the product you require, is not featured with-
in our Bearings & Seals Section (6.2), simply call our Value Added Services Team on
0870 1200206 or email on valueadded@farnell.com - they will do the rest! 
A quote will be submitted by fax or email for your approval and return. 
A cross-reference of the leading bearing and seal suppliers is also available via the
same service.
Please note that our standard Sale or Return procedure is not available on “Search Service’.

Ball Bearings
SKF Ball Bearings Deep Groove

0.08211.41342156302
0.4635.12090506210-2Z0.0457.801135156202-2RS1
0.4635.120905062100.0457.801135156202-2Z
0.2621.61680506010-2Z0.0457.801135156202
0.2621.616805060100.0305.59932156002-2RS1
0.2520.81675456009-2Z0.0305.59932156002-2Z
0.2520.816754560090.0305.59932156002
0.3730.71880406208-2Z0.0071.565241561802
0.3730.718804062080.0609.751237136301-2Z
0.1916.81568406008-2Z0.0609.751237126301
0.1916.815684060080.0376.891032126201-2RS1
0.2925.51772356207-2Z0.0376.891032126201-2Z
0.2925.517723562070.0225.07828126001-2RS1
0.1615.91462356007-2Z0.0225.07828126001-2Z
0.1615.914623560070.0225.07828126001
0.2019.51662306206-2Z0.0061.435211261801
0.2019.516623062060.0325.07930106000-2RS1
0.1213.31355306006-2RS10.0325.07930106200-2Z
0.1213.31355306006-2Z0.0325.07930106200
0.1213.313553060060.0194.62826106000-2RS1
0.2322.51762256305-2RS10.0194.62826106000-2Z
0.2322.51762256305-2Z0.0194.62826106000
0.2322.517622563050.0061.385191061800
0.1314.01552256205-2RS10.0204.628269629-2RS1
0.1314.01552256205-2Z0.0204.628269629-2Z
0.1314.015522562050.0204.628269629

0.08011.21247256005-2RS10.0143.717249609-2RS1
0.08011.21247256005-2Z0.0143.717249609-2Z
0.08011.212472560050.0143.717249609
0.1415.91552206304-2RS10.0123.257228608-2RS1
0.1415.91552206304-2Z0.0123.257228608-2Z
0.1415.915522063040.0123.257228608
0.1112.71447206204-2RS10.0123.257227627-2RS1
0.1112.71447206204-2Z0.0133.257227627-2Z
0.1112.714472062040.0133.257227627

0.0699.631342206004-2Z0.0082.216196607-2RS1
0.0699.6312422060040.0082.216196607-2Z
0.1213.51547176303-2RS10.0082.216197607
0.1213.51547176303-2Z0.0082.216196626-2RS1
0.1213.515471763030.0082.216196626-2z

0.0396.051035176003-2RS10.0082.216196626
0.0396.051035176003-2Z0.0051.115165625-2RS1
0.0396.0510351760030.0051.115165625-2Z
0.0081.6852617618030.0051.115165625
0.08211.41342156302-2RS10.0030.985134624-2Z
0.08211.41342156302-2Z0.0030.985134624

BDdBDd
Mass

kg

Basic load
rating dynam-

ic C kN
DimensionsSKF desig-

nation
Mass

kg

Basic load
rating dynam-

ic C kN
DimensionsSKF desig-

nation

Range
Open (unsealed) bearings which are also available in sealed versions may, for reasons
of manufacture have seal recesses in the outer ring. Bearings with shields or seals at
both sides are filled with a lithium based grease. This has good rust inhibiting proper-
ties and can be used at temperatures between -30°C and +110°C. The sealed bearings
are lubricated for life, and maintenance-free.
Supplementary designations

-2RS1 RS1 shield at both sides of bearing
-2Z Z shield at both sides of bearing

bas127a

Ì Designed for high speeds
Ì Accepts axial & radial loads
Ì Low friction - quiet operation
Ì Excellent cost/performance ratio

bas127b

318-58986210-2Z319-64346202-2RS1
318-58866210318-55276202-2Z
318-58746010-2Z318-55156202
318-58626010319-64226002-2RS1
318-58506009-2Z318-55036002-2Z
318-58496009318-54976002
318-58376208-2Z318-548561802
318-58256208318-54736301-2Z
318-58136008-2Z318-54616301
318-58016008319-64106201-2RS1
318-57956207-2Z318-54506201-2Z
318-57836207318-54486201
318-57716007-2Z319-64096001-2RS1
318-57606007318-54366001-2Z
318-57586206-2Z318-54246001
318-57466206318-541261801
319-65256006-2RS1319-63926200-2RS1
318-57346006-2Z318-54006200-2Z
318-57226006318-53946200
319-65136305-2RS1319-63806000-2RS1
318-57106305-2Z318-53826000-2Z
318-57096305318-53706000
319-65016205-2RS1318-536961800
318-56926205-2Z319-6379629-2RS1
318-56806205318-5357629-2Z
319-64956005-2RS1318-5345629
318-56796005-2Z319-6367609-2RS1
318-56676005318-5333609-2Z
319-64836304-2RS1318-5321609
318-56556304-2Z319-6355608-2RS1
318-56436304318-5310608-2Z
319-64716204-2RS1318-5308608
318-56316204-222319-6343627-2RS1
318-56206204318-5291627-2Z
318-56186004-2Z318-5280627
318-56066004319-6331607-2RS1
319-64606303-2RS1318-5278607-2Z
318-55906303-2Z318-5266607
318-55886303319-6320626-2RS1
319-64586003-2RS1318-5254626-2Z
318-55766003-2Z318-5242626
318-55646003319-6318625-2RS1
318-555261803318-5230625-2Z
319-64466302-2RS1318-5229625
318-55406302-2Z318-4663624-2Z
318-55396302318-4651624

10+5+1+10+5+1+
Price EachOrder

Code
Mftrs.
List No.

Price EachOrder
Code

Mftrs.
List No.

Deep Groove Ball Bearings

bas10a

15000130007850140001552256205
18000160006650128001447206204
2100018000460096001240176203
2300019000360077501135156202
2600022000275061001032126201
300002500023905100930106200

9800840016600218001680506010
11000920015100210001675456009
120001000011500168001568406008
140001200010300160001462356007
15000130008300132001355306006
18000150005850101001247256005
2100018000505094001242206004
2400020000335068001035176003
260002200028405600932156002
300002600023905100828126001
340002900019604550826106000
280002400017202810526176803
310002600012602080524156802
350002900010401920521126801
38000320009251830519106800
3500030000196045508269629
3600031000145034007249609
3700032000140033507228608
3700032000140033507227627
400003400091022406197607
400003400088523406196626
440003700068017605165625
490004200049013105134624
r/min.r/min.NN

OilGreaseStaticDynamic
Limiting SpeedsBasic Load Rating 

BDd
Bearing
Family

Ì Widely used
Ì Suitable for high speed operation
Ì Open, sealed and shielded variations

Ì sealed and shielded versions are pre-
lubricated
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bas10b

701-36686205LL
701-36566205ZZ
701-36446205
701-36326204LL
701-36206204ZZ
701-36196204
701-36076203LL
701-35906203ZZ
701-35896203
701-35776202LL
701-35656202ZZ
701-35536202
701-35416201LL
701-35306201ZZ
701-35286201
701-35166200LL
701-35046200ZZ
701-34986200
701-34866010LL
701-34746010ZZ
701-34626010
701-34506009LLU
701-34496009ZZ
701-34376009
701-34256008LL
701-34136008ZZ
701-33606008
701-33586007LL
701-33466007ZZ
701-33346007
701-33226006LL
701-33106006ZZ
701-33096006
701-32926005LL
701-32806005ZZ
701-32796005
701-32676004LL
701-32556004ZZ
701-32436004
701-32316003LL
701-32206003ZZ
701-32186003
701-32066002LL
701-31906002ZZ
701-31886002
701-31766001LL
701-31646001ZZ
701-31526001
701-31406000LL
701-31396000ZZ
701-31276000
701-31156803
701-31036802
701-30976801
701-30856800
701-2949629LL
701-2937629ZZ
701-2925629
701-2913609LL
701-2901609ZZ
701-2895609
701-2883608LL
701-2871608ZZ
701-2860608
701-2858627LL
701-2846627ZZ
701-2834627
701-2822607LL
701-2810607ZZ
701-2809607
701-2792626LL
701-2780626ZZ
701-2779626
701-2767625LL
701-2755625ZZ
701-2743625
701-2720624ZZ
701-2718624

50+25+10+5+1+
Price Each

Order CodeMftrs. List No.

Single Row Angular Contact
Ì Low maintenance
Ì High quality/reliable
Ì Accommodation of combined loads

bas128

318-60887210 BECBP
318-60767209 BECBP
318-60647208 BECBP
318-60527207 BECBP
318-60407206 BECBP
318-60397205 BECBP
318-60277204 BECBP
318-60157203 BECBP
318-60037202 BECBP
318-59907201 BECBP
318-59897200 BEP

10+5+1+
Price Each

Order CodeMftrs. List No.

0.47392090507210 BECBP
0.4237.71985457209 BECBP
0.3736.41880407208 BECBP
0.2830.71772357207 BECBP
0.2023.81662307206 BECBP
0.1315.61552257205 BECBP
0.11141447207204 BECBP

0.06511.11240177203 BECBP
0.0458.841135157202 BECBP
0.0367.611032127201 BECBP
0.0307.02930107200 BEP

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

Supplementary designations
B 40° contact angle
BECBP B + E + CB + P
E Optimised internal design
CB Bearing for universal pairing with a normal axial clear-

ance after mounting back-to-back or face-to-face

Single-Row Angular Contact

701-4363900067002860037500209050
701-4351990074002620036000198545
701-43401100083002300032000188040
701-43381200093001840027100177235
701-432614000110001350020500166230
701-43141600012000940014800155225
701-43022000015000770013300144720
701-42962200017000610011000124017
701-4284250001800043508350113515
701-4272280002100033506600103212
701-426032000240002520500093010

r/minr/minNN
Order CodeOilGreaseStaticDynamicBDd

Limiting SpeedsBasic Load Ratings

701-43637210B
701-43517209B
701-43407208B
701-43387207B
701-43267206B
701-43147205B
701-43027204B
701-42967203B
701-42847202B
701-42727201B
701-42607200B

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Ì Radial and axial loads accommodated
Ì 40° contact angle for maximum axial load

capacity
Ì Paired bearings can take axial loads in both

directions
Angular-contact ball bearings are non-separable
type bearings. In addition to radial loads they can
carry relatively heavy axial loads in one direction.
Since an axial load is generated from a radial force
these bearings are generally used as a pair facing
each other. Applications for this type of bearing
include pumps, vertical motors and industrial gear
boxes.

bas11

continued

Free Same Day Delivery

For orders received before 12.30pm
we provide free same day delivery.
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Ball Bearings — continued

Double Row Angular Contact

318-61923210 ATN9
318-61803209 ATN9
318-61793208 ATN9
318-61673207 ATN9
318-61553206 ATN9
318-61433205 ATN9
318-61313204 ATN9
318-61203203 ATN9
318-61183202 ATN9
318-61063201 ATN9
318-60903200 ATN9

10+5+1+
Price Each

Order CodeMftrs. List No.

0.6647.530.290503210 ATN9
0.5844.930.280403208 ATN9
0.4437.12772353207 ATN9
0.2928.123.862303206 ATN9
0.1820.320.652253205 ATN9
0.1618.620.647203204 ATN9

0.0961417.540173203 ATN9
0.06611.215.935153202 ATN9
0.05810.115.932123201 ATN9
0.0517.411430103200 ATN9

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

Ì Accept combined loads
Ì High running accuracy
Ì Low maintenance
Ì Low noise
Supplementary designations
ATN9 A + TN9
A Optimised internal design without filling slots
TN9 Injection moulded glass fibre reinforced

polyamide 6.6 cage

bas129

Double-Row Angular Contact.

701-454584006300204002860023,86230
701-453398007300143002060020,65225
701-4521120008800121001900020,64720
701-451013000990079001280017,54017
701-4508150001100060501000015,93515
701-449117000130005050915015,93212
701-448019000140003800695014,33010

r/minr/minNN
Order CodeOilGreaseStaticDynamicBDd

Limiting SpeedsBasic Load Ratings

701-45455206
701-45335205
701-45215204
701-45105203
701-45085202
701-44915201
701-44805200

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Ì Axial load accommodated in either direction
Ì 30° contact angle
The structure of double-row angular-contact ball
bearings is designed by arranging two of the sin-
gle-row angular-contact ball bearings in a back-to-
back form, so that the inner and outer rings are
respectively each formed into one piece. The bear-
ings can receive moment loads and axial loads in
either direction.

bas12

Double-Row Self-Aligning
Ì Accommodates shaft misalignment while running
Double-row self-aligning ball bearings are designed to
allow for initial misalignment and a small shaft deflection
when running. They suit applications where it is not
always possible to ensure that the shaft is running true
and where loads are predominantly radial. Only limited
axial load can be accommodated.

701-477668005800810022700209050
701-476475006400735021900198545
701-475284007100655019300188040
701-474094008000510015800177235
701-4739110009200465015600166230
701-47271300011000330012100155225
701-4715150001300026109900144720
701-4703170001400020107900124017
701-4697190001600017507450113515
701-4685220001800012705600103212
701-467324000210001190550093010

r/minr/minNN
Order CodeOilGreaseStaticDynamicBDd

Limiting SpeedsBasic Load Ratings

701-47761210
701-47641209
701-47521208
701-47401207
701-47391206
701-47271205
701-47151204
701-47031203
701-46971202
701-46851201
701-46731200

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

bas13

Single Direction Thrust

318-630151110
318-629551109
318-628351108
318-627151107
318-626051106
318-625851105
318-624651104
318-623451103
318-622251102
318-621051101
318-620951100

10+5+1+
Price Each

Order CodeMftrs. List No.

0.1625.514705051110
0.1424.214654551109
0.1223.413604051108
0.0817.412523551107

0.06316.811473051106
0.05615.911422551105
0.03812.710352051104
0.0259.759301751103
0.0239.369281551102
0.02210.49261251101
0.0209.959241051100

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

Ì Ideal for axial loading
Ì Separable supply
Ì Copes with misalignment
Only able to accept axial loads but can be
operated at relatively high speeds. The bear-
ings are separable. Mounting is therefore
simple as the various bearing components
(shaft washer, housing washer, ball and cage
assembly) can be installed separately.

Range

The bearings with sphered housing washers and sealing washers enable errors of
alignment between housing and shaft to be compensated for.

bas130

Single-Direction Thrust
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701-49104500310075500288005270147050
701-49094600320069000279004765146545
701-48925000350063000269004260136040
701-48805600390044500204003752125235
701-48796200430042000204003247114730
701-48676500460037000196002642114225
701-48557500520024700142002135103520
701-4843850060001820010800183093017
701-4831880062001680010500162892815
701-4820920064001540010300132692612
701-4818950067001400010000112492410

r/minr/minNN
Order CodeOilGreaseStaticDynamicD1d1TDd

Limiting SpeedsBasic Load Ratings

701-491051110
701-490951109
701-489251108
701-488051107
701-487951106
701-486751105
701-485551104
701-484351103
701-483151102
701-482051101
701-481851100

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Single-direction thrust ball bearings are used in applications that have only an axial
component to the load, such as vertical shafts. They comprise the cage containing the
rolling elements and two grooved raceways.

bas14

Self Aligning

318-64161210 ETN9
318-64041209 ETN9
318-63981208 ETN9
318-63861207 ETN9
318-63741206 ETN9
318-63621205 ETN9
318-63501204 ETN9
318-63491203 ETN9
318-63371202 ETN9
318-63251201 ETN9
318-63131200 ETN9

10+5+1+
Price Each

Order CodeMftrs. List No.

0.5326.52090501210 ETN9
0.4722.91985451209 ETN9
0.4219.91880401208 ETN9
0.32191772351207 ETN9
0.2215.61662301206 ETN9
0.1414.31552251205 ETN9
0.1212.71447201204 ETN9

0.0738.841240171203 ETN9
0.0497.411135151202 ETN9
0.0406.241032121201 ETN9
0.0345.53930101200 ETN9

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

Ì High quality/reliability
Ì Copes with bent shafts
Ì Low friction/advanced load
Can accommodate angular misalignments of the shaft
with respect to the housing and can withstand shaft
bending in operation.
SKF self-aligning  ball bearings have an optimised inter-
nal design and extremely low friction as well as
enhanced load carrying capacity and extended life or
enhanced reliability.

Supplementary designations

ETN9 E + TN9
E Optimised internal design
TN9 Injection moulded glass fibre reinforced polyamide 6.6 cage

bas131

Roller Bearings
Single Row Cylindrical

Ì Flexible mounting options
Ì High quality
Ì Reduced noise/maintenance

318-6880N 310 ECP
318-6878NU 310 ECP
318-6866NU 2210 ECP
318-6854N 210 ECP
318-6842NU 210 ECP
318-6830N 309 ECP
318-6829NU 309 ECP
318-6817NU 2209 ECP
318-6805N 209 ECP
318-6799NU 209 ECP
318-6787NU 2208 ECP
318-6775N 208 ECP
318-6763NU 208 ECP
318-6751NU 2207 ECP
318-6740N 207 ECP
318-6738NU 207 ECP
318-6726NU 2206 ECP
318-6532N 206 ECP
318-6520NU 206 ECP
318-6519NU 2205 ECP
318-6507N 205 ECP
318-6490NU 205 ECP
318-6489NU 2204 ECP
318-6477N 204 ECP
318-6465NU 204 ECP
318-6453NU 2203 ECP
318-6441N 202 ECP
318-6430NU 203 ECP
318-6428NU 202 ECP

10+5+1+
Price Each

Order CodeMftrs. List No.

1.151102711050N 310 ECP
1.151102711050NU 310 ECP
0.5678.1239050NU 2210 ECP
0.4864.4209050N 210 ECP
0.4864.4209050NU 210 ECP
0.90992510045N 309 ECP
0.90992510045NU 309 ECP
0.5273.7238545NU 2209 ECP
0.4360.5198545N 209 ECP
0.4360.5198545NU 209 ECP
0.4970.4238040NU 2208 ECP
0.3753.9188040N 208 ECP
0.3753.9188040NU 208 ECP
0.4059.4237235NU 2207 ECP
0.3048.4717235N 207 ECP
0.3048.4177235NU 207 ECP
0.2648.4206230NU 2206 ECP
0.2038166230N 206 ECP
0.2038166230NU 206 ECP
0.1634.1185225NU 2205 ECP
0.1328.6155225N 205 ECP
0.1328.6155225NU 205 ECP
0.1429.7184720NU 2204 ECP
0.1125.1144720N 204 ECP
0.1125.1144720NU 204 ECP

0.09223.8164017NU 2203 ECP
0.06817.2124017N 202 ECP
0.06817.2124017NU 203 ECP
0.04712.5113515NU 202 ECP

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

The rollers of these roller bearings with cage are guided
between integral flanges on one of the bearing rings. The
bearing ring with integral flanges and the roller and cage
assembly can be withdrawn from the other ring. This facili-
tates mounting and dismounting particularly where both
rings have to have interference fits because of the load

conditions. They have high radial load carrying capacity and also high speed capability.
They are produced in different designs which differ in the configuration of the flanges.
Bearings of the NU type have two integral flanges on the inner ring and an outer ring
without flanges.

bas132

Single-Row Cylindrical

701-5800900076006650063000198545
701-57931000085005550055500188040
701-57811100095005000050500177235
701-577013000110003750039000166230
701-576815000130002770029300155225
701-575618000150002260025700144720
701-57442400018000900011000124017

r/minr/minNN
Order CodeOilGreaseStaticDynamicBDd

Limiting SpeedsBasic Load Ratings

701-5800NU209E
701-5793NU208E
701-5781NU207E
701-5770NU206E
701-5768NU205E
701-5756NU204E
701-5744NU203

50+25+10+5+1+Order Code
Price Each

Bearing Ref.

Ì Easy mounting
Ì Can accommodate heavy radial loads
Ì Suitable for high-speed operation

The rollers of cylindrical roller bearings make line con-
tact with the raceways, so that these bearings can sup-
port heavy radial loads and are suitable for high-speed
operation. Cylindrical roller bearings are extensively
used in gearboxes and gear trains.

bas17
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Roller Bearings — continued

Spherical

318-734222220 E
318-733022220 EK
318-732922219 E
318-731722219 EK
318-730522218 E
318-729922218 EK
318-728722217 E
318-727522217 EK
318-726322216 E
318-725122216 EK
318-724022215 E
318-723822215 EK
318-722622214 E
318-721422214 EK
318-720222213 E
318-719622213 EK
318-718422212 E
318-717222212 EK
318-716022211 E
318-701922211 EK
318-700722210 E
318-699422210 EK
318-698222209 E
318-697022209 EK
318-696922208 E
318-695722208 EK
318-694522207 CC/W33
318-693322207 CCK
318-692122206 CC/W33
318-691022206 CCK
318-690822205 CC/W33
318-689122205 CCK

10+5+1+
Price Each

Order CodeMftrs. List No.

4.15334431709522219 E
4.15334431709522219 EK
3.40282401609022218 E
3.40282401609022218 EK
2.65244361508522217 E
2.65244361508522217 EK
2.10207331408022216 E
2.10207331408022216 EK
1.70184311307522215 E
1.70184311307522215 EK
1.55179311257022214 E
1.55179311257022214 EK
1.45148311205522213 E
1.45148311206522213 EK
1.15140281106022212 E
1.15140281106022212 EK
0.82115251005522211 E
0.82115251005522211 EK
0.6097.823905022210 E
0.6097.823905022210 EK
0.5677.123854522209 E
0.5677.123854522209 EK
0.5289.723804022208 E
0.5289.723804022208 EK
0.4367.323723522207 CC/W33
0.4367.323723522207 CCK
0.2848.920623022206 CC/W33
0.2848.920623022206 CCK
0.1835.718522522205 CC/W33
0.1835.718522522205 CCK

BDd
Mass

kg
Basic load rating

dynamic C kN
Dimensions

SKF designation

Ì Copes with misalignment
Ì High quality
Ì Higher axial/radial loading
Self-aligning and therefore insensitive to angular
misalignment of the shaft with respect to the hous-
ing or the shaft bending in operation. They share
this feature with self-aligning ball bearings, but
have considerably higher load carrying capacity for
both radial and axial loads. Spherical roller bear-
ings are universally applicable bearings for heavy
loads. The unique features such as the floating

guide ring, special raceway form and optimised bearing surfaces allow SKF spherical
roller bearings to run at low temperatures and relatively high speeds, accommodate
relatively heavy axial loads and have a long life.
Supplementary designations

CC Bearing with symmetrical rollers, flangeless inner ring, a floating guide ring
centred on the inner ring between the two rows of rollers, and two pressed
steel window type cages. With special form and finish of the raceways.

E Bearing with symmetrical rollers, flangeless inner ring, a guide ring between
the two roller rows in which the two pressed steel window type cages are cen-
tred: annular groove and three lubrication holes in the outer ring.

W33 Annular groove and three lubrication holes in the outer ring.
K Tapered bore taper 1:12

NB: All ‘K’ designated bearings require an adaptor sleeve

bas133

Adapter Sleeves

319-8182H320
319-8170H319
319-8169H318
319-8157H317
319-8145H316
319-8133H315
319-8121H314
319-8110H313
319-8108H312
319-8091H311
319-8080H310
319-8078H309
319-8066H308
319-8054H307
319-8042H306
319-8030H305

10+5+1+
Price Each

Order CodeMftrs. List No.

1.60M 100 x 2207113010090H320
1.40M 95 x 219681259585H319
1.60M 90 x 218651209080H318
1.10M 85 x 218631108575H317
0.95M 80 x 217591058070H316
0.78M 75 x 21555988065H315
0.67M 70 x 21452927060H314
0.42M 65 x 21450856560H313
0.36M 60 x 21347806055H312
0.32M 55 x 212.545755550H311
0.27M 50 x 1.51242705045H310
0.23M 45 x 1.51139654540H309
0.17M 40 x 1.51036584035H308
0.14M 35 x 1.5935523530H307
0.095M 30 x 1.5831453025H306
0.071M 25 x 1.5829382520H305

mm
Mass

kgGB2B1d2d
d1SKF desig-

nation

Used to locate bearings having a
tapered bore on a cylindrical shaft. They
simplify mounting and dismounting of the bearing,
and in many cases, bearing arrangement design.
SKF adapter sleeves are supplied complete with
lock nut and locking device. The adapter sleeves
are slotted and have an external taper of 1:12. Up
to and including size 30 they are black oxidised;
other sizes are bright and oiled.

Includes lock nut & tab washer.
bas134

Taper Roller Bearing

1.1511424.7520231206530212 J2
0.889923.7519221105030212 J2
0.7089.722.7218211005530211 J2
1.2512529.2523271105030310 J2
0.5476.521.751720905030210 J2
0.9710827.2522251004530309 J2
0.486620.751619854530209 J2
0.7285.825.252023904030308 J2
0.4261.619.721618804030208 J2
0.5272.122.751821803530307 J2
0.3251.218.251517723530207 J2
0.3956.120.751619723030306 J2
0.2850.121.251720623030206 J2
0.2644.518.251517622530305 J2
0.1530.816.251315522530205 J2
0.1734.116.251315522030304 J2
0.1227.515.251214472030204 J2
0.1328.115.251214471730303 J2

0.0751913.251112401730203 J2
0.09522.414.251113421530302 J2

BDd
Mass

kg
Basic load rating

dynamic  CTC
DimensionsSKF desig-

nation

Ì Flexible mounting options
Ì Accepts axial loads
Designed to be able to take up combined (radial and
axial) loads. Single row taper roller bearings can only
accept axial loads acting in one direction.
The bearings are separable i.e. the inner ring with
roller and cage assembly (cone) can be mounted sep-
arately from the outer ring (cup).
Supplementary designations

J Pressed steel window-type cage. A figure following
the J e.g. J2, identifies a design which differs from
the original.
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bas135

80.25318-757330212 J2
65.07318-756130212 J2
54.57318-755030211 J2
73.26318-754830310 J2
41.49318-753630210 J2
61.35318-752430309 J2
38.70318-751230209 J2
48.24318-750030308 J2
33.12318-749430208 J2
39.18318-748230307 J2
29.13318-747030207 J2
32.94318-746930306 J2
23.46318-745730206 J2
26.31318-744530305 J2
19.83318-743330205 J2
21.90318-742130304 J2
18.39318-741030204 J2
22.05318-740830303 J2
19.95318-739130203 J2
22.38318-738030302 J2
10+5+1+

Price Each
Order CodeMftrs. List No.

Imperial Tapered Roller Bearing

701-55620,62500,86400,82683,81252,2500
701-55500,53130,68750,68753,34652,0000
701-55490,53130,68750,68753,12501,8125
701-55370,75001,00000,93753,26501,7960
701-55250,59370,78120,78123,06251,7812
701-55130,62000,78000,77002,89101,7812
701-55010,75001,00000,93753,26501,7500
701-54950,58000,78000,77002,89101,6250
701-54830,50000,68750,65622,87501,6250
701-54710,90631,12501,15633,25001,5000
701-54600,55000,72000,71002,56251,5000
701-54580,47000,66000,62502,32801,3775
701-54460,93751,17211,15633,12501,3750
701-54340,62500,77100,78132,71701,3750
701-54220,55000,72000,71002,56251,3750
701-54100,68750,87500,87502,68751,3125
701-54090,56250,75000,71502,44091,2500
701-53920,46500,66000,62502,32801,2500
701-53800,65630,84380,84382,53121,1875
701-53790,42000,58000,56001,98001,1417
701-53670,68750,87500,87502,68751,1250
701-53550,62500,76200,71832,25001,1250
701-53430,42000,58000,56001,98001,0625
701-53310,42000,58000,56001,98001,0000
701-53200,50000,56140,59102,00001,0000
701-53180,55000,72000,69001,96870,8437
701-53060,56250,75000,71001,93800,7500
701-52900,47500,65500,61001,78100,7500
701-52880,42000,57500,54501,57000,6875
701-52760,43750,57800,56251,62500,6250

Order CodeCBTDd
All dimensions in inches

D

B

a

d

T
C

Ì Used in a wide variety of applications
Ì Case hardened to reduce crack sensitiv-

ity
Ì Suitable for heavy radial and axial loads
The construction of tapered roller bearings
provides a high capacity for radial, axial
and combined loads. When a pure load is
placed on the bearing an induced load in
the axial direction is also generated, so that
these bearings are generally used in pairs
opposing each other.

bas16a

Order Code
Load Ratings Limiting Speeds

Mftrs' List No.OilGreaseDyn
N N r/min. r/min.

Stat

4T-387A/382A500037009650078000701-5562
4T-18790/18720560042006500049500701-5550
4T-18690/18620620046005600045500701-5549
4T-25590/25520600045009800076000701-5537
4T-LM603049/LM603011620046007350057500701-5525
4T-LM102949/LM102910640048007600054000701-5513
4T-25580/25520600045009800076000701-5501
4T-LM501349/LM501310660050006950056000701-5495

4T-18590/18520660050005550046000701-5483
4T-HM801346/HM8013106200470011700087000701-5471
4T-LM29749/LM29710740055005700043500701-5460
4T-L68149/L68110810061004750035500701-5458
4T-3478/34206600490011400093000701-5446
4T-14138A/14276740056005800048500701-5434
4T-LM48548/LM48510760057005600046500701-5422
4T-M88048/M88010750057007100056500701-5410
4T-15123/15245820061005400046500701-5409
4T-LM67048/LM67010840063004100034500701-5392
4T-M86649/M86610810061006450051500701-5380
4T-L45449/L45410960072003550028000701-5379
4T-02474/02420770058006700057000701-5367
4T-1988/1922890067004450040500701-5355
4T-L44649/L44610990074003400028800701-5343
4T-L44643/L44610990074003400028800701-5331
4T-07100S/07210X1000075002790026000701-5320
4T-M12649/M126101100080003900038000701-5318
4T-09067/091951100085003900038500701-5306
4T-LM11949/LM119101200089002860028300701-5290
4T-LM11749/LM1171013000100002420023800701-5288
4T-03062/0316213000100001870020300701-5276

r/min.r/min.NN
Mftrs' List No.OilGreaseStatDynOrder Code

Limiting SpeedsLoad Ratings

bas16b

701-5562
701-5550
701-5549
701-5537
701-5525
701-5513
701-5501
701-5495
701-5483
701-5471
701-5460
701-5458
701-5446
701-5434
701-5422
701-5410
701-5409
701-5392
701-5380
701-5379
701-5367
701-5355
701-5343
701-5331
701-5320
701-5318
701-5306
701-5290
701-5288
701-5276

50+25+10+5+1+Order Code 
Price Each

Metric Tapered Roller Bearing

701-7110530040009300077000172021,759050
701-7108590044007850067500161920,758545
701-7091660049006700061000161819,758040
701-7080740055006150055500151718,257235
701-7078840063004800043500141617,256230
701-7066980073003400031500131516,255225
701-70541200088002870028200121415,254720
701-70421300099002030020500111213,254017

r/minr/minNN
Order CodeOilGreaseStaticDynamicCBTDd

Limiting SpeedsBasic Load Ratings

701-71104T-30210
701-71084T-30209
701-70914T-30208
701-70804T-30207
701-70784T-30206
701-70664T-30205
701-70544T-30204
701-70424T-30203

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Ì Used in a wide variety of applications
Ì Suitable for heavy radial and axial loads
Ì Case hardened to reduce crack sensitiv-

ity

bas19

Value for Money

When you’re looking for quality and cost
effectiveness check out some of our
thousands of Best Value products.

continued
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Roller Bearings — continued

Needle Roller Bearing Drawn Cup

701-86051200080002710016400262620
701-85991300085001730011800162418
701-8587150001000097007750212216
701-857516000110001440010700162115
701-8563160001100091007500122115
701-8551170001100085007200122014
701-8540200001300073006600121812
701-8538200001300062505050101612
701-8526240001600072505900121410
701-8514240001600051004500101410
701-850230000200002870380010158
701-84963700025000228026609106
701-8484400002700021902640995
701-8472450003000012701770884

r/minr/minNN
Order CodeOilGreaseStaticDynamicCDFW

Limiting SpeedsBasic Load Ratings

701-8605HK2020C
701-8599HK1816
701-8587HK1612
701-8575HK1516
701-8563HK1512
701-8551HK1412
701-8540HK1212
701-8538HK1210
701-8526HK1012
701-8514HK1010
701-8502HK0810
701-8496HK0609
701-8484HK0509
701-8472HK0408T2

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Ì Very small radial section
Ì Capable of carrying heavy radial loads
Ì Suitable for high speeds
NTN needle-roller bearings have thin cross sections.
The cylindrical rolling elements have a larger load-
carrying capacity and higher rigidity than other
bearings with the same bore. They also have less
rotational inertia.

bas22

Needle Roller Bearing with Inner Ring

701-87571500010000305001910026203422
701-87451700011000288001860024203220
701-87331700011000223001520024163220
701-87212100014000174001330019162715
701-87102300015000188001460016202412
701-87082300015000149001220016162412
701-86912400016000156001300014202210
701-86802400016000115001030014162210
701-86782600017000770060001216199
701-86662600017000610050001212199
701-86542800019000645054501016177
701-86422800019000510045501012177
701-8630300002000050004550912166
701-8629320002100041004000812155

r/minr/minNN
Order CodeOilGreaseStaticDynamicFCDd

Limiting SpeedsBasic Load Ratings

Ì Small radial section
Ì Capable of carrying heavy radial loads
Ì High rigidity
Ì Suitable for high speeds

bas23

701-8757NK26/20R+1R22X26X20
701-8745NK24/20R+1R20X24X20
701-8733NK24/16R+1R20X24X16
701-8721NK19/16R+1R15X19X16
701-8710NK16/20R+1R12X16X20
701-8708NK16/16R+1R12X16X16
701-8691NK14/20R+1R10X14X20
701-8680NK14/16R+1R10X14X16
701-8678NK12/16+1R9X12X16
701-8666NK12/12+1R9X12X12
701-8654NK10/16+1R7X10X16
701-8642NK10/12+1R7X10X12
701-8630NK9/12T2+1R6X9X12
701-8629NK8/12T2+1R5X8X12

50+25+10+5+1+
Price EachOrder

CodeMftrs. List No.

Axial Needle Roller with Washer

701-8885470012001100027400406036040
701-8873550014008150017800355225235
701-8861600015006950016300304724730
701-8850700018005800014600254224225
701-8848850021004650013200203523520
701-88361000025003950011900173023017
701-88241100028003600011300152822815
701-8812130003300289009850122622612
701-8800140003500253009150102422410

r/minr/minNN
Order CodeOilGreaseStaticDynamicDpDDwDcDc1

Limiting SpeedsLoad Ratings

701-8885AXK1108
701-8873AXK1107
701-8861AXK1106
701-8850AXK1105
701-8848AXK1104
701-8836AXK1103
701-8824AXK1102
701-8812AXK1101
701-8800AXK1100

50+25+10+5+1+
Price Each

Order Code
Mftrs.

List No.

Ì Heavy load capacity
Ì Thin section
Ì High rigidity
Axial needle-roller bearings complete with
axial washers have heavy load capacity and
high rigidity. The extremely thin section of
these bearings makes them ideal in situa-
tions where space is a problem.

bas24

Track Roller Yoke Type

701-8370304225242552
701-8368253720242547
701-8356223217202140
701-8344202715181935
701-8332172512141532
701-8320152310141530
701-831912198141524
701-830710146111219
701-8290812511129

Order CodeFwedCBD

Ì Can accommodate custom studs
Ì Can be used as guide, eccentric, pressure and cam rollers
Yoke-type track rollers offer the same benefits as stud type track rollers but have the
advantage of being able to accommodate custom studs.

500055003950022300701-8370
600047003300020300701-8368
700038502210013600701-8356
750032002010013000701-8344
90002860111008500701-8332

10000262091007500701-8320
10000190073006600701-8319
10000138051004500701-8307
10000108042504100701-8290
r/minNNN

GreaseSpherical Outer RingStatDynOrder Code
Limiting SpeedsLoad Rating Track RollerBasic Load Ratings

701-8370NATR25LL
701-8368NATR20LL
701-8356NATR17LL
701-8344NATR15LL
701-8332NATR12LL
701-8320NATR10LL
701-8319NATR8LL
701-8307NATR6LL
701-8290NATR5LL

50+25+10+5+1+
Price Each

Order Code
Mftrs.
List No.

bas21
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Track Roller Stud Type

701-723658M16X1.55216181835
701-722422M12X1.54012151432
701-721222M12X1.54012151430
701-720015M10X1.253610121226
701-719415M10X1.253610121222
701-71828M8X1.25328101119
701-71703M6X128681116

Nm
Order CodeMax. Tightening TorqueGBdFwCD

800032001730011800701-7236
10000286091007500701-7224
10000262091007500701-7212
10000212062505050701-7200
10000169062505050701-7194
10000138051004500701-7182
10000108042504100701-7170
r/minNNN

GreaseSpherical Outer RingStatDynOrder Code
Limiting SpeedsLoad Rating Track RollerBasic Load Ratings

701-7236KR35LL
701-7224KR32LL
701-7212KR30LL
701-7200KR26LL
701-7194KR22LL
701-7182KR19LL
701-7170KR16LL

50+25+10+5+1+
Price Each

Order Code
Mftrs.

List No.

Ì Double-sealed
Ì Thick-walled outer ring with crowned out-

side surface
Ì Can be used as guide, eccentric, pressure

and cam rollers
The outer ring of metric stud type track rollers
is thick walled with a crowned outside surface
in order to avoid edge loading. The bearings are
also double-sealed. As with other types of
rolling bearings, the basic load rating is given in
Newtons. However, when a flat raceway or cam
plate is used the internal stresses in the track
roller increase due to elastic deformation of the
outer ring. Load ratings are shown for these
conditions.

bas20

Flanged Bearings
Flanged Bearing Unit (Two Bolt)

Please check dimensions carefully when using as a replacement as these can vary
between manufacturers.

702-0223560017800291001449,2143,510517240
702-0211630015300257001442,91309615635
702-02007300113001950011.538,1116,58314230
702-0193890078501400011.534997012525
702-01811000066501280011.531906111320
702-0170100006650128001231906011315
702-0168100006650128001231906011312

r/minNNNmm
Order CodeStaticDynamicA3JLHBore

Limiting
Speed

Basic Load RatingBolt
Hole Ø

METRIC
702-0156890078501400011,53499701251
702-0144890078501400011,53499701257⁄8
702-01321000066501280011,53190611133⁄4
702-012010000665012800123190601135⁄8
702-011910000665012800123190601131⁄2

r/minNNN"
Order CodeStaticDynamicA3JLHBore

Limiting
Speed

Basic Load RatingBolt
Hole Ø

IMPERIAL

702-0223SM-UCFLU208D1
702-0211SM-UCFLU207D1
702-0200SM-UCFLU206D1
702-0193SM-UCFLU205D1
702-0181SM-UCFLU204D1
702-0170SM-UCFL202D1
702-0168SM-UCFL201D1
702-0156SM-UCFLU205-100D1
702-0144SM-UCFLU205-014D1
702-0132SM-UCFLU204-012D1
702-0120SM-UCFL202-010D1
702-0119SM-UCFL201-008D1

50+25+10+5+1+Mftrs. List No.
Price Each

Order Code

bas31

Flanged Bearing Unit (Four Bolt)

701-99703000530007250089,32315219775
701-99683200495006600081,52315219770
701-99563400440006200078,41914918765
701-99443600400005750073,71914918760
701-99323800360005250068,71914317555
701-99204300292004350059,41913016250
701-99194700232003500055,61911114345
701-99075200204003250052.,21910513740
701-98905600178002910051,21610213035
701-98896300153002570044,4169211730
701-98777300113001950040,2128310825
701-98656300153002570044,4149211735
701-98537300113001950040,2128310830
701-9841890078501400035,712709525
701-98301000066501280033,312648620
701-98281000066501280033,312648617
701-98161000066501280033,312648615

r/minNNmm
Order CodeStaticDynamicA3NJLBore

Limiting
Speed

Basic Load RatingMETRIC
701-98043400440006200078,41914918721⁄2
701-97984300292004350059,4191301622
701-97864700232003500055,61911114313⁄4
701-97745200204003250052,21910513711⁄2
701-97625600178002910051,21610213013⁄8
701-97507300113001950040,212831081
701-9749890078501400035,71270951
701-9737890078501400035,71270957⁄8
701-97251000066501280033,31264863⁄4

r/minNN
Order CodeStaticDynamicA3NJLBore

Limiting
Speed

Basic Load RatingIMPERIAL

701-9970UCFX15D1
701-9968UCFX14D1
701-9956UCFX13D1
701-9944UCFX12D1
701-9932UCFX11D1
701-9920UCFX10D1
701-9919UCFX09D1
701-9907UCFX08D1
701-9890UCFX07D1
701-9889UCFX06D1
701-9877UCFX05D1
701-9865SM-UCF207D1
701-9853SM-UCF206D1
701-9841SM-UCF205D1
701-9830SM-UCF204D1
701-9828SM-UCF203D1
701-9816SM-UCF2031D1
701-9804UCFX13-100D1
701-9798UCFX10-100D1
701-9786UCFX09-100D1
701-9774UCFX08-100D1
701-9762UCFX07-100D1
701-9750UCFX05-100D1
701-9749SM-UCF205-100D1
701-9737SM-UCF205-014D1
701-9725SM-UCF204-012D1

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Please check dimensions carefully when
using as a replacement as these can vary
between manufacturers.

bas30

Open Late!

Don’t forget we’re here to take your orders,
From 8.30am to 6.30pm Mon - Fri and

from 9am to 12pm on Saturday.

continued
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Flanged Bearings — continued

Flanged Unit Pressed Steel Housing (Two Bolts)

702-0843250050005,2811849011330
702-08312500360047,5971769525
702-08203000330047967719020
702-08183000250046759638117
702-08063000250046759638115
702-07903000250046759638112

r/minNmm
Order CodeA1SNLJHBore

Limiting
SpeedLoad Radial

Max. HousingMETRIC
702-0788250050005,2811849011311⁄4
702-07762500360047,597176951
702-0764300033004796771903⁄4
702-0752300025004675963815⁄8
702-0740300025004675963811⁄2

r/minN
A1SNLJHBore

Order CodeLimiting
SpeedLoad Radial

Max. HousingIMPERIAL

702-0843ASPFL206
702-0831ASPFL205
702-0820ASPFL204
702-0818ASPFL203
702-0806ASPFL202
702-0790ASPFL201
702-0788ASPFL206-104
702-0776ASPFL205-100
702-0764ASPFL204-012
702-0752ASPFL202-010
702-0740ASPFL201-008

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Please check dimensions carefully when
using as a replacement as these can vary
between manufacturers.

Ì Maintenance free

bas33

Flanged Unit Pressed Steel Housing (Three Bolts)

702-1173200060005.28.51110012235
702-1161250050005.28119011330
702-11502500360047.59769525
702-114830003300479719020

r/minNmm
Order CodeRadialA1SNJHBore

Limiting
Speed

Max. Housing
Load

METRIC
702-1136250033005.2899011311⁄4
702-11242500250047.5776951
702-11123000250046763815⁄8

r/minN
Order Code RadialA1SNJHBore

Limiting
Speed

Max. Housing
Load

IMPERIAL

702-1173ASPFL207
702-1161ASPFL206
702-1150ASPFL205
702-1148ASPFL204
702-1136ASPF206-104
702-1124ASPF205-100
702-1112ASPF202-010

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Please check dimensions carefully when using as a replacement as these can vary
between manufacturers.

Ì Maintenance free

bas36

Pillow Blocks Pressed Steel Housing

702-06972500260066.3411389511733,330
702-06853000180056,6411328610828,625
702-06733000170050,53,29,532769825,420
702-06613000125043,83,29,525688622,217
702-06503000125043,83,29,525688622,215
702-06483000125043,83,29,525688622,212

r/minNmm
Order CodeRadialH2H1NAJLHBore

Limiting
Speed

Max. Housing
Load

Bolt
Hole Ø

METRIC
702-06363000180056,6411328610828,61
702-06243000170050,53.29,532769825,43⁄4
702-06123000125043,83.29,525688622,25⁄8

r/minN"
Order Code RadialH2H1NAJLHBore

Limiting
Speed

Max. Housing
Load

Bolt
Hole Ø

IMPERIAL

702-0697ASPP206
702-0685ASPP205
702-0673ASPP204
702-0661ASPP203
702-0650ASPP202
702-0648ASPP201
702-0636ASPP205-100
702-0624ASPP204-012
702-0612ASPP202-010

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Please check dimensions carefully when using as a replacement as these can vary
between manufacturers.

Ì Maintenance free

bas32

Pillow Block Bearing Unit

Ì Easy mounting
Ì Self-aligning

Ì Secure fitting
Ì Special sealing feature

Ì Relubricatable

The NTN bearing unit is a combination of a radial ball bearing, seal and a housing of
high-grade cast iron or pressed steel. The outer surface of the bearing and the internal
surface of the housing are spherical so that the unit is self-aligning. The inside con-
struction of the insert is the same as the NTN deep-groove ball bearings in the 62 and
63 series. A duplex seal consisting of a combination of oil-proof synthetic rubber and a
slinger, unique to NTN, is provided on both sides. The inner ring is fastened onto the
shaft in two places by ball-end set screws. This is a unique NTN feature which prevents
loosening, even if the bearing is subjected to intense vibrations and shocks.
Please check dimensions carefully when using as a replacement as these can vary
between manufacturers.

701-93973000530072500278922933088.,93
701-938534004400062000258320328676,221⁄2
701-937343002920043500207317124163,52
701-936147002320035000206715622258,713⁄4
701-935052002040032500206715622258,711⁄2
701-934873001130019500175111915944,41
701-933647002320035000206015920655,562
701-932452002040032500175414619052,3913⁄4
701-931256001780029100175413718449,211⁄2
701-930063001530025700174812716746,0411⁄4
701-92948900785014000133810514033,341
701-92821000066501280013389512731.753⁄4
701-92708900785014000133810514036,51
701-92698900785014000133810514036,57⁄8
701-92571000066501280013389512733,33⁄4
701-92451000066501280013389512730,25⁄8
701-92331000066501280013389512730,21⁄2

r/min.NNN
StatDynAJLHBore Order Code

Limiting
Speed

Basic Load RatingsBolt
Hole Ø

Bolt Hole CentresIMPERIAL
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bas28a
701-966030005300072500278922933088,975
701-965832004950066000278922933088,970
701-964634004400062000258320328676,265
701-963436004000057500258320328676,560
701-962238003600052500257918426069,555
701-961043002920043500207317124163,550
701-960947002320035000206715622258,745
701-959252002040032500206715622258,740
701-95805600178002910017571442035435
701-957963001530025700175712717547,630
701-956773001130019500175111915944,425
701-955547002320035000206015920655,5650
701-954352002040032500175414619052,3945
701-953156001780029100175413718449,240
701-952063001530025700174812716746,0435
701-951873001130019500174812116536,6930
701-95068900785014000133810514033,3425
701-94901000066501280013389512731,7520
701-948847002320035000206015920657,250
701-947652002040032500175414619054,045
701-946456001780029100175413718449,240
701-945263001530025700174812716747,635
701-944073001130019500174812116542,930
701-94398900785014000133810514036,525
701-94271000066501280013389512733,320
701-94151000066501280013389512730,215
701-94031000066501280013389512730,212

r/min.NNNmm
StatDynAJLHBore Order Code

Limiting
Speed

Basic Load RatingsBolt
Hole Ø

Bolt Hole CentresMETRIC

bas28b

701-9660UCPX15D1
701-9658UCPX14D1
701-9646UCPX13D1
701-9634UCPX12D1
701-9622UCPX11D1
701-9610UCPX10D1
701-9609UCPX09D1
701-9592UCPX08D1
701-9580UCPX07D1
701-9579UCPX06D1
701-9567UCPX05D1
701-9555UCPL210D1
701-9543UCPL209D1
701-9531UCP208D1
701-9520UCPL207D1
701-9518UCPL206D1
701-9506UCPL205D1
701-9490UCPL204D1
701-9488SMUCP210D1
701-9476SMUCP209D1
701-9464SMUCP208D1
701-9452SMUCP207D1
701-9440SMUCP206D1
701-9439SMUCP205D1
701-9427SMUCP204D1
701-9415SMUCP202D1
701-9403SMUCP201D1
701-9397UCPX15-300D1
701-9385UCPX13-208D1
701-9373UCPX10-200D1
701-9361UCPX09-112D1
701-9350UCPX08-108D1
701-9348UCPX05-100D1
701-9336UCPL210-200D1
701-9324UCPL209-112D1
701-9312UCP208-108D1
701-9300UCPL207-104D1
701-9294UCPL205-100D1
701-9282UCPL204-012D1
701-9270SM-UCP205-100D1
701-9269SM-UCP205-014D1
701-9257SM-UCP204-012D1
701-9245SM-UCP202-010D1
701-9233SM-UCP201-008D1

50+25+10+5+1+Order CodeMftrs. List No.
Price Each

Acetal, Plastic & Glass Bearings
Radial Ball Bearings

Ì Caged and machined acetal bearings
Ì Stainless Steel (SS316) balls
Ì Typical application: film processing

700-0080CM6202/4N/D1811mm35mm15mm
700-0078CM6004/4N/D2212mm42mm20mm
700-0066CM6201/4N/D1210mm32mm12mm
700-0054CM6000/4N/D98mm26mm10mm
700-0042CM6200/4N/D129mm30mm10mm
700-0030CM608/4N/D97mm22mm8mm
700-0029CM626/4N/D96mm19mm6mm
700-0017CM4/4N/D99⁄32"3⁄4"1⁄4"
700-0005CMEE3/4N/D97⁄32"7⁄8"3⁄8"

kg
Order CodeMftrs' List No.Safe Working LoadwDd

700-0080CM6202/4N/D
700-0078CM6004/4N/D
700-0066CM6201/4N/D
700-0054CM6000/4N/D
700-0042CM6200/4N/D
700-0030CM608/4N/D
700-0029CM626/4N/D
700-0017CM4/4N/D
700-0005CMEE3/4N/D

100+50+25+10+1+
Price Each

Order CodeMftrs.  List No.

bas1

Radial Ball Bearings - Full Complement

700-1733AF4MW30/1B/D1499,5304
Order CodeMftrs' List No.Safe Working Load kgW1WDd

700-1733AF4MW30/1B/D
100+50+25+10+1+Order CodeMftrs' List No.

Price Each

Ì Full Complement bearings
Ì Carbon steel balls
Ì Typical application: drawer slides

bas2

Skate Wheels, Single Row

700-2154SW8/2E/D
100+50+25+10+1+Order CodeMftrs. List No.

Price Each

Ì Double-row conveyor skate wheel
Ì Stainless steel balls
Ì Safe working load - 25 kg

bas3

Double Row Bearing

700-2166AF8MDW37/2B/D35 kg1211,5378,1
Order CodeMftrs' List No.Safe Working LoadW1WDBore

700-2166AF8MDW37/2B/D
100+50+25+10+1+

Price Each
Order CodeMftrs. List No.

Ì Stainless steel balls
Ì Typical application: overhead conveyor

and carriage mechanisms

bas4

continued
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Acetal, Plastic & Glass Bearings — continued

Thrust Races

700-247651105M/1B/D33,334127,3
700-2464FT8/1B/D15,6321,78,1
700-2452FT4/1B/D7/16"1/16"9/16"1/4"
700-2440FT10M/1B/D15,6321,710,2

Order CodeMftrs' List No.PCDWdD

700-247651105M/1B/D
700-2464FT8/1B/D
700-2452FT4/1B/D
700-2440FT10M/1B/D

100+50+25+10+1+
Price Each

Order CodeMftrs. List No.

Ì Carbon steel balls
Ì Typical application: rotating equipment

bas5

Flanged Bearing Housings

Ì Stainless steel balls

700-2683SFT20/4N/D810.54,0042,584,06320
700-2671SFT12/4N/D69,04,0032,063,54712
700-2660SFT10/4N/D510.04,7632,051,04010

Order CodeMftrs' List No.BEFDACd

700-2683SFT20/4N/D
700-2671SFT12/4N/D
700-2660SFT10/4N/D

100+50+25+10+1+Order CodeMftrs.  List No.
Price Each

bas6

Heavy Duty Standard Bearing

700-2816AIB62026.OP/B/HD WITH M2038 ADAPTOR X2200133,10156.38
700-2804AIB62024.OP/B/HD WITH M2038 ADAPTOR X220082,50100,80

Order CodeMftrs. List No.Load kgPitch Dia.O/Dia.

700-2816156.38
700-2804100.80

100+50+25+10+1+Order CodeO/Dia.
Price Each

Ì Plastic pulley
with inserted steel bearing

Ì Typical application: gym equipment

bas7

Euro-Seal End Caps

D500649.2/49.344.9/45.08
Mftrs. List No.Flange ØEngagement Ø

6,64,049,20/49,4040,044,90/45,08M8
FEDCBA

700-2830D5006
100+50+25+10+1+Order CodeMftrs. List No.

Price Each

Ì Sealed end cap
Ì Eliminates need for stainless steel axle

Ì Stainless steel balls
Ì Typical industry: food processing

bas8

Radial Ball Bearings - Glass Balls

721-3682CM10PPG127⁄16"1 3⁄8"5⁄8"
721-2641CM8PPG127⁄16"1 3⁄8"1⁄2"

Order CodeMftrs. List No.Capacity kgCBA

721-3682
721-2641

100+50+25+10+1+Order Code
Price Each

Ì Glass balls
Ì Typical applications: conveyor sections of the P.C.B. manufacturing industry
Ì The most chemical resistant bearing available for the industry

bas92

Self Adjusting, Maintenance-Free Bearings IGUBAL
Igubal™ bearings provide developers with a complete system of bearing elements for a
wide range of applications.
The bearings can all be used for technically dry applications, are highly insensitive to
dirt, can run in liquids and even in chemicals and are completely corrosion proof.
Being 20% the weight of steel they are ideal for pneumatic applications but can still
absorb the high forces necessary for many jobs.
Features of the range include:-
Ì No need for additional maintenance
Ì No contamination by oil or grease
Ì No failure due to lubricant ageing

Ì Service temperature from
-40°C to +80°C

Ì All dimensions to DIN648
bas98

Spherical Rod-End IGUBAL
Ì Particularly suitable for mounting rotating

shafts, in this case the shaft itself rotates in the
bearing cap

Ì Adapts to all angular deviations
Ì Corrosion-resistant in moist or wet environ-

ments and the sliding bearings are resistant to
weak acids and alkalis

Ì Very high fatigue strength under changing
loads

Ì High rigidity and low weight – a fifth of con-
ventional metallic bearing housings

721-9416KARM-16883766201528,54219,316
721-9404KARM-147936611913.525,43816,814
721-9398KARM-127132541612.022,23415,412
721-9386KARM-106328481410.519,03012,910
721-9374KARM-08552542129.015,82410,38
721-9362KARM-0646213697.012,7208,96  
721-9350KARM-0542193386.011,1187,75

Order CodeList  No.I2I1hBC1dkd2dnd1

Mftrs'Male Rod Ends
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721-9489KBRM-1688528641527224219,316
721-9477KBRM-14876255713.525203816,814
721-9465KBRM-126,56722501222183415,412
721-9453KBRM-106,558204310.519153012,910
721-9441KBRM-085481636916132410,38
721-9430KBRM-06540123071310208,96
721-9428KBRM-0543610276129187,75

Order CodeI5I4I3h1C1d5d4d2dnd1
Mftrs'

List No.
Female Rod Ends

721-9489M16Female
721-9477M14Female
721-9465M12Female
721-9453M10Female
721-9441M8Female
721-9430M6Female
721-9428M5Female
721-9416M16Male
721-9404M14Male
721-9398M12Male
721-9386M10Male
721-9374M8Male
721-9362M6Male
721-9350M5Male

50+25+10+5+1+Order CodeThreadType
Price Each

bas94

Pivoting Bearings IGUBAL

721-9544KGLM-3050.834.825375530
721-9532KGLM-2542.829.522314725
721-9520KGLM-1628.519.315213216
721-9519KGLM-101912.910.5142210
721-9507KGLM-0815.810.3912198
721-9490KGLM-0511.17.768135

Order CodeMftrs' List No.dkdnCBd
22)d11)

721-954430mm
721-953225mm
721-952016mm
721-951910mm
721-95078mm
721-94905mm

50+25+10+5+1+Order CodeSize
Price Each

1) Barrel gauge test
2) Press fit in locating bore D (h7)

bas95

Ì Compensate for alignment errors
Ì Very good vibration reduction
Ì High load bearing capacity at normal ambient temperatures
Ì Suitable for rotary, oscillating and axial movements
Ì Installed by simple press-fitting into an H7 bore

Pedestal Bearings IGUBAL

Ì Compensates for alignment errors and avoids edge pressures
Ì Housings manufactured from an impact resistant, rigid thermoplastic composite

material
Ì Abrasion resistant interior bearing cap suited for dry applications
Ì The low friction coefficient means high sliding speeds up to a maximum of 1.5m/s

for rotary movements and 8m/s for linear movements can be supported

721-9611JAM-3010,596101246432253730
721-9600JAM-258,58610110542722.03125
721-9593JAM-208,568988442218.02520
721-9581JAM-166,560680361815.02116
721-9570JAM-125,546660281412.01612
721-9568JAM-105,546660281410.51410
721-9556JAM-053,3253361476.085

(E10) Order Code
Mftrs.

List No.
d3mCah2h1C1Bd11)

721-961130mm
721-960025mm
721-959320mm
721-958116mm
721-957012mm
721-956810mm
721-95565mm

50+25+10+5+1+
Price Each

Order CodeSize

bas96

Two Bolt Spherical IGUBAL

721-9702EFOM-3024,512830
721-9696EFOM-2523,510125
721-9684EFOM-2018,54220
721-9672EFOM-1616,57716
721-9660EFOM-1213.06212
721-9659EFOM-1012,05210
721-9647EFOM-058,5405

Order CodeMftrs. List No.Total HeightMax. WidthShaft

721-970230mm
721-969625mm
721-968420mm
721-967216mm
721-966012mm
721-965910mm
721-96475mm

50+25+5+1+
Price Each

Order CodeSize

bas97

Ì Easy to mount
Ì Compensates for misalignments

Ì Suitable for rotary, oscillating and axial
movements

Spherical Bearings
Spherical Plain Bearings

Mounting
The constructional characteristics of spherical bearings are similar to those of (the
head of) the rod ends.
Spherical bearings differ by being contained in a cylindrical housing enabling them to
be mounted in the conventional manner for journal support as shown below. It is
important to ensure that the bore into which a bearing is fitted is sized correctly. An
undersized bore may considerably increase the rotational resistance of the ball within
its housing, with obvious detrimental effects on the performance of the bearing. To
ensure correct operation of the bearing, we recommend that bores provided be 
tolerated in accordance with the following:
Bearing Size Tolerance P7 (mm)

2..........-0.009 / -0.024
3-4-5-6....-0.011 / -0.029
Axial Loads:

Spherical bearing will only support axial loads if properly installed in a bore which pro-
vides adequate support for its housing. Radial and axial loads are given for spherical
bearings. We do not advise simultaneous application of maximum possible radial and
axial loads to spherical bearings.

706-222924098012,7098,966,75186
706-221719078011,1187,716165
706-22051405909,5276,465,25144
706-21991004207,9365,184.,5123
706-2187502406,004,83,63,692

E
Order CodeAxial daNRadial daNØ BallWOHDB

Static Load

706-22296
706-22175
706-22054
706-21993
706-21872

100+50+25+10+5+1+Order Code mm
Price EachSize

Ì Miniature, general-purpose, spherical bearing
Ì Sizes 2 –6 mm bore
Ì Zinc-plated, steel housing
Ì Hardened steel ball
Ì Phosphor bronze bearing
Ì Needs lubrication

bas76



48

3

48

B
ea

ri
ng

s
&

 S
ea

ls
Bearings & Seals

Electronic, Electrical and Mechanical Prices are in Singapore Dollars and exclusive of GST

Spherical Bearings — continued

Spherical Self-Lubricating Bearings

706-22915002,55012,7098,966.75186
706-22804401,96011,1187,716165
706-22783501,4709,5276,465,25144
706-22662501,0307,9365,184,5123
706-22541805106,004,83,603,692

E
Order CodeAxial daNRadial daNØ BallWOHDB

Static Load

706-22916
706-22805
706-22784
706-22663
706-22542

100+50+25+10+5+1+Order Code mm
Price EachSize

Ì Miniature, self-lubricating spherical bearings
Ì Mild steel housing, zinc-plated
Ì Hardened steel ball
Ì Uniflon E-lining
Ì Maintenance-free

For mounting and other instructions see the above text for miniature general purpose
bearings.

bas77

Rod Ends
Rod Ends, Stainless Steel, Self-Lubricating

706-14201,0001615,43M12 x 1,7512.,6550301222
706-14197801412,92M10 x 1,7510,505643261020
706-14075901210,40M8 x1,259,00473622817
706-139040098,96M6 x 1,06,75393018614
706-138933087,71M5 x 0,86,00352716514
706-137722065,18M3 x 0,54,50272112310
706-13651,0001615,43M12 x 1,7512,006954301233
706-13537801412,92M10 x 1,7510,506148261029
706-13415201210,40M8 x1,259,00534222825
706-133028098,96M6 x 1,06,75453618622
706-132820087,71M5 x 0,86,00413316520
706-13167065,18M3 x 0,54,50332712315

Order CodeLoads daNWOMHGFDBA
Static

706-142012Female
706-141910Female
706-14078Female
706-13906Female
706-13895Female
706-13773Female
706-136512Male
706-135310Male
706-13418Male
706-13306Male
706-13285Male
706-13163Male

100+50+25+10+5+1+Order CodemmType
Price EachSize

Ì General-purpose, stainless steel rod-
end (AISI303)

Ì Male & female versions

Ì Hardened steel ball (AISI420)
Ì Phospher bronze bearin

bas73

Self-Lubricating Rod Ends, Mild Steel

706-16401548008528644219,315,0021M1616
706-16381317006622503215,412,0016M1212
706-16261313005720432812,910,5014M1010
706-1614148004816362410,49.,0012M88
706-160213400401230208,96,759M66
706-159613300361027187,76,008M55

Order Codeα°Loads daNL4L3h1d2d1C1Bd3d mm
StaticFemale Rod Ends

706-15841548008437664219,315,0021M1616
706-15721317007032543215,412,0016M1212
706-15601313006228482812,910,5014M1010
706-1559148005425422410,49,0012M88
706-154713400462136208,96,759M66
706-153513300421933187,76,008M55

Order Codeα°Loads daNL2L1hd2d1C1Bd3d mm
StaticMale Rod Ends

706-164016mmR/E F
706-163812mmR/E F
706-162610mmR/E F
706-16148mmR/E F
706-16026mmR/E F
706-15965mmR/E F
706-158416mmR/E M
706-157212mmR/E M
706-156010mmR/E M
706-15598mmR/E M
706-15476mmR/E M
706-15355mmR/E M

100+50+25+10+5+1+
Price Each

Order CodeSizeDesc

Ì Rod-ends DIN 648 type K
Ì Self-lubricating
Ì Maintenance free
Ì Wear resistant bearing surfaces

Ì Low constant rotational resistance
Ì Operating temperature range

– 30°C + 150°C

Materials

Ball : bearing steel 10 Cr 6, hardened, ground and polished
Inserts : special bronze cold formed on to the ball
Housing : sizes 5-12: low carbon steel
Housing : size 16 : high carbon alloy steel
The type of loading has considerable effect on the performance and life of a rod-end.
Alternating and shock loads will cause failure to occur at lower levels than the static
loads indicated in the tables above. To determine the maximum allowable load, it is
necessary to apply a load factor Kf, according to the type of dynamic loading which the
rod-end will be subjected to.
Fr :- Max. allowable radial load (daN)
Fr =Fs x Kf
Fs :- stat load (daN) – tabulated data
Kf :- load factor
Load type Load factor Kf
Continuous 1
Pulsating 0.5
Alternating 0.25
In critical applications or where loads cannot be determined, performance tests should
be carried out.

bas74
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Miniature Rod Ends

706-202356087,71M5 x 0,86,00352716514
706-201145076,46M4 x 0,75,25312414412
706-200036065,18M3 x 0,54,50272112310
706-19971904,83,60M2 x 0,43,6020.516927
706-198534087,71M5 x 0,866,00413316520
706-197320076,46M4 x 0,75,25373014418
706-196112065,18M3 x 0,54,50332712315
706-1950404,83,60M2 x 0,43,6022.518929

Order CodeLoads daNWOMHGFDBA
Static

706-20235mmFemale
706-20114mmFemale
706-20003mmFemale
706-19972mmFemale
706-19855mmMale
706-19734mmMale
706-19613mmMale
706-19502mmMale

100+50+25+10+5+1+Order CodeSizeType
Price Each

Ì Miniature rod ends 2 -5mm
Ì Male & Female versions
Ì Bronze bearing
Ì Hardened steel ball
Ì Needs lubrication

bas75

Bushes
Bronze-Impregnated Bush/Washer Kits GLACIER

Glacier bush kits

Ì Operate without lubrication and at tem-
peratures between -200° C and +280° C

Ì Resist many industrial liquids, solvents
and gases, including water and oil

Ì Negligible stick/slip, quiet running
Ì Operate in dusty environments
Ì Withstand very high loads
Ì Operate without accumulation of static

electricity

Two kits containing Glacier DU™ bushes
and washers which provide the ideal solu-
tion for applications where dry bearings are
essential. Glacier DU™ is a metal-backed,
PTFE and lead-lined composite bearing
material and is suitable for a wide variety of
applications within the automotive, elec-
tronic and industrial sectors.

201,0071,00514,018141211,966GLFMB1207DU4
181,007  1,00512,01812109,972GLFMB1007DU4
151,0061,00510,0151087,972GLFMB0806DU6
121,0041,0058,015865,978GLFMB0604DU6
——81,00514,018141211,966GLMB1208DU6
——101,00512,01812109,972GLMB1010DU8
——81,00510,0151087,972GLMB0808DU10
——61,0058,015865,978GLMB0606DU12
——51,0057,015754,978GLMB0505DU20
——40,755,5085,543,992GLMB0404DU30
——30,754,5084,532,994GLMB0303DU30
——30,753,5083,521,994GLMB0203DU30
DFB1BTD1Dd1dTypeQty

Small kit contains: 

———1.5—36—20GLWC18DU4
———1,5—32—18GLWC16DU4
———1,5—30—16GLWC14DU4
———1,5—26—14GLWC12DU5
———1,5—24—12GLWC10DU6
———1,5—20—10GLWC08DU6
301,50121,00523,021232019,959GLFMB2012DU4
231,0091,00517,018171514,966GLFMB1509DU4
201,0071,00514,018141211,966GLFMB1207DU4
181,0071,00512,01812109,3972GLFMB1007DU6
151,0061,00510,0151087,972GLFMB0806DU8
121,0041,0058,015865,978GLFMB0604DU10
——151,00523,021232019,959GLMB2015DU4
——121,00517,018171514,966GLMB1512DU4
——101,00514,018141211,966GLMB1210DU8
——81,00512,01812109,972GLMB1008DU10
——81,00510,0151087,972GLMB0808DU10
——61,0058,015865.,78GLMB0606DU12
DFB1BTD1Dd1dTypeQty

Large kit contains: 

bas79

717-6028Small
717-6016Large

5+3+1+Order CodeSize
Price Each

Bronze-Impregnated Plain Bushes GLACIER

Plain Bush 

717-6338GLMB2015DU23.02119,9591,505152320
717-6326GLMB1512DU17,01814,9661,005121715
717-6314GLMB1210DU14.01811,9661,005101412
717-6247GLMB1208DU14,01811,9661,00581412
717-6235GLMB1010DU12,0189.9721,005101210
717-6223GLMB1008DU12,.0189,9721,00581210
717-6211GLMB0808DU10,0157,9721,0058108
717-6200GLMB0606DU8,0155,9781,005686
717-6193GLMB0505DU7,0154,9781,005575
717-6181GLMB0404DU5,5083,9920,7545.54
717-6170GLMB0303DU4,5082,9940,7534.53
717-6168GLMB0203DU3,5081,9940,7533.52

D1dTBDd1
Order CodeMftrs' List No.

Housing
Diameter

Journal
Diameter

Wall
Thickness

LengthOutside ØNominal
Bore

717-633820
717-632615
717-631412
717-624712
717-623510
717-622310
717-62118
717-62006
717-61935
717-61814
717-61703
717-61682

10+5+1+Nominal Bore
Price Each

Order Code
10 Per Pack

Ì Operate without lubrication and at temperatures between -200° C and +280° C
Ì Resist many industrial liquids, solvents and gases, including water and oil
Ì Negligible stick/slip, quiet running
Ì Operate in dusty environments
Ì Withstand very high loads
Ì Operate without accumulation of static electricity

Plain Glacier bush packs

bas80

continued

Major International
Brands

All the leading brand names from over
1,000 major international manufacturers.
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Bushes — continued

Bronze-Impregnated Flanged Bushes GLACIER

Flanged Bush

19.95923.0001.31.475 717-6399FMB2012DU
19.98023.0211.51.50520
14.96617.0000.800.980 717-6387FMB1509DU
14.98417.0181.001.00515
11.96614.0000.800.980 717-6375FMB1207DU
11.98414.0181.001.00512
9.97212.0000.800.980 717-6363FMB1007DU
9.98712.0181.001.00510
7.97210.0000.800.980 717-6351FMB0806DU
7.98710.0151.001.0058
5.9788.0000.800.980 717-6340FMB0604DU
5.9908.0151.001.0056

dD1B1Td1
Order CodeMftrs. List No.

Journal 
Ø

Housing 
Ø

Flange
Thickness

Wall
Thickness

Nominal
Bore

717-6399122320
717-638791715
717-637571412
717-636371210
717-63516108
717-6340486

10+5+1+DB
Price Each

Order Code
ØLengthBore

Housing 10 Per Pack

Ì Operate without lubrication and at temperatures between -200° C and +280° C
Ì Resist many industrial liquids, solvents and gases, including water and oil
Ì Negligible stick/slip, quiet running
Ì Operate in dusty environments
Ì Withstand very high loads
Ì Operate without accumulation of static electricity

Flanged Glacier bush packs

bas81

Bronze-Impregnated Washers GLACIER

717-6454GLWC18DU1,53620
717-6442GLWC16DU1,53218
717-6430GLWC14DU1,53016
717-6429GLWC12DU1,52614
717-6417GLWC10DU1,52412
717-6405GLWC08DU1,52010

Order CodeMftrs' List No.ThicknessOutside ØBore

717-645420
717-644218
717-643016
717-642914
717-641712
717-640510

10+5+1+Order CodeBore 
Price Each

Ì Operate without lubrication and at temperatures between -200° C and +280° C
Ì Resist many industrial liquids, solvents and gases, including water and oil
Ì Negligible stick/slip, quiet running
Ì Operate in dusty environments
Ì Withstand very high loads
Ì Operate without accumulation of static electricity
Packs of individual Glacier DU™ washers. For detail refer to Glacier Bush Kit on page
49.

Glacier washer packs
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Self-lubricating Bearings
Thermoplastic Self-Lubricating Bearings

ÌÌÌÌÌÌÌÌÌÌÌÌÌProduct range
ÌÌÌÌÌÌÌÌÌÌÌÌÌÌCost reduction
ÌÌÌÌÌÌÌÌÌÌÌÌSpace savings
ÌÌÌÌÌÌÌÌÌÌÌÌÌÌQuiet operation
ÌÌÌÌÌÌÌÌÌÌÌÌÌÌÌMisalignment
ÌÌÌÌÌÌÌÌÌÌÌÌÌÌVibration control
ÌÌÌÌÌÌÌÌÌÌÌÌÌDirt, dust, lint
ÌÌÌÌÌÌÌÌÌÌÌÌÌAppropriate for food contact
ÌÌÌÌÌÌÌÌÌChemical resistance
0,30,51p . v values, Max.
2 m/s3 m/s4 m/sLinear movements, Max.
0,8 m/s1 m/s1 m/sRotating and oscillating movements, Max.
-40°C to +115°C-40°C to +115°C-40°C to +130°CTemperature range
18 N/mm218 N/mm280 N/mm2Compressive strength
ÌÌÌÌÌÌÌÌÌÌÌAbrasion resistance
ÌÌÌÌÌÌÌÌÌÌÌÌÌDry operation
ÌÌÌÌÌÌÌÌÌÌÌÌÌMaintenance-free
igludur A200igludur M250igludur G

Bearing Materials

Iglidur is the generic name of Igus bearing materials made from engineered plastic
compounds. Each Iglidur material is designed to meet the requirements of specific
applications. A brief explanation of the different materials is given below followed by a
table giving more comprehensive selection information.
Type G – The All-Rounder

No other bearing in the Iglidur range is used for as many and as varied applications as
Iglidur G. Iglidur G should always be the first choice unless the specific requirements
of the application suggest other materials should be used.
Type M250 – Thick and Robust

Iglidur M250 self-lubricating bearings are ideally suited for harsh environments.
Primary advantages of this bearing type include impact resistance and vibration damp-
ening, wear resistance and the ability to absorb dirt ingress.
Type A200 – Food and Pharmaceuticals

The ideal solution for bearing locations in machines for the food and pharmaceutical
industries, medical equipment, small household appliances and many more. FDA
approved.

bas89

Bush Kits IGLIDURR®

Ì A selection of the most popular bushes
and washers

Ì All kit items manufactured from iglidur
‘G’ material

Ì Maintenance free solution – no oiling
requirement

Ì Best price / life relationship
Ì Suitable for rotation, oscillation and lin-

ear movement applications
Ì Soft shaft options possible
Ì Quiet operation
Ì Tolerant of offset loads
Ì Vibration damping
Ì Space-saving design
Ì Abrasion-resistant
Ì Interchangeability with existing steel

back PTFE bearings (DIN 1494)
bas60a

—1,5—36204Thrust Washer
—1,5—32184Thrust Washer
—1,5—30164Thrust Washer
—1,5—26144Thrust Washer
—1,5—24124Thrust Washer
—1—18104Thrust Washer
1.5213023204Flanged Brush
1172418164Flanged Brush
1202014126Flanged Brush
1151812106Flanged Brush
110151086Flanged Brush
110128610Flanged Brush
—21—23204Plain Brush
—25—18164Plain Brush
—20—14126Plain Brush
—15—12108Plain Brush
—15—1088Plain Brush
—10—8610Plain Brush
b2b1d3d2d1QtyContents

Optimum shaft material for all bearings is steel to 50 HRC to ensure very low friction
and wear.
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bas60b

704-8294

20+10+5+3+1+Order Code
Price Per Kit

Plain Bearings IGLIDUR

703-5755303830703-5706202014
703-5743303025703-5690201612
703-5731302620703-5688161410
703-5720302418703-567612128
703-5718252016703-566410106Type A200

703-5858403430703-5652303830
703-5846252825703-5640303025
703-5834202320703-5639302620
703-5822252018703-5627302418
703-5810251816703-5615252016
703-5809251614703-5603202014
703-5792201412703-5597201612
703-5780151210703-5585161410
703-577915108703-557312128
703-57671086Type G703-556110106Type M250

Order Codeb1d2d1Order Codeb1d2d1

703-5858
703-5846
703-5834
703-5822
703-5810
703-5809
703-5792
703-5780
703-5779
703-5767
703-5858
703-5846
703-5834
703-5822
703-5810
703-5809
703-5792
703-5780
703-5779
703-5767
703-5652
703-5640
703-5639
703-5627
703-5615
703-5603
703-5597
703-5585
703-5573
703-5561

50+10+1+Order Code
Price EachOrder Multiple = 10

Ì Range of most popular plain bearings
Ì Choice of three materials, details as introduction

bas55

Flanged Bearings IGLIDUR

Ì Range of most popular plain bearings
Ì Choice of three materials, details as introduction

703-6747438443830
703-6735430383225
703-6723326322620
703-6711324302418
703-6700320282216
703-6693320252014
703-6681316221812
703-6670314221610
703-666831218148
703-665621014106

Type A200

703-6840226423430703-6644430443830
703-68381,521352825703-6632430383225
703-68261,521302320703-6620330322620
703-6814228262218703-6619330302418
703-6802117241816703-6607325282216
703-6796112221614703-6590320252014
703-6784120201412703-6589320221812
703-6772115181210703-6577316221610
703-676011015108703-656531018148
703-67591101286703-655321014106

Type GType M250
Order
Code

b2b1d3d2d1Order
Code

b2b1d3d2d1

703-6840
703-6838
703-6826
703-6814
703-6802
703-6796
703-6784
703-6772
703-6760
703-6759
703-6747
703-6735
703-6723
703-6711
703-6700
703-6693
703-6681
703-6670
703-6668
703-6656
703-6644
703-6632
703-6620
703-6619
703-6607
703-6590
703-6589
703-6577
703-6565
703-6553

50+10+1+Order Code
Price EachOrder Multiple = 10

bas57

Thrust Washers IGILUDUR

704-74603281.53620
704-74592251,53218
704-74472221,53016
704-74352201,52614
704-74232181,52412
704-7411——1 1810

Order Coded5d4sd2d1

704-746020
704-745918
704-744716
704-743514
704-742312
704-741110

200+100+50+30+10+Order Coded1
Price EachOrder Multiple = 10

Ì Range of most popular bearing flanges/washers
Ì Manufactured in Iglidur 'G' material, details as introduction

bas59
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O-ring Kits
O Ring Kits

703-5214Kit 3Imperial Viton
703-5202Kit 2Metric Nitrile
703-5196Kit 1Imperial Nitrile

50+25+10+5+1+Order Code
Price Each

7BS3277BS327
7BS3267BS326
7BS3257BS325

10BS22210BS222
10BS22110BS221
10BS22010BS220
10BS21910BS219
10BS21810BS218
10BS21710BS217
10BS21610BS216
10BS21510BS215
10BS21410BS0395-3010BS214
10BS21210BS0325-3010BS212
10BS21110BS0315-3010BS211
10BS21010BS0265-3010BS210
13BS11610BS0245-3013BS116
13BS11510BS0195-3013BS115
13BS11425BS0146-2413BS114
13BS11325BS0116-2413BS113
13BS11225BS0096-2413BS112
13BS11125BS0076-2413BS111
13BS11025BS0066-2413BS110
20BS01225BS0056-2420BS012
20BS01150BS0141-1620BS011
20BS01050BS0121-1620BS010
20BS00950BS0101-1620BS009
20BS00850BS0081-1620BS008
20BS00750BS0061-1620BS007
20BS00650BS0041-1620BS006
QtySizeQtySizeQtySize

ContentsContentsContents
Kit 3 (Imperial Viton)Kit 2 (Metric Nitrile)Kit 1 (Imperial Nitrile)

bas53

Ì Three selection kits featuring most popular O-rings
Ì Invaluable for maintenance and breakdown response

O Ring Splicing Kits and Replacement Cord

703-55508,4 x 8,5  
703-55485,7 x 8,5  
703-55363,0 x 8,5  
703-55242,4 x 8,5  
703-55121,6 x 8,5

50+25+10+5+1+Order Codemm x m
Price Per LengthReplacement Cord

Ì Complete O-ring cord bonding kit
Ì Includes cutting jig and knife
Ì Contained in strong, portable, carrying

case

Ì Nitrile rubber cord
Ì Replacement rubber cord also available

bas54

59.9769.0079.0281.7589.76703-5482Splicing Kit
50+25+10+5+1+Order Code

Price Per Kit


