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CERAMIC CAPACITORS

MULTILAYER CERAMIC CHIP CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 02016G223ZAT2A 22 000 +80, -20% Y5V 23K8195 0.284
● 02016G473ZAT2A 47 000 +80, -20% Y5V 23K8197 0.284

0201 CASE SIZE, VOLTAGE: 10V

● 0201ZA101JAT2A 100 ± 5% C0G/NP0 23K8179 0.236
● 0201ZD472KAT2A 4700 ± 10% X5R 23K8181 0.236
● 0201ZD103KAT2A 10 000 ± 10% X5R 23K8180 0.312

0201 CASE SIZE, VOLTAGE: 16V

● 0201YA390JAT2A 39 ± 5% C0G/NP0 23K8172 0.213
● 0201YA470JAT2A 47 ± 5% C0G/NP0 23K8173 0.213
● 0201YC101KAT2A 100 ± 10% X7R 23K8175 0.213
● 0201YC121KAT2A 120 ± 10% X7R 96M1102 0.213
● 0201YC271KAT2A 270 ± 10% X7R 96M1103 0.213
● 0201YC331KAT2A 330 ± 10% X7R 23K8177 0.213
● 0201YC471KAT2A 470 ± 10% X7R 96M1104 0.213
● 0201YC561KAT2A 560 ± 10% X7R 96M1105 0.213
● 0201YC681KAT2A 680 ± 10% X7R 23K8178 0.213
● 0201YC102KAT2A 1000 ± 10% X7R 23K8176 0.231

0201 CASE SIZE, VOLTAGE: 25V

● 02013A1R5CAT2A 1.5 ± 0.25pF C0G/NP0 23K8182 0.213
● 02013A1R8CAT2A 1.8 ± 0.25pF C0G/NP0 23K8183 0.213
● 02013A2R2CAT2A 2.2 ± 0.25pF C0G/NP0 23K8187 0.213
● 02013A3R3CAT2A 3.3 ± 0.25pF C0G/NP0 23K8189 0.213
● 02013A3R9CAT2A 3.9 ± 0.25pF C0G/NP0 23K8190 0.213
● 02013A4R7CAT2A 4.7 ± 0.25pF C0G/NP0 23K8192 0.213
● 02013A5R6CAT2A 5.6 ± 0.25pF C0G/NP0 23K8193 0.213
● 02013A6R8CAT2A 6.8 ± 0.25pF C0G/NP0 23K8194 0.213
● 02013A100JAT2A 10 ± 5% C0G/NP0 23K8184 0.236
● 02013A150JAT2A 15 ± 5% C0G/NP0 23K8185 0.236
● 02013A180JAT2A 18 ± 5% C0G/NP0 23K8186 0.236
● 02013A270JAT2A 27 ± 5% C0G/NP0 23K8188 0.236
● 02013A330JAT2A 33 ± 5% C0G/NP0 23K8191 0.236

0402 CASE SIZE, VOLTAGE: 6.3V

● 04026D105KAT2A 1 μF ± 10% X5R 84K8386 0.423
0402 CASE SIZE, VOLTAGE: 10V

● 0402ZC333KAT2A 33 000 ± 10% X7R 96M1116 0.354
● 0402ZC393KAT2A 39 000 ± 10% X7R 07J1956 0.354
● 0402ZD104KAT2A 100 000 ± 10% X5R 96M1117 0.354
● 0402ZG224ZAT2A 220 000 +80, -20% Y5V 77M8949 0.378
● 0402ZD105KAT2A 1 μF ± 10% X5R 06M4041 0.423

0402 CASE SIZE, VOLTAGE: 10V

● 0402YC103JAT2A 10 000 ± 5% X7R 96M1108 0.180
● 0402YC103KAT2A 10 000 ± 10% X7R 24C6240 0.022
● 0402YC103MAT2A 10 000 ± 20% X7R 96M1109 0.133
● 0402YC183KAT2A 18 000 ± 10% X7R 96M1110 0.227
● 0402YC223JAT2A 22 000 ± 5% X7R 96M1111 0.180
● 0402YC223KAT2A 22 000 ± 10% X7R 96M1112 0.180

0402 CASE SIZE, VOLTAGE: 25V

● 04023C682KAT2A 6800 ± 10% X7R 96M1119 0.142
● 04023C103KAT2A 10 000 ± 10% X7R 96M1118 0.142

0402 CASE SIZE, VOLTAGE: 50V

● 04025A0R5BAT2A 0.5 ± 0.1pF C0G/NP0 96M1120 0.156
● 04025A0R5CAT2A 0.5 ± 0.25pF C0G/NP0 96M1121 0.142
● 04025A1R0BAT2A 1 ± 0.1pF C0G/NP0 96M1122 0.156
● 04025A1R0CAT2A 1 ± 0.25pF C0G/NP0 96M1123 0.142
● 04025A1R2CAT2A 1.2 ± 0.25pF C0G/NP0 96M1124 0.142
● 04025A1R5CAT2A 1.5 ± 0.25pF C0G/NP0 96M1125 0.142
● 04025A1R8CAT2A 1.8 ± 0.25pF C0G/NP0 96M1126 0.142
● 04025A100CAT2A 10 ± 0.25pF C0G/NP0 96M1127 0.142
● 04025A100JAT2A 10 ± 5% C0G/NP0 96M1128 0.063
● 04025A120JAT2A 12 ± 5% C0G/NP0 96M1132 0.142
● 04025A150JAT2A 15 ± 5% C0G/NP0 96M1134 0.142
● 04025A180JAT2A 18 ± 5% C0G/NP0 96M1137 0.142
● 04025A2R2CAT2A 2.2 ± 0.25pF C0G/NP0 96M1139 0.142
● 04025A2R7CAT2A 2.7 ± 0.25pF C0G/NP0 96M1140 0.142

0402 CASE SIZE, VOLTAGE: 50V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 04025A3R3CAT2A 3.3 ± 0.25pF C0G/NP0 96M1148 0.142
● 04025A3R9CAT2A 3.9 ± 0.25pF C0G/NP0 96M1149 0.142
● 04025A4R7CAT2A 4.7 ± 0.25pF C0G/NP0 96M1152 0.142
● 04025A5R6CAT2A 5.6 ± 0.25pF C0G/NP0 96M1154 0.142
● 04025A6R8CAT2A 6.8 ± 0.25pF C0G/NP0 96M1156 0.142
● 04025A8R2CAT2A 8.2 ± 0.25pF C0G/NP0 96M1158 0.142
● 04025A200JAT2A 20 ± 5% C0G/NP0 96M1141 0.142
● 04025A220JAT2A 22 ± 5% C0G/NP0 96M1143 0.142
● 04025A220KAT2A 22 ± 10% C0G/NP0 96M1144 0.142
● 04025A270JAT2A 27 ± 5% C0G/NP0 96M1146 0.063
● 04025A330JAT2A 33 ± 5% C0G/NP0 96M1150 0.142
● 04025A390JAT2A 39 ± 5% C0G/NP0 96M1151 0.142
● 04025A470JAT2A 47 ± 5% C0G/NP0 96M1153 0.063
● 04025A560JAT2A 56 ± 5% C0G/NP0 96M1155 0.142
● 04025A680JAT2A 68 ± 5% C0G/NP0 96M1157 0.293
● 04025A101FAT2A 100 ± 1% C0G/NP0 96M1129 0.378
● 04025A101JAT2A 100 ± 5% C0G/NP0 96M1130 0.063
● 04025A101KAT2A 100 ± 10% C0G/NP0 96M1131 0.142
● 04025A121JAT2A 120 ± 5% C0G/NP0 96M1133 0.293
● 04025A151JAT2A 150 ± 5% C0G/NP0 96M1135 0.293
● 04025A151KAT2A 150 ± 10% C0G/NP0 96M1136 0.274
● 04025A181JAT2A 180 ± 5% C0G/NP0 96M1138 0.293
● 04025A221JAT2A 220 ± 5% C0G/NP0 96M1145 0.142

0603 CASE SIZE, VOLTAGE: 4V

● 06034D475KAT2A 4.7 μF ± 10% X5R 96M1267 1.150
0603 CASE SIZE, VOLTAGE: 6.3V

● 06036D105KAT2A 1 μF ± 10% X5R 84K8390 0.468
● 06036D225KAT2A 2.2 μF ± 10% X5R 84K8391 0.520
● 06036D225MAT2A 2.2 μF ± 20% X5R 96M1294 0.520
● 06036D475KAT2A 4.7 μF ± 10% X5R 96M1295 0.520
● 06036D475MAT2A 4.7 μF ± 20% X5R 96M1296 0.520

0603 CASE SIZE, VOLTAGE: 10V

● 0603ZC154KAT2A 150 000 ± 10% X7R 96M1190 0.213
● 0603ZC224KAT2A 220 000 ± 10% X7R 96K4753 0.213
● 0603ZC224MAT2A 220 000 ± 20% X7R 09J8915 0.189
● 0603ZD105KAT2A 1 μF ± 10% X5R 84K8388 0.472
● 0603ZG105ZAT2A 1 μF +80, -20% Y5V 84K8389 0.472

0603 CASE SIZE, VOLTAGE: 16V

● 0603YC563KAT2A 56 000 ± 10% X7R 96M1179 0.147
● 0603YC683KAT2A 68 000 ± 10% X7R 96M1180 0.170
● 0603YC823KAT2A 82 000 ± 10% X7R 96M1181 0.170
● 0603YC104JAT2A 100 000 ± 5% X7R 96M1175 0.098
● 0603YC104KAT2A 100 000 ± 10% X7R 96M1176 0.082
● 0603YC104MAT2A 100 000 ± 20% X7R 96M1177 0.082
● 0603YD224KAT2A 220 000 ± 10% X5R 96M1182 0.236
● 0603YG224ZAT2A 220 000 +80, -20% Y5V 96M1187 0.115
● 0603YD334KAT2A 330 000 ± 10% X5R 96M1185 0.331
● 0603YG334ZAT2A 330 000 +80, -20% Y5V 96M1188 0.194
● 0603YD474KAT2A 470 000 ± 10% X5R 96M1186 0.331
● 0603YG474ZAT2A 470 000 +80, -20% Y5V 96M1189 0.312
● 0603YD105KAT2A 1 μF ± 10% X5R 96K4752 1.090
● 0603YC105KAT2A 1 μF ± 10% X7R 96M1178 0.227
● 0603YD225KAT2A 2.2 μF ± 10% X5R 96M1183 0.590
● 0603YD225MAT2A 2.2 μF ± 20% X5R 96M1184 0.572

0603 CASE SIZE, VOLTAGE: 16V

● 0603YD105KAT2A 1 μF ± 10% X5R 96K4752 1.090
0603 CASE SIZE, VOLTAGE: 25V

● 06033C473JAT2A 47 000 ± 5% X7R 96M1264 0.265
● 06033C473KAT2A 47 000 ± 10% X7R 96K4761 0.088
● 06033C104KAT2A 100 000 ± 10% X7R 96M1263 0.213
● 06033G104ZAT2A 100 000 +80, -20% Y5V 96K4762 0.054
● 06033D224KAT2A 220 000 ± 10% X5R 96M1266 0.331
● 06033D105KAT2A 1 μF ± 10% X5R 96M1265 0.378

0603 CASE SIZE, VOLTAGE: 50V

● 06035A1R2CAT2A 1.2 ± 0.25pF C0G/NP0 17C6472 0.095
● 06035A1R5CAT2A 1.5 ± 0.25pF C0G/NP0 09J2468 0.095
● 06035A2R7CAT2A 2.7 ± 0.25pF C0G/NP0 17C6484 0.095
● 06035A100JAT2A 10 ± 5% C0G/NP0 17C6435 0.054
● 06035A120JAT2A 12 ± 5% C0G/NP0 17C6467 0.054
● 06035A150JAT2A 15 ± 5% C0G/NP0 17C6475 0.054
● 06035A180JAT2A 18 ± 5% C0G/NP0 17C6481 0.054

MULTILAYER CERAMIC
CHIP CAPACITORS
• Nickel Barrier Terminations
• Operating Temperature

Range: -55°C to +125°C
• Suitable for High Density PC

Board Applications
• Full Reel Quantities

Available. Go online or call.

0201 CASE SIZE, VOLTAGE: 6.3V
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Same-Day Shipping, Next-Day Delivery CAPACITORS

CERAMIC CAPACITORS

MULTILAYER CERAMIC CHIP CAPACITORS (CONT.) MULTILAYER CERAMIC CHIP CAPACITORS (CONT.)

0603 CASE SIZE, VOLTAGE: 50V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 06035A220JAT2A 22 ± 5% C0G/NP0 19C6320 0.054
● 06035A330JAT2A 33 ± 5% C0G/NP0 35K5089 0.054
● 06035A390JAT2A 39 ± 5% C0G/NP0 22C1031 0.053
● 06035A101JAT2A 100 ± 5% C0G/NP0 96K4763 0.054
● 06035A101KAT2A 100 ± 10% C0G/NP0 96M1268 0.054
● 06035A151KAT2A 150 ± 10% C0G/NP0 96M1272 0.095
● 06035A181JAT2A 180 ± 5% C0G/NP0 96M1273 0.057
● 06035A221FAT2A 220 ± 1% C0G/NP0 96M1274 0.284
● 06035A271JAT2A 270 ± 5% C0G/NP0 96M1275 0.063
● 06035A331JAT2A 330 ± 5% C0G/NP0 96M1276 0.069
● 06035A391JAT2A 390 ± 5% C0G/NP0 96M1277 0.100
● 06035A471FAT2A 470 ± 1% C0G/NP0 96M1278 0.850
● 06035A471JAT2A 470 ± 5% C0G/NP0 96M1279 0.069
● 06035A471KAT2A 470 ± 10% C0G/NP0 96M1280 0.128
● 06035A561JAT2A 560 ± 5% C0G/NP0 96M1281 0.133
● 06035A681JAT2A 680 ± 5% C0G/NP0 96M1282 0.133
● 06035A102FAT2A 1000 ± 1% C0G/NP0 96M1269 0.850
● 06035A102JAT2A 1000 ± 5% C0G/NP0 96M1270 0.260
● 06035C102JAT2A 1000 ± 5% X7R 96M1283 0.063
● 06035A102KAT2A 1000 ± 10% C0G/NP0 96M1271 0.151
● 06035C102KAT2A 1000 ± 10% X7R 09J2480 0.054
● 06035C103JAT2A 10 000 ± 5% X7R 96M1284 0.063
● 06035C103MAT2A 10 000 ± 20% X7R 96M1285 0.085
● 06035G103ZAT2A 10 000 +80, -20% Y5V 96M1292 0.054
● 06035C153JAT2A 15 000 ± 5% X7R 96M1286 0.166
● 06035C153KAT2A 15 000 ± 10% X7R 96M1287 0.123
● 06035C223JAT2A 22 000 ± 5% X7R 96M1288 0.166
● 06035C223KAT2A 22 000 ± 10% X7R 96K4764 0.076
● 06035C273KAT2A 27 000 ± 10% X7R 96M1289 0.123
● 06035C333JAT2A 33 000 ± 5% X7R 96M1290 0.166
● 06035C333KAT2A 33 000 ± 10% X7R 96M1291 0.123
● 06035C104KAT2A 100 000 ± 10% X7R 54K2412 0.260
● 06035G104ZAT2A 100 000 +80, -20% Y5V 96M1293 0.123

0603 CASE SIZE, VOLTAGE: 100V

● 06031A0R5CAT2A 0.5 ± 0.25pF C0G/NP0 96M1191 0.095
● 06031A1R0BAT2A 1 ± 0.1pF C0G/NP0 96M1192 0.425
● 06031A1R0CAT2A 1 ± 0.25pF C0G/NP0 96M1193 0.095
● 06031A1R2CAT2A 1.2 ± 0.25pF C0G/NP0 96M1194 0.095
● 06031A1R5CAT2A 1.5 ± 0.25pF C0G/NP0 96M1195 0.095
● 06031A1R8CAT2A 1.8 ± 0.25pF C0G/NP0 96M1196 0.095
● 06031A2R0CAT2A 2 ± 0.25pF C0G/NP0 96M1206 0.095
● 06031A2R2BAT2A 2.2 ± 0.1pF C0G/NP0 96M1207 0.425
● 06031A2R2CAT2A 2.2 ± 0.25pF C0G/NP0 96M1208 0.095
● 06031A2R7CAT2A 2.7 ± 0.25pF C0G/NP0 96M1209 0.095
● 06031A3R0CAT2A 3 ± 0.25pF C0G/NP0 96M1217 0.095
● 06031A3R3CAT2A 3.3 ± 0.25pF C0G/NP0 96M1218 0.095
● 06031A3R9CAT2A 3.9 ± 0.25pF C0G/NP0 96M1219 0.095
● 06031A4R7BAT2A 4.7 ± 0.1pF C0G/NP0 96M1224 0.425
● 06031A4R7CAT2A 4.7 ± 0.25pF C0G/NP0 96M1225 0.095
● 06031A5R6CAT2A 5.6 ± 0.25pF C0G/NP0 96M1229 0.095
● 06031A8R2CAT2A 8.2 ± 0.25pF C0G/NP0 96M1232 0.095
● 06031A100JAT2A 10 ± 5% C0G/NP0 96K4754 0.090
● 06031A100KAT2A 10 ± 10% C0G/NP0 96M1197 0.054
● 06031A120JAT2A 12 ± 5% C0G/NP0 96M1200 0.090
● 06031A130JAT2A 13 ± 5% C0G/NP0 96M1202 0.090
● 06031A150JAT2A 15 ± 5% C0G/NP0 96M1203 0.054
● 06031A150KAT2A 15 ± 10% C0G/NP0 96M1204 0.085
● 06031A220FAT2A 22 ± 1% C0G/NP0 96M1210 0.284
● 06031A220GAT2A 22 ± 2% C0G/NP0 96M1211 0.236
● 06031A220JAT2A 22 ± 5% C0G/NP0 96K4756 0.054
● 06031A220JA72A 22 ± 5% C0G/NP0 66M2977 1.510
● 06031A220KAT2A 22 ± 10% C0G/NP0 96M1212 0.054
● 06031A270FAT2A 27 ± 1% C0G/NP0 96M1214 0.284
● 06031A270GAT2A 27 ± 2% C0G/NP0 96M1215 0.236
● 06031A270JAT2A 27 ± 5% C0G/NP0 96M1216 0.090
● 06031A330FAT2A 33 ± 1% C0G/NP0 96M1220 0.284
● 06031A330JAT2A 33 ± 5% C0G/NP0 96M1221 0.054
● 06031A470FAT2A 47 ± 1% C0G/NP0 96M1226 0.284
● 06031A470JAT2A 47 ± 5% C0G/NP0 96M1227 0.090
● 06031A470KAT2A 47 ± 10% C0G/NP0 96M1228 0.054
● 06031A560JAT2A 56 ± 5% C0G/NP0 96M1230 0.090
● 06031A680JAT2A 68 ± 5% C0G/NP0 96M1231 0.090

0603 CASE SIZE, VOLTAGE: 100V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 06031A820JAT2A 82 ± 5% C0G/NP0 96M1233 0.090
● 06031A101FAT2A 100 ± 1% C0G/NP0 96M1198 0.284
● 06031A101JAT2A 100 ± 5% C0G/NP0 96K4755 0.054
● 06031A101JA12A 100 ± 5% C0G/NP0 55J2904 1.510
● 06031A101KAT2A 100 ± 10% C0G/NP0 96M1199 0.054
● 06031A121JAT2A 120 ± 5% C0G/NP0 96M1201 0.090
● 06031A151JAT2A 150 ± 5% C0G/NP0 96M1205 0.100
● 06031A221JAT2A 220 ± 5% C0G/NP0 96M1213 0.100
● 06031C221JAT2A 220 ± 5% X7R 96M1243 0.128
● 06031C221KAT2A 220 ± 10% X7R 96M1244 0.090
● 06031A331JAT2A 330 ± 5% C0G/NP0 96M1222 0.180
● 06031C331KAT2A 330 ± 10% X7R 96M1247 0.054
● 06031C391KAT2A 390 ± 10% X7R 96M1250 0.090
● 06031C471JAT2A 470 ± 5% X7R 96M1252 0.128
● 06031C471KAT2A 470 ± 10% X7R 96M1253 0.054
● 06031C561KAT2A 560 ± 10% X7R 96M1255 0.090
● 06031C681KAT2A 680 ± 10% X7R 96M1258 0.090
● 06031C821KAT2A 820 ± 10% X7R 96M1260 0.090
● 06031C102JAT2A 1000 ± 5% X7R 96M1234 0.128
● 06031C102KAT2A 1000 ± 10% X7R 96K4757 0.054
● 06031C102MAT2A 1000 ± 20% X7R 96M1235 0.085
● 06031C122KAT2A 1200 ± 10% X7R 96M1238 0.090
● 06031C152JAT2A 1500 ± 5% X7R 96M1240 0.128
● 06031C152KAT2A 1500 ± 10% X7R 96M1241 0.090
● 06031C182KAT2A 1800 ± 10% X7R 96M1242 0.090
● 06031C222JAT2A 2200 ± 5% X7R 96M1245 0.128
● 06031C222KAT2A 2200 ± 10% X7R 96K4759 0.054
● 06031C272KAT2A 2700 ± 10% X7R 96M1246 0.054
● 06031C332JAT2A 3300 ± 5% X7R 96M1248 0.128
● 06031C332KAT2A 3300 ± 10% X7R 96M1249 0.054
● 06031C392KAT2A 3900 ± 10% X7R 96M1251 0.090
● 06031C472JAT2A 4700 ± 5% X7R 96M1254 0.128
● 06031C472KAT2A 4700 ± 10% X7R 96K4760 0.090
● 06031C562JAT2A 5600 ± 5% X7R 96M1256 0.128
● 06031C562KAT2A 5600 ± 10% X7R 96M1257 0.090
● 06031C682KAT2A 6800 ± 10% X7R 96M1259 0.090
● 06031C822KAT2A 8200 ± 10% X7R 96M1261 0.090
● 06031C103JAT2A 10 000 ± 5% X7R 96M1236 0.128
● 06031C103KAT2A 10 000 ± 10% X7R 96K4758 0.194
● 06031C103MAT2A 10 000 ± 20% X7R 96M1237 0.156
● 06031C123KAT2A 12 000 ± 10% X7R 96M1239 0.123
● 06035C223KAT2A 22 000 ± 10% X7R 96K4764 0.076

0603 CASE SIZE, VOLTAGE: 200V

● 06032C102KAT2A 1000 ± 10% X7R 96M1262 0.319
0805 CASE SIZE, VOLTAGE: 6.3V

● 08056D475KAT2A 4.7 μF ± 10% X5R 84K8400 0.496
● 08056D106MAT2A 10 μF ± 20% X5R 84K8399 1.510
● 08056D106KAT2A 10 μF ± 10% X5R 92C8045 0.586
● 08056D226MAT2A 22 μF ± 20% X5R 96M1423 1.700

0805 CASE SIZE, VOLTAGE: 10V

● 0805ZC684KAT2A 680 000 ± 10% X7R 96M1310 0.567
● 0805ZC105KA12A 1 μF ± 10% X7R 55J5557 1.990
● 0805ZC105MAT2A 1 μF ± 20% X7R 96M1309 0.567
● 0805ZD225KAT2A 2.2 μF ± 10% X5R 84K8394 0.661
● 0805ZD335KAT2A 3.3 μF ± 10% X5R 84K8395 0.661
● 0805ZD475KAT2A 4.7 μF ± 10% X5R 84K8396 0.567
● 0805ZG475ZAT2A 4.7 μF +80, -20% Y5V 84K8397 0.567
● 0805ZD106KAT2A 10 μF ± 10% X5R 96M1311 1.510

0805 CASE SIZE, VOLTAGE: 16V

● 0805YC103KAT2A 10 000 ± 10% X7R 34C6801 0.048
● 0805YC224JAT2A 220 000 ± 5% X7R 96M1299 0.350
● 0805YC224KAT2A 220 000 ± 10% X7R 96M1300 0.220
● 0805YC334KAT2A 330 000 ± 10% X7R 96M1301 0.373
● 0805YC474KAT2A 470 000 ± 10% X7R 96K4765 0.315
● 0805YC474JAT2A 470 000 ± 5% X7R 96M1302 0.397
● 0805YC105KAT2A 1 μF ± 10% X7R 96M1298 0.661
● 0805YD105KAT2A 1 μF ± 10% X5R 96M1303 1.400
● 0805YG105ZAT2A 1 μF +80, -20% Y5V 96M1307 0.201
● 0805YD225KAT2A 2.2 μF ± 10% X5R 84K8392 0.661
● 0805YG225ZAT2A 2.2 μF +80, -20% Y5V 84K8393 0.472
● 0805YD475KAT2A 4.7 μF ± 10% X5R 96M1306 0.567
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0805 CASE SIZE, VOLTAGE: 16V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %
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Char.

Tape Cut

Stock No.

Price
Each
1-99

● 0805YD106KAT2A 10 μF ± 10% X5R 96M1304 1.510
● 0805YD106MAT2A 10 μF ± 20% X5R 96M1305 1.510

0805 CASE SIZE, VOLTAGE: 25V

● 08053A222JAT2A 2200 ± 5% C0G/NP0 96M1378 0.109
● 08053A272JAT2A 2700 ± 5% C0G/NP0 96M1379 0.109
● 08053A472JAT2A 4700 ± 5% C0G/NP0 96M1380 0.307
● 08053E104ZAT2A 100 000 +80, -20% Z5U 34C6803 0.076
● 08053C104KAT2A 100 000 ± 10% X7R 96M1381 0.098
● 08053G104ZAT2A 100 000 +80, -20% Y5V 96M1388 0.057
● 08053C154KAT2A 150 000 ± 10% X7R 96M1383 0.137
● 08053C224KAT2A 220 000 ± 10% X7R 96K4775 0.151
● 08053C224JAT2A 220 000 ± 5% X7R 65H4259 0.397
● 08053C224MAT2A 220 000 ± 20% X7R 96M1384 0.118
● 08053G334ZAT2A 330 000 +80, -20% Y5V 96M1390 0.160
● 08053D474KAT2A 470 000 ± 10% X5R 96M1386 0.373
● 08053G474ZAT2A 470 000 +80, -20% Y5V 96M1391 0.321
● 08053D684KAT2A 680 000 ± 10% X5R 96M1387 0.373
● 08053C105KAT2A 1 μF ± 10% X7R 96M1382 1.440
● 08053D105KAT2A 1 μF ± 10% X5R 96M1385 1.440
● 08053G105ZAT2A 1 μF +80, -20% Y5V 96M1389 0.201

0805 CASE SIZE, VOLTAGE: 50V

● 08055A271JAT2A 270 ± 5% C0G/NP0 96M1398 0.101
● 08055A331JAT2A 330 ± 5% C0G/NP0 96M1400 0.101
● 08055A331KAT2A 330 ± 10% C0G/NP0 45J3560 0.104
● 08055A391JAT2A 390 ± 5% C0G/NP0 96M1401 0.101
● 08055A471JAT2A 470 ± 5% C0G/NP0 96K4777 0.100
● 08055A471FAT2A 470 ± 1% C0G/NP0 96M1402 0.214
● 08055A471JAT2A 470 ± 5% C0G/NP0 96K4777 0.100
● 08055A471KAT2A 470 ± 10% C0G/NP0 96M1403 0.104
● 08055A561JAT2A 560 ± 5% C0G/NP0 96M1404 0.114
● 08055A681JAT2A 680 ± 5% C0G/NP0 96M1405 0.114
● 08055A821JAT2A 820 ± 5% C0G/NP0 96M1406 0.114
● 08055A102JAT2A 1000 ± 5% C0G/NP0 96K4776 0.139
● 08055C102KAT2A 1000 ± 10% X7R 19C6331 0.052
● 08055A102FAT2A 1000 ± 1% C0G/NP0 96M1392 0.435
● 08055A102GAT2A 1000 ± 2% C0G/NP0 96M1393 0.307
● 08055A102JAT2A 1000 ± 5% C0G/NP0 96K4776 0.139
● 08055A102KAT2A 1000 ± 10% C0G/NP0 96M1394 0.139
● 08055C102JAT2A 1000 ± 5% X7R 96M1407 0.137
● 08055C102KAT2A 1000 ± 10% X7R 19C6331 0.052
● 08055A122JAT2A 1200 ± 5% C0G/NP0 96M1395 0.194
● 08055A152JAT2A 1500 ± 5% C0G/NP0 96M1396 0.151
● 08055A182JAT2A 1800 ± 5% C0G/NP0 96M1397 0.194
● 08055C222KAT2A 2200 ± 10% X7R 19C6333 0.057
● 08055A222JAT2A 2200 ± 5% C0G/NP0 32H4914 0.194
● 08055A272JAT2A 2700 ± 5% C0G/NP0 96M1399 0.208
● 08055C472JAT2A 4700 ± 5% X7R 96M1414 0.137
● 08055C472KAT2A 4700 ± 10% X7R 35K2133 0.057
● 08055C682JAT2A 6800 ± 5% X7R 96M1417 0.137
● 08055C682KAT2A 6800 ± 10% X7R 96M1418 0.057
● 08055C103KAT2A 10 000 ± 10% X7R 19C6332 0.048
● 08055C103JAT2A 10 000 ± 5% X7R 96M1408 0.063
● 08055C103MAT2A 10 000 ± 20% X7R 96M1409 0.057
● 08055C333JAT2A 33 000 ± 5% X7R 96M1411 0.156
● 08055C333KAT2A 33 000 ± 10% X7R 96M1412 0.088
● 08055C393KAT2A 39 000 ± 10% X7R 96M1413 0.114
● 08055C473KAT2A 47 000 ± 10% X7R 96K4780 0.088
● 08055C473JAT2A 47 000 ± 5% X7R 96M1415 0.156
● 08055C473KAT2A 47 000 ± 10% X7R 96K4780 0.088
● 08055C563KAT2A 56 000 ± 10% X7R 96M1416 0.114
● 08055C823KAT2A 82 000 ± 10% X7R 96M1420 0.114
● 08055G104ZAT2T 100 000 +80, -20% Y5V 34C6808 0.123
● 08055E104ZAT2A 100 000 +80, -20% Z5U 34C6807 0.066
● 08055C104KAT2A 100 000 ± 10% X7R 27C8438 0.069
● 08055C104MAT2A 100 000 ± 20% X7R 96K4779 0.098
● 08055G104ZAT2A 100 000 +80, -20% Y5V 96M1421 0.066
● 08055C224KAT2A 220 000 ± 10% X7R 96M1410 0.199
● 08055G224ZAT2A 220 000 +80, -20% Y5V 96M1422 0.218

0805 CASE SIZE, VOLTAGE: 100V

● 08051A0R5CAT2A 0.5 ± 0.25pF C0G/NP0 96M1312 0.104
● 08051A1R0CAT2A 1 ± 0.25pF C0G/NP0 96M1313 0.104

0805 CASE SIZE, VOLTAGE: 100V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 08051A1R5CAT2A 1.5 ± 0.25pF C0G/NP0 96M1314 0.104
● 08051A2R2CAT2A 2.2 ± 0.25pF C0G/NP0 96M1327 0.104
● 08051A2R7CAT2A 2.7 ± 0.25pF C0G/NP0 96M1328 0.104
● 08051A3R3CAT2A 3.3 ± 0.25pF C0G/NP0 96M1334 0.104
● 08051A3R9CAT2A 3.9 ± 0.25pF C0G/NP0 96M1335 0.104
● 08051A4R7CAT2A 4.7 ± 0.25pF C0G/NP0 96M1341 0.104
● 08051A5R6CAT2A 5.6 ± 0.25pF C0G/NP0 96M1344 0.104
● 08051A6R8CAT2A 6.8 ± 0.25pF C0G/NP0 96M1346 0.057
● 08051A6R8DAT2A 6.8 ± 0.5pF C0G/NP0 96M1347 0.095
● 08051A8R2CAT2A 8.2 ± 0.25pF C0G/NP0 96M1350 0.104
● 08051A100CAT2A 10 ± 0.25pF C0G/NP0 96M1315 0.151
● 08051A100JAT2A 10 ± 5% C0G/NP0 96K4767 0.059
● 08051A100KAT2A 10 ± 10% C0G/NP0 96M1316 0.059
● 08051A120JAT2A 12 ± 5% C0G/NP0 96M1320 0.059
● 08051A150JAT2A 15 ± 5% C0G/NP0 96M1322 0.059
● 08051A180JAT2A 18 ± 5% C0G/NP0 96M1325 0.059
● 08051A200JAT2A 20 ± 5% C0G/NP0 96M1329 0.100
● 08051A220JAT2A 22 ± 5% C0G/NP0 96K4769 0.059
● 08051A220KAT2A 22 ± 10% C0G/NP0 96M1330 0.059
● 08051A270JAT2A 27 ± 5% C0G/NP0 96M1332 0.059
● 08051A300JAT2A 30 ± 5% C0G/NP0 96M1336 0.100
● 08051A330JAT2A 33 ± 5% C0G/NP0 96K4771 0.059
● 08051A330KAT2A 33 ± 10% C0G/NP0 96M1337 0.059
● 08051A390JAT2A 39 ± 5% C0G/NP0 96M1339 0.059
● 08051A470JAT2A 47 ± 5% C0G/NP0 96K4772 0.059
● 08051A470KAT2A 47 ± 10% C0G/NP0 96M1342 0.059
● 08051A560JAT2A 56 ± 5% C0G/NP0 96M1345 0.059
● 08051A680JAT2A 68 ± 5% C0G/NP0 96M1348 0.059
● 08051A820JAT2A 82 ± 5% C0G/NP0 96M1351 0.059
● 08051A101FAT2A 100 ± 1% C0G/NP0 96M1317 0.331
● 08051A101JAT2A 100 ± 5% C0G/NP0 96K4768 0.059
● 08051A101KAT2A 100 ± 10% C0G/NP0 96M1318 0.059
● 08051A121JAT2A 120 ± 5% C0G/NP0 96M1321 0.059
● 08051A151JAT2A 150 ± 5% C0G/NP0 96M1323 0.059
● 08051A151KAT2A 150 ± 10% C0G/NP0 96M1324 0.059
● 08051A181JAT2A 180 ± 5% C0G/NP0 96M1326 0.101
● 08051A221JAT2A 220 ± 5% C0G/NP0 96K4770 0.101
● 08051A221KAT2A 220 ± 10% C0G/NP0 96M1331 0.101
● 08051A271JAT2A 270 ± 5% C0G/NP0 96M1333 0.101
● 08051A331JAT2A 330 ± 5% C0G/NP0 96M1338 0.101
● 08051A391JAT2A 390 ± 5% C0G/NP0 96M1340 0.101
● 08051A471JAT2A 470 ± 5% C0G/NP0 96M1343 0.101
● 08051A681JAT2A 680 ± 5% C0G/NP0 96M1349 0.114
● 08051A102JAT2A 1000 ± 5% C0G/NP0 96M1319 0.147
● 08051C152KAT2A 1500 ± 10% X7R 96M1356 0.057
● 08051C182KAT2A 1800 ± 10% X7R 96M1358 0.057
● 08051C222JAT2A 2200 ± 5% X7R 96M1359 0.063
● 08051C222KAT2A 2200 ± 10% X7R 96M1360 0.057
● 08051C272KAT2A 2700 ± 10% X7R 96M1361 0.100
● 08051C332JAT2A 3300 ± 5% X7R 96M1363 0.137
● 08051C332KAT2A 3300 ± 10% X7R 96M1364 0.057
● 08051C472KAT2A 4700 ± 10% X7R 96M1365 0.057
● 08051C682KAT2A 6800 ± 10% X7R 96M1367 0.057
● 08051C822KAT2A 8200 ± 10% X7R 96M1368 0.100
● 08051C103JAT2A 10 000 ± 5% X7R 96M1352 0.063
● 08051C103KAT2A 10 000 ± 10% X7R 96M1353 0.057
● 08051C123KAT2A 12 000 ± 10% X7R 96M1355 0.114
● 08051C153KAT2A 15 000 ± 10% X7R 96M1357 0.114
● 08051C223KAT2A 22 000 ± 10% X7R 96K4773 0.076
● 08051C273KAT2A 27 000 ± 10% X7R 96M1362 0.114
● 08051C473KAT2A 47 000 ± 10% X7R 96M1366 0.156
● 08051C104KAT2A 100 000 ± 10% X7R 96M1354 0.189

0805 CASE SIZE, VOLTAGE: 200V

● 08052A101JAT2A 100 ± 5% C0G/NP0 96M1369 0.159
● 08052C331KAT2A 330 ± 10% X7R 96M1374 0.166
● 08052C471JAT2A 470 ± 5% X7R 96M1375 0.213
● 08052C471KAT2A 470 ± 10% X7R 96M1376 0.166
● 08052C681KAT2A 680 ± 10% X7R 96M1377 0.166
● 08052C102KAT2A 1000 ± 10% X7R 96K4774 0.166
● 08052C102JAT2A 1000 ± 5% X7R 96M1370 0.213
● 08052C102KAT2A 1000 ± 10% X7R 96K4774 0.166
● 08052C222KAT2A 2200 ± 10% X7R 96M1372 0.166
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0805 CASE SIZE, VOLTAGE: 200V

Mfg. Part No.
Cap.
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Tape Cut

Stock No.

Price
Each
1-99

● 08052C103KAT2A 10 000 ± 10% X7R 96M1371 0.183
● 08052C223KAT2A 22 000 ± 10% X7R 96M1373 0.201

0805 CASE SIZE, VOLTAGE: 100V

● 08051A100JAT2A 10 ± 5% C0G/NP0 96K4767 0.059
● 08051A220JAT2A 22 ± 5% C0G/NP0 96K4769 0.059
● 08051A330JAT2A 33 ± 5% C0G/NP0 96K4771 0.059
● 08051A470JAT2A 47 ± 5% C0G/NP0 96K4772 0.059
● 08051A101JAT2A 100 ± 5% C0G/NP0 96K4768 0.059
● 08051A221JAT2A 220 ± 5% C0G/NP0 96K4770 0.101
● 08051C223KAT2A 22 000 ± 10% X7R 96K4773 0.076

1206 CASE SIZE, VOLTAGE: 6.3V

● 12066D106KAT2A 10 μF ± 10% X5R 84K8407 0.874
● 12066D106KAT2X 10 μF ± 10% X5R 96M1516 0.874
● 12066D226KAT2A 22 μF ± 10% X5R 84K8408 1.070
● 12066D226MAT2A 22 μF ± 20% X5R 84K8409 1.070
● 12066D226KAT2A 22 μF ± 10% X5R 84K8408 1.070
● 12066D226MAT2A 22 μF ± 20% X5R 84K8409 1.070
● 12066D476MAT2A 47 μF ± 20% X5R 96M1517 1.770

1206 CASE SIZE, VOLTAGE: 10V

● 1206ZC104KAT2A 100 000 ± 10% X7R 34C6814 0.156
● 1206ZC225KAT2A 2.2 μF ± 10% X7R 96M1434 0.553
● 1206ZD475KAT2A 4.7 μF ± 10% X5R 84K8404 1.420
● 1206ZD475KAT2A 4.7 μF ± 10% X5R 84K8404 1.420
● 1206ZD106KAT2A 10 μF ± 10% X5R 84K8403 1.040
● 1206ZG106ZAT2A 10 μF +80, -20% Y5V 84K8405 1.420
● 1206ZD106KAT2A 10 μF ± 10% X5R 84K8403 1.040
● 1206ZG106ZAT2A 10 μF +80, -20% Y5V 84K8405 1.420

1206 CASE SIZE, VOLTAGE: 16V

● 1206YC103KAT2A 10 000 ± 10% X7R 34C6812 0.123
● 1206YC104KAT2A 100 000 ± 10% X7R 34C6813 0.137
● 1206YC334KAT2A 330 000 ± 10% X7R 96M1429 0.218
● 1206YC684KAT2A 680 000 ± 10% X7R 20J6315 0.468
● 1206YC105KAT2A 1 μF ± 10% X7R 96K4781 0.383
● 1206YC105JAT2A 1 μF ± 5% X7R 96M1426 0.468
● 1206YC105KAT2A 1 μF ± 10% X7R 96K4781 0.383
● 1206YC105MAT2A 1 μF ± 20% X7R 96M1427 0.383
● 1206YD225KAT2A 2.2 μF ± 10% X5R 96M1432 1.020
● 1206YG225ZAT2A 2.2 μF +80, -20% Y5V 96M1433 0.409
● 1206YG475ZAT2A 4.7 μF +80, -20% Y5V 84K8402 1.770
● 1206YG475ZAT2A 4.7 μF +80, -20% Y5V 84K8402 1.770
● 1206YD106KAT2A 10 μF ± 10% X5R 84K8401 1.140
● 1206YC106MAT2A 10 μF ± 20% X7R 96M1428 1.420
● 1206YD106KAT2A 10 μF ± 10% X5R 84K8401 1.140
● 1206YD106MAT2A 10 μF ± 20% X5R 96M1430 1.140

1206 CASE SIZE, VOLTAGE: 25V

● 12063C103KAT2A 10 000 ± 10% X7R 34C6817 0.104
● 12063A103JAT2A 10 000 ± 5% C0G/NP0 96M1494 0.324
● 12063C683JAT2A 68 000 ± 5% X7R 34C6820 0.194
● 12063C104MAT2A 100 000 ± 20% X7R 34C6819 0.118
● 12063E104MAT2A 100 000 ± 20% Z5U 34C6821 0.134
● 12063E104ZAT2A 100 000 +80, -20% Z5U 34C6822 0.114
● 12063C474KAT2A 470 000 ± 10% X7R 96M1495 0.279
● 12063C684KAT2A 680 000 ± 10% X7R 96M1496 1.660
● 12063C105KAT2A 1 μF ± 10% X7R 96K4787 0.720
● 12063C105KAT2A 1 μF ± 10% X7R 96K4787 0.720
● 12063C225KAT2A 2.2 μF ± 10% X7R 99K5605 0.553
● 12063D225KAT2A 2.2 μF ± 10% X5R 96M1497 0.803
● 12063G225ZAT2A 2.2 μF +80, -20% Y5V 96M1499 0.671
● 12063D475KAT2A 4.7 μF ± 10% X5R 84K8406 0.720
● 12063D475MAT2A 4.7 μF ± 20% X5R 96M1498 0.720

1206 CASE SIZE, VOLTAGE: 50V

● 12065A102JAT2A 1000 ± 5% C0G/NP0 96M1500 0.202
● 12065A102KAT2A 1000 ± 10% C0G/NP0 96M1501 0.202
● 12065A152JAT2A 1500 ± 5% C0G/NP0 96M1502 0.217
● 12065A222FAT2A 2200 ± 1% C0G/NP0 96M1503 0.836
● 12065A222JAT2A 2200 ± 5% C0G/NP0 96M1504 0.231
● 12065A272JAT2A 2700 ± 5% C0G/NP0 96M1505 0.252
● 12065A332JAT2A 3300 ± 5% C0G/NP0 96M1506 0.231
● 12065A472JAT2A 4700 ± 5% C0G/NP0 96M1507 0.252
● 12065C104KAT2A 100 000 ± 10% X7R 34C6824 0.142
● 12065E104MAT2A 100 000 ± 20% Z5U 34C6825 0.118

1206 CASE SIZE, VOLTAGE: 50V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 12065E104ZAT2A 100 000 +80, -20% Z5U 34C6826 0.104
● 12065C104JAT2A 100 000 ± 5% X7R 96M1508 0.156
● 12065C104MAT2A 100 000 ± 20% X7R 96K4788 0.143
● 12065C154KAT2A 150 000 ± 10% X7R 96M1509 0.259
● 12065C224KAT2A 220 000 ± 10% X7R 96K4789 0.237
● 12065C224JAT2A 220 000 ± 5% X7R 96M1510 0.350
● 12065C224KAT2A 220 000 ± 10% X7R 96K4789 0.237
● 12065C224MAT2A 220 000 ± 20% X7R 96M1511 0.203
● 12065C334KAT2A 330 000 ± 10% X7R 96M1512 0.279
● 12065C334MAT2A 330 000 ± 20% X7R 96M1513 0.265
● 12065C474KAT2A 470 000 ± 10% X7R 96M1514 0.279
● 12065G474ZAT2A 470 000 +80, -20% Y5V 96M1515 0.326
● 12065G105ZAT2A 1 μF +80, -20% Y5V 96K4790 0.354

1206 CASE SIZE, VOLTAGE: 100V

● 12061A100JAT2A 10 ± 5% C0G/NP0 96M1435 0.146
● 12061A150JAT2A 15 ± 5% C0G/NP0 96M1440 0.146
● 12061A180JAT2A 18 ± 5% C0G/NP0 96M1443 0.146
● 12061A220JAT2A 22 ± 5% C0G/NP0 96K4783 0.121
● 12061A220KAT2A 22 ± 10% C0G/NP0 96M1445 0.146
● 12061A270JAT2A 27 ± 5% C0G/NP0 96M1449 0.146
● 12061A330JAT2A 33 ± 5% C0G/NP0 96M1450 0.146
● 12061A390JAT2A 39 ± 5% C0G/NP0 96M1454 0.146
● 12061A470JAT2A 47 ± 5% C0G/NP0 96M1456 0.146
● 12061A560JAT2A 56 ± 5% C0G/NP0 96M1459 0.146
● 12061A680JAT2A 68 ± 5% C0G/NP0 96M1461 0.146
● 12061A820JAT2A 82 ± 5% C0G/NP0 96M1463 0.146
● 12061A101JAT2A 100 ± 5% C0G/NP0 96K4782 0.146
● 12061A101JAT2A 100 ± 5% C0G/NP0 96K4782 0.146
● 12061A101KAT2A 100 ± 10% C0G/NP0 96M1436 0.146
● 12061A121JAT2A 120 ± 5% C0G/NP0 96M1439 0.146
● 12061A151JAT2A 150 ± 5% C0G/NP0 96M1441 0.146
● 12061A181JAT2A 180 ± 5% C0G/NP0 96M1444 0.146
● 12061A221JAT2A 220 ± 5% C0G/NP0 96M1446 0.146
● 12061A221KAT2A 220 ± 10% C0G/NP0 96M1447 0.146
● 12061A331JAT2A 330 ± 5% C0G/NP0 96M1451 0.146
● 12061A331KAT2A 330 ± 10% C0G/NP0 96M1452 0.146
● 12061A391JAT2A 390 ± 5% C0G/NP0 96M1455 0.145
● 12061A471JAT2A 470 ± 5% C0G/NP0 96M1457 0.202
● 12061A471KAT2A 470 ± 10% C0G/NP0 96M1458 0.175
● 12061A561JAT2A 560 ± 5% C0G/NP0 96M1460 0.202
● 12061A681JAT2A 680 ± 5% C0G/NP0 96M1462 0.202
● 12061A102FAT2A 1000 ± 1% C0G/NP0 96M1437 0.708
● 12061A102JAT2A 1000 ± 5% C0G/NP0 96M1438 0.202
● 12061C102KAT2A 1000 ± 10% X7R 96K4784 0.119
● 12061C102KAT2A 1000 ± 10% X7R 96K4784 0.119
● 12061A152JAT2A 1500 ± 5% C0G/NP0 96M1442 0.217
● 12061C152KAT2A 1500 ± 10% X7R 96M1468 0.137
● 12061A222JAT2A 2200 ± 5% C0G/NP0 96M1448 0.231
● 12061C222JAT2A 2200 ± 5% X7R 96M1470 0.147
● 12061C222KAT2A 2200 ± 10% X7R 96M1471 0.119
● 12061A332JAT2A 3300 ± 5% C0G/NP0 96M1453 0.252
● 12061C332KAT2A 3300 ± 10% X7R 96M1474 0.119
● 12061C472KAT2A 4700 ± 10% X7R 96M1479 0.119
● 12061C682JAT2A 6800 ± 5% X7R 96M1481 0.132
● 12061C682KAT2A 6800 ± 10% X7R 96M1482 0.119
● 12061C103JAT2A 10 000 ± 5% X7R 96M1464 0.132
● 12061C103KAT2A 10 000 ± 10% X7R 34C6815 0.095
● 12061C103MAT2A 10 000 ± 20% X7R 96M1465 0.137
● 12061C103KAT2A 10 000 ± 10% X7R 34C6815 0.095
● 12061C153KAT2A 15 000 ± 10% X7R 96M1469 0.142
● 12061C223JAT2A 22 000 ± 5% X7R 96M1472 0.132
● 12061C223KAT2A 22 000 ± 10% X7R 96M1473 0.119
● 12061C333JAT2A 33 000 ± 5% X7R 96M1475 0.132
● 12061C333KAT2A 33 000 ± 10% X7R 96M1476 0.119
● 12061C393KAT2A 39 000 ± 10% X7R 96M1478 0.142
● 12061C473KAT2A 47 000 ± 10% X7R 96K4786 0.119
● 12061C473JAT2A 47 000 ± 5% X7R 96M1480 0.170
● 12061C473KAT2A 47 000 ± 10% X7R 96K4786 0.119
● 12061C683KAT2A 68 000 ± 10% X7R 96M1483 0.151
● 12061C104JAT2A 100 000 ± 5% X7R 96M1466 0.189
● 12061C104KAT2A 100 000 ± 10% X7R 96K4785 0.133
● 12061C104KAT2A 100 000 ± 10% X7R 96K4785 0.133
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1206 CASE SIZE, VOLTAGE: 100V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 12061C104MAT2A 100 000 ± 20% X7R 96M1467 0.166
● 12061E104MAT2A 100 000 ± 20% Z5U 34C6816 0.151
● 12061C334KAT2A 330 000 ± 10% X7R 96M1477 0.992

1206 CASE SIZE, VOLTAGE: 200V

● 12062A101JAT2A 100 ± 5% C0G/NP0 96M1484 0.177
● 12062A221JAT2A 220 ± 5% C0G/NP0 96M1486 0.194
● 12062A102JAT2A 1000 ± 5% C0G/NP0 96M1485 0.201
● 12062C102KAT2A 1000 ± 10% X7R 96M1487 0.189
● 12062C222KAT2A 2200 ± 10% X7R 96M1489 0.189
● 12062C103KAT2A 10 000 ± 10% X7R 96M1488 0.189
● 12062C223KAT2A 22 000 ± 10% X7R 96M1490 0.199
● 12062C333KAT2A 33 000 ± 10% X7R 96M1491 0.199
● 12062C473KAT2A 47 000 ± 10% X7R 96M1492 0.236
● 12062C683KAT2A 68 000 ± 10% X7R 96M1493 0.708

1206 CASE SIZE, VOLTAGE: 500V

● 12067A101JAT2A 100 ± 5% C0G/NP0 96M1518 0.567
● 12067C102KAT2A 1000 ± 10% X7R 96M1519 0.520
● 12067C472KAT2A 4700 ± 10% X7R 96M1521 0.661
● 12067C103KAT2A 10 000 ± 10% X7R 96M1520 0.944

1206 CASE SIZE, VOLTAGE: 2000V

● 1206GA470KAT1A 47 ± 10% C0G/NP0 96M1424 0.708
● 1206GC471KAT1A 470 ± 10% X7R 96M1425 0.708

1210 CASE SIZE, VOLTAGE: 6V

● 12106D226KAT2A 22 μF ± 10% X5R 84K8418 2.270
● 12106D226KAT2A 22 μF ± 10% X5R 84K8418 2.270
● 12106D476MAT2A 47 μF ± 20% X5R 84K8420 4.540
● 12106D476KAT2A 47 μF ± 10% X5R 05M6454 4.540
● 12106D476MAT2A 47 μF ± 20% X5R 84K8420 4.540
● 12106D107KAT2A 100 μF ± 10% X5R 96M1549 4.540
● 12106D107MAT2A 100 μF ± 20% X5R 96M1550 4.540

1210 CASE SIZE, VOLTAGE: 10V

● 1210ZC106KAT2A 10 μF ± 10% X7R 84K8413 2.130
● 1210ZD106KAT2A 10 μF ± 10% X5R 84K8414 2.130
● 1210ZC106KAT2A 10 μF ± 10% X7R 84K8413 2.130
● 1210ZD106KAT2A 10 μF ± 10% X5R 84K8414 2.130
● 1210ZD226KAT2A 22 μF ± 10% X5R 84K8415 2.270
● 1210ZG226ZAT2A 22 μF +80, -20% Y5V 84K8416 3.530
● 1210ZD226KAT2A 22 μF ± 10% X5R 84K8415 2.270
● 1210ZD226MAT2A 22 μF ± 20% X5R 96M1524 2.270
● 1210ZG226ZAT2A 22 μF +80, -20% Y5V 84K8416 3.530

1210 CASE SIZE, VOLTAGE: 16V

● 1210YC475KAT2A 4.7 μF ± 10% X7R 84K8410 1.700
● 1210YC475KAT2A 4.7 μF ± 10% X7R 84K8410 1.700
● 1210YG106ZAT2A 10 μF +80, -20% Y5V 84K8412 1.450
● 1210YG106ZAT2A 10 μF +80, -20% Y5V 84K8412 1.450
● 1210YD226KAT2A 22 μF ± 10% X5R 84K8411 2.840
● 1210YC226MAT2A 22 μF ± 20% X7R 96M1523 2.360
● 1210YD226KAT2A 22 μF ± 10% X5R 84K8411 2.840

1210 CASE SIZE, VOLTAGE: 25V

● 12103C105KAT2A 1 μF ± 10% X7R 96M1534 0.850
● 12103C225KAT2A 2.2 μF ± 10% X7R 96M1535 1.250
● 12103D475KAT2A 4.7 μF ± 10% X5R 84K8417 1.700
● 12103D475KAT2A 4.7 μF ± 10% X5R 84K8417 1.700
● 12103G106ZAT2A 10 μF +80, -20% Y5V 96M1537 2.840
● 12103D226MAT2A 22 μF ± 20% X5R 96M1536 1.890

1210 CASE SIZE, VOLTAGE: 50V

● 12105C154KAT2A 150 000 ± 10% X7R 96M1539 0.293
● 12105C224KAT2A 220 000 ± 10% X7R 96M1540 0.258
● 12105C224MAT2A 220 000 ± 20% X7R 96M1541 0.258
● 12105C334KAT2A 330 000 ± 10% X7R 96M1543 0.440
● 12105C334MAT2A 330 000 ± 20% X7R 96M1544 0.397
● 12105C474JAT2A 470 000 ± 5% X7R 96M1545 0.435
● 12105C474KAT2A 470 000 ± 10% X7R 96M1546 0.520
● 12105C474MAT2A 470 000 ± 20% X7R 96M1547 0.397
● 12105C105KAT2A 1 μF ± 10% X7R 96M1538 1.370
● 12105C225KAT2A 2.2 μF ± 10% X7R 96M1542 1.510
● 12105C475KAT2A 4.7 μF ± 10% X7R 96M1548 1.890

1210 CASE SIZE, VOLTAGE: 100V

● 12101C104KAT2A 100 000 ± 10% X7R 96M1525 0.189
● 12101C104MAT2A 100 000 ± 20% X7R 96M1526 0.213
● 12101C224KAT2A 220 000 ± 10% X7R 96M1528 0.331

1210 CASE SIZE, VOLTAGE: 100V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● 12101C474KAT2A 470 000 ± 10% X7R 96M1529 0.435
● 12101C684KAT2A 680 000 ± 10% X7R 96M1530 1.890
● 12101C105KAT2A 1 μF ± 10% X7R 96M1527 0.756
● 12101C105MAT2A 1 μF ± 20% X7R 64K0192 0.756

1210 CASE SIZE, VOLTAGE: 200V

● 12102C103KAT2A 10 000 ± 10% X7R 96M1531 0.402
● 12102C223KAT2A 22 000 ± 10% X7R 96M1533 0.402
● 12102C104KAT2A 100 000 ± 10% X7R 96M1532 0.472

1210 CASE SIZE, VOLTAGE: 500V

● 12107C103KAT2A 10 000 ± 10% X7R 96M1551 0.756
1210 CASE SIZE, VOLTAGE: 2000V

● 1210GC102MAT1A 1000 ± 20% X7R 96M1522 0.897
1808 CASE SIZE, VOLTAGE: 1000V

● 1808AC103KAT1A 10 000 ± 10% X7R 96M1552 1.420
1808 CASE SIZE, VOLTAGE: 2000V

● 1808GA221JAT1A 220 ± 5% C0G/NP0 96M1553 1.700
1808 CASE SIZE, VOLTAGE: 3000V

● 1808HC102KAT1A 1000 ± 10% X7R 96M1554 1.420
● 1808HC102MAT1A 1000 ± 20% X7R 96M1555 1.350

1812 CASE SIZE, VOLTAGE: 10V

● 1812ZD226KAT2A 22 μF ± 10% X5R 96M1564 2.580
1812 CASE SIZE, VOLTAGE: 16V

● 1812YC106JAT2A 10 μF ± 5% X7R 56P3619 2.860
1812 CASE SIZE, VOLTAGE: 25V

● 18123D106KAT2A 10 μF ± 10% X5R 84K8421 2.320
1812 CASE SIZE, VOLTAGE: 50V

● 18125A103JAT2A 10 000 ± 5% C0G/NP0 96M1570 1.040
● 18125C334KAT2A 330 000 ± 10% X7R 96M1573 0.817
● 18125C474KAT2A 470 000 ± 10% X7R 96M1574 0.849
● 18125C684KAT2A 680 000 ± 10% X7R 96M1575 1.040
● 18125C105KAT2A 1 μF ± 10% X7R 96K4791 1.100
● 18125C105MAT2A 1 μF ± 20% X7R 96M1571 1.100
● 18125C225KAT2A 2.2 μF ± 10% X7R 96M1572 2.690

1812 CASE SIZE, VOLTAGE: 100V

● 18121C224KAT2A 220 000 ± 10% X7R 96M1566 0.566
● 18121C474KAT2A 470 000 ± 10% X7R 96M1568 0.849
● 18121C105KAT2A 1 μF ± 10% X7R 96M1565 2.690
● 18121C225KAT2A 2.2 μF ± 10% X7R 96M1567 2.840

1812 CASE SIZE, VOLTAGE: 200V

● 18122C104KAT2A 100 000 ± 10% X7R 96M1569 1.180
1812 CASE SIZE, VOLTAGE: 1500V

● 1812SC562KAT1A 5600 ± 10% X7R 96M1563 1.510
● 1812SC103KAT1A 10 000 ± 10% X7R 96M1562 1.510

1812 CASE SIZE, VOLTAGE: 3000V

● 1812HA101KAT1A 100 ± 10% C0G/NP0 96M1556 1.510
● 1812HC471KAT1A 470 ± 10% X7R 96M1560 1.510
● 1812HC102KAT1A 1000 ± 10% X7R 96M1557 1.510
● 1812HC102MAT1A 1000 ± 20% X7R 96M1558 1.440
● 1812HC222KAT1A 2200 ± 10% X7R 96M1559 1.510

1812 CASE SIZE, VOLTAGE: 4000V

● 1812JA470JAT1A 47 ± 5% C0G/NP0 96M1561 1.820
1825 CASE SIZE, VOLTAGE: 630V

● 1825CC104KAT1A 100 000 ± 10% X7R 96M1576 1.990
● 1825CC154KAT1A 150 000 ± 10% X7R 96M1577 1.990
● 18255C474KAT2A 470 000 ± 10% X7R 96M1578 2.340

2220 CASE SIZE, VOLTAGE: 1000V

● 2220GC103KAT1A 10 000 ± 10% X7R 96M1579 3.690
2225 CASE SIZE, VOLTAGE: 1000V

● 2225AC104KAT1A 100 000 ± 10% X7R 96M1581 3.690
2225 CASE SIZE, VOLTAGE: 2500V

● 2225WC103KAT1A 10 000 ± 10% X7R 96M1582 3.690
(50372)
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Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C0402C335M7PACTU 3300000 ± 20% X5R 14N2170 0.559
● C0402C475M7PACTU 4700000 ± 20% X5R 14N2171 0.833

C0402 SERIES, VOLTAGE: 6.3V

● C0402C224K9PACTU 220000 ± 10% X5R 14N2169 0.447
● C0402C105K9PACTU 1000000 ± 10% X5R 70K9079 0.207

C0402 SERIES, VOLTAGE: 10V

● C0402C104K8PACTU 100000 ± 10% X5R 78H4791 0.025
● C0402C104M8PACTU 100000 ± 20% X5R 14N2168 0.023
● C0402C104K8RACTU 100000 ± 10% X7R 14N2167 0.027

C0402 SERIES, VOLTAGE: 16V

● C0402C103J4RACTU 10000 ± 5% X7R 08H0374 0.548
● C0402C103K4RACTU 10000 ± 10% X7R 84H0795 0.021
● C0402C104Z4VACTU 100000 +80, -20% Y5V 70K9078 0.021
● C0402C104Z4VACTU 100000 +80, -20% Y5V 70K9078 0.021

C0402 SERIES, VOLTAGE: 25V

● C0402C101J3GACTU 100 ± 5% C0G/NP0 03C3038 0.025
● C0402C102K3RACTU 1000 ± 10% X7R 96C8660 0.021
● C0402C222J3GACTU 2200 ± 5% C0G/NP0 94M5623 0.503
● C0402C103J3RACTU 10000 ± 5% X7R 78H4779 0.034

C0402 SERIES, VOLTAGE: 50V

● C0402C508C5GACTU 0.5 ± 0.25pF C0G/NP0 78H5168 0.395
● C0402C189C5GACTU 1.8 ± 0.25pF C0G/NP0 78H4920 0.062
● C0402C339C5GACTU 3.3 ± 0.25pF C0G/NP0 74C1098 0.062
● C0402C100J5GACTU 10 ± 5% C0G/NP0 03C3037 0.051
● C0402C110J5GACTU 11 ± 5% C0G/NP0 95C2229 0.470
● C0402C120J5GACTU 12 ± 5% C0G/NP0 03C3041 0.054
● C0402C150J5GACTU 15 ± 5% C0G/NP0 03C3043 0.025
● C0402C220J5GACTU 22 ± 5% C0G/NP0 03C3047 0.025
● C0402C270J5GACTU 27 ± 5% C0G/NP0 01J3306 0.025
● C0402C330J5GACTU 33 ± 5% C0G/NP0 03C3051 0.025
● C0402C390J5GACTU 39 ± 5% C0G/NP0 03C3053 0.025
● C0402C470J5GACTU 47 ± 5% C0G/NP0 03C3054 0.025
● C0402C560J5GACTU 56 ± 5% C0G/NP0 03C3056 0.025
● C0402C680J5GACTU 56 ± 5% C0G/NP0 03C3059 0.054
● C0402C101J5GACTU 100 ± 5% C0G/NP0 70K9075 0.025
● C0402C221K5RACTU 220 ± 10% X7R 78H4958 0.027
● C0402C221J5GACTU 220 ± 5% C0G/NP0 88K0214 0.458
● C0402C271J5GACTU 270 ± 5% C0G/NP0 88K0215 0.470
● C0402C331K5RACTU 330 ± 10% X7R 78H5049 0.414
● C0402C471J5GACTU 470 ± 5% C0G/NP0 94M5625 0.481
● C0402C471K5RACTU 470 ± 10% X7R 88C9981 0.022
● C0402C561K5RACTU 560 ± 10% X7R 01J3307 0.074
● C0402C102J5GACTU 1000 ± 5% C0G/NP0 94M5622 0.419
● C0402C102K5RACTU 1000 ± 10% X7R 74C3082 0.021
● C0402C152K5RACTU 1500 ± 10% X7R 03C3044 0.034
● C0402C472K5RACTU 4700 ± 10% X7R 70K9082 0.023
● C0402C103K5RACTU 10000 ± 10% X7R 70K9076 0.025

C0402 SERIES, VOLTAGE: 100V

● C0402C471J1GACTU 470 ± 5% C0G/NP0 94M5624 0.601
● C0402C102J1GACTU 1000 ± 5% C0G/NP0 94M5621 0.524

C0603 SERIES, VOLTAGE: 6.3V

● C0603C105Z9VACTU 1000000 +80, -20% Y5V 70K9091 0.134
● C0603C335M9PACTU 3300000 ± 20% X5R 14N2174 0.391
● C0603C475K9PACTU 4700000 ± 10% X5R 70K9096 0.615

C0603 SERIES, VOLTAGE: 10V

● C0603C104K8RACTU 100000 ± 10% X7R 62H0320 0.024
● C0603C105K8PACTU 1000000 ± 10% X5R 70K9090 0.201
● C0603C225K8PACTU 2200000 ± 10% X5R 70K9095 0.559
● C0603C475K8PACTU 4700000 ± 10% X5R 14N2177 0.291

C0603 SERIES, VOLTAGE: 16V

● C0603C223K4RACTU 22000 ± 10% X7R 64K2853 0.045
C0603C103K4RACTU 10000 ± 10% X7R 90C0378 0.235

● C0603C104J4RACTU 100000 ± 5% X7R 64K2836 0.084
● C0603C104M4RACTU 100000 ± 20% X7R 64K2839 0.024

C0603 SERIES, VOLTAGE: 16V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C0603C104Z4VACTU 100000 +80, -20% Y5V 64K2840 0.027
● C0603C224K4RACTU 220000 ± 10% X7R 14N2173 0.470
● C0603C105K4PACTU 1000000 ± 10% X5R 70K9089 0.076

C0603 SERIES, VOLTAGE: 25V

● C0603C102J3GACTU 1000 ± 5% C0G/NP0 14N2172 0.079
● C0603C103K3RACTU 10000 ± 10% X7R 31C7459 0.024
● C0603C473K3RACTU 47000 ± 10% X7R 14N2176 0.065
● C0603C104J3RACTU 100000 ± 5% X7R 01J3308 0.470
● C0603C104K3RACTU 100000 ± 10% X7R 64K2837 0.120
● C0603C104M3VACTU 100000 ± 20% Y5V 64K2838 0.062
● C0603C224Z3VACTU 220000 +80, -20% Y5V 64K2854 0.315

C0603 SERIES, VOLTAGE: 50V

● C0603C159C5GACTU 1.5 ± 0.25pF C0G/NP0 70K9094 0.414
● C0603C100J5GACTU 10 ± 5% C0G/NP0 64K2831 0.028
● C0603C150J5GACTU 15 ± 5% C0G/NP0 70K9092 0.037
● C0603C180J5GACTU 18 ± 5% C0G/NP0 64K2845 0.037
● C0603C220J5GACTU 22 ± 5% C0G/NP0 64K2846 0.037
● C0603C330J5GACTU 33 ± 5% C0G/NP0 64K2857 0.034
● C0603C470J5GACTU 47 ± 5% C0G/NP0 64K2863 0.039
● C0603C470K5GACTU 47 ± 10% C0G/NP0 64K2864 0.224
● C0603C820J5GACTU 82 ± 5% C0G/NP0 70K9098 0.039
● C0603C121J5GACTU 120 ± 5% C0G/NP0 64K2841 0.039
● C0603C151J5GACTU 150 ± 5% C0G/NP0 64K2842 0.045
● C0603C181J5GACTU 180 ± 5% C0G/NP0 01J3311 0.099
● C0603C221J5GACTU 220 ± 5% C0G/NP0 64K2847 0.050
● C0603C221K5RACTU 220 ± 10% X7R 64K2849 0.043
● C0603C271J5GACTU 270 ± 5% C0G/NP0 64K2856 0.048
● C0603C391J5GACTU 390 ± 5% C0G/NP0 64K2862 0.064
● C0603C471J5GACTU 470 ± 5% C0G/NP0 14N2175 0.057
● C0603C561K5RACTU 560 ± 10% X7R 64K2867 0.291
● C0603C102J5GACTU 1000 ± 5% C0G/NP0 02J8136 0.061
● C0603C102J5RACTU 1000 ± 5% X7R 42J9795 0.036
● C0603C152K5RACTU 1500 ± 10% X7R 64K2843 0.042
● C0603C222K5RACTU 2200 ± 10% X7R 64K2852 0.029
● C0603C222J5GACTU 2200 ± 5% C0G/NP0 94M5626 0.352
● C0603C332K5RACTU 3300 ± 10% X7R 64K2859 0.042
● C0603C472J5GACTU 4700 ± 5% C0G/NP0 94M5627 0.363
● C0603C472J5RACTU 4700 ± 5% X7R 52K5445 0.034
● C0603C472K5RACTU 4700 ± 10% X7R 64K2865 0.028
● C0603C682K5RACTU 6800 ± 10% X7R 70K9097 0.034
● C0603C822K5RACTU 8200 ± 10% X7R 72J6002 0.291
● C0603C103J5RACTU 10000 ± 5% X7R 84C9668 0.034
● C0603C103M5RACTU 10000 ± 20% X7R 64K2835 0.023

C0603 SERIES, VOLTAGE: 100V

● C0603C100J1GACTU 10 ± 5% C0G/NP0 70K9085 0.048
● C0603C101J1GACTU 100 ± 5% C0G/NP0 70K9086 0.038

C0603 SERIES, VOLTAGE: 200V

● C0603C102K2RACTU 1000 ± 10% X7R 70K9087 0.407
C0805 SERIES, VOLTAGE: 6.3V

● C0805C106Z9VACTU 10000000 +80, -20% Y5V 02J8144 1.110
● C0805C226M9PACTU 22000000 ± 20% X5R 70K9142 2.800

C0805 SERIES, VOLTAGE: 16V

● C0805C474K4RACTU 470000 ± 10% X7R 14N2181 0.280
● C0805C105K4RACTU 1000000 ± 10% X7R 77C5351 0.096
● C0805C105M4RACTU 1000000 ± 20% X7R 42H5473 0.185
● C0805C155Z4VACTU 1500000 +80, -20% Y5V 64K2907 0.664
● C0805C225Z4VACTU 2200000 +80, -20% Y5V 64K2919 0.730
● C0805C475K4PACTU 4700000 ± 10% X5R 70K9143 0.570

C0805 SERIES, VOLTAGE: 25V

● C0805C222J3GACTU 2200 ± 5% C0G/NP0 14N2180 0.659
● C0805C473J3GACTU 47000 ± 5% C0G/NP0 94M5640 1.230
● C0805C474K3RACTU 470000 ± 10% X7R 64K2940 0.284
● C0805C105K3PACTU 1000000 ± 10% X5R 70K9136 1.120
● C0805C105Z3VACTU 1000000 +80, -20% Y5V 64K2896 0.604

C0805 SERIES, VOLTAGE: 50V

● C0805C159C5GACTU 1.5 ± 0.25pF C0G/NP0 64K2908 0.391
● C0805C209C5GACTU 2 ± 0.25pF C0G/NP0 64K2912 0.470
● C0805C479D5GACTU 4.7 ± 0.5pF C0G/NP0 79H0795 0.224
● C0805C100J5GACTU 10 ± 5% C0G/NP0 64K2873 0.062
● C0805C120J5GACTU 12 ± 5% C0G/NP0 64K2898 0.082
● C0805C220J5GACTU 22 ± 5% C0G/NP0 70K9277 0.099

MULTILAYER
CERAMIC CHIP
CAPACITORS

KEMET multilayer ceramic chip capacitors are produced in plants designed specifically for chip capacitor manufacture.
The process features a high degree of mechanization, as well as precise conditions. Manufacturing is supplemented by
extensive technology, engineering and quality assurance programs. Standard end terminations use a nickel barrier layer
and a tin overplate to provide excellent solderability for the customer.

C0402 SERIES, VOLTAGE: 4V
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C0805 SERIES, VOLTAGE: 50V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C0805C270J5GACTU 27 ± 5% C0G/NP0 64K2920 0.082
● C0805C330J5GACTU 33 ± 5% C0G/NP0 64K2926 0.056
● C0805C470J5GACTU 47 ± 5% C0G/NP0 64K2936 0.056
● C0805C560J5GACTU 56 ± 5% C0G/NP0 64K2941 0.096
● C0805C680J5GACTU 68 ± 5% C0G/NP0 64K2945 0.099
● C0805C820J5GACTU 82 ± 5% C0G/NP0 64K2949 0.093
● C0805C101J5GACTU 100 ± 5% C0G/NP0 70K9275 0.099
● C0805C101K5GACTU 100 ± 10% C0G/NP0 64K2875 0.051
● C0805C121J5GACTU 120 ± 5% C0G/NP0 64K2899 0.112
● C0805C221K5RACTU 220 ± 10% X7R 64K2916 0.369
● C0805C271J5GACTU 270 ± 5% C0G/NP0 64K2921 0.268
● C0805C331J5GACTU 330 ± 5% C0G/NP0 64K2928 0.056
● C0805C331K5RACTU 330 ± 10% X7R 64K2929 0.060
● C0805C391J5GACTU 390 ± 5% C0G/NP0 64K2933 0.291
● C0805C471J5GACTU 470 ± 5% C0G/NP0 64K2937 0.162
● C0805C561J5GACTU 560 ± 5% C0G/NP0 33K3949 0.109
● C0805C561K5RACTU 560 ± 10% X7R 64K2942 0.280
● C0805C681J5GACTU 680 ± 5% C0G/NP0 64K2946 0.112
● C0805C681K5RACTU 680 ± 10% X7R 64K2947 0.280
● C0805C102F5GACTU 1000 ± 1% C0G/NP0 64K2876 2.510
● C0805C102K5GACTU 1000 ± 10% C0G/NP0 14N2179 0.086
● C0805C102K5RACTU 1000 ± 10% X7R 64K2881 0.035
● C0805C152K5RACTU 1500 ± 10% X7R 64K2905 0.280
● C0805C332K5RACTU 3300 ± 10% X7R 64K2930 0.047
● C0805C392K5RACTU 3900 ± 10% X7R 64K2935 0.052
● C0805C472K5RACTU 4700 ± 10% X7R 64K2938 0.044
● C0805C562K5RACTU 5600 ± 10% X7R 64K2943 0.280
● C0805C682K5RACTU 6800 ± 10% X7R 64K2948 0.280
● C0805C103J5GACTU 10000 ± 5% C0G/NP0 94M5637 0.928
● C0805C103Z5UACTU 10000 +80, -20% Z5U 64K2887 0.065
● C0805C183K5RACTU 18000 ± 10% X7R 64K2911 0.313
● C0805C223J5GACTU 22000 ± 5% C0G/NP0 94M5638 1.090
● C0805C273K5RACTU 27000 ± 10% X7R 64K2924 0.069
● C0805C333K5RACTU 33000 ± 10% X7R 64K2931 0.071
● C0805C473J5RACTU 47000 ± 5% X7R 79H0754 0.559
● C0805C104J5RACTU 100000 ± 5% X7R 64K2889 0.090
● C0805C104K5RACTU 100000 ± 10% X7R 19C6015 0.047
● C0805C104Z5UACTU 100000 +80, -20% Z5U 64K2892 0.076
● C0805C104Z5VACTU 100000 +80, -20% Y5V 64K2893 0.058
● C0805C224K5RACTU 220000 ± 10% X7R 70K9140 0.205
● C0805C474K5RACTU 470000 ± 10% X7R 93K6002 0.916

C0805 SERIES, VOLTAGE: 100V

● C0805C100J1GACTU 10 ± 5% C0G/NP0 64K2872 0.123
● C0805C101JDGACTU 100 ± 5% C0G/NP0 88K0216 0.547
● C0805C101K1GACTU 100 ± 10% C0G/NP0 14N2178 0.246
● C0805C221J1GACTU 220 ± 5% C0G/NP0 64K2914 0.313
● C0805C331J1GACTU 330 ± 5% C0G/NP0 64K2927 0.123
● C0805C102KDRACTU 1000 ± 10% X7R 88K0217 0.538
● C0805C102J1GACTU 1000 ± 5% C0G/NP0 64K2877 0.414
● C0805C102K1RACTU 1000 ± 10% X7R 64K2880 0.107
● C0805C472J1GACTU 4700 ± 5% C0G/NP0 94M5639 0.894
● C0805C103K1RACTU 10000 ± 10% X7R 99B3817 0.044
● C0805C104K1RACTU 100000 ± 10% X7R 70K9135 0.360

C0805 SERIES, VOLTAGE: 200V

● C0805C101J2GACTU 100 ± 5% C0G/NP0 70K9130 0.313
C1206 SERIES, VOLTAGE: 6.3V

● C1206C226K9PACTU 22000000 ± 10% X5R 70K9176 1.790
● C1206C476M9PACTU 47000000 ± 20% X5R 70K9179 4.470

C1206 SERIES, VOLTAGE: 10V

● C1206C106Z8VACTU 10000000 +80, -20% Y5V 70K9285 0.238
● C1206C106K8PACTU 10000000 ± 10% X5R 70K9171 1.010
● C1206C226M8PACTU 22000000 ± 20% X5R 94M5671 1.320
● C1206C476M8PACTU 47000000 ± 20% X5R 94M5674 3.110

C1206 SERIES, VOLTAGE: 16V

● C1206C125K4RACTU 1200000 ± 10% X7R 70K9290 1.460
● C1206C155Z4VACTU 1500000 +80, -20% Y5V 70K9297 0.838
● C1206C225K4PACTU 2200000 ± 10% X5R 70K9310 0.894
● C1206C225Z4VACTU 2200000 +80, -20% Y5V 70K9311 0.280
● C1206C335K4PACTU 3300000 ± 10% X5R 70K9323 1.120
● C1206C335Z4VACTU 3300000 +80, -20% Y5V 70K9324 0.950
● C1206C475K4PACTU 4700000 ± 10% X5R 24C9332 0.877

C1206 SERIES, VOLTAGE: 16V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C1206C475K4RACTU 4700000 ± 10% X7R 70K9178 2.010
● C1206C475Z4VACTU 4700000 +80, -20% Y5V 70K9329 0.336

C1206 SERIES, VOLTAGE: 25V

● C1206C103J3GACTU 10000 ± 5% C0G/NP0 70K9162 2.130
● C1206C104J3GACTU 100000 ± 5% C0G/NP0 94M5668 3.560
● C1206C224K3RACTU 220000 ± 10% X7R 70K9308 0.206
● C1206C334K3RACTU 330000 ± 10% X7R 70K9321 0.357
● C1206C105K3PACTU 1000000 ± 10% X5R 70K9168 1.480
● C1206C105K3RACTU 1000000 ± 10% X7R 03M7475 0.191
● C1206C105M3VACTU 1000000 ± 20% Y5V 79H2765 0.638
● C1206C105Z3VACTU 1000000 +80, -20% Y5V 70K9284 0.626
● C1206C225K3PAC TU 2200000 ± 10% X5R 70K9174 0.894
● C1206C475K3PACTU 4700000 ± 10% X5R 70K9177 0.838

C1206 SERIES, VOLTAGE: 50V

● C1206C279C5GACTU 2.7 ± 0.25pF C0G/NP0 70K9317 0.740
● C1206C689D5GACTU 6.8 ± 0.5pF C0G/NP0 70K9341 0.423
● C1206C120J5GACTU 12 ± 5% C0G/NP0 70K9286 0.174
● C1206C150J5GACTU 15 ± 5% C0G/NP0 70K9292 0.174
● C1206C180J5GACTU 18 ± 5% C0G/NP0 70K9299 0.174
● C1206C220J5GACTU 22 ± 5% C0G/NP0 70K9304 0.174
● C1206C270J5GACTU 27 ± 5% C0G/NP0 70K9313 0.174
● C1206C330J5GACTU 33 ± 5% C0G/NP0 70K9318 0.174
● C1206C390J5GACTU 39 ± 5% C0G/NP0 70K9326 0.423
● C1206C560J5GACTU 56 ± 5% C0G/NP0 70K9331 0.423
● C1206C680J5GACTU 68 ± 5% C0G/NP0 70K9336 0.423
● C1206C820J5GACTU 82 ± 5% C0G/NP0 70K9343 0.423
● C1206C121J5GACTU 120 ± 5% C0G/NP0 70K9287 0.423
● C1206C221K5GACTU 220 ± 10% C0G/NP0 70K9305 0.435
● C1206C102K5GACTU 1000 ± 10% C0G/NP0 70K9280 0.336
● C1206C102K5RACTU 1000 ± 10% X7R 14N2182 0.134
● C1206C122K5RACTU 1200 ± 10% X7R 70K9288 0.336
● C1206C152J5RACTU 1500 ± 5% X7R 70K9294 0.503
● C1206C152K5RACTU 1500 ± 10% X7R 70K9295 0.336
● C1206C182K5RACTU 1800 ± 10% X7R 70K9300 0.336
● C1206C332K5RACTU 3300 ± 10% X7R 70K9319 0.336
● C1206C392K5RACTU 3900 ± 10% X7R 70K9328 0.336
● C1206C682K5RACTU 6800 ± 10% X7R 70K9337 0.336
● C1206C103K5RACTU 10000 ± 10% X7R 01J3315 0.123
● C1206C223J5GACTU 22000 ± 5% C0G/NP0 94M5670 2.570
● C1206C333K5RACTU 33000 ± 10% X7R 70K9320 0.380
● C1206C473J5GACTU 47000 ± 5% C0G/NP0 94M5672 2.840
● C1206C683J5RACTU 68000 ± 5% X7R 70K9338 0.409
● C1206C104J5RACTU 100000 ± 5% X7R 70K9281 0.257
● C1206C104K5RACTU 100000 ± 10% X7R 70K9167 0.073
● C1206C104M5UACTU 100000 ± 20% Z5U 70K9282 0.123
● C1206C104Z5UACTU 100000 +80, -20% Z5U 70K9283 0.123
● C1206C224K5RACTU 220000 ± 10% X7R 70K9309 0.255
● C1206C224Z5VAC TU 220000 +80, -20% Y5V 70K9173 0.514
● C1206C105K5RACTU 1000000 ± 10% X7R 93K6006 1.680

C1206 SERIES, VOLTAGE: 100V

● C1206C101J1GACTU 100 ± 5% C0G/NP0 70K9278 0.134
● C1206C102J1GACTU 1000 ± 5% C0G/NP0 70K9279 0.391
● C1206C103K1RACTU 10000 ± 10% X7R 85C1991 0.134
● C1206C103M1RACTU 10000 ± 20% X7R 14N2183 0.134
● C1206C823K1RACTU 82000 ± 10% X7R 70K9345 0.642
● C1206C104K1RACTU 100000 ± 10% X7R 85C2205 0.241

C1206 SERIES, VOLTAGE: 200V

● C1206C100J2GACTU 10 ± 5% C0G/NP0 70K9152 0.591
● C1206C102K2RACTU 1000 ± 10% X7R 70K9161 0.470
● C1206C103K2RACTU 10000 ± 10% X7R 70K9164 0.470

C1210 SERIES, VOLTAGE: 6.3V

● C1210C226M9RACTU 22000000 ± 20% X7R 14N2192 1.620
● C1210C476M9PACTU 47000000 ± 20% X5R 70K9196 2.740

C1210 SERIES, VOLTAGE: 10V

● C1210C106Z8VACTU 10000000 +80, -20% Y5V 94M5702 2.130
● C1210C106M8PACTU 10000000 ± 20% X5R 14N2188 1.120
● C1210C226K8RACTU 22000000 ± 10% X7R 14N2190 1.680
● C1210C226M8RACTU 22000000 ± 20% X7R 14N2191 1.620
● C1210C226Z8VACTU 22000000 +80, -20% Y5V 64K2958 2.010
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C1210 SERIES, VOLTAGE: 16V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C1210C685Z4VACTU 6800000 +80, -20% Y5V 64K2963 1.900
● C1210C106K4PACTU 10000000 ± 10% X5R 14N2185 1.180
● C1210C106M4PACTU 10000000 ± 20% X5R 14N2186 1.120
● C1210C226K4PACTU 22000000 ± 10% X5R 70K9193 2.680

C1210 SERIES, VOLTAGE: 25V

● C1210C225K3RACTU 2200000 ± 10% X7R 70K9192 1.680
● C1210C475K3RACTU 4700000 ± 10% X7R 93K6013 1.790

C1210 SERIES, VOLTAGE: 35V

● C1210C106M6PACTU 10000000 ± 20% X5R 14N2187 1.570
C1210 SERIES, VOLTAGE: 50V

● C1210C472J5GACTU 4700 ± 5% C0G/NP0 19C6077 1.600
● C1210C103J5GACTU 10000 ± 5% C0G/NP0 64K2953 3.530
● C1210C104M5UACTU 100000 ± 20% Z5U 19C6067 0.738
● C1210C104K5RACTU 100000 ± 10% X7R 01J3318 0.369
● C1210C104J5GACTU 100000 ± 5% C0G/NP0 94M5701 11.080
● C1210C224K5RACTU 220000 ± 10% X7R 64K2957 0.447
● C1210C105K5PACTU 1000000 ± 10% X5R 70K9186 2.010
● C1210C105K5RACTU 1000000 ± 10% X7R 70K9187 0.699
● C1210C335K5RACTU 3300000 ± 10% X7R 88K0231 2.240

C1210 SERIES, VOLTAGE: 100V

● C1210C104J1GACTU 100000 ± 5% C0G/NP0 94M5700 11.640
● C1210C225K1RACTU 2200000 ± 10% X7R 14N2189 1.400

C1210 SERIES, VOLTAGE: 200V

● C1210C104K2RACTU 100000 ± 10% X7R 70K9184 1.150
C1632 SERIES, VOLTAGE: 100V

● C1632C102K1RACTU 10000 ± 10% X7R 87K7771 0.179
C1812 SERIES, VOLTAGE: 50V

● C1812C103J5GACTU 10000 ± 5% C0G/NP0 70K9205 2.920
● C1812C105K5RACTU 1000000 ± 10% X7R 19C6081 2.240

C1812 SERIES, VOLTAGE: 100V

● C1812C104K1RACTU 100000 ± 10% X7R 70K9208 1.790
C1812 SERIES, VOLTAGE: 200V

● C1812C104K2RACTU 100000 ± 10% X7R 70K9209 2.180
C1812 SERIES, VOLTAGE: 250V

● C1812C104KARACTU 100000 ± 10% X7R 72M6151 0.488
● C1812C224KARACTU 220000 ± 10% X7R 88K0241 2.970

C1812 SERIES, VOLTAGE: 1000V

● C1812C102KDRACTU 1000 ± 10% X7R 72M6149 0.271
C1812 SERIES, VOLTAGE: 2000V

● C1812C102KGRACTU 1000 ± 10% X7R 72M6150 0.319
1825 SERIES, VOLTAGE: 50V

● C1825C105K5RACTU 1 ± 10% X7R 70K9218 6.150
● C1825C225K5RACTU 2.2 ± 10% X7R 70K9219 10.060

C1825 SERIES, VOLTAGE: 250V

● C1825C105KARACTU 1000000 ± 10% X7R 72M6152 1.070
C2220 SERIES, VOLTAGE: 50V

● C2220C105K5RACTU 1 ± 10% X7R 70K9221 4.030
● C2220C225K5RACTU 2.2 ± 10% X7R 70K9222 10.340

C2225 SERIES, VOLTAGE: 50V

● C2225C104K5RACTU 100000 ± 10% X7R 64K2966 5.450
(65971)

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0201X103K6R3CT 10 000 X5R ± 10% 06R4586 0.006
● MC0201X153K6R3CT 15 000 X5R ± 10% 06R4589 0.008
● MC0201X223K6R3CT 22 000 X5R ± 10% 06R4591 0.008
● MC0201X333K6R3CT 33 000 X5R ± 10% 06R4597 0.008
● MC0201X473K6R3CT 47 000 X5R ± 10% 06R4602 0.008
● MC0201X683K6R3CT 68 000 X5R ± 10% 06R4607 0.008

0201 CASE SIZE, VOLTAGE: 10 VDC

● MC0201B102K100CT 1000 X7R ± 10% 06R4513 0.006
● MC0201B152K100CT 1500 X7R ± 10% 06R4521 0.006
● MC0201B222K100CT 2200 X7R ± 10% 06R4530 0.006
● MC0201X332K100CT 3300 X5R ± 10% 06R4593 0.006
● MC0201X472K100CT 4700 X5R ± 10% 06R4599 0.006
● MC0201X682K100CT 6800 X5R ± 10% 06R4604 0.006
● MC0201X103K100CT 10 000 X5R ± 10% 06R4584 0.006

0201 CASE SIZE, VOLTAGE: 16 VDC

● MC0201N560J160LT 56 NP0 ± 5% 06R4575 0.006
● MC0201N680J160LT 68 NP0 ± 5% 06R4578 0.006
● MC0201N820J160LT 82 NP0 ± 5% 06R4581 0.006
● MC0201N101J160LT 100 NP0 ± 5% 06R4554 0.006
● MC0201B152K160CT 1500 X7R ± 10% 06R4523 0.006
● MC0201B222K160CT 2200 X7R ± 10% 06R4532 0.006

0201 CASE SIZE, VOLTAGE: 25 VDC

● MC0201N0R5C250LT 0.5 NP0 ± 0.25pF 06R4545 0.006
● MC0201N1R0C250LT 1 NP0 ± 0.25pF 06R4547 0.006
● MC0201N1R5C250LT 1.5 NP0 ± 0.25pF 06R4550 0.006
● MC0201N100F250LT 10 NP0 ± 1% 06R4553 0.015
● MC0201N120J250LT 12 NP0 ± 5% 06R4557 0.006
● MC0201N150J250LT 15 NP0 ± 5% 06R4560 0.006
● MC0201N180J250LT 18 NP0 ± 5% 06R4563 0.006
● MC0201N220J250LT 22 NP0 ± 5% 06R4566 0.006
● MC0201N270J250LT 27 NP0 ± 5% 06R4569 0.006
● MC0201N330J250LT 33 NP0 ± 5% 06R4572 0.006
● MC0201B151K250CT 150 X7R ± 10% 06R4518 0.007
● MC0201B221K250CT 220 X7R ± 10% 06R4527 0.007
● MC0201B331K250CT 330 X7R ± 10% 06R4536 0.007
● MC0201B471K250CT 470 X7R ± 10% 06R4539 0.007
● MC0201B681K250CT 680 X7R ± 10% 06R4542 0.007
● MC0201B102K250CT 1000 X7R ± 10% 06R4515 0.007

0402 CASE SIZE, VOLTAGE: 6.3 VDC

● MC0402F105Z6R3CT 1μF Y5V +80, -20% 06R4739 0.010
0402 CASE SIZE, VOLTAGE: 10 VDC

● MC0402F224Z100CT 220 000 Y5V +80, -20% 06R4749 0.009
0402 CASE SIZE, VOLTAGE: 16 VDC

● MC0402B562K160CT 5600 X7R ± 10% 06R4711 0.004
● MC0402B682K160CT 6800 X7R ± 10% 06R4720 0.004
● MC0402B822K160CT 8200 X7R ± 10% 06R4729 0.004
● MC0402B103K160CT 10 000 X7R ± 10% 06R4619 0.003
● MC0402B123K160CT 12 000 X7R ± 10% 06R4635 0.005
● MC0402B153K160CT 15 000 X7R ± 10% 06R4647 0.005
● MC0402F153Z160CT 15 000 Y5V +80, -20% 06R4741 0.003
● MC0402B183K160CT 18 000 X7R ± 10% 06R4658 0.005
● MC0402B223K160CT 22 000 X7R ± 10% 06R4670 0.005
● MC0402F223Z160CT 22 000 Y5V +80, -20% 06R4745 0.003
● MC0402F333Z160CT 33 000 Y5V +80, -20% 06R4751 0.003
● MC0402F473Z160CT 47 000 Y5V +80, -20% 06R4753 0.003
● MC0402F683Z160CT 68 000 Y5V +80, -20% 06R4755 0.003

Applications
• 0201 Package:

Miniature microwave module
Portable equipments (ex. Mobile phone, PDA)
High frequency circuits

• 0402-1812 Packages:
General digital circuit
Power supply bypass capacitors
Consumer electronics
Telecommunication

Features
• Wide selection of sizes available (0201 to 1812)
• High capacitance in given case size
• 0201 Package:

High precision dimensional tolerances
Suitable used in high-accuracy automatic
mounting machine

0201 CASE SIZE, VOLTAGE: 6.3 VDC
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0402 CASE SIZE, VOLTAGE: 16 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0402B104K160CT 100 000 X7R ± 10% 06R4625 0.006
● MC0402F104Z160CT 100 000 Y5V +80, -20% 06R4737 0.003

0402 CASE SIZE, VOLTAGE: 25 VDC

● MC0402B101K250CT 100 X7R ± 10% 06R4609 0.003
● MC0402B121K250CT 120 X7R ± 10% 06R4627 0.004
● MC0402B151K250CT 150 X7R ± 10% 06R4637 0.004
● MC0402B181K250CT 180 X7R ± 10% 06R4650 0.004
● MC0402B221K250CT 220 X7R ± 10% 06R4660 0.004
● MC0402B271K250CT 270 X7R ± 10% 06R4673 0.004
● MC0402B331K250CT 330 X7R ± 10% 06R4681 0.004
● MC0402B391K250CT 390 X7R ± 10% 06R4691 0.004
● MC0402B471K250CT 470 X7R ± 10% 06R4699 0.004
● MC0402B561K250CT 560 X7R ± 10% 06R4707 0.004
● MC0402B681K250CT 680 X7R ± 10% 06R4715 0.004
● MC0402B821K250CT 820 X7R ± 10% 06R4725 0.004
● MC0402B102K250CT 1000 X7R ± 10% 06R4614 0.003
● MC0402B122K250CT 1200 X7R ± 10% 06R4631 0.004
● MC0402B152K250CT 1500 X7R ± 10% 06R4642 0.004
● MC0402B182K250CT 1800 X7R ± 10% 06R4654 0.004
● MC0402B222K250CT 2200 X7R ± 10% 06R4665 0.004
● MC0402B272K250CT 2700 X7R ± 10% 06R4677 0.004
● MC0402B332K250CT 3300 X7R ± 10% 06R4686 0.004
● MC0402B392K250CT 3900 X7R ± 10% 06R4695 0.004
● MC0402B472K250CT 4700 X7R ± 10% 06R4704 0.004
● MC0402B562K250CT 5600 X7R ± 10% 06R4713 0.004
● MC0402B682K250CT 6800 X7R ± 10% 06R4722 0.004
● MC0402B822K250CT 8200 X7R ± 10% 06R4731 0.004
● MC0402B103K250CT 10 000 X7R ± 10% 06R4621 0.003
● MC0402F103Z250CT 10 000 Y5V +80, -20% 06R4733 0.003
● MC0402F153Z250CT 15 000 Y5V +80, -20% 06R4743 0.003
● MC0402F223Z250CT 22 000 Y5V +80, -20% 06R4747 0.003

0402 CASE SIZE, VOLTAGE: 50 VDC

● MC0402N0R5C500LT 0.5 NP0 ± 0.25pF 06R4757 0.004
● MC0402N1R0C500LT 1 NP0 ± 0.25pF 06R4759 0.004
● MC0402N1R5C500LT 1.5 NP0 ± 0.25pF 06R4762 0.004
● MC0402N2R0C500LT 2 NP0 ± 0.25pF 06R4802 0.005
● MC0402N3R0C500LT 3 NP0 ± 0.25pF 06R4820 0.005
● MC0402N4R0C500LT 4 NP0 ± 0.25pF 06R4833 0.005
● MC0402N5R0C500LT 5 NP0 ± 0.25pF 06R4841 0.005
● MC0402N6R0D500LT 6 NP0 ± 0.5pF 06R4849 0.005
● MC0402N7R0D500LT 7 NP0 ± 0.5pF 06R4856 0.005
● MC0402N8R0D500LT 8 NP0 ± 0.5pF 06R4860 0.005
● MC0402N9R0D500LT 9 NP0 ± 0.5pF 06R4865 0.005
● MC0402N100D500CT 10 NP0 ± 0.5pF 06R4765 0.005
● MC0402N110J500CT 11 NP0 ± 5% 06R4771 0.004
● MC0402N120J500CT 12 NP0 ± 5% 06R4776 0.004
● MC0402N130J500CT 13 NP0 ± 5% 06R4782 0.004
● MC0402N150J500CT 15 NP0 ± 5% 06R4786 0.004
● MC0402N160J500CT 16 NP0 ± 5% 06R4792 0.004
● MC0402N180J500CT 18 NP0 ± 5% 06R4796 0.004
● MC0402N200J500CT 20 NP0 ± 5% 06R4805 0.004
● MC0402N220J500CT 22 NP0 ± 5% 06R4809 0.004
● MC0402N240J500CT 24 NP0 ± 5% 06R4815 0.004
● MC0402N270J500CT 27 NP0 ± 5% 06R4817 0.004
● MC0402N300J500CT 30 NP0 ± 5% 06R4823 0.004
● MC0402N330J500CT 33 NP0 ± 5% 06R4825 0.004
● MC0402N360J500CT 36 NP0 ± 5% 06R4828 0.004
● MC0402N390J500CT 39 NP0 ± 5% 06R4830 0.004
● MC0402N430J500CT 43 NP0 ± 5% 06R4836 0.004
● MC0402N470J500CT 47 NP0 ± 5% 06R4838 0.004
● MC0402N510J500CT 51 NP0 ± 5% 06R4844 0.004
● MC0402N560J500CT 56 NP0 ± 5% 06R4846 0.004
● MC0402N620J500CT 62 NP0 ± 5% 06R4851 0.004
● MC0402N680J500CT 68 NP0 ± 5% 06R4853 0.004
● MC0402N750J500CT 75 NP0 ± 5% 06R4858 0.004
● MC0402N820J500CT 82 NP0 ± 5% 06R4862 0.004
● MC0402N910J500CT 91 NP0 ± 5% 06R4867 0.004
● MC0402B101K500CT 100 X7R ± 10% 06R4611 0.003
● MC0402N101J500CT 100 NP0 ± 5% 06R4768 0.004
● MC0402N111J500CT 110 NP0 ± 5% 06R4774 0.007
● MC0402B121K500CT 120 X7R ± 10% 06R4629 0.004
● MC0402N121J500CT 120 NP0 ± 5% 06R4779 0.005

0402 CASE SIZE, VOLTAGE: 50 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0402N131J500CT 130 NP0 ± 5% 06R4784 0.007
● MC0402B151K500CT 150 X7R ± 10% 06R4639 0.004
● MC0402N151J500CT 150 NP0 ± 5% 06R4789 0.005
● MC0402N161J500CT 160 NP0 ± 5% 06R4794 0.007
● MC0402B181K500CT 180 X7R ± 10% 06R4652 0.004
● MC0402N181J500CT 180 NP0 ± 5% 06R4799 0.005
● MC0402N201J500CT 200 NP0 ± 5% 06R4807 0.007
● MC0402B221K500CT 220 X7R ± 10% 06R4662 0.004
● MC0402N221J500CT 220 NP0 ± 5% 06R4812 0.005
● MC0402B271K500CT 270 X7R ± 10% 06R4675 0.004
● MC0402B331K500CT 330 X7R ± 10% 06R4683 0.004
● MC0402B391K500CT 390 X7R ± 10% 06R4693 0.004
● MC0402B471K500CT 470 X7R ± 10% 06R4701 0.004
● MC0402B561K500CT 560 X7R ± 10% 06R4709 0.004
● MC0402B681K500CT 680 X7R ± 10% 06R4717 0.004
● MC0402B821K500CT 820 X7R ± 10% 06R4727 0.004
● MC0402B102K500CT 1000 X7R ± 10% 06R4616 0.003
● MC0402B122K500CT 1200 X7R ± 10% 06R4633 0.004
● MC0402B152K500CT 1500 X7R ± 10% 06R4644 0.004
● MC0402B182K500CT 1800 X7R ± 10% 06R4656 0.004
● MC0402B222K500CT 2200 X7R ± 10% 06R4667 0.004
● MC0402B272K500CT 2700 X7R ± 10% 06R4679 0.004
● MC0402B332K500CT 3300 X7R ± 10% 06R4688 0.004
● MC0402B392K500CT 3900 X7R ± 10% 06R4697 0.004
● MC0402F103Z500CT 10 000 Y5V +80, -20% 06R4735 0.003

0603 CASE SIZE, VOLTAGE: 10 VDC

● MC0603F684Z100CT 680 000 Y5V +80, -20% 06R5101 0.011
0603 CASE SIZE, VOLTAGE: 16 VDC

● MC0603B103K160CT 10 000 X7R ± 10% 06R4914 0.005
● MC0603B123K160CT 12 000 X7R ± 10% 06R4934 0.007
● MC0603B153K160CT 15 000 X7R ± 10% 06R4943 0.007
● MC0603B183K160CT 18 000 X7R ± 10% 06R4954 0.007
● MC0603B223K160CT 22 000 X7R ± 10% 06R4968 0.007
● MC0603B273K160CT 27 000 X7R ± 10% 06R4981 0.007
● MC0603B333K160CT 33 000 X7R ± 10% 06R4995 0.007
● MC0603B393K160CT 39 000 X7R ± 10% 06R5008 0.007
● MC0603B473K160CT 47 000 X7R ± 10% 06R5022 0.007
● MC0603B563K160CT 56 000 X7R ± 10% 06R5035 0.007
● MC0603B683K160CT 68 000 X7R ± 10% 06R5048 0.007
● MC0603B823K160CT 82 000 X7R ± 10% 06R5060 0.007
● MC0603B104K160CT 100 000 X7R ± 10% 06R4923 0.006
● MC0603F104Z160CT 100 000 Y5V +80, -20% 06R5067 0.005
● MC0603F154Z160CT 150 000 Y5V +80, -20% 06R5081 0.009
● MC0603F224Z160CT 220 000 Y5V +80, -20% 06R5085 0.010
● MC0603F334Z160CT 330 000 Y5V +80, -20% 06R5091 0.011
● MC0603F474Z160CT 470 000 Y5V +80, -20% 06R5095 0.011

0603 CASE SIZE, VOLTAGE: 25 VDC

● MC0603B103K250CT 10 000 X7R ± 10% 06R4916 0.005
● MC0603B123K250CT 12 000 X7R ± 10% 06R4936 0.008
● MC0603B153K250CT 15 000 X7R ± 10% 06R4945 0.008
● MC0603B183K250CT 18 000 X7R ± 10% 06R4956 0.008
● MC0603B223K250CT 22 000 X7R ± 10% 06R4970 0.008
● MC0603B273K250CT 27 000 X7R ± 10% 06R4983 0.008
● MC0603B333K250CT 33 000 X7R ± 10% 06R4997 0.008
● MC0603B393K250CT 39 000 X7R ± 10% 06R5010 0.008
● MC0603B473K250CT 47 000 X7R ± 10% 06R5024 0.008
● MC0603B563K250CT 56 000 X7R ± 10% 06R5037 0.008
● MC0603B683K250CT 68 000 X7R ± 10% 06R5050 0.008
● MC0603F683Z250CT 68 000 Y5V +80, -20% 06R5097 0.005
● MC0603B823K250CT 82 000 X7R ± 10% 06R5062 0.008
● MC0603B104K250CT 100 000 X7R ± 10% 06R4925 0.006
● MC0603F104Z250CT 100 000 Y5V +80, -20% 06R5069 0.005
● MC0603F105Z250CT 1μF Y5V +80, -20% 06R5077 0.014

0603 CASE SIZE, VOLTAGE: 50 VDC

● MC0603N0R5C500LT 0.5 NP0 ± 0.25pF 06R5103 0.006
● MC0603N1R0C500CT 1 NP0 ± 0.25pF 06R5105 0.006
● MC0603N1R5C500CT 1.5 NP0 ± 0.25pF 06R5108 0.006
● MC0603N2R0C500CT 2 NP0 ± 0.25pF 06R5144 0.006
● MC0603N3R0C500CT 3 NP0 ± 0.25pF 06R5162 0.006
● MC0603N4R0C500CT 4 NP0 ± 0.25pF 06R5180 0.006
● MC0603N5R0C500CT 5 NP0 ± 0.25pF 06R5192 0.006
● MC6R03N6R0D500CT 6 NP0 ± 0.5pF 06R5262 0.006
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0603 CASE SIZE, VOLTAGE: 50 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0603N7R0D500CT 7 NP0 ± 0.5pF 06R5210 0.006
● MC0603N8R0D500CT 8 NP0 ± 0.5pF 06R5212 0.006
● MC0603N9R0D500CT 9 NP0 ± 0.5pF 06R5220 0.006
● MC0603N100D500CT 10 NP0 ± 0.5pF 06R5111 0.006
● MC0603N120J500CT 12 NP0 ± 5% 06R5123 0.006
● MC0603N150J500CT 15 NP0 ± 5% 06R5131 0.006
● MC0603N180J500CT 18 NP0 ± 5% 06R5138 0.006
● MC0603N220J500CT 22 NP0 ± 5% 06R5149 0.005
● MC0603N270J500CT 27 NP0 ± 5% 06R5156 0.005
● MC0603N330J500CT 33 NP0 ± 5% 06R5167 0.005
● MC0603N390J500CT 39 NP0 ± 5% 06R5174 0.005
● MC0603N470J500CT 47 NP0 ± 5% 06R5185 0.005
● MC0603N560J500CT 56 NP0 ± 5% 06R5195 0.005
● MC0603N680J500CT 68 NP0 ± 5% 06R5203 0.005
● MC0603N820J500CT 82 NP0 ± 5% 06R5214 0.005
● MC0603N101J500CT 100 NP0 ± 5% 06R5116 0.005
● MC0603N121J500CT 120 NP0 ± 5% 06R5126 0.008
● MC0603N151J500CT 150 NP0 ± 5% 06R5135 0.008
● MC0603N181J500CT 180 NP0 ± 5% 06R5141 0.008
● MC0603B221K500CT 220 X7R ± 10% 06R4962 0.005
● MC0603N221J500CT 220 NP0 ± 5% 06R5153 0.008
● MC0603B271K500CT 270 X7R ± 10% 06R4977 0.005
● MC0603N271J500CT 270 NP0 ± 5% 06R5159 0.011
● MC0603B331K500CT 330 X7R ± 10% 06R4989 0.005
● MC0603N331J500CT 330 NP0 ± 5% 06R5171 0.011
● MC0603B391K500CT 390 X7R ± 10% 06R5004 0.005
● MC0603N391J500CT 390 NP0 ± 5% 06R5177 0.012
● MC0603B471K500CT 470 X7R ± 10% 06R5016 0.005
● MC0603N471J500CT 470 NP0 ± 5% 06R5189 0.012
● MC0603B561K500CT 560 X7R ± 10% 06R5031 0.005
● MC0603N561J500CT 560 NP0 ± 5% 06R5198 0.014
● MC0603B681K500CT 680 X7R ± 10% 06R5042 0.005
● MC0603N681J500CT 680 NP0 ± 5% 06R5207 0.016
● MC0603B821K500CT 820 X7R ± 10% 06R5056 0.005
● MC0603N821J500CT 820 NP0 ± 5% 06R5217 0.016
● MC0603B102K500CT 1000 X7R ± 10% 06R4910 0.005
● MC0603N102J500CT 1000 NP0 ± 5% 06R5120 0.019
● MC0603B122K500CT 1200 X7R ± 10% 06R4932 0.005
● MC0603B152K500CT 1500 X7R ± 10% 06R4940 0.005
● MC0603B182K500CT 1800 X7R ± 10% 06R4952 0.005
● MC0603B222K500CT 2200 X7R ± 10% 06R4965 0.005
● MC0603B272K500CT 2700 X7R ± 10% 06R4979 0.005
● MC0603B332K500CT 3300 X7R ± 10% 06R4992 0.005
● MC0603B392K500CT 3900 X7R ± 10% 06R5006 0.005
● MC0603B472K500CT 4700 X7R ± 10% 06R5019 0.005
● MC0603B562K500CT 5600 X7R ± 10% 06R5033 0.005
● MC0603B682K500CT 6800 X7R ± 10% 06R5045 0.005
● MC0603B822K500CT 8200 X7R ± 10% 06R5058 0.005
● MC0603B103K500CT 10 000 X7R ± 10% 06R4918 0.005
● MC0603F103Z500CT 10 000 Y5V +80, -20% 06R5065 0.005
● MC0603B123K500CT 12 000 X7R ± 10% 06R4938 0.008
● MC0603B153K500CT 15 000 X7R ± 10% 06R4947 0.008
● MC0603F153Z500CT 15 000 Y5V +80, -20% 06R5079 0.005
● MC0603B183K500CT 18 000 X7R ± 10% 06R4958 0.008
● MC0603B223K500CT 22 000 X7R ± 10% 06R4972 0.008
● MC0603F223Z500CT 22 000 Y5V +80, -20% 06R5083 0.005
● MC0603B273K500CT 27 000 X7R ± 10% 06R4985 0.008
● MC0603B333K500CT 33 000 X7R ± 10% 06R4999 0.010
● MC0603F333Z500CT 33 000 Y5V +80, -20% 06R5089 0.005
● MC0603B393K500CT 39 000 X7R ± 10% 06R5012 0.010
● MC0603B473K500CT 47 000 X7R ± 10% 06R5026 0.010
● MC0603F473Z500CT 47 000 Y5V +80, -20% 06R5093 0.005
● MC0603B563K500CT 56 000 X7R ± 10% 06R5039 0.012
● MC0603B683K500CT 68 000 X7R ± 10% 06R5052 0.012
● MC0603F683Z500CT 68 000 Y5V +80, -20% 06R5099 0.005
● MC0603B823K500CT 82 000 X7R ± 10% 06R5064 0.012
● MC0603B104K500CT 100 000 X7R ± 10% 06R4927 0.008
● MC0603F104Z500CT 100 000 Y5V +80, -20% 06R5071 0.005

0603 CASE SIZE, VOLTAGE: 100 VDC

● MC0603N150J101CT 15 NP0 ± 5% 06R5129 0.011
● MC0603N220J101CT 22 NP0 ± 5% 06R5147 0.010
● MC0603N330J101CT 33 NP0 ± 5% 06R5165 0.010

0603 CASE SIZE, VOLTAGE: 100 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0603N470J101CT 47 NP0 ± 5% 06R5183 0.010
● MC0603N680J101CT 68 NP0 ± 5% 06R5201 0.010
● MC0603N101J101CT 100 NP0 ± 5% 06R5114 0.010
● MC0603B221K101CT 220 X7R ± 10% 06R4960 0.011
● MC0603B331K101CT 330 X7R ± 10% 06R4987 0.011
● MC0603B471K101CT 470 X7R ± 10% 06R5014 0.011
● MC0603B681K101CT 680 X7R ± 10% 06R5040 0.011
● MC0603B102K101CT 1000 X7R ± 10% 06R4908 0.011

0805 CASE SIZE, VOLTAGE: 6.3 VDC

● MC0805F106Z6R3CT 10μF Y5V +80, -20% 06R3940 0.036
0805 CASE SIZE, VOLTAGE: 16 VDC

● MC0805B473K160CT 47 000 X7R ± 10% 06R3868 0.010
● MC0805B563K160CT 56 000 X7R ± 10% 06R3883 0.010
● MC0805B683K160CT 68 000 X7R ± 10% 06R3906 0.010
● MC0805B823K160CT 82 000 X7R ± 10% 06R3918 0.010
● MC0805B104K160CT 100 000 X7R ± 10% 06R3738 0.010
● MC0805F104Z160CT 100 000 Y5V +80, -20% 06R3926 0.010
● MC0805B124K160CT 120 000 X7R ± 10% 06R3751 0.021
● MC0805B154K160CT 150 000 X7R ± 10% 06R3770 0.021
● MC0805F154Z160CT 150 000 Y5V +80, -20% 06R3944 0.017
● MC0805B184K160CT 180 000 X7R ± 10% 06R3780 0.021
● MC0805B224K160CT 220 000 X7R ± 10% 06R3804 0.021
● MC0805F224Z160CT 220 000 Y5V +80, -20% 06R3954 0.017
● MC0805B274K160CT 270 000 X7R ± 10% 06R3816 0.021
● MC0805B334K160CT 330 000 X7R ± 10% 06R3838 0.024
● MC0805F334Z160CT 330 000 Y5V +80, -20% 06R3966 0.017
● MC0805B394K160CT 390 000 X7R ± 10% 06R3849 0.024
● MC0805B474K160CT 470 000 X7R ± 10% 06R3876 0.024
● MC0805F474Z160CT 470 000 Y5V +80, -20% 06R3974 0.017
● MC0805F684Z160CT 680 000 Y5V +80, -20% 06R3986 0.017

0805 CASE SIZE, VOLTAGE: 25 VDC

● MC0805B393K250CT 39 000 X7R ± 10% 06R3845 0.010
● MC0805B473K250CT 47 000 X7R ± 10% 06R3870 0.010
● MC0805B563K250CT 56 000 X7R ± 10% 06R3885 0.010
● MC0805B683K250CT 68 000 X7R ± 10% 06R3908 0.010
● MC0805F683Z250CT 68 000 Y5V +80, -20% 06R3982 0.010
● MC0805B823K250CT 82 000 X7R ± 10% 06R3920 0.010
● MC0805B104K250CT 100 000 X7R ± 10% 06R3740 0.010
● MC0805F104Z250CT 100 000 Y5V +80, -20% 06R3928 0.010
● MC0805B124K250CT 120 000 X7R ± 10% 06R3753 0.029
● MC0805B154K250CT 150 000 X7R ± 10% 06R3772 0.029
● MC0805F154Z250CT 150 000 Y5V +80, -20% 06R3946 0.017
● MC0805B184K250CT 180 000 X7R ± 10% 06R3782 0.029
● MC0805B224K250CT 220 000 X7R ± 10% 06R3806 0.031
● MC0805F224Z250CT 220 000 Y5V +80, -20% 06R3956 0.017
● MC0805F334Z250CT 330 000 Y5V +80, -20% 06R3968 0.017
● MC0805F474Z250CT 470 000 Y5V +80, -20% 06R3976 0.017
● MC0805F225Z250CT 2.2μF Y5V +80, -20% 06R3962 0.033

0805 CASE SIZE, VOLTAGE: 50 VDC

● MC0805N0R5C500CT 0.5 NP0 ± 0.25pF 06R3988 0.012
● MC0805N1R0C500CT 1 NP0 ± 0.25pF 06R3990 0.012
● MC0805N1R5C500CT 1.5 NP0 ± 0.25pF 06R3992 0.012
● MC0805N2R0C500CT 2 NP0 ± 0.25pF 06R4047 0.014
● MC0805N3R0C500CT 3 NP0 ± 0.25pF 06R4078 0.014
● MC0805N4R0C500CT 4 NP0 ± 0.25pF 06R4104 0.014
● MC0805N5R0C500CT 5 NP0 ± 0.25pF 06R4121 0.014
● MC0805N6R0D500CT 6 NP0 ± 0.5pF 06R4129 0.014
● MC0805N7R0D500CT 7 NP0 ± 0.5pF 06R4146 0.014
● MC8R05N8R0D500CT 8 NP0 ± 0.5pF 06R5264 0.014
● MC0805N9R0D500CT 9 NP0 ± 0.5pF 06R4154 0.014
● MC0805N100D500CT 10 NP0 ± 0.5pF 06R3994 0.012
● MC0805N120J500CT 12 NP0 ± 5% 06R4011 0.012
● MC0805N150J500CT 15 NP0 ± 5% 06R4023 0.012
● MC0805N180J500CT 18 NP0 ± 5% 06R4039 0.012
● MC0805N220J500CT 22 NP0 ± 5% 06R4053 0.012
● MC0805N270J500CT 27 NP0 ± 5% 06R4069 0.012
● MC0805N330J500CT 33 NP0 ± 5% 06R4084 0.012
● MC0805N390J500CT 39 NP0 ± 5% 06R4098 0.012
● MC0805N470J500CT 47 NP0 ± 5% 06R4110 0.012
● MC0805N560J500CT 56 NP0 ± 5% 06R4123 0.012
● MC0805N680J500CT 68 NP0 ± 5% 06R4135 0.012
● MC0805N820J500CT 82 NP0 ± 5% 06R4148 0.012
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0805 CASE SIZE, VOLTAGE: 50 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0805N101J500CT 100 NP0 ± 5% 06R4000 0.012
● MC0805N121J500CT 120 NP0 ± 5% 06R4013 0.014
● MC0805N151J500CT 150 NP0 ± 5% 06R4031 0.017
● MC0805N181J500CT 180 NP0 ± 5% 06R4041 0.017
● MC0805B221K500CT 220 X7R ± 10% 06R3788 0.010
● MC0805N221J500CT 220 NP0 ± 5% 06R4061 0.017
● MC0805B271K500CT 270 X7R ± 10% 06R3810 0.010
● MC0805N271J500CT 270 NP0 ± 5% 06R4072 0.022
● MC0805B331K500CT 330 X7R ± 10% 06R3822 0.010
● MC0805N331J500CT 330 NP0 ± 5% 06R4093 0.022
● MC0805B391K500CT 390 X7R ± 10% 06R3841 0.010
● MC0805N391J500CT 390 NP0 ± 5% 06R4101 0.022
● MC0805B471K500CT 470 X7R ± 10% 06R3855 0.010
● MC0805N471J500CT 470 NP0 ± 5% 06R4117 0.022
● MC0805B561K500CT 560 X7R ± 10% 06R3879 0.010
● MC0805N561J500CT 560 NP0 ± 5% 06R4126 0.024
● MC0805B681K500CT 680 X7R ± 10% 06R3893 0.010
● MC0805N681J500CT 680 NP0 ± 5% 06R4142 0.024
● MC0805B821K500CT 820 X7R ± 10% 06R3914 0.010
● MC0805N821J500CT 820 NP0 ± 5% 06R4151 0.024
● MC0805B102K500CT 1000 X7R ± 10% 06R3724 0.010
● MC0805N102J500CT 1000 NP0 ± 5% 06R4007 0.024
● MC0805B122K500CT 1200 X7R ± 10% 06R3747 0.010
● MC0805N122J500CT 1200 NP0 ± 5% 06R4016 0.038
● MC0805N152J500CT 1500 NP0 ± 5% 06R4036 0.038
● MC0805B152K500CT 1500 X7R ± 10% 06R3759 0.010
● MC0805B182K500CT 1800 X7R ± 10% 06R3776 0.010
● MC0805N182J500CT 1800 NP0 ± 5% 06R4044 0.041
● MC0805B222K500CT 2200 X7R ± 10% 06R3796 0.010
● MC0805N222J500CT 2200 NP0 ± 5% 06R4066 0.041
● MC0805B272K500CT 2700 X7R ± 10% 06R3812 0.010
● MC0805N272J500CT 2700 NP0 ± 5% 06R4075 0.058
● MC0805B332K500CT 3300 X7R ± 10% 06R3830 0.010
● MC0805B392K500CT 3900 X7R ± 10% 06R3843 0.010
● MC0805B472K500CT 4700 X7R ± 10% 06R3863 0.010
● MC0805B562K500CT 5600 X7R ± 10% 06R3881 0.010
● MC0805B682K500CT 6800 X7R ± 10% 06R3901 0.010
● MC0805B822K500CT 8200 X7R ± 10% 06R3916 0.010
● MC0805B103K500CT 10 000 X7R ± 10% 06R3733 0.010
● MC0805F103Z500CT 10 000 Y5V +80, -20% 06R3924 0.010
● MC0805B123K500CT 12 000 X7R ± 10% 06R3749 0.010
● MC0805B153K500CT 15 000 X7R ± 10% 06R3766 0.010
● MC0805F153Z500CT 15 000 Y5V +80, -20% 06R3942 0.010
● MC0805B183K500CT 18 000 X7R ± 10% 06R3778 0.010
● MC0805B223K500CT 22 000 X7R ± 10% 06R3801 0.010
● MC0805F223Z500CT 22 000 Y5V +80, -20% 06R3952 0.010
● MC0805B273K500CT 27 000 X7R ± 10% 06R3814 0.010
● MC0805F333Z500CT 33 000 Y5V +80, -20% 06R3964 0.010
● MC0805B333K500CT 33 000 X7R ± 10% 06R3835 0.010
● MC0805B393K500CT 39 000 X7R ± 10% 06R3847 0.010
● MC0805F473Z500CT 47 000 Y5V +80, -20% 06R3972 0.010
● MC0805B473K500CT 47 000 X7R ± 10% 06R3872 0.010
● MC0805B563K500CT 56 000 X7R ± 10% 06R3887 0.010
● MC0805B683K500CT 68 000 X7R ± 10% 06R3910 0.010
● MC0805F683Z500CT 68 000 Y5V +80, -20% 06R3984 0.010
● MC0805B823K500CT 82 000 X7R ± 10% 06R3922 0.010
● MC0805B104K500CT 100 000 X7R ± 10% 06R3742 0.010
● MC0805F104Z500CT 100 000 Y5V +80, -20% 06R3930 0.010
● MC0805F154Z500CT 150 000 Y5V +80, -20% 06R3948 0.017
● MC0805F224Z500CT 220 000 Y5V +80, -20% 06R3958 0.017

0805 CASE SIZE, VOLTAGE: 100 VDC

● MC0805N150J101CT 15 NP0 ± 5% 06R4019 0.018
● MC0805N220J101CT 22 NP0 ± 5% 06R4049 0.018
● MC0805N330J101CT 33 NP0 ± 5% 06R4080 0.018
● MC0805N470J101CT 47 NP0 ± 5% 06R4106 0.018
● MC0805N680J101CT 68 NP0 ± 5% 06R4131 0.018
● MC0805N101J101CT 100 NP0 ± 5% 06R3996 0.018
● MC0805N151J101CT 150 NP0 ± 5% 06R4027 0.019
● MC0805B221K101CT 220 X7R ± 10% 06R3784 0.014
● MC0805N221J101CT 220 NP0 ± 5% 06R4057 0.024
● MC0805B331K101CT 330 X7R ± 10% 06R3818 0.014
● MC0805N331J101CT 330 NP0 ± 5% 06R4089 0.029

0805 CASE SIZE, VOLTAGE: 100 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0805B471K101CT 470 X7R ± 10% 06R3851 0.014
● MC0805N471J101CT 470 NP0 ± 5% 06R4115 0.029
● MC0805B681K101CT 680 X7R ± 10% 06R3889 0.014
● MC0805N681J101CT 680 NP0 ± 5% 06R4140 0.032
● MC0805B102K101CT 1000 X7R ± 10% 06R3720 0.014
● MC0805N102J101CT 1000 NP0 ± 5% 06R4005 0.032
● MC0805B152K101CT 1500 X7R ± 10% 06R3755 0.019
● MC0805B222K101CT 2200 X7R ± 10% 06R3792 0.019
● MC0805B332K101CT 3300 X7R ± 10% 06R3826 0.021
● MC0805B472K101CT 4700 X7R ± 10% 06R3859 0.021
● MC0805B682K101CT 6800 X7R ± 10% 06R3897 0.021
● MC0805B103K101CT 10 000 X7R ± 10% 06R3729 0.021
● MC0805B153K101CT 15 000 X7R ± 10% 06R3764 0.026

1206 CASE SIZE, VOLTAGE: 16 VDC

● MC1206B104K160CT 100 000 X7R ± 10% 06R4204 0.028
● MC1206B124K160CT 120 000 X7R ± 10% 06R4225 0.047
● MC1206B154K160CT 150 000 X7R ± 10% 06R4236 0.053
● MC1206B184K160CT 180 000 X7R ± 10% 06R4250 0.053
● MC1206B224K160CT 220 000 X7R ± 10% 06R4269 0.053
● MC1206B274K160CT 270 000 X7R ± 10% 06R4287 0.061
● MC1206B334K160CT 330 000 X7R ± 10% 06R4300 0.061
● MC1206B394K160CT 390 000 X7R ± 10% 06R4312 0.061
● MC1206B474K160CT 470 000 X7R ± 10% 06R4329 0.061
● MC1206B564K160CT 560 000 X7R ± 10% 06R4339 0.061
● MC1206B684K160CT 680 000 X7R ± 10% 06R4347 0.061
● MC1206F684Z160CT 680 000 Y5V +80, -20% 06R4391 0.036
● MC1206B824K160CT 820 000 X7R ± 10% 06R4357 0.061

1206 CASE SIZE, VOLTAGE: 25 VDC

● MC1206B104K250CT 100 000 X7R ± 10% 06R4206 0.028
● MC1206B124K250CT 120 000 X7R ± 10% 06R4227 0.050
● MC1206B154K250CT 150 000 X7R ± 10% 06R4238 0.056
● MC1206B184K250CT 180 000 X7R ± 10% 06R4252 0.056
● MC1206B224K250CT 220 000 X7R ± 10% 06R4271 0.056
● MC1206B274K250CT 270 000 X7R ± 10% 06R4289 0.061
● MC1206B334K250CT 330 000 X7R ± 10% 06R4302 0.061
● MC1206B394K250CT 390 000 X7R ± 10% 06R4314 0.061
● MC1206B474K250CT 470 000 X7R ± 10% 06R4331 0.061
● MC1206F474Z250CT 470 000 Y5V +80, -20% 06R4385 0.036
● MC1206B564K250CT 560 000 X7R ± 10% 06R4341 0.067
● MC1206B684K250CT 680 000 X7R ± 10% 06R4349 0.067
● MC1206F684Z250CT 680 000 Y5V +80, -20% 06R4393 0.036
● MC1206B824K250CT 820 000 X7R ± 10% 06R4359 0.067

1206 CASE SIZE, VOLTAGE: 50 VDC

● MC1206N1R5C500CT 1.5 NP0 ± 0.25pF 10R6307 0.027
● MC1206N1R8C500CT 1.8 NP0 ± 0.25pF 10R6309 0.027
● MC1206N2R2C500CT 2.2 NP0 ± 0.25pF 10R6330 0.027
● MC1206N2R7C500CT 2.7 NP0 ± 0.25pF 10R6332 0.027
● MC1206N3R3C500CT 3.3 NP0 ± 0.25pF 10R6347 0.027
● MC1206N3R9C500CT 3.9 NP0 ± 0.25pF 10R6349 0.027
● MC1206N4R7C500CT 4.7 NP0 ± 0.25pF 10R6364 0.027
● MC1206N5R1C500CT 5.1 NP0 ± 0.25pF 10R6376 0.032
● MC1206N5R6C500CT 5.6 NP0 ± 0.25pF 10R6378 0.032
● MC1206N6R8D500CT 6.8 NP0 ± 0.5pF 10R6387 0.027
● MC1206N7R5D500CT 7.5 NP0 ± 0.5pF 10R6400 0.027
● MC1206N8R2D500CT 8.2 NP0 ± 0.5pF 10R6402 0.027
● MC1206N9R1D500CT 9.1 NP0 ± 0.5pF 10R6407 0.027
● MC1206N120J500CT 12 NP0 ± 5% 10R6319 0.027
● MC1206N150J500CT 15 NP0 ± 5% 10R6323 0.027
● MC1206N180J500CT 18 NP0 ± 5% 10R6328 0.027
● MC1206N200J500CT 20 NP0 ± 5% 10R6334 0.027
● MC1206N220J500CT 22 NP0 ± 5% 10R6336 0.027
● MC1206N270J500CT 27 NP0 ± 5% 10R6343 0.027
● MC1206N330J500CT 33 NP0 ± 5% 10R6351 0.027
● MC1206N390J500CT 39 NP0 ± 5% 10R6359 0.027
● MC1206N470J500CT 47 NP0 ± 5% 10R6366 0.027
● MC1206N510J500CT 51 NP0 ± 5% 10R6380 0.027
● MC1206N560J500CT 56 NP0 ± 5% 10R6382 0.027
● MC1206N680J500CT 68 NP0 ± 5% 10R6389 0.027
● MC1206N101J500CT 100 NP0 ± 5% 06R4395 0.027
● MC1206N121J500CT 120 NP0 ± 5% 10R6321 0.027
● MC1206B221K500CT 220 X7R ± 10% 06R4254 0.025
● MC1206B271K500CT 270 X7R ± 10% 06R4281 0.025
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CERAMIC CAPACITORS

MONOLITHIC SURFACE MOUNT
CERAMIC CHIP CAPACITORS (CONT.)

GENERAL PURPOSE SMD MULTILAYER CERAMIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(pF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

● VJ9721Y103KXXAC00 10 000 ± 10% X7R 06H2753 0.225 ... ... ...
● VJ0402Y103JXXAC 10 000 ± 5% X7R 46C3149 0.249 ... ... ...

0603 CASE SIZE, VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(pF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

● VJ0603A1R0DXAAT 1 ± 0.5pF C0G/
NP0

... ... 07J2814 4000 0.060

● VJ0603A1R2DXAAT 1.2 ± 0.5pF C0G/
NP0

46C3736 0.273 07J2815 4000 0.060

● VJ0603A1R5DXAAT 1.5 ± 0.5pF C0G/
NP0

46C3772 0.273 07J2816 4000 0.060

● VJ0603A2R2DXAAT 2.2 ± 0.5pF C0G/
NP0

46C4290 0.273 07J2820 4000 0.060

● VJ0603A2R7DXAAT 2.7 ± 0.5pF C0G/
NP0

46C4338 0.273 07J2821 4000 0.060

● VJ0603A3R3DXAAT 3.3 ± 0.5pF C0G/
NP0

46C4615 0.303 07J2825 4000 0.060

● VJ0603A3R9DXAAT 3.9 ± 0.5pF C0G/
NP0

46C4711 0.273 07J2826 4000 0.060

● VJ0603A5R6DXAAT 5.6 ± 0.5pF C0G/
NP0

46C5080 0.273 07J2829 4000 0.060

● VJ0603A6R8DXAAT 6.8 ± 0.5pF C0G/
NP0

46C5211 0.273 07J2831 4000 0.060

● VJ0603A8R2DXAAT 8.2 ± 0.5pF C0G/
NP0

46C5338 0.303 07J2833 4000 0.060

● VJ0603A150JXAAT 15 ± 5% C0G/
NP0

46C4088 0.126 07J2818 4000 0.028

● VJ0603A220JXAAT 22 ± 5% C0G/
NP0

46C4414 0.140 07J2822 4000 0.028

● VJ0603A270JXAAT 27 ± 5% C0G/
NP0

46C4524 0.126 07J2823 4000 0.031

● VJ0603A390JXAAT 39 ± 5% C0G/
NP0

46C4877 0.126 07J2827 4000 0.028

● VJ0603A470JXAAC00 47 ± 5% C0G/
NP0

46C5025 0.140 07J2828 4000 0.031

● VJ0603A560JXAAT 56 ± 5% C0G/
NP0

46C5152 0.140 07J2830 4000 0.031

● VJ0603A680JXAAT 68 ± 5% C0G/
NP0

46C5283 0.126 07J2832 4000 0.028

● VJ0603A820JXAAT 82 ± 5% C0G/
NP0

46C5410 0.140 07J2834 4000 0.031

● VJ0603A181JXAAT 180 ± 5% C0G/
NP0

46C4250 0.158 07J2819 4000 0.035

● VJ0603A271JXAAT 270 ± 5% C0G/
NP0

46C4575 0.142 07J2824 4000 0.032

● VJ0603Y681KXAAT 680 ± 10% X7R 46C6863 0.146 07J2842 4000 0.032
● VJ0603Y821KXAAT 820 ± 10% X7R 46C6992 0.152 07J2844 4000 0.034
● VJ0603Y122KXAAT 1200 ± 10% X7R 46C5863 0.152 07J2835 4000 0.034
● VJ0603Y152KXAAT 1500 ± 10% X7R 46C5959 0.126 07J2836 4000 0.028
● VJ0603Y182KXAAT 1800 ± 10% X7R 46C6055 0.140 07J2837 4000 0.031
● VJ0603Y272KXAAT 2700 ± 10% X7R 46C6241 0.142 07J2838 4000 0.032
● VJ0603Y332KXAAT 3300 ± 10% X7R 46C6335 0.158 07J2839 4000 0.035
● VJ0603Y392KXAAT 3900 ± 10% X7R 46C6491 0.158 07J2840 4000 0.035
● VJ0603Y562KXAAT 5600 ± 10% X7R 46C6792 0.164 07J2841 4000 0.036
● VJ0603Y682KXAAT 6800 ± 10% X7R 46C6918 0.164 07J2843 4000 0.036
● VJ0603Y822KXAAT 8200 ± 10% X7R 46C7044 0.164 07J2845 4000 0.036

0603 CASE SIZE, VOLTAGE: 200 VDC

● VJ0603A100KXCAT 10 ± 10% C0G/
NP0

46C3887 0.126 07J2817 4000 0.028

0805 CASE SIZE, VOLTAGE: 25 VDC

● VJ0805Y471KXXMT 470 ± 10% X7R 06H5177 0.213 07J2894 3000 0.047
● VJ0805Y104KXXMT 100 000 ± 10% X7R 22C9126 0.303 07J2891 3000 0.067
● VJ0805Y104KXXCW1BC 100 000 ± 10% X7R 57J3582 0.038 07J2869 3000 0.036

0805 CASE SIZE, VOLTAGE: 50 VDC

● VJ0805A100JXAMT 10 ± 5% C0G/
NP0

46C7512 0.164 07J2846 3000 0.036

● VJ0805A120JXAMT 12 ± 5% C0G/
NP0

46C7860 0.164 07J2856 3000 0.036

● VJ0805A150JXAMT 15 ± 5% C0G/
NP0

46C8212 0.182 07J2859 3000 0.040

● VJ0805A330JXAMT 33 ± 5% C0G/
NP0

47C0028 0.164 07J2871 3000 0.036

● VJ0805A470JXAMT 47 ± 5% C0G/
NP0

47C0683 0.182 07J2876 3000 0.040

● VJ0805A680JXAMT 68 ± 5% C0G/
NP0

47C1411 0.182 07J2882 3000 0.040

● VJ0805A820JXAMT 82 ± 5% C0G/
NP0

47C1779 0.164 07J2886 3000 0.036

● VJ0805A101GXAMT 100 ± 2% C0G/
NP0

46C7606 0.879 07J2848 3000 0.193

● VJ0805A151JXAMT 150 ± 5% C0G/
NP0

46C8340 0.182 07J2860 3000 0.040

● VJ0805A221JXAMT 220 ± 5% C0G/
NP0

46C9236 0.164 07J2867 3000 0.036

MONOLITHIC SURFACE MOUNT
CERAMIC CHIP CAPACITORS

Minimum quantities apply. Other ratings, voltages, and case sizes available; go online or call.

Features:

1206 CASE SIZE, VOLTAGE: 50 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC1206B331K500CT 330 X7R ± 10% 06R4291 0.025
● MC1206B391K500CT 390 X7R ± 10% 06R4306 0.025
● MC1206B471K500CT 470 X7R ± 10% 06R4316 0.025
● MC1206B561K500CT 560 X7R ± 10% 06R4335 0.025
● MC1206B681K500CT 680 X7R ± 10% 06R4343 0.025
● MC1206B821K500CT 820 X7R ± 10% 06R4353 0.025
● MC1206N102J500CT 1000 NP0 ± 5% 10R6311 0.050
● MC1206B102K500CT 1000 X7R ± 10% 06R4192 0.025
● MC1206B122K500CT 1200 X7R ± 10% 06R4221 0.027
● MC1206B152K500CT 1500 X7R ± 10% 06R4229 0.027
● MC1206B182K500CT 1800 X7R ± 10% 06R4246 0.027
● MC1206B222K500CT 2200 X7R ± 10% 06R4256 0.027
● MC1206N272J500CT 2700 NP0 ± 5% 10R6345 0.096
● MC1206B272K500CT 2700 X7R ± 10% 06R4283 0.027
● MC1206N332J500CT 3300 NP0 ± 5% 10R6355 0.096
● MC1206B332K500CT 3300 X7R ± 10% 06R4293 0.027
● MC1206N392J500CT 3900 NP0 ± 5% 10R6361 0.098
● MC1206B392K500CT 3900 X7R ± 10% 06R4308 0.027
● MC1206N472J500CT 4700 NP0 ± 5% 10R6373 0.098
● MC1206B472K500CT 4700 X7R ± 10% 06R4318 0.027
● MC1206N562J500CT 5600 NP0 ± 5% 10R6384 0.110
● MC1206B562K500CT 5600 X7R ± 10% 06R4337 0.027
● MC1206N682J500CT 6800 NP0 ± 5% 10R6396 0.110
● MC1206B682K500CT 6800 X7R ± 10% 06R4345 0.027
● MC1206N822J500CT 8200 NP0 ± 5% 10R6404 0.115
● MC1206B822K500CT 8200 X7R ± 10% 06R4355 0.027
● MC1206N103J500CT 10 000 NP0 ± 5% 10R6316 0.115
● MC1206B103K500CT 10 000 X7R ± 10% 06R4197 0.027
● MC1206B123K500CT 12 000 X7R ± 10% 06R4223 0.030
● MC1206B153K500CT 15 000 X7R ± 10% 06R4233 0.030
● MC1206B183K500CT 18 000 X7R ± 10% 06R4248 0.030
● MC1206B223K500CT 22 000 X7R ± 10% 06R4265 0.030
● MC1206B273K500CT 27 000 X7R ± 10% 06R4285 0.030
● MC1206B333K500CT 33 000 X7R ± 10% 06R4297 0.030
● MC1206B393K500CT 39 000 X7R ± 10% 06R4310 0.030
● MC1206B473K500CT 47 000 X7R ± 10% 06R4326 0.030
● MC1206B104K500CT 100 000 X7R ± 10% 06R4208 0.028
● MC1206B224K500CT 220 000 X7R ± 10% 06R4273 0.056

1206 CASE SIZE, VOLTAGE: 100 VDC

● MC1206N152J101CT 1500 NP0 ± 5% 10R6325 0.079
● MC1206N222J101CT 2200 NP0 ± 5% 10R6340 0.094
● MC1206N332J101CT 3300 NP0 ± 5% 10R6353 0.096
● MC1206B223K101CT 22 000 X7R ± 10% 06R4261 0.030
● MC1206B333K101CT 33 000 X7R ± 10% 06R4295 0.041
● MC1206B473K101CT 47 000 X7R ± 10% 06R4324 0.041
● MC1206B104K101CT 100 000 X7R ± 10% 06R4202 0.038

1210 CASE SIZE, VOLTAGE: 6.3 VDC

● MC1210F476Z6R3CT 47μF Y5V +80, -20% 06R4470 0.267
1210 CASE SIZE, VOLTAGE: 50 VDC

● MC1210F106Z500CT 10μF Y5V +80, -20% 06R4462 0.165
1210 CASE SIZE, VOLTAGE: 100 VDC

● MC1210B224K101CT 220 000 X7R ± 10% 06R4450 0.181
● MC1210B474K101CT 470 000 X7R ± 10% 06R4452 0.197
● MC1210B684K101CT 680 000 X7R ± 10% 06R4454 0.214

• Vitramon’s Proprietary ″Wet Build-Up Process″
• Excellent Adhesion Between Dielectric Layers

of The Capacitor

(147257)

0402 CASE SIZE, VOLTAGE: 25 VDC
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CERAMIC CAPACITORS

MONOLITHIC SURFACE MOUNT
CERAMIC CHIP CAPACITORS (CONT.)

MONOLITHIC SURFACE MOUNT
CERAMIC CHIP CAPACITORS (CONT.)

0805 CASE SIZE, VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(pF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

● VJ0805A331JXAMT 330 ± 5% C0G/NP0 47C0156 0.182 07J2872 3000 0.040
● VJ0805A391JXAMT 390 ± 5% C0G/NP0 47C0428 0.182 07J2874 3000 0.040
● VJ0805A471JXAMT 470 ± 5% C0G/NP0 ... ... 07J2878 3000 0.040
● VJ0805A471KXAMT 470 ± 10% C0G/NP0 47C0827 0.137 07J2880 3000 0.030
● VJ0805A561JXAMT 560 ± 5% C0G/NP0 47C1163 0.182 07J2881 3000 0.040
● VJ0805A681JXAMT 680 ± 5% C0G/NP0 47C1531 0.273 07J2884 3000 0.060
● VJ0805A821JXAMT 820 ± 5% C0G/NP0 47C1899 0.273 07J2887 3000 0.060
● VJ0805A102JXAMT 1000 ± 5% C0G/NP0 46C7748 0.273 07J2853 3000 0.060
● VJ0805A102KXAMT 1000 ± 10% C0G/NP0 ... ... 07J2855 3000 0.058
● VJ0805A122JXAMT 1200 ± 5% C0G/NP0 46C8100 0.364 07J2857 3000 0.080
● VJ0805A152JXAMT 1500 ± 5% C0G/NP0 46C8452 0.364 07J2862 3000 0.080
● VJ0805A182JXAMT 1800 ± 5% C0G/NP0 46C8780 0.364 07J2864 3000 0.080

0805 CASE SIZE, VOLTAGE: 100 VDC

● VJ0805A100JXBMT 10 ± 5% C0G/NP0 46C7520 0.164 07J2847 3000 0.036
● VJ0805A220JXBMT 22 ± 5% C0G/NP0 46C9116 0.164 07J2866 3000 0.036
● VJ0805A680JXBMT 68 ± 5% C0G/NP0 47C1419 0.164 07J2883 3000 0.036
● VJ0805A151JXBMT 150 ± 5% C0G/NP0 46C8348 0.182 07J2861 3000 0.040
● VJ0805A221JXBMT 220 ± 5% C0G/NP0 46C9244 0.182 07J2868 3000 0.040
● VJ0805A331JXBMT 330 ± 5% C0G/NP0 47C0164 0.182 07J2873 3000 0.040
● VJ0805A471JXBMT 470 ± 5% C0G/NP0 47C0811 0.182 07J2879 3000 0.040
● VJ0805A681JXBMT 680 ± 5% C0G/NP0 47C1539 0.273 07J2885 3000 0.060
● VJ0805A821JXBMT 820 ± 5% C0G/NP0 47C1907 0.273 07J2888 3000 0.060
● VJ0805A102JXBMT 1000 ± 5% C0G/NP0 46C7756 0.246 07J2854 3000 0.054
● VJ0805A122JXBMT 1200 ± 5% C0G/NP0 46C8108 0.364 07J2858 3000 0.080
● VJ0805A152JXBMT 1500 ± 5% C0G/NP0 46C8460 0.364 07J2863 3000 0.080

0805 CASE SIZE, VOLTAGE: 200 VDC

● VJ0805A101KXCMT 100 ± 10% C0G/NP0 06H5170 0.273 07J2851 3000 0.060
● VJ0805A271KXCMT 270 ± 10% C0G/NP0 06H5172 0.273 07J2870 3000 0.060
● VJ0805Y331KXCMT 330 ± 10% X7R 22C9128 0.176 07J2893 3000 0.039
● VJ0805A821KXCMT 820 ± 10% C0G/NP0 06H5174 0.273 07J2889 3000 0.060
● VJ0805Y223KXCMT 22 000 ± 10% X7R 06H5176 0.261 ... ... ...

0805 CASE SIZE, VOLTAGE: 500 VDC

● VJ0805A101KXEMT 100 ± 10% C0G/NP0 06H5171 0.291 07J2852 3000 0.064
● VJ0805A391KXEMT 390 ± 10% C0G/NP0 06H5173 0.291 07J2875 3000 0.064

1206 CASE SIZE, VOLTAGE: 25 VDC

● VJ1206Y102KXXMT 1000 ± 10% X7R 06H5182 0.097 07J2938 3000 0.022
● VJ1206Y224KXXMT 220 000 ± 10% X7R 22C9139 0.485 07J2954 3000 0.107
● VJ1206Y334KXXMT 330 000 ± 10% X7R 48C5470 0.485 07J2957 3000 0.107
● VJ1206Y474KXXMT 470 000 ± 10% X7R 48C6124 0.485 07J2963 3000 0.107

1206 CASE SIZE, VOLTAGE: 50 VDC

● VJ1206A100JXAMT 10 ± 5% C0G/NP0 16F8894 0.182 07J2895 3000 0.040
● VJ1206A220JXAMT 22 ± 5% C0G/NP0 47C8528 0.182 07J2907 3000 0.040
● VJ1206A330JXAMT 33 ± 5% C0G/NP0 47C9615 0.182 07J2916 3000 0.040
● VJ1206A470JXAMT 47 ± 5% C0G/NP0 48C0455 0.182 07J2920 3000 0.040
● VJ1206A101JXAMT 100 ± 5% C0G/NP0 47C6901 0.182 07J2898 3000 0.040
● VJ1206A221JXAMT 220 ± 5% C0G/NP0 16F9738 0.203 07J2909 3000 0.045
● VJ1206A471JXAMT 470 ± 5% C0G/NP0 48C0583 0.182 07J2922 3000 0.040
● VJ1206A821JXAMT 820 ± 5% C0G/NP0 48C1927 0.273 07J2928 3000 0.060
● VJ1206A102JXAMT 1000 ± 5% C0G/NP0 47C7027 0.273 07J2902 3000 0.060
● VJ1206Y102KXAAT 1000 ± 10% X7R 48C2965 0.152 07J2933 3000 0.034
● VJ1206A152JXAMT 1500 ± 5% C0G/NP0 47C7792 0.303 07J2906 3000 0.067
● VJ1206A222JXAMT 2200 ± 5% C0G/NP0 47C8775 0.425 07J2912 3000 0.094
● VJ1206Y222KXAMT 2200 ± 10% X7R 16F9740 0.086 07J2947 3000 0.019
● VJ1206A272JXAAT 2700 ± 5% C0G/NP0 47C9147 0.425 07J2915 3000 0.094
● VJ1206A332JXAAT 3300 ± 5% C0G/NP0 47C9859 0.546 07J2918 3000 0.120
● VJ1206A332JXAMT 3300 ± 5% C0G/NP0 47C9863 0.546 07J2919 3000 0.120
● VJ1206Y332KXAMT 3300 ± 10% X7R 48C5214 0.152 07J2955 3000 0.034
● VJ1206A472JXAMT 4700 ± 5% C0G/NP0 48C0695 0.546 07J2924 3000 0.120
● VJ1206Y472KXAMT 4700 ± 10% X7R 48C5886 0.152 07J2958 3000 0.034
● VJ1206Y682KXAMT 6800 ± 10% X7R 48C6556 0.152 07J2964 3000 0.034
● VJ1206Y103JXAMT 10 000 ± 5% X7R 48C3062 0.328 07J2939 3000 0.072
● VJ1206Y103KXAAT 10 000 ± 10% X7R 48C3106 0.152 07J2940 3000 0.034
● VJ1206Y103KXAMT 10 000 ± 10% X7R 16F9739 0.152 07J2941 3000 0.034
● VJ1206Y333KXAMT 33 000 ± 10% X7R 48C5350 0.231 07J2956 3000 0.051
● VJ1206Y473KXAMT 47 000 ± 10% X7R 48C6022 0.231 07J2960 3000 0.051
● VJ1206Y104JXAAT 100 000 ± 5% X7R 48C3199 0.509 07J2945 3000 0.112
● VJ1206Y104KXAAT 100 000 ± 10% X7R 48C3231 0.273 06H1811 3000 0.060
● VJ1206Y224KXAMT 220 000 ± 10% X7R 29C5109 0.419 07J2953 3000 0.092

1206 CASE SIZE, VOLTAGE: 100 VDC

Mfg. Part No.
Cap.
(pF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

● VJ1206A100JXBMT 10 ± 5% C0G/NP0 47C6783 0.182 07J2896 3000 0.040
● VJ1206A150JXBMT 15 ± 5% C0G/NP0 47C7553 0.182 07J2905 3000 0.040
● VJ1206A220JXBMT 22 ± 5% C0G/NP0 47C8536 0.182 07J2908 3000 0.040
● VJ1206A270JXBMT 27 ± 5% C0G/NP0 47C8911 0.167 07J2914 3000 0.037
● VJ1206A470JXBMT 47 ± 5% C0G/NP0 48C0463 0.188 07J2921 3000 0.042
● VJ1206A680JXBMT 68 ± 5% C0G/NP0 48C1367 0.188 07J2925 3000 0.042
● VJ1206A820JXBMT 82 ± 5% C0G/NP0 48C1807 0.169 07J2927 3000 0.038
● VJ1206A101JXBMT 100 ± 5% C0G/NP0 47C6909 0.188 07J2899 3000 0.042
● VJ1206A221JXBMT 220 ± 5% C0G/NP0 47C8663 0.213 07J2910 3000 0.047
● VJ1206A331JXBMT 330 ± 5% C0G/NP0 47C9751 0.182 07J2917 3000 0.040
● VJ1206A471JXBMT 470 ± 5% C0G/NP0 48C0591 0.182 07J2923 3000 0.040
● VJ1206A681JXBMT 680 ± 5% C0G/NP0 48C1495 0.273 07J2926 3000 0.060
● VJ1206A102JXBMT 1000 ± 5% C0G/NP0 47C7035 0.273 07J2903 3000 0.060
● VJ1206Y102KXBMT 1000 ± 10% X7R 48C2977 0.152 07J2934 3000 0.034
● VJ1206A222JXBMT 2200 ± 5% C0G/NP0 47C8783 0.425 07J2913 3000 0.094
● VJ1206Y222KXBMT 2200 ± 10% X7R 48C4506 0.152 07J2948 3000 0.034
● VJ1206Y103KXBMT 10 000 ± 10% X7R 48C3117 0.152 07J2942 3000 0.034
● VJ1206Y223KXBMT 22 000 ± 10% X7R 48C4641 0.231 07J2952 3000 0.051
● VJ1206Y473KXBMT 47 000 ± 10% X7R 27C0641 0.231 07J2961 3000 0.051
● VJ1206Y104KXBAT 100 000 ± 10% X7R 48C3239 0.346 07J2946 3000 0.076

1206 CASE SIZE, VOLTAGE: 200 VDC

● VJ1206A101KXCMT 100 ± 10% C0G/NP0 06H5178 0.231 07J2900 3000 0.051
● VJ1206A102KXCMT 1000 ± 10% C0G/NP0 06H5179 0.425 07J2904 3000 0.094
● VJ1206Y102KXCMT 1000 ± 10% X7R 06H5181 0.219 07J2935 3000 0.048
● VJ1206Y222KXCMT 2200 ± 10% X7R 06H5184 0.219 07J2949 3000 0.048
● VJ1206Y103KXCMT 10 000 ± 10% X7R 06H5183 0.249 07J2943 3000 0.055
● VJ1206Y473KXCMT 47 000 ± 10% X7R 06H5185 0.249 07J2962 3000 0.055

1206 CASE SIZE, VOLTAGE: 500 VDC

● VJ1206A100KXEMT 10 ± 10% C0G/NP0 22C9130 1.090 07J2897 3000 0.240
● VJ1206A101KXEMT 100 ± 10% C0G/NP0 06H2756 0.334 07J2901 3000 0.074
● VJ1206A221KXEMT 220 ± 10% C0G/NP0 47C8711 0.485 07J2911 3000 0.107
● VJ1206A821KXEMT 820 ± 10% C0G/NP0 06H5180 0.485 07J2929 3000 0.107
● VJ1206Y102KXEAT 1000 ± 10% X7R 48C2988 0.340 07J2936 3000 0.075
● VJ1206Y102KXEMT 1000 ± 10% X7R 06H2760 0.340 07J2937 3000 0.075
● VJ1206Y222KXEMT 2200 ± 10% X7R 48C4521 0.340 07J2950 3000 0.075
● VJ1206Y472KXEMT 4700 ± 10% X7R 48C5910 0.473 07J2959 3000 0.104
● VJ1206Y103KXEMT 10 000 ± 10% X7R 22C9137 0.612 07J2944 3000 0.135

Mfg. Part No.
Cap.
(μF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

1210 CASE SIZE, VOLTAGE: 25 VDC

● VJ1210Y474KXXAT 0.47 ± 10% X7R 49C0132 0.503 07J2976 2500 0.111
1210 CASE SIZE, VOLTAGE: 50 VDC

● VJ1210Y104KXAAT 0.1 ± 10% X7R 48C9016 0.303 07J2967 2500 0.067
● VJ1210Y224KXAAT 0.22 ± 10% X7R 48C9588 0.503 07J2971 2500 0.111
● VJ1210Y334JXAAT 0.33 ± 5% X7R 48C9848 0.819 07J2973 2500 0.180
● VJ1210Y334KXAAT 0.33 ± 10% X7R 48C9864 0.503 07J2974 2500 0.111
● VJ1210Y474KXAAT 0.47 ± 10% X7R 49C0125 0.516 97H3894 2500 0.113

1210 CASE SIZE, VOLTAGE: 100 VDC

● VJ1210Y104KXBAT 0.1 ± 10% X7R 48C9020 0.322 07J2968 2500 0.071
● VJ1210Y224KXBAT 0.22 ± 10% X7R 48C9592 0.516 07J2972 2500 0.113
● VJ1210Y334KXBAT 0.33 ± 10% X7R 48C9868 0.516 07J2975 2500 0.113

1210 CASE SIZE, VOLTAGE: 200 VDC

● VJ1210Y104KXCAT 0.1 ± 10% X7R 48C9024 0.516 07J2969 2500 0.113
1210 CASE SIZE, VOLTAGE: 500 VDC

● VJ1210Y103KXEAT 0.01 ± 10% X7R 48C8960 0.970 07J2966 2500 0.213
● VJ1210Y223KXEAT 0.022 ± 10% X7R 48C9536 0.909 07J2970 2500 0.200

1812 CASE SIZE, VOLTAGE: 25 VDC

● VJ1812Y105KXXAT 1 ± 10% X7R 49C2784 1.380 07J2988 1000 0.303
1812 CASE SIZE, VOLTAGE: 50 VDC

● VJ1812Y474KXAAT 0.47 ± 10% X7R 49C3245 1.380 07J2993 1000 0.303
● VJ1812U474MXAAT 0.47 ± 20% Z5U 49C2676 0.649 ... ... ...
● VJ1812Y105KXAAT 1 ± 10% X7R 49C2782 2.050 07J2987 1000 0.303

1812 CASE SIZE, VOLTAGE: 100 VDC

● VJ1812Y104KXBAT 0.1 ± 10% X7R 49C2760 1.380 07J2984 1000 0.303
● VJ1812Y334JXBAT 0.33 ± 5% X7R 49C3116 1.300 07J2991 1000 0.285
● VJ1812Y474KXBAT 0.47 ± 10% X7R 49C3247 1.630 07J2994 1000 0.303
● VJ1812Y824JXBAT 0.82 ± 5% X7R 49C3421 1.380 07J2995 1000 0.303
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Same-Day Shipping, Next-Day Delivery CAPACITORS

CERAMIC CAPACITORS

MONOLITHIC SURFACE MOUNT
CERAMIC CHIP CAPACITORS (CONT.)

1812 CASE SIZE, VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(pF) Tol.

Temp
Coeff.

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
1-99 Each

● VJ1812Y103KXCAT 0.01 ± 10% X7R 49C2736 1.380 07J2980 1000 0.303
● VJ1812Y104KXCAT 0.1 ± 10% X7R 49C2762 1.370 07J2985 1000 0.303
● VJ1812Y224KXCAT 0.22 ± 10% X7R 49C3000 1.380 07J2990 1000 0.303

1812 CASE SIZE, VOLTAGE: 500 VDC

● VJ1812Y103KXEAT 0.01 ± 10% X7R 49C2738 1.380 07J2981 1000 0.303
● VJ1812Y473KXEAT 0.047 ± 10% X7R 49C3225 1.380 07J2992 1000 0.303
● VJ1812Y104JXEAT 0.1 ± 5% X7R ... ... 07J2983 1000 0.381
● VJ1812Y104KXEAT 0.1 ± 10% X7R 49C2764 1.640 07J2986 1000 0.243

1812 CASE SIZE, VOLTAGE: 1000 VDC

● VJ1812A471KXGAT 470pF ± 10% C0G/NP0 49C2304 1.090 07J2977 1000 0.240
● VJ1812Y122KXGAT 1200pF ± 10% X7R 49C2792 1.540 07J2989 1000 0.337
● VJ1812Y103KXGAT 0.01 ± 10% X7R 49C2740 1.740 07J2982 1000 0.381

1825 CASE SIZE, VOLTAGE: 50 VDC

● VJ1825Y105KXAAT 1 ± 10% X7R 49C3473 3.440 07J2997 1000 0.679
1825 CASE SIZE, VOLTAGE: 100 VDC

● VJ1825Y105KXBAT 1 ± 10% X7R 49C3475 3.710 07J2998 1000 0.733
1825 CASE SIZE, VOLTAGE: 500 VDC

● VJ1825Y104KXEAT 0.1 ± 10% X7R 49C3453 2.610 07J2996 1000 0.515
3640 CASE SIZE, VOLTAGE: 500 VDC

● VJ3640Y684KXEAT 0.68 ± 10% X7R 06H2765 12.180 07J2999 500 2.680
(7217)

Mnf. Part No.
Voltage
(VDC)

Cap.
(pF)

Cap.
Tol.

Diel.
Char.

Case
Size

Tape Cut

Stock No.
Price
1-49

● 0306ZC104KAT2A 10 0.1 ± 10% X7R 0306 96M1106 0.748
● 0306ZC224MAT2A 10 0.22 ± 20% X7R 0306 12N3207 0.748
● 0612ZC105MAT2V 10 1 ± 20% X7R 0612 12N3208 0.915
● 0612ZC225MAT2A 10 2.2 ± 20% X7R 0612 12N3209 1.190
● 03063C103KAT2A 25 0.01 ± 10% X7R 0306 96M1107 0.684
● 06123C104KAT2A 25 0.1 ± 10% X7R 0612 12N3210 0.900
● 05085C104KAT2A 50 0.1 ± 10% X7R 0508 96M1174 0.732

Mfg. Part No.
Voltage

(V)
Cap.
(uF) Tol.

Dielectric
Characteristic

Case
Size Stock No.

Price Each
1-999

● 6R3S43X107MV4E 6.3 100 ± 20% X5R 1812 18M6764 1.690
● 100R18Y106ZV4E 10 10 +80, -20% Y5V 1206 82H2447 0.073
● 160R18W225KV4E 16 2.2 ± 10% X7R 1206 86H5104 0.095
● 160R18Y475ZV4E 16 4.7 +80, -20% Y5V 1206 33M1498 0.070
● 250R18W105KV4E 25 1 ± 10% X7R 1206 57J5997 0.084
● 500R15W103KV4E 50 0.01 ± 10% X7R 0805 93F2302 0.050
● 500R18W104KV4E 50 0.1 ± 10% X7R 1206 93F2308 0.084
● 101S43W105KV4E 100 1 ± 10% X7R 1812 22M3833 0.517

(125576)

(93049)

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C0402C225M9PACTU 2.2 ± 20% X5R 93K6009 1.680
0402 CASE SIZE, VOLTAGE: 16V

● C0402C104K4RACTU 0.1 ± 10% X7R 70K9077 0.027
0603 CASE SIZE , VOLTAGE: 6.3V

● C0603C106M9PACTU 10 ± 20% X5R 93K5998 0.648
0603 CASE SIZE , VOLTAGE: 10V

● C0603C475M8PACTU 4.7 ± 20% X5R 12N4440 0.285
0603 CASE SIZE, VOLTAGE: 16V

● C0603C105K4RACTU 1 ± 10% X7R 93K5997 0.615
0603 CASE SIZE, VOLTAGE: 25V

● C0603C224K3RACTU 0.22 ± 10% X7R 93K6000 0.347
● C0603C105K3PACTU 1 ± 10% X5R 93K5996 0.280

0603 CASE SIZE, VOLTAGE: 50V

● C0603C154K5RACTU 0.15 ± 10% X7R 93K5999 0.414
0805 CASE SIZE, VOLTAGE: 6.3V

● C0805C476M9PACTU 47 ± 20% X5R 94M5641 3.800
0805 CASE SIZE, VOLTAGE: 10V

● C0805C106K8PACTU 10 ± 10% X5R 70K9138 1.340
0805 CASE SIZE, VOLTAGE: 16V

● C0805C225K4RACTU 2.2 ± 10% X7R 70K9141 0.503
● C0805C106K4PACTU 10 ± 10% X5R 13M6695 1.680

0805 CASE SIZE, VOLTAGE: 25V

● C0805C105K3RACTU 1 ± 10% X7R 93K6001 1.230
● C0805C475K3PACTU 4.7 ± 10% X5R 12N4441 0.414
● C0805C475M3PACTU 4.7 ± 20% X5R 12N4442 0.403

0805 CASE SIZE, VOLTAGE: 50V

● C0805C684K5RACTU 0.68 ± 10% X7R 93K6003 0.928
1206 CASE SIZE, VOLTAGE: 6.3V

● C1206C107M9PACTU 100 ± 20% X5R 94M5669 6.710
1206 CASE SIZE, VOLTAGE: 16V

● C1206C106K4PACTU 10 ± 10% X5R 70K9169 0.481
● C1206C106K4RACTU 10 ± 10% X7R 70K9170 2.570

1206 CASE SIZE, VOLTAGE: 25V

● C1206C475K3RACTU 4.7 ± 10% X7R 88K0224 1.680
● C1206C106K3PACTU 10 ± 10% X5R 88K0222 2.070

1206 CASE SIZE, VOLTAGE: 50V

● C1206C225K5RACTU 2.2 ± 10% X7R 88K0223 1.790
● C1206C475K5PACTU 4.7 ± 10% X5R 94M5673 0.922
● C1206C475M5PACTU 4.7 ± 20% X5R 12N4443 0.916

1210 CASE SIZE, VOLTAGE: 6.3V

● C1210C476M9RACTU 47 ± 20% X7R 94M5704 5.410
● C1210C107M9PACTU 100 ± 20% X5R 70K9189 3.690

1210 CASE SIZE, VOLTAGE: 10V

● C1210C476M8PACTU 47 ± 20% X5R 12N4446 3.360
1210 CASE SIZE, VOLTAGE: 16V

● C1210C106K4RACTU 10 ± 10% X7R 88K0229 2.800
● C1210C476M4PACTU 47 ± 20% X5R 94M5703 3.360

1210 CASE SIZE, VOLTAGE : 25V

● C1210C106K3PAC TU 10 ± 10% X5R 70K9188 3.870
● C1210C106K3RACTU 10 ± 10% X7R 29M4586 2.520

1210 CASE SIZE, VOLTAGE: 100V

● C1210C225M1RACTU 2.2 ± 20% X7R 12N4444 1.340
1812 CASE SIZE, VOLTAGE : 25V

● C1812C106K3RACTU 10 ± 10% X7R 94M5720 7.040
1812 CASE SIZE, VOLTAGE : 50V

● C1812C153J5GACTU 0.015 ± 5% C0G/NP0 12N4457 4.520
● C1812C183J5GACTU 0.018 ± 5% C0G/NP0 12N4465 4.520

TANCERAM CHIP CAPACITORS

LOW INDUCTANCE
SMD CERAMIC
CHIP CAPACITORS

Advantages

Specifications

• Low ESR 
• Higher Surge Voltage 
• Reduced Chip Size 
• Higher Insulation Resistance 
• Low DC Leakage 
• Non-polarized Devices 
• Improved Reliability 
• Higher Ripple Current 

HIGH CAPACITANCE
VALUES MULTILAYER
CERAMIC CHIP
CAPACITORS

• Operation Temperature Range: 
X7R = -55°C to +125°C
X5R = -55°C to +85°C
X7S = -55°C to +125°C

• Temperature Coefficient: X7R, X5R =
±15%; X7S = ±22%

• Voltage Range: 4 - 25 VDC

Applications

KEMET multilayer ceramic chip capacitors are produced in plants designed specifically for chip capacitor manufacture.
The process features a high degree of mechanization, as well as precise conditions. Manufacturing is supplemented by
extensive technology, engineering and quality assurance programs. Standard end terminations use a nickel barrier layer
and a tin overplate to provide excellent solderability for the customer.

• Backlighting Inverters 
• DC/DC Converter Smoothing

(Input/Output)
• Switching Power Supply

Smoothing (Input/Output) 
• General Digital Circuits

0402 CASE SIZE, VOLTAGE: 6.3V
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HIGH CAPACITANCE VALUES MULTILAYER CERAMIC CHIP
CAPACITORS (CONT.)

(148833)

Mnf. Part No.
Cap.
(μF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0402X224K6R3CT 0.22 X5R ± 10% 06R4883 0.012
● MC0402X474K6R3CT 0.47 X5R ± 10% 06R4896 0.012
● MC0402X105K6R3CT 1 X5R ± 10% 06R4875 0.011
● MC0402X225M6R3CT 2.2 X5R ± 20% 06R4886 0.060

0402 CASE SIZE, VOLTAGE: 10 VDC

● MC0402X563K100CT 0.056 X5R ± 10% 06R4899 0.005
● MC0402X683K100CT 0.068 X5R ± 10% 06R4901 0.005
● MC0402X823K100CT 0.082 X5R ± 10% 06R4906 0.005
● MC0402X104K100CT 0.1 X5R ± 10% 06R4869 0.004
● MC0402X105M100CT 1 X5R ± 20% 06R4877 0.010

0402 CASE SIZE, VOLTAGE: 16 VDC

● MC0402X273K160CT 0.027 X5R ± 10% 06R4888 0.005
● MC0402X333K160CT 0.033 X5R ± 10% 06R4890 0.005
● MC0402X393K160CT 0.039 X5R ± 10% 06R4892 0.005
● MC0402X473K160CT 0.047 X5R ± 10% 06R4894 0.005
● MC0402X683K160CT 0.068 X5R ± 10% 06R4903 0.007
● MC0402X104K160CT 0.1 X5R ± 10% 06R4871 0.005
● MC0402X224K160CT 0.22 X5R ± 10% 06R4881 0.015

0603 CASE SIZE, VOLTAGE: 6.3 VDC

● MC0603X824K6R3CT 0.82 X5R ± 10% 06R5260 0.017
● MC0603X105K6R3CT 1 X5R ± 10% 06R5228 0.011
● MC0603X225K6R3CT 2.2 X5R ± 10% 06R5239 0.024
● MC0603X106M6R3CT 10 X5R ± 20% 06R5235 0.094

0603 CASE SIZE, VOLTAGE: 10 VDC

● MC0603X334K100CT 0.33 X5R ± 10% 06R5245 0.015
● MC0603X474K100CT 0.47 X5R ± 10% 06R5250 0.016
● MC0603X684K100CT 0.68 X5R ± 10% 06R5255 0.017
● MC0603F105Z100CT 1 Y5V +80, -20% 06R5073 0.008
● MC0603X105K100CT 1 X5R ± 10% 06R5222 0.011
● MC0603F225Z100CT 2.2 Y5V +80, -20% 06R5087 0.021
● MC0603X225M100CT 2.2 X5R ± 20% 06R5241 0.026

0603 CASE SIZE, VOLTAGE: 16 VDC

● MC0603X224K160CT 0.22 X5R ± 10% 06R5237 0.016
● MC0603X334K160CT 0.33 X5R ± 10% 06R5247 0.015
● MC0603X474K160CT 0.47 X5R ± 10% 06R5252 0.016
● MC0603X684K160CT 0.68 X5R ± 10% 06R5257 0.017
● MC0603X105K160CT 1 X5R ± 10% 06R5224 0.014
● MC0603F105Z160CT 1 Y5V +80, -20% 06R5075 0.009

0603 CASE SIZE, VOLTAGE: 25 VDC

● MC0603X105K250CT 1 X5R ± 10% 06R5226 0.017
0805 CASE SIZE, VOLTAGE: 6.3 VDC

● MC0805X155K6R3CT 1.5 X5R ± 10% 06R4156 0.039
● MC0805X225K6R3CT 2.2 X5R ± 10% 06R4164 0.035
● MC0805X335K6R3CT 3.3 X5R ± 10% 06R4175 0.039
● MC0805X475K6R3CT 4.7 X5R ± 10% 06R4182 0.035
● MC0805X226M6R3CT 22 X5R ± 20% 06R4171 0.116

0805 CASE SIZE, VOLTAGE: 10 VDC

● MC0805X225K100CT 2.2 X5R ± 10% 06R4158 0.041
● MC0805F335Z100CT 3.3 Y5V +80, -20% 06R3970 0.039
● MC0805X335K100CT 3.3 X5R ± 10% 06R4173 0.046
● MC0805F475Z100CT 4.7 Y5V +80, -20% 06R3978 0.024
● MC0805X475K100CT 4.7 X5R ± 10% 06R4177 0.041
● MC0805F106Z100CT 10 Y5V +80, -20% 06R3938 0.036

0805 CASE SIZE, VOLTAGE: 16 VDC

● MC0805F105Z160CT 1 Y5V +80, -20% 06R3932 0.016
● MC0805F155Z160CT 1.5 Y5V +80, -20% 06R3950 0.029
● MC0805F225Z160CT 2.2 Y5V +80, -20% 06R3960 0.023
● MC0805X225K160CT 2.2 X5R ± 10% 06R4160 0.060
● MC0805F475Z160CT 4.7 Y5V +80, -20% 06R3980 0.024
● MC0805X475K160CT 4.7 X5R ± 10% 06R4179 0.060

1812 CASE SIZE, VOLTAGE : 50V

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.

Price
Each
1-99

● C1812C223J5GACTU 0.022 ± 5% C0G/NP0 12N4469 4.340
● C1812C273J5GACTU 0.027 ± 5% C0G/NP0 12N4477 4.520
● C1812C333J5GACTU 0.033 ± 5% C0G/NP0 12N4481 4.520
● C1812C473J5GACTU 0.047 ± 5% C0G/NP0 12N4485 3.920
● C1812C563J5GACTU 0.056 ± 5% C0G/NP0 12N4489 5.030
● C1812C683J5GACTU 0.068 ± 5% C0G/NP0 12N4493 5.030
● C1812C823J5GACTU 0.082 ± 5% C0G/NP0 12N4497 5.030
● C1812C104J5GACTU 0.1 ± 5% C0G/NP0 12N4449 4.370
● C1812C124J5GACTU 0.12 ± 5% C0G/NP0 12N4453 5.790
● C1812C475K5RACTU 4.7 ± 10% X7R 94M5721 6.370

1812 CASE SIZE, VOLTAGE : 100V

● C1812C153J1GACTU 0.015 ± 5% C0G/NP0 12N4455 5.570
● C1812C183J1GACTU 0.018 ± 5% C0G/NP0 12N4463 5.570
● C1812C223J1GACTU 0.022 ± 5% C0G/NP0 12N4467 5.040
● C1812C273J1GACTU 0.027 ± 5% C0G/NP0 12N4475 5.240
● C1812C333J1GACTU 0.033 ± 5% C0G/NP0 12N4479 5.240
● C1812C473J1GACTU 0.047 ± 5% C0G/NP0 12N4483 4.900
● C1812C563J1GACTU 0.056 ± 5% C0G/NP0 12N4487 5.850
● C1812C683J1GACTU 0.068 ± 5% C0G/NP0 12N4491 5.850
● C1812C823J1GACTU 0.082 ± 5% C0G/NP0 12N4495 5.850
● C1812C104J1GACTU 0.1 ± 5% C0G/NP0 12N4447 5.080
● C1812C124J1GACTU 0.12 ± 5% C0G/NP0 12N4451 6.080
● C1812C154J1GACTU 0.15 ± 5% C0G/NP0 12N4459 6.080
● C1812C225K1RACTU 2.2 ± 10% X7R 12N4473 2.410
● C1812C225M1RACTU 2.2 ± 20% X7R 12N4474 2.350

2220 CASE SIZE, VOLTAGE: 50V

● C2220C333J5GACTU 0.033 ± 5% C0G/NP0 12N4525 9.960
● C2220C473J5GACTU 0.047 ± 5% C0G/NP0 12N4533 9.090
● C2220C563J5GACTU 0.056 ± 5% C0G/NP0 12N4539 11.590
● C2220C683J5GACTU 0.068 ± 5% C0G/NP0 12N4543 11.590
● C2220C823J5GACTU 0.082 ± 5% C0G/NP0 12N4547 11.590
● C2220C104J5GACTU 0.1 ± 5% C0G/NP0 12N4501 10.090
● C2220C124J5GACTU 0.12 ± 5% C0G/NP0 12N4505 11.620
● C2220C154J5GACTU 0.15 ± 5% C0G/NP0 12N4509 11.620
● C2220C224J5GACTU 0.22 ± 5% C0G/NP0 12N4515 10.930
● C2220C274J5GACTU 0.27 ± 5% C0G/NP0 12N4521 13.940
● C2220C334J5GACTU 0.33 ± 5% C0G/NP0 12N4529 13.940
● C2220C474J5GACTU 0.47 ± 5% C0G/NP0 12N4535 12.120
● C2220C106K5RACTU 10 ± 10% X7R 94M5722 10.340

2220 CASE SIZE, VOLTAGE: 100V

● C2220C223J1GACTU 0.022 ± 5% C0G/NP0 12N4511 11.820
● C2220C273J1GACTU 0.027 ± 5% C0G/NP0 12N4517 11.820
● C2220C333J1GACTU 0.033 ± 5% C0G/NP0 12N4523 11.820
● C2220C473J1GACTU 0.047 ± 5% C0G/NP0 12N4531 10.280
● C2220C563J1GACTU 0.056 ± 5% C0G/NP0 12N4537 13.120
● C2220C683J1GACTU 0.068 ± 5% C0G/NP0 12N4541 13.120
● C2220C823J1GACTU 0.082 ± 5% C0G/NP0 12N4545 13.120
● C2220C104J1GACTU 0.1 ± 5% C0G/NP0 12N4499 11.390
● C2220C124J1GACTU 0.12 ± 5% C0G/NP0 12N4503 13.680
● C2220C154J1GACTU 0.15 ± 5% C0G/NP0 12N4507 13.680
● C2220C224J1GACTU 0.22 ± 5% C0G/NP0 12N4513 12.850
● C2220C274J1GACTU 0.27 ± 5% C0G/NP0 12N4519 15.730
● C2220C334J1GACTU 0.33 ± 5% C0G/NP0 12N4527 15.730

(85899)

HIGH CAPACITANCE
SMD MULTILAYER
CERAMIC CAPACITORS

Features
• Low ESR and excellent

frequency characteristics
• Small size with high capacitance
Applications
• Digital circuit coupling or

decoupling
• High frequency and high-

density type power supplies
• Bypassing

0402 CASE SIZE, VOLTAGE: 6.3 VDC



3911.800.463.9275 • Find our complete selection at www.newark.com

2

Go Online for Product Availability CAPACITORS

CERAMIC CAPACITORS

HIGH CAPACITANCE SMD MULTILAYER CERAMIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● JMK063BJ473KP-F 47000 ± 10% X5R 30K5274 0.033

0201 CASE SIZE, VOLTAGE: 10V

● LMK063BJ472KP-F 4700 ± 10% X5R 30K5279 0.022
● LMK063BJ103KP-F 10000 ± 10% X5R 30K5276 0.022
● LMK063BJ223KP-F 22000 ± 10% X5R 30K5277 0.033

0201 CASE SIZE, VOLTAGE: 16V

● EMK063BJ222KP-F 2200 ± 10% X5R 30K5272 0.019
0201 CASE SIZE, VOLTAGE: 25V

● TMK063CG0R5CP-F 0.5 ± 0.25pF C0G/NP0 30K5288 0.019
● TMK063CG010CP-F 1 ± 0.25pF C0G/NP0 30K5289 0.019
● TMK063CG1R2CP-F 1.2 ± 0.25pF C0G/NP0 30K5290 0.019
● TMK063CG1R5CP-F 1.5 ± 0.25pF C0G/NP0 30K5292 0.019
● TMK063CG1R8CP-F 1.8 ± 0.25pF C0G/NP0 30K5293 0.019
● TMK063CG2R2CP-F 2.2 ± 0.25pF C0G/NP0 30K5301 0.019
● TMK063CG2R7CP-F 2.7 ± 0.25pF C0G/NP0 30K5303 0.019
● TMK063CG3R3CP-F 3.3 ± 0.25pF C0G/NP0 30K5307 0.019
● TMK063CG3R9CP-F 3.9 ± 0.25pF C0G/NP0 30K5309 0.019
● TMK063CG4R7CP-F 4.7 ± 0.25pF C0G/NP0 30K5314 0.019
● TMK063CG5R6DP-F 5.6 ± 0.5pF C0G/NP0 30K5317 0.019
● TMK063CG6R8DP-F 6.8 ± 0.5pF C0G/NP0 30K5321 0.019
● TMK063CG100DP-F 10 ± 0.5pF C0G/NP0 30K5295 0.019
● TMK063CG120JP-F 12 ± 5% C0G/NP0 30K5298 0.019

0805 CASE SIZE, VOLTAGE: 25 VDC

Mnf. Part No.
Cap.
(μF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0805F105Z250CT 1 Y5V +80, -20% 06R3934 0.016
● MC0805X225K250CT 2.2 X5R ± 10% 06R4162 0.086
● MC0805X475K250CT 4.7 X5R ± 10% 06R4181 0.086

0805 CASE SIZE, VOLTAGE: 50 VDC

● MC0805F105Z500CT 1 Y5V +80, -20% 06R3936 0.021
1206 CASE SIZE, VOLTAGE: 6.3 VDC

● MC1206X475K6R3CT 4.7 X5R ± 10% 10R6440 0.079
● MC1206X106K6R3CT 10 X5R ± 10% 10R6414 0.075
● MC1206X226M6R3CT 22 X5R ± 20% 10R6430 0.149

1206 CASE SIZE, VOLTAGE: 10 VDC

● MC1206B155K100CT 1.5 X7R ± 10% 06R4242 0.102
● MC1206X225K100CT 2.2 X5R ± 10% 10R6422 0.083
● MC1206X335K100CT 3.3 X5R ± 10% 10R6432 0.097
● MC1206X475K100CT 4.7 X5R ± 10% 10R6434 0.079
● MC1206X106K100CT 10 X5R ± 10% 10R6409 0.075
● MC1206F106Z100CT 10 Y5V +80, -20% 06R4367 0.050
● MC1206X226M100CT 22 X5R ± 20% 10R6428 0.223
● MC1206F226Z100CT 22 Y5V +80, -20% 06R4381 0.093

1206 CASE SIZE, VOLTAGE: 16 VDC

● MC1206B105K160CT 1 X7R ± 10% 06R4213 0.051
● MC1206F105Z160CT 1 Y5V +80, -20% 06R4361 0.046
● MC1206B155K160CT 1.5 X7R ± 10% 06R4244 0.107
● MC1206F155Z160CT 1.5 Y5V +80, -20% 06R4373 0.051
● MC1206B225K160CT 2.2 X7R ± 10% 06R4278 0.097
● MC1206F225Z160CT 2.2 Y5V +80, -20% 06R4377 0.046
● MC1206F335Z160CT 3.3 Y5V +80, -20% 06R4383 0.049
● MC1206X475K160CT 4.7 X5R ± 10% 10R6436 0.079
● MC1206F475Z160CT 4.7 Y5V +80, -20% 06R4387 0.037
● MC1206X106K160CT 10 X5R ± 10% 10R6410 0.096
● MC1206F106Z160CT 10 Y5V +80, -20% 06R4369 0.060

1206 CASE SIZE, VOLTAGE: 25 VDC

● MC1206B105K250CT 1 X7R ± 10% 06R4215 0.056
● MC1206F105Z250CT 1 Y5V +80, -20% 06R4363 0.046
● MC1206F155Z250CT 1.5 Y5V +80, -20% 06R4375 0.051
● MC1206X225K250CT 2.2 X5R ± 10% 10R6424 0.088
● MC1206F225Z250CT 2.2 Y5V +80, -20% 06R4379 0.046
● MC1206X475K250CT 4.7 X5R ± 10% 10R6438 0.098
● MC1206F475Z250CT 4.7 Y5V +80, -20% 06R4389 0.046
● MC1206X106K250CT 10 X5R ± 10% 10R6412 0.113
● MC1206F106Z250CT 10 Y5V +80, -20% 06R4371 0.094

1206 CASE SIZE, VOLTAGE: 50 VDC

● MC1206B105K500CT 1 X7R ± 10% 06R4217 0.072
● MC1206F105Z500CT 1 Y5V +80, -20% 06R4365 0.047

1210 CASE SIZE, VOLTAGE: 6.3 VDC

● MC1210X226M6R3CT 22 X5R ± 20% 06R4486 0.283
● MC1210X107M6R3CT 100 X5R ± 20% 06R4480 1.020

1210 CASE SIZE, VOLTAGE: 10 VDC

● MC1210X106K100CT 10 X5R ± 10% 06R4472 0.173
● MC1210F226Z100CT 22 Y5V +80, -20% 06R4464 0.179
● MC1210X226M100CT 22 X5R ± 20% 06R4482 0.283
● MC1210X476M100CT 47 X5R ± 20% 06R4492 0.870

1210 CASE SIZE, VOLTAGE: 16 VDC

● MC1210X475K160CT 4.7 X5R ± 10% 06R4488 0.173
● MC1210F106Z160CT 10 Y5V +80, -20% 06R4458 0.133
● MC1210X106K160CT 10 X5R ± 10% 06R4474 0.173
● MC1210F226Z160CT 22 Y5V +80, -20% 06R4466 0.194
● MC1210X226M160CT 22 X5R ± 20% 06R4484 0.313

1210 CASE SIZE, VOLTAGE: 25 VDC

● MC1210X475K250CT 4.7 X5R ± 10% 06R4490 0.197
● MC1210F106Z250CT 10 Y5V +80, -20% 06R4460 0.145
● MC1210X106M250CT 10 X5R ± 20% 06R4478 0.186

1210 CASE SIZE, VOLTAGE: 50 VDC

● MC1210F475Z500CT 4.7 Y5V +80, -20% 06R4468 0.196
1812 CASE SIZE, VOLTAGE: 100 VDC

● MC1812B105M101CT 1 X7R ± 20% 06R4494 0.290

Mnf. Part No.
Cap.
(μF)

Diel.
Char.

Cap.
Tol.

Tape Cut
Stock No. Price

1-249
● MCTT21X225K6R3CT 2.2 X5R ± 10% 06R3679 0.045
● MCTT21X475K6R3CT 4.7 X5R ± 10% 06R3685 0.039
● MCTT21X106M6R3CT 10 X5R ± 20% 06R3673 0.049

0805 CASE SIZE, VOLTAGE: 10 VDC

● MCTT21X225K100CT 2.2 X5R ± 10% 06R3675 0.045
● MCTT21F475Z100CT 4.7 Y5V +80, -20% 06R3666 0.027

0805 CASE SIZE, VOLTAGE: 16 VDC

● MCTT21X105K160CT 1 X5R ± 10% 06R3670 0.035
● MCTT21F225Z160CT 2.2 Y5V +80, -20% 06R3664 0.027
● MCTT21X225K160CT 2.2 X5R ± 10% 06R3677 0.050
● MCTT21F475Z160CT 4.7 Y5V +80, -20% 06R3668 0.027

1206 CASE SIZE, VOLTAGE: 6.3 VDC

● MCTT31X106M6R3CT 10 X5R ± 20% 06R3697 0.086
1206 CASE SIZE, VOLTAGE: 10 VDC

● MCTT31X225K100CT 2.2 X5R ± 10% 06R3699 0.089
● MCTT31F106Z100CT 10 Y5V +80, -20% 06R3689 0.053
● MCTT31F226Z100CT 22 Y5V +80, -20% 06R3693 0.100

1206 CASE SIZE, VOLTAGE: 16 VDC

● MCTT31F106Z160CT 10 Y5V +80, -20% 06R3691 0.066
(147260)

(147258)

LOW PROFILE SMD
MULTILAYER CERAMIC
CAPACITORS

RM MK SERIES ULTRA
SMALL MULTILAYER
CERAMIC CHIP
CAPACITORS

Features
• Standard size with

thin thickness
• Small size with high

capacitance

Features

Applications

• Ultra small case sizes enable higher
mounting densities.

• Multilayer block structure provides
higher reliability.

• LCD panels
• PCMCA cards
• IC packaging and modules

• General electronic equipment
• Communications equipment (portable

telephones, PHS, etc.)

0805 CASE SIZE, VOLTAGE: 6.3 VDC

Applications

0201 CASE SIZE, VOLTAGE: 6.3V
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CE MK SERIES ULTRA SMALL MULTILAYER CERAMIC CAPACITORS (CONT.)RM MK SERIES ULTRA SMALL MULTILAYER CERAMIC CHIP
CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● AMK063BJ474MP-F 0.47 ± 20% X5R 08P5118 0.150

0201 CASE SIZE, VOLTAGE: 16VDC

● EMK063BJ103KP-F 0.01 ± 10% X5R 87K3713 0.010
0201 CASE SIZE, VOLTAGE: 25VDC

● TMK063CG8R2DP-F 8.2 pF ± 0.5pF C0G/NP0 87K4990 0.010
0402 CASE SIZE, VOLTAGE: 4VDC

● AMK105BJ475MV-F 4.7 ± 20% X5R 33M7383 0.096
0402 CASE SIZE, VOLTAGE: 6.3VDC

● JMK105B7104KV-F 0.1 ± 10% X7R 10P9843 0.011
● JMK105BJ105MV-F 1 ± 20% X5R 22J0345 0.020

0402 CASE SIZE, VOLTAGE: 10VDC

● LMK105B7333KV-F 0.033 ± 10% X7R 08P5162 0.008
● LMK105BJ104MV-F 0.1 ± 20% X5R 95H4093 0.006

0201 CASE SIZE, VOLTAGE: 25V

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● TMK063CG150JP-F 15 ± 5% C0G/NP0 30K5299 0.019
● TMK063CG180JP-F 18 ± 5% C0G/NP0 30K5300 0.019
● TMK063CG220JP-F 22 ± 5% C0G/NP0 30K5305 0.019
● TMK063CG270JP-F 27 ± 5% C0G/NP0 30K5306 0.019
● TMK063CG330JP-F 33 ± 5% C0G/NP0 30K5311 0.019
● TMK063CG390JP-F 39 ± 5% C0G/NP0 30K5312 0.019
● TMK063CG470JP-F 47 ± 5% C0G/NP0 30K5316 0.019
● TMK063CG560JP-F 56 ± 5% C0G/NP0 30K5319 0.019
● TMK063CG680JP-F 68 ± 5% C0G/NP0 30K5323 0.019
● TMK063CG820JP-F 82 ± 5% C0G/NP0 30K5325 0.019
● TMK063BJ101KP-F 100 ± 10% X5R 30K5280 0.019
● TMK063CG101JP-F 100 ± 5% C0G/NP0 30K5296 0.019
● TMK063BJ221KP-F 220 ± 10% X5R 30K5284 0.019
● TMK063BJ471KP-F 470 ± 10% X5R 30K5286 0.019
● TMK063BJ102KP-F 1000 ± 10% X5R 30K5282 0.019

0402 CASE SIZE, VOLTAGE: 16VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● EMK105B7103KV-F 0.01 ± 10% X7R 08P5122 0.008
● EMK105B7153KV-F 0.015 ± 10% X7R 10P9779 0.008
● EMK105B7333KV-F 0.033 ± 10% X7R 10P9780 0.008

0402 CASE SIZE, VOLTAGE: 25VDC

● TMK105B7562KV-F 0.0056 ± 10% X7R 10P9908 0.010
● TMK105B7682KV-F 0.0068 ± 10% X7R 10P9909 0.010
● TMK105B7103MV-F 0.01 ± 20% X7R 10P9907 0.008

0402 CASE SIZE, VOLTAGE: 50VDC

● UMK105CG010BW-F 1 pF ± 0.1pF C0G/NP0 95H4190 0.007
● UMK105B7221KV-F 0.00022 ± 10% X7R 77M8510 0.008
● UMK105CG331JV-F 0.00033 ± 5% C0G/NP0 21K5733 0.008
● UMK105B7331KV-F 0.00033 ± 10% X7R 10P9935 0.010
● UMK105B7681KV-F 0.00068 ± 10% X7R 10P9937 0.010
● UMK105B7152KV-F 0.0015 ± 10% X7R 10P9934 0.010
● UMK105B7332KV-F 0.0033 ± 10% X7R 10P9936 0.011
● UMK105 BJ472KV-F 0.0047 ± 10% X5R 20K7227 0.004

0603 CASE SIZE, VOLTAGE: 4VDC

● AMK107BJ226MA-T 22 ± 20% X5R 88M3267 0.500
0603 CASE SIZE, VOLTAGE: 6.3VDC

● JMK107B7105KA-T 1 ± 10% X7R 08P5144 0.022
● JMK107BJ105KK-T 1 ± 10% X5R 18J2695 0.032
● JMK107BJ225KA-T 2.2 ± 10% X5R 86H5268 0.048
● JMK107F225ZA-T 2.2 +80, -20% Y5V 94H8508 0.018
● JMK107BJ335KA-T 3.3 ± 10% X5R 18J2698 0.070
● JMK107BJ475MA-T 4.7 ± 20% X5R 86H5270 0.055
● JMK107BJ106MA-T 10 ± 20% X5R 30K5476 0.172

0603 CASE SIZE, VOLTAGE: 10VDC

● LMK107B7154KA-T 0.15 ± 10% X7R 10P9847 0.033
● LMK107B7154MA-T 0.15 ± 20% X7R 10P9848 0.033
● LMK107B7224KA-T 0.22 ± 10% X7R 08P5165 0.019
● LMK107B7224MA-T 0.22 ± 20% X7R 10P9849 0.019
● LMK107B7334KA-T 0.33 ± 10% X7R 77M8467 0.030
● LMK107B7334MA-T 0.33 ± 20% X7R 10P9850 0.030
● LMK107B7474KA-T 0.47 ± 10% X7R 77M8468 0.026
● LMK107B7474MA-T 0.47 ± 20% X7R 10P9851 0.026
● LMK107BJ105KK-T 1 ± 10% X5R 87K4239 0.030
● LMK107B7105KA-T 1 ± 10% X7R 77M8466 0.020
● LMK107B7105MA-T 1 ± 20% X7R 08P5164 0.020
● LMK107F105ZA-T 1 +80, -20% Y5V 86H5287 0.022
● LMK107BJ225KA-T 2.2 ± 10% X5R 18J2716 0.055
● LMK107F225ZA-T 2.2 +80, -20% Y5V 18J2712 0.018
● LMK107BJ475KA-T 4.7 ± 10% X5R 28M8243 0.110

0603 CASE SIZE, VOLTAGE: 16VDC

● EMK107B7333KA-T 0.033 ± 10% X7R 10P9784 0.019
● EMK107B7333MA-T 0.033 ± 20% X7R 10P9785 0.019
● EMK107B7473MA-T 0.047 ± 20% X7R 10P9786 0.019
● EMK107B7683KA-T 0.068 ± 10% X7R 10P9788 0.019
● EMK107B7683MA-T 0.068 ± 20% X7R 10P9789 0.019
● EMK107B7104KA-T 0.1 ± 10% X7R 77M8430 0.010
● EMK107B7104MA-T 0.1 ± 20% X7R 10P9781 0.013
● EMK107B7224MA-T 0.22 ± 20% X7R 10P9783 0.022
● EMK107F224ZA-T 0.22 +80, -20% Y5V 94H8470 0.008
● EMK107B7474KA-T 0.47 ± 10% X7R 77M8434 0.026
● EMK107B7474MA-T 0.47 ± 20% X7R 10P9787 0.026
● EMK107F474ZA-T 0.47 +80, -20% Y5V 94H8471 0.009
● EMK107BJ105KA-T 1 ± 10% X5R 18J2659 0.030
● EMK107B7105KA-T 1 ± 10% X7R 77M8431 0.030
● EMK107B7105MA-T 1 ± 20% X7R 10P9782 0.030
● EMK107F105ZA-T 1 +80, -20% Y5V 18J2658 0.015
● EMK107BJ225KA-T 2.2 ± 10% X5R 93K5520 0.077
● EMK107F225ZA-T 2.2 +80, -20% Y5V 87K3718 0.018

0603 CASE SIZE, VOLTAGE: 25VDC

● TMK107B7223MA-T 0.022 ± 20% X7R 10P9910 0.017
● TMK107BJ104KA-T 0.1 ± 10% X5R 86H5300 0.011
● TMK107F104ZA-T 0.1 +80, -20% Y5V 30K5540 0.013
● TMK107B7224KA-T 0.22 ± 10% X7R 77M8499 0.028
● TMK107B7224MA-T 0.22 ± 20% X7R 10P9911 0.028
● TMK107BJ474KA-T 0.47 ± 10% X5R 30K5538 0.041
● TMK107F474ZA-T 0.47 +80, -20% Y5V 87K5006 0.009
● TMK107BJ105KA-T 1 ± 10% X5R 18J2750 0.016

● AMK105BJ225MV-F 2200000 ± 20% X5R 30K5271 0.096
0402 CASE SIZE, VOLTAGE: 6.3V

● JMK105BJ224KV-F 220000 ± 10% X5R 86H5617 0.022
● JMK105BJ474KV-F 470000 ± 10% X5R 18J0969 0.022
● JMK105BJ105KV-F 1000000 ± 10% X5R 18J0966 0.015
● JMK105F105ZV-F 1000000 +80, -20% Y5V 86H5616 0.022
● JMK105BJ225MV-F 2200000 ± 20% X5R 93K5514 0.088

0402 CASE SIZE, VOLTAGE: 10V

● LMK105BJ104KV-F 100000 ± 10% X5R 86H5618 0.010
● LMK105BJ224KV-F 220000 ± 10% X5R 18J0971 0.025
● LMK105BJ474KV-F 470000 ± 10% X5R 93K5516 0.032
● LMK105BJ105KV-F 1000000 ± 10% X5R 93K5515 0.024

0402 CASE SIZE, VOLTAGE: 16V

● EMK105BJ104KV-F 100000 ± 10% X5R 18J0959 0.010
● EMK105BJ224KV-F 220000 ± 10% X5R 93K5513 0.033

0402 CASE SIZE, VOLTAGE: 25V

● TMK105BJ104KV-F 100000 ± 10% X5R 93K5517 0.012
0402 CASE SIZE, VOLTAGE: 50V

● UMK105CG150JW-F 15 ± 5% C0G/NP0 86H5634 0.011
● UMK105CG220JV-F 22 ± 5% C0G/NP0 86H5640 0.011
● UMK105CG270JV-F 27 ± 5% C0G/NP0 86H5642 0.011
● UMK105CG101JV-F 100 ± 5% C0G/NP0 86H5631 0.014

(77716)

CE MK SERIES ULTRA
SMALL MULTILAYER
CERAMIC CAPACITORS

Features the use of Nickel for both internal and
external electrodes to improve the solderability and
heat resistance characteristics that raises the level of
reliability. Low equivalent series resistance, higher
permissible ripple current values, smaller case sizes,
and improved reliability. Can be used for general
digital circuits, as power supply bypass capacitors
for liquid crystal modules, and as smoothing capac-
itors for DC-DC converters.

0201 CASE SIZE, VOLTAGE: 4VDC

0402 CASE SIZE, VOLTAGE: 4V
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CE MK SERIES ULTRA SMALL MULTILAYER CERAMIC CAPACITORS (CONT.) CE MK SERIES ULTRA SMALL MULTILAYER CERAMIC CAPACITORS (CONT.)

0603 CASE SIZE, VOLTAGE: 35VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● GMK107BJ105KA-T 1 ± 10% X5R 93K5526 0.058

0603 CASE SIZE, VOLTAGE: 50VDC

● UMK107B7104KA-T 0.1 ± 10% X7R 77M8513 0.022
● UMK107B7104MA-T 0.1 ± 20% X7R 10P9938 0.022
● UMK107F104ZA-T 0.1 +80, -20% Y5V 30K5553 0.017

0805 CASE SIZE, VOLTAGE: 6.3VDC

● JMK212BJ335KG-T 3.3 ± 10% X5R 94H8514 0.060
● JMK212BJ475KG-T 4.7 ± 10% X5R 86H5274 0.055
● JMK212BJ475MG-T 4.7 ± 20% X5R 94H8516 0.040
● JMK212F475ZD-T 4.7 +80, -20% Y5V 94H8512 0.030
● JMK212BJ106KD-T 10 ± 10% X5R 18J2700 0.066
● JMK212BJ106KG-T 10 ± 10% X5R 86H5272 0.096
● JMK212 BJ106MG-T 10 ± 20% X5R 94H8513 0.052
● JMK212F106ZG-T 10 +80, -20% Y5V 94H8511 0.028
● JMK212BJ226MD-T 22 ± 20% X5R 30M8930 0.240
● JMK212BJ226MG-T 22 ± 20% X5R 18J2704 0.165
● JMK212BJ476MG-T 47 ± 20% X5R 61M2238 0.380

0805 CASE SIZE, VOLTAGE: 10VDC

● LMK212B7684KG-T 0.68 ± 10% X7R 10P9855 0.044
● LMK212B7684MG-T 0.68 ± 20% X7R 10P9856 0.044
● LMK212B7105KD-T 1 ± 10% X7R 77M8469 0.041
● LMK212B7105MD-T 1 ± 20% X7R 10P9852 0.041
● LMK212B7105MG-T 1 ± 20% X7R 08P5170 0.044
● LMK212BJ225KD-T 2.2 ± 10% X5R 18J2722 0.059
● LMK212B7225KG-T 2.2 ± 10% X7R 77M8471 0.057
● LMK212B7225MG-T 2.2 ± 20% X7R 08P5171 0.057
● LMK212B7335KG-T 3.3 ± 10% X7R 10P9853 0.110
● LMK212B7335MG-T 3.3 ± 20% X7R 10P9854 0.110
● LMK212BJ475KD-T 4.7 ± 10% X5R 18J2726 0.085
● LMK212BJ475KG-T 4.7 ± 10% X5R 18J2727 0.057
● LMK212F475ZG-T 4.7 +80, -20% Y5V 94H8538 0.026
● LMK212BJ106KD-T 10 ± 10% X5R 87K4245 0.058
● LMK212BJ106KG-T 10 ± 10% X5R 18J2720 0.092
● LMK212 BJ106MG-T 10 ± 20% X5R 18J2721 0.054
● LMK212F106ZG-T 10 +80, -20% Y5V 86H5290 0.052
● LMK212BJ226MG-T 22 ± 20% X5R 84M8216 0.240

0805 CASE SIZE, VOLTAGE: 16VDC

● EMK212B7154KG-T 0.15 ± 10% X7R 10P9791 0.041
● EMK212B7154MG-T 0.15 ± 20% X7R 10P9792 0.041
● EMK212B7224KG-T 0.22 ± 10% X7R 10P9793 0.041
● EMK212B7224MG-T 0.22 ± 20% X7R 10P9794 0.041
● EMK212B7334KG-T 0.33 ± 10% X7R 10P9795 0.044
● EMK212B7474KG-T 0.47 ± 10% X7R 10P9796 0.044
● EMK212B7474MD-T 0.47 ± 20% X7R 10P9797 0.037
● EMK212B7474MG-T 0.47 ± 20% X7R 10P9798 0.044
● EMK212B7684KD-T 0.68 ± 10% X7R 10P9799 0.041
● EMK212B7684KG-T 0.68 ± 10% X7R 10P9800 0.044
● EMK212B7684MD-T 0.68 ± 20% X7R 10P9801 0.041
● EMK212B7684MG-T 0.68 ± 20% X7R 10P9802 0.044
● EMK212B7105KD-T 1 ± 10% X7R 77M8435 0.044
● EMK212B7105KG-T 1 ± 10% X7R 77M8436 0.041
● EMK212B7105MD-T 1 ± 20% X7R 10P9790 0.044
● EMK212BJ225KG-T 2.2 ± 10% X5R 18J2668 0.072
● EMK212B7225KG-T 2.2 ± 10% X7R 77M8437 0.072
● EMK212F225ZG-T 2.2 +80, -20% Y5V 94H8481 0.024
● EMK212BJ475KG-T 4.7 ± 10% X5R 18J2674 0.074
● EMK212BJ106KG-T 10 ± 10% X5R 30K5459 0.110
● EMK212BJ106MG-T 10 ± 20% X5R 87K3720 0.100

0805 CASE SIZE, VOLTAGE: 25VDC

● TMK212B7473MD-T 0.047 ± 20% X7R 10P9913 0.029
● TMK212B7683KD-T 0.068 ± 10% X7R 10P9914 0.030
● TMK212B7683MD-T 0.068 ± 20% X7R 10P9915 0.030
● TMK212BJ474KD-T 0.47 ± 10% X5R 18J2756 0.020
● TMK212BJ105KG-T 1 ± 10% X5R 18J2754 0.048
● TMK212B7105KG-T 1 ± 10% X7R 77M8500 0.055
● TMK212B7105MG-T 1 ± 20% X7R 10P9912 0.055
● TMK212BJ225KG-T 2.2 ± 10% X5R 30K5543 0.092
● TMK212BJ475KG-T 4.7 ± 10% X5R 40M7644 0.060

0805 CASE SIZE, VOLTAGE: 35VDC

● GMK212B7224KG-T 0.22 ± 10% X7R 10P9815 0.043
● GMK212B7224MG-T 0.22 ± 20% X7R 10P9816 0.043
● GMK212B7334KG-T 0.33 ± 10% X7R 10P9817 0.043

0805 CASE SIZE, VOLTAGE: 35VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● GMK212B7334MG-T 0.33 ± 20% X7R 10P9818 0.043
● GMK212BJ474KG-T 0.47 ± 10% X5R 86H5264 0.058
● GMK212B7105KG-T 1 ± 10% X7R 77M8443 0.136

0805 CASE SIZE, VOLTAGE: 50VDC

● UMK212B7223MD-T 0.022 ± 20% X7R 10P9942 0.032
● UMK212B7333KD-T 0.033 ± 10% X7R 10P9944 0.029
● UMK212B7333MD-T 0.033 ± 20% X7R 10P9945 0.029
● UMK212B7473MG-T 0.047 ± 20% X7R 10P9946 0.033
● UMK212B7683KG-T 0.068 ± 10% X7R 10P9948 0.041
● UMK212B7683MG-T 0.068 ± 20% X7R 10P9949 0.041
● UMK212B7104KG-T 0.1 ± 10% X7R 77M8514 0.030
● UMK212B7104MG-T 0.1 ± 20% X7R 10P9939 0.030
● UMK212B7154KG-T 0.15 ± 10% X7R 10P9940 0.041
● UMK212B7154MG-T 0.15 ± 20% X7R 10P9941 0.041
● UMK212B7224MG-T 0.22 ± 20% X7R 10P9943 0.037
● UMK212F224ZD-T 0.22 +80, -20% Y5V 94H8575 0.016
● UMK212B7474KG-T 0.47 ± 10% X7R 08P5198 0.107
● UMK212B7474MG-T 0.47 ± 20% X7R 10P9947 0.107
● UMK212F474ZG-T 0.47 +80, -20% Y5V 94H8576 0.024
● UMK212F105ZG-T 1 +80, -20% Y5V 86H5309 0.026

1206 CASE SIZE, VOLTAGE: 4VDC

● AMK316BJ107ML-T 100 ± 20% X5R 93K5519 1.290
1206 CASE SIZE, VOLTAGE: 6.3VDC

● JMK316B7106KL-T 10 ± 10% X7R 77M8464 0.125
● JMK316B7106ML-T 10 ± 20% X7R 08P5156 0.125
● JMK316BJ106KF-T 10 ± 10% X5R 08P5154 0.114
● JMK316 BJ226ML-T 10 ± 20% X5R 08P5153 0.238
● JMK316F106ZD-T 10 +80, -20% Y5V 94H8517 0.046
● JMK316BJ226KL-T 22 ± 10% X5R 86H5277 0.257
● JMK316B7226ML-T 22 ± 20% X7R 77M8465 0.264
● JMK316BJ476ML-T 47 ± 20% X5R 30K5479 0.495
● JMK316BJ107ML-T 100 ± 20% X5R 08P5155 1.290

1206 CASE SIZE, VOLTAGE: 10VDC

● LMK316B7225KL-T 2.2 ± 10% X7R 10P9858 0.090
● LMK316B7335KL-T 3.3 ± 10% X7R 10P9859 0.110
● LMK316B7335ML-T 3.3 ± 20% X7R 10P9860 0.110
● LMK316BJ475KD-T 4.7 ± 10% X5R 18J2737 0.062
● LMK316B7475KL-T 4.7 ± 10% X7R 77M8473 0.121
● LMK316B7475ML-T 4.7 ± 20% X7R 08P5176 0.121
● LMK316BJ106KD-T 10 ± 10% X5R 18J2731 0.080
● LMK316BJ106KL-T 10 ± 10% X5R 18J2732 0.129
● LMK316B7106KL-T 10 ± 10% X7R 77M8472 0.135
● LMK316B7106ML-T 10 ± 20% X7R 10P9857 0.135
● LMK316F106ZF-T 10 +80, -20% Y5V 94H8542 0.044
● LMK316F106ZL-T 10 +80, -20% Y5V 94H8543 0.028
● LMK316BJ226ML-T 22 ± 20% X5R 18J2735 0.238
● LMK316F226ZL-T 22 +80, -20% Y5V 30K5489 0.165
● LMK316BJ476ML-T 47 ± 20% X5R 42M3489 0.360

1206 CASE SIZE, VOLTAGE: 16VDC

● EMK316B7684KF-T 0.68 ± 10% X7R 10P9809 0.092
● EMK316B7684MF-T 0.68 ± 20% X7R 10P9810 0.092
● EMK316B7105KF-T 1 ± 10% X7R 77M8439 0.066
● EMK316B7105MF-T 1 ± 20% X7R 10P9804 0.066
● EMK316B7105KL-T 1 ± 10% X7R 10P9803 0.099
● EMK316B7105ML-T 1 ± 20% X7R 10P9805 0.099
● EMK316B7225ML-T 2.2 ± 20% X7R 08P5129 0.107
● EMK316B7335KL-T 3.3 ± 10% X7R 10P9806 0.132
● EMK316B7335ML-T 3.3 ± 20% X7R 10P9807 0.132
● EMK316BJ475KL-T 4.7 ± 10% X5R 86H5258 0.099
● EMK316B7475KL-T 4.7 ± 10% X7R 77M8441 0.110
● EMK316B7475ML-T 4.7 ± 20% X7R 10P9808 0.110
● EMK316BJ106KL-T 10 ± 10% X5R 18J2678 0.143
● EMK316BJ106ML-T 10 ± 20% X5R 18J2679 0.078
● EMK316F106ZL-T 10 +80, -20% Y5V 86H5254 0.077
● EMK316BJ226ML-T 22 ± 20% X5R 93K5523 0.476

1206 CASE SIZE, VOLTAGE: 25VDC

● TMK316B7154KD-T 0.15 ± 10% X7R 10P9917 0.074
● TMK316B7154MD-T 0.15 ± 20% X7R 10P9918 0.074
● TMK316B7224MF-T 0.22 ± 20% X7R 10P9919 0.074
● TMK316B7334KF-T 0.33 ± 10% X7R 10P9921 0.070
● TMK316B7334MF-T 0.33 ± 20% X7R 10P9922 0.070
● TMK316B7474KL-T 0.47 ± 10% X7R 10P9923 0.103
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CE MK SERIES ULTRA SMALL MULTILAYER CERAMIC CAPACITORS (CONT.)

Mnf. Part No. Kit Contents Stock No.
Price
1-4

TAIYO-01005CAP-V1 Standard Multilayer Ceramic Capacitors, Class 1 and 2:
540 pieces, 0402 Case Size,
20 each of 27 values ranging from 0.5pF ∼ 10000pF

13N1179 67.500

TAIYO-HICVCAP-V2 High Value Multilayer Ceramic Capacitors:
290 pieces, 0603 & 0805 Case Sizes,
10 each of 29 values ranging from 1μF ∼ 47μF

13N1174 67.500

TAIYO-HICVCAP-V3 High Value Multilayer Ceramic Capacitors:
230 pieces, 1206 & 1210 Case Sizes,
10 each of 23 values ranging from 1μF ∼ 100μF

13N1175 67.500

TAIYO-CAP100V-V1 Medium-High Voltage Multilayer Ceramic Capacitors:
180 pieces, Various Case Sizes, X7R, 100 VDC,
22 Values ranging from 0.001μF - 2.2μF

13N1172 67.500

TAIYO-HIVOLTCAP-V1 High Voltage Multilayer Ceramic Capacitors:
110 pieces, Various Case Sizes, 250 & 630 VDC,
5 each of 22 values ranging from 1000pF ∼ 0.47μF

13N1177 67.500

TAIYO-HIFREQCAP-V1 High Frequency Multilayer Ceramic Capacitors:
1250 pieces, 0402 Case Size, 50 VDC,
50 each of 25 values ranging from 0.3pF ∼ 5.1pF

13N1176 67.500

(138557)

1210 CASE SIZE, VOLTAGE: 25VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● TMK325BJ106MM-T 10 ± 20% X5R 86H5305 0.366
● TMK325B7106KM-T 10 ± 10% X7R 10P9928 0.549
● TMK325B7106MM-T 10 ± 20% X7R 77M8506 0.549
● TMK325F106ZH-T 10 +80, -20% Y5V 30K5550 0.143

1210 CASE SIZE, VOLTAGE: 35VDC

● GMK325B7155MN-T 1.5 ± 20% X7R 10P9822 0.213
● GMK325BJ225KN-T 2.2 ± 10% X5R 86H5267 0.213
● GMK325BJ225MN-T 2.2 ± 20% X5R 72J7292 0.213
● GMK325BJ475MN-T 4.7 ± 20% X5R 14N8235 0.132
● GMK325F106ZH-T 10 +80, -20% Y5V 86H5266 0.252
● GMK325BJ106KN-T 10 ± 10% X5R 93K5528 0.349

1210 CASE SIZE, VOLTAGE: 50VDC

● UMK325B7105KH-T 1 ± 10% X7R 77M8521 0.165
● UMK325F475ZH-T 4.7 +80, -20% Y5V 94H8592 0.096
● UMK325BJ106MM-T 10 ± 20% X5R 61M4721 0.240

1812 CASE SIZE, VOLTAGE: 6.3VDC

● JMK432BJ107MU-T 100 ± 20% X5R 86H5285 3.640

1206 CASE SIZE, VOLTAGE: 25VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● TMK316B7474ML-T 0.47 ± 20% X7R 10P9924 0.103
● TMK316B7684KL-T 0.68 ± 10% X7R 10P9925 0.118
● TMK316B7684ML-T 0.68 ± 20% X7R 10P9926 0.118
● TMK316BJ105KD-T 1 ± 10% X5R 18J2763 0.048
● TMK316B7105KL-T 1 ± 10% X7R 77M8502 0.103
● TMK316B7105ML-T 1 ± 20% X7R 10P9916 0.103
● TMK316B7225KL-T 2.2 ± 10% X7R 77M8504 0.088
● TMK316B7225ML-T 2.2 ± 20% X7R 10P9920 0.107
● TMK316BJ475KL-T 4.7 ± 10% X5R 18J2774 0.125
● TMK316BJ106KL-T 10 ± 10% X5R 18J2766 0.114
● TMK316BJ106ML-T 10 ± 20% X5R 18J2767 0.106
● TMK316F106ZL-T 10 +80, -20% Y5V 18J2760 0.063

1206 CASE SIZE, VOLTAGE: 35VDC

● GMK316B7684KL-T 0.68 ± 10% X7R 10P9820 0.136
● GMK316B7684ML-T 0.68 ± 20% X7R 10P9821 0.136
● GMK316B7105KL-T 1 ± 10% X7R 77M8444 0.113
● GMK316B7105ML-T 1 ± 20% X7R 10P9819 0.113
● GMK316F475ZG-T 4.7 +80, -20% Y5V 94H8502 0.044
● GMK316F106ZL-T 10 +80, -20% Y5V 30K5465 0.089

1206 CASE SIZE, VOLTAGE: 50VDC

● UMK316B7104KD-T 0.1 ± 10% X7R 10P9950 0.059
● UMK316B7104MD-T 0.1 ± 20% X7R 10P9951 0.059
● UMK316B7154KF-T 0.15 ± 10% X7R 10P9952 0.070
● UMK316B7154MF-T 0.15 ± 20% X7R 10P9953 0.070
● UMK316B7224ML-T 0.22 ± 20% X7R 10P9954 0.103
● UMK316B7474ML-T 0.47 ± 20% X7R 10P9955 0.103
● UMK316F225ZG-T 2.2 +80, -20% Y5V 94H8587 0.060

1210 CASE SIZE, VOLTAGE: 6.3VDC

● JMK325 BJ226KM-T 22 ± 10% X5R 86H5281 0.524
● JMK325BJ226MY-T 22 ± 20% X5R 86H5282 0.440
● JMK325BJ226MM-T 22 ± 20% X5R 94H8527 0.260
● JMK325F476ZN-T 47 +80, -20% Y5V 30K5481 0.403
● JMK325BJ476MM-T 47 ± 20% X5R 86H5283 0.842
● JMK325BJ476MN-T 47 ± 20% X5R 93K5529 1.290
● JMK325BJ107MY-T 100 ± 20% X5R 87K4160 0.840
● JMK325BJ107MM-T 100 ± 20% X5R 86H5280 1.610
● JMK325F107ZM-T 100 +80, -20% Y5V 86H5278 0.879

1210 CASE SIZE, VOLTAGE: 10VDC

● LMK325BJ475KD-T 4.7 ± 10% X5R 87K4258 0.100
● LMK325BJ106MD-T 10 ± 20% X5R 08P5179 0.257
● LMK325B7106KN-T 10 ± 10% X7R 77M8474 0.330
● LMK325B7106MN-T 10 ± 20% X7R 08P5182 0.330
● LMK325BJ226MY-T 22 ± 20% X5R 18J2742 0.549
● LMK325F226ZN-T 22 +80, -20% Y5V 30K5490 0.165
● LMK325BJ226MM-T 22 ± 20% X5R 86H5297 0.586
● LMK325BJ476MM-T 47 ± 20% X5R 18J2743 0.861
● LMK325BJ107MM-T 100 ± 20% X5R 40M7654 1.300

1210 CASE SIZE, VOLTAGE: 16VDC

● EMK325B7475KN-T 4.7 ± 10% X7R 77M8442 0.205
● EMK325B7475MN-T 4.7 ± 20% X7R 08P5133 0.205
● EMK325BJ106KD-T 10 ± 10% X5R 18J2683 0.160
● EMK325BJ106KN-T 10 ± 10% X5R 86H5259 0.330
● EMK325BJ106MN-T 10 ± 20% X5R 08P5132 0.330
● EMK325 F106ZF-T 10 +80, -20% Y5V 94H8495 0.070
● EMK325F106ZH-T 10 +80, -20% Y5V 08P5134 0.132
● EMK325BJ226KM-T 22 ± 10% X5R 57J2454 0.502
● EMK325BJ226MM-T 22 ± 20% X5R 86H5260 0.476
● EMK325F226ZN-T 22 +80, -20% Y5V 30K5463 0.220
● EMK325BJ476MM-T 47 ± 20% X5R 93K5525 0.897

1210 CASE SIZE, VOLTAGE: 25VDC

● TMK325B7105MD-T 1 ± 20% X7R 10P9927 0.143
● TMK325B7225MH-T 2.2 ± 20% X7R 10P9929 0.176
● TMK325B7335KN-T 3.3 ± 10% X7R 10P9930 0.213
● TMK325B7335MN-T 3.3 ± 20% X7R 10P9931 0.213
● TMK325BJ475KN-T 4.7 ± 10% X5R 86H5307 0.213
● TMK325B7475KN-T 4.7 ± 10% X7R 77M8508 0.220
● TMK325B7475MN-T 4.7 ± 20% X7R 08P5192 0.220
● TMK325BJ106MD-T 10 ± 20% X5R 93K5533 0.458
● TMK325BJ106KN-T 10 ± 10% X5R 30K5546 0.293
● TMK325BJ106MN-T 10 ± 20% X5R 87K5024 0.180
● TMK325BJ106MY-T 10 ± 20% X5R 18J2778 0.458
● TMK325BJ106KM-T 10 ± 10% X5R 87K5021 0.220

Mnf. Part No.
Cap.
(μF)

Diel.
Char.

Cap.
Tol.

Tape Cut
Stock No. Price

1-249
● MC0805N150J201CT 15 NP0 ± 5% 06R4021 0.022
● MC0805N220J201CT 22 NP0 ± 5% 06R4051 0.022
● MC0805N330J201CT 33 NP0 ± 5% 06R4082 0.022
● MC0805N470J201CT 47 NP0 ± 5% 06R4108 0.022
● MC0805N680J201CT 68 NP0 ± 5% 06R4133 0.022
● MC0805N101J201CT 100 NP0 ± 5% 06R3998 0.022
● MC0805N151J201CT 150 NP0 ± 5% 06R4029 0.033
● MC0805B221K201CT 220 X7R ± 10% 06R3786 0.019
● MC0805N221J201CT 220 NP0 ± 5% 06R4059 0.040
● MC0805B331K201CT 330 X7R ± 10% 06R3820 0.019
● MC0805N331J201CT 330 NP0 ± 5% 06R4091 0.040
● MC0805B471K201CT 470 X7R ± 10% 06R3853 0.019
● MC0805B681K201CT 680 X7R ± 10% 06R3891 0.019

MULTILAYER CERAMIC
CAPACITOR KITS

(77719)

These sample kits offer high quality, high technology ceramic capacitors for your circuit design activities. Kits come in a
compact, easy-to-use ″video″ case style.

MIDDLE & HIGH
VOLTAGE SMD
MULTILAYER CERAMIC
CAPACITORS

Features
• High voltage in a given case size
• High stability and reliability
Applications
• Snubbers in high frequency power

converters
• High voltage coupling/DC blocking
• DC-DC converters
• Back-lighting inverters

0805 CASE SIZE, VOLTAGE: 200 VDC
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HIGH VOLTAGE MULTILAYER CERAMIC CHIP CAPACITORS (CONT.)MIDDLE & HIGH VOLTAGE SMD MULTILAYER CERAMIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(uF) Package

Tape Cut

Stock No.
Price Each

1-9 10-99
● 1206CC103KAZ1A 0.01 1206 54M5355 0.578 0.564
● 1812CC473KAZ1A 0.047 1812 54M5365 1.240 1.210
● 1812CC104KAZ1A 0.1 1812 54M5364 1.240 1.210
● 1825CC104KAZ1A 0.1 1825 54M5371 1.620 1.580
● 2225CC104KAZ1A 0.1 2225 54M5375 3.010 2.940

1000 VDC

● 1206AC222KAZ1A 0.0022 1206 54M5353 0.578 0.564
● 1206AC472KAZ1A 0.0047 1206 54M5354 0.578 0.564
● 1210AC103KAZ1A 0.01 1210 54M5358 0.770 0.752
● 1808AC103KAZ1A 0.01 1808 54M5360 1.160 1.130
● 1812AC103KAZ1A 0.01 1812 54M5362 1.240 1.210
● 1812AC273KAZ1A 0.027 1812 54M5363 1.240 1.210
● 1825AC473KAZ1A 0.047 1825 54M5370 1.620 1.580
● 1825AC104KAZ1A 0.1 1825 54M5369 1.620 1.580
● 2225AC104KAZ1A 0.1 2225 53M5721 3.010 2.940

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-49
● 1206CC103KAT1A 10000 ± 10% 1206 18M6890 0.611
● 1210CC223KAT1A 22000 ± 10% 1210 18M6896 0.829
● 1812CC333KAT1A 33000 ± 10% 1812 12P9254 1.400
● 1812CC473KAT1A 47000 ± 10% 1812 12P9255 1.400
● 1812CC104KAT1A 100000 ± 10% 1812 18M6906 1.310
● 2225CC224KAT1A 220000 ± 10% 2225 12P9265 3.400
● 3640CC564KATBE 560000 ± 10% 3640 56J5387 12.360

VOLTAGE: 1000 VDC

● 0805AA100MAT1A 10 ± 20% 0805 18M6883 1.970
● 0805AA330KAT1A 33 ± 10% 0805 18M6885 1.970
● 1206AA470KAT1A 47 ± 10% 1206 12P9240 0.654
● 0805AA101KAT1A 100 ± 10% 0805 18M6884 1.970
● 1206AC101KAT1A 100 ± 10% 1206 18M6887 0.611
● 1812AA101KAT1A 100 ± 10% 1812 12P9248 1.400
● 1206AA221JAT1A 220 ± 5% 1206 12P9239 0.785
● 1206AA471JAT1A 470 ± 5% 1206 12P9241 0.785
● 0805AC102KAT1A 1000 ± 10% 0805 18M6886 1.970
● 1206AC102KAT1A 1000 ± 10% 1206 12P9242 0.654
● 1210AC102KAT1A 1000 ± 10% 1210 12P9244 0.872
● 1812AA102KAT1A 1000 ± 10% 1812 12P9249 1.400
● 1812AC102KAT1A 1000 ± 10% 1812 12P9251 1.400
● 1206AC222KAT1A 2200 ± 10% 1206 18M6888 0.611
● 1812AA222JAT1A 2200 ± 5% 1812 12P9250 1.680
● 2225AA822KAT1A 2200 ± 10% 2225 12P9264 3.400
● 1206AC472KAT1A 4700 ± 10% 1206 18M6889 0.611
● 1210AC472KAT1A 4700 ± 10% 1210 18M6895 0.829
● 1812AC472KAT1A 4700 ± 10% 1812 12P9252 1.400
● 1825AA472JAT1A 4700 ± 5% 1825 12P9261 2.200
● 1812AC502KAT1A 5000 ± 10% 1812 12P9253 1.400
● 1210AC103KAT1A 10000 ± 10% 1210 18M6894 0.829
● 1808AC103MAT1A 10000 ± 20% 1808 18M6899 1.220
● 1812AC103KAT1A 10000 ± 10% 1812 18M6904 1.310
● 1812AC223KAT1A 22000 ± 10% 1812 18M6905 1.310

VOLTAGE: 1000 VDC

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-49
● 1825AC473KAT1A 47000 ± 10% 1825 18M6911 1.700
● 1825AC104KAT1A 100000 ± 10% 1825 18M6910 1.700
● 3640AC224KAT9A 220000 ± 10% 3640 56J5344 12.120

VOLTAGE: 1500 VDC

● 1808SC102KAT1A 1000 ± 10% 1808 12P9246 1.310
● 1812SC472KAT1A 4700 ± 10% 1812 12P9260 1.400

VOLTAGE: 2000 VDC

● 1206GC101KAT1A 100 ± 10% 1206 18M6891 0.611
● 1210GA101JAT1A 100 ± 5% 1210 18M6897 0.829
● 1808GC101KAT1A 100 ± 10% 1808 18M6900 1.220
● 1206GC221KAT1A 220 ± 10% 1206 12P9243 0.654
● 1206GC391KAT1A 390 ± 10% 1206 18M6893 0.611
● 1808GC471KAT1A 470 ± 10% 1808 18M6903 1.220
● 1812GA471JAT1A 470 ± 5% 1812 12P9256 1.680
● 1206GC102KAT1A 1000 ± 10% 1206 18M6892 0.611
● 1210GC102KAT1A 1000 ± 10% 1210 18M6898 0.829
● 1808GC102KAT1A 1000 ± 10% 1808 18M6901 1.220
● 1808GC102MAT1A 1000 ± 20% 1808 12P9245 1.250
● 1812GC102KAT1A 1000 ± 10% 1812 18M6907 1.310
● 1812GC102MAT1A 1000 ± 20% 1812 12P9257 1.330
● 1825GC102KAT1A 1000 ± 10% 1825 18M6912 1.700
● 1808GC152KAT1A 1500 ± 10% 1808 18M6902 0.401
● 1812GC272KAT1A 2700 ± 10% 1812 18M6908 1.310
● 1812GC472KAT1A 4700 ± 10% 1812 18M6909 1.310
● 1825GC103KAT1A 10000 ± 10% 1825 18M6913 1.700
● 2225GC103KAT1A 10000 ± 10% 2225 18M6914 3.230

VOLTAGE: 2500 VDC

● 1808WC122KAT1A 1200 ± 10% 1808 12P9247 1.310
● 1825WC562KAT1A 5600 ± 10% 1825 12P9263 1.840

VOLTAGE: 3000 VDC

● 1812HA470JAT1A 47 ± 5% 1812 12P9258 1.680
● 2225HA681KAT1A 680 ± 10% 2225 12P9266 3.400

VOLTAGE: 4000 VDC

● 1825JC102KAT1A 1000 ± 10% 1825 12P9262 1.840
(89594)

Mnf. Part No.
Cap.
(μF)

Diel.
Char.

Cap.
Tol.

Tape Cut

Stock No.
Price
1-249

● MC0805B102K201CT 1000 X7R ± 10% 06R3722 0.019
● MC0805B152K201CT 1500 X7R ± 10% 06R3757 0.022
● MC0805B222K201CT 2200 X7R ± 10% 06R3794 0.025
● MC0805B332K201CT 3300 X7R ± 10% 06R3828 0.025
● MC0805B472K201CT 4700 X7R ± 10% 06R3861 0.032
● MC0805B682K201CT 6800 X7R ± 10% 06R3899 0.032
● MC0805B103K201CT 10 000 X7R ± 10% 06R3731 0.032

1206 CASE SIZE, VOLTAGE: 200 VDC

● MC1206N471J201CT 470 NP0 ± 5% 10R6368 0.059
● MC1206N681J201CT 680 NP0 ± 5% 10R6391 0.059
● MC1206N102J201CT 1000 NP0 ± 5% 06R4399 0.059
● MC1206B153K201CT 15 000 X7R ± 10% 06R4231 0.031
● MC1206B223K201CT 22 000 X7R ± 10% 06R4263 0.031

1206 CASE SIZE, VOLTAGE: 630 VDC

● MC1206N101J631CT 100 NP0 ± 5% 06R4397 0.062
● MC1206N221J631CT 220 NP0 ± 5% 10R6338 0.062
● MC1206N471J631CT 470 NP0 ± 5% 10R6370 0.065
● MC1206N681J631CT 680 NP0 ± 5% 10R6393 0.065
● MC1206N102J631CT 1000 NP0 ± 5% 10R6313 0.080
● MC1206B102K631CT 1000 X7R ± 10% 06R4194 0.039
● MC1206B222K631CT 2200 X7R ± 10% 06R4258 0.050
● MC1206B472K631CT 4700 X7R ± 10% 06R4321 0.056
● MC1206B103K631CT 10 000 X7R ± 10% 06R4199 0.050

HIGH VOLTAGE MLC CHIPS
FLEXITERM® FOR 600V TO
3000V APPLICATION

HIGH VOLTAGE MULTILAYER
CERAMIC CHIP CAPACITORS

(147259)

Features

Specifications:

• Plated Nickel and Tin Termination Barriers
• Operating Temperature: -55°C to 150°C
• Low ESR’s at High Frequencies

• Capacitance Tolerance: ±10%
• Dielectric Characteristic: X7R

630 VDC

Applications

Applications:

• Snubbers in high frequency applications
• High voltage coupling/dc blocking
• Resonators in SMPS

VOLTAGE: 600⁄630 VDC

• Snubbers in high
frequency power
converters

• Resonators in SMPS 
• High voltage

coupling/DC blocking

AVX’s special high voltage MLC chip capacitors are high value, and low leakage, in a small size for high voltage systems.
These high voltage chip designs exhibit low ESRs at high frequencies. The FLEXITERM® layer is designed to enhance the
mechanical flexure and temperature cycling performance of a standard ceramic capacitor, giving customers a solution
where board flexure or temperature cycle damage are concerns.
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HIGH VOLTAGE MLC CHIPS FLEXITERM® FOR 600V TO 3000V
APPLICATION (CONT.)

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Tape Cut

Stock No.
Price Each

1-49 50-99
● 0805PC152KAT1A 0.0015 ± 10% 18M3470 0.606 0.557
● 0805PC682KAT1A 0.0068 ± 10% 18M3473 0.606 0.557
● 0805PC103KAT1A 0.01 ± 10% 18M3469 0.606 0.557
● 0805PC153KAT1A 0.015 ± 10% 18M3471 0.606 0.557
● 0805PC223KAT1A 0.022 ± 10% 18M3472 0.606 0.557

1206 CASE SIZE

● 1206PC273KAT1A 0.027 ± 10% 18M3615 0.728 0.668
● 1206PC393KAT1A 0.039 ± 10% 18M3616 0.728 0.668

1210 CASE SIZE

● 1210PC104KAT1A 0.1 ± 10% 18M3618 0.728 0.668
1808 CASE SIZE

● 1808PC104KAT1A 0.1 ± 10% 18M3706 1.140 1.040
● 1808PC224KAT1A 0.22 ± 10% 18M3707 1.140 1.040

1812 CASE SIZE

● 1812PC104KAT1A 0.1 ± 10% 26H6143 1.220 1.120
● 1812PC224KAT1A 0.22 ± 10% 18M3708 1.220 1.120
● 1812PC334KAT1A 0.33 ± 10% 12P9259 1.220 1.120
● 1812PC474KAT1A 0.47 ± 10% 18M3709 1.220 1.120

1825 CASE SIZE

● 1825PC474KAT1A 0.47 ± 10% 18M3711 1.580 1.450
● 1825PC564KAT1A 0.56 ± 10% 18M3712 1.580 1.450
● 1825PC105KAT1A 1 ± 10% 18M3710 1.580 1.450

2220 CASE SIZE

● 2220PC474KAT1A 0.47 ± 10% 18M4042 2.990 2.750
2225 CASE SIZE

● 2225PC105KAT1A 1 ± 10% 18M4173 2.990 2.750
● 2225PC125KAT1A 1.2 ± 10% 18M4174 2.990 2.750

Mfg. Part No. Voltage Case Size
Cap.
(pF) Dielectric

Tape Cut

Stock No.
Price Each

1-999
● 302R29N151JV3E-****-SC 3000 1808 150 C0G/NP0 08N5676 0.172
● 302R29W151KV3E-****-SC 3000 1808 150 X7R 91C5167 0.366
● 302R29W471KV3E****SC 3000 1808 470 X7R 35M3256* 0.130
● 302R29W681KV3E-****-SC 3000 1808 680 X7R 58M3253 0.255
● 302R29W102KV3E-SC 3000 1808 1000 X7R 64M1030 0.133
● 302R29W102KV3E-****-SC 3000 1808 1000 X7R 08N5677 0.133
● 502R30N330KV3E-****-SC 5000 2211 33 C0G/NP0 35M3350* 0.309
● 502R30N330JV3E-****-SC 5000 2211 33 C0G/NP0 08N5679 0.309
● 502R30W681KV3E-****-SC 5000 2211 680 X7R 08N5680 0.246

(89595)

2000 VDC

Mfg. Part No.
Cap.
(uF) Package

Tape Cut

Stock No.
Price Each

1-9 10-99
● 1206GC471KAZ1A 0.00047 1206 54M5357 0.578 0.564
● 1206GC102KAZ1A 0.001 1206 54M5356 0.578 0.564
● 1210GC102KAZ1A 0.001 1210 54M5359 0.770 0.752
● 1812GC472KAZ1A 0.0047 1812 54M5366 1.240 1.210
● 1825GC103KAZ1A 0.01 1825 54M5372 1.620 1.580
● 2220GC103KAZ1A 0.01 2220 54M5374 3.010 2.940

2500 VDC

● 2225WC103KAZ1A 0.01 2225 12P9267 3.010 2.940
3000 VDC

● 1812HC471KAZ1A 0.0001 1812 54M5368 1.240 1.210
● 1808HC102KAZ1A 0.001 1808 54M5361 1.160 1.130
● 1812HC102KAZ1A 0.001 1812 54M5367 1.240 1.210

Mfg. Part No.
Cap.
(pF)

Case
Size

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-999
● 501R18N101JV4E 100 1206 C0G/NP0 35K3076 0.037
● 501R18N471JV4E 470 1206 C0G/NP0 96F3520 0.113

VOLTAGE: 500 VDC, TOLERANCE ±10 %

● 501R18N201KV6E 200 1206 C0G/NP0 24C6251 0.084
● 501R18W103KV4E 10000 1206 X7R 36K7756 0.060
● 501S43W473KV4E 47000 1812 X7R 36K2114 0.283

VOLTAGE: 1000 VDC, TOLERANCE: ±5 %

● 102R18N101JV4E 100 1206 C0G/NP0 48F4897 0.070
VOLTAGE: 1000 VDC, TOLERANCE: ±10 %

● 102R18W102KV4E 1000 1206 X7R 35K2137 0.049
● 102R29W102KV4E 1000 1808 X7R 36K7712 0.149
● 102R18W472KV4E 4700 1206 X7R 48F4899 0.076
● 102R29W472KV4E 4700 1808 X7R 96F3539 2.620
● 102S41W103KV4E 10000 1210 X7R 45K1547 0.169
● 102R29W103KV4E 10000 1808 X7R 48F4901 0.220
● 102S48W104KV4E 100000 2225 X7R 88H4244 1.960

VOLTAGE: 2000 VDC, TOLERANCE: ±5 %

● 202R18N221JV4E 220 1206 C0G/NP0 37K6945 0.089
VOLTAGE: 2000 VDC, TOLERANCE: ±10 %

● 202R29N121KV4E 120 1808 C0G/NP0 96F3530 0.132
● 202R29N221KV4E 220 1808 C0G/NP0 96F3536 0.770
● 202R18W471KV4E 470 1206 X7R 35K5265 0.049
● 202R29W471KV4E 470 1808 X7R 96F3531 0.117
● 202S43W471KV4E 470 1812 X7R 96F3534 0.196
● 202R18W102KV4E 1000 1206 X7R 01H9029 0.063
● 202S41W102KV4E 1000 1210 X7R 07C8762 0.113
● 202R29W102KV4E 1000 1808 X7R 88H4241 0.112
● 202S43W102KV4E 1000 1812 X7R 96F3535 0.203
● 202S41W272KV4E 2700 1210 X7R 33M1800 0.186
● 202S43W332KV4E 3300 1812 X7R 33M1801 0.266
● 202S48W103KV4E 10000 2225 X7R 33M1802 1.870

VOLTAGE: 3000 VDC, TOLERANCE: ±10 %

● 302S43W151KV4E 150 1812 X7R 33M2538 0.196
● 302R29W102KV4E 1000 1808 X7R 88C0606 0.137
● 302S43W102KV4E 1000 1812 X7R 85C0452 0.206

(91202)

TIP & RING MULTILAYER
CERAMIC CHIP CAPACITORS

(100558)

SAFETY CERTIFIED
CAPACITORS

(7314)

Johanson Dielectrics Type SC ceramic chip capac-
itors are designed for AC voltage surge and lightning
protection in line-to-ground interface applications in
computer network, modem, facsimile and other
equipment. Johanson’s safety capacitor offering
includes four different case sizes and NPO and X7R
dielectric materials. Capacitance Tolerance: ±10%.

HIGH VOLTAGE MULTILAYER
CERAMIC CHIP CAPACITORS

Specifications

Multi-layer ceramic capacitors feature rated working
voltages from 250 to 2000 volts DC in compact SMD
chip configurations. Nickel barrier terminations. Sold
individually or on 8mm embossed tape in reels.

• Voltage: 250 VDC
• X7R Dielectric
• Operating Temperature: -55°C to 125°C
• Plated Nickel and Tin Barrier Terminations
• Insulation Resistance: 1000 MΩ-μF min.

*Special Marking (J)

• Dielectric Strength: Minimum
200% rated voltage

• High frequency performance
• Low ESR

VOLTAGE: 500 VDC, TOLERANCE: ±5 %

Applications
• Telecom/modem
• Standard telecom filter

0805 CASE SIZE

″Tip & Ring″ multilayer ceramic chip capacitors are designed as a standard telecom filter to block -48 VDC telephone
line voltage and pass subscriber’s AC signal pulse.
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FLEX ROBUST MULTILAYER CERAMIC CAPACITORS (CONT.)

(148840)

Mnf. Part No.
Cap.
(uF)

Case
Size Tol.

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● C0805F684K4RACTU 0.68 0805 ± 10% X7R 93K6005 0.615
● C1206F475K4RACTU 4.7 1206 ± 10% X7R 88K0227 1.230

OPEN MODE, VOLTAGE: 25 VDC

● C0805F474K3RACTU 0.47 0805 ± 10% X7R 93K6004 0.615
● C1206F225K3RACTU 2.2 1206 ± 10% X7R 88K0226 0.816
● C1210F475K3RACTU 4.7 1210 ± 10% X7R 88K0233 1.510

OPEN MODE, VOLTAGE: 50 VDC

● C0805F103K5RACTU 0.01 0805 ± 10% X7R 70K9148 0.312
● C0805F104K5RACTU 0.1 0805 ± 10% X7R 70K9149 0.563
● C1206F104K5RACTU 0.1 1206 ± 10% X7R 70K9181 0.520
● C1812F104K5RAC TU 0.1 1812 ± 10% X7R 70K9214 1.790
● C0805F224K5RACTU 0.22 0805 ± 10% X7R 93K6010 0.615
● C1206F474K5RACTU 0.47 1206 ± 10% X7R 93K6012 0.738
● C1206F105K5RACTU 1 1206 ± 10% X7R 88K0225 0.983
● C1812F105K5RAC TU 1 1812 ± 10% X7R 70K9216 6.810
● C1210F225K5RACTU 2.2 1210 ± 10% X7R 88K0232 1.410

OPEN MODE, VOLTAGE: 100 VDC

● C0805F103K1RACTU 0.01 0805 ± 10% X7R 70K9147 0.337
● C1206F104K1RACTU 0.1 1206 ± 10% X7R 70K9180 0.709
● C1210F104K1RACTU 0.1 1210 ± 10% X7R 93K6007 1.010
● C1812F104K1RAC TU 0.1 1812 ± 10% X7R 70K9213 2.060
● C1210F105K1RACTU 1 1210 ± 10% X7R 13M7091 2.070
● C1812F105K1RAC TU 1 1812 ± 10% X7R 70K9215 8.170

OPEN MODE, VOLTAGE: 200 VDC

● C1210F104K2RAC TU 0.1 1210 ± 10% X7R 70K9197 1.250
● C1812F104K2RAC TU 0.1 1812 ± 10% X7R 13K6044 0.432

FLEX TERMINATION, VOLTAGE: 10 VDC

● C0805X105K8RACTU 1 0805 ± 10% X7R 94M5652 1.400
● C0805X225K8RACTU 2.2 0805 ± 10% X7R 94M5658 1.330

FLEX TERMINATION, VOLTAGE: 16 VDC

● C0603X104K4RACTU 0.1 0603 ± 10% X7R 94M5631 0.419
● C0603X224K4RACTU 0.22 0603 ± 10% X7R 94M5634 0.587
● C0805X224K4RACTU 0.22 0805 ± 10% X7R 94M5655 1.040
● C0805X474K4RACTU 0.47 0805 ± 10% X7R 94M5660 1.330
● C0805X105K4RACTU 1 0805 ± 10% X7R 94M5651 1.400
● C1206X105K4RACTU 1 1206 ± 10% X7R 94M5688 1.680
● C0805X225K4RACTU 2.2 0805 ± 10% X7R 94M5657 1.680
● C1206X225K4RACTU 2.2 1206 ± 10% X7R 94M5693 2.170
● C1206X475K4RACTU 4.7 1206 ± 10% X7R 94M5699 2.520
● C1206X106K4RACTU 10 1206 ± 10% X7R 94M5689 3.220

FLEX TERMINATION, VOLTAGE: 25 VDC

● C0603X473K3RACTU 0.047 0603 ± 10% X7R 94M5635 0.378
● C0603X104K3RACTU 0.1 0603 ± 10% X7R 94M5630 0.419
● C0805X224K3RACTU 0.22 0805 ± 10% X7R 94M5654 1.150
● C0805X474K3RACTU 0.47 0805 ± 10% X7R 94M5659 1.460
● C1206X474K3RACTU 0.47 1206 ± 10% X7R 94M5697 1.400
● C1206X105K3RACTU 1 1206 ± 10% X7R 94M5687 1.850
● C1210X106K3RACTU 10 1210 ± 10% X7R 94M5712 3.150

FLEX TERMINATION, VOLTAGE: 50 VDC

● C0603X102K5RACTU 0.001 0603 ± 10% X7R 94M5628 0.363
● C0603X103K5RACTU 0.01 0603 ± 10% X7R 94M5629 0.363
● C0603X223K5RACTU 0.022 0603 ± 10% X7R 94M5633 0.406
● C1206X223K5RACTU 0.022 1206 ± 10% X7R 94M5690 0.475
● C0603X473K5RACTU 0.047 0603 ± 10% X7R 94M5636 0.378

FLEX TERMINATION, VOLTAGE: 50 VDC

Mnf. Part No.
Cap.
(uF)

Case
Size Tol.

Diel.
Char.

Tape Cut

Stock No.
Price Each

1-99
● C1206X473K5RACTU 0.047 1206 ± 10% X7R 94M5695 0.503
● C0603X104K5RACTU 0.1 0603 ± 10% X7R 94M5632 0.503
● C0805X104K5RACTU 0.1 0805 ± 10% X7R 94M5650 0.671
● C1206X104K5RACTU 0.1 1206 ± 10% X7R 94M5686 0.601
● C1210X104K5RACTU 0.1 1210 ± 10% X7R 94M5710 1.020
● C0805X224K5RACTU 0.22 0805 ± 10% X7R 94M5656 1.150
● C1206X224K5RACTU 0.22 1206 ± 10% X7R 94M5692 1.190
● C1210X224K5RACTU 0.22 1210 ± 10% X7R 94M5713 1.540
● C0805X474K5RACTU 0.47 0805 ± 10% X7R 94M5661 1.150
● C1206X474K5RACTU 0.47 1206 ± 10% X7R 94M5698 1.400
● C1210X474K5RACTU 0.47 1210 ± 10% X7R 94M5715 2.310
● C1210X105K5RACTU 1 1210 ± 10% X7R 94M5711 2.520
● C1210X225K5RACTU 2.2 1210 ± 10% X7R 94M5714 2.660
● C1210X475K5RACTU 4.7 1210 ± 10% X7R 94M5716 3.010

FLEX TERMINATION, VOLTAGE: 100 VDC

● C1210X104K1RACTU 0.1 1210 ± 10% X7R 94M5708 1.180
● C1206X224K1RACTU 0.22 1206 ± 10% X7R 94M5691 1.530
● C1206X474K1RACTU 0.47 1206 ± 10% X7R 94M5696 2.380

FLEX TERMINATION, VOLTAGE: 200 VDC

● C1210X104K2RACTU 0.1 1210 ± 10% X7R 94M5709 1.430
FLOATING ELECTRODE, VOLTAGE: 50 VDC

● C0805S103K5RACTU 0.01 0805 ± 10% X7R 94M5643 0.336
● C1206S103K5RACTU 0.01 1206 ± 10% X7R 94M5677 0.403
● C0805S223K5RACTU 0.022 0805 ± 10% X7R 94M5645 0.376
● C1206S223K5RACTU 0.022 1206 ± 10% X7R 94M5681 0.456
● C0805S473K5RACTU 0.047 0805 ± 10% X7R 94M5647 0.443
● C1206S473K5RACTU 0.047 1206 ± 10% X7R 94M5683 0.483
● C1206S104K5RACTU 0.1 1206 ± 10% X7R 94M5678 0.577
● C1210S104K5RACTU 0.1 1210 ± 10% X7R 94M5706 0.979
● C1210S224K5RACTU 0.22 1210 ± 10% X7R 94M5707 1.480

FLOATING ELECTRODE, VOLTAGE: 100 VDC

● C0805S472K1RACTU 0.0047 0805 ± 10% X7R 94M5646 0.389
● C0805S103K1RACTU 0.01 0805 ± 10% X7R 94M5642 0.389
● C1206S103K1RACTU 0.01 1206 ± 10% X7R 94M5675 0.470
● C0805S223K1RACTU 0.022 0805 ± 10% X7R 94M5644 0.429
● C1206S223K1RACTU 0.022 1206 ± 10% X7R 94M5679 0.523
● C1206S473K1RACTU 0.047 1206 ± 10% X7R 94M5682 0.550
● C1210S104K1RACTU 0.1 1210 ± 10% X7R 94M5705 1.130

FLOATING ELECTRODE, VOLTAGE: 200 VDC

● C1206S103K2RACTU 0.01 1206 ± 10% X7R 94M5676 0.563
● C1206S223K2RACTU 0.022 1206 ± 10% X7R 94M5680 0.638

FLOATING ELECTRODE & FLEX TERMINATION, VOLTAGE: 50 VDC

C0805Y103K5RACTU 0.01 0805 ± 10% X7R 94M5663 0.419
C0805Y223K5RACTU 0.022 0805 ± 10% X7R 94M5665 0.470
C0805Y473K5RACTU 0.047 0805 ± 10% X7R 94M5667 0.553
C1210Y104K5RACTU 0.1 1210 ± 10% X7R 94M5718 1.230
C1210Y224K5RACTU 0.22 1210 ± 10% X7R 94M5719 1.850

FLOATING ELECTRODE & FLEX TERMINATION, VOLTAGE: 100 VDC

C0805Y472K1RACTU 0.0047 0805 ± 10% X7R 94M5666 0.486
C0805Y103K1RACTU 0.01 0805 ± 10% X7R 94M5662 0.486
C0805Y223K1RACTU 0.022 0805 ± 10% X7R 94M5664 0.537
C1210Y104K1RACTU 0.1 1210 ± 10% X7R 94M5717 1.410

(90390)

FLEX ROBUST
MULTILAYER
CERAMIC
CAPACITORS

OPEN MODE, VOLTAGE: 16 VDC

KEMET’s Flex Robust Ceramic Surface Mount Capacitor is designed to significantly minimize the probability of a low IR or
Short Circuit Condition when forced to failure in a board flex situation. This reduces the potential for causing catastrophic
failures.

Applications
• Input side filtering (power plane/bus)
• High current applications (battery line)
• Circuits that cannot be fused to open when short circuits occur due to flex cracks
Markets
• Automotive: All applications connected directly to the battery; Conversion to 42V power system
• Power Conversion: Raw power input side filtering
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(148846)

VOLTAGE: 6.3 VDC

Case
Size L W T BW BL EW
0805 2.01 ± 0.20 1.25 ± 0.20 1.14 Max. 0.46 ± 0.10 0.18 +0.25, -0.08 0.25 ± 0.13
1206 3.20 ± 0.20 1.60 ± 0.20 1.27 Max. 0.89 ± 0.10 0.18 +0.25, -0.06 0.38 ± 0.18
0508 2.10 ± 0.15 1.30 ± 0.20 1.02 Max. 0.25 ± 0.10 0.18 +0.25, -0.08 0.25 ± 0.13
0612 1.60 ± 0.20 3.25 ± 0.15 1.22 Max. 0.41 ± 0.10 0.18 +0.25, -0.06 0.41 ± 0.10

Mfg. Part No.
Cap.
(μF) Dielectric Case Size

Tape Cut

Stock No.
Price Each

1-999
● 6R3X14W104MV4T 0.1 X7R 0603 33M5172 0.179

VOLTAGE: 10 VDC

● 100X14W104MV4T 0.1 X7R 0603 01N4570 0.200
● 100X18W474MV4E 0.47 X7R 1206 01N4571 0.260
● 100X41W105MV4E 1 X7R 1210 01N4572 0.482

VOLTAGE: 16 VDC

● 160X14W473MV4T 0.047 X7R 0603 01N4578 0.179
● 160X18W224MV4E 0.22 X7R 1206 01N4579 0.218

VOLTAGE: 25 VDC

● 250X14W223MV4T 0.022 X7R 0603 01N4580 0.143
VOLTAGE: 50 VDC

● 500X14N220MV4T 22 pF C0G/NP0 0603 42M0569 0.030
● 500X14N470MV4T 47 pF C0G/NP0 0603 42M0570 0.030
● 500X14N101MV4T 100 pF C0G/NP0 0603 33M3725 0.111
● 500X14W471MV4T 470 pF X7R 0603 42M0574 0.086
● 500X14W102MV4T 0.001 X7R 0603 01N4581 0.101
● 500X18N102MV4E 0.001 C0G/NP0 1206 01N4582 0.250
● 500X14W152MV4T 0.0015 X7R 0603 42M0571 0.101
● 500X14W222MV4T 0.0022 X7R 0603 42M0572 0.091
● 500X14W472MV4T 0.0047 X7R 0603 42M0575 0.089
● 500X14W103MV4T 0.01 X7R 0603 33M3727 0.156
● 500X15W103MV4E 0.01 X7R 0805 13M4482 0.190
● 500X14W223MV4T 0.022 X7R 0603 42M0573 0.030
● 500X14W473MV4T 0.047 X7R 0603 42M0576 0.030
● 500X18W104MV4E 0.1 X7R 1206 33M3729 0.404
● 500X41W224MV4E 0.22 X7R 1210 33M3730 0.664
● 500X44W404MV4E 0.4 X7R 1410 33M3732 0.693
● 500X43W474MV4E 0.47 X7R 1812 33M3731 1.130

VOLTAGE: 100 VDC

101X18W104MV4E 0.1 X7R 1206 01N4573 0.472
● 101X41W224MV4E 0.22 X7R 1210 01N4574 1.010
● 101X41W334MV4E 0.33 X7R 1210 01N4575 0.963
● 101X44W404MV4E 0.4 X7R 1410 01N4577 0.808
● 101X43W474MV4E 0.47 X7R 1812 01N4576 1.320

(91201)

Mfg. Part No.
Cap.
(pF)

Diel.
Char.

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● W2F43A1018AT1F* 100 NP0 0508 56P3617 0.383

VOLTAGE: 50 VDC

● W3F45C2218AT1F* 220 X7R 0612 55J0201 1.030
● W3F45C4718AT1F* 470 X7R 0612 55J0203 1.030
● W2F15C1028AT1A 1000 X7R 0805 34K0286 0.280
● W2F15C1028AT1F 1000 X7R 0805 54J9977 0.280
● W3F15C1028AT1F 1000 X7R 1206 36K7706 0.288
● W2F15C2228AT1A 2200 X7R 0805 35K2077 0.280
● W3F15C2228AT1F 2200 X7R 1206 35K2085 0.288
● W2F15C4728AT1A 4700 X7R 0805 36K7705 0.280
● W2F15C4728AT1F 4700 X7R 0805 54J9980 0.280
● W3F15C4728AT1A 4700 X7R 1206 35K2086 0.288
● W2F15C1038AT1A 10000 X7R 0805 35K2076 0.280
● W3F15C1038AT1A 10000 X7R 1206 35K2084 0.288
● W2F15C2238AT1F 22000 X7R 0805 36K7704 0.280
● W3F15C2238AT1A 22000 X7R 1206 96M1078 0.288
● W3F15C2238AT1F 22000 X7R 1206 95C2692 0.288
● W2F15C4738AT1A 47000 X7R 0805 35K2078 0.280
● W3F15C4738AT1A 47000 X7R 1206 35K2087 0.288

VOLTAGE: 100 VDC

● W2F11A2208AT1A 22 NP0 0805 35K2074 0.266
● W3F11A2208AT1F 22 NP0 1206 35K2080 0.274
● W3F41A2208AT1F* 22 NP0 0612 55J0197 1.030
● W2F11A4708AT1A 47 NP0 0805 95C2678 0.266
● W3F11A4708AT1F 47 NP0 1206 35K2082 0.274
● W3F41A4708AT1F* 47 NP0 0612 55J0199 1.030
● W2F11A1018AT1A 100 NP0 0805 35K2073 0.266
● W3F11A1018AT1F 100 NP0 1206 35K2079 0.274
● W3F41A1018AT1F* 100 NP0 0612 45J3995 1.030
● W2F11A2218AT1A 220 NP0 0805 35K2075 0.266
● W3F11A2218AT1F 220 NP0 1206 35K2081 0.274
● W2F11A4718AT1F 470 NP0 0805 36K7703 0.266
● W3F11A4718AT1F 470 NP0 1206 35K2083 0.274

X2Y® FILTER &
DECOUPLING CAPACITORS

(72852)

Advantages

W2F/W3F SERIES
FEEDTHRU CAPACITORS

• One device for EMI suppression or decoupling
• Replace up to 7 components with one X2Y
• Differential and common mode attenuation
• Matched capacitance line to ground, both lines
• Low inductance due to cancellation effect
• Capacitance Tolerance: ±20%

DIMENSIONS (mm)

Applications

Top

• FPGA / ASIC / μ-P Decoupling
• DDR Memory Decoupling
• Amplifier FIlter & Decoupling
• High Speed Data Filtering
• Cellular Handsets

Side

VOLTAGE: 25 VDC

AVX’s line of feedthru capacitors are ideal for EMI suppressing, broadband I/O filtering or Vcc power line conditioning.
Unique construction provides low parallel inductance and offers excellent decoupling capability for all high di/dt
environments and provides significant noise reduction in digital circuits to < 5GHz. Large range of capacitor values
available in either NP0 or X7R ceramic dielectrics. Tolerance: +50/-20%. Full reels available. Go online or call.

* Four Elements
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CERAMIC CAPACITORS KITS • CERAMIC CAPACITORS

SURFACE MOUNT
CAPACITOR LAB KITS (CONT.)

Mnf. Part No.
Voltage
(VDC)

Cap.
(μF) Tol.

Temp.
Coeff. Stock No.

Price
1-9

SMX53A104KAN240 25 0.1 ± 10% C0G/NP0 08R6493 62.420
SMX43C106KAN360 25 10 ± 10% X7R 08R6487 107.440
SMX43C156KAN650 25 15 ± 10% X7R 08R6488 152.140
SMX55C105KAN240 50 1 ± 10% X7R 08R6494 68.060
SMX45C505KAN360 50 5 ± 10% X7R 08R6489 179.020
SMX51C205KAN650 100 2 ± 10% X7R 08R6490 85.060
SMX52A102KAN120 200 0.001 ± 10% C0G/NP0 08R6491 40.780
SMX52A103KAN120 200 0.01 ± 10% C0G/NP0 08R6492 43.340

(147944)

SMX SERIES SWITCHMODE
POWER SUPPLY STACKED
MULTILAYER CERAMIC
CAPACITORS

Benefits over wet tantalum:

AVX LOW ESR SURFACE MOUNT CERAMIC CAPACITORS 0805 U SERIES

Mfg. Part No. Package Style Qty.
Val-
ues

Range
Stock No.

Price
Each

● AVXRCCAPC080530ABS25 Case 10 30 1pF-160pF 80K6579 147.950
● AVXRCCAPC080530ABN25 Notebook 25 30 1pF-160pF 80K6578 192.980
● AVXRCCAPC080530ABS50 Notebook 50 30 1pF-160pF 80K6580 216.140

AVX LEADED RADIAL CERAMIC CAPACITORS SR SERIES

AVXCAPLC28S25 Case 25 28 10pF-0.22uF 57J3020 243.150
AVXCAPLC28S50 Case 50 28 10pF-0.22uF 21K5094 373.090

AVX SURFACE MOUNT TANTALUM CAPACITORS TAJ SERIES - SIZES A, B, C, D, E

● AVXRCCAPT32N5 Notebook 5 32 0.1uF-100uF 80K6592 165.960
● AVXRCCAPT32S10 Case 10 32 0.1uF-100uF 80K6593 285.610
● AVXRCCAPT32S25 Case 25 32 0.1uF-100uF 78K7302 551.910
● AVXRCCAPT32N25 Notebook 25 32 0.1uF-100uF 80K6591 527.470
● AVXRCCAPT32S50 Case 50 32 0.1uF-100uF 80K6594 936.580
● AVXRCCAPT32C50 Cabinet 50 32 0.1uF-100uF 80K6589 945.580

AVX SURFACE MOUNT LOW ESR TANTALUM CAPACITORS TPS SERIES - SIZES A, B, C, D, E

● AVXRCCAPTLE32N5 Notebook 5 32 1.5uF-680uF 80K6586 357.650
● AVXRCCAPTLE32S10 Case 10 32 1.5uF-680uF 80K6587 654.830
● AVXRCCAPTLE32S25 Case 25 32 1.5uF-680uF 80K6588 1458.900

AVX LEADED TANTALUM CAPACITORS - TAP SERIES: 4.5 -8.5mm

AVXCAPLT20N25 Notebook 25 20 0.1uF-100uF 21K5095 367.940
AVXCAPLT20S50 Case 50 20 0.1uF-100uF 21K5096 676.700

AVX NIOBIUM OXIDE CAPACITORS: NOJ SERIES

● AVXRCOXICAP7N5 Notebook 5 7 10uF-330uF 80K6596 73.330
● AVXRCOXICAP7S10 Case 10 7 10uF-330uF 80K6597 97.780

AVX SURFACE MOUNT THIN FILM ACCU-P CAPACITORS - 0603 ACCU-P SERIES

AVXACCUP060330N5 Notebook 5 30 0.1pF-22pF 21K5065 213.560
AVXACCUP060330S10 Case 10 30 0.1pF-22pF 21K5066 331.920
AVXACCUP060330S25 Case 25 30 0.1pF-22pF 49H6628 634.250

AVX SURFACE MOUNT THIN FILM ACCU-P CAPACITORS - 0805 ACCU-P SERIES

AVXACCUP080529N5 Notebook 5 29 0.2pF-47pF 21K5068 253.440
AVXACCUP080529N10 Notebook 10 29 0.2pF-47pF 21K5067 438.700
AVXACCUP080529S25 Case 25 29 0.2pF-47pF 49H6630 801.310

VISHAY/SPRAGUE

SPRAGUE SUERFACE MOUNT TANTALUM CAPACITORS - 293D SERIES: SIZES A, B, C, D, E

● SPRARCCAPT32N10 Notebook 10 32 22uF-330uF 80K6686 338.350
● SPRARCCAPT32C25 Cabinet 25 32 22uF-330uF 40M9566 616.240

SPRAGUE SURFACE MOUNT TANTALUM CAPACITORS LOW ESR- 593D SERIES: SIZES A, B, C, D, E

SPRACAPTLE10N10 Notebook 10 10 22uF-330uF 21K5161 251.440
SPRACAPTLE10S25 Case 25 10 22uF-330uF 21K5162 537.170

Mfg. Part No. Package Style Qty.
Val-
ues

Range
Stock No.

Price
Each

● AVXCAPC020153S25 Case 25 53 0.5pF-0.047uF 21K5072 374.380
● AVXCAPC020153N25 Notebook 25 53 0.5pF-0.047uF 21K5069 366.660
● AVXCAPC020153S50 Case 50 53 0.5pF-0.047uF 21K5073 598.230
● AVXCAPC020153N50 Notebook 50 53 0.5pF-0.047uF 21K5070 590.510
● AVXCAPC020153S100 Case 100 53 0.5pF-0.047uF 21K5071 1016.340

AVX SURFACE MOUNT CERAMIC CAPACITORS 0402

● AVXRCCAPC040226ABS10 Case 10 26 1.0pF-0.1uF 73K6384 52.750
● AVXRCCAPC040226ABN10 Notebook 10 26 1.0pF-0.1uF 80K6567 133.800
● AVXRCCAPC040261S25 Case 25 61 0.5pF-0.22F 80K6571 257.300
● AVXRCCAPC040261N25 Notebook 25 61 0.5pF-0.22F 80K6569 283.030
● AVXRCCAPC040261S50 Case 50 61 0.5pF-0.22F 78K5786 472.150
● AVXRCCAPC040261N50 Notebook 50 61 0.5pF-0.22F 74K4645 474.720
● AVXRCCAPC040261C50 Case 50 61 0.5pF-0.22F 80K6568 425.840
● AVXRCCAPC040261C100 Cabinet 100 61 0.5pF-0.22F 75K6305 750.030

AVX SURFACE MOUNT CERAMIC CAPACITORS 0603

● AVXRCCAPC060330ABS10 Case 10 30 1pF-1.0uF 80K6573 69.480
● AVXRCCAPC060330ABN10 Notebook 10 30 1pF-1.0uF 80K6572 106.780
● AVXRCCAPC060367S25 Case 25 67 1pF-1.0uF 80K6577 250.870
● AVXRCCAPC060367N25 Notebook 25 67 1pF-1.0uF 80K6575 263.740
● AVXRCCAPC060367S50 Case 50 67 1pF-1.0uF 78K5787 436.130
● AVXRCCAPC060367N50 Notebook 50 67 1pF-1.0uF 79K4706 446.420
● AVXRCCAPC060367C50 Case 50 67 1pF-1.0uF 80K6574 391.100
● AVXRCCAPC060367C100 Cabinet 100 67 1pF-1.0uF 75K6307 535.190

AVX SURFACE MOUNT CERAMIC CAPACITORS 0805

● AVXRCCAPC080530ABS10 Case 10 30 1pF-10uF 73K2153 73.330
● AVXRCCAPC080530ABN10 Notebook 10 30 1pF-10uF 73K2304 114.500
● AVXRCCAPC080570S25 Case 25 70 1pF-10uF 80K6585 340.930
● AVXRCCAPC080570N25 Notebook 25 70 1pF-10uF 80K6584 346.070
● AVXRCCAPC080570S50 Case 50 70 1pF-10uF 74K0189 490.160
● AVXRCCAPC080570N50 Notebook 50 70 1pF-10uF 79K4708 481.160
● AVXRCCAPC080570C50 Cabinet 50 70 1pF-10uF 80K6582 469.580
● AVXRCCAPC080570S100 Case 100 70 1pF-10uF 74K3436 766.760

AVX SURFACE MOUNT CERAMIC CAPACITORS 1206

● AVXRCCAPC120630ABS10 Case 10 30 1pF-22uF 86K8331 92.630
● AVXRCCAPC120630ABN10 Notebook 10 30 1pF-22uF 40M8121 109.360
● AVXRCCAPC120667S25 Case 25 67 1pF-22uF 40M8126 281.750
● AVXRCCAPC120667N25 Notebook 25 67 1pF-22uF 40M8123 409.110
● AVXRCCAPC120667S50 Case 50 67 1pF-22uF 40M8127 443.850
● AVXRCCAPC120667N50 Notebook 50 67 1pF-22uF 40M8124 595.650
● AVXRCCAPC120667C50 Cabinet 50 67 1pF-22uF 40M8122 455.430
● AVXRCCAPC120667S100 Case 100 67 1pF-22uF 40M8125 972.600

AVX LOW ESR SURFACE MOUNT CERAMIC CAPACITORS 0402 U SERIES

AVXCAPC040215S10 Case 10 15 0.5pF-15pF 49H6632 60.470
AVXCAPC040215N10 Notebook 10 15 0.5pF-15pF 21K5074 91.350
AVXCAPC040215S25 Case 25 15 0.5pF-15pF 49H6633 108.070
AVXCAPC040215N25 Notebook 25 15 0.5pF-15pF 21K5075 120.940
AVXCAPC040215S50 Case 50 15 0.5pF-15pF 21K5076 171.110

AVX LOW ESR SURFACE MOUNT CERAMIC CAPACITORS 0603 U SERIES

AVXCAPC060323N10 Notebook 10 23 0.1pF-22pF 21K5079 137.660
● AVXCAPC060323N25 Notebook 25 23 0.1pF-22pF 21K5080 285.610
● AVXCAPC060323S50 Case 50 23 0.1pF-22pF 21K5081 487.590

• Much lower ESR and lower losses
• Excellent capacitance retention with

frequency
• Excellent high frequency performance
• Low DC leakage current
• Much higher current handling capabilities

(75339)

SMX-style, stacked Switch Mode Power Supply Capacitors (SMPS) utilize multilayer ceramic (MLC) construction and are
ideally suited for high temperature applications up to 200°C. This product is intended for downhole oil exploration, as
well as space and aerospace electronics. The high temperature solder utilized in the construction of SMX-style parts
assures reliable operation in harsh environments. The SMX-style capacitors are ideally suited for applications as DC
filters in high power, high frequency motor drives, high pulsed-current circuitry, as well as low power electronics.
SMX-style, SMPS capacitors are characterized with excellent performance in comparison to wet tantalum products.

SURFACE MOUNT
CAPACITOR LAB KITS

Capacitor kits provide all standard values of the series for
engineering design purposes. Components are supplied in
labeled boxes and conveniently stored in plastic cases for
easy access. Replacement components are readily available,
go online or call.

AVX SURFACE MOUNT CERAMIC CAPACITORS 0201

Notebook CaseCabinet
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CERAMIC CAPACITORS

Mfg. Part No.
Voltage
(VDC)

Cap.
(uF)

Tol.
+/- %

Temp.
Coeff. Stock No.

Price Each
1-9

SK043E106ZAA 25 10 +80, -20% Z5U 29H4551 5.980
SK055C104MAA 50 0.1 ± 20% X7R 19M0481 6.200
SK045C335KAA 50 3.3 ± 10% X7R 25H8943 5.980
SK055C565KAA 50 5.6 ± 10% X7R 19M0482 6.200
SK055E106ZAA 50 10 +80, -20% Z5U 01H6866 6.200
SK041C275KAA 100 2.7 ± 10% X7R 19M0477 5.980
SK041E475ZAA 100 4.7 +80, -20% Z5U 19M0478 5.980
SK061E226ZAA 100 22 +80, -20% Z5U 19M0483 15.620
SK032C564KAA 200 0.56 ± 10% X7R 19M0476 3.250
SK052C105KAA 200 1 ± 10% X7R 27C7683 6.200

● SK052E475ZAR 200 4.7 +80, -20% Z5U 12M5883 19.990
SK052E475ZAA 200 4.7 +80, -20% Z5U 19M0480 6.200
SK017C103KAA 500 0.01 ± 10% X7R 91H3767 2.000
SK057C474KAA 500 0.47 ± 10% X7R 26H6223 6.200
SK037C104KAA 500 0.1 ± 10% X7R 92H3065 3.250

SV SERIES

SV02AC472KAA 1000 0.0047 ± 10% X7R 19M0485 2.320
SV01AC103KAA 1000 0.01 ± 10% X7R 78H1299 2.130

● SV01AC103KAR 1000 0.01 ± 10% X7R 01P2920 2.130
● SV05AC104KAR 1000 0.1 ± 10% X7R 01P1399 3.530
● SV06AC104KAR 1000 0.1 ± 10% X7R 01P2922 3.910

SV05AC104KAA 1000 0.1 ± 10% X7R 19M0486 3.530
SV06AC104KAA 1000 0.1 ± 10% X7R 94C5507 3.910
SV07AC104KAA 1000 0.1 ± 10% X7R 19M0487 6.610
SV08AC224KAA 1000 0.22 ± 10% X7R 19M0488 10.510
SV09AC474KAA 1000 0.47 ± 10% X7R 19M0489 11.520
SV09AC105KAA 1000 1 ± 10% X7R 66H8206 11.520
SV12AC105KAA 1000 1 ± 10% X7R 19M0490 29.380
SV01GC331KAA 2000 0.00033 ± 10% X7R 19M0484 2.130

Temp. Coeff. NPO X7R Z5R
TCR 0 ±30ppm/°C 

for values >20pF
0 +120,-40ppm/°C 

for values ≤20pF

±15% +22%, -56%

Insulation Resistance 100,000MΩ 100,000MΩ 10,000MΩ
Operating Temperature –55°C to +125°C –55°C to +125°C +10°C to +85°C

Style AR15 AR20 AR21 AR30 AR40
Width (mm) 3.81 5.08 5.08 7.62 10.16
Height (mm) 3.81 5.08 5.08 7.62 10.16
Thickness (mm) 2.54 3.175 3.175 3.81 3.81
Lead Spacing (mm) 2.54 2.54 5.08 5.08 5.08

Mfg. Part No.
Cap.
(pF) Stock No.

Price Each

1-9 10-99
100-
499

● SR305A103JAR 10,000 65M4329 0.937 0.894 0.854
VOLTAGE: 50 VDC, X7R, TOLERANCE: ±10%

● SR155C102KAR 1000 56K3623 0.157 0.150 0.143
● SR155C103KAR 10,000 36K5964 0.103 0.098 0.094
● SR215C103JAR 10,000 56K3755 0.305 0.291 0.278
● SR215C103KAR 10,000 36K6111 0.083 0.080 0.076
● SR215C103KARTR1 10,000 36K6114 0.061 … …
● SR215C223KAR 22,000 70K4946 0.126 0.120 0.115
● SR215C473KAR 47,000 36K6154 0.126 0.120 0.115
● SR215C473KARTR1 47,000 36K6156 0.092 … …
● SR205C104KAR 100,000 55K4482 0.116 0.110 0.105
● SR205C104KARTR1 100,000 36K5999 0.084 … …
● SR215C104KAR 100,000 36K6116 0.078 0.074 0.071
● SR215C104KARTR1 100,000 36K6118 0.057 … …

Mnf. Part No. Cap.
Cap.
Tol.

Diel.
Char. Stock No.

Price
1-49

● AR215F102K4R 1000 pF ± 10% X8R 65M7624 0.416
● AR155C103K4R 0.01 μF ± 10% X7R 65M7582 0.266
● AR215F103K4R 0.01 μF ± 10% X8R 65M7627 0.416
● AR215F104K4R 0.1 μF ± 10% X8R 65M7630 0.476
● AR215C224K4R 0.22 μF ± 10% X7R 65M7623 0.971
● AR305C474K4R 0.47 μF ± 10% X7R 65M7636 1.960

VOLTAGE: 100 VDC

● AR211A101K4R 100 pF ± 10% C0G/NP0 65M7603 0.373
● AR151C102K4R 1000 pF ± 10% X7R 65M7577 0.266
● AR201C102K4R 1000 pF ± 10% X7R 65M7585 0.373
● AR211A102K4R 1000 pF ± 10% C0G/NP0 65M7604 0.428
● AR211C102K4R 1000 pF ± 10% X7R 65M7605 0.349
● AR151C103K4R 0.01 μF ± 10% X7R 65M7578 0.317
● AR201C103K4R 0.01 μF ± 10% X7R 65M7586 0.373
● AR211C103K4R 0.01 μF ± 10% X7R 65M7608 0.349
● AR201C104K4R 0.1 μF ± 10% X7R 65M7588 0.422
● AR211C104K4R 0.1 μF ± 10% X7R 65M7611 0.422
● AR401C105K4R 1 μF ± 10% X7R 65M7639 7.520

(89607)

Mnf. Part No.
Voltage
(VDC)

Cap.
(μF) Tol.

Pitch
(mm) Stock No.

Price
1-9

● SE033C685KAR 25 6.8 ± 10% 5.08 09R9178 11.590
● SE043C106KAR 25 10 ± 10% 5.08 09R9181 16.630
● SE053C186KAR 25 18 ± 10% 10.2 09R9184 20.900
● SE015C105KAR 50 1 ± 10% 5.08 09R9177 7.410
● SE035C475KAR 50 4.7 ± 10% 5.08 09R9179 10.450
● SE045C106KAR 50 10 ± 10% 5.08 09R9182 16.150
● SE041C685KAR 100 6.8 ± 10% 5.08 09R9180 20.570
● SE051C106KAR 100 10 ± 10% 10.2 09R9183 19.950

(147958)

SK SERIES

(107000)

AR SERIES CONFORMALLY
COATED RADIAL LEAD
MULTILAYER CERAMIC
CAPACITORS

SE SERIES SWITCHMODE POWER
SUPPLY RADIAL LEAD MULTILAYER
CERAMIC CAPACITORS

SR SERIES PERFORMANCE CHARACTERISTICS

SK series capacitors are designed for input or output filtering in switch mode power supplies and are specially
processed to handle high currents. The high voltage SV series capacitors exhibit low ESR at high frequencies and are
ideally suited for applications such as snubbers in high frequency power converters, resonators in SMPS, and high
voltage coupling/DC blocking.

SR SERIES
CONFORMALLY
COATED DIPPED
RADIAL CAPACITORS

Specifications

Specifications
• Temperature Coefficients: C0G

(NP0), X7R, X8R
• Voltage Range: 50-200 VDC
• Case Material: Epoxy
• Lead Material: Solderable
• Qualified: to AEC-Q200
• Temperature Range: up to 150°C
• Also available in tape on reel

• Temperature Coefficient : X7R,
±15% over -55°C to +125°C

• Life Test (1000 hrs): 200% rated
voltage at +125°C

SR “Skycap®” series are dipped radial capacitors available in NP0, X7R and Z5U dielectric characteristics.

Specifications:
• X7R dielectric:

-55°C to 125°C
• Z5U dielectric:

10°C to 85°C

VOLTAGE: 50 VDC

Features

SK/SV SERIES CONFORMALLY
LEADED RADIAL MULTILAYER
CERAMIC CAPACITORS

VOLTAGE: 50 VDC, NPO, TOLERANCE: ±10%

• Conformally coated
• Capacitance extension to popular SK ranges
• Compares favorably to high CV ranges

offered in much less stable Y5U dielectric
• Designed for input & output filtering

applications in switch mode power supplies

DIMENSIONS
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CERAMIC CAPACITORS

SR SERIES CONFORMALLY COATED DIPPED RADIAL CAPACITORS (CONT.)SR SERIES CONFORMALLY COATED DIPPED RADIAL CAPACITORS (CONT.)

VOLTAGE: 50 VDC, X7R, TOLERANCE: ±10%

Mfg. Part No.
Cap.
(pF) Stock No.

Price Each

1-9 10-99
100-
499

● SR275C104KAR 100,000 70K5023 0.292 0.278 0.266
● SR215C224KAR 220,000 36K6138 0.213 0.203 0.194
● SR215C224KARTR1 220,000 36K6141 0.155 … …
● SR305C334KAR 330,000 36K6229 0.539 0.514 0.491
● SR305C474KAR 470,000 56K3827 0.361 0.344 0.329
● SR305C474KARTR1 470,000 56K3828 0.263 … …
● SR305C105KAR 1,000,000 36K6225 0.608 0.579 0.553
● SR305C105KARTR1 1,000,000 36K6226 0.442 … …

VOLTAGE: 50 VDC, Z5U, TOLERANCE: ±20%

● SR155E103MAR 10,000 70K4799 0.148 0.141 0.135
● SR155E104MAR 100,000 56K3628 0.163 0.155 0.149
● SR205E104MAR 100,000 56K3662 0.072 0.069 0.065
● SR205E104MARTR1 100,000 56K3664 0.052 … …
● SR215E104MAR 100,000 36K6164 0.072 0.069 0.065
● SR215E104MARTR1 100,000 36K6167 0.052 … …
● SR225E104MAR 100,000 70K5007 0.185 0.177 0.169
● SR275E104MAR 100,000 56K3801 0.185 0.177 0.169
● SR295E104MARTR1 100,000 78M2476 0.052 … …
● SR205E224MAR 220,000 70K4824 0.216 0.206 0.197
● SR215E224MAR 220,000 70K4953 0.150 0.143 0.137
● SR215E224MARTR1 220,000 36K6172 0.109 … …
● SR205E334MAR 330,000 70K4825 0.248 0.237 0.226
● SR215E334MAR 330,000 70K4955 0.183 0.174 0.166
● SR215E334MARTR1 330,000 36K6174 0.133 … …
● SR205E474MAR 470,000 53K6462 0.296 0.282 0.269
● SR215E474MAR 470,000 36K6178 0.234 0.223 0.213
● SR215E474MARTR1 470,000 56K3785 0.215 … …
● SR215E105MAR 1,000,000 36K6169 0.283 0.270 0.258
● SR305E105MAR 1,000,000 56K3831 0.377 0.359 0.343
● SR305E105MARTR1 1,000,000 36K6232 0.274 … …
● SR215E105MARTR1 2,000,000 36K6170 0.206 … …
● SR505E475MAR 4,700,000 70K5079 3.400 3.240 3.100

VOLTAGE: 100 VDC, NPO, TOLERANCE: ±5%

● SR151A100JAR 10 36K5897 0.101 0.096 0.092
● SR211A100JAR 10 70K4828 0.219 0.209 0.200
● SR151A150JAR 15 36K5905 0.195 0.186 0.178
● SR151A180JAR 18 36K5909 0.195 0.186 0.178
● SR151A220JAR 22 36K5911 0.100 0.096 0.091
● SR211A220JAR 22 70K4845 0.219 0.209 0.200
● SR211A220JARTR1 22 70K4846 0.160 … …
● SR151A270JAR 27 56K3578 0.195 0.186 0.178
● SR151A330JAR 33 56K3580 0.101 0.096 0.092
● SR211A330JAR 33 36K6024 0.281 0.268 0.256
● SR211A330JARTR1 33 56K3680 0.205 … …
● SR151A470JAR 47 70K4749 0.195 0.186 0.178
● SR211A560JAR 56 70K4868 0.281 0.268 0.256
● SR151A101JAR 100 36K5899 0.125 0.119 0.114
● SR151A101KAR 100 56K3574 0.167 0.159 0.152
● SR211A101JAR 100 70K4830 0.281 0.268 0.256
● SR211A101JARTR1 100 70K4831 0.205 … …
● SR151A121JAR 120 36K5904 0.219 0.209 0.199
● SR151A151JAR 150 36K5907 0.219 0.209 0.200
● SR151A181JAR 180 70K4736 0.219 0.209 0.200
● SR151A221JAR 220 36K5916 0.084 0.080 0.076
● SR151A221KAR 220 70K4739 0.172 0.164 0.156
● SR211A221JAR 220 36K6017 0.281 0.268 0.256
● SR151A271JAR 270 70K4741 0.228 0.217 0.208
● SR151A331JAR 330 36K5919 0.084 0.080 0.076
● SR211A331JAR 330 36K6027 0.281 0.268 0.256
● SR151A471JAR 470 36K5923 0.101 0.096 0.092
● SR151A471JARTR1 470 70K4751 0.073 … …
● SR151A471KAR 470 70K4752 0.204 0.195 0.186
● SR201A102JAR 1000 36K5974 0.159 0.152 0.145
● SR201A102JARTR1 1000 36K5975 0.116 … …
● SR211A102JAR 1000 56K3666 0.144 0.137 0.131
● SR211A102JARTR1 1000 56K3667 0.105 … …
● SR301A103JAR 10,000 56K3808 0.681 0.649 0.620

VOLTAGE: 100 VDC, X7R, TOLERANCE: ±10%

● SR151C102KAR 1000 36K5928 0.073 0.069 0.066
● SR151C102KARTR1 1000 36K5929 0.053 … …
● SR211C102KAR 1000 36K6039 0.085 0.081 0.078
● SR211C102KARTR1 1000 56K3690 0.062 … …

VOLTAGE: 100 VDC, X7R, TOLERANCE: ±10%

Mfg. Part No.
Cap.
(pF) Stock No.

Price Each

1-9 10-99
100-
499

● SR151C152KAR 1500 56K3591 0.157 0.150 0.143
● SR151C222KAR 2200 36K5934 0.118 0.113 0.108
● SR151C332KAR 3300 56K3593 0.157 0.150 0.143
● SR151C472KAR 4700 56K3595 0.118 0.113 0.108
● SR211C472KAR 4700 70K4899 0.118 0.113 0.108
● SR151C103KAR 10,000 36K5932 0.073 0.069 0.066
● SR151C103KARTR1 10,000 36K5933 0.053 … …
● SR211C103KAR 10,000 36K6043 0.090 0.086 0.082
● SR211C103KARTR1 10,000 36K6045 0.066 … …
● SR201C223KAR 22,000 36K5988 0.219 0.209 0.199
● SR211C222KAR 22,000 36K6059 0.118 0.113 0.108
● SR211C223KAR 22,000 56K3703 0.119 0.113 0.108
● SR201C333KAR 33,000 56K3641 0.219 0.209 0.199
● SR201C473KAR 47,000 36K5990 0.234 0.223 0.213
● SR201C473KARTR1 47,000 56K3643 0.170 … …
● SR211C473KAR 47,000 56K3710 0.174 0.166 0.159
● SR201C104KAR 100,000 56K3637 0.104 0.100 0.095
● SR201C104KARTR1 100,000 36K5984 0.076 … …
● SR211C104KAR 100,000 36K6052 0.090 0.086 0.082
● SR211C104KARTR1 100,000 36K6055 0.066 … …
● SR401C105KAR 1,000,000 36K6241 2.150 2.050 1.960

VOLTAGE: 100 VDC, Z5U, TOLERANCE: +80% to -20%

● SR151E103MAR 10,000 70K4764 0.148 0.141 0.135
● SR211E103MAR 10,000 70K4907 0.157 0.150 0.143
● SR211E103MARTR1 10,000 36K6068 0.114 … …
● SR201E104MAR 100,000 56K3645 0.204 0.195 0.186
● SR201E104MARTR1 100,000 56K3646 0.149 … …
● SR211E104MAR 100,000 70K4908 0.128 0.122 0.116
● SR211E104MARTR1 100,000 36K6071 0.093 … …
● SR301E474MAR 470,000 56K3818 0.324 0.309 0.295
● SR301E105MAR 1,000,000 56K3817 0.538 0.513 0.490
● SR301E105MARTR1 1,000,000 36K6215 0.392 … …

VOLTAGE: 200 VDC, NPO, TOLERANCE: ±10%

● SR152A470KAR 47 70K4773 0.157 0.150 0.143

Ceramic
Case
Size Specs

Cap.
Code

Cap.
Tol.

Rated
Voltage Dielectric

Internal
Construction

Lead
Material

C 315 C 100 J 2 G 5 C

(50571)

Case Size
L

Max.
H

Max.
T

Max.
S*

±0.030
D

+0.004–0.001
C315 0.150″ 0.210″ 0.100″ 0.100″ 0.020″
C317 0.150″ 0.230″ 0.100″ 0.200″ 0.020″
C320 0.200″ 0.260″ 0.125″ 0.100″ 0.020″
C322 0.200″ 0.260″ 0.125″ 0.200″ 0.020″
C324 0.200″ 0.260″ 0.125″ 0.100″ 0.020″
C330 0.300″ 0.360″ 0.150″ 0.200″ 0.020″
C340 0.400″ 0.460″ 0.150″ 0.200″ 0.020″
C350 0.500″ 0.560″ 0.200″ 0.400″ 0.025″

Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C315C332K5R5TA 3300 X7R ± 10% 72K6349 0.140
● C315C472M5U5TA 4700 Z5U ± 20% 72K6357 0.130

C3XX SERIES CONFORMALLY
COATED DIPPED RADIAL
CAPACITORS

DIMENSIONS

* Measured at seating plane

• Conformal-Coated Capacitors
• Meets Flame Requirements UL94V-0
• Operating Temperature: -55°C to +85°C

C315 SERIES, VOLTAGE: 50 VDC

SPECIFICATIONS IN TYPE NUMBER
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Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C315C682M5U5TA 6800 Z5U ± 20% 72K6362 0.194
● C315C822K5R5TA 8200 X7R ± 10% 72K6365 0.150
● C315C103J5R5TA 10000 X7R ± 5% 72K6332 0.190
● C315C103K5R5TA 10000 X7R ± 10% 97H5337 0.110
● C315C103M5U5TA 10000 Z5U ± 20% 39K6431 0.090
● C315C153K5R5TA 15000 X7R ± 10% 97H5339 0.218
● C315C153M5U5TA 15000 Z5U ± 20% 72K6340 0.130
● C315C333K5R5TA 33000 X7R ± 10% 97H5345 0.170
● C315C333M5U5TA 33000 Z5U ± 20% 72K6351 0.130
● C315C473M5U5TA 47000 Z5U ± 20% 39K6590 0.189
● C315C683M5U5TA 68000 Z5U ± 20% 72K6363 0.150
● C315C104M5U5TA 100000 Z5U ± 20% 39K6432 0.120

C315 SERIES, VOLTAGE: 100 VDC

● C315C100J1G5TA 10 C0G/NP0 ± 5% 32K5442 0.190
● C315C151J1G5TA 150 C0G/NP0 ± 5% 57K7105 0.210
● C315C181J1G5TA 180 C0G/NP0 ± 5% 72K6341 0.230
● C315C221J1G5TA 220 C0G/NP0 ± 5% 43K3169 0.190
● C315C271F1G5TA 270 C0G/NP0 ± 1% 72K6344 0.980
● C315C271K1G5TA 270 C0G/NP0 ± 10% 72K6345 0.170
● C315C331J1G5TA 330 C0G/NP0 ± 5% 43K3175 0.220
● C315C331K1G5TA 330 C0G/NP0 ± 10% 72K6346 0.170
● C315C471J1G5TA 470 C0G/NP0 ± 5% 57K8709 0.230
● C315C471K1G5TA 470 C0G/NP0 ± 10% 13K6184 0.170
● C315C681J1G5TA 680 C0G/NP0 ± 5% 72K6359 0.280
● C315C102J1G5TA 1000 C0G/NP0 ± 5% 13K6147 0.240
● C315C102K1R5TA 1000 X7R ± 10% 18K5574 0.090
● C315C102M1U5TA 1000 Z5U ± 20% 72K6331 0.120
● C315C152M1U5TA 1500 Z5U ± 20% 72K6338 0.194
● C315C222K1R5TA 2200 X7R ± 10% 43K3171 0.140
● C315C332K1R5TA 3300 X7R ± 10% 13K6177 0.140
● C315C472K1R5TA 4700 X7R ± 10% 57K8710 0.120
● C315C472M1U5TA 4700 Z5U ± 20% 72K6356 0.130
● C315C682K1R5TA 6800 X7R ± 10% 18K5618 0.150
● C315C682M1U5TA 6800 Z5U ± 20% 72K6361 0.194
● C315C103K1R5TA 10000 X7R ± 10% 97H5336 0.090
● C315C103M1U5TA 10000 Z5U ± 20% 72K6333 0.120
● C315C153M1U5TA 15000 Z5U ± 20% 72K6339 0.217

C315 SERIES, VOLTAGE: 200 VDC

● C315C100J2G5TA 10 C0G/NP0 ± 5% 18K5570 0.190
● C315C100K2G5TA 10 C0G/NP0 ± 10% 72K6330 0.160
● C315C150J2G5TA 15 C0G/NP0 ± 5% 13K6163 0.210
● C315C150K2G5TA 15 C0G/NP0 ± 10% 72K6334 0.180
● C315C180J2G5TA 18 C0G/NP0 ± 5% 57K8706 0.210
● C315C220J2G5TA 22 C0G/NP0 ± 5% 13K6167 0.210
● C315C270J2G5TA 27 C0G/NP0 ± 5% 18K5596 0.210
● C315C270K2G5TA 27 C0G/NP0 ± 10% 57K8708 0.180
● C315C330J2G5TA 33 C0G/NP0 ± 5% 13K6175 0.210
● C315C330K2G5TA 33 C0G/NP0 ± 10% 18K5601 0.180
● C315C680K2G5TA 68 C0G/NP0 ± 10% 72K6358 0.190
● C315C101J2G5TA 100 C0G/NP0 ± 5% 39K6423 0.210
● C315C101K2R5TA 100 X7R ± 10% 18K5572 0.160
● C315C151K2R5TA 150 X7R ± 10% 72K6335 0.180
● C315C181J2G5TA 180 C0G/NP0 ± 5% 72K6342 0.230
● C315C221J2G5TA 220 C0G/NP0 ± 5% 57K8707 0.240
● C315C221K2R5TA 220 X7R ± 10% 43K3170 0.180
● C315C331J2G5TA 330 C0G/NP0 ± 5% 57K7114 0.280
● C315C331K2G5TA 330 C0G/NP0 ± 10% 72K6347 0.250
● C315C331K2R5TA 330 X7R ± 10% 72K6348 0.180
● C315C391J2G5TA 390 C0G/NP0 ± 5% 72K6353 0.280
● C315C471J2G5TA 470 C0G/NP0 ± 5% 72K6354 0.280
● C315C471K2R5TA 470 X7R ± 10% 72K6355 0.180
● C315C681K2R5TA 680 X7R ± 10% 72K6360 0.180
● C315C102K2R5TA 1000 X7R ± 10% 94H9287 0.160
● C315C152K2R5TA 1500 X7R ± 10% 72K6336 0.180
● C315C222K2R5TA 2200 X7R ± 10% 72K6343 0.180

C317 SERIES, VOLTAGE: 50 VDC

● C317C332K5R5TA 3300 X7R ± 10% 91H4504 0.140
● C317C472M5R5TA 4700 X7R ± 20% 72K6387 0.140
● C317C682K5R5TA 6800 X7R ± 10% 91H4511 0.150
● C317C682M5U5TA 6800 Z5U ± 20% 72K6391 0.130
● C317C103K5R5TA 10000 X7R ± 10% 91H4494 0.110
● C317C103M5U5TA 10000 Z5U ± 20% 39K6665 0.120
● C317C153K5R5TA 15000 X7R ± 10% 72K6370 0.150
● C317C153M5U5TA 15000 Z5U ± 20% 72K6372 0.183

C317 SERIES, VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C317C223K5R5TA 22000 X7R ± 10% 91H4501 0.160
● C317C223M5U5TA 22000 Z5U ± 20% 72K6377 0.130
● C317C273K5R5TA 27000 X7R ± 10% 72K6378 0.160
● C317C333K5R5TA 33000 X7R ± 10% 91H4505 0.160
● C317C333M5U5TA 33000 Z5U ± 20% 72K6382 0.130
● C317C473M5U5TA 47000 Z5U ± 20% 39K6828 0.130
● C317C683M5U5TA 68000 Z5U ± 20% 57K8718 0.150
● C317C104M5U5TA 100000 Z5U ± 20% 94H9294 0.090

C317 SERIES, VOLTAGE: 100 VDC

● C317C151J1G5TA 150 C0G/NP0 ± 5% 13K6242 0.200
● C317C221J1G5TA 220 C0G/NP0 ± 5% 57K8714 0.220
● C317C391K1G5TA 390 C0G/NP0 ± 10% 72K6384 0.232
● C317C102J1G5TA 1000 C0G/NP0 ± 5% 18K5640 0.240
● C317C102K1R5TA 1000 X7R ± 10% 13K6223 0.130
● C317C102M1U5TA 1000 Z5U ± 20% 43K3182 0.120
● C317C152M1U5TA 1500 Z5U ± 20% 72K6369 0.188
● C317C222M1U5TA 2200 Z5U ± 20% 72K6376 0.188
● C317C332K1R5TA 3300 X7R ± 10% 72K6380 0.140
● C317C332M1U5TA 3300 Z5U ± 20% 72K6381 0.188
● C317C472K1R5TA 4700 X7R ± 10% 39K6827 0.150
● C317C472M1U5TA 4700 Z5U ± 20% 72K6386 0.130
● C317C682K1R5TA 6800 X7R ± 10% 72K6389 0.150
● C317C682M1U5TA 6800 Z5U ± 20% 72K6390 0.188
● C317C103K1R5TA 10000 X7R ± 10% 13K6228 0.140
● C317C103M1U5TA 10000 Z5U ± 20% 57K7123 0.120
● C317C153M1U5TA 15000 Z5U ± 20% 72K6371 0.210

C317 SERIES, VOLTAGE: 200 VDC

● C317C100J2G5TA 10 C0G/NP0 ± 5% 57K8711 0.190
● C317C220J2G5TA 22 C0G/NP0 ± 5% 39K6742 0.210
● C317C330J2G5TA 33 C0G/NP0 ± 5% 13K6258 0.210
● C317C390J2G5TA 39 C0G/NP0 ± 5% 72K6383 0.210
● C317C470J2G5TA 47 C0G/NP0 ± 5% 39K6816 0.210
● C317C680J2G5TA 68 C0G/NP0 ± 5% 72K6388 0.220
● C317C101J2G5TA 100 C0G/NP0 ± 5% 18K5637 0.210
● C317C151J2G5TA 150 C0G/NP0 ± 5% 72K6366 0.230
● C317C151K2R5TA 150 X7R ± 10% 72K6367 0.180
● C317C221J2G5TA 220 C0G/NP0 ± 5% 72K6373 0.240
● C317C221K2R5TA 220 X7R ± 10% 72K6374 0.180
● C317C331J2G5TA 330 C0G/NP0 ± 5% 13K6260 0.280
● C317C331K2R5TA 330 X7R ± 10% 72K6379 0.180
● C317C471J2G5TA 470 C0G/NP0 ± 5% 91H4507 0.400
● C317C471K2R5TA 470 X7R ± 10% 72K6385 0.180
● C317C102K2R5TA 1000 X7R ± 10% 91H4491 0.160
● C317C152K2R5TA 1500 X7R ± 10% 72K6368 0.180
● C317C222K2R5TA 2200 X7R ± 10% 72K6375 0.180

C320 SERIES, VOLTAGE: 50 VDC

● C320C102K5R5TA 1000 X7R ± 10% 43K3190 0.130
● C320C153K5R5TA 15000 X7R ± 10% 72K6400 0.150
● C320C223K5R5TA 22000 X7R ± 10% 72K6407 0.170
● C320C333M5U5TA 33000 Z5U ± 20% 57K8725 0.130
● C320C473M5U5TA 47000 Z5U ± 20% 72K6416 0.130
● C320C683M5U5TA 68000 Z5U ± 20% 72K6426 0.150
● C320C104J5R5TA 100000 X7R ± 5% 68K2928 0.240
● C320C104K5R5TA 100000 X7R ± 10% 13K6284 0.150
● C320C104M5R5TA 100000 X7R ± 20% 39K6919 0.090
● C320C104M5U5TA 100000 Z5U ± 20% 32K5474 0.110
● C320C154K5R5TA 150000 X7R ± 10% 72K8267 0.270
● C320C154M5U5TA 150000 Z5U ± 20% 72K6403 0.170
● C320C224K5R5TA 220000 X7R ± 10% 97H5348 0.390
● C320C224M5U5TA 220000 Z5U ± 20% 13K6294 0.230
● C320C474M5U5TA 470000 Z5U ± 20% 39K7199 0.290

C320 SERIES, VOLTAGE: 100 VDC

● C320C681J1G5TA 680 C0G/NP0 ± 5% 72K6419 0.280
● C320C102G1G5TA 1000 C0G/NP0 ± 2% 72K6392 0.680
● C320C102J1G5TA 1000 C0G/NP0 ± 5% 39K6904 0.230
● C320C152J1G5TA 1500 C0G/NP0 ± 5% 72K6396 0.300
● C320C222J1G5TA 2200 C0G/NP0 ± 5% 33K2738 0.330
● C320C332J1G5TA 3300 C0G/NP0 ± 5% 32K5476 0.330
● C320C472J1G5TA 4700 C0G/NP0 ± 5% 57K8726 0.400
● C320C472K1R5TA 4700 X7R ± 10% 72K6413 0.160
● C320C562K1G5TA 5600 C0G/NP0 ± 10% 72K6417 0.350
● C320C682J1R5TA 6800 X7R ± 5% 72K6421 0.334
● C320C682K1R5TA 6800 X7R ± 10% 72K6422 0.160
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C320 SERIES, VOLTAGE: 100 VDC

Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C320C103M1U5TA 10000 Z5U ± 20% 72K6394 0.120
● C320C153K1R5TA 15000 X7R ± 10% 72K6398 0.170
● C320C153M1U5TA 15000 Z5U ± 20% 72K6401 0.150
● C320C223K1R5TA 22000 X7R ± 10% 18K5710 0.200
● C320C223M1U5TA 22000 Z5U ± 20% 72K6408 0.150
● C320C333K1R5TA 33000 X7R ± 10% 57K8723 0.200
● C320C333M1U5TA 33000 Z5U ± 20% 57K8724 0.170
● C320C473M1U5TA 47000 Z5U ± 20% 72K6415 0.170
● C320C683K1R5TA 68000 X7R ± 10% 13K6306 0.250
● C320C683M1U5TA 68000 Z5U ± 20% 72K6425 0.200
● C320C104K1R5TA 100000 X7R ± 10% 18K5695 0.320
● C320C154M1U5TA 150000 Z5U ± 20% 72K6402 0.391

C320 SERIES, VOLTAGE: 200 VDC

● C320C150J2G5TA 15 C0G/NP0 ± 5% 72K6395 0.240
● C320C220J2G5TA 22 C0G/NP0 ± 5% 72K6404 0.210
● C320C470J2G5TA 47 C0G/NP0 ± 5% 72K6411 0.210
● C320C680J2G5TA 68 C0G/NP0 ± 5% 72K6418 0.220
● C320C101J2G5TA 100 C0G/NP0 ± 5% 18K5691 0.210
● C320C151J2G5TA 150 C0G/NP0 ± 5% 18K5699 0.240
● C320C221J2G5TA 220 C0G/NP0 ± 5% 72K6405 0.240
● C320C331J2G5TA 330 C0G/NP0 ± 5% 72K6409 0.280
● C320C471J2G5TA 470 C0G/NP0 ± 5% 72K6412 0.280
● C320C681J2G5TA 680 C0G/NP0 ± 5% 72K6420 0.310
● C320C102J2G5TA 1000 C0G/NP0 ± 5% 72K6393 0.300
● C320C152K2R5TA 1500 X7R ± 10% 72K6397 0.210
● C320C222J2G5TA 2200 C0G/NP0 ± 5% 57K8721 0.330
● C320C222K2R5TA 2200 X7R ± 10% 13K6289 0.190
● C320C332J2G5TA 3300 C0G/NP0 ± 5% 72K6410 0.400
● C320C332K2R5TA 3300 X7R ± 10% 57K8722 0.190
● C320C472K2R5TA 4700 X7R ± 10% 72K6414 0.200
● C320C682K2R5TA 6800 X7R ± 10% 72K6424 0.200
● C320C103K2R5TA 10000 X7R ± 10% 43K3192 0.190
● C320C153K2R5TA 15000 X7R ± 10% 72K6399 0.230
● C320C223K2R5TA 22000 X7R ± 10% 72K6406 0.230

C322 SERIES, VOLTAGE: 50 VDC

● C322C102M5R5TA 1000 X7R ± 20% 72K6427 0.120
● C322C103M5R5TA 10000 X7R ± 20% 72K6428 0.120
● C322C103M5U5TA 10000 Z5U ± 20% 72K6429 0.120
● C322C153K5R5TA 15000 X7R ± 10% 72K6435 0.150
● C322C333M5U5TA 33000 Z5U ± 20% 57K7190 0.130
● C322C683K5R5TA 68000 X7R ± 10% 43K3222 0.190
● C322C683M5U5TA 68000 Z5U ± 20% 72K6450 0.210
● C322C104K5R5TA 100000 X7R ± 10% 18K5744 0.222
● C322C104M5R5TA 100000 X7R ± 20% 13K6338 0.140
● C322C104M5U5TA 100000 Z5U ± 20% 33K2740 0.110
● C322C334M5U5TA 330000 Z5U ± 20% 39K7567 0.230
● C322C474M5U5TA 470000 Z5U ± 20% 13K6379 0.290

C322 SERIES, VOLTAGE: 100 VDC

● C322C471J1G5TA 470 C0G/NP0 ± 5% 72K6442 0.210
● C322C681J1G5TA 680 C0G/NP0 ± 5% 72K6446 0.280
● C322C681K1G5TA 680 C0G/NP0 ± 10% 72K6447 0.280
● C322C102J1G5TA 1000 C0G/NP0 ± 5% 39K7314 0.240
● C322C102K1G5TA 1000 C0G/NP0 ± 10% 57K7172 0.200
● C322C152J1G5TA 1500 C0G/NP0 ± 5% 72K6430 0.300
● C322C222J1G5TA 2200 C0G/NP0 ± 5% 18K5766 0.330
● C322C472J1G5TA 4700 C0G/NP0 ± 5% 33K2744 0.400
● C322C472K1R5TA 4700 X7R ± 10% 72K6443 0.160
● C322C562J1G5TA 5600 C0G/NP0 ± 5% 72K6444 0.400
● C322C682K1R5TA 6800 X7R ± 10% 43K3219 0.160
● C322C103K1R5TA 10000 X7R ± 10% 13K6327 0.120
● C322C103M1U5TA 10000 Z5U ± 20% 39K7330 0.120
● C322C153K1R5TA 15000 X7R ± 10% 72K6433 0.170
● C322C153M1U5TA 15000 Z5U ± 20% 72K6436 0.215
● C322C333K1R5TA 33000 X7R ± 10% 18K5782 0.200
● C322C473K1R5TA 47000 X7R ± 10% 18K5791 0.250
● C322C683M1U5TA 68000 Z5U ± 20% 72K6449 0.200
● C322C104K1R5CA-TR 100000 X7R ± 10% 74K4614 0.351
● C322C104M1R5TA 100000 X7R ± 20% 13K6334 0.230
● C322C104M1U5TA 100000 Z5U ± 20% 13K6336 0.150
● C322C154M1U5TA 150000 Z5U ± 20% 72K6437 0.270

C322 SERIES, VOLTAGE: 200 VDC

● C322C150J2G5TA 15 C0G/NP0 ± 5% 18K5751 0.210
● C322C470J2G5TA 47 C0G/NP0 ± 5% 72K6441 0.210

C322 SERIES, VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C322C680J2G5TA 68 C0G/NP0 ± 5% 72K6445 0.220
● C322C221J2G5TA 220 C0G/NP0 ± 5% 43K3210 0.240
● C322C331J2G5TA 330 C0G/NP0 ± 5% 72K6438 0.280
● C322C471J2G5TA 470 C0G/NP0 ± 5% 39K7621 0.280
● C322C102J2G5TA 1000 C0G/NP0 ± 5% 43K3201 0.420
● C322C102K2R5TA 1000 X7R ± 10% 39K7321 0.170
● C322C152J2G5TA 1500 C0G/NP0 ± 5% 72K6431 0.330
● C322C152K2R5TA 1500 X7R ± 10% 72K6432 0.210
● C322C222K2R5TA 2200 X7R ± 10% 13K6353 0.190
● C322C332J2G5TA 3300 C0G/NP0 ± 5% 72K6439 0.400
● C322C332K2R5TA 3300 X7R ± 10% 72K6440 0.190
● C322C472K2R5TA 4700 X7R ± 10% 13K6374 0.200
● C322C682K2R5TA 6800 X7R ± 10% 72K6448 0.230
● C322C103K2R5TA 10000 X7R ± 10% 39K7327 0.190
● C322C153K2R5TA 15000 X7R ± 10% 72K6434 0.230
● C322C223K2R5TA 22000 X7R ± 10% 39K7495 0.390

C323 SERIES, VOLTAGE: 50 VDC

● C323C104K5R5TA 100000 X7R ± 10% 91H4519 0.090
● C323C104M5R5TA 100000 X7R ± 20% 97H5349 0.140

C322 SERIES, VOLTAGE: 200 VDC

● C323C103K2R5TA 10000 X7R ± 10% 72K6451 0.530
C324 SERIES, VOLTAGE: 50 VDC

● C324C104M5U5TA 100000 Z5U ± 20% 39K8130 0.120
C326 SERIES, VOLTAGE: 50 VDC

● C326C104K5R5TA 100000 X7R ± 10% 39K8137 0.090
● C326C104M5U5TA 100000 Z5U ± 20% 39K8139 0.120

C330 SERIES, VOLTAGE: 50 VDC

● C330C103K5R5TA 10000 X7R ± 10% 70K8756 0.423
● C330C223J5G5TA 22000 C0G/NP0 ± 5% 72K6457 1.510
● C330C104M5U5TA 100000 Z5U ± 20% 72K6452 0.300
● C330C154K5R5TA 150000 X7R ± 10% 72K6455 0.440
● C330C334M5U5TA 330000 Z5U ± 20% 72K6460 0.380
● C330C474K5R5TA 470000 X7R ± 10% 32K5504 0.560
● C330C684K5R5TA 680000 X7R ± 10% 72K6469 1.270
● C330C684M5U5TA 680000 Z5U ± 20% 72K6470 0.530
● C330C105J5R5TA 1 uF X7R ± 5% 72K6453 1.550
● C330C105K5R5TA 1 uF X7R ± 10% 13K6469 0.810
● C330C105M5U5TA 1 uF Z5U ± 20% 18K5869 0.470

C330C225M5U5TA-TR 2.2 uF Z5U ± 20% 19P1600 1.150
C330 SERIES, VOLTAGE: 100 VDC

● C330C332J1G5TA 3300 C0G/NP0 ± 5% 72K6459 0.863
● C330C472J1G5TA 4700 C0G/NP0 ± 5% 72K6461 0.620
● C330C682J1G5TA 6800 C0G/NP0 ± 5% 72K6465 0.660
● C330C682K1G5TA 6800 C0G/NP0 ± 10% 72K6467 0.818
● C330C103J1G5TA 10000 C0G/NP0 ± 5% 18K5866 0.820
● C330C103K1G5TA 10000 C0G/NP0 ± 10% 43K3234 0.760
● C330C223J1G5TA 22000 C0G/NP0 ± 5% 33K2752 1.540
● C330C154K1R5TA 150000 X7R ± 10% 72K6454 0.460
● C330C154M1U5TA 150000 Z5U ± 20% 72K6456 0.350
● C330C224K1R5TA 220000 X7R ± 10% 13K6479 0.910
● C330C224M1U5TA 220000 Z5U ± 20% 72K6458 0.400
● C330C334K1R5TA 330000 X7R ± 10% 18K5887 0.830
● C330C334M1U5TA 330000 Z5U ± 20% 39K8431 0.400

C330 SERIES, VOLTAGE: 200 VDC

● C330C332J2G5TA 3300 C0G/NP0 ± 5% 13K6485 0.970
● C330C472J2G5TA 4700 C0G/NP0 ± 5% 57K8738 0.990
● C330C512J2G5TA 5100 C0G/NP0 ± 5% 72K6463 2.740
● C330C682J2G5TA 6800 C0G/NP0 ± 5% 72K6466 0.980
● C330C473K2R5TA 47000 X7R ± 10% 72K6462 0.340
● C330C563K2R5TA 56000 X7R ± 10% 72K6464 0.340
● C330C683K2R5TA 68000 X7R ± 10% 72K6468 0.649
● C330C104K2R5TA 100000 X7R ± 10% 91H4548 0.700

C333 SERIES, VOLTAGE: 50 VDC

● C333C105K5R5TA 1 uF X7R ± 10% 91H4556 0.840
● C333C105M5U5TA 1 uF Z5U ± 20% 91H4557 0.480

C333 SERIES, VOLTAGE: 100 VDC

● C333C224K1R5TA 220000 X7R ± 10% 91H4558 0.942
C333 SERIES, VOLTAGE: 200 VDC

● C333C103K2G5TA 10000 C0G/NP0 ± 10% 72K6471 1.140
C340 SERIES, VOLTAGE: 50 VDC

● C340C105K5R5TA 1 uF X7R ± 10% 57K7224 1.060
● C340C105M5U5TA 1 uF Z5U ± 20% 72K6473 0.668
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CERAMIC CAPACITORS

RADIAL LEAD MULTILAYER CERAMIC CAPACITORS (CONT.)C3XX SERIES CONFORMALLY COATED DIPPED RADIAL CAPACITORS (CONT.)

Mnf. Part No.
Cap.
(pF)

Cap.
Tol.

Temp.
Coeff.

Bulk

Stock No.
Price
1-99

● MC0805N1R0C500A2.54MM 1 ± 0.25pF C0G/NP0 46P6358 0.028
● MC0805N1R2C500A2.54MM 1.2 ± 0.25pF C0G/NP0 46P6364 0.028
● MC0805N1R5C500A2.54MM 1.5 ± 0.25pF C0G/NP0 46P6368 0.028
● MC0805N2R0C500A2.54MM 2 ± 0.25pF C0G/NP0 46P6450 0.028
● MC0805N2R2C500A2.54MM 2.2 ± 0.25pF C0G/NP0 46P6456 0.028
● MC0805N2R7C500A2.54MM 2.7 ± 0.25pF C0G/NP0 46P6460 0.028
● MC0805N3R0C500A2.54MM 3 ± 0.25pF C0G/NP0 46P6504 0.028
● MC0805N3R3C500A2.54MM 3.3 ± 0.25pF C0G/NP0 46P6510 0.028
● MC0805N3R9C500A2.54MM 3.9 ± 0.25pF C0G/NP0 46P6516 0.028
● MC0805N4R0C500A2.54MM 4 ± 0.25pF C0G/NP0 46P6555 0.028
● MC0805N4R7C500A2.54MM 4.7 ± 0.25pF C0G/NP0 46P6561 0.028
● MC0805N5R1C500A2.54MM 5.1 ± 0.25pF C0G/NP0 46P6585 0.028
● MC0805N5R6C500A2.54MM 5.6 ± 0.25pF C0G/NP0 46P6589 0.028
● MC0805N6R0D500A2.54MM 6 ± 0.5pF C0G/NP0 46P6607 0.028
● MC0805N6R8C500A2.54MM 6.8 ± 0.25pF C0G/NP0 46P6615 0.028
● MC0805N7R0D500A2.54MM 7 ± 0.5pF C0G/NP0 46P6627 0.028
● MC0805N8R0D500A2.54MM 8 ± 0.5pF C0G/NP0 46P6635 0.028
● MC0805N8R2C500A2.54MM 8.2 ± 0.25pF C0G/NP0 46P6639 0.028
● MC0805N9R0D500A2.54MM 9 ± 0.5pF C0G/NP0 46P6653 0.028
● MC0805N9R1C500A2.54MM 9.1 ± 0.25pF C0G/NP0 46P6655 0.028
● MC0805N100J500A2.54MM 10 ± 5% C0G/NP0 46P6374 0.028
● MC0805N120J500A2.54MM 12 ± 5% C0G/NP0 46P6396 0.028

Mnf. Part No.
Cap.
(pF)

Cap.
Tol.

Temp.
Coeff.

Bulk

Stock No.
Price
1-99

● MC0805N130J500A2.54MM 13 ± 5% C0G/NP0 46P6412 0.028
● MC0805N150J500A2.54MM 15 ± 5% C0G/NP0 46P6416 0.028
● MC0805N180J500A2.54MM 18 ± 5% C0G/NP0 46P6434 0.028
● MC0805N200J500A2.54MM 20 ± 5% C0G/NP0 46P6464 0.028
● MC0805N220J500A2.54MM 22 ± 5% C0G/NP0 46P6470 0.028
● MC0805N240J500A2.54MM 24 ± 5% C0G/NP0 46P6486 0.028
● MC0805N270J500A2.54MM 27 ± 5% C0G/NP0 46P6490 0.028
● MC0805N300J500A2.54MM 30 ± 5% C0G/NP0 46P6520 0.028
● MC0805N330J500A2.54MM 33 ± 5% C0G/NP0 46P6529 0.028
● MC0805N390J500A2.54MM 39 ± 5% C0G/NP0 46P6545 0.028
● MC0805N430J500A2.54MM 43 ± 5% C0G/NP0 46P6565 0.028
● MC0805N470J500A2.54MM 47 ± 5% C0G/NP0 46P6571 0.028
● MC0805N510J500A2.54MM 51 ± 5% C0G/NP0 46P6591 0.028
● MC0805N560J500A2.54MM 56 ± 5% C0G/NP0 46P6595 0.028
● MC0805N680J500A2.54MM 68 ± 5% C0G/NP0 46P6617 0.028
● MC0805N750J500A2.54MM 75 ± 5% C0G/NP0 46P6633 0.028
● MC0805N820J500A2.54MM 82 ± 5% C0G/NP0 46P6643 0.028
● MC0805N910J500A2.54MM 91 ± 5% C0G/NP0 46P6659 0.028
● MC0805N101J500A2.54MM 100 ± 5% C0G/NP0 46P6380 0.028
● MC0805N121J500A2.54MM 120 ± 5% C0G/NP0 46P6402 0.034
● MC0805N151J500A2.54MM 150 ± 5% C0G/NP0 46P6422 0.034
● MC0805N181J500A2.54MM 180 ± 5% C0G/NP0 46P6440 0.034
● MC0805B221K500A2.54MM 220 ± 10% X7R 46P6266 0.027
● MC0805N221J500A2.54MM 220 ± 5% C0G/NP0 46P6476 0.034
● MC0805N271J500A2.54MM 270 ± 5% C0G/NP0 46P6496 0.034
● MC0805N301J500A2.54MM 300 ± 5% C0G/NP0 46P6524 0.034
● MC0805B331K500A2.54MM 330 ± 10% X7R 46P6290 0.027
● MC0805N331J500A2.54MM 330 ± 5% C0G/NP0 46P6535 0.034
● MC0805N361J500A2.54MM 360 ± 5% C0G/NP0 46P6541 0.034
● MC0805B391K500A2.54MM 390 ± 10% X7R 46P6306 0.027
● MC0805N391J500A2.54MM 390 ± 5% C0G/NP0 46P6551 0.034
● MC0805B471K500A2.54MM 470 ± 10% X7R 46P6312 0.027
● MC0805N471J500A2.54MM 470 ± 5% C0G/NP0 46P6577 0.034
● MC0805B561K500A2.54MM 560 ± 10% X7R 46P6328 0.027
● MC0805N561J500A2.54MM 560 ± 5% C0G/NP0 46P6601 0.034
● MC0805B681K500A2.54MM 680 ± 10% X7R 46P6338 0.027
● MC0805N681J500A2.54MM 680 ± 5% C0G/NP0 46P6623 0.034
● MC0805B821K500A2.54MM 820 ± 10% X7R 46P6352 0.027
● MC0805N821J500A2.54MM 820 ± 5% C0G/NP0 46P6649 0.036
● MC0805B102K500A2.54MM 1000 ± 10% X7R 46P6230 0.027
● MC0805N102J500A2.54MM 1000 ± 5% C0G/NP0 46P6386 0.049
● MC0805B122K500A2.54MM 1200 ± 10% X7R 46P6244 0.027
● MC0805N122J500A2.54MM 1200 ± 5% C0G/NP0 46P6406 0.086
● MC0805B152K500A2.54MM 1500 ± 10% X7R 46P6250 0.027
● MC0805N152J500A2.54MM 1500 ± 5% C0G/NP0 46P6426 0.086
● MC0805B182K500A2.54MM 1800 ± 10% X7R 46P6260 0.027
● MC0805N182J500A2.54MM 1800 ± 5% C0G/NP0 46P6444 0.086
● MC0805B222K500A2.54MM 2200 ± 10% X7R 46P6272 0.027
● MC0805N222J500A2.54MM 2200 ± 5% C0G/NP0 46P6480 0.098
● MC0805B272K500A2.54MM 2700 ± 10% X7R 46P6286 0.027
● MC0805B332K500A2.54MM 3300 ± 10% X7R 46P6296 0.027
● MC0805B392K500A2.54MM 3900 ± 10% X7R 46P6308 0.027
● MC0805B472K500A2.54MM 4700 ± 10% X7R 46P6318 0.027
● MC1206N472J500A2.54MM 4700 ± 5% C0G/NP0 46P6687 0.190
● MC0805B562K500A2.54MM 5600 ± 10% X7R 46P6332 0.027
● MC0805B682K500A2.54MM 6800 ± 10% X7R 46P6342 0.027
● MC0805B103K500A2.54MM 10k ± 10% X7R 46P6234 0.027
● MC0805Y103M500A2.54MM 10k ± 20% Y5V 46P6663 0.024
● MC0805B153K500A2.54MM 15k ± 10% X7R 46P6254 0.036
● MC0805B183K500A2.54MM 18k ± 10% X7R 46P6262 0.036
● MC0805B223K500A2.54MM 22k ± 10% X7R 46P6276 0.036
● MC0805Y223M500A2.54MM 22k ± 20% Y5V 46P6673 0.024
● MC0805B333K500A2.54MM 33k ± 10% X7R 46P6300 0.036
● MC0805Y333M500A2.54MM 33k ± 20% Y5V 46P6679 0.024
● MC0805B473K500A2.54MM 47k ± 10% X7R 46P6322 0.036
● MC0805B563K500A2.54MM 56k ± 10% X7R 46P6334 0.036
● MC0805B683K500A2.54MM 68k ± 10% X7R 46P6346 0.036
● MC0805B104K500A2.54MM 100k ± 10% X7R 46P6238 0.036
● MC0805Y104M500A2.54MM 100k ± 20% Y5V 46P6667 0.034

VOLTAGE: 50 VDC, LEAD PITCH: 5.08 mm

● MC0805N1R0C500A5.08MM 1 ± 0.25pF C0G/NP0 46P6360 0.028
● MC0805N2R0C500A5.08MM 2 ± 0.25pF C0G/NP0 46P6452 0.028
● MC0805N3R0C500A5.08MM 3 ± 0.25pF C0G/NP0 46P6506 0.028

C340 SERIES, VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(pF)

Temp.
Coeff.

Tol.
+/- % Stock No.

Price Each
1-99

● C340C155K5R5TA 1.5 uF X7R ± 10% 72K6475 2.610
● C340C225K5R5TA 2.2 uF X7R ± 10% 33K2754 3.270
● C340C225M5U5TA 2.2 uF Z5U ± 20% 39K9299 1.960
● C340C335M5U5TA 3.3 uF Z5U ± 20% 72K6481 2.910
● C340C475M5U5TA 4.7 uF Z5U ± 20% 43K3241 3.520

C340 SERIES, VOLTAGE: 100 VDC

● C340C473J1G5TA 47000 C0G/NP0 ± 5% 18K5940 3.720
● C340C683J1G5TA 68000 C0G/NP0 ± 5% 72K6485 4.170
● C340C474M1U5TA 470000 Z5U ± 20% 72K6484 0.674
● C340C474K1R5TA 470000 X7R ± 10% 72K6482 1.360
● C340C684K1R5TA 680000 X7R ± 10% 72K6486 3.410
● C340C155M1U5TA 1.5 uF Z5U ± 20% 72K6476 2.820

C340 SERIES, VOLTAGE: 200 VDC

● C340C183J2G5TA 18000 C0G/NP0 ± 5% 72K6477 1.910
● C340C223J2G5TA 22000 C0G/NP0 ± 5% 72K6478 3.330
● C340C333J2G5TA 33000 C0G/NP0 ± 5% 72K6480 3.730
● C340C104K2R5TA 100000 X7R ± 10% 72K6472 0.740
● C340C154K2R5TA 150000 X7R ± 10% 72K6474 3.040
● C340C224K2R5TA 220000 X7R ± 10% 72K6479 3.410

C350 SERIES, VOLTAGE: 50 VDC

● C350C225K5R5TA 2.2 uF X7R ± 10% 72K6491 7.010
● C350C335K5R5TA 3.3 uF X7R ± 10% 72K6493 7.810
● C350C685M5U5TA 6.8 uF Z5U ± 20% 72K6495 7.730

C350 SERIES, VOLTAGE: 100 VDC

● C350C104F1G5TA 100000 C0G/NP0 ± 1% 72K6488 55.130
● C350C104J1G5TA 100000 C0G/NP0 ± 5% 70K9967 6.430
● C350C104K1G5TA 100000 C0G/NP0 ± 10% 72K6489 5.600
● C350C105M1R5TA 1 uF X7R ± 20% 72K6490 5.960
● C350C225M1U5TA 2.2 uF Z5U ± 20% 72K6492 8.250

RADIAL LEAD MULTILAYER
CERAMIC CAPACITORS

(7416)

VOLTAGE: 50 VDC, LEAD PITCH: 2.54 mm

These Mono-Cap capacitors have small dimen-
sions, large capacitance, and have excellent
frequency characteristics, and due to their
small internal inductance are suitable for high
frequencies.
Widely used in commercial and industrial appli-
cations such as ADSL equipment, fax
machines, printing machines, mobile phones,
wireless telephones, notebook computers,
POS, PDA, television, and LCD TVl, etc.

LEAD PITCH: 5.08 mmLEAD PITCH: 2.54 mm
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CERAMIC CAPACITORS

RADIAL LEAD MULTILAYER CERAMIC CAPACITORS (CONT.) RADIAL LEAD MULTILAYER CERAMIC CAPACITORS (CONT.)

VOLTAGE: 50 VDC, LEAD PITCH: 5.08 mm

Mnf. Part No.
Cap.
(pF)

Cap.
Tol.

Temp.
Coeff.

Bulk

Stock No.
Price
1-99

● MC0805N4R0C500A5.08MM 4 ± 0.25pF C0G/NP0 46P6557 0.028
● MC0805N5R0C500A5.08MM 5 ± 0.25pF C0G/NP0 46P6583 0.028
● MC0805N6R0D500A5.08MM 6 ± 0.5pF C0G/NP0 46P6609 0.028
● MC0805N7R0D500A5.08MM 7 ± 0.5pF C0G/NP0 46P6629 0.028
● MC0805N8R0D500A5.08MM 8 ± 0.5pF C0G/NP0 46P6637 0.028
● MC0805N100J500A5.08MM 10 ± 5% C0G/NP0 46P6376 0.028
● MC0805N120J500A5.08MM 12 ± 5% C0G/NP0 46P6398 0.028
● MC0805N150J500A5.08MM 15 ± 5% C0G/NP0 46P6418 0.028
● MC0805N180J500A5.08MM 18 ± 5% C0G/NP0 46P6436 0.028
● MC0805N220J500A5.08MM 22 ± 5% C0G/NP0 46P6472 0.028
● MC0805N270J500A5.08MM 27 ± 5% C0G/NP0 46P6492 0.028
● MC0805N330J500A5.08MM 33 ± 5% C0G/NP0 46P6531 0.028
● MC0805N390J500A5.08MM 39 ± 5% C0G/NP0 46P6547 0.028
● MC0805N470J500A5.08MM 47 ± 5% C0G/NP0 46P6573 0.028
● MC0805N560J500A5.08MM 56 ± 5% C0G/NP0 46P6597 0.028
● MC0805N680J500A5.08MM 68 ± 5% C0G/NP0 46P6619 0.028
● MC0805N820J500A5.08MM 82 ± 5% C0G/NP0 46P6645 0.028
● MC0805N101J500A5.08MM 100 ± 5% C0G/NP0 46P6382 0.028
● MC0805N121J500A5.08MM 120 ± 5% C0G/NP0 46P6404 0.034
● MC0805N151J500A5.08MM 150 ± 5% C0G/NP0 46P6424 0.034
● MC0805N181J500A5.08MM 180 ± 5% C0G/NP0 46P6442 0.034
● MC0805B221K500A5.08MM 220 ± 10% X7R 46P6268 0.027
● MC0805N221J500A5.08MM 220 ± 5% C0G/NP0 46P6478 0.034
● MC0805N271J500A5.08MM 270 ± 5% C0G/NP0 46P6498 0.034
● MC0805B331K500A5.08MM 330 ± 10% X7R 46P6292 0.027
● MC0805N331J500A5.08MM 330 ± 5% C0G/NP0 46P6537 0.034
● MC0805N391J500A5.08MM 390 ± 5% C0G/NP0 46P6553 0.034
● MC0805B471K500A5.08MM 470 ± 10% X7R 46P6314 0.027
● MC0805N471J500A5.08MM 470 ± 5% C0G/NP0 46P6579 0.034
● MC0805N561J500A5.08MM 560 ± 5% C0G/NP0 46P6603 0.034
● MC0805B681K500A5.08MM 680 ± 10% X7R 46P6340 0.027
● MC0805N681J500A5.08MM 680 ± 5% C0G/NP0 46P6625 0.034
● MC0805N821J500A5.08MM 820 ± 5% C0G/NP0 46P6651 0.036
● MC0805B102K500A5.08MM 1000 ± 10% X7R 46P6232 0.027
● MC0805N102J500A5.08MM 1000 ± 5% C0G/NP0 46P6388 0.049
● MC0805N122J500A5.08MM 1200 ± 5% C0G/NP0 46P6408 0.086
● MC0805B152K500A5.08MM 1500 ± 10% X7R 46P6252 0.027
● MC0805N152J500A5.08MM 1500 ± 5% C0G/NP0 46P6428 0.086
● MC0805N182J500A5.08MM 1800 ± 5% C0G/NP0 46P6446 0.086
● MC0805B222K500A5.08MM 2200 ± 10% X7R 46P6274 0.027
● MC0805N222J500A5.08MM 2200 ± 5% C0G/NP0 46P6482 0.098
● MC0805N272J500A5.08MM 2700 ± 5% C0G/NP0 46P6500 0.098
● MC0805B332K500A5.08MM 3300 ± 10% X7R 46P6298 0.027
● MC0805N332J500A5.08MM 3300 ± 5% C0G/NP0 46P6539 0.098
● MC1206N392J500A5.08MM 3900 ± 5% C0G/NP0 46P6685 0.190
● MC0805B472K500A5.08MM 4700 ± 10% X7R 46P6320 0.027
● MC0805N562J500A5.08MM 5600 ± 5% C0G/NP0 46P6605 0.190
● MC0805B682K500A5.08MM 6800 ± 10% X7R 46P6344 0.027
● MC1206N682J500A5.08MM 6800 ± 5% C0G/NP0 46P6689 0.190
● MC1206N822J500A5.08MM 8200 ± 5% C0G/NP0 46P6691 0.256
● MC0805B103K500A5.08MM 10k ± 10% X7R 46P6236 0.027
● MC0805N103J500A5.08MM 10k ± 5% C0G/NP0 46P6390 0.267
● MC0805Y103M500A5.08MM 10k ± 20% Y5V 46P6665 0.024
● MC0805B153K500A5.08MM 15k ± 10% X7R 46P6256 0.036
● MC0805B223K500A5.08MM 22k ± 10% X7R 46P6278 0.036
● MC0805Y223M500A5.08MM 22k ± 20% Y5V 46P6675 0.024
● MC0805B333K500A5.08MM 33k ± 10% X7R 46P6302 0.036
● MC0805B473K500A5.08MM 47k ± 10% X7R 46P6324 0.036
● MC0805Y473M500A5.08MM 47k ± 20% Y5V 46P6681 0.024
● MC0805B683K500A5.08MM 68k ± 10% X7R 46P6348 0.036
● MC0805B104K500A5.08MM 100k ± 10% X7R 46P6240 0.036
● MC0805Y104Z500A5.08MM 100k +80, -20% Y5V 46P6669 0.034
● MC0805B224K500A5.08MM 220k ± 10% X7R 46P6280 0.054
● MC0805Y224Z500A5.08MM 220k +80, -20% Y5V 46P6677 0.038
● MC0805B334K500A5.08MM 330k ± 10% X7R 46P6304 0.060
● MC0805B474K500A5.08MM 470k ± 10% X7R 46P6326 0.067
● MC0805Y474Z500A5.08MM 470k +80, -20% Y5V 46P6683 0.044

VOLTAGE: 100 VDC, LEAD PITCH: 2.54 mm

● MC0805N1R0C101A2.54MM 1 ± 0.25pF C0G/NP0 46P6356 0.030
● MC0805N1R2C101A2.54MM 1.2 ± 0.25pF C0G/NP0 46P6362 0.030
● MC0805N1R5C101A2.54MM 1.5 ± 0.25pF C0G/NP0 46P6366 0.030
● MC0805N1R8C101A2.54MM 1.8 ± 0.25pF C0G/NP0 46P6370 0.030

VOLTAGE: 100 VDC, LEAD PITCH: 2.54 mm

Mnf. Part No.
Cap.
(pF)

Cap.
Tol.

Temp.
Coeff.

Bulk

Stock No.
Price
1-99

● MC0805N2R0C101A2.54MM 2 ± 0.25pF C0G/NP0 46P6448 0.030
● MC0805N2R2C101A2.54MM 2.2 ± 0.25pF C0G/NP0 46P6454 0.030
● MC0805N2R7C101A2.54MM 2.7 ± 0.25pF C0G/NP0 46P6458 0.030
● MC0805N3R0C101A2.54MM 3 ± 0.25pF C0G/NP0 46P6502 0.030
● MC0805N3R3C101A2.54MM 3.3 ± 0.25pF C0G/NP0 46P6508 0.030
● MC0805N3R6C101A2.54MM 3.6 ± 0.25pF C0G/NP0 46P6512 0.030
● MC0805N3R9C101A2.54MM 3.9 ± 0.25pF C0G/NP0 46P6514 0.030
● MC0805N4R7C101A2.54MM 4.7 ± 0.25pF C0G/NP0 46P6559 0.030
● MC0805N5R0C101A2.54MM 5 ± 0.25pF C0G/NP0 46P6581 0.030
● MC0805N5R6C101A2.54MM 5.6 ± 0.25pF C0G/NP0 46P6587 0.030
● MC0805N6R2C101A2.54MM 6.2 ± 0.25pF C0G/NP0 46P6611 0.030
● MC0805N6R8C101A2.54MM 6.8 ± 0.25pF C0G/NP0 46P6613 0.030
● MC0805N100J101A2.54MM 10 ± 5% C0G/NP0 46P6372 0.030
● MC0805N110J101A2.54MM 11 ± 5% C0G/NP0 46P6392 0.030
● MC0805N120J101A2.54MM 12 ± 5% C0G/NP0 46P6394 0.030
● MC0805N130J101A2.54MM 13 ± 5% C0G/NP0 46P6410 0.030
● MC0805N150J101A2.54MM 15 ± 5% C0G/NP0 46P6414 0.030
● MC0805N160J101A2.54MM 16 ± 5% C0G/NP0 46P6430 0.030
● MC0805N180J101A2.54MM 18 ± 5% C0G/NP0 46P6432 0.030
● MC0805N200J101A2.54MM 20 ± 5% C0G/NP0 46P6462 0.030
● MC0805N220J101A2.54MM 22 ± 5% C0G/NP0 46P6468 0.030
● MC0805N240J101A2.54MM 24 ± 5% C0G/NP0 46P6484 0.030
● MC0805N270J101A2.54MM 27 ± 5% C0G/NP0 46P6488 0.030
● MC0805N300J101A2.54MM 30 ± 5% C0G/NP0 46P6518 0.030
● MC0805N330J101A2.54MM 33 ± 5% C0G/NP0 46P6526 0.030
● MC0805N390J101A2.54MM 39 ± 5% C0G/NP0 46P6543 0.030
● MC0805N430J101A2.54MM 43 ± 5% C0G/NP0 46P6563 0.030
● MC0805N470J101A2.54MM 47 ± 5% C0G/NP0 46P6569 0.030
● MC0805N560J101A2.54MM 56 ± 5% C0G/NP0 46P6593 0.030
● MC0805N750J101A2.54MM 75 ± 5% C0G/NP0 46P6631 0.030
● MC0805N820J101A2.54MM 82 ± 5% C0G/NP0 46P6641 0.030
● MC0805N910J101A2.54MM 91 ± 5% C0G/NP0 46P6657 0.030
● MC0805N101J101A2.54MM 100 ± 5% C0G/NP0 46P6378 0.030
● MC0805N121J101A2.54MM 120 ± 5% C0G/NP0 46P6400 0.036
● MC0805N151J101A2.54MM 150 ± 5% C0G/NP0 46P6420 0.036
● MC0805N181J101A2.54MM 180 ± 5% C0G/NP0 46P6438 0.036
● MC0805N201J101A2.54MM 200 ± 5% C0G/NP0 46P6466 0.036
● MC0805B221K101A2.54MM 220 ± 10% X7R 46P6264 0.029
● MC0805N221J101A2.54MM 220 ± 5% C0G/NP0 46P6474 0.036
● MC0805B271K101A2.54MM 270 ± 10% X7R 46P6282 0.029
● MC0805N271J101A2.54MM 270 ± 5% C0G/NP0 46P6494 0.036
● MC0805N301J101A2.54MM 300 ± 5% C0G/NP0 46P6522 0.036
● MC0805B331K101A2.54MM 330 ± 10% X7R 46P6288 0.029
● MC0805N331J101A2.54MM 330 ± 5% C0G/NP0 46P6533 0.036
● MC0805N391J101A2.54MM 390 ± 5% C0G/NP0 46P6549 0.036
● MC0805N431J101A2.54MM 430 ± 5% C0G/NP0 46P6567 0.036
● MC0805B471K101A2.54MM 470 ± 10% X7R 46P6310 0.029
● MC0805N471J101A2.54MM 470 ± 5% C0G/NP0 46P6575 0.036
● MC0805N561J101A2.54MM 560 ± 5% C0G/NP0 46P6599 0.036
● MC0805B681K101A2.54MM 680 ± 10% X7R 46P6336 0.029
● MC0805N681J101A2.54MM 680 ± 5% C0G/NP0 46P6621 0.036
● MC0805B821K101A2.54MM 820 ± 10% X7R 46P6350 0.029
● MC0805N821J101A2.54MM 820 ± 5% C0G/NP0 46P6647 0.040
● MC0805B102K101A2.54MM 1000 ± 10% X7R 46P6227 0.029
● MC0805N102J101A2.54MM 1000 ± 5% C0G/NP0 46P6384 0.053
● MC0805B122K101A2.54MM 1200 ± 10% X7R 46P6242 0.029
● MC0805B152K101A2.54MM 1500 ± 10% X7R 46P6248 0.029
● MC0805B182K101A2.54MM 1800 ± 10% X7R 46P6258 0.029
● MC0805B222K101A2.54MM 2200 ± 10% X7R 46P6270 0.029
● MC0805B272K101A2.54MM 2700 ± 10% X7R 46P6284 0.029
● MC0805B332K101A2.54MM 3300 ± 10% X7R 46P6294 0.029
● MC0805B472K101A2.54MM 4700 ± 10% X7R 46P6316 0.029
● MC0805B562K101A2.54MM 5600 ± 10% X7R 46P6330 0.029
● MC0805B822K101A2.54MM 8200 ± 10% X7R 46P6354 0.029
● MC0805Y103M101A2.54MM 10k ± 20% Y5V 46P6661 0.026
● MC0805B123K101A2.54MM 12k ± 10% X7R 46P6246 0.039
● MC0805Y153M101A2.54MM 15k ± 20% Y5V 46P6671 0.026

(142150)
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MONO-KAP™ LEADED CERAMIC MULTILAYER CAPACITORS (CONT.)

Case
Size

W
max.

H
max.

T
max.

SH max.
2.5mm LS 5.08mm LS

15 4.0 4.0 2.5 5.58 6.5
20 5.0 5.0 3.2 6.58 7.5

Mfg. Part No. Cap.
Case
Size

Lead Pitch
(mm) Stock No.

Price Each
1-99

● K100J15C0GF5TL2 10pF 15 2.5 95C0947 0.072
● K100J15C0GF53L2 10pF 15 2.5 67H4496 0.072
● K120J15C0GF5TL2 12pF 15 2.5 95C0986 0.072
● K150J15C0GF5TL2 15pF 15 2.5 95C0990 0.072
● K180J15C0GF5TL2 18pF 15 2.5 95C1003 0.072
● K220J15C0GF5TL2 22pF 15 2.5 95C1007 0.072
● K220J15C0GF53L2 22pF 15 2.5 83H0584 0.072
● K270J15C0GF5TL2 27pF 15 2.5 95C1043 0.072
● K330J15C0GF5TL2 33pF 15 2.5 95C1046 0.072
● K390J15C0GF5TL2 39pF 15 2.5 95C1058 0.072
● K470J15C0GF5TL2 47pF 15 2.5 95C1061 0.072
● K560J15C0GF5TL2 56pF 15 2.5 95C1107 0.072
● K680J15C0GF5TL2 68pF 15 2.5 95C1110 0.072
● K820J15C0GF5TL2 82pF 15 2.5 85C4717 0.072
● K101J15C0GF5TL2 100pF 15 2.5 79C4361 0.072
● K101J15C0GF53L2 100pF 15 2.5 68H8147 0.072
● K121J15C0GF5TL2 120pF 15 2.5 95C0987 0.087
● K151J15C0GF5TL2 150pF 15 2.5 95C0992 0.087
● K181J15C0GF5TL2 180pF 15 2.5 95C1004 0.087
● K271J15C0GF5TL2 270pF 15 2.5 95C1044 0.107
● K391J15C0GF5TL2 390pF 15 2.5 95C1059 0.107
● K391J15C0GF53L2 390pF 15 2.5 92K3522 0.107
● K471J15C0GF5TL2 470pF 15 2.5 95C1065 0.107
● K561J15C0GF5TL2 560pF 15 2.5 95C1108 0.131
● K681J15C0GF5TL2 680pF 15 2.5 95C1112 0.131
● K821J15C0GF5TL2 820pF 15 2.5 95C1121 0.129
● K102J15C0GF53L2 1000pF 15 2.5 83H2075 0.214
● K122J15C0GF5TL2 1200pF 15 2.5 95C0988 0.190
● K182J15C0GF5TL2 1800pF 15 2.5 95C1005 0.190
● K100J15C0GF5TH5 10pF 15 5 95C0946 0.072
● K120J15C0GF5TH5 12pF 15 5 95C0985 0.072
● K150J15C0GF5TH5 15pF 15 5 95C0989 0.072
● K180J15C0GF5TH5 18pF 15 5 95C1002 0.072
● K220J15C0GF5TH5 22pF 15 5 95C1006 0.072
● K270J15C0GF5TH5 27pF 15 5 95C1042 0.072
● K330J15C0GF5TH5 33pF 15 5 95C1045 0.072
● K390J15C0GF5TH5 39pF 15 5 95C1057 0.072
● K470J15C0GF5TH5 47pF 15 5 95C1060 0.072
● K560J15C0GF5TH5 56pF 15 5 95C1106 0.072
● K680J15C0GF5TH5 68pF 15 5 95C1109 0.072
● K820J15C0GF5TH5 82pF 15 5 95C1120 0.072
● K101J15C0GF5TH5 100pF 15 5 95C0950 0.072
● K151J15C0GF5TH5 150pF 15 5 95C0991 0.087
● K221J15C0GF5TH5 220pF 15 5 95C1010 0.087
● K331J15C0GF5TH5 330pF 15 5 95C1047 0.107
● K471J15C0GF5TH5 470pF 15 5 95C1064 0.107
● K681J15C0GF5TH5 680pF 15 5 95C1111 0.131
● K102J15C0GF5TH5 1000pF 15 5 95C0953 0.107
● K222J15C0GF5TH5 2200pF 15 5 95C1018 0.221
● K332J20C0GF5TH5 3300pF 20 5 95C1051 0.490
● K472J20C0GF5TH5 4700pF 20 5 95C1071 0.490

TYPE C0G, VOLTAGE: 100 VDC, TOLERANCE: ±5%

● K100J15C0GH5TL2 10pF 15 2.5 95C0949 0.110
● K220J15C0GH5TL2 22pF 15 2.5 95C1009 0.109
● K220J15C0GH53L2 22pF 15 2.5 92K2346 0.110

TYPE C0G, VOLTAGE: 100 VDC, TOLERANCE: ±5%

Mfg. Part No. Cap.
Case
Size

Lead Pitch
(mm) Stock No.

Price Each
1-99

● K470J15C0GH5TL2 47pF 15 2.5 95C1063 0.110
● K101J15C0GH5TL2 100pF 15 2.5 95C0952 0.107
● K101J15C0GH53L2 100pF 15 2.5 03H3621 0.110
● K221J15C0GH5TL2 220pF 15 2.5 95C1013 0.137
● K471J15C0GH5TL2 470pF 15 2.5 95C1067 0.165
● K102J20C0GH53L2 1000pF 20 2.5 92K0980 0.538
● K100J15C0GH5TH5 10pF 15 5 95C0948 0.110
● K220J15C0GH5TH5 22pF 15 5 95C1008 0.110
● K470J15C0GH5TH5 47pF 15 5 95C1062 0.110
● K101J15C0GH5TH5 100pF 15 5 95C0951 0.110
● K221J15C0GH5TH5 220pF 15 5 95C1012 0.137
● K471J15C0GH5TH5 470pF 15 5 95C1066 0.150
● K102J20C0GH5TH5 1000pF 20 5 95C0954 0.193

TYPE COG, VOLTAGE: 100 VDC, TOLERANCE: ±10%

● K220K15C0GH53L2 22pF 15 2.5 96C8737 0.108
● K330K15C0GH53L2 33pF 15 2.5 92K3097 0.110
● K470K15C0GH53L2 47pF 15 2.5 29H2917 0.110

TYPE X7R, VOLTAGE: 50 VDC, TOLERANCE: ±10%

● K221K15X7RF5TL2 220pF 15 2.5 95C1015 0.066
● K331K15X7RF5TL2 330pF 15 2.5 95C1050 0.066
● K471K15X7RF5TL2 470pF 15 2.5 92C1788 0.066
● K681K15X7RF5TL2 680pF 15 2.5 95C1114 0.066
● K102K15X7RF5TL2 1000pF 15 2.5 95C0957 0.066
● K152K15X7RF5TL2 1500pF 15 2.5 95C0996 0.067
● K152K15X7RF53L2 1500pF 15 2.5 45J0121 0.066
● K222K15X7RF5TL2 2200pF 15 2.5 95C1021 0.065

K332K15X7RF53L2 3300pF 15 2.5 92K3274 0.067
● K332K15X7RF5TL2 3300pF 15 2.5 95C1053 0.067
● K472K15X7RF5TL2 4700pF 15 2.5 95C1073 0.067
● K682K15X7RF5TL2 6800pF 15 2.5 95C1116 0.067
● K103K15X7RF5TL2 0.01μF 15 2.5 92C7892 0.066
● K153K15X7RF5TL2 0.015μF 15 2.5 95C0998 0.074
● K223K15X7RF5TL2 0.022μF 15 2.5 95C1025 0.075
● K223K15X7RF53L2 0.022μF 15 2.5 94H7604 0.075
● K333K15X7RF5TL2 0.033μF 15 2.5 95C1055 0.079
● K333K15X7RF53L2 0.033μF 15 2.5 96H0061 0.079
● K473K15X7RF5TL2 0.047μF 15 2.5 95C1077 0.079
● K473K15X7RF53L2 0.047μF 15 2.5 25H6497 0.079
● K683K15X7RF5TL2 0.068μF 15 2.5 95C1117 0.113
● K104K15X7RF5TL2 0.1μF 15 2.5 85C4656 0.077
● K221K15X7RF5TH5 220pF 15 5 95C1014 0.066
● K331K15X7RF5TH5 330pF 15 5 95C1049 0.066
● K471K15X7RF5TH5 470pF 15 5 95C1068 0.066
● K681K15X7RF5TH5 680pF 15 5 95C1113 0.066
● K102K15X7RF5TH5 1000pF 15 5 95C0956 0.066
● K152K15X7RF5TH5 1500pF 15 5 95C0995 0.067
● K222K15X7RF5TH5 2200pF 15 5 95C1020 0.067
● K332K15X7RF5TH5 3300pF 15 5 95C1052 0.067
● K472K15X7RF5TH5 4700pF 15 5 95C1072 0.067
● K682K15X7RF5TH5 6800pF 15 5 95C1115 0.067
● K103K15X7RF5TH5 0.01μF 15 5 95C0960 0.066
● K153K15X7RF5TH5 0.015μF 15 5 95C0997 0.074
● K223K15X7RF5TH5 0.022μF 15 5 95C1024 0.075
● K333K15X7RF5TH5 0.033μF 15 5 95C1054 0.079
● K473K15X7RF5TH5 0.047μF 15 5 95C1076 0.079
● K104K15X7RF5TH5 0.1μF 15 5 95C0971 0.077
● K104K15X7RF53H5 0.1μF 15 5 39C5301 0.077
● K154K20X7RF5TH5 0.15μF 20 5 95C0999 0.167
● K224K20X7RF5TH5 0.22μF 20 5 95C1035 0.219
● K224K20X7RF53H5 0.22μF 20 5 92K2678 0.219
● K105M20X7RF53H5 1μF 20 5 20J7056 0.505

TYPE X7R, VOLTAGE: 100 VDC, TOLERANCE: ±10%

● K221K15X7RH5TL2 220pF 15 2.5 95C1017 0.075
● K471K15X7RH5TL2 470pF 15 2.5 95C1070 0.075
● K102K15X7RH5TL2 1000pF 15 2.5 95C0959 0.074
● K102K15X7RH53L2 1000pF 15 2.5 97C6981 0.074
● K472K15X7RH5TL2 4700pF 15 2.5 95C1075 0.079
● K472K15X7RH53L2 4700pF 15 2.5 26H2788 0.079
● K103K15X7RH5TL2 0.01μF 15 2.5 95C0962 0.092
● K103K15X7RH53L2 0.01μF 15 2.5 67C2582 0.096
● K473K20X7RH5TL2 0.047μF 20 2.5 95C1079 0.205
● K104K20X7RH5TL2 0.1μF 20 2.5 95C0973 0.187
● K221K15X7RH5TH5 220pF 15 5 95C1016 0.075

TYPE C0G, VOLTAGE: 50 VDC, TOLERANCE: ±5%

MONO-KAP™ LEADED CERAMIC
MULTILAYER CAPACITORS

Conformally coated radial leaded capacitors are designed for commercial and industrial applications such as timing,
coupling/decoupling, signal comparison and biasing.

DIMENSIONS (mm)
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TYPE 1C, 2C, 3C MONOLYTHIC® CERAMIC CAPACITORS (CONT.)MONO-KAP™ LEADED CERAMIC MULTILAYER CAPACITORS (CONT.)

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol. Stock No.

Price
1-249

● MCCC50V220JNPO 22 C0G/NP0 ± 5% 97M5068 0.020
● MCCC50V223KY5P 22000 Y5P ± 10% 97M4054 0.074
● MCCC50V473KY5P 47000 Y5P ± 10% 97M4056 0.078
● MCCC50V104KY5P 100000 Y5P ± 10% 97M4053 0.155
● MCCC50V224KY5U 220000 Y5U ± 10% 97M4055 0.175

VOLTAGE: 100 VDC

● MCCC100V101JSL 100 SL ± 5% 97M5065 0.026
● MCCC100V472KY5P 4700 Y5P ± 10% 97M4047 0.043
● MCCC100V103JY5P 10000 Y5P ± 5% 97M4044 0.126
● MCCC100V103KY5P 10000 Y5P ± 10% 97M4045 0.055
● MCCC100V473KY5P 47000 Y5P ± 10% 97M4048 0.087
● MCCC100V104KY5P 100000 Y5P ± 10% 97M4046 0.175

Type
W

(Max.)
H

(Max.)
T

(Max.)
1C 0.200 0.25 0.125
2C 0.300 0.30 0.157
3C 0.400 0.40 0.157

TYPE X7R, VOLTAGE: 100 VDC, TOLERANCE: ±10%

Mfg. Part No. Cap.
Case
Size

Lead Pitch
(mm) Stock No.

Price Each
1-99

● K471K15X7RH5TH5 470pF 15 5 95C1069 0.074
● K102K15X7RH5TH5 1000pF 15 5 95C0958 0.074
● K222K15X7RH5TH5 2200pF 15 5 95C1022 0.079
● K472K15X7RH5TH5 4700pF 15 5 95C1074 0.079
● K103K15X7RH5TH5 0.01μF 15 5 95C0961 0.096
● K223K15X7RH5TH5 0.022μF 20 5 95C1026 0.140
● K473K20X7RH5TH5 0.047μF 20 5 95C1078 0.196
● K104K20X7RH5TH5 0.1μF 20 5 95C0972 0.187

TYPE Y5V, VOLTAGE: 50 VDC, TOLERANCE: +80%, -20%

● K104Z15Y5VF5TL2 0.1μF 15 2.5 95C0981 0.063
● K224Z15Y5VF5TL2 0.22μF 15 2.5 95C1041 0.106
● K105Z20Y5VF5TL2 1μF 20 2.5 95C0984 0.169
● K104Z15Y5VF5TH5 0.1μF 15 5 95C0980 0.063
● K224Z15Y5VF5TH5 0.22μF 15 5 95C1040 0.106
● K474Z20Y5VF5TH5 0.47μF 20 5 95C1086 0.186
● K105Z20Y5VF5TH5 1μF 20 5 92C7893 0.169

TYPE X7R, VOLTAGE: 50 VDC, TOLERANCE: ±20%

● K102M15X7RF53L2 1000 pF 15 2.5 59J7121 0.066
● K103M15X7RF53L2 0.01μF 15 2.5 07H2781 0.066
● K104M15X7RF53L2 0.1 uF 15 2.5 87H9132 0.077
● K103M15X7RF53H6 0.01μF 15 5 92K1154 0.066

TYPE X7R, VOLTAGE: 100 VDC, TOLERANCE: ±10%

● K222K15X7RH53L2 2200 pF 15 2.5 92K2551 0.079
● K104K20X7RH53H5 0.1 uF 20 5 23K2079 0.187

TYPE X7R, VOLTAGE: 100 VDC, TOLERANCE: ±20%

● K104M20X7RH53L2 0.1 uF 20 2.5 92K1240 0.187

MCCC SERIES CERAMIC
DISC CAPACITORS

(73424)

Mfg. Part No.
Cap
(pF)

Voltage
(VDC)

Lead
Space Stock No.

Price Each
1-24

● 1C20X7R332K100B 3300 100 0.200″ 95F7176 0.197
● 1C10X7R472K100B 4700 100 0.100″ 66C6027 0.175
● 1C10X7R103K100B 10000 100 0.100″ 66C6007 0.164
● 1C10X7R223K100B 22000 100 0.100″ 66C6019 0.197
● 1C10X7R333K100B 33000 100 0.100″ 66C6024 0.197
● 1C10X7R473K100B 47000 100 0.100″ 66C6029 0.190
● 1C10X7R104K100B 100000 100 0.100″ 95F7162 0.194
● 1C25X7R104K100B 100000 100 0.250″ 95F7173 0.219

GENERAL-APPLICATION TYPE Z5U

● 1C10Z5U103M050B 10000 50 0.100″ 81F2060 0.160
● 1C20Z5U103M050B 10000 50 0.200″ 81F2062 0.160
● 1C25Z5U103M050B 10000 50 0.250″ 29F010 0.160
● 1C25Z5U223M050B 22000 50 0.250″ 29F011 0.175
● 1C10Z5U333M050B 33000 50 0.100″ 95F7163 0.146
● 1C25Z5U333M050B 33000 50 0.250″ 29F012 0.173
● 1C10Z5U473M050B 47000 50 0.100″ 95F7171 0.152
● 1C25Z5U473M050B 47000 50 0.250″ 29F013 0.152
● 1C10Z5U104M050B 100000 50 0.100″ 81F2061 0.097
● 1C20Z5U104M050B 100000 50 0.200″ 17F2165 0.097
● 1C25Z5U104M050B 100000 50 0.250″ 29F014 0.130
● 1C10Z5U224M050B 220000 50 0.100″ 95F7160 0.241
● 1C20Z5U224M050B 220000 50 0.200″ 81F2063 0.241
● 1C25Z5U224M050B 220000 50 0.250″ 29F016 0.256
● 2C37Z5U224M050B 220000 50 0.370″ 29F021 0.227
● 1C10Z5U334M050B 330000 50 0.100″ 95F7158 0.286
● 1C20Z5U334M050B 330000 50 0.200″ 81F2064 0.286
● 1C25Z5U334M050B 330000 50 0.250″ 29F017 0.312
● 2C37Z5U334M050B 330000 50 0.370″ 29F022 0.312
● 2C37Z5U474M050B 470000 50 0.370″ 29F023 0.386
● 2C20Z5U105M050B 1 uF 50 0.200″ 90F1907 0.494
● 2C25Z5U105M050B 1 uF 50 0.250″ 95F7181 0.520
● 2C37Z5U105M050B 1 uF 50 0.370″ 29F025 0.713

1C10Z5U104M100B 100000 uF 100 0.370″ 02B642 0.145
TEMPERATURE-COMPENSATING TYPE C0G

● 1C10C0G221J050B 220 50 0.100″ 66C5980 0.160
● 1C20C0G332J050B 3300 50 0.200″ 66C6074 0.408
● 1C20C0G472J050B 4700 50 0.200″ 66C6084 0.419
● 2C20C0G103J050B 10000 50 0.200″ 66C6720 0.888
● 1C10C0G220J100B 22 100 0.100″ 66C5978 0.160
● 1C10C0G330J100B 33 100 0.100″ 66C5988 0.160
● 1C10C0G470J100B 47 100 0.100″ 66C5996 0.160
● 1C10C0G101J100B 100 100 0.100″ 66C5972 0.160
● 1C20C0G221J100B 220 100 0.200″ 66C6064 0.160
● 1C20C0G331J100B 330 100 0.200″ 66C6073 0.160
● 1C20C0G471J100B 470 100 0.200″ 66C6083 0.160
● 1C20C0G102J100B 1000 100 0.200″ 66C6057 0.208
● 1C20C0G222J100B 2200 100 0.200″ 66C6067 0.271

Mfg. Part No.
Cap
(pF)

Voltage
(VDC)

Lead
Space Stock No.

Price Each
1-24

● 1C10X7R102K050B 1000 50 0.100″ 89F3219 0.175
● 1C20X7R102K050B 1000 50 0.200″ 89F3213 0.175
● 1C20X7R222K050B 2200 50 0.200″ 95F7179 0.174
● 1C10X7R332K050B 3300 50 0.100″ 66C6020 0.182
● 1C10X7R472K050B 4700 50 0.100″ 66C6025 0.160
● 1C10X7R103K050B 10000 50 0.100″ 89F3220 0.175
● 1C20X7R103K050B 10000 50 0.200″ 89F3214 0.175
● 1C25X7R103K050B 10000 50 0.250″ 95F7167 0.173
● 1C30X7R103K050B 10000 50 0.300″ 95F7172 0.175
● 1C10X7R223K050B 22000 50 0.100″ 66C6017 0.182
● 1C20X7R333K050B 33000 50 0.200″ 66C6108 0.182
● 1C10X7R473K050B 47000 50 0.100″ 95F7178 0.175

1C20X7R473K050B 47000 50 0.100″ 02B662 0.175
● 1C10X7R104K050B 100000 50 0.100″ 89F3212 0.149
● 1C20X7R104K050B 100000 50 0.200″ 89F3215 0.142
● 2C20X7R224K050B 220000 50 0.200″ 66C6723 0.398
● 2C20X7R334K050B 330000 50 0.200″ 66C6725 0.908
● 2C20X7R474K050B 470000 50 0.200″ 66C6726 0.991
● 2C20X7R105K050B 1 uF 50 0.200″ 66C6721 1.220
● 1C20X7R102K100B 1000 100 0.200″ 95F7177 0.194
● 1C10X7R222K100B 2200 100 0.100″ 66C6015 0.179

(7163)

VOLTAGE: 50 VDC

TYPE 1C, 2C, 3C MONOLYTHIC®

CERAMIC CAPACITORS

TEMPERATURE-STABLE TYPE X7R

DIMENSIONS (in.)

Applications
• Z5U: Bypass and Filtering
• X7R: Computer, Servo Systems, Radio and TV

Bypass, Decoupling Circuits
• C0G: Precision Timing Circuits
Specifications
• Temperature Characteristics: Z5U, X7R,

C0G
• Tolerance: Z5U: ±20%; X7R: ±10%;

C0G: ±5%
• Operating Temperature: Z5U: +10°C to

+85°C; X7R and C0G: -55°C to +125°C
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MCCC SERIES CERAMIC DISC CAPACITORS (CONT.)

Applications
• Bypassing
• Resonant circuit
• Coupling

Mfg. Part No.
Cap.
(pF)

D × S 
(mm) Stock No.

Price
1-99

● WYO102MCMBF0KR 1000 6.5 x 4.5 43K5678 0.185
● WYO152MCMBF0KR 1500 8 x 4.5 65K4190 0.188
● WYO182MCMBF0KR 1800 8 x 4.5 65K4191 0.198
● WYO222MCMBF0KR 2200 9 x 4.5 36K1711 0.228
● WYO252MCMBF0KR 2500 9 x 4.5 64K2449 0.228
● WYO252MCMCF0KR 2500 9 x 4.5 65K3403 0.228
● WYO332MCMCF0KR 3300 10 x 4.5 65K4193 0.319
● WYO472MCMBF0KR 4700 12 x 4.5 70K6709 0.328
● WYO472MCMCF0KR 4700 12 x 4.5 43K5684 0.328
● WYO502MCMCF0KR 5000 12 x 4.5 65K4194 0.331
● WYO682MCMCF0KR 6800 17 x 4.5 65K4195 0.790
● WYO822MCMCF0KR 8200 17 x 4.5 65K4196 0.835
● WYO103MCMCF0KR 10000 21 x 4.5 43K5682 0.850

Mnf. Part No.
Cap.
(pF)

Voltage
(VDC)

Tol.
(+/- %) Stock No.

Price
1-99

● D100D20C0GH63L6R 10 100 ± 0.5pF 91K6961 0.212
● D150J20C0GH63L6R 15 100 ± 5% 91K7542 0.105
● D180J20C0GH63L6R 18 100 ± 5% 91K7808 0.105
● D220J20C0GH63L6R 22 100 ± 5% 91K8026 0.105
● D270J20C0GH63L6R 27 100 ± 5% 91K8316 0.179
● D330J20C0GH63L6R 33 100 ± 5% 91K8492 0.179
● D560J25C0GH63L6R 56 100 ± 5% 91K9125 0.179
● D680J25C0GH63L6R 68 100 ± 5% 91K9288 0.179
● D101G29C0GH6UJ5R 100 100 ± 2% 91K7041 0.186
● D101J29C0GH63L6R 100 100 ± 5% 91K7090 0.341
● D121J33C0GH63L6R 120 100 ± 5% 91K7402 0.386
● D221J39C0GH63L6R 220 100 ± 5% 91K8071 0.386

VOLTAGE: 100 VDC, CLASS 2 Y5P

● D101K20Y5PH63L6R 100 100 ± 10% 91K7111 0.116
● D221K20Y5PH63L6R 220 100 ± 10% 91K8089 0.116
● D331K20Y5PH63L6R 330 100 ± 10% 91K8536 0.116
● D471K20Y5PH63L6R 470 100 ± 10% 91K8923 0.116
● D222K25Y5PH63L6R 2200 100 ± 10% 91K8113 0.116
● D332K29Y5PH63L6R 3300 100 ± 10% 91K8562 0.145
● D472K33Y5PH63L6R 4700 100 ± 10% 91K8949 0.145

VOLTAGE: 500 VDC, CLASS 2 COG

● D150J20C0GL63L6R 15 500 ± 5% 91K7546 0.227
● D220J25C0GL63L6R 22 500 ± 5% 91K8030 0.227

VOLTAGE: 500 VDC, CLASS 2 Y5P

● D101K20Y5PL63L6R 100 500 ± 10% 91K7118 0.188
● D151K20Y5PL63L6R 150 500 ± 10% 91K7615 0.188
● D221K20Y5PL63L6R 220 500 ± 10% 91K8096 0.188
● D331K20Y5PL63L6R 330 500 ± 10% 91K8544 0.188
● D222K33Y5PL63L0R 2200 500 ± 10% 91K8124 0.147
● D272K33Y5PL63L6R 2700 500 ± 10% 91K8369 0.277
● D103K69Y5PL63L0R 10000 500 ± 10% 91K7212 0.225

VOLTAGE: 500 VDC, CLASS 2 X5F

● D102K29X5FL63L6R 1000 500 ± 10% 91K7152 0.242
● D202K39X5FL63L6R 2000 500 ± 10% 91K7956 0.335

VOLTAGE: 500 VDC, CLASS 2 Z5U

● D203Z59Z5UL63L0R 20000 500 +80, -20% 91K7959 0.178
(108731)

VOLTAGE: 200 VDC

Mnf. Part No.
Cap.
(pF)

Diel.
Char.

Cap.
Tol. Stock No.

Price
1-249

● MCCC200V102KY5P 1000 Y5P ± 10% 97M4049 0.026
● MCCC200V103KY5P 10000 Y5P ± 10% 97M4050 0.087

VOLTAGE: 250 VDC

● MCCC250V503MY5U 50000 Y5U ± 20% 97M4051 0.126
VOLTAGE: 600 VDC

● MCCC600V503MY5V 50000 Y5V ± 20% 97M4057 0.213
VOLTAGE: 1000 VDC

● MCCC1KV101MSL 100 SL ± 20% 97M4042 0.031
● MCCC1KV222MZ5U 2200 Z5U ± 20% 97M4043 0.037

VOLTAGE: 1500 VDC

● MCCC1500V220JNPO 22 C0G/NP0 ± 5% 97M5066 0.027
● MCCC1500V270JNPO 27 C0G/NP0 ± 5% 97M5067 0.033

VOLTAGE: 3000 VDC

● MCCC3KV151MX7R 150 X7R ± 20% 97M4052 0.136

(7307)

CLASS 1 & 2 CERAMIC
DISC CAPACITORS

WYO CERAMIC DISC AC
SUPPRESSION CAPACITORS

(115468)

Features:

Features

Case
Size

D Max.
(in.)

T Max.
(in.)

LS
(in.)

Case
Size

D Max.
(in.)

T Max.
(in.)

LS
(in.)

C 0.25 0.156 0.25 K 0.63 0.156 0.375
E 0.29 0.156 0.25 L 0.68 0.156 0.375
E7 0.33 0.156 0.25 M 0.76 0.156 0.375
F 0.37 0.156 0.25 P 0.89 0.156 0.375
F7 0.4 0.156 0.25 R 0.51 0.2 0.375
G7 0.44 0.156 0.25 T 0.58 0.2 0.375
H 0.46 0.156 0.25 U 0.64 0.2 0.375
H3 0.49 0.156 0.25 W 0.7 0.2 0.375
H7 0.49 0.156 0.375 X 0.77 0.2 0.375
J 0.53 0.156 0.375 Y 0.9 0.2 0.375
G 0.56 0.156 0.375 Q 0.95 0.2 0.375

• Low losses
• High stability
• High capacitance in small size
• Op. Temp. Range:

Class 1: - 55 to + 125 °C
Class 2: - 55 to + 85 °C

• Epoxy Resin Dipped
• Flame Retardant
• UL Recognized, VDE, IMQ, BSI, SEV,

NEMKO, SETI

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 561RTCXQ10 10 ±5% X7R 1 C 69K4616 1.220 1.080
● 561RTCXQ22 22 ±10% X7R 1 C 69K4617 1.480 1.300
● 561RTCXQ47 47 ±10% X7R 1 C 69K4618 0.521 0.460
● 561RTSQ10 10 ±5% NP0 2 C 69K4619 0.521 0.460
● 561RTSQ22 22 ±5% NP0 2 C 69K4620 0.521 0.460
● 561RTSQ33 33 ±10% U2J 2 C 69K4621 0.521 0.460
● 561RTSQ47 47 ±10% U2J 2 C 69K4622 0.521 0.460
● 562RTST10 100 ±10% X7R 2 C 69K4805 0.492 0.434
● 562RTST22 220 ±10% X7R 2 C 69K4807 0.492 0.434
● 562RTST33 330 ±10% X7R 2 C 69K4808 0.492 0.434
● 562RTST47 470 ±10% X7R 2 C 69K4809 0.608 0.536
● 562RTSD22 2200 ±10% X7R 2 F 66C1798 0.595 0.525
● 562RTGD50 5000 ±20% Z5U 1 E 69K4791 0.540 0.476
● 562RTGS10 10000 ±20% Z5U 1 F 52K7381 0.387 0.341
● 565RTGS50 50000 ±20% Z5U 1 R 69K5416 2.530 2.440

Applications:

Applications

• Bypassing
• Coupling
• Resonant circuit

• Class ″Y″ AC Capacitors for Radio
Interference Suppression 

Specifications

VOLTAGE: 100 VDC, CLASS 1 NP0

• Voltage: 250 VAC, 50/60Hz
• Lead Spacing: Types BFO: 5.0 mm and Types CFO: 7.5mm
• Tolerance: ±20%
• Dissipation Factor (tanδ): ≤25 x 10-3

561R/562R SERIES LOWER VOLTAGE
CERAMIC DISC CAPACITORS

CASE SIZE (22 AWG TINNED WIRE LEADS)

Fig. 1 Fig. 2

100 VDC GENERAL PURPOSE CAPACITORS

• High capacitance in small size
• Complete Range of Capacitance Values

• Low losses
• High stability

Features
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561R/562R SERIES LOWER VOLTAGE CERAMIC DISC CAPACITORS (CONT.)561R/562R SERIES LOWER VOLTAGE CERAMIC DISC CAPACITORS (CONT.)

Specifications 125L Series 440L Series
Continuous Voltage Rating 300VAC, 2000VDC 500VAC, 3500VDC
Transient Voltage (Dielectric Strength) 1250VAC, 5000VDC 2000VAC, 7000VDC
Insulation Resistance Min. 50,000MΩ; 500ΩF 150,000MΩ; 750ΩF
Case Breakdown/Flammability Rating 1500VAC/94VO 2500VAC/94VO
Application Service IEC 161 Class X IEC Class Y or X

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 562R5TSSD10 1000 ±20% Y5U 2 C 69K5064 0.492 0.434
● 562R5TSD10 1000 ±10% X7R 2 E 56K4845 0.492 0.434
● 562R5TSD15 1500 ±10% X7R 2 F 69K5052 0.405 0.358
● 562R5TSD22 2200 ±10% X7R 2 F 69K5054 0.445 0.393
● 562R5TSD33 3300 ±10% X7R 1 G 69K5057 0.492 0.434
● 562R5TSD47 4700 ±10% X7R 1 H3 69K5059 0.632 0.557
● 562R5TSD50 5000 -20%, +80% Z5U 1 F 69K5061 0.440 0.388
● 562R5TSD68 6800 ±10% X7S 1 H 69K5062 0.582 0.513
● 562R5HKS10 10000 -20%, +80% Z5U 1 H3 69K5044 0.582 0.513
● 562R5HKZS10 10000 -20%, +80% Z5U 1 ... 69K5045 0.534 0.515
● 562R5HKSS10 10000 -20%, +80% Z5U 1 G7 54K2917 0.437 0.386
● 562R5TSS22 22000 ±20% X7S 1 X 69K5069 0.830 0.732
● 565R5TSS33 33000 ±20% X7S 1 X 69K5445 1.860 1.790
● 562R5GAS50 50000 ±20% Z5U 1 P 69K5008 1.180 1.040
● 562R5GASS10 100000 ±20% Z5U 1 X 56K5516 0.386 0.340
● 565R5HKP10 100000 -20%, +80% Z5U 1 X 69K5441 2.890 2.780
● 565R5GAP15 150000 -20%, +50% Z5U 1 Y 69K5440 2.640 2.550
● 562R5GAT15 150000 ±20% X5F 1 C 69K5014 0.492 0.434
● 565R10GAP15 150000 ±20% Y5V 1 Q 69K5437 3.120 3.000
● 565R5GAP15 150000 -20%, +80% Z5U 1 Y 69K5440 2.640 2.550
● 565R5GAP20 200000 ±20% Z5U 1 Q 66C8278 2.640 2.550

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 561R5GAQ10 E3 10 ±20% NP0 2 C 18F2677 0.521 0.460
● 561R5GAQ20 20 ±20% NP0 2 C 69K4751 0.521 0.459
● 561R5GAQ33 33 ±20% U2J 2 E 69K4754 0.492 0.434
● 561R5GAQ47 47 ±20% U2J 2 E 69K4755 0.492 0.434
● 561R10TCCQ68 68 ±5% C0G/NP0 2 H3 65K3227 0.759 0.732
● 562R5GAT10 100 ±20% X5F 2 C 69K5009 0.492 0.434
● 562R5GAT20 200 ±20% X5F 2 C 69K5016 0.492 0.434
● 562R10TST22 220 ±10% X5F 2 C 66C6373 0.492 0.434
● 562R10TST30 E3 300 ±10% X5F 2 C 65K4449 0.492 0.434
● 562R5GAT33 330 ±20% X5F 2 C 69K5024 0.492 0.434
● 562R5GAT47 470 ±20% X5F 2 C 69K5028 0.492 0.434
● 562R5GAT50 500 ±20% X5F 2 C 69K5034 0.492 0.434
● 562R5GAD10 1000 ±20% X7R 2 E 69K4958 0.492 0.434
● 562R5GAD12 1200 ±20% Z5U 2 E 69K4969 0.492 0.434
● 562R5GAD15 1500 ±20% Z5U 2 E 69K4970 0.492 0.434
● 562R5GAD20 2000 ±20% Z5U 2 E 69K4972 0.492 0.434
● 562R5GAD22 2200 ±20% Z5U 2 E 69K4974 0.492 0.434
● 562R5GAD25 2500 ±20% Z5U 2 E 69K4978 0.492 0.434
● 562R5GAD27 2700 ±20% Z5U 2 E 69K4979 0.773 0.682
● 562R5GAD30 3000 ±20% Z5U 2 E 69K4980 0.492 0.434
● 562R5GAD33 3300 ±20% Z5U 2 E 18F2721 0.492 0.434
● 562R5GAD47 4700 ±20% Z5U 1 F 69K4982 0.405 0.358
● 562R5GAD68 6800 ±20% Z5U 1 G 69K4993 0.453 0.400
● 562R5GAD82 8200 ±20% Z5U 1 G 69K4995 0.492 0.434
● 562R5HKS10 10000 ±10% Z5U 1 H7 69K5044 0.582 0.513
● 562R5GAS10 10000 ±20% Z5U 1 H7 35K3439 0.374 0.330
● 562R5HKMS10 10000 ±20% Z5U 1 H3 57K9491 0.582 0.513
● 562R5GAS15 15000 ±20% Z5U 1 J 69K5004 0.740 0.653
● 562R5GAS20 20000 ±20% Z5U 1 J 68K9267 0.886 0.854
● 565R10HKS50 50000 ±20% Z5U 1 X 56K4837 1.860 1.790
● 565R10GAP10 100000 ±20% Z5U 1 Q 69K5436 2.860 2.760
● 565R10GAP15 150000 ±20% Y5V 1 Q 69K5437 3.120 3.000

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 562R10TST18 180 ±10% X5F 2 C 69K4924 0.492 0.434
● 562R10TST20E3 200 ±10% X5F 2 C 43K0089 0.490 0.432
● 562R10TST22 220 ±10% X5F 2 C 66C6373 0.492 0.434
● 562R10TST25 E3 250 ±10% X5F 2 C 69K4930 0.492 0.434
● 562R10TST27 270 ±10% X5F 2 C 69K4933 0.492 0.434
● 562R10TST33 330 ±10% X5F 2 C 36K2562 0.491 0.433
● 562R10TST39 390 ±10% X5F 2 C 69K4939 0.492 0.434
● 562R10TST47 470 ±10% X5F 2 C 46F5305 0.492 0.434
● 562R10TST50 500 ±10% X5F 2 C 69K4950 0.492 0.434
● 562R10TST56 560 ±10% X5F 2 E 65K8998 0.492 0.434
● 562R10TST68 680 ±10% X5F 2 E 46F5308 0.492 0.434
● 562R10TST75 750 ±10% X5F 2 E 69K4956 0.492 0.434
● 562R10TST82 820 ±10% X5F 2 E 69K4957 0.492 0.434
● 562R10TSD10 1000 ±10% X5F 1 E 35K3935 0.492 0.434
● 562R10TSD15 1500 ±10% X5F 1 E 43K9878 0.492 0.434
● 562R10TSD20 2000 ±10% X5F 1 H3 69K4908 0.550 0.485
● 562R10TSD22 2200 ±10% X5F 1 H7 40K2148 0.633 0.558
● 562R10TSD27 2700 ±10% X5F 1 J 66C6352 0.750 0.662
● 562R10TSD47 4700 ±10% X5F 1 L 43K0193 0.737 0.651

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 561R10TSQ10 10 ±10% NP0 2 C 69K4748 0.569 0.549
● 561R10TSQ27 27 ±10% U2J 2 C 87K6714 0.537 0.518
● 561R10TSQ30 30 ±10% U2J 2 C 83K3579 0.569 0.549
● 561R10TSQ39 39 ±10% U2J 2 E 87K6716 0.527 0.508
● 561R10TSQ47 47 ±10% U2J 2 E 69K4749 0.538 0.518
● 561R10TSQ50 50 ±10% U2J 2 E 87K6717 0.527 0.508
● 562R10TSQ56 56 ±10% X5F 2 C 45K1407 0.527 0.508
● 562R10TSQ68 68 ±10% X5F 2 C 69K4913 0.492 0.434
● 562R10TSQ75 75 ±10% X5F 2 C 66C6365 0.492 0.434
● 562R10TSQ82 82 ±10% X5F 2 C 69K4915 0.492 0.434
● 562R10TST10 100 ±10% X5F 2 C 69K4917 0.492 0.434
● 562R10TST12 120 ±10% X5F 2 C 69K4921 0.492 0.434
● 562R10TST15 150 ±10% X5F 2 C 69K4922 0.492 0.434

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff. Fig.

Case
Size Stock No.

Price Each
1-9 10-24

● 561R10TCCV10 1 ± 0.5pF C0K/P100 2 C 54K2934 0.569 0.549
● 561R10TCCV22 2.2 ± 0.5pF C0K/P100 2 C 56K5496 0.569 0.549
● 561R10TCCV27 2.7 ± 0.5pF C0K/P100 2 C 69K4720 0.569 0.549
● 561R10TCCV30 3 ± 0.5pF C0G/NP0 2 C 41K8788 0.569 0.549
● 561R10TCCV33 3.3 ± 0.5pF C0G/NP0 2 C 42K5290 0.569 0.549
● 561R10TCCV39 3.9 ± 0.5pF C0G/NP0 2 C 69K4723 0.569 0.549
● 561R10TCCV47 4.7 ± 0.5pF C0G/NP0 2 C 69K4725 0.569 0.549
● 561R10TCCV68BA 6.8 ± 0.5pF C0G/NP0 2 C 69K4730 0.569 0.549
● 561R10TCCV68 6.8 ± 0.5pF C0G/NP0 2 C 40K5858 0.569 0.549
● 561R10TCCQ10BA 10 ± 5% C0G/NP0 2 C 69K4685 0.569 0.549
● 561R10TCCQ12 12 ± 5% C0G/NP0 2 C 69K4686 0.569 0.549
● 561R10TCCQ15 15 ± 5% C0G/NP0 2 C 69K4688 0.569 0.549
● 561R10TCCQ18 18 ± 5% C0G/NP0 2 E 69K4690 0.537 0.518
● 561R10TCCQ20 20 ± 5% C0G/NP0 2 E 69K4693 0.538 0.518
● 561R10TCCQ22 22 ± 5% C0G/NP0 2 E 69K4696 0.538 0.518
● 561R10TCCQ25 E3 25 ± 5% C0G/NP0 2 E 66K9527 0.538 0.518
● 561R10TCCQ27 27 ± 5% C0G/NP0 2 F 69K4701 0.537 0.518
● 561R10TCCQ30 30 ± 5% C0G/NP0 2 F 69K4702 0.568 0.548
● 561R10TCCQ33 33 ± 5% C0G/NP0 2 F 52K5603 0.527 0.508
● 561R10TCUQ33 33 ± 5% U2J 2 E 69K4734 0.664 0.640
● 561R10TCCQ47 47 ± 5% C0G/NP0 1 G 69K4706 0.633 0.610
● 561R10TCUQ47 47 ± 5% U2J 2 E 69K4735 0.538 0.518
● 561R10TCCQ50 50 ± 5% C0G/NP0 1 G 69K4707 0.633 0.610
● 561R10TCCQ56 56 ± 5% C0G/NP0 1 G 42K5287 0.613 0.591
● 561R10TCUQ68 68 ± 5% U2J 2 F 69K4738 0.759 0.732
● 561R10TCCT10 100 ± 5% C0G/NP0 1 J 52K7981 0.651 0.627
● 561R10TCUT10 100 ± 5% U2J 2 F 69K4739 0.537 0.518
● 561R10TCCT12 120 ± 5% C0G/NP0 1 J 69K4713 0.776 0.748
● 561R10TCCT18 180 ± 5% C0G/NP0 1 L 69K4715 1.020 0.975
● 561R10TCCT22 220 ± 5% C0G/NP0 1 L 69K4716 1.110 1.070
● 561R10TCUT33 330 ± 5% 1 P 66C6344 0.759 0.732
● 561R10TCUT56 560 ± 5% 1 J 69K4746 0.664 0.640
● 561R10TCUT68 680 ± 5% 1 K 69K4747 0.948 0.914

(7103)

AC LINE RATED CERAMIC
DISC CAPACITORS

500 VDC GENERAL PURPOSE CAPACITORS

1000 VDC GENERAL PURPOSE CAPACITORS

Typical Filter Showing X and Y Types

1000 VDC TEMPERATURE & VOLTAGE STABILIZED

1000 VDC PRECISION DISC CAPACITORS
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AC LINE RATED CERAMIC
DISC CAPACITORS (CONT.)

(148886)

Case
Size

D
Max.
(in.)

Lead
Spacing

(in.)
Case
Size

D
Max.
(in.)

Lead
Spacing

(in.)
A 0.33 0.25 L 0.4 0.375
B 0.365 0.25 M 0.43 0.375
C 0.4 0.25 N 0.46 0.375
D 0.43 0.25 O 0.49 0.375
E 0.46 0.25 P 0.53 0.375
F 0.49 0.25 P1 0.56 0.375
G 0.53 0.25 Q 0.62 0.375
H 0.62 0.25 R 0.68 0.375
H1 0.68 0.25 S 0.72 0.375
I 0.72 0.25 T 0.79 0.375
J 0.33 0.375 U 0.85 0.375
K 0.365 0.375 V 0.9 0.375

Series Lead Offset Series Lead Offset
440L 0.158″ 125L 0.110″
30LVS 0.125″ 25Y 0.060″

Performance
Characteristics

Series
440L 30LVS 125L 25Y

Application Voltage Range 250/500VRMS 250/400VRMS 250VRMS 250/400VRMS
Dielectric Strength 4000VRMS 2500VRMS 2000VRMS 2500VRMS
Max. Dissipation Factor 2%
Min. Insulation Resistance 1000ΩF
Mechanical Characteristic Service Temperature:125°C Max.; Coating Meterial per UL94V0

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

AC
Leakage

(mA)
Temp.
Coeff.

Case
Size

T
(in.)

Tape Cut

Stock No.
Price Each

1-9
● 440LQ10-R 10 ±10% 1.3 uA COG J 0.195 65K2971 0.670
● 440LQ15-R 15 ±10% 2 uA U2J J 0.21 65K2972 0.670
● 440LQ22-R 22 ±10% 3 uA P3K J 0.19 65K2973 0.753
● 440LQ33-R 33 ±10% 4.4 uA R3L J 0.2 65K2974 0.670
● 440LQ47-R 47 ±10% 6.3 uA R3L J 0.18 58K4042 0.834
● 440LQ68-R 68 ±10% 0.01 X7R J 0.22 65K2975 0.670
● 440LT10-R 100 ±10% 0.02 X7R J 0.22 58K4045 0.670
● 440LT15-R 150 ±10% 0.03 X7R J 0.235 65K2976 0.669
● 440LT22-R 220 ±10% 0.04 X7R J 0.235 65K2977 0.753
● 440LT33-R 330 ±20% 0.05 X7R J 0.225 65K2978 0.670
● 440LT47-R 470 ±20% 0.07 Y5U J 0.23 66C8253 0.753
● 440LT56-R 560 ±20% 0.08 Y5U J 0.23 65K2981 1.060
● 440LT68-R 680 ±20% 0.1 Y5U J 0.235 36K1671 0.670
● 440LD10-R 1000 ±20% 0.15 Y5U K 0.22 36K2563 0.744
● 440LD15-R 1500 ±20% 0.23 Y5U K 0.22 40K5805 0.744
● 440LD20-R 2000 ±20% 0.3 Y5U L 0.22 65K2948 0.669
● 440LD27-R 2700 ±20% 0.41 Y5U N 0.225 65K2952 1.870
● 440LD28-R 2800 ±20% 0.43 Y5U N 0.22 65K2953 1.190
● 440LD30-R 3000 ±20% 0.46 Y5U O 0.225 65K2954 1.010
● 440LD32-R 3200 ±20% 0.49 Y5U O 0.22 65K2955 1.010
● 440LD39-R 3900 ±20% 0.59 Y5U P 0.22 65K2959 0.967
● 440LD40-R 4000 ±20% 0.61 Y5U P 0.22 65K2960 0.967
● 440LD50-R 5000 ±20% 0.76 Y5U Q 0.225 65K2963 1.300
● 440LD55-R 5500 ±20% 0.84 Y5U R 0.23 65K2964 1.540
● 440LD68-R 6800 ±20% 1.04 Y5U S 0.235 65K2968 1.820
● 440LD80-R 8000 ±20% 1.22 Y5U S 0.22 65K2969 2.250
● 440LD90-R 9000 ±20% 1.37 Y5U T 0.225 65K2970 3.900

30LV SERIES
Compact size for EMI filtering, X1 and Y2 applications. UL 1414 (Line-By-Pass); UL 1283 (EMI Filters); CSA 22.2 (No. 1 -
Isolation, No. 8 - EMI Filters); IEC 384-1 2nd Edition (Y2 - 250VAC, X1 - 400VAC).

● 30LVQ10-R 10 ±10% 1.3 C0G/NP0 A 0.185 65K2921 0.848
● 30LVT10-R 100 ±10% 0.02 X7R A 0.18 65K2944 0.848
● 30LVD10-R 1000 ±20% ... Y5U A 0.215 69K4416 0.848
● 30LVSD10-R 1000 ±20% 0.15 Y5U A 0.195 65K2923 0.848
● 30LVSD15-R 1500 ±20% 0.23 Y5U A 0.185 65K2924 0.848
● 30LVSD20-R 2000 ±20% 0.31 Y5U A 0.175 65K2925 0.848
● 30LVSD22-R 2200 ±20% 0.34 Y5U A 0.17 65K2926 0.848
● 30LVSD27-R 2700 ±20% 0.41 Y5U B 0.18 65K2927 0.744
● 30LVSD28-R 2800 ±20% 0.43 Y5U B 0.18 65K2928 0.744
● 30LVSD30-R 3000 ±20% 0.46 Y5U C 0.18 65K2929 0.744
● 30LVSD32-R 3200 ±20% 0.49 Y5U C 0.175 65K2930 0.670

30LV SERIES

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

AC
Leakage

(mA)
Temp.
Coeff.

Case
Size

T
(in.)

Tape Cut

Stock No.
Price Each

1-9
● 30LVSD33-R 3300 ±20% 0.5 Y5U C 0.175 66C7445 0.656
● 30LVSD39-R 3900 ±20% 0.59 Y5U E 0.185 65K2931 1.190
● 30LVD40-R 4000 ±20% 0.61 Y5U G 0.21 65K2915 0.930
● 30LVSD40-R 4000 ±20% 0.61 Y5U F 0.185 65K2932 1.010
● 30LVD47-R 4700 ±20% 0.72 Y5U Q 0.22 65K2917 1.190
● 30LVSD47-R 4700 ±20% 0.72 Y5U F 0.18 65K2933 1.010
● 30LVSVD47-R 4700 ±20% 0.72 Y5V D 0.185 65K2938 0.855
● 30LVD50-R 5000 ±20% 0.76 Y5U Q 0.215 65K2919 1.060
● 30LVSD50-R 5000 ±20% 0.76 Y5U G 0.18 65K2934 0.920
● 30LVSD55-R 5500 ±20% 0.84 Y5U G 0.185 65K2935 0.920
● 30LVSD68-R 6800 ±20% 1.04 Y5U Q 0.2 65K2936 1.250
● 30LVS10-R 10000 ±20% 1.52 Y5U T 0.19 65K2940 2.050
● 30LVSS10-R 10000 ±20% 1.52 Y5U S 0.2 65K2937 2.250
● 30LVSVS10-R 10000 ±20% 1.52 Y5V Q 0.2 65K2939 1.250
● 30LVS15-R 15000 ±20% 2.28 Y5U V 0.2 65K2942 2.150

125L SERIES
Economical, line-by-pass, X1 and Y4 applications. UL 1414 (Line-By-Pass); CSA 22.2 (No.1 - Isolation); IEC 384-14 2nd
Edition (Y4 - 125VAC, X1 - 400VAC).

● 125LD10-R 1000 ±20% 0.07 Y5V A 0.195 65K2763 0.670
● 125LD15-R 1500 ±20% 0.11 Y5V A 0.195 65K2764 0.670
● 125LD20-R 2000 ±20% 0.15 Y5V A 0.185 65K2765 0.848
● 125LD22-R 2200 ±20% 0.17 Y5V A 0.18 65K2766 0.848
● 125LD33-R 3300 ±20% 0.25 Y5V B 0.195 69K4347 0.744
● 125LD47-R 4700 ±20% 0.36 Y5V C 0.185 43K5798 1.450
● 125LD50-R 5000 ±20% 0.38 Y5V M 0.195 40K5840 1.060
● 125LD68-R 6800 ±20% 0.52 Y5V O 0.19 66C6424 0.959
● 125LD82-R 8200 ±20% 0.63 Y5V P 0.19 65K2767 1.100
● 125LS10-R 10000 ±20% 0.76 Y5V P1 0.19 56K4844 1.120
● 125LS15-R 15000 ±20% 1.14 Y5V S 0.205 65K2768 1.570
● 125LS18-R 18000 ±20% 1.37 Y5V T 0.205 69K4356 3.220
● 125LS20-R 20000 ±20% 1.52 Y5V O 0.24 65K2769 2.360
● 125LS30-R 30000 ±20% 2.28 Y5V S 0.24 43K5794 2.360
● 125LS50-R 50000 ±20% 3.8 Y5V V 0.24 65K2770 4.880

25Y SERIES
Temperature Stable Y5S (-30 to +85°C ± 22%), X1 and Y2 applications. UL 1414 (Line-By-Pass); UL 1283 (EMI Filters);
CSA 22.2 (No. 1 - Isolation, No. 8 - EMI Filters); IEC-384-14 2nd Edition (Y2 - 250VAC, X1 - 400VAC).

● 25YD10-R 1000 ±20% 0.17 Y5S A 0.17 65K2775 0.670
● 25YD15-R 1500 ±20% 0.25 Y5S C 0.175 65K2776 1.900
● 25YD20-R 2000 ±20% 0.33 Y5S D 0.17 65K2777 1.190
● 25YD22-R 2200 ±20% 0.36 Y5S E 0.17 65K2778 1.190
● 25YD27-R 2700 ±20% 0.45 Y5S F 0.17 65K2779 1.010
● 25YD28-R 2800 ±20% 0.46 Y5S G 0.175 65K2780 0.930
● 25YD30-R 3000 ±20% 0.5 Y5S G 0.175 65K2781 0.930
● 25YD32-R 3200 ±20% 0.53 Y5S P1 0.185 65K2782 1.230
● 25YD33-R 3300 ±20% 0.55 Y5S P1 0.185 65K2783 1.230
● 25YD39-R 3900 ±20% 0.64 Y5S Q 0.185 65K2784 1.190
● 25YD40-R 4000 ±20% 0.66 Y5S Q 0.185 65K2785 1.190
● 25YD47-R 4700 ±20% 0.78 Y5S R 0.185 65K2786 1.120
● 25YD50-R 5000 ±20% 0.83 Y5S R 0.185 90F7521 1.060
● 25YD55-R 5500 ±20% 0.91 Y5S S 0.19 65K2787 2.250
● 25YD56-R 5600 ±20% 0.92 Y5S S 0.19 65K2788 2.250
● 25YD68-R 6800 ±20% 1.12 Y5S T 0.185 65K2789 2.380
● 25YD80-R 8000 ±20% 1.32 Y5S V 0.2 65K2790 4.820

20VL SERIES
High Cap Valve, Compact Size, X2 Applications. UL 1283 (EMI Filters); CSA 22.2 (No. 8 - EMI Filters); IEC 384-14 2nd
Edition (X2 - 400VAC).

● 20VLSS10-R 10000 +80, -20% ... Z5U G 0.16 07J9348 0.920
● 20VLS10-R 10000 ±20% ... Y5V Q 0.15 65K2772 0.813
● 20VLS20-R 20000 +80, -20% ... Y5V S 0.15 65K2774 2.250

(7093)

DIMENSIONS

440L SERIES

WIRE LEAD OFFSET

Cera-Mite disc capacitors are rugged, high-voltage capacitors specifically designed and tested for use in 125V-600VAC
power sources. Certifed for X and Y type worldwide safety agency requirements. Ideal for AC power supplies,
across-the-line, line-to-ground and bypass filtering applications. UL recognized, CSA certified, VDE approved. 

SPECIFICATIONS

Rugged, high dielectric strength, full UL recognition, X1 and Y1 applications. UL 1414 (Across-The-Line, Antenna
Coupling, Line-By-Pass); UL 1283 (EMI Filters); CSA 22.2 (No. 1 - Across-The-Line, No. 1 - Isolation); IEC 384-14 2nd
Edition (Y1 - 500VAC, X1 - 400VAC).
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CERAMIC CAPACITORS

564R/615R SERIES HIGH VOLTAGE CERAMIC DISC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

ESR
(mΩ)

DCL VR
(μA)

Case
Size

Tape Cut

Stock No.
Price
1-9

T521V156M035ATE125 15 100 52.5 7343-20 09P0986 4.140
(147906)

Mfg. Part No.
Cap.
(pF)

D x T
(mm) Stock No.

Price Each

1-49 50-99
100-
249

250-
499

● MCC11B101K3AS6L-RH 100 6.5 x 6.35 80K9093 0.098 0.076 0.059 0.039
● MCC11B221K3AS6L-RH 220 6.5 x 6.35 80K9100 0.098 0.076 0.059 0.039
● MCC11B331K3AS6L-RH 330 6.5 x 6.35 80K9101 0.098 0.076 0.059 0.039
● MCC11B821K3AS6L-RH 820 6.5 x 6.35 80K9109 0.111 0.086 0.067 0.045
● MCC11B102K3AS6L-RH 1000 6.5 x 6.35 80K9096 0.111 0.086 0.067 0.045
● MCC11B332K3AS6L-RH 3300 11 x 6.35 80K9102 0.286 0.222 0.173 0.115
● MCC11B472K3AS6L-RH 4700 14 x 9.52 80K9106 0.266 0.207 0.161 0.107
● MCC11B562K3AS6L-RH 5600 15 x 9.52 80K9107 0.383 0.297 0.232 0.154
● MCC11B682K3AS6L-RH 6800 17 x 9.52 80K9108 0.385 0.298 0.232 0.154
● MCC11B103K3AS6L-RH 10000 19 x 9.52 80K9098 0.520 0.403 0.314 0.208

VOLTAGE: 3,000 VDC

Mfg. Part No.
Cap.
(pF) Tol.

Temp.
Coeff. Stock No.

Price Each
1-9

● 564R30GAQ68 68 ± 20% X7R 69K5339 0.521
● 564R30GAT10 100 ± 20% X7R 40K2161 0.521
● 564R30GAT15 150 ± 20% X7R 69K5347 0.521
● 564R30GAT27 270 ± 20% X7R 53K6247 0.521
● 564R30GAT39 390 ± 20% X7R 69K5353 0.521
● 564R30GAT47 470 ± 20% X7R 69K5354 0.521
● 564R30GAT68 680 ± 20% Y5U 69K5358 0.521
● 564R30TST68 680 ± 10% X7R 69K5381 0.521
● 564R30TSSD10 1000 ± 20% Y5S 69K5370 0.653
● 564R30GAD15 1500 ± 20% Z5U 69K5323 0.578
● 564R30TSSD15 1500 ± 20% Y5S 69K5371 0.781
● 564R30TSD15 1500 ± 10% X7R 69K5363 0.781
● 564R30GAD18 1800 ± 20% Z5U 69K5324 0.521
● 564R30TSSD18 1800 ± 20% Y5S 69K5372 0.781
● 564R30TSD18 1800 ± 10% X7R 69K5364 0.723
● 564R30GAD22 2200 ± 20% Z5U 43K0199 0.823
● 564R30TSSD22 2200 ± 20% Y5S 69K5373 0.723
● 564R30GAD27 2700 ± 20% Z5U 69K5327 0.926
● 564R30TSSD27 2700 ± 20% Y5S 69K5374 0.955
● 564R30TSD27 2700 ± 10% X7R 69K5366 0.926
● 564R30GAD33 3300 ± 20% Z5U 53K6096 0.723
● 564R30TSD33 3300 ± 10% X7R 57K9480 0.926
● 564R30TSSD33 3300 ± 20% Y5S 69K5375 0.926
● 564R30GAD39 3900 ± 20% Z5U 69K5328 0.723
● 564R30TSSD39 3900 ± 20% Y5S 69K5376 0.868
● 564R30TSD39 3900 ± 10% X7R 69K5367 1.750
● 564R30GAD47 4700 ± 20% Z5U 36K3896 1.490
● 564R30TSSD47 4700 ± 20% Y5S 69K5377 0.868
● 564R30TSD47 4700 ± 10% X7R 69K5368 1.750
● 564R30TSSD56 5600 ± 20% Y5S 69K5378 1.850
● 564R30TSD68 6800 ± 10% X7R 69K5369 3.750
● 564R30TSSD68 6800 ± 20% Y5S 69K5379 1.670
● 564R30GAD68 6800 ± 20% Z5U 66K6075 0.771
● 564R30GAD82 8200 ± 20% Z5U 69K5332 1.750
● 564R30GAS10 0.01μF ± 20% Z5U 40K5833 1.750
● 564R30GASS10 0.01μF ± 20% Y5V 69K5340 1.090
● 564R30GAS10GJ 0.01μF ± 20% Z5U 69K5342 1.750

VOLTAGE: 6000 VDC

● 564R60GAQ10 10 ± 20% C0G/NP0 69K5391 0.723
● 564R60GAQ22 22 ± 20% U2J 69K5392 0.926
● 564R60GAT10 100 ± 20% X5F 66K6064 1.490
● 564R60GAT22 220 ± 20% X5F 63K3478 0.723
● 564R60GAT33 330 ± 20% X5S 69K5397 0.723
● 564R60GAT56 560 ± 20% Y5U 40K5790 0.790
● 564R60GAD10 1000 ± 20% Z5U 69K5387 0.723
● 564R60GAD22 2200 ± 20% Z5U 69K5389 0.926
● 564R60GAD33 3300 ± 20% Z5U 40K5852 1.550
● 564R60GAD47 4700 ± 20% Z5U 69K5390 2.170
● 564R60GAS10 0.01μF ± 20% Z5U 40K5796 4.170

VOLTAGE: 7,500 VDC

● 564R75GAT47 470 ± 20% X5F 69K5402 1.480
● 564R75GAD25 2500 +80, -20% Z5U 69K5400 2.260

VOLTAGE: 10,000 VDC

● 615R100GAT10 100 ± 20% X5F 87K6727 4.450
● 615R100GATT25 250 ± 20% N4700 87K6723 2.020
● 615R100GAT25 E3 250 ± 20% X5F 87K6728 3.690
● 615R100GAST50 500 ± 20% Y5R 87K6722 2.020
● 615R100GATT50 500 ± 20% N4700 87K6724 3.520
● 615R100GATT68 680 ± 20% N4700 87K6725 5.220
● 615R100GATT82 820 ± 20% N4700 87K6726 4.450
● 615R100GASD10 1000 +80, -20% Y5U 87K6721 3.690
● 615R100GAD33 3000 +80, -20% Z5U 87K6720 4.440
● 615R100GAD47 4700 +80, -20% Z5U 46F5254 6.710

VOLTAGE: 15,000 VDC

● 615R150GATT10 100 ± 20% N4700 87K6731 2.360
● 615R150GATT39 390 ± 20% N4700 14M7775 5.320
● 615R150GAST50 500 +80, -20% Y5U 69K5493 2.400
● 615R150GAD10 1000 +80, -20% Y5U 87K6729 6.770
● 615R150GAD22 2200 +80, -20% Z5U 87K6730 5.220

T521 SERIES HIGH
VOLTAGE POLYMER
TANTALUM CHIP
CAPACITORS

Mfg. Part No.
Cap.
(pF) Tol.

Temp.
Coeff. Stock No.

Price Each
1-9

● 564R20GAS10 0.01μF ± 20% Z5U 69K5263 0.838
● 564R20GASS10 0.01μF ± 20% Y5V 69K5262 0.823
● 564R20GAP10 E3 0.1μF ± 20% Y5V 60K8204 3.060

VOLTAGE: 3,000 VDC

● 564R30GAQ10 10 ± 20% N750 46F5260 0.521
● 564R30GAQ12 12 ± 20% N750 26K9204 1.480
● 564R30GAQ22 22 ± 20% R3L 69K5333 0.521
● 564R30GAQ27 27 ± 20% N2200 69K5335 0.521
● 564R30GAQ33 33 ± 20% N2200 61K2493 0.521
● 564R30GAQ47 47 ± 20% X7R 66K6072 0.521
● 564R30GAQ56 56 ± 20% X7R 69K5338 0.521

(7173)

(39272)

Features:
• High Ripple Current Capability
• Low ESR
• Long Life 125° C/1000 Hrs

HIGH-VOLTAGE CERAMIC
DISC CAPACITORS

564R/615R SERIES HIGH VOLTAGE
CERAMIC DISC CAPACITORS

Ceramic disc capacitor kits available; go online or call.

• Solid Ceramic Discs Provide Max. Resistance to Voltage Transients and Current Surges
• Tough Polymer Insulating Coating for Extended Life
• Operating Temperature: -25°C to +85°C

High-voltage capacitors are widely used in demanding applications such as snubbers, EMI/RFI filters and switching
power supplies. Also applicable to lower voltage applications to withstand transient voltage and energy surges in
accordance with FCC and IEEE standards.

• Polymer Cathode Technology
• High Voltage
• Stable temperature characteristics
• Safe failure mode

Specifications:

VOLTAGE: 2,000 VDC

• Voltage: 1000 VDC
• Tolerance: ±10%
• Temperature Characteristic (Y5P): ±10%
• Dissipation Factor (tan δ): 2.5%
• Operating Temperature: –25°C to +85°C
• Insulation Resistance (IR) @ 25°C: 10,000MΩ
• Dielectric Strength: 2X rated WVDC

VOLTAGE: 35 VDC
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CK & CKR SERIES CERAMIC MOLDED / MIL-
C-11015 & MIL-PRF-39014 CAPACITORS

CK & CKR SERIES CERAMIC MOLDED / MIL-C-11015 & MIL-PRF-39014
CAPACITORS (CONT.)

(148881)

Mfg. Part No.
Cap.
(nF)

H
(mm)

W
(mm)

D
(mm) Stock No.

Price Each

1-9 10-99
100-
199

CK06BX224K 220 7.37 7.37 2.29 19C5983 0.982 0.942 0.880
CK06BX474K 470 7.37 7.37 2.29 19C5985 1.930 1.850 1.730
CK05BX104K 100 4.83 4.83 2.29 33C4436 0.322 0.309 0.288
CK06BX105K 1000 7.37 7.37 2.29 19C5981 2.220 2.130 1.990

VOLTAGE: 100 VDC

CK05BX222K 2.2 4.83 4.83 2.29 19C5977 0.322 0.309 0.288
CK05BX472K 4.7 4.83 4.83 2.29 19C5979 0.268 0.257 0.240
CK05BX103K 10 4.83 4.83 2.29 19C5975 0.258 0.247 0.231
CK06BX103K 10 7.37 7.37 2.29 33C4437 0.274 0.263 0.245
CK06BX223K 22 7.37 7.37 2.29 19C5982 0.353 0.338 0.316
CK06BX473K 47 7.37 7.37 2.29 19C5984 0.354 0.340 0.317
CK06BX104K 100 7.37 7.37 2.29 19C5980 0.349 0.335 0.312

VOLTAGE: 200 VDC

CK05BX102K 1 4.83 4.83 2.29 19C5974 0.322 0.309 0.288
(50570)

Specifications

CK05/06 SERIES
MIL-C-11015
MOLDED RADIAL
CAPACITORS

Mfg. Part No. Series
Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

● C052C104K5R5TA CO52 50 100000 ±10% 42M4325 0.410 0.324
C052C821J1G5CA CO52 100 820 ±5% 08B3265 2.940 2.450
C052C102J1G5CA CO52 100 1000 ±5% 08B3109 2.940 2.450

STABLE TEMPERATURE CHARCTERISTIC - X7R

C052K102K2X5CA CO52 50 1000 ±10% 08B3276 0.300 0.240
C052K104K5X5CA CO52 50 100000 ±10% 08B3280 0.420 0.340
C062C105K5R5CA CO62 50 1000000 ±10% 08B3926 3.150 2.800
C052C103J1R5CA CO52 100 10000 ±5% 25C0813 0.720 0.600

• Mil Spec: Type CK = MIL-C-11015; Type CKR = MIL-PRF-39014
• Tolerance: ±10%
• Temperature Characteristic: X7R
• Operating Temperature: –55°C to +125°C

VOLTAGE: 50 VDC

(69041)

RADIAL DIMENSIONS

• Meets MIL-C-11015 Specification
• Tolerance: ±10%
• Operating Temperature: -55°C to +125°C
• Dimensions: Thickness (T) 2.29mm, Lead Spacing (L.S.) 5.08mm, and Lead Diameter (L.D.) .64mm

MOLDED CERAMIC RADIAL
LEAD CAPACITORS

Case
Size

Military
Equivalent

Styles H L W S
C052 CK05, CKR05 0.190±0.010″ 0.190±0.010″ 0.090±0.010″ 0.200±0.015″
C062 CK06, CKR06 0.290±0.010″ 0.290±0.010″ 0.090±0.010″ 0.200±0.015″

ULTRA-STABLE TEMPERATURE CHARACTERISTIC-C0G (NP0)

AXIAL DIMENSIONS

Features
• Monolithic Block of Ceramic Dielectric with Interdigitated Internal Electrodes
• Molded Case, Radial Leads
• Meets Flame Test Requirements of UL94V-0
• Operating Temperature: -55°C to +125°C

Case
Size

Military
Equivalent

Styles L D C
C114 CK12, CKR11 0.160±0.010″ 0.090±0.010″ 0.020″
C124 CK13, CKR12 0.250±0.010″ 0.090±0.010″ 0.020″
C192 CK14, CKR14 0.390±0.010″ 0.140±0.010″ 0.025″

RADIAL LEAD MIL-C-11015

Mfg. Part No.
MIL-C-
11015

Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

CK05BX223K … 50 22000 ±10% 87F4674 0.386 0.305
CK05BX473K … 50 47000 ±10% 87F4675 0.425 0.336
CK05BX104K … 50 100000 ±10% 87F4662 0.406 0.321
CK06BX224K … 50 220000 ±10% 87F4678 1.320 1.040
CK06BX474K … 50 470000 ±10% 87F4679 2.320 1.830
CK06BX105K … 50 1000000 ±10% 87F4680 2.710 2.140
CK05BX222K … 100 2200 ±10% 28C6785 0.305 0.241
CK05BX472K … 100 4700 ±10% 87F4672 0.305 0.241
CK05BX103K … 100 10000 ±10% 87F4673 0.309 0.244
CK06BX104K … 100 100000 ±10% 87F4677 0.444 0.351

Mfg. Part No.
MIL-C-
11015

Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

CK05BX471K … 200 470 ±10% 87F4670 0.305 0.241
CK05BX102K … 200 1000 ±10% 87F4671 0.305 0.241
CK06BX103K … 200 10000 ±10% 87F4676 0.329 0.260

RADIAL LEAD MIL-PRF-39014

Mfg. Part No.
MIL-PRF-
39014/05

Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

CKR05BX104KR 1553 50 100000 ±10% 87F4668 1.260 0.993
CKR05BX104KS 1593 50 100000 ±10% 98F9430 1.420 1.120
CKR06BX474KR 1320 50 470000 ±10% 87F4684 2.920 2.300
CKR06BX105KM 1407 50 1000000 ±10% 98F2904 3.750 2.960
CKR06BX105KR 1415 50 1000000 ±10% 87F4685 3.750 2.960
CKR05BX103KR 1535 100 10000 ±10% 87F4666 1.230 0.968
CKR06BX104KR 1310 100 100000 ±10% 87F4683 1.410 1.110
CKR05BX102KR 1317 200 1000 ±10% 87F4664 1.230 0.968

AXIAL LEAD MIL-C-11015

Mfg. Part No.
MIL-C-
11015

Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

CK12BX103K … 50 10000 ±10% 87F4690 0.363 0.287
CK15BR105K … 50 1000000 ±10% 24C5165 5.760 4.550
CK12BX471K … 100 470 ±10% 87F4687 0.363 0.287
CK12BX102K … 100 1000 ±10% 87F4688 0.363 0.287
CK13BX103K … 100 10000 ±10% 87F4695 0.363 0.287
CK14BR104K … 100 100000 ±10% 87F4700 0.618 0.488

AXIAL LEAD MIL-PRF-39014

Mfg. Part No.
MIL-PRF-
39014/05

Voltage
(VDC)

Cap.
(pF)

Tol.
+/- % Stock No.

Price Each
1-9 10-99

CKR11BX103KS 2255 50 10000 ±10% 07C8701 1.840 1.450
CKR14BR104KR 2097 100 100000 ±10% 87F4703 1.980 1.560

(7263)
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CERAMIC CAPACITORS

C4XX SERIES CONFORMALLY COATED/ AXIAL CERAMIC CAPACITORS (CONT.)

Mfg. Part No. L Max D Max LD+0.001″/–0.003″ LL Min
C410 0.170″ 0.100″ 0.020″ 1.0″
C412 0.170″ 0.120″ 0.020″ 1.0″
C420 0.260″ 0.100″ 0.020″ 1.0″
C430 0.290″ 0.150″ 0.020″ 1.0″
C440 0.400″ 0.150″ 0.020″ 1.0″

Dielectric NP0 X7R Z5U
TCR 0 ± 30ppm/°C 

for values >20pF
0 +120, –40ppm/°C 

for values ≤20pF

±20% +30%, –80%

Insulation Resistance 100,000MΩ 100,000MΩ >10,000MΩ
Operating Temperature –55°C to +125°C –55°C to +125°C –25°C to +85°C

Mfg. Part No.
Cap.
(μF)

Cap.
Tol. Dielectric Stock No.

Price Each
1-9 10-99

● C410C681J5G5TA 680 pF ± 5% C0G/NP0 43K3272 0.260 0.190
● C410C102J5G5TA 1000 pF ± 5% C0G/NP0 33K2785 0.230 0.180

Mfg. Part No.
Cap.
(uF)

Diel.
Char. Tol.

L
(mm)

Dia.
(mm)

Tape Cut

Stock No.
Price Each

1-249
● SA105A102JAR 0.001 C0G/NP0 ± 5% 4.32 2.54 36K5720 0.143
● SA105C103JAR 0.01 X7R ± 5% 4.32 2.54 96M0967 0.322
● SA105C103KAR 0.01 X7R ± 10% 4.32 2.54 75M2748 0.106
● SA105E103MAR 0.01 Z5U ± 20% 4.32 2.54 75M2750 0.112
● SA105C473KAR 0.047 X7R ± 10% 4.32 2.54 96M0968 0.163
● SA105C104KAR 0.1 X7R ± 10% 4.32 2.54 75M2749 0.163
● SA105E104MAR 0.1 Z5U ± 20% 4.32 2.54 75M2751 0.076
● SA105E104ZAR 0.1 Z5U +80, -20% 4.32 2.54 75M2752 0.116
● SA115C104KAR 0.1 X7R ± 10% 4.32 3.05 75M2753 0.170
● SA305C224KAR 0.22 X7R ± 10% 7.37 3.81 75M2754 0.484
● SA105E224MAR 0.22 Z5U ± 20% 4.32 2.54 96M0969 0.178
● SA115E334MAR 0.33 Z5U ± 20% 4.32 2.54 96M0970 0.242
● SA305E474MAR 0.47 Z5U ± 20% 7.37 3.81 75M2756 0.394
● SA305E105MAR 1 Z5U ± 20% 7.37 3.81 75M2755 0.519

VOLTAGE: 100VDC

● SA101A221JAR 0.00022 C0G/NP0 ± 5% 4.32 2.54 96M0960 0.130
● SA101A471JAR 0.00047 C0G/NP0 ± 5% 4.32 2.54 75M2742 0.130
● SA101C102KAR 0.001 X7R ± 10% 4.32 2.54 75M2743 0.112
● SA101C152KAR 0.0015 X7R ± 10% 4.32 2.54 96M0961 0.114
● SA101C222KAR 0.0022 X7R ± 10% 4.32 2.54 96M0962 0.213
● SA101C332KAR 0.0033 X7R ± 10% 4.32 2.54 96M0963 0.213
● SA101C472KAR 0.0047 X7R ± 10% 4.32 2.54 75M2745 0.114
● SA101C103KAR 0.01 X7R ± 10% 4.32 2.54 75M2744 0.114
● SA101E103MAR 0.01 Z5U ± 20% 4.32 2.54 96M0964 0.138
● SA301C104KAR 0.1 X7R ± 10% 7.37 3.81 96M0971 0.296

VOLTAGE: 200VDC

● SA102A100JAR 0.00001 C0G/NP0 ± 5% 4.32 2.54 96M0965 0.130
● SA102A220JAR 0.000022 C0G/NP0 ± 5% 4.32 2.54 75M2747 0.153
● SA102A330JAR 0.000033 C0G/NP0 ± 5% 4.32 2.54 96M0966 0.229
● SA102A101JAR 0.0001 C0G/NP0 ± 5% 4.32 2.54 75M2746 0.122

Mfg. Part No.
Cap.
(μF)

Cap.
Tol. Dielectric Stock No.

Price Each
1-9 10-99

● C410C102K5R5TA 1000 pF ± 10% X7R 13K6578 0.180 0.140
● C410C103K5R5TA 0.01 ± 10% X7R 13K6584 0.080 0.060
● C410C103M5U5TA 0.01 ± 20% Z5U 13K6587 0.120 0.090
● C410C153K5R5TA 0.015 ± 10% X7R 32K5545 0.250 0.190
● C410C223K5R5TA 0.022 ± 10% X7R 39K9715 0.250 0.190
● C410C333K5R5TA 0.033 ± 10% X7R 39K9726 0.250 0.190
● C410C333M5U5TA 0.033 ± 20% Z5U 39K9727 0.137 0.117
● C410C473K5R5TA 0.047 ± 10% X7R 13K6632 0.270 0.200
● C410C473M5U5TA 0.047 ± 20% Z5U 39K9734 0.150 0.120
● C410C683M5U5TA 0.068 ± 20% Z5U 68K3158 0.137 0.117
● C410C104M5U5TA 0.1 ± 20% Z5U 13K6589 0.080 0.060
● C410C104Z5U5TA 0.1 +80, -20% Z5U 18K5980 0.110 0.080
● C410C154M5U5TA 0.15 ± 20% Z5U 68K3134 0.220 0.170
● C410C224M5U5TA 0.22 ± 20% Z5U 39K9717 0.220 0.170

C410 SERIES, VDC : 100V

● C410C100J1G5TA 10 pF ± 5% C0G/NP0 72K8413 0.250 0.190
● C410C150J1G5TA 15 pF ± 5% C0G/NP0 43K3251 0.250 0.190
● C410C220J1G5TA 22 pF ± 5% C0G/NP0 39K9710 0.250 0.190
● C410C330J1G5TA 33 pF ± 5% C0G/NP0 13K6612 0.250 0.190
● C410C470J1G5TA 47 pF ± 5% C0G/NP0 39K9729 0.250 0.190
● C410C680J1G5TA 68 pF ± 5% C0G/NP0 43K3270 0.250 0.190
● C410C101J1G5TA 100 pF ± 5% C0G/NP0 13K6574 0.230 0.170
● C410C101K1G5TA 100 pF ± 10% C0G/NP0 32K5533 0.210 0.160
● C410C151J1G5TA 150 pF ± 5% C0G/NP0 39K9706 0.250 0.190
● C410C221J1G5TA 220 pF ± 5% C0G/NP0 39K9712 0.250 0.190
● C410C331J1G5TA 330 pF ± 5% C0G/NP0 39K9724 0.250 0.190
● C410C471J1G5TA 470 pF ± 5% C0G/NP0 39K9731 0.250 0.190
● C410C471K1R5TA 470 pF ± 10% X7R 32K5560 0.190 0.150
● C410C681J1G5TA 680 pF ± 5% C0G/NP0 43K3271 0.250 0.190
● C410C681K1R5TA 680 pF ± 10% X7R 43K3273 0.190 0.150
● C410C102J1G5TA 1000 pF ± 5% C0G/NP0 39K9698 0.230 0.180
● C410C102K1R5TA 1000 pF ± 10% X7R 32K5540 0.180 0.140
● C410C152K1R5TA 1500 pF ± 10% X7R 39K9707 0.190 0.150
● C410C222K1R5TA 2200 pF ± 10% X7R 39K9714 0.190 0.150
● C410C332K1R5TA 3300 pF ± 10% X7R 39K9725 0.190 0.150
● C410C472K1R5TA 4700 pF ± 10% X7R 13K6630 0.190 0.150
● C410C562M1R5TA 5600 pF ± 20% X7R 83K0049 0.165 0.141
● C410C682K1R5TA 6800 pF ± 10% X7R 13K6638 0.190 0.150
● C410C103K1R5TA 0.01 ± 10% X7R 39K9703 0.150 0.120
● C410C103M1U5TA 0.01 ± 20% Z5U 18K5976 0.100 0.080
● C410C153M1U5TA 0.015 ± 20% Z5U 68K3132 0.180 …
● C410C223M1U5TA 0.022 ± 20% Z5U 57K7227 0.170 0.130

C412 SERIES, VDC : 50V

● C412C152J5G5TA 1500 pF ± 5% C0G/NP0 68K3162 0.390 0.290
● C412C222J5G5TA 2200 pF ± 5% C0G/NP0 43K3279 0.390 0.290
● C412C683K5R5TA 0.068 ± 10% X7R 13K6652 0.242 0.206
● C412C104K5R5TA 0.1 ± 10% X7R 13K6641 0.110 0.090
● C412C334M5U5TA 0.33 ± 20% Z5U 39K9741 0.340 0.260

C412 SERIES, VDC : 100V

● C412C153K1R5TA 0.015 ± 10% X7R 68K3164 0.220 0.170
● C412C223K1R5TA 0.022 ± 10% X7R 72K8427 0.290 0.220

C420 SERIES, VDC : 50V

● C420C152J5G5TA 1500 pF ± 5% C0G/NP0 68K3170 0.390 0.290
● C420C222J5G5TA 2200 pF ± 5% C0G/NP0 39K9748 0.354 0.302
● C420C683K5R5TA 0.068 ± 10% X7R 68K3184 0.270 0.200
● C420C104K5R5TA 0.1 ± 10% X7R 39K9742 0.130 0.100

C420 SERIES, VDC : 100V

● C420C152J1G5TA 1500 pF ± 5% C0G/NP0 32K5569 0.370 0.280
● C420C222J1G5TA 2200 pF ± 5% C0G/NP0 39K9747 0.390 0.290
● C420C153K1R5TA 0.015 ± 10% X7R 68K3172 0.240 …
● C420C223K1R5TA 0.022 ± 10% X7R 43K3285 0.310 0.240
● C420C333K1R5TA 0.033 ± 10% X7R 39K9750 0.282 0.241
● C420C333M1U5TA 0.033 ± 20% Z5U 68K3179 0.234 0.199

C430 SERIES, VDC : 50V

● C430C332J5G5TA 3300 pF ± 5% C0G/NP0 68K3191 0.720 0.540
● C430C472J5G5TA 4700 pF ± 5% C0G/NP0 39K9762 0.720 0.540
● C430C682J5G5TA 6800 pF ± 5% C0G/NP0 68K3196 0.720 0.540
● C430C154K5R5TA 0.15 ± 10% X7R 39K9755 0.550 0.410
● C430C334M5U5TA 0.33 ± 20% Z5U 43K3288 0.340 0.260
● C430C474M5U5TA 0.47 ± 20% Z5U 13K6670 0.550 0.420
● C430C684M5U5TA 0.68 ± 20% Z5U 68K3202 0.504 0.429

C430 SERIES, VDC : 100V

● C430C332J1G5TA 3300 pF ± 5% C0G/NP0 43K3287 0.640 0.480
● C430C472J1G5TA 4700 pF ± 5% C0G/NP0 72K8431 0.640 0.480

(50572)

C4XX SERIES CONFORMALLY
COATED/ AXIAL CERAMIC
CAPACITORS

SA SERIES DIPPED CERAMIC
CAPACITORS - SPINGUARD®

PERFORMANCE CHARACTERISTICS

• Shock Resistant Epoxy Conformal Coating• Meets Flame Requirements of UL94V-0
• Encapsulated in Moisture 

VOLTAGE: 50VDC

• Conformally Coated Multilayer Capacitor
• Flame-Retardant Epoxy Case: Conforms to

UL Bulletin 492, Par. 280
• Solderable Leads
• Available in C0G (MP0), X7R, Z5U

Temperature Coeffiecients
• Dimensions: Lead Length 25.4mm, Lead

Diameter (L.D.) .483mm

C410 SERIES, VDC : 50V
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C4XX SERIES CONFORMALLY COATED/ AXIAL CERAMIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Tape Cut

Stock No.
Price Each

1-49
● SQCSVA0R2BAT1A 0.2 ± 0.1pF 12P9209 0.410
● SQCSVA0R4BAT1A 0.4 ± 0.1pF 12P9210 0.410
● SQCSVA0R6BAT1A 0.6 ± 0.1pF 12P9211 0.441
● SQCSVA0R8BAT1A 0.8 ± 0.1pF 12P9212 0.473
● SQCSVA1R0BAT1A 1 ± 0.1pF 96M0972 0.473
● SQCSVA1R2BAT1A 1.2 ± 0.1pF 96M0973 0.504
● SQCSVA1R5BAT1A 1.5 ± 0.1pF 12P9213 0.504
● SQCSVA1R8BAT1A 1.8 ± 0.1pF 12P9214 0.599
● SQCSVA2R0BAT1A 2 ± 0.1pF 96M0975 0.599
● SQCSVA2R2BAT1A 2.2 ± 0.1pF 12P9218 0.599
● SQCSVA2R7BAT1A 2.7 ± 0.1pF 12P9219 0.599
● SQCSVA3R0BAT1A 3 ± 0.1pF 12P9223 0.599
● SQCSVA3R3BAT1A 3.3 ± 0.1pF 12P9224 0.693
● SQCSVA3R9CAT1A 3.9 ± 0.25pF 96M0977 0.473
● SQCSVA4R7CAT1A 4.7 ± 0.25pF 12P9226 0.441
● SQCSVA5R6CAT1A 5.6 ± 0.25pF 96M0980 0.536
● SQCSVA6R8CAT1A 6.8 ± 0.25pF 96M0981 0.851
● SQCSVA8R2CAT1A 8.2 ± 0.25pF 12P9229 0.851
● SQCSVA100JAT1A 10 ± 5% 75M2757 0.504
● SQCSVA120JAT1A 12 ± 5% 12P9215 0.504
● SQCSVA150JAT1A 15 ± 5% 12P9216 0.504
● SQCSVA180JAT1A 18 ± 5% 12P9217 0.504
● SQCSVA220JAT1A 22 ± 5% 12P9220 0.504
● SQCSVA240JAT1A 24 ± 5% 12P9221 0.504
● SQCSVA270JAT1A 27 ± 5% 12P9222 0.504
● SQCSVA300JAT1A 30 ± 5% 12P9225 0.504
● SQCSVA330JAT1A 33 ± 5% 75M2758 0.599
● SQCSVA390JAT1A 39 ± 5% 96M0978 0.599
● SQCSVA470JAT1A 47 ± 5% 96M0979 0.567
● SQCSVA560JAT1A 56 ± 5% 12P9227 0.599
● SQCSVA680JAT1A 68 ± 5% 12P9228 0.599
● SQCSVA820JAT1A 82 ± 5% 12P9230 0.599
● SQCSVA101JAT1A 100 ± 5% 96M0974 0.693

0605 CASE SIZE, VOLTAGE: 150 VDC

● SQCAEM0R6BATME\500 0.6 ± 0.1pF 23M9831 2.400
● SQCAEM0R8BATME\500 0.8 ± 0.1pF 23M9832 1.550
● SQCAEM1R0BATME\500 1 ± 0.1pF 23M9833 1.550
● SQCAEM1R1BATME\500 1.1 ± 0.1pF 23M9834 1.550
● SQCAEM1R2BATME\500 1.2 ± 0.1pF 23M9835 1.550
● SQCAEM1R5BATME\500 1.5 ± 0.1pF 23M9836 1.550
● SQCAEM1R6BATME\500 1.6 ± 0.1pF 23M9837 1.550
● SQCAEM1R8BATME\500 1.8 ± 0.1pF 23M9838 1.550
● SQCAEM1R9BATME\500 1.9 ± 0.1pF 23M9839 1.550
● SQCAEM2R0BATME\500 2 ± 0.1pF 23M9844 1.550
● SQCAEM2R2BATME\500 2.2 ± 0.1pF 23M9845 1.550
● SQCAEM2R4BATME\500 2.4 ± 0.1pF 23M9846 1.550
● SQCAEM2R7BATME\500 2.7 ± 0.1pF 23M9847 1.550
● SQCAEM3R0BATME\500 3 ± 0.1pF 23M9850 1.550
● SQCAEM3R3BATME\500 3.3 ± 0.1pF 23M9851 1.550
● SQCAEM3R9BATME\500 3.9 ± 0.1pF 23M9852 1.550
● SQCAEM4R7BATME\500 4.7 ± 0.1pF 23M9855 1.550
● SQCAEM5R6BATME\500 5.6 ± 0.1pF 23M9857 1.550
● SQCAEM6R8BATME\500 6.8 ± 0.1pF 23M9859 2.370
● SQCAEM8R2BATME\500 8.2 ± 0.1pF 23M9860 2.370
● SQCAEM100FATME\500 10 ± 1% 23M9840 2.710
● SQCAEM120FATME\500 12 ± 1% 23M9841 2.710
● SQCAEM150FATME\500 15 ± 1% 23M9842 2.710
● SQCAEM180FATME\500 18 ± 1% 23M9843 2.710
● SQCAEM220FATME\500 22 ± 1% 23M9848 2.710

Case Size Lmax ∅Dmax Mass
15 0.150″ (3.8) 0.100″ (2.5) 0.14g
20 0.200″ (5.0) 0.120″ (3.0) 0.14g

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-99

● A101J15C0GF5TAA 50 100 ±5% 15 05C3803 0.075
● A151J15C0GF5TAA 50 150 ±5% 15 95C0848 0.094
● A221J15C0GF5TAA 50 220 ±5% 15 95C0854 0.095
● A331J15C0GF5TAA 50 330 ±5% 15 95C0865 0.116
● A471J15C0GF5TAA 50 470 ±5% 15 95C0874 0.116
● A681J15C0GF5TAA 50 680 ±5% 15 95C0884 0.140
● A102J15C0GF5TAA 50 1000 ±5% 15 05C3804 0.131
● A100J15C0GH5TAA 100 10 ±5% 15 95C0838 0.116
● A180J15C0GH5TAA 100 18 ±5% 15 95C0851 0.116
● A220J15C0GH5TAA 100 22 ±5% 15 95C0853 0.116
● A270J15C0GH5TAA 100 27 ±10% 15 95C0861 0.116
● A470J15C0GH5TAA 100 47 ±5% 15 95C0873 0.116
● A680J15C0GH5TAA 100 68 ±5% 15 97C7831 0.116
● A820J15C0GH5TAA 100 82 ±5% 15 97C7832 0.116

X7R

● A332K15X7RF5TAA 50 3300 ±10% 15 95C0867 0.072
● A472K15X7RF5TAA 50 4700 ±10% 15 95C0876 0.072
● A103K15X7RF5TAA 50 10 000 ±10% 15 95C0840 0.068
● A153K15X7RF5TAA 50 15 000 ±10% 15 95C0850 0.080
● A223K15X7RF5TAA 50 22 000 ±10% 15 95C0857 0.078
● A333K15X7RF5TAA 50 33 000 ±10% 15 95C0868 0.083
● A473K15X7RF5TAA 50 47 000 ±10% 15 95C0877 0.084
● A104K15X7RF5TAA 50 100 000 ±10% 15 95C0843 0.082
● A104K15X7RF5UAA 50 100 000 ±10% 15 89K8584 0.082
● A221K15X7RH5TAA 100 220 ±10% 15 95C0855 0.078
● A471K15X7RH5TAA 100 470 ±10% 15 95C0875 0.078
● A821K15X7RH5TAA 100 820 ±10% 15 95C0887 0.078
● A102K15X7RH5TAA 100 1000 ±10% 15 95C0839 0.076
● A222K15X7RH5TAA 100 2200 ±10% 15 95C0856 0.082

C430 SERIES, VDC : 100V

Mfg. Part No.
Cap.
(μF)

Cap.
Tol. Dielectric Stock No.

Price Each
1-9 10-99

● C430C682J1G5TA 6800 pF ± 5% C0G/NP0 18K6014 0.783 0.668
● C430C473K1R5TA 0.047 ± 10% X7R 57K7229 0.400 0.300
● C430C683K1R5TA 0.068 ± 10% X7R 68K3198 0.550 0.410
● C430C683M1U5TA 0.068 ± 20% Z5U 68K3200 0.403 0.344
● C430C104K1R5TA 0.1 ± 10% X7R 13K6661 0.280 0.210
● C430C104M1U5TA 0.1 ± 20% Z5U 39K9753 0.290 0.220
● C430C154M1U5TA 0.15 ± 20% Z5U 39K9756 0.490 0.370

C440 SERIES, VDC : 50V

● C440C103J5G5TA 0.01 ± 5% C0G/NP0 43K3289 0.990 0.750
● C440C153J5G5TA 0.015 ± 5% C0G/NP0 68K3210 1.210 1.060
● C440C334K5R5TA 0.33 ± 10% X7R 39K9774 0.890 0.670
● C440C474K5R5TA 0.47 ± 10% X7R 39K9775 1.320 0.990
● C440C105M5U5TA 1 ± 20% Z5U 39K9766 0.710 0.530

C440 SERIES, VDC : 100V

● C440C103J1G5TA 0.01 ± 5% C0G/NP0 68K3204 0.990 0.750
● C440C153J1G5TA 0.015 ± 5% C0G/NP0 68K3208 0.990 0.870
● C440C154K1R5TA 0.15 ± 10% X7R 39K9770 0.810 0.710
● C440C224M1U5TA 0.22 ± 20% Z5U 39K9771 0.490 0.370

(73427)

(7264)

SQ SERIES MICROWAVE
MULTILAYER CERAMIC
CHIP CAPACITORS

0603 CASE SIZE, VOLTAGE: 250 VDC

C0G

Conformally coated epoxy body. Dissipation factor: 0.1% maximum (COG); 2.5% maximum (X7R); 4.0% (Z5U). Exhibit
no evidence of breakdown for 5 seconds at 25°C to 250% of rated voltage. Operating temperature: -55°C to +125°C
(COG, X7R). Sold in Cut Tape packages, Full Reels are also available. Call for pricing & availability. Most capacitance
values are also offered in both 50 VDC & 100 VDC.

Features

A SERIES AXIAL
CERAMIC CAPACITORS

• Ultra Low ESR
• High Q
• High Self Resonance
• Temp. Coefficient: SQCA/CB: +90 +/-20

ppm/°C, SQCS: 0 +/-30 ppm/°C

DIMENSIONS AND MASS

Applications
• RF Power Amplifiers
• Low Noise Amplifiers
• Filter Networks
• MRI Systems
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SQ SERIES MICROWAVE MULTILAYER CERAMIC CHIP CAPACITORS (CONT.)

(148857)

0605 CASE SIZE, VOLTAGE: 150 VDC

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Tape Cut

Stock No.
Price Each

1-49
● SQCAEM270FATME\500 27 ± 1% 23M9849 2.710
● SQCAEM330FATME\500 33 ± 1% 23M9853 2.710
● SQCAEM330JATME 33 ± 5% 14P9282 1.580
● SQCAEM390FATME\500 39 ± 1% 23M9854 2.710
● SQCAEM470FATME\500 47 ± 1% 23M9856 2.900
● SQCAEM560JATME\500 56 ± 5% 23M9858 1.580
● SQCAEM101JATME\500 100 ± 5% 14P9281 1.580

0805 CASE SIZE, VOLTAGE: 250 VDC

● SQCFVA1R0BATME 1 ± 0.1pF 12P9207 0.567
● SQCFVA4R7BATME 4.7 ± 0.1pF 12P9208 0.788
● SQCBEM102KATME\500 1000 ± 10% 14P9283 2.680

1210 CASE SIZE, VOLTAGE: 200 VDC

● SQCB2M221JATME\500 220 ± 5% 23M9861 1.310
● SQCB2M271JATME\500 270 ± 5% 23M9862 1.310
● SQCB2M331JATME\500 330 ± 5% 14P9284 2.020
● SQCB2M471JATME\500 470 ± 5% 14P9285 2.020

1210 CASE SIZE, VOLTAGE: 300 VDC

● SQCB9M121JATME\500 120 ± 5% 23M9888 1.310
● SQCB9M151JATME\500 150 ± 5% 23M9889 1.580
● SQCB9M181JATME\500 180 ± 5% 23M9890 1.310

1210 CASE SIZE, VOLTAGE: 500 VDC

● SQCB7M1R0BATME\500 1 ± 0.1pF 23M9863 1.290
● SQCB7M1R2BATME\500 1.2 ± 0.1pF 23M9864 3.340
● SQCB7M1R5BATME\500 1.5 ± 0.1pF 23M9865 3.340
● SQCB7M1R8BATME\500 1.8 ± 0.1pF 23M9866 1.290
● SQCB7M2R0BATME\500 2 ± 0.1pF 14P9289 3.340
● SQCB7M2R2BATME\500 2.2 ± 0.1pF 23M9872 1.290
● SQCB7M2R7BATME\500 2.7 ± 0.1pF 23M9873 3.340
● SQCB7M3R3BATME\500 3.3 ± 0.1pF 23M9876 1.290
● SQCB7M3R9BATME\500 3.9 ± 0.1pF 23M9877 3.470
● SQCB7M3R9CATME 3.9 ± 0.25pF 14P9293 1.550
● SQCB7M4R7BATME\500 4.7 ± 0.1pF 23M9880 3.470
● SQCB7M4R7CATME\500 4.7 ± 0.25pF 14P9296 1.550
● SQCB7M5R6BATME\500 5.6 ± 0.1pF 23M9882 3.470
● SQCB7M5R6CATME 5.6 ± 0.25pF 14P9298 1.550
● SQCB7M6R8BATME\500 6.8 ± 0.1pF 23M9884 4.040
● SQCB7M6R8CATME\500 6.8 ± 0.25pF 14P9299 1.800
● SQCB7M8R2BATME\500 8.2 ± 0.1pF 23M9886 1.990
● SQCB7M8R2CATME\500 8.2 ± 0.25pF 14P9300 1.800
● SQCB7M100FATME\500 10 ± 1% 23M9867 2.270
● SQCB7M100JATME\500 10 ± 5% 14P9286 1.390
● SQCB7M120FATME\500 12 ± 1% 23M9869 2.270
● SQCB7M120JATME\500 12 ± 5% 14P9287 1.390
● SQCB7M150FATME\500 15 ± 1% 23M9870 2.270
● SQCB7M150JATME\500 15 ± 5% 14P9288 1.390
● SQCB7M180FATME\500 18 ± 1% 23M9871 3.820
● SQCB7M200JATME 20 ± 5% 14P9290 1.390
● SQCB7M220FATME\500 22 ± 1% 23M9874 3.850
● SQCB7M220JATME\500 22 ± 5% 14P9291 1.390
● SQCB7M270FATME\500 27 ± 1% 23M9875 2.270
● SQCB7M270JATME\500 27 ± 5% 14P9292 1.450
● SQCB7M330FATME\500 33 ± 1% 23M9878 3.780
● SQCB7M330JATME\500 33 ± 5% 14P9294 1.450
● SQCB7M390FATME\500 39 ± 1% 23M9879 2.270
● SQCB7M390JATME 39 ± 5% 14P9295 1.450
● SQCB7M470FATME\500 47 ± 1% 23M9881 2.270
● SQCB7M470JATME\500 47 ± 5% 14P9297 1.580
● SQCB7M560JATME\500 56 ± 5% 23M9883 1.310
● SQCB7M680JATME\500 68 ± 5% 23M9885 1.310
● SQCB7M820JATME\500 82 ± 5% 23M9887 1.580
● SQCB7M101JATME\500 100 ± 5% 23M9868 1.580

Mfg. Part No.
Cap.
(pF)

Cap.
Tol.

Tape Cut

Stock No.
Price Each

1-999
● 250R07S300GV4T 30 ± 2% 41M1519 0.085
● 250R07S330GV4T 33 ± 2% 41M1520 0.084

CASE SIZE: 0402; VOLTAGE: 50VDC

● 500R07S0R2AV4T 0.2 ± 0.05pF 10M9747 0.033
● 500R07S0R3AV4T 0.3 ± 0.05pF 28M8912 0.033
● 500R07S0R4AV4T 0.4 ± 0.05pF 41M1558 0.033
● 500R07S0R5AV4T 0.5 ± 0.05pF 31K8937 0.033
● 500R07S0R6AV4T 0.6 ± 0.05pF 41M1559 0.052
● 500R07S0R7AV4T 0.7 ± 0.05pF 41M1560 0.052
● 500R07S0R8AV4T 0.8 ± 0.05pF 28M8914 0.052
● 500R07S0R9BV4T 0.9 ± 0.1pF 88K0413 0.029
● 500R07S1R0BV4T 1 ± 0.1pF 21M8630 0.029
● 500R07S1R1BV4T 1.1 ± 0.1pF 41M1561 0.033
● 500R07S1R2BV4T 1.2 ± 0.1pF 41M1562 0.033
● 500R07S1R3BV4T 1.3 ± 0.1pF 41M1563 0.033
● 500R07S1R5BV4T 1.5 ± 0.1pF 69K8383 0.033
● 500R07S1R8BV4T 1.8 ± 0.1pF 92C1561 0.033
● 500R07S2R0BV4T 2 ± 0.1pF 41M1571 0.058
● 500R07S2R2BV4T 2.2 ± 0.1pF 41M1572 0.058
● 500R07S2R4BV4T 2.4 ± 0.1pF 41M1573 0.058
● 500R07S2R7BV4T 2.7 ± 0.1pF 41M1574 0.058
● 500R07S3R0BV4T 3 ± 0.1pF 41M1578 0.058
● 500R07S3R3BV4T 3.3 ± 0.1pF 31K8939 0.058
● 500R07S3R6BV4T 3.6 ± 0.1pF 92C1558 0.058
● 500R07S3R9BV4T 3.9 ± 0.1pF 31K8941 0.058
● 500R07S4R3BV4T 4.3 ± 0.1pF 22M5030 0.058
● 500R07S4R7BV4T 4.7 ± 0.1pF 69K8386 0.058
● 500R07S5R1BV4T 5.1 ± 0.1pF 41M1579 0.094
● 500R07S5R6BV4T 5.6 ± 0.1pF 12M7084 0.094
● 500R07S6R2BV4T 6.2 ± 0.1pF 41M1580 0.094
● 500R07S6R8BV4T 6.8 ± 0.1pF 41M1581 0.094
● 500R07S7R5BV4T 7.5 ± 0.1pF 41M1582 0.094
● 500R07S8R2BV4T 8.2 ± 0.1pF 21M6555 0.094
● 500R07S9R1BV4T 9.1 ± 0.1pF 41M1583 0.094
● 500R07S100GV4T 10 ± 2% 41M1564 0.085
● 500R07S110GV4T 11 ± 2% 41M1565 0.085
● 500R07S120GV4T 12 ± 2% 41M1566 0.085
● 500R07S130GV4T 13 ± 2% 41M1567 0.085
● 500R07S150GV4T 15 ± 2% 41M1568 0.085
● 500R07S160GV4T 16 ± 2% 41M1569 0.085
● 500R07S180GV4T 18 ± 2% 41M1570 0.085
● 500R07S200GV4T 20 ± 2% 41M1575 0.085
● 500R07S220GV4T 22 ± 2% 41M1576 0.085
● 500R07S270GV4T 27 ± 2% 41M1577 0.085

CASE SIZE: 0603; VOLTAGE: 250VDC

● 251R14S0R2AV4T 0.2 ± 0.05pF 41M1521 0.101
● 251R14S0R3AV4T 0.3 ± 0.05pF 41M1522 0.101
● 251R14S0R4AV4T 0.4 ± 0.05pF 41M1523 0.101
● 251R14S0R5AV4T 0.5 ± 0.05pF 41M1524 0.101
● 251R14S0R6AV4T 0.6 ± 0.05pF 41M1525 0.101
● 251R14S0R7AV4T 0.7 ± 0.05pF 41M1526 0.100
● 251R14S0R8AV4T 0.8 ± 0.05pF 73K0582 0.101
● 251R14S0R9BV4T 0.9 ± 0.1pF 41M1527 0.050
● 251R14S1R0BV4T 1 ± 0.1pF 59J7472 0.050
● 251R14S1R1BV4T 1.1 ± 0.1pF 41M1528 0.050
● 251R14S1R3BV4T 1.3 ± 0.1pF 41M1529 0.050
● 251R14S1R5BV4T 1.5 ± 0.1pF 30K5247 0.050
● 251R14S1R8BV4T 1.8 ± 0.1pF 68K9757 0.050
● 251R14S2R0BV4T 2 ± 0.1pF 70K9506 0.050
● 251R14S2R2BV4T 2.2 ± 0.1pF 41M1536 0.069
● 251R14S2R4BV4T 2.4 ± 0.1pF 30K5244 0.069
● 251R14S2R7BV4T 2.7 ± 0.1pF 30K5250 0.069
● 251R14S3R0BV4T 3 ± 0.1pF 41M1537 0.069
● 251R14S3R3BV4T 3.3 ± 0.1pF 41M1538 0.069
● 251R14S3R6BV4T 3.6 ± 0.1pF 41M1539 0.069
● 251R14S3R9BV4T 3.9 ± 0.1pF 30K5246 0.069

(89846)

MULTI-LAYER TIGHT
TOLERANCE HIGH-Q
CAPACITORS

The S-Series capacitors give an ultra-high Q perform-
ance, and exhibit NP0 temperature characteristics
with excellent RF performance for demanding high
frequency applications.

CASE SIZE: 0402; VOLTAGE: 25VDC
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ACCU-P THIN FILM RF/MICROWAVE CAPACITORS (CONT.)MULTI-LAYER TIGHT TOLERANCE HIGH-Q CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff.

Tape Cut

Stock No.
Price Each

1-99
● 0402ZK180GBSTR 18 ± 2% 0+/-60 ppm 23M9756 0.922
● 0402ZK220GBSTR 22 ± 2% 0+/-60 ppm 23M9757 0.922

0402 CASE SIZE, VOLTAGE: 16 VDC

● 0402YJ8R2BBSTR 8.2 ± 0.1pF 0+/-30 ppm 23M9754 0.615
● 0402YJ100FBSTR 10 ± 1% 0+/-30 ppm 12P9231 0.922
● 0402YJ100GBSTR 10 ± 2% 0+/-30 ppm 23M9752 0.922

0402 CASE SIZE, VOLTAGE: 25 VDC

● 04023J0R1PBSTR 0.1 ± 0.02pF 0+/-30 ppm 23M9758 2.310
● 04023J0R2PBSTR 0.2 ± 0.02pF 0+/-30 ppm 23M9759 2.310
● 04023J0R3PBSTR 0.3 ± 0.02pF 0+/-30 ppm 23M9760 2.310
● 04023J0R4PBSTR 0.4 ± 0.02pF 0+/-30 ppm 23M9761 2.310
● 04023J0R5PBSTR 0.5 ± 0.02pF 0+/-30 ppm 23M9762 2.310
● 04023J0R6PBSTR 0.6 ± 0.02pF 0+/-30 ppm 23M9763 2.310
● 04023J0R7PBSTR 0.7 ± 0.02pF 0+/-30 ppm 23M9764 2.310
● 04023J0R8PBSTR 0.8 ± 0.02pF 0+/-30 ppm 23M9765 2.310
● 04023J0R9PBSTR 0.9 ± 0.02pF 0+/-30 ppm 23M9766 2.310
● 04023J1R0ABSTR 1 ± 0.05pF 0+/-30 ppm 23M9767 0.922

CASE SIZE: 0603; VOLTAGE: 250VDC

Mfg. Part No.
Cap.
(pF)

Cap.
Tol.

Tape Cut

Stock No.
Price Each

1-999
● 251R14S4R3BV4T 4.3 ± 0.1pF 41M1542 0.069
● 251R14S4R7BV4T 4.7 ± 0.1pF 73K0585 0.069
● 251R14S5R1BV4T 5.1 ± 0.1pF 10M5950 0.120
● 251R14S5R6BV4T 5.6 ± 0.1pF 41M1545 0.120
● 251R14S6R2BV4T 6.2 ± 0.1pF 41M1547 0.120
● 251R14S6R8BV4T 6.8 ± 0.1pF 41M1548 0.120
● 251R14S7R5BV4T 7.5 ± 0.1pF 41M1550 0.120
● 251R14S8R2BV4T 8.2 ± 0.1pF 41M1551 0.120
● 251R14S9R1BV4T 9.1 ± 0.1pF 41M1553 0.120
● 251R14S100GV4T 10 ± 2% 57K6455 0.134
● 251R14S110GV4T 11 ± 2% 41M1531 0.134
● 251R14S120GV4T 12 ± 2% 04M5143 0.134
● 251R14S130GV4T 13 ± 2% 41M1532 0.134
● 251R14S150GV4T 15 ± 2% 41M1533 0.134
● 251R14S160GV4T 16 ± 2% 41M1534 0.134
● 251R14S180GV4T 18 ± 2% 41M1535 0.134
● 251R14S200GV4T 20 ± 2% 74K3287 0.134
● 251R14S220GV4T 22 ± 2% 57K6458 0.134
● 251R14S270GV4T 27 ± 2% 74K3281 0.162
● 251R14S300GV4T 30 ± 2% 88K0409 0.162
● 251R14S330GV4T 33 ± 2% 57K6459 0.162
● 251R14S360GV4T 36 ± 2% 41M1540 0.162
● 251R14S390GV4T 39 ± 2% 41M1541 0.162
● 251R14S430GV4T 43 ± 2% 41M1543 0.162
● 251R14S470GV4T 47 ± 2% 41M1544 0.162
● 251R14S560GV4T 56 ± 2% 41M1546 0.193
● 251R14S680GV4T 68 ± 2% 41M1549 0.193
● 251R14S820GV4T 82 ± 2% 41M1552 0.193
● 251R14S101GV4T 100 ± 2% 41M1530 0.193

0402 CASE SIZE, VOLTAGE: 25 VDC

Mfg. Part No.
Cap.
(pF)

Tol.
+/- %

Temp.
Coeff.

Tape Cut

Stock No.
Price Each

1-99
● 04023J1R1ABSTR 1.1 ± 0.05pF 0+/-30 ppm 23M9768 0.922
● 04023J1R2ABSTR 1.2 ± 0.05pF 0+/-30 ppm 23M9769 0.922
● 04023J1R3ABSTR 1.3 ± 0.05pF 0+/-30 ppm 23M9770 0.922
● 04023J1R4ABSTR 1.4 ± 0.05pF 0+/-30 ppm 23M9771 0.922
● 04023J1R5ABSTR 1.5 ± 0.05pF 0+/-30 ppm 23M9772 0.922
● 04023J1R6ABSTR 1.6 ± 0.05pF 0+/-30 ppm 23M9773 0.922
● 04023J1R7ABSTR 1.7 ± 0.05pF 0+/-30 ppm 23M9774 0.922
● 04023J1R8ABSTR 1.8 ± 0.05pF 0+/-30 ppm 23M9775 0.922
● 04023J1R9ABSTR 1.9 ± 0.05pF 0+/-30 ppm 23M9776 0.922
● 04023J2R0ABSTR 2 ± 0.05pF 0+/-30 ppm 23M9777 0.922
● 04023J2R1BBSTR 2.1 ± 0.1pF 0+/-30 ppm 23M9778 0.615
● 04023J2R2BBSTR 2.2 ± 0.1pF 0+/-30 ppm 23M9779 0.615
● 04023J2R3BBSTR 2.3 ± 0.1pF 0+/-30 ppm 23M9780 0.615
● 04023J2R4BBSTR 2.4 ± 0.1pF 0+/-30 ppm 23M9781 0.615
● 04023J2R5BBSTR 2.5 ± 0.1pF 0+/-30 ppm 23M9782 0.615
● 04023J2R6BBSTR 2.6 ± 0.1pF 0+/-30 ppm 23M9783 0.615
● 04023J2R7BBSTR 2.7 ± 0.1pF 0+/-30 ppm 23M9784 0.615
● 04023J2R8BBSTR 2.8 ± 0.1pF 0+/-30 ppm 23M9785 0.615
● 04023J2R9BBSTR 2.9 ± 0.1pF 0+/-30 ppm 23M9786 0.615
● 04023J3R0BBSTR 3 ± 0.1pF 0+/-30 ppm 23M9787 0.615
● 04023J3R1BBSTR 3.1 ± 0.1pF 0+/-30 ppm 23M9788 0.615
● 04023J3R3BBSTR 3.3 ± 0.1pF 0+/-30 ppm 23M9789 0.615
● 04023J3R6BBSTR 3.6 ± 0.1pF 0+/-30 ppm 23M9790 0.615
● 04023J3R9BBSTR 3.9 ± 0.1pF 0+/-30 ppm 23M9791 0.615
● 04023J4R1BBSTR 4.1 ± 0.1pF 0+/-30 ppm 23M9792 0.615
● 04023J4R3BBSTR 4.3 ± 0.1pF 0+/-30 ppm 23M9793 0.615
● 04023J4R5BBSTR 4.5 ± 0.1pF 0+/-30 ppm 23M9794 0.615
● 04023J4R7BBSTR 4.7 ± 0.1pF 0+/-30 ppm 23M9795 0.615
● 04023J5R6BBSTR 5.6 ± 0.1pF 0+/-30 ppm 23M9796 0.615
● 04023J6R8BBSTR 6.8 ± 0.1pF 0+/-30 ppm 23M9797 0.615

0603 CASE SIZE, VOLTAGE: 25 VDC

● 06033J150GBSTR 15 ± 2% 0+/-30 ppm 23M9798 1.180
● 06033J220GBSTR 22 ± 2% 0+/-30 ppm 12P9232 1.180
● 06033K220GBSTR 22 ± 2% 0+/-60 ppm 23M9800 1.180

0603 CASE SIZE, VOLTAGE: 50 VDC

● 06035J0R1PBSTR 0.1 ± 0.02pF 0+/-30 ppm 23M9801 2.310
● 06035J0R2PBSTR 0.2 ± 0.02pF 0+/-30 ppm 23M9802 2.310

06035J0R2ABTTR 0.2 ± 0.05pF 0+/-30 ppm 12P9233 1.640
● 06035J0R3PBSTR 0.3 ± 0.02pF 0+/-30 ppm 23M9803 2.310
● 06035J0R4PBSTR 0.4 ± 0.02pF 0+/-30 ppm 23M9804 2.310
● 06035J0R5PBSTR 0.5 ± 0.02pF 0+/-30 ppm 23M9805 2.310
● 06035J0R6PBSTR 0.6 ± 0.02pF 0+/-30 ppm 23M9806 2.310
● 06035J0R7PBSTR 0.7 ± 0.02pF 0+/-30 ppm 23M9807 2.310
● 06035J0R8PBSTR 0.8 ± 0.02pF 0+/-30 ppm 23M9808 2.310
● 06035J0R9PBSTR 0.9 ± 0.02pF 0+/-30 ppm 23M9809 2.310
● 06035J1R0BBSTR 1 ± 0.1pF 0+/-30 ppm 23M9810 1.180

06035J1R0BBTTR 1 ± 0.1pF 0+/-30 ppm 12P9234 1.280
● 06035J1R1BBSTR 1.1 ± 0.1pF 0+/-30 ppm 23M9811 1.180
● 06035J1R2BBSTR 1.2 ± 0.1pF 0+/-30 ppm 23M9812 1.180
● 06035J1R5BBSTR 1.5 ± 0.1pF 0+/-30 ppm 23M9813 1.180
● 06035J1R8BBSTR 1.8 ± 0.1pF 0+/-30 ppm 23M9814 1.180
● 06035J2R0BBSTR 2 ± 0.1pF 0+/-30 ppm 23M9817 1.180
● 06035J2R2BBSTR 2.2 ± 0.1pF 0+/-30 ppm 23M9818 1.180
● 06035J2R4BBSTR 2.4 ± 0.1pF 0+/-30 ppm 23M9819 1.180
● 06035J2R7BBSTR 2.7 ± 0.1pF 0+/-30 ppm 23M9820 1.180
● 06035J3R0BBSTR 3 ± 0.1pF 0+/-30 ppm 23M9821 1.180
● 06035J3R3BBSTR 3.3 ± 0.1pF 0+/-30 ppm 23M9822 1.180
● 06035J3R9BBSTR 3.9 ± 0.1pF 0+/-30 ppm 23M9823 1.180
● 06035J4R7BBSTR 4.7 ± 0.1pF 0+/-30 ppm 23M9824 1.180

06035J4R7BBTTR 4.7 ± 0.1pF 0+/-30 ppm 12P9235 1.280
● 06035J5R6BBSTR 5.6 ± 0.1pF 0+/-30 ppm 23M9825 1.180

06035J5R6BBTTR 5.6 ± 0.1pF 0+/-30 ppm 12P9236 1.280
● 06035J6R8BBSTR 6.8 ± 0.1pF 0+/-30 ppm 23M9826 1.180

06035J6R8BBTTR 6.8 ± 0.1pF 0+/-30 ppm 12P9237 1.280
● 06035J8R2BBSTR 8.2 ± 0.1pF 0+/-30 ppm 23M9827 1.180
● 06035J100GBSTR 10 ± 2% 0+/-30 ppm 23M9815 1.180
● 06035J120GBSTR 12 ± 2% 0+/-30 ppm 23M9816 1.180

0805 CASE SIZE, VOLTAGE: 100 VDC

08051J100FBTTR 10 ± 1% 0+/-30 ppm 12P9238 2.410

(91207)

(89852)

ACCU-P THIN FILM RF/
MICROWAVE CAPACITORS
Applications

Accu-P capacitors use very low-loss dielectric materials (silicon dioxide and silicon oxynitride), in conjunction with
highly conductive electrode metals to achieve not only a high Q but also low ESR at VHF, UHF, and microwave
frequencies. These high-frequency characteristics change at a slower rate with increasing frequency than for ceramic
microwave capacitors and are obtained without significant compromise of properties required for surface mounting. The
Accu-P capacitors also achieve high stability with respect to time, temperature, frequency and voltage variation and
have the added advantage of being enhanced for RF power handling capabilities. The terminations are nickel/solder-
coated to provide excellent solderability and leach resistance. 

• Cellular/Military
Communications

• CT2/PCN
• Satellite/Cable TV
• GPS
• Vehicle Alarm Systems
• Paging
• Radar Systems
• Video Switching
• Test & Measurements
• Filters
• VCO’s
• Matching Networks

0402 CASE SIZE, VOLTAGE: 10 VDC



4171.800.463.9275 • Find our complete selection at www.newark.com

2

See More Online - 4.4 Million Products, 440+ Top Brands CAPACITORS

RF CAPACITORS • TANTALUM CAPACITORS

OXICAP® NOJ SERIES NIOBIUM OXIDE CAPACITORS (CONT.)

STYLE HQCC HQCE
Length 5.84 ± 0.51 9.4 ± 0.51
Width 6.35 ± 0.51 9.9 ± 0.51
Thickness 3.3 max. 3.3 max.

VOLTAGE: 630 VDC

Mfg. Part No.
Cap.
(μF)

ESR
(ohms)

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● NOJA156M004RWJ 15 0.212 3216-18 53J7309 0.350
● NOJB226M004RWJ 22 1.9 3528-21 53J7316 0.378
● NOJB336M004RWJ 33 1.7 3528-21 53J7319 0.515
● NOJB476M004RWJ 47 1.6 3528-21 53J7323 0.522
● NOJC476M004RWJ 47 0.5 6032-28 53J7335 0.692
● NOJB686M004RWJ 68 1.5 3528-21 97M6355 0.548
● NOJC686M004RWJ 68 0.5 6032-28 53J7339 0.692
● NOJB107M004RWJ 100 1.4 3528-21 97M6353 0.548
● NOJC107M004RWJ 100 0.4 6032-28 53J7327 0.807
● NOJC157M004RWJ 150 0.4 6032-28 53J7331 1.260
● NOJC227M004RWJ 220 0.4 6032-28 97M6357 0.965
● NOJD227M004RWJ 220 0.4 7343-31 53J7344 1.340
● NOJD337M004RWJ 330 0.3 7343-31 53J7345 4.540
● NOJE477M004RWJ 470 0.3 7343-43 53J7352 5.020

VOLTAGE: 6.3 VDC

● NOJA106M006RWJ 10 2.2 3216-18 53J7308 0.313
● NOJA156M006RWJ 15 2 3216-18 97M6350 0.281
● NOJB156M006RWJ 15 2 3528-21 53J7315 0.515
● NOJA226M006RWJ 22 1.8 3216-18 97M6351 0.281
● NOJB226M006RWJ 22 1.9 3528-21 53J7317 0.378
● NOJB336M006RWJ 33 1.7 3528-21 53J7320 0.533
● NOJC336M006RWJ 33 0.5 6032-28 53J7334 0.692
● NOJB476M006RWJ 47 1.6 3528-21 97M6354 0.548
● NOJC476M006RWJ 47 0.5 6032-28 53J7336 0.692
● NOJC686M006RWJ 68 0.5 6032-28 53J7340 0.861
● NOJC107M006RWJ 100 0.4 6032-28 97M6356 0.807
● NOJD107M006RWJ 100 0.4 7343-31 53J7342 1.240
● NOJD157M006RWJ 150 0.4 7343-31 53J7343 1.340
● NOJD227M006RWJ 220 0.4 7343-31 97M6360 1.340
● NOJE227M006RWJ 220 0.4 7343-43 53J7348 2.610
● NOJE337M006RWJ 330 0.3 7343-43 53J7349 3.890
● NOJV477M006RWJ 470 0.3 7361-38 64M4848 6.420

VOLTAGE: 10 VDC

● NOJA475M010RWJ 4.7 3.1 3216-18 96M0950 0.281
● NOJA685M010RWJ 6.8 2.6 3216-18 64M4846 0.321
● NOJA106M010RWJ 10 2.2 3216-18 75M2741 0.292
● NOJB106M010RWJ 10 2.2 3528-21 97M6352 0.378
● NOJB226M010RWJ 22 1.8 3528-21 96M0951 0.476
● NOJC226M010RWJ 22 0.5 6032-28 75M9212 0.681
● NOJC336M010RWJ 33 0.5 6032-28 97M6358 0.717
● NOJC476M010RWJ 47 0.4 6032-28 96M0952 0.756

Mfg. Part No.
Cap.
(uF)

Cap.
Tol.

DCL
(μA)
Max.

ESR
Max.
(Ω)

Tape Cut

Stock No.
Price
1-99

● THJB336K006RJN 33 ± 10% 1.9 2.2 57P7379 0.626
● THJB336M006RJN 33 ± 20% 1.9 2.2 57P7380 0.626

VOLTAGE: 10 VDC

● THJD107K010RJN 100 ± 10% 10 0.9 57P7387 2.040
VOLTAGE: 16 VDC

● THJA225K016RJN 2.2 ± 10% 0.5 6.5 57P7374 0.442
● THJA335K016RJN 3.3 ± 10% 0.5 5 57P7375 0.442
● THJA475K016RJN 4.7 ± 10% 0.8 2.9 57P7376 0.482

Mfg. Part No.
Cap.
(pF)

Cap.
Tol.

Diel.
Char. Stock No.

Price
Each
1-999

● HQCECA682KAT9A 6800 ± 10% C0G/NP0 55M7691 10.390
VOLTAGE: 1500 VDC

● HQCCSA821GAT9A 820 ± 2% C0G/NP0 53M1025 7.190
● HQCCSA102KAT9A 1000 ± 10% C0G/NP0 55M7690 7.190

VOLTAGE: 2000 VDC

● HQCEGA122JAT9A 1200 ± 5% C0G/NP0 53M1029 10.390
● HQCEGA182KAT9A 1800 ± 10% C0G/NP0 53M1031 10.390

VOLTAGE: 2500 VDC

● HQCCWA331GAT9A 330 ± 2% C0G/NP0 53M1026 7.190
● HQCCWA391GAT9A 390 ± 2% C0G/NP0 53M1027 7.190
● HQCEWA821JAT9A 820 ± 5% C0G/NP0 53M1046 14.290

VOLTAGE: 3000 VDC

● HQCCHA3R3DAT9A 3.3 ± 0.5pF C0G/NP0 53M1017 5.520
● HQCCHA6R8CAT9A 6.8 ± 0.25pF C0G/NP0 55M7689 6.660
● HQCCHA120GAT9A 12 ± 2% C0G/NP0 53M1006 6.660
● HQCCHA220GAT9A 22 ± 2% C0G/NP0 53M1014 6.660
● HQCCHA390GAT9A 39 ± 2% C0G/NP0 53M1018 6.660
● HQCCHA560GAT9A 56 ± 2% C0G/NP0 53M1020 6.660
● HQCCHA680GAT9A 68 ± 2% C0G/NP0 53M1022 6.660
● HQCCHA121GAT9A 120 ± 2% C0G/NP0 53M1007 6.660
● HQCCHA221GAT9A 220 ± 2% C0G/NP0 53M1015 6.660
● HQCCHA271GAT9A 270 ± 2% C0G/NP0 53M1016 6.660
● HQCEHA561JAT9A 560 ± 5% C0G/NP0 53M1032 12.060
● HQCEHA681JAT9A 680 ± 5% C0G/NP0 53M1033 12.060

VOLTAGE: 4000 VDC

● HQCEJA221JAT9A 220 ± 5% C0G/NP0 53M1034 12.060
● HQCEJA391JAT9A 390 ± 5% C0G/NP0 53M1035 12.060

VOLTAGE: 5000 VDC

● HQCEKA151JAT9A 150 ± 5% C0G/NP0 53M1036 12.060
VOLTAGE: 7200 VDC

● HQCEMA180JAT9A 18 ± 5% C0G/NP0 53M1039 14.290
● HQCEMA220JAT9A 22 ± 5% C0G/NP0 53M1040 14.290
● HQCEMA270JAT9A 27 ± 5% C0G/NP0 53M1041 14.290
● HQCEMA330JAT9A 33 ± 5% C0G/NP0 53M1042 14.290
● HQCEMA430FAT9A 43 ± 1% C0G/NP0 55M7692 14.290
● HQCEMA680FAT9A 68 ± 1% C0G/NP0 55M7693 14.290
● HQCEMA750FAT9A 75 ± 1% C0G/NP0 55M7694 14.290
● HQCEMA101JAT9A 100 ± 5% C0G/NP0 53M1038 14.290

(87940)

(102189)

OXICAP® NOJ SERIES NIOBIUM
OXIDE CAPACITORS

A new solid electrolyte capacitor OxiCap™ has been developed by AVX in standard EIA case sizes in order to meet this
requirement as a higher performance alternative to aluminum and other SMT capacitor technologies currently on the
market. The OxiCap™ non-burn1 technology is based on NbO niobium oxide ceramic material as the anodic material
processed through the same manufacturing process as tantalum capacitors.

Hi-Q® HIGH RF POWER MLC
SURFACE MOUNT CAPACITORS

THJ SERIES HIGH
TEMP TANTALUM
CHIP CAPACITORS

Features

SPECIFICATIONS:

Features

• Alternative to Aluminum, Tantalum, and
Polymer Technologies

• Capacitance Range: 4.7uF to 2200uF
• Tolerance: ±20%
• Operating Temperature: -55°C to +105°C
• Low profile packages available

• Up to 6,800pF
• 7,200 WVDC
• 30 amps RMS
• Ultra-low ESR and dissipation

factor at high frequencies

• High temperature
• Higher basic reliability

DIMENSIONS (mm)

VOLTAGE: 4 VDC

Specifications

Applications

• Capacitance Tolerance: ±10%, ±20%
• Temperature Range: -55°C to +175°C
• Capacitance Range: 0.1 μF to 150 μF
• Reliability: 0.5% per 1000 hours at 85°C

The THJ surface mount series combines high temperature operation and higher basic reliability for optimal
performance in high temperature automotive and industry applications. The operational temperature is up to +175°C
with 50% voltage derating. The level of reliability of this tantalum product is 0.5% / 1000 hours at rated voltage, rated
temperature and 0.1Ω/volt circuit impedance.

• High power semiconductor RF amplifiers
• MRI coils
• MRI power supplies
• Military radios

VOLTAGE: 6.3 VDC
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TPS SERIES SURFACE MOUNT TANTALUM CAPACITORS (CONT.)THJ SERIES HIGH TEMP TANTALUM CHIP CAPACITORS (CONT.)

Case
Size

EIA
Case
Size

Length
±0.008″ (0.2 mm)

Width
+0.008″ (0.2 mm)
–0.004″ (0.1 mm)

Height
+0.008″ (0.2 mm)
–0.004″ (0.1 mm)

Sold in 
Reels of

A 3216-18 0.126″ (3.2) 0.063″ (1.6) 0.063″ (1.6) 2000
B 3528-21 0.138″ (3.5) 0.110″ (2.8) 0.075″ (1.9) 2000
C 6032-28 0.236″ (6.0) 0.126″ (3.2) 0.102″ (2.6) 500
D 7343-31 0.287″ (7.3) 0.169″ (4.3) 0.114″ (2.9) 500
R 2012-12 0.081″ (2.05) 0.051″ (1.3) 0.047″ (1.2) 2500
W 6032-15 0.236″ (6.0) 0.126″ (3.2) 0.059″ (1.5) 500
Y 7343-20 0.287″ (7.3) 0.169″ (4.3) 0.079″ (2.0) 500

VOLTAGE: 16 VDC

Mfg. Part No.
Cap.
(uF)

Cap.
Tol.

DCL
(μA)
Max.

ESR
Max.
(Ω)

Tape Cut

Stock No.
Price
1-99

● THJB156K016RJN 15 ± 10% 2.4 2 57P7378 0.662
● THJC226K016RJN 22 ± 10% 3.5 1.6 57P7383 1.110
● THJD476K016RJN 47 ± 10% 7.5 0.9 57P7394 1.750
● THJD686K016RJN 68 ± 10% 10.9 0.9 57P7395 2.040

VOLTAGE: 20 VDC

● THJD336M020RJN 33 ± 20% 6.6 0.9 57P7392 1.710
VOLTAGE: 25 VDC

● THJC106K025RJN 10 ± 10% 2.5 1.8 57P7381 1.110
● THJC106M025RJN 10 ± 20% 2.5 1.8 57P7382 1.090

VOLTAGE: 35 VDC

● THJA104K035RJN 0.1 ± 10% 0.5 24 57P7373 0.562
● THJB105K035RJN 1 ± 10% 0.5 7.5 57P7377 0.782
● THJC335K035RJN 3.3 ± 10% 1.2 2.5 57P7384 1.010
● THJC475K035RJN 4.7 ± 10% 1.6 2.2 57P7385 1.110
● THJD106K035RJN 10 ± 10% 3.5 1 57P7386 1.750
● THJD156K035RJN 15 ± 10% 5.3 0.9 57P7388 2.040
● THJD156M035RJN 15 ± 20% 5.3 0.9 57P7389 2.000
● THJD226K035RJN 22 ± 10% 7.7 0.6 57P7390 2.770
● THJD226M035RJN 22 ± 20% 7.7 0.6 57P7391 2.710
● THJE336K035RJN 33 ± 10% 11.6 0.5 57P7396 7.060

VOLTAGE: 50 VDC

● THJD475K050RJN 4.7 ± 10% 2.4 0.9 57P7393 5.480

Mfg. Part No.
Case
Size

Cap.
(μF)

ESR
(mΩ)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-1999

● TPSB227K002R0600 B 220 600 64M4879 0.795 54J8629 2000 0.470
VOLTAGE: 4 VDC

● TPSA476K004R0500 A 47 500 75M9218 0.636 54J8553 2000 0.376
● TPSD477K004R0045 D 470 45 64M4890 5.170 54J9009 500 3.060
● TPSD687K004R0100 D 680 100 64M4891 5.170 54J9053 500 3.060
● TPSE108K004R0060 E 1000 60 64M4893 9.120 70K5679 400 5.390

VOLTAGE: 6.3 VDC

● TPSA106K006R1500 A 10 1500 84K8346 0.636 96H8774 2000 0.376
● TPSR106K006R1000 R 10 1000 64M4897 0.480 54J9210 2500 0.284
● TPSA226K006R0500 A 22 500 75M9217 0.636 54J8532 2000 0.376
● TPSA476K006R0800 A 47 800 75M2901 0.636 56K4064 2000 0.376
● TPSB686K006R0500 B 68 500 64M4883 0.795 54J8711 2000 0.470
● TPSB107K006R0400 B 100 400 64M4878 0.795 54J8577 2000 0.470
● TPSC107K006R0075 C 100 75 75M2922 2.040 96H0308 500 1.210
● TPSC107K006R0150 C 100 150 36K3658 1.460 35K1286 500 0.863
● TPSC157K006R0150 C 150 150 64M4885 1.360 54J8752 500 0.805
● TPSC227K006R0070 C 220 70 75M2929 1.530 54J8782 500 0.903
● TPSD227K006R0100 D 220 100 36K3661 2.410 35K5000 500 1.430
● TPSY227K006R0100 Y 220 100 64M4909 3.980 54J9372 1000 2.350
● TPSE337K006R0100 E 330 100 35K1300 5.950 35K5012 400 3.520
● TPSD477K006R0045 D 470 45 ... ... 54J9010 500 2.970
● TPSV477K006R0040 V 470 40 64M4904 8.210 54J9283 400 4.860

(142215)

VOLTAGE: 6.3 VDC

Mfg. Part No.
Case
Size

Cap.
(μF)

ESR
(mΩ)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-1999

● TPSE687K006R0045 E 680 45 64M4896 9.120 54J9202 400 5.390
● TPSV687K006R0035 V 680 35 64M4905 8.210 54J9304 400 4.860
● TPSV108M006R0040 V 1000 40 64M4901 9.900 54J9257 400 5.850

VOLTAGE: 10 VDC

● TPSR475K010R3000 R 4.7 3000 64M4899 0.481 54J9218 2500 0.284
● TPSA106K010R1800 A 10 1800 36K3655 0.589 07J3628 2000 0.348
● TPST106K010R1000 T 10 1000 ... ... 88H5238 2500 0.602
● TPSA156K010R1000 A 15 1000 35K1283 0.573 35K4987 2000 0.339
● TPSB226K010R0400 B 22 400 75M2908 0.795 54J8613 2000 0.470
● TPSB226M010R0700 B 22 700 36K3657 0.624 35K4989 2000 0.369
● TPST106K010R1000 B 10 1000 ... ... 88H5238 2500 0.602
● TPSC336K010R0150 C 33 150 75M2930 1.690 54J8790 500 0.997
● TPSC336K010R0375 C 33 375 19C6260 1.210 07J3640 500 0.711
● TPSB476K010R0350 B 47 350 64M4882 0.795 54J8693 2000 0.470
● TPSB476K010R0650 B 47 650 35K1284 0.716 35K4990 2000 0.423
● TPSC476K010R0350 C 47 350 35K1291 1.210 35K4994 500 0.711
● TPSB686K010R0600 B 68 600 75M2919 0.795 22K2761 2000 0.470
● TPSY686K010R0100 Y 68 100 64M4911 3.720 54J9391 1000 2.200
● TPSC107K010R0075 C 100 75 84K8358 1.750 54J8727 500 1.040
● TPSC107K010R0100 C 100 100 36K2067 1.440 35K1287 500 0.846
● TPSC107K010R0200 C 100 200 35K1288 1.560 35K4991 500 0.922
● TPSD107K010R0100 D 100 100 36K3659 2.230 35K4997 500 1.320
● TPSX107K010R0150 X 100 150 ... ... 54J9336 1000 2.150
● TPSD157K010R0050 D 150 50 89M5401 3.660 54J8883 500 2.170
● TPSD157M010R0050 D 150 50 75M2949 2.550 54J8893 500 1.510
● TPSD157K010R0085 D 150 85 75M9220 2.170 54J8884 500 1.280
● TPSD157K010R0100 D 150 100 04M4620 2.680 20H0257 500 1.580
● TPSE157K010R0100 E 150 100 64M4895 2.690 36K6482 400 1.590
● TPSY157K010R0100 Y 150 100 64M4908 3.620 54J9364 1000 2.140
● TPSD227K010R0150 D 220 150 35K1293 3.880 07J3651 500 2.300
● TPSD227M010R0100 D 220 100 35K1294 2.860 07J3652 500 1.690
● TPSD227M010R0150 D 220 150 36K7656 3.670 35K5001 500 2.170
● TPSE227K010R0100 E 220 100 35K1297 5.950 35K5007 400 3.520
● TPSD337K010R0050 D 330 50 75M2963 8.560 54J8965 500 5.060
● TPSE337K010R0040 E 330 40 75M2984 9.700 97H8422 400 5.740
● TPSV337K010R0040 V 330 40 64M4903 8.970 70K5685 400 5.300
● TPSV477K010R0060 V 470 60 ... ... 54H4184 400 5.790

VOLTAGE: 16 VDC

● TPSA225K016R1800 A 2.2 1800 64M4876 0.557 54J8526 2000 0.329
● TPSA335K016R3500 A 3.3 3500 75M2898 0.636 30H0452 2000 0.376
● TPSB475K016R0800 B 4.7 800 64M4881 0.795 54J8665 2000 0.470
● TPSB475K016R1500 B 4.7 1500 75M2912 0.795 54J8666 2000 0.470
● TPSA685K016R1500 A 6.8 1500 64M4877 0.636 54J8560 2000 0.376
● TPSC226K016R0250 C 22 250 64M4886 1.370 54J8765 500 0.805
● TPSC226K016R0375 C 22 375 35K1290 1.210 35K4993 500 0.711
● TPSW226K016R0500 W 22 500 64M4906 2.170 54J9315 1000 1.280
● TPSC336K016R0300 C 33 300 36K2068 1.210 07J3641 500 0.711
● TPSC476K016R0350 C 47 350 35K1292 1.460 35K4995 500 0.863
● TPSD476K016R0080 D 47 80 75M2967 2.550 97H6912 500 1.510
● TPSD476K016R0150 D 47 150 19C6266 2.230 35K5002 500 1.320
● TPSY476K016R0250 Y 47 250 64M4910 2.660 54J9387 1000 1.570
● TPSY686K016R0200 Y 68 200 64M4912 3.720 54J9394 1000 2.200
● TPSD107K016R0125 D 100 125 33C4389 2.390 07J3647 500 1.410
● TPSE107K016R0125 E 100 125 35K1295 5.760 07J3656 400 3.410
● TPSE107K016S0100 E 100 100 36K7658 5.820 35K5004 400 3.440
● TPSE107K016S0125 E 100 125 35K1296 5.760 35K5005 400 3.410
● TPSY107K016R0100 Y 100 100 64M4907 3.980 54J9353 1000 2.350
● TPSV157K016R0045 V 150 45 64M4902 9.900 54J9261 400 5.850
● TPSE227K016R0100 E 220 100 35K5008 6.010 07J3661 400 3.560

VOLTAGE: 20 VDC

● TPSS105K020R6000 S 1 6000 64M4900 0.636 56K4118 2500 0.376
● TPSA225K020R3000 A 2.2 3000 75M2896 0.636 86H9450 2000 0.376
● TPSB335K020R1300 B 3.3 1300 64M4880 0.652 56K4068 2000 0.386
● TPSB475K020R1000 B 4.7 1000 75M2913 0.795 54J8668 2000 0.470
● TPSB106K020R1000 B 10 1000 84K8353 0.731 30H0454 2000 0.433
● TPSB106M020R1000 B 10 1000 35K4988 0.369 35K4988 2000 0.369
● TPSC156K020R0450 C 15 450 35K1289 1.210 35K4992 500 0.711
● TPSB226K020R0400 B 22 400 75M2910 0.795 54J8618 2000 0.470
● TPSC336K020R0300 C 33 300 ... ... 54J8796 500 0.856
● TPSD336K020R0200 D 33 200 36K7657 2.230 07J3654 500 1.320
● TPSE686K020R0125 E 68 125 35K1301 5.730 35K5013 400 3.390

TPS SERIES SURFACE
MOUNT TANTALUM
CAPACITORS

DIMENSIONS

VOLTAGE: 2.5 VDC

• Low ESR
• Designed for Power

Supply Applications
• Tolerance: K = ±10%



4191.800.463.9275 • Find our complete selection at www.newark.com

2

Find Datasheets, Tech Chat & Training Online CAPACITORS

TANTALUM CAPACITORS

TAJ SERIES SOLID TANTALUM CHIP CAPACITORS (CONT.)TPS SERIES SURFACE MOUNT TANTALUM CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-99

● TAJA224K035R 0.22 ± 10% 18 ... ... 54J2937 2000 0.370
● TAJA334K035R 0.33 ± 10% 15 ... ... 54J2964 2000 0.370
● TAJA105M020R 1 ± 20% 9 ... ... 81C8482 2000 0.137
● TAJA225M006R 2.2 ± 20% ... ... ... 30H0253 2000 0.137
● TAJA335K025R 3.3 ± 10% 3.7 ... ... 54J2972 2000 0.204
● TAJA226K004R 22 ± 10% ... 97M6412 0.357 30H0260 2000 0.167
● TAJA476K004R 47 ± 10% 2.6 84K8275 0.396 54J3006 2000 0.185
● TAJA476K006R 47 ± 10% 1.6 ... ... 56K3909 2000 0.256

3528-21 CASE SIZE, VOLTAGE: 4VDC

● TAJB335M020R 3.3 ± 20% 3 ... ... 30H0381 2000 0.186
● TAJB336M010R 33 ± 20% 1.8 ... ... 50H7880 2000 0.241
● TAJB107K004R 100 ± 10% 0.9 75M2798 1.190 80H9344 2000 0.555

6032-28 CASE SIZE, VOLTAGE: 4VDC

● TAJC105M050R 1 ± 20% 5.5 ... ... 01E9187 500 0.816
● TAJC225M035R 2.2 ± 20% 3.5 ... ... 25H9634 500 0.335
● TAJC475M025R 4.7 ± 20% ... ... ... 54J3330 500 0.345
● TAJC685K020R 6.8 ± 10% 2 ... ... 54J3362 500 0.343
● TAJC156K016R 15 ± 10% 1.8 ... ... 86H9347 500 0.352
● TAJC336M016R 33 ± 20% 1.5 ... ... 29H3061 500 0.450
● TAJC107M010R 100 ± 20% 1.2 ... ... 54J3202 500 0.707

6032-28 CASE SIZE, VOLTAGE: 4VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-99

● TAJC157K004R 150 ± 10% 0.3 97M6422 1.450 54J3227 500 0.674
● TAJC337K004R 330 ± 10% 0.9 97M6424 1.920 54J3301 500 0.898

7343-31 CASE SIZE, VOLTAGE: 4VDC

● TAJD477K004R 470 ± 10% 0.9 64M4852 2.950 56K3948 500 1.380
● TAJD477M006R 470 ± 20% 0.4 ... ... 81H5042 500 1.440
● TAJD685M050R 6.8 ± 20% 1 ... ... 50H2816 500 1.910
● TAJD687K004R 680 ± 10% 0.5 64M4853 3.210 56K3950 500 1.500
● TAJD108K004R 1000 ± 10% 0.2 97M6429 5.470 64M1248 500 2.560

7343-43 CASE SIZE, VOLTAGE: 4VDC

● TAJE106M050R 10 ± 20% 1 ... ... 05H9315 400 4.170
● TAJE686K020R 68 ± 10% 0.9 ... ... 54J3724 400 2.410
● TAJE158K004R 1500 ± 10% ... 97M6434 9.510 36K6335 400 4.440

3216-18 CASE SIZE, VOLTAGE: 6.3VDC

● TAJA336K006R 33 ± 10% 1.6 84K8270 0.575 54J2979 2000 0.269
● TAJA106K006R 10 ± 10% 4 84K8260 0.331 35K1021 2000 0.155
● TAJA226K006R 22 ± 10% 3 75M2785 0.396 87H7373 2000 0.185
● TAJE687K006R 680 ± 10% 0.5 97M6436 6.890 13J1069 400 3.220

3216-18 CASE SIZE, VOLTAGE: 10VDC

● TAJA225K010R 2.2 ± 10% 6.5 35K1024 0.286 35K1025 2000 0.134
● TAJA475K010R 4.7 ± 10% 5 35K1028 0.297 35K4916 2000 0.139
● TAJA106K010R 10 ± 10% 3 35K1022 0.321 35K1023 2000 0.150
● TAJA156K010R 15 ± 10% 3.2 84K8265 0.396 54J2929 2000 0.185
● TAJA226K010R 22 ± 10% 3 84K8268 0.396 54J2958 2000 0.185

3528-21 CASE SIZE, VOLTAGE: 10VDC

● TAJB475K010R 4.7 ± 10% 3.5 84K8292 0.436 86C8068 2000 0.204
● TAJB685K010R 6.8 ± 10% 2.5 35K1033 0.392 35K4923 2000 0.184
● TAJB106K010R 10 ± 10% 2.8 84K8279 0.456 02H6191 2000 0.213
● TAJB226K010R 22 ± 10% 2.4 84K8286 0.476 30H0359 2000 0.222
● TAJB336K010R 33 ± 10% 1.8 84K8290 0.515 30H0386 2000 0.241
● TAJB476K010R 47 ± 10% 1 84K8297 0.693 97C5452 2000 0.324
● TAJB686K010R 68 ± 10% 1.4 64M4849 0.733 70K5227 2000 0.343

7343-31 CASE SIZE, VOLTAGE 10VDC

● TAJD476K010R 47 ± 10% 0.9 84K8335 1.270 06H1907 500 0.592
● TAJD107K010R 100 ± 10% 0.9 36K3629 1.390 07J3621 500 0.648
● TAJD227K010R 220 ± 10% 0.5 84K8330 2.100 26H6608 500 0.981
● TAJD337K010R 330 ± 10% 0.9 84K8333 5.790 66H8505 500 2.710
● TAJW476K010R 47 ± 10% ... ... ... 22J0060 1000 0.833
● TAJY337K006R 330 ± 10% ... ... ... 54J4227 1000 1.110

3216-18 CASE SIZE, VOLTAGE 16VDC

● TAJA105K016R 1 ± 10% 9 35K1019 0.286 35K4913 2000 0.134
● TAJA225K016R 2.2 ± 10% 6.5 84K8266 0.331 90C0219 2000 0.155
● TAJA335K016R 3.3 ± 10% 5 35K1026 0.297 35K4914 2000 0.139

3528-21 CASE SIZE, VOLTAGE 16VDC

● TAJB475K016R 4.7 ± 10% 3.5 35K1032 0.594 35K4922 2000 0.278
● TAJB106K016R 10 ± 10% 2.8 36K3625 0.416 35K1030 2000 0.195
● TAJB226K016R 22 ± 10% 2.3 35K1031 0.515 07J3610 2000 0.241

6032-28 CASE SIZE, VOLTAGE: 16VDC

● TAJC106K016R 10 ± 10% 2 36K3626 0.654 36K3627 500 0.306
● TAJC226K016R 22 ± 10% 1.6 35K1036 0.761 07J3615 500 0.356
● TAJC336K016R 33 ± 10% 1.5 35K1038 0.883 35K4926 500 0.413
● TAJC476K016R 47 ± 10% 1.4 35K1040 1.160 35K4928 500 0.542

7343-31 CASE SIZE, VOLTAGE: 16VDC

● TAJD476K016R 47 ± 10% 0.9 19C6245 1.190 35K4930 500 0.554
3216-18 CASE SIZE, VOLTAGE: 20VDC

● TAJA105K020R 1 ± 10% 9 35K1020 0.286 07J3600 2000 0.134
● TAJA225K020R 2.2 ± 10% 5.3 75M2781 0.357 63H2178 2000 0.167
● TAJA475K020R 4.7 ± 10% 4 04M4613 0.365 30H0285 2000 0.171
● TAJA685K020R 6.8 ± 10% 2.5 75M2794 0.436 70K5209 2000 0.204

3528-21 CASE SIZE, VOLTAGE: 20VDC

● TAJB225K020R 2.2 ± 10% 3.5 35K4918 0.392 35K4919 2000 0.184
● TAJB335K020R 3.3 ± 10% 3 33C6875 0.436 35K4921 2000 0.204
● TAJB106K020R 10 ± 10% 2.1 04M4614 0.436 26H7041 2000 0.204
● TAJB226K020R 22 ± 10% 1.6 84K8287 0.872 87H6597 2000 0.407

6032-28 CASE SIZE, VOLTAGE: 20VDC

● TAJC106K020R 10 ± 10% 1.2 35K1034 0.575 35K4924 500 0.269
● TAJC226K020R 22 ± 10% 1.6 84K8310 0.982 07H9597 500 0.459
● TAJC336K020R 33 ± 10% 1.5 84K8314 1.290 54J3289 500 0.602
● TAJE157K020R 150 ± 10% 0.3 75M2865 4.350 54J3657 400 2.040

VOLTAGE: 20 VDC

Mfg. Part No.
Case
Size

Cap.
(μF)

ESR
(mΩ)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-1999

● TPSE686K020R0150 E 68 150 35K1302 5.790 35K5014 400 3.430
● TPSV107M020R0085 V 100 85 ... ... 73H0068 400 6.110
● TPSV107K020R0060 V 100 60 75M2997 10.820 30H5405 400 6.400

VOLTAGE: 25 VDC

● TPSA155K025R3000 A 1.5 3000 35K1282 0.573 35K4986 2000 0.339
● TPSC106K025R0500 C 10 500 35K1285 1.210 07J3634 500 0.711
● TPSC156K025R0300 C 15 300 64M4884 1.280 54J8740 500 0.752
● TPSC226K025R0275 C 22 275 ... ... 54J8769 500 0.903
● TPSD226K025R0200 D 22 200 35K4999 1.320 35K4999 500 1.320
● TPSD336K025R0100 D 33 100 75M2959 2.770 89C2097 500 1.640
● TPSD336K025R0300 D 33 300 75M2960 2.390 ... ... ...
● TPSE336K025R0175 E 33 175 35K1298 3.150 35K5009 400 1.870
● TPSE336K025R0200 E 33 200 33C4401 2.870 35K5010 400 1.700
● TPSE336K025R0300 E 33 300 35K1299 5.820 35K5011 400 3.440
● TPSE476M025R0100 E 47 100 ... ... 54J9164 400 4.520
● TPSV686M025R0095 V 68 95 ... ... 49H7021 400 6.110

VOLTAGE: 35 VDC

● TPSA225K035R1500 A 2.2 1500 75M2897 0.636 54J8529 2000 0.376
● TPSB475K035R0700 B 4.7 700 75M2915 0.795 54J8674 2000 0.470
● TPSC475K035R0600 C 4.7 600 19C6261 1.230 07J3642 500 0.728
● TPSD106K035R0300 D 10 300 34K0219 2.060 35K4996 500 1.220
● TPSC156K035R0350 C 15 350 75M2926 1.400 54J8742 500 0.828
● TPSD156K035R0300 D 15 300 36K3660 2.230 07J3648 500 1.320
● TPSD226K035R0200 D 22 200 75M2953 6.360 01J1940 500 3.760
● TPSE226K035R0300 E 22 300 36K3662 6.460 35K5006 400 3.820
● TPSD336K035R0200 D 33 200 64M4889 5.170 54J8949 500 3.060
● TPSE336K035R0100 E 33 100 22J0231 7.000 21M6092 400 4.140
● TPSE476K035R0250 E 47 250 84K8382 7.410 54J9154 400 4.380

VOLTAGE: 50 VDC

● TPSD225K050R1200 D 2.2 1200 64M4887 4.460 54J8900 500 2.640
● TPSD335K050R0800 D 3.3 800 64M4888 4.620 54J8938 500 2.730
● TPSE106K050R0500 E 10 500 64M4892 7.600 54J9060 400 4.490
● TPSE156M050R0250 E 15 250 64M4894 7.600 54J9082 400 4.490

TAJ SERIES SOLID
TANTALUM CHIP
CAPACITORS

(65295)

• Tolerance: ±10%
• Reel Size: 7″
• Applications Include Telecom,

Automotive and Computers
• For Case Size Dimensions and Reel

Qty., see TPS Series Capacitors on
pages 418-419

3216-18 CASE SIZE, VOLTAGE: 4VDC
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TANTALUM CAPACITORS

TAZ SERIES CWR09 - MIL-PRF-55365 MOLDED TANTALUM CHIP
CAPACITORS (CONT.)

TAJ SERIES SOLID TANTALUM CHIP CAPACITORS (CONT.)

VOLTAGE: 3 VDC

AVX’s latest addition to the TPS low ESR tantalum chip family is the TPM Multianode. The Multianode internal
construction allows ultra-low ESR while maintaining standard E case form. The TPM Multianode provides highest ripple
capability and lowest output noise and more options for converting Polymer (Tantalum or Aluminum). Also available in
Tape & Reel. Go online or call.

Case
Code

Length
mm (in)

±0.38 (0.015)

Width
mm (in)

±0.38 (0.015)

Height
mm (in)

±0.38 (0.015)
D 3.81 (0.15) 2.54 (0.1) 1.27 (0.05)
E 5.08 (0.2) 2.54 (0.1) 1.27 (0.05)
F 5.59 (0.22) 3.43 (0.135) 1.78 (0.07)
G 6.73 (0.265) 2.79 (0.11) 2.79 (0.11)
H 7.24 (0.285) 3.81 (0.15) 2.79 (0.11)

Applications

Mnf. Part No.
Cap.
(μF)

ESR
@

100kHz
(Ω)

DCL
Max.

+25°C
(μA)

DF
Max.

+25°C
(%)

Pwr.
Diss.
(W) Stock No.

Price

1-9
TAZD684K063CRSB0824 0.68 10 1 6 0.08 10R1683 17.900
TAZE105K063CRSB0824 1 7 1 6 0.09 10R1684 17.900
TAZF155K063CRSB0824 1.5 5 1.4 6 0.1 10R1685 17.900
TAZF225K063CRSB0824 2.2 3 2.1 6 0.1 10R1686 17.900

Mnf. Part No.
Cap.
(μF)

ESR
@

100kHz
(Ω)

DCL
Max.

+25°C
(μA)

DF
Max.

+25°C
(%)

Pwr.
Diss.
(W) Stock No.

Price

1-9
TAZG335K063CRSB0824 3.3 2.5 3.1 6 0.125 10R1687 17.900
TAZH475K063CRSB0824 4.7 2 4.5 6 0.15 10R1688 17.900
TAZH685K063CRSB0824 6.8 2 6.5 6 0.15 10R1689 17.900

(148571)

• Motherboards
• Servers
• Desktop/Laptop & computer workstations, HDD and storage

The TAZ series is the original high reliability molded tantalum chip series and the case sizes still represent the most
flexible of surface mount form factors. All case sizes are fully qualified to MIL-PRF-55365/4. This series is fully
interchangeable with CWR06 conformal types, while offering the advantages of molded body / compliant termination
construction (ensuring no TCE mismatch with any substrate). These parts are designed for use in applications utilizing
solder (Reflow, Wave or Vapor Phase), conductive adhesive or thermal compression bonding techniques. Each chip is
marked with polarity, capacitance code and rated voltage. The 63 VDC rated parts are ideal for avionic output power
supply filtering. Many systems utilize a 28 volt bus and this new rating surpasses the recommended 50% derating for
optimized reliability in these applications.

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Case
Size

Tape Cut

Stock No.
Price
Each

● TACR107M003XTA 100 ± 20% 5 0805 75M2770 1.180
VOLTAGE: 4 VDC

● TACR476M004XTA 47 ± 20% 5 0805 75M2773 1.180
VOLTAGE: 6.3 VDC

● TACK105M006QTA 1 ± 20% 15 0402 22K2383 2.050
● TACK225M006QTA 2.2 ± 20% 15 0402 22K2389 2.050
● TACR106K006XTA 10 ± 10% 5 0805 75M2768 1.180
● TACL106M006XTA 10 ± 20% 6 0603 22K2400 0.897

3216-18 CASE SIZE, VOLTAGE: 25VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-99

● TAJA474K025R 0.47 ± 10% 14 35K1027 0.717 35K4915 2000 0.335
● TAJA105K025R 1 ± 10% 8 84K8257 0.331 71C9642 2000 0.155
● TAJA155K025R 1.5 ± 10% 7.5 75M2779 0.357 54J2920 2000 0.167
● TAJA225K025R 2.2 ± 10% 7 84K8267 0.365 30H0252 2000 0.171

3528-21 CASE SIZE, VOLTAGE: 25VDC

● TAJB225K025R 2.2 ± 10% 4.5 36K7639 0.392 35K4920 2000 0.184
● TAJB475M025R 4.7 ± 20% 2.8 75M2816 0.436 97C6522 2000 0.204

6032-28 CASE SIZE, VOLTAGE: 25VDC

● TAJC475K025R 4.7 ± 10% 2.2 35K4927 0.682 35K1039 500 0.319
● TAJC106K025R 10 ± 10% 1.8 84K8302 0.633 73C4619 500 0.296
● TAJC226K025R 22 ± 10% 1.4 84K8311 1.290 82H5978 500 0.602

7343-31 CASE SIZE, VOLTAGE: 25VDC

● TAJD226K025R 22 ± 10% 0.9 33K3887 0.931 35K1041 500 0.435
● TAJD336K025R 33 ± 10% 0.9 75M2850 2.580 65H8164 500 1.210

3216-18 CASE SIZE, VOLTAGE: 35VDC

● TAJA104K035R 0.1 ± 10% 24 35K1018 0.729 35K4912 2000 0.341
● TAJA105K035R 1 ± 10% 7.5 84K8258 0.350 06H1096 2000 0.164

3528-21 CASE SIZE, VOLTAGE: 35VDC

● TAJB105K035R 1 ± 10% 6.5 35K1029 0.392 35K4917 2000 0.184
● TAJB225K035R 2.2 ± 10% 4.2 84K8284 0.436 02E2565 2000 0.204
● TAJB475K035R 4.7 ± 10% 3.1 84K8294 0.515 30H0396 2000 0.241

6032-28 CASE SIZE, VOLTAGE: 35VDC

● TAJC335K035R 3.3 ± 10% 2.5 35K1037 0.658 35K4925 500 0.308
● TAJC475K035R 4.7 ± 10% 2.2 84K8315 0.575 54J3319 500 0.269
● TAJC106K035R 10 ± 10% 1.6 84K8303 0.753 35K1035 500 0.352

7343-31 CASE SIZE, VOLTAGE: 35VDC

● TAJD475K035R 4.7 ± 10% 1.5 35K1043 1.150 07J3624 500 0.537
● TAJD106K035R 10 ± 10% 1 36K3628 0.971 36K2060 500 0.454
● TAJD226K035R 22 ± 10% 0.9 84K8327 1.510 91C4536 500 0.703
● TAJD336K035R 33 ± 10% 0.9 84K8332 3.370 32C5664 500 1.580

6032-28 CASE SIZE, VOLTAGE: 50VDC

● TAJC474K050R 0.47 ± 10% ... 97M6425 1.790 54J3303 500 0.833
● TAJC684K050R 0.68 ± 10% ... 97M6427 1.790 54J3357 500 0.833
● TAJC155K050R 1.5 ± 10% ... 97M6421 1.790 49H4475 500 0.833
● TAJC225K050R 2.2 ± 10% 3 64M4851 1.790 36K6312 500 0.833
● TAJC335K050R 3.3 ± 10% ... 97M6423 1.790 54J3277 500 0.833

CASE DIMENSIONS:

(65191)

TACmicrochip™
STANDARD MICROCHIP

Mfg. Part No.
Voltage
(VDC)

Cap.
(uF)

ESR
(mΩ) Pkg.

Tape Cut

Stock No.
Price
Each

● TPME687K004R0023 4 680 23 7343-43 59M9621 5.030
● TPME108K004R0018 4 1000 18 7343-43 59M9603 6.360
● TPME158K004R0015 4 1500 15 7343-43 59M9605 9.210
● TPME477K006R0018 6.3 470 18 7343-43 59M9615 5.860
● TPME477K006R0023 6.3 470 23 7343-43 59M9616 4.790
● TPME477K006R0030 6.3 470 30 7343-43 59M9617 5.030
● TPME687K006R0018 6.3 680 18 7343-43 59M9622 7.120
● TPME687K006R0023 6.3 680 23 7343-43 59M9623 5.030
● TPME687M006R0023 6.3 680 23 7343-43 75M2892 9.540
● TPMD337K010R0035 10 330 35 7343-31 75M9216 4.960
● TPME337K010R0023 10 330 23 7343-43 59M9611 5.860
● TPME337K010R0035 10 330 35 7343-43 59M9612 5.020
● TPME477K010R0023 10 470 23 7343-43 59M9618 6.600
● TPME477M010R0030 10 470 30 7343-43 59M9619 5.030
● TPME157K016R0040 16 150 40 7343-43 59M9604 5.130
● TPME227K016R0025 16 220 25 7343-43 59M9607 8.700
● TPME227K016R0040 16 220 40 7343-43 59M9608 6.520
● TPME227M016R0025 16 220 25 7343-43 59M9609 8.700
● TPME686K025R0045 25 68 45 7343-43 59M9620 9.540
● TPME226K035R0060 35 22 60 7343-43 59M9606 9.160
● TPME336K035R0050 35 33 50 7343-43 59M9610 9.160
● TPME476K035R0055 35 47 55 7343-43 59M9613 9.210
● TPME476K035R0065 35 47 65 7343-43 59M9614 8.870
● TPME106K050R0120 50 10 120 7343-43 59M9602 8.910

VOLTAGE: 63 VDC @ +85°C

(102141)

The world’s smallest surface mount Tantalum
capacitor, small enough to create space provid-
ing room for ideas to grow. 
TACmicrochip™ is a major breakthrough in
miniaturization without reduction in perform-
ance. It offers you the highest energy store in a
small case size down to 0402; enhanced high
frequency operation through unique ESR per-
formance with temperature and voltage stability
is also offered.

TPM MULTIANODE TANTALUM
ULTRA LOW ESR CAPACITOR
Features

TAZ SERIES CWR09 - MIL-
PRF-55365 MOLDED TANTALUM
CHIP CAPACITORS

• Laser welding of discrete anodes results in
highly robust construction

• Hi CV design means all rating are available
in standard E size

• Lower profile V case also available
• Advanced MnO2 technology means equal or lower max ESR than competition
• Lowest ESR, widest voltage range standard size tantalum chip
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TANTALUM CAPACITORS

MCCT SERIES SURFACE MOUNT TANTALUM CAPACITORS (CONT.)TACmicrochip™ STANDARD MICROCHIP
(CONT.)

Specifications
• Capacitance Range: 0.1 μF to 1000μ F
• Voltage Range: 2.5-50 VDC
• Operating Temperature: -55°C to +125°C
• Low Profile Case Sizes Available; go online or call.

Mfg. Part No.
Cap.
(μF)

Leakage
Current

(μA)
ESR
(Ω)

Case
Size Stock No.

Price Each

1-249
● MCCTA335M006 3.3 0.5 7 3216 01M8219 0.328
● MCCTA106M006 10 0.5 6 3216 01M8216 0.296
● MCCTC226M006 22 1.4 2.3 6032 01M8233 0.669
● MCCTC476M006 47 1.9 1.8 6032 01M8236 0.763

VOLTAGE: 10 VDC

● MCCTA475M010 4.7 0.5 5 3216 01M8221 0.341
● MCCTB685M010 6.8 0.7 3 3528 01M8230 0.455
● MCCTB106M010 10 1 2.5 3528 01M8223 0.335

VOLTAGE: 16 VDC

● MCCTA105M016 1 0.5 11 3216 87K0501 0.148
● MCCTA225M016 2.2 0.5 6.5 3216 01M8218 0.296
● MCCTB475M016 4.7 0.8 3.5 3528 01M8228 0.455
● MCCTB106M016 10 1.6 2.8 3528 01M8224 0.369
● MCCTC226M016 22 3.5 1.6 6032 01M8234 0.763
● MCCTD336M016 33 5.3 0.9 7343 01M8239 1.190
● MCCTD476M016 47 7.5 0.9 7343 01M8240 1.190

VOLTAGE: 20 VDC

● MCCTB225M020 2.2 0.5 3.5 3528 01M8225 0.455
● MCCTB335M020 3.3 0.7 3 3528 01M8227 0.455
● MCCTB475M020 4.7 1 3 3528 01M8229 0.455

VOLTAGE: 25 VDC

● MCCTA105M025 1 0.5 8 3216 01M8215 0.169
● MCCTB225M025 2.2 0.6 4.5 3528 01M8226 0.455
● MCCTC106M025 10 2.5 2.5 6032 01M8231 0.306

VOLTAGE: 35 VDC

● MCCTA104M035 0.1 0.5 24 3216 01M8214 0.179
● MCCTA224M035 0.22 0.5 18 3216 01M8217 0.478
● MCCTA474M035 0.47 0.5 12 3216 01M8220 0.922
● MCCTB105M035 1 0.5 6.5 3528 01M8222 0.488
● MCCTC225M035 2.2 0.8 3.5 6032 01M8232 0.342
● MCCTC475M035 4.7 1.6 2.2 6032 01M8235 0.763

Features

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

Leakage
Current

(μA)
ESR
(Ω)

Case
Size Stock No.

Price Each

1-249
● MCCTD685M035 6.8 2.4 1.3 7343 01M8241 1.190
● MCCTD106M035 10 3.5 1 7343 01M8237 1.190

VOLTAGE: 6.3 VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Case
Size

Tape Cut

Stock No.
Price
Each

● TACL156M006XTA 15 ± 20% 7.5 0603 75M2765 0.897
● TACR226M006XTA 22 ± 20% 5 0805 22K2418 1.180
● TACR476M006XTA 47 ± 20% 5 0805 75M2774 1.180
● TACA476M006XTA 47 ± 20% 1 1206 75M2760 1.520

VOLTAGE: 10 VDC

● TACK474M010QTA 0.47 ± 20% 15 0402 22K2390 2.050
● TACK105M010QTA 1 ± 20% 15 0402 75M2761 2.050
● TACL105K010XTA 1 ± 10% 7.5 0603 75M2762 0.897
● TACR475K010XTA 4.7 ± 10% 6 0805 19M0206 1.180
● TACL475M010XTA 4.7 ± 20% 6 0603 22K2412 0.897
● TACL106M010XTA 10 ± 20% 7.5 0603 75M2764 0.897
● TACR106K010RTA 10 ± 10% 5 0805 75M2769 1.180
● TACR106K010XTA 10 ± 10% 5 0805 16M3841 1.180
● TACR226M010XTA 22 ± 20% 5 0805 75M2771 1.180

VOLTAGE: 16 VDC

● TACL105K016XTA 1 ± 10% 7.5 0603 75M2763 0.897
● TACL105M016XTA 1 ± 20% 7.5 0603 22K2394 0.897
● TACU105M016X 1 ± 20% 7.5 0805 75M2775 1.180
● TACL225M016XTA 2.2 ± 20% 7.5 0603 75M2766 0.897
● TACR106M016XTA 10 ± 20% 5 0805 54J2823 1.180

VOLTAGE: 20 VDC

● TACR475M020XTA 4.7 ± 20% 5 0805 75M2772 1.180
VOLTAGE: 25 VDC

● TACR105M025XTA 1 ± 20% 5 0805 75M2767 1.180

(116547)

(87942)

MCCT SERIES SURFACE MOUNT
TANTALUM CAPACITORS

• General purpose
• High capacitance
• Polarity sensitive

Features

Case Size EIA L W H
A 3216-18 0.126″ (3.20) 0.063″ (1.60) 0.063″ (1.60)
B 3528-21 0.138″ (3.50) 0.110″ (2.80) 0.075″ (1.90)
C 6032-28 0.236″ (6.00) 0.126″ (3.20) 0.098″ (2.50)
D 7343-31 0.287″ (7.30) 0.169″ (4.29) 0.110″ (2.80)
X 7343-43 0.287″ (7.30) 0.169″ (4.29) 0.157″ (4.00)
E 7260-38 0.287″ (7.30) 0.236″ (6.00) 0.142″ (3.60)

Specifications

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● T491A336K003AT 33 ± 10% A 57K1689 0.230

VOLTAGE: 4 VDC

● T491A335K004AT 3.3 ± 10% A 57K1679 0.200
● T491A475K004AT 4.7 ± 10% A 57K1701 0.200
● T491A685K004AT 6.8 ± 10% A 57K1722 0.200
● T491A106K004AT 10 ± 10% A 57K1633 0.200
● T491B106K004AT 10 ± 10% B 57K1736 0.300
● T491A156K004AT 15 ± 10% A 57K1653 0.200
● T491B156K004AT 15 ± 10% B 57K1759 0.300
● T491A226K004AT 22 ± 10% A 57K1669 0.223
● T491B226K004AT 22 ± 10% B 57K1778 0.300
● T491C226K004AT 22 ± 10% C 57K1885 0.401
● T491A336K004AT 33 ± 10% A 57K1690 0.250
● T491B336K004AT 33 ± 10% B 57K1798 0.310
● T491C336K004AT 33 ± 10% C 57K1902 0.401
● T491A476K004AT 47 ± 10% A 57K1711 0.510
● T491B476K004AT 47 ± 10% B 57K1817 0.410
● T491C476K004AT 47 ± 10% C 57K1922 0.420
● T491A686K004AT 68 ± 10% A 57K1730 0.500
● T491B686K004AT 68 ± 10% B 57K1837 0.546
● T491C686K004AT 68 ± 10% C 57K1940 0.435
● T491A107M004AT 100 ± 20% A 57K1641 0.480
● T491B107K004AT 100 ± 10% B 57K1747 0.995
● T491C107K004AT 100 ± 10% C 57K1855 0.550
● T491D107K004AT 100 ± 10% D 57K1954 0.690
● T491B157M004AT 150 ± 20% B 57K1767 0.930
● T491C157K004AT 150 ± 10% C 57K1875 0.699
● T491D157K004AT 150 ± 10% D 57K1972 0.690
● T491B227M004AT 220 ± 20% B 12N2772 0.944
● T491C337K004AT 330 ± 10% C 57K1912 2.040
● T491D337K004AT 330 ± 10% D 57K2010 1.060
● T491D477K004AT 470 ± 10% D 57K2030 1.470
● T491X477K004AT 470 ± 10% X 57K2234 2.260
● T491D687M004AT 680 ± 20% D 57K2048 5.370
● T491X687K004AT 680 ± 10% X 57K2245 2.680
● T491E108M004AT 1000 ± 20% E 57K2049 11.020
● T491X108K004AT 1000 ± 10% X 57K2204 6.630

VOLTAGE: 6/6.3 VDC

● T491A225K006AT 2.2 ± 10% A 57K1661 0.170
● T491A335K006AT 3.3 ± 10% A 57K1680 0.200
● T491A475K006AT 4.7 ± 10% A 57K1702 0.200
● T491B475M006AT 4.7 ± 20% B 57K1812 0.288
● T491A685K006AT 6.8 ± 10% A 57K1723 0.200
● T491B685K006AT 6.8 ± 10% B 57K1827 0.300
● T491A106K006AT 10 ± 10% A 57K1634 0.180
● T491B106K006AT 10 ± 10% B 57K1737 0.230

• Tolerance: +/-20%
• Capacitance Range: 0.1μF to 47μF
• Temperature Range: -55°C to +85°C

T491 SERIES - PRECISION
MOLDED CHIP

VOLTAGE: 6.3 VDC

• Meets or Exceeds EIA Standard 535BAAC
• Taped and Reeled per EIA 481-1
• Laser-marked Case
• 100% Surge current test on C, D, E, U, V, X sizes
• Halogen Free Epoxy

STANDARD T491 DIMENSIONS

VOLTAGE: 3 VDC
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TANTALUM CAPACITORS

T491 SERIES - PRECISION MOLDED CHIP (CONT.) T491 SERIES - PRECISION MOLDED CHIP (CONT.)

VOLTAGE: 6/6.3 VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● T491A156K006AT 15 ± 10% A 57K1654 0.210
● T491B156K006AT 15 ± 10% B 57K1760 0.250
● T491C156K006AT 15 ± 10% C 57K1865 0.401
● T491A226K006AT 22 ± 10% A 57K1670 0.210
● T491B226K006AT 22 ± 10% B 57K1779 0.280
● T491C226K006AT 22 ± 10% C 57K1886 0.380
● T491A336K006AT 33 ± 10% A 57K1691 0.320
● T491B336K006AT 33 ± 10% B 57K1799 0.350
● T491C336K006AT 33 ± 10% C 57K1903 0.420
● T491D336K006AT 33 ± 10% D 57K2001 0.662
● T491A476M006AT 47 ± 20% A 57K1713 0.480
● T491B476K006AT 47 ± 10% B 57K1818 0.380
● T491C476K006AT 47 ± 10% C 57K1923 0.420
● T491D476K006AT 47 ± 10% D 57K2020 0.662
● T491A686K006AT 68 ± 10% A 12N2771 0.485
● T491B686K006AT 68 ± 10% B 57K1838 0.490
● T491C686K006AT 68 ± 10% C 57K1941 0.520
● T491D686K006AT 68 ± 10% D 57K2040 0.630
● T491B107K006AT 100 ± 10% B 57K1748 0.550
● T491C107K006AT 100 ± 10% C 57K1856 0.520
● T491D107K006AT 100 ± 10% D 57K1955 0.630
● T491C157K006AT 150 ± 10% C 57K1876 2.040
● T491D157K006AT 150 ± 10% D 57K1973 0.770
● T491C227K006AT 220 ± 10% C 57K1896 2.320
● T491D227K006AT 220 ± 10% D 57K1993 1.000
● T491X227K006AT 220 ± 10% X 57K2216 1.910
● T491D337K006AT 330 ± 10% D 57K2011 1.400
● T491X337K006AT 330 ± 10% X 57K2226 2.340
● T491D477M006AT 470 ± 20% D 57K2032 4.720
● T491X477K006AT 470 ± 10% X 57K2235 2.770
● T491E687K006AT 680 ± 10% E 57K2054 10.200

VOLTAGE: 10 VDC

● T491A105K010AT 1 ± 10% A 57K1623 0.195
● T491A155K010AT 1.5 ± 10% A 57K1645 0.200
● T491A225K010AT 2.2 ± 10% A 57K1662 0.180
● T491A335K010AT 3.3 ± 10% A 57K1681 0.180
● T491B335K010AT 3.3 ± 10% B 57K1788 0.288
● T491A475K010AT 4.7 ± 10% A 57K1703 0.180
● T491B475K010AT 4.7 ± 10% B 57K1808 0.230
● T491A685K010AT 6.8 ± 10% A 57K1724 0.190
● T491B685K010AT 6.8 ± 10% B 57K1828 0.250
● T491S106M010AT 10 ± 20% S 57K2072 1.340
● T491A106K010AT 10 ± 10% A 57K1635 0.160
● T491B106K010AT 10 ± 10% B 57K1738 0.250
● T491C106K010AT 10 ± 10% C 57K1845 0.390
● T491A156K010AT 15 ± 10% A 57K1655 0.200
● T491B156K010AT 15 ± 10% B 57K1761 0.280
● T491C156K010AT 15 ± 10% C 57K1866 0.380
● T491A226K010AT 22 ± 10% A 57K1671 0.280
● T491B226K010AT 22 ± 10% B 57K1780 0.270
● T491C226K010AT 22 ± 10% C 57K1887 0.370
● T491D226K010AT 22 ± 10% D 57K1983 0.690
● T491B336K010AT 33 ± 10% B 57K1800 0.380
● T491C336K010AT 33 ± 10% C 57K1904 0.420
● T491D336K010AT 33 ± 10% D 57K2002 0.580
● T491B476K010AT 47 ± 10% B 57K1819 0.490
● T491C476K010AT 47 ± 10% C 57K1924 0.520
● T491D476K010AT 47 ± 10% D 57K2021 0.580
● T491B686K010AT 68 ± 10% B 57K1839 0.995
● T491C686K010AT 68 ± 10% C 57K1942 0.640
● T491D686K010AT 68 ± 10% D 57K2041 0.630
● T491C107K010AT 100 ± 10% C 57K1857 0.730
● T491D107K010AT 100 ± 10% D 57K1956 0.670
● T491C157K010AT 150 ± 10% C 57K1877 2.000
● T491D157K010AT 150 ± 10% D 57K1974 1.000
● T491X157K010AT 150 ± 10% X 57K2210 1.910
● T491D227K010AT 220 ± 10% D 57K1994 1.400
● T491X227K010AT 220 ± 10% X 57K2217 2.220
● T491D337K010AT 330 ± 10% D 57K2012 2.900
● T491X337K010AT 330 ± 10% X 57K2227 2.770
● T491E477K010AT 470 ± 10% E 57K2052 10.200
● T491X477K010AT 470 ± 10% X 57K2236 6.630

VOLTAGE: 16 VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● T491A684K016AT 0.68 ± 10% A 57K1714 0.195
● T491A105K016AT 1 ± 10% A 57K1624 0.150
● T491A155K016AT 1.5 ± 10% A 57K1646 0.190
● T491A225K016AT 2.2 ± 10% A 57K1663 0.180
● T491B225K016AT 2.2 ± 10% B 57K1770 0.300
● T491A335K016AT 3.3 ± 10% A 57K1682 0.190
● T491A475K016AT 4.7 ± 10% A 57K1704 0.180
● T491B475K016AT 4.7 ± 10% B 57K1809 0.230
● T491C475K016AT 4.7 ± 10% C 57K8138 0.401
● T491A685K016AT 6.8 ± 10% A 57K1725 0.210
● T491B685K016AT 6.8 ± 10% B 57K1829 0.250
● T491C685K016AT 6.8 ± 10% C 57K1932 0.420
● T491A106K016AT 10 ± 10% A 57K1636 0.170
● T491B106K016AT 10 ± 10% B 57K1739 0.230
● T491C106K016AT 10 ± 10% C 57K1846 0.340
● T491B156K016AT 15 ± 10% B 57K1762 0.380
● T491C156K016AT 15 ± 10% C 57K1867 0.380
● T491D156K016AT 15 ± 10% D 57K1964 0.662
● T491B226K016AT 22 ± 10% B 57K1781 0.350
● T491C226K016AT 22 ± 10% C 57K1888 0.435
● T491D226K016AT 22 ± 10% D 57K1984 0.580
● T491C336K016AT 33 ± 10% C 57K1905 0.520
● T491D336K016AT 33 ± 10% D 57K2003 0.580
● T491C476K016AT 47 ± 10% C 57K1925 0.520
● T491D476K016AT 47 ± 10% D 57K2022 0.500
● T491D686K016AT 68 ± 10% D 57K2042 0.730
● T491D107K016AT 100 ± 10% D 57K1957 0.830
● T491X107K016AT 100 ± 10% X 57K2200 1.820
● T491D157K016AT 150 ± 10% D 57K1975 1.390
● T491X157K016AT 150 ± 10% X 57K2211 2.220
● T491X227K016AT 220 ± 10% X 57K2218 2.770

VOLTAGE: 20 VDC

● T491A474K020AT 0.47 ± 10% A 57K1695 0.195
● T491A684K020AT 0.68 ± 10% A 57K1715 0.200
● T491A105K020AT 1 ± 10% A 57K1625 0.150
● T491A155K020AT 1.5 ± 10% A 57K1647 0.200
● T491B155K020AT 1.5 ± 10% B 57K1753 0.288
● T491A225K020AT 2.2 ± 10% A 57K1664 0.190
● T491B225K020AT 2.2 ± 10% B 57K1771 0.230
● T491A335K020AT 3.3 ± 10% A 57K1683 0.200
● T491B335K020AT 3.3 ± 10% B 57K1790 0.250
● T491A475K020AT 4.7 ± 10% A 57K1705 0.230
● T491B475K020AT 4.7 ± 10% B 57K1810 0.230
● T491C475K020AT 4.7 ± 10% C 57K1916 0.420
● T491B685K020AT 6.8 ± 10% B 57K1830 0.280
● T491C685K020AT 6.8 ± 10% C 57K1933 0.380
● T491D685K020AT 6.8 ± 10% D 57K2033 0.662
● T491A106M020AT 10 ± 20% A 12N2769 0.485
● T491B106K020AT 10 ± 10% B 57K1740 0.320
● T491C106K020AT 10 ± 10% C 57K1847 0.370
● T491D106K020AT 10 ± 10% D 57K1946 0.662
● T491C156K020AT 15 ± 10% C 57K1868 0.420
● T491D156K020AT 15 ± 10% D 57K1965 0.690
● T491C226K020AT 22 ± 10% C 57K1889 0.520
● T491D226K020AT 22 ± 10% D 57K1985 0.580
● T491C336K020AT 33 ± 10% C 57K1906 0.699
● T491D336K020AT 33 ± 10% D 57K2004 0.580
● T491D476K020AT 47 ± 10% D 57K2023 0.670
● T491D686K020AT 68 ± 10% D 57K2043 1.390
● T491X686K020AT 68 ± 10% X 57K2242 1.820
● T491X107K020AT 100 ± 10% X 57K2201 2.340
● T491X157K020AT 150 ± 10% X 12N2773 2.680

VOLTAGE: 25 VDC

● T491A334K025AT 0.33 ± 10% A 57K1675 0.200
● T491A474K025AT 0.47 ± 10% A 57K1696 0.190
● T491A684K025AT 0.68 ± 10% A 57K1716 0.200
● T491A105K025AT 1 ± 10% A 57K1626 0.180
● T491B105K025AT 1 ± 10% B 57K1732 0.230
● T491A155K025AT 1.5 ± 10% A 57K1648 0.210
● T491B155K025AT 1.5 ± 10% B 57K1754 0.250
● T491B225K025AT 2.2 ± 10% B 57K1772 0.280
● T491C225K025AT 2.2 ± 10% C 57K8137 0.401
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TANTALUM CAPACITORS

T491 SERIES - PRECISION MOLDED CHIP (CONT.)T491 SERIES - PRECISION MOLDED CHIP (CONT.)

Mfg. Part No.
Case
Size

Cap.
(μF)

Tol.
+/- %

Tape Cut
Stock No. Price Each

● T494B107M004AT 3528-21 100 ± 20% 40K0531 1.430
● T494B227M004AT 3528-21 220 ± 20% 12N2777 1.430
● T494C337K004AT 6032-28 330 ± 10% 40K0601 2.670

VOLTAGE: 6.3 VDC

● T494A106M006AT 3216-18 10 ± 20% 18K7369 0.642
● T494B686M006AT 3528-21 68 ± 20% 32K7029 1.430
● T494B107M006AT 3528-21 100 ± 20% 17K8204 1.430
● T494C227M006AT 6032-28 220 ± 20% 40K0598 2.600
● T494D477M006AT 7343-31 470 ± 20% 40K0650 8.420

VOLTAGE: 10 VDC

● T494A225K010AT 3216-18 2.2 ± 10% 32K7003 0.480
● T494R335K010AT 2012-12 3.3 ± 10% 40K0666 1.490
● T494S475K010AT 3216-12 4.7 ± 10% 70K8943 1.540
● T494B475K010AT 3528-21 4.7 ± 10% 32K7024 0.660
● T494A106K010AT 3216-18 10 ± 10% 05N1513 0.600
● T494B106K010AT 3528-21 10 ± 10% 18K7377 0.847
● T494C106K010AT 6032-28 10 ± 10% 18K7386 1.240
● T494A226M010AT 3216-18 22 ± 20% 32K7005 0.660
● T494B226K010AT 3528-21 22 ± 10% 12J9610 1.340
● T494C226K010AT 6032-28 22 ± 10% 17K8210 1.240
● T494B336K010AT 3528-21 33 ± 10% 32K7023 1.300
● T494C336K010AT 6032-28 33 ± 10% 18K7397 1.470
● T494B476M010AT 3528-21 47 ± 20% 18K7385 1.110
● T494C476K010AT 6032-28 47 ± 10% 10J6606 1.300
● T494D476K010AT 7343-31 47 ± 10% 32K7074 2.240
● T494C107K010AT 6032-28 100 ± 10% 12N2779 2.080
● T494D107K010AT 7343-31 100 ± 10% 12J9616 2.200
● T494C157K010AT 6032-28 150 ± 10% 40K0587 2.670
● T494D157K010AT 7343-31 150 ± 10% 18K7405 3.570
● T494D337M010AT 7343-31 330 ± 20% 18K7410 8.420
● T494X337K010AT 7343-43 330 ± 10% 10J6617 8.060

VOLTAGE: 16 VDC

● T494A105K016AT 3216-18 1 ± 10% 32K6997 0.616
● T494B475K016AT 3528-21 4.7 ± 10% 12N2778 0.660
● T494A106K016AT 3216-18 10 ± 10% 17K8203 0.821
● T494B106K016AT 3528-21 10 ± 10% 87H4440 0.720
● T494C106K016AT 6032-28 10 ± 10% 18K7387 1.240
● T494B226M016AT 3528-21 22 ± 20% 10J6603 1.340
● T494C226K016AT 6032-28 22 ± 10% 80H8417 1.140
● T494D226K016AT 7343-31 22 ± 10% 32K7064 1.740
● T494C476K016AT 6032-28 47 ± 10% 32K7051 1.740
● T494D476K016AT 7343-31 47 ± 10% 18K7411 2.240
● T494D686K016AT 7343-31 68 ± 10% 32K7078 2.670
● T494V107K016AT 7343-20 100 ± 10% 17K8221 4.540
● T494X157K016AT 7343-43 150 ± 10% 18K7430 7.020

VOLTAGE: 20 VDC

● T494R105M020AT 2012-12 1 ± 20% 40K0663 1.430
● T494A105K020AT 3216-18 1 ± 10% 18K7367 0.616
● T494B475K020AT 3528-21 4.7 ± 10% 40K0562 0.847
● T494B106K020AT 3528-21 10 ± 10% 12N2776 1.040
● T494C106K020AT 6032-28 10 ± 10% 18K7388 1.240
● T494C226K020AT 6032-28 22 ± 10% 40K0594 1.670
● T494D336K020AT 7343-31 33 ± 10% 12N2781 1.740

T494 SERIES—LOW ESR,
INDUSTRIAL GRADE

• Low ESR values in EIA 535BAAC sizes
• Taped and Reeled per EIA 481-1
• Laser-marked Case
• 100% Surge Current test on C, D, E, U, V, X sizes
• Capacitance: 0.1 μF to 1000 μF
• Voltage: 3-50 VDC
• Extended Range Values
• Low Profile Case Sizes
• RoHS Compliant & Leadfree Terminations
• Operating Temperature: -55°C to +125°C

VOLTAGE: 4 VDC

VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● T491X106K050AT 10 ± 10% X 57K2198 2.830
● T491X156K050AT 15 ± 10% X 57K2207 2.920

VOLTAGE: 25 VDC

Mfg. Part No.
Cap.
(uF)

Tol.
+/- %

Case
Size

Tape Cut

Stock No.
Price Each

1-9
● T491B335K025AT 3.3 ± 10% B 57K1791 0.380
● T491C335K025AT 3.3 ± 10% C 57K1898 0.380
● T491A475M025AT 4.7 ± 20% A 12N2770 0.240
● T491B475K025AT 4.7 ± 10% B 57K1811 0.410
● T491C475K025AT 4.7 ± 10% C 57K1917 0.370
● T491B685K025AT 6.8 ± 10% B 57K1831 0.530
● T491C685K025AT 6.8 ± 10% C 57K1934 0.390
● T491D685K025AT 6.8 ± 10% D 57K2034 0.662
● T491C106K025AT 10 ± 10% C 57K1848 0.340
● T491D106K025AT 10 ± 10% D 57K1947 0.540
● T491C156K025AT 15 ± 10% C 57K1869 0.550
● T491D156K025AT 15 ± 10% D 57K1966 0.630
● T491C226K025AT 22 ± 10% C 57K1890 0.680
● T491D226K025AT 22 ± 10% D 57K1986 0.570
● T491D336K025AT 33 ± 10% D 57K2005 1.400
● T491X336K025AT 33 ± 10% X 57K2222 1.820
● T491D476K025AT 47 ± 10% D 57K2024 1.400
● T491X476K025AT 47 ± 10% X 57K2230 2.340
● T491X686M025AT 68 ± 20% X 57K2244 2.220

VOLTAGE: 35 VDC

● T491A104K035AT 0.1 ± 10% A 57K1618 0.180
● T491A154K035AT 0.15 ± 10% A 57K1642 0.200
● T491A224K035AT 0.22 ± 10% A 57K1659 0.200
● T491A334K035AT 0.33 ± 10% A 57K1676 0.190
● T491A474K035AT 0.47 ± 10% A 57K1697 0.210
● T491B474K035AT 0.47 ± 10% B 57K1804 0.300
● T491A684K035AT 0.68 ± 10% A 57K1717 0.210
● T491B684K035AT 0.68 ± 10% B 57K1823 0.300
● T491A105K035AT 1 ± 10% A 57K1627 0.190
● T491B105K035AT 1 ± 10% B 57K1733 0.200
● T491B155K035AT 1.5 ± 10% B 57K1755 0.280
● T491C155K035AT 1.5 ± 10% C 57K1861 0.380
● T491B225K035AT 2.2 ± 10% B 57K1773 0.380
● T491C225K035AT 2.2 ± 10% C 57K1881 0.380
● T491B335K035AT 3.3 ± 10% B 57K1792 0.410
● T491C335K035AT 3.3 ± 10% C 57K1899 0.380
● T491D335K035AT 3.3 ± 10% D 57K1997 0.662
● T491C475K035AT 4.7 ± 10% C 57K1918 0.390
● T491D475K035AT 4.7 ± 10% D 57K2016 0.630
● T491C685K035AT 6.8 ± 10% C 57K1935 0.550
● T491D685K035AT 6.8 ± 10% D 57K2035 0.630
● T491C106K035AT 10 ± 10% C 57K1849 0.690
● T491D106K035AT 10 ± 10% D 57K1948 0.540
● T491D156K035AT 15 ± 10% D 57K1967 0.770
● T491X156K035AT 15 ± 10% X 57K2206 1.820
● T491D226K035AT 22 ± 10% D 57K1987 1.400
● T491X226K035AT 22 ± 10% X 57K2214 1.650
● T491X336K035AT 33 ± 10% X 57K2223 2.340
● T491E476K035AT 47 ± 10% E 57K2050 10.200
● T491X476K035AT 47 ± 10% X 57K2231 2.620

VOLTAGE: 50 VDC

● T491A104K050AT 0.1 ± 10% A 57K1620 0.250
● T491A154K050AT 0.15 ± 10% A 57K1643 0.270
● T491B154K050AT 0.15 ± 10% B 57K1751 0.370
● T491B224K050AT 0.22 ± 10% B 57K1768 0.370
● T491B334K050AT 0.33 ± 10% B 57K1786 0.370
● T491B474K050AT 0.47 ± 10% B 57K1805 0.410
● T491C474K050AT 0.47 ± 10% C 57K1914 0.490
● T491B684K050AT 0.68 ± 10% B 57K1824 0.530
● T491C684K050AT 0.68 ± 10% C 57K1930 0.520
● T491C105K050AT 1 ± 10% C 57K1843 0.490
● T491C155K050AT 1.5 ± 10% C 57K1862 0.560
● T491D155K050AT 1.5 ± 10% D 57K1962 0.850
● T491C225K050AT 2.2 ± 10% C 57K1882 0.680
● T491D225K050AT 2.2 ± 10% D 57K1980 0.780
● T491D335K050AT 3.3 ± 10% D 57K1998 0.780
● T491D475K050AT 4.7 ± 10% D 57K2017 0.780
● T491D685K050AT 6.8 ± 10% D 57K2036 0.960
● T491X685K050AT 6.8 ± 10% X 57K2240 2.400
● T491D106K050AT 10 ± 10% D 57K1949 1.020

Specifications

(7387)
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T495 SERIES — LOW ESR, SURGE ROBUST (CONT.)T494 SERIES—LOW ESR, INDUSTRIAL GRADE (CONT.)

Mfg. Part No.
Case
Size

Cap.
(μF) Tol.

ESR
(mΩ)

Tape Cut

Stock No.

Price
Each
1-99

● T495B157M004ATE900 3528-21 150 ± 20% 900 40K0768 1.570
● T495C337K004ATE700 6032-28 330 ± 10% 700 40K0826 2.000
● T495X108K004ATE070 7343-43 1000 ± 10% 70 40K1195 11.020

VOLTAGE: 6/6.3 VDC @ +85°C

● T495D686K006ATE175 7343-31 68 ± 10% 175 40K1092 1.200
● T495C107K006ATE150 6032-28 100 ± 10% 150 40K0786 2.120
● T495V107K006ATE150 7343-20 100 ± 10% 150 40K1119 3.340
● T495D107K006ATE150 7343-31 100 ± 10% 150 43K4357 4.250
● T495C157M006ATE200 6032-28 150 ± 20% 200 40K0793 2.100
● T495X157K006ATE100 7343-43 150 ± 10% 100 40K1219 2.750
● T495C227K006ATE225 6032-28 220 ± 10% 225 40K0808 2.000
● T495D227K006ATE100 7343-31 220 ± 10% 100 40K0959 1.120
● T495X227K006ATE100 7343-43 220 ± 10% 100 40K1261 2.400
● T495D337K006ATE100 7343-31 330 ± 10% 100 40K1022 1.650
● T495X337K006ATE065 7343-43 330 ± 10% 65 40K1299 2.400
● T495X337K006ATE100 7343-43 330 ± 10% 100 40K1300 2.900
● T495D477K006ATE100 7343-31 470 ± 10% 100 12N2790 0.810
● T495D477K006ATE125 7343-31 470 ± 10% 125 40K1068 4.600
● T495X477K006ATE030 7343-43 470 ± 10% 30 12N2794 3.600
● T495X477K006ATE050 7343-43 470 ± 10% 50 40K1361 2.880
● T495X477K006ATE065 7343-43 470 ± 10% 65 40K1362 3.250

VOLTAGE: 10 VDC @ +85°C

● T495C226K010ATE345 6032-28 22 ± 10% 345 40K0796 2.120
● T495D476K010ATE090 7343-31 47 ± 10% 90 12N2787 1.080
● T495D476K010ATE200 7343-31 47 ± 10% 200 40K1040 1.200
● T495B686M010ATE900 3528-21 68 ± 20% 900 40K0777 1.570
● T495C686K010ATE225 6032-28 68 ± 10% 225 40K0848 2.130
● T495V686K010ATE140 7343-20 68 ± 10% 140 40K1140 3.340
● T495V686K010ATE300 7343-20 68 ± 10% 300 43K4365 3.340
● T495D686K010ATE150 7343-31 68 ± 10% 150 40K1096 1.200
● T495X686K010ATE150 7343-43 68 ± 10% 150 40K1377 6.800
● T495D107K010ATE050 7343-31 100 ± 10% 50 05N1515 2.300
● T495D107K010ATE065 7343-31 100 ± 10% 65 05N1516 1.200
● T495D107K010ATE080 7343-31 100 ± 10% 80 40K0866 1.360

VOLTAGE: 20 VDC

Mfg. Part No.
Case
Size

Cap.
(μF)

Tol.
+/- %

Tape Cut
Stock No. Price Each

● T494X107K020AT 7343-43 100 ± 10% 17K8223 9.010
● T494X107M020AT 7343-43 100 ± 20% 10J6616 6.660

VOLTAGE: 25 VDC

● T494A475M025AT 3216-18 4.7 ± 20% 12N2775 0.796
● T494C475K025AT 6032-28 4.7 ± 10% 18K7399 1.240
● T494D106K025AT 7343-31 10 ± 10% 18K7401 1.740
● T494C226K025AT 6032-28 22 ± 10% 40K0595 1.740
● T494D226K025AT 7343-31 22 ± 10% 32K7066 2.240
● T494D476M025AT 7343-31 47 ± 20% 32K7076 7.010
● T494X686M025AT 7343-43 68 ± 20% 36J8494 3.130

VOLTAGE: 35 VDC

● T494B335M035AT 3528-21 3.3 ± 20% 40K0554 1.340
● T494D475K035AT 7343-31 4.7 ± 10% 32K7071 1.740
● T494D106K035AT 7343-31 10 ± 10% 12N2780 1.740
● T494X226K035AT 7343-43 22 ± 10% 32K7093 5.720
● T494X476K035AT 7343-43 47 ± 10% 40K0755 10.340

VOLTAGE: 50 VDC

● T494D225K050AT 7343-31 2.2 ± 10% 40K0627 2.290
● T494D475K050AT 7343-31 4.7 ± 10% 32K7073 2.290
● T494D685M050AT 7343-31 6.8 ± 20% 40K0652 3.340
● T494X156K050AT 7343-43 15 ± 10% 32K7092 10.010

VOLTAGE: 10 VDC @ +85°C

Mfg. Part No.
Case
Size

Cap.
(μF) Tol.

ESR
(mΩ)

Tape Cut

Stock No.

Price
Each
1-99

● T495D107K010ATE100 7343-31 100 ± 10% 100 40K0867 1.040
● T495D107K010ATE125 7343-31 100 ± 10% 125 40K0868 0.987
● T495D107K010ATE150 7343-31 100 ± 10% 150 40K0869 0.987
● T495V107K010ATE150 7343-20 100 ± 10% 150 40K1122 3.340
● T495X107K010ATE100 7343-43 100 ± 10% 100 40K1175 2.750
● T495V157M010ATE150 7343-20 150 ± 20% 150 40K1131 3.170
● T495D157K010ATE100 7343-31 150 ± 10% 100 40K0920 1.700
● T495X157K010ATE085 7343-43 150 ± 10% 85 40K1224 2.390
● T495X157K010ATE100 7343-43 150 ± 10% 100 40K1225 3.250
● T495V227K010ATE150 7343-20 220 ± 10% 150 40K1134 3.350
● T495D227K010ATE045 7343-31 220 ± 10% 45 12N2785 2.520
● T495D227K010ATE075 7343-31 220 ± 10% 75 40K0966 1.980
● T495D227K010ATE100 7343-31 220 ± 10% 100 40K0967 6.380
● T495D227K010ATE125 7343-31 220 ± 10% 125 40K0968 1.650
● T495X227K010ATE070 7343-43 220 ± 10% 70 40K1266 2.000
● T495X227K010ATE100 7343-43 220 ± 10% 100 40K1267 2.170
● T495D337K010ATE125 7343-31 330 ± 10% 125 40K1025 2.100
● T495X337K010ATE050 7343-43 330 ± 10% 50 40K1305 2.880
● T495X337K010ATE060 7343-43 330 ± 10% 60 40K1306 2.610

VOLTAGE: 16 VDC @ +85°C

● T495T106M016ATE4K0 3528-12 10 ± 20% 4000 40K1116 1.650
● T495C336K016ATE225 6032-28 33 ± 10% 225 40K0816 1.870
● T495C336K016ATE275 6032-28 33 ± 10% 275 40K0817 1.700
● T495D336K016ATE175 7343-31 33 ± 10% 175 40K0985 1.110
● T495D336K016ATE225 7343-31 33 ± 10% 225 40K0986 1.200
● T495C476K016ATE350 6032-28 47 ± 10% 350 12N2784 1.360
● T495D476K016ATE100 7343-31 47 ± 10% 100 40K1046 4.830
● T495D476K016ATE150 7343-31 47 ± 10% 150 40K1047 1.600
● T495D476K016ZTE180 7343-31 47 ± 10% 180 72M6473 0.987
● T495V686K016ATE300 7343-20 68 ± 10% 300 40K1143 3.250
● T495D686K016ATE150 7343-31 68 ± 10% 150 40K1098 1.020
● T495D107K016ATE100 7343-31 100 ± 10% 100 40K0876 1.650
● T495D107K016ATE125 7343-31 100 ± 10% 125 40K0877 1.500
● T495X107K016ATE080 7343-43 100 ± 10% 80 40K1182 2.390
● T495X107K016ATE100 7343-43 100 ± 10% 100 40K1183 2.730
● T495X157K016ATE100 7343-43 150 ± 10% 100 40K1228 2.170
● T495X227K016ZTE100 7343-43 220 ± 10% 100 72M6474 8.840

VOLTAGE: 20 VDC @ +85°C

● T495B106K020ATE1K0 3528-21 10 ± 10% 1000 12N2783 1.650
● T495D156K020ATE275 7343-31 15 ± 10% 275 40K0894 3.500
● T495D226K020ATE225 7343-31 22 ± 10% 225 40K0927 2.800
● T495D336K025ATE090 7343-31 33 ± 10% 90 12N2786 1.720
● T495D336K020ATE150 7343-31 33 ± 10% 150 40K0991 1.200
● T495D336K020ATE200 7343-31 33 ± 10% 200 40K0992 1.410
● T495D336M020ATE225 7343-31 33 ± 20% 225 40K1013 0.987
● T495D476K020ATE100 7343-31 47 ± 10% 100 12N2788 1.320
● T495D476K020ATE150 7343-31 47 ± 10% 150 40K1052 1.150
● T495D476K020ATE175 7343-31 47 ± 10% 175 40K1053 1.210
● T495X476K020ATE065 7343-43 47 ± 10% 65 12N2792 2.810
● T495X476K020ATE100 7343-43 47 ± 10% 100 40K1331 2.630
● T495X476K020ATE125 7343-43 47 ± 10% 125 40K1332 2.220
● T495X476K020ATE150 7343-43 47 ± 10% 150 40K1333 2.050
● T495D686K020ATE150 7343-31 68 ± 10% 150 40K1101 1.210
● T495X686K020ATE120 7343-43 68 ± 10% 120 40K1382 2.390
● T495X686K020ATE150 7343-43 68 ± 10% 150 40K1383 2.730

VOLTAGE: 25 VDC @ +85°C

● T495B685K025ATE1K5 3528-21 6.8 ± 10% 1500 40K0771 1.650
● T495C685K025ATE500 6032-28 6.8 ± 10% 500 40K0842 1.700
● T495C106K025ATE450 6032-28 10 ± 10% 450 40K0780 1.700
● T495D156K025ATE275 7343-31 15 ± 10% 275 40K0897 3.500
● T495X156K025ATE200 7343-43 15 ± 10% 200 40K1201 8.000
● T495C226K025ATE900 6032-28 22 ± 10% 900 40K0799 1.890
● T495D226K025ATE200 7343-31 22 ± 10% 200 40K0930 1.200
● T495D226K025ZTE230 7343-31 22 ± 10% 230 72M6472 0.987
● T495X226K025ATE200 7343-43 22 ± 10% 200 40K1244 1.810
● T495X226K025ATE225 7343-43 22 ± 10% 225 40K1245 6.400
● T495D336K025ATE225 7343-31 33 ± 10% 225 40K0998 1.650
● T495D336K025ATE300 7343-31 33 ± 10% 300 40K0999 1.210
● T495X336K025ATE175 7343-43 33 ± 10% 175 40K1279 1.700
● T495D476M025ATE120 7343-31 47 ± 20% 120 12N2789 1.770
● T495X476K025ATE150 7343-43 47 ± 10% 150 12N2793 2.470

(69238)

• Designed for very low ESR
• High ripple current capability
• High surge current capability
• 100% accelerated steady-state aging
• 100% Surge Current test
• Meets or Exceeds EIA Standard 535BAAC
• Operating Temperature: -55°C to +125°C
• New Extended Values for Low ESR
• Low Equivalent Series Inductance (2.5nH ESL)
• Precision-molded, laser-marked case
• Taped and reeled per EIA 481-1

T495 SERIES — LOW ESR,
SURGE ROBUST

VOLTAGE: 4 VDC @ +85°C
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Same-Day Shipping, Next-Day Delivery CAPACITORS

TANTALUM CAPACITORS

T520 SERIES LOW ESR CONDUCTIVE POLYMER CHIP CAPACITORS (CONT.)T495 SERIES — LOW ESR, SURGE ROBUST (CONT.)

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Case
Size

Tape Cut

Stock No.
Price Each

1-99 100+
● T520V477M002ATE040 470 40 7343-20 18K7508 4.700 4.090

VOLTAGE: 2.5 VDC

● T520V227M2R5ATE015 220 15 7343-20 87H4571 2.400 …
● T520B227M2R5ATE035 220 35 3528-21 18K7492 1.520 1.320
● T520V477M2R5ATE012 470 12 7343-20 87H4587 4.960 4.320
● T520V477M2R5ATE015 470 15 7343-20 87H4588 4.700 4.090
● T520D687M2R5ATE015 680 15 7343-31 87H4550 4.960 4.320
● T520Y687M2R5ATE025 680 25 7343-40 87H4603 5.000 …
● T520Y108M2R5ATE025 1000 25 7343-40 87H4595 5.750 5.000

VOLTAGE: 3 VDC

● T520V337M003ATE012 330 12 7343-20 87H4573 5.220 4.540
● T520V337M003ATE015 330 15 7343-20 87H4574 4.960 4.320
● T520V337M003ATE025 330 25 7343-20 97H5639 4.700 4.090
● T520D687M003ATE015 680 15 7343-31 87H4545 3.610 …

VOLTAGE: 25 VDC @ +85°C

Mfg. Part No.
Case
Size

Cap.
(μF) Tol.

ESR
(mΩ)

Tape Cut

Stock No.

Price
Each
1-99

● T495X476M025ATE200 7343-43 47 ± 20% 200 40K1350 2.170
● T495X686K025ATE125 7343-43 68 ± 10% 125 12N2795 2.800
● T495X686K025ATE200 7343-43 68 ± 10% 200 40K1386 2.170

VOLTAGE: 35 VDC @ +85°C

● T495B105K035ATE1K7 3528-21 1 ± 10% 1700 12N2782 1.150
● T495C475K035ATE500 6032-28 4.7 ± 10% 500 40K0833 1.870
● T495C475K035ATE600 6032-28 4.7 ± 10% 600 40K0834 1.700
● T495D685K035ATE400 7343-31 6.8 ± 10% 400 40K1074 1.040
● T495X685K035ATE300 7343-43 6.8 ± 10% 300 40K1371 6.400
● T495D106K035ATE300 7343-31 10 ± 10% 300 40K0856 2.800
● T495D106K035ATE250 7343-31 10 ± 10% 250 43K4353 1.200
● T495D106K035ZTE260 7343-31 10 ± 10% 260 72M6469 2.020
● T495X106K035ATE175 7343-43 10 ± 10% 175 40K1156 2.430
● T495X106K035ATE200 7343-43 10 ± 10% 200 40K1157 1.800
● T495X106K035ATE250 7343-43 10 ± 10% 250 40K1158 1.760
● T495D156K035ATE225 7343-31 15 ± 10% 225 40K0902 1.200
● T495D156M035ATE275 7343-31 15 ± 20% 275 40K0916 0.987
● T495D156K035ATE300 7343-31 15 ± 10% 300 40K0903 1.410
● T495X156K035ATE225 7343-43 15 ± 10% 225 40K1204 3.250
● T495X156K035ATE200 7343-43 15 ± 10% 200 43K4367 2.390
● T495D226K035ATE200 7343-31 22 ± 10% 200 40K0939 1.700
● T495D226K035ATE250 7343-31 22 ± 10% 250 40K0940 1.200
● T495D226K035ATE300 7343-31 22 ± 10% 300 40K0941 1.040
● T495X226K035ATE200 7343-43 22 ± 10% 200 12N2791 2.400
● T495X226M035ATE225 7343-43 22 ± 20% 225 40K1257 1.980
● T495X226K035ATE275 7343-43 22 ± 10% 275 40K1249 2.080
● T495X336K035ATE175 7343-43 33 ± 10% 175 40K1284 2.260
● T495X336K035ATE250 7343-43 33 ± 10% 250 40K1285 8.400
● T495X476K035ATE200 7343-43 47 ± 10% 200 40K1338 2.400
● T495X476K035ATE300 7343-43 47 ± 10% 300 40K1339 2.170

VOLTAGE: 50 VDC @ +85°C

● T495D475K050ATE300 7343-31 4.7 ± 10% 300 40K1034 3.750
● T495X475K050ATE300 7343-43 4.7 ± 10% 300 40K1321 6.830
● T495D685K050ATE275 7343-31 6.8 ± 10% 275 40K1079 1.850
● T495D685K050ATE300 7343-31 6.8 ± 10% 300 40K1080 1.740
● T495X106K050ATE300 7343-43 10 ± 10% 300 40K1161 6.560
● T495X156K050ATE300 7343-43 15 ± 10% 300 40K1207 6.560

VOLTAGE: 4 VDC

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Case
Size

Tape Cut

Stock No.
Price Each

1-99 100+
● T520T156M004ATE100 15 100 3528-12 87H4551 0.620 …
● T520B686M004ATE040 68 40 3528-21 91H6467 1.360 1.180
● T520V157M004ATE015 150 15 7343-20 87H4557 4.180 3.640
● T520B157M004ATE040 150 40 3528-21 91H6457 1.520 1.320
● T520B227M004ATE045 220 45 3528-21 43K4380 1.520 1.320
● T520V227M004ATE015 220 15 7343-20 87H4562 4.440 3.860
● T520V227M004ATE025 220 25 7343-20 87H4563 4.180 3.640
● T520V227M004ATE045 220 45 7343-20 97H5636 3.920 3.410
● T520D337M004ATE009 330 9 7343-31 40K1639 2.720 2.360
● T520V337M004ATE012 330 12 7343-20 32K7145 4.440 3.860
● T520D337M004ATE015 330 15 7343-31 87H4534 2.040 1.760
● T520D477M004ATE010 470 10 7343-31 32K7139 3.030 2.640
● T520D477M004ATE012 470 12 7343-31 97H5632 2.770 2.410
● T520D477M004ATE015 470 15 7343-31 87H4543 2.010 …
● T520D477M004ATE025 470 25 7343-31 91H6486 2.510 2.180
● T520D477M004ATE040 470 40 7343-31 97H5633 2.250 1.960
● T520X687M004ATE015 680 15 7343-43 87H4593 9.660 8.400
● T520Y687M004ATE025 680 25 7343-40 87H4601 5.000 …

VOLTAGE: 6.3 VDC

● T520T156M006ATE100 15 100 3528-12 01J3665 1.310 1.140
● T520A226M006ATE090 22 90 3216-18 12N2821 1.050 0.908
● T520A336M006ATE070 33 70 3216-18 12N2822 1.100 0.954
● T520T336M006ATE070 33 70 3528-12 97H5634 1.410 1.230
● T520B476M006ATE070 47 70 3528-21 12N2824 0.660 0.500
● T520B107M006ATE040 100 40 3528-21 91H6452 1.470 1.280
● T520B107M006ATE070 100 70 3528-21 91H6453 1.260 1.090
● T520B157M006ATE045 150 45 3528-21 43K4376 1.470 1.280
● T520V157M006ATE009 150 9 7343-20 18K7499 4.700 4.090
● T520V157M006ATE015 150 15 7343-20 87H4559 2.760 …
● T520D157M006ATE015 150 15 7343-31 87H4523 1.820 1.580
● T520V157M006ATE025 150 25 7343-20 87H4560 4.180 3.640
● T520V157M006ATE045 150 45 7343-20 95H4664 3.920 3.410
● T520D157M006ATE055 150 55 7343-31 97H5628 1.940 1.680
● T520V227M006ATE015 220 15 7343-20 87H4565 5.220 4.540
● T520D227M006ATE015 220 15 7343-31 87H4532 2.000 …
● T520D227M006ATE040 220 40 7343-31 12N2827 1.820 1.580
● T520V337M006ATE025 330 25 7343-20 12N2832 4.960 4.320
● T520D337M006ATE015 330 15 7343-31 87H4536 2.460 2.140
● T520D337M006ATE018 330 18 7343-31 05N1518 2.460 2.140
● T520D337M006ATE025 330 25 7343-31 87H4537 1.820 1.390
● T520D337M006ATE040 330 40 7343-31 12N2829 1.820 1.580
● T520D337M006ATE045 330 45 7343-31 97H5631 1.940 1.680
● T520Y337M006ATE025 330 25 7343-40 87H4597 4.960 4.320
● T520Y477M006ATE025 470 25 7343-40 87H4599 4.040 …
● T520X477M006ATE035 470 35 7343-43 97H5642 13.050 11.350

VOLTAGE: 10 VDC

● T520A106M010ATE080 10 80 3216-18 12N2820 0.960 0.840
● T520B336M010ATE040 33 40 3528-21 12N2823 1.360 1.180
● T520B476M010ATE070 47 70 3528-21 12N2825 1.360 1.180
● T520V686M010ATE045 68 45 7343-20 18K7509 4.180 3.640
● T520V686M010ATE060 68 60 7343-20 10J6684 3.920 3.410
● T520V107M010ATE018 100 18 7343-20 12N2830 4.750 3.560
● T520V107M010ATE025 100 25 7343-20 12N2831 2.700 …
● T520V107M010ATE050 100 50 7343-20 40K1649 4.440 3.860
● T520D107M010ATE080 100 80 7343-31 97H5626 1.940 1.680
● T520D157M010ATE040 150 40 7343-31 12N2826 1.820 1.580
● T520D227M010ATE025 220 25 7343-31 12N2828 1.820 …
● T520X337M010ATE040 330 40 7343-43 97H5641 12.790 11.130

VOLTAGE: 16 VDC

● T520V476M016ATE045 47 45 7343-20 43K4393 4.960 4.320
● T520V476M016ATE070 47 70 7343-20 10J6682 4.700 4.090
● T520D476M016ATE070 47 70 7343-31 87H4539 3.400 2.960

VOLTAGE: 25 VDC

● T520D156M025ATE080 15 80 7343-31 97H5627 3.400 2.960

(69237)

(80142)

T520 SERIES LOW ESR CONDUCTIVE
POLYMER CHIP CAPACITORS
Features:
• Polymer Cathode Technology
• Low ESR
• High Frequency Cap Retention
• No-Ignition Failure Mode
• Use Up to 90% of Rated Voltage (10% Derating)

for part types ≤ 10 Volts
• 100% Accelerated Steady State Aging
• Use Up to 80% of Rated Voltage (20% Derating)

for part types > 10 Volts
• Capacitance 15 to 1000μF (±20%)
• Voltage 2V to 25V
• EIA Standard Case Sizes

• 100% Surge Current Tested
• Operating Temperature -55°C to +105°C
• Self Healing Mechanism

VOLTAGE: 2 VDC
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(148830)

VOLTAGE: 6 VDC AT +85°C (4 VDC AT +125°C)

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
ESR

@+25°C
100kHz

(Ω)

Max.
Ripple
Current
Irms @

100kHz
(A)

Tape Cut

Stock No.

Price Each

1-49
● 293D107X9004B2TE3 100 ± 10% 3528-21 1.8 0.22 99M0349 0.302

VOLTAGE: 6.3 VDC AT +85 °C, 4 VDC AT +125 °C

● 293D225X96R3A2TE3 2.2 ± 10% 3216-18 7.6 0.1 65K2850 0.147
● 293D335X96R3A2TE3 3.3 ± 10% 3216-18 6.3 0.11 09K6381 0.147
● 293D685X96R3A2TE3 6.8 ± 10% 3216-18 5 0.16 09K6799 0.147
● 293D106X96R3A2TE3 10 ± 10% 3216-18 3.4 0.15 09K5861 0.147
● 293D106X96R3B2TE3 10 ± 10% 3528-21 2.9 0.17 09K5863 0.167
● 293D156X96R3A2TE3 15 ± 10% 3216-18 2.9 0.16 65K2834 0.159
● 293D226X96R3A2TE3 22 ± 10% 3216-18 2.9 0.16 09K6257 0.171
● 293D226X96R3B2TE3 22 ± 10% 3528-21 2 0.21 09K6259 0.219
● 293D226X96R3C2TE3 22 ± 10% 6032-28 1.8 0.25 09K6261 0.270
● 293D336X06R3B2TE3 33 ± 20% 3528-21 1.9 0.21 09K6413 0.199
● 293D336X96R3C2TE3 33 ± 10% 6032-28 1.5 0.27 09K6451 0.270
● 293D476X96R3B2TE3 47 ± 10% 3528-21 1.9 0.21 09K6664 0.302
● 293D476X96R3C2TE3 47 ± 10% 6032-28 1.4 0.28 09K6666 0.342
● 293D686X96R3B2TE3 68 ± 10% 3528-21 1.8 0.22 19P2410 0.302
● 293D686X96R3D2TE3 68 ± 10% 7343-31 0.7 0.46 09K6853 0.509
● 293D107X96R3B2TE3 100 ± 10% 3528-21 1.7 0.22 99M0350 0.302
● 293D107X96R3C2TE3 100 ± 10% 6032-28 0.8 0.37 09K5912 0.421
● 293D107X96R3D2TE3 100 ± 10% 7343-31 0.7 0.46 09K5914 0.509

T496 SERIES FAIL-SAFE FUSED
SOLID TANTALUM CHIP CAPACITORS

Case Size L W H
3216-18 0.126″ (3.20) 0.063″ (1.60) 0.063″ (1.60)
3528-21 0.138″ (3.50) 0.110″ (2.80) 0.075″ (1.90)
6032-28 0.236″ (6.00) 0.126″ (3.20) 0.098″ (2.50)
7343-31 0.287″ (7.30) 0.169″ (4.29) 0.110″ (2.80)
7343-43 0.287″ (7.30) 0.169″ (4.29) 0.157″ (4.00)

293D SERIES SOLID
TANTALUM SURFACE MOUNT
CAPACITORS - STANDARD
INDUSTRIAL GRADE

Mfg. Part No.
Cap.
(μF)

Case
Size

ESR
(mΩ)

Tape Cut

Stock No.
Price
1-99

● T499B106K016ATE3K5 10 3528-21 3.5 12N2809 0.720
● T499D476K016ATE800 47 7343-31 0.8 12N2813 1.950

VOLTAGE: 25 VDC

● T499A105K025ATE8K0 1 3216-18 8 12N2806 0.520
VOLTAGE: 35 VDC

● T499A105K035ATE10K 1 3216-18 10 12N2807 0.590
● T499B105K035ATE5K0 1 3528-21 5 12N2808 0.650
● T499C475K035ATE2K5 4.7 6032-28 2.5 12N2810 1.370
● T499D685K035ATE1K3 6.8 7343-31 1.3 12N2814 1.950
● T499D106K035ATE1K0 10 7343-31 1 12N2811 1.950
● T499X226K035ATE700 22 7343-43 0.7 12N2815 5.740
● T499X336K035ATE600 33 7343-43 0.6 12N2816 7.100

VOLTAGE: 50 VDC

● T499D106K050ATE1K0 10 7343-31 1 12N2812 3.970

Case Size
L W H

7″ Reel
QtyKEMET EIA

B 3528-21 0.138″ (3.5) 0.110″ (2.8) 0.75″ (1.9) 2000
C 6032-28 0.236″ (6.0) 0.126″ (3.2) 0.98″ (2.5) 500
D 7343-31 0.287″ (7.3) 0.169″ (4.3) 0.110″ (2.8) 500
X 7343-43 0.287″ (7.3) 0.169″ (4.3) 0.157″ (4.0) 500

Features:

(119506)

Mfg. Part No.
Case
Size

Cap.
(μF)

Tol.
+/- %

Tape Cut

Stock No.

Price
Each
1-9

● T496X107K006AT 7343-43 100 ± 10% 40K1465 7.240
VOLTAGE: 10 VDC AT +85°C (7 VDC AT +125°C)

● T496D336M010AT 7343-31 33 ± 20% 10J6642 3.880
● T496D476K010AT 7343-31 47 ± 10% 40K1461 4.040
● T496X686K010AT 7343-43 68 ± 10% 32K7119 7.240
● T496D107K010AT 7343-31 100 ± 10% 17K8236 4.300
● T496X227K010AT 7343-43 220 ± 10% 40K1470 9.310

VOLTAGE: 16 VDC AT +85°C (10 VDC AT +125°C)

● T496B475K016AT 3528-21 4.7 ± 10% 32K7111 1.870
● T496B475K016ATE3K5 3528-21 4.7 ± 10% 12N2798 1.440
● T496B106K016ATE3K5 3528-21 10 ± 10% 12N2797 1.520
● T496C106K016ATE2K0 6032-28 10 ± 10% 12N2799 2.400
● T496C156K016AT 6032-28 15 ± 10% 40K1428 3.110
● T496X107K016AT 7343-43 100 ± 10% 32K7116 7.760

VOLTAGE: 20 VDC AT +85°C (13 VDC AT +125°C)

● T496C106M020ATE2K0 6032-28 10 ± 20% 12N2800 2.200
● T496D226K020ATE1K0 7343-31 22 ± 10% 12N2801 3.120
● T496D226K020AT 7343-31 22 ± 10% 40K1455 4.040
● T496X336K020AT 7343-43 33 ± 10% 32K7118 7.240

VOLTAGE: 25 VDC AT +85°C (17 VDC AT +125°C)

● T496D226K025ATE800 7343-31 22 ± 10% 12N2802 3.120
VOLTAGE: 35 VDC AT +85°C (23 VDC AT +125°C)

● T496B105K035AT 3528-21 1 ± 10% 10J6633 1.870
● T496B105K035ATE5K0 3528-21 1 ± 10% 12N2796 1.620
● T496D685K035ATE1K3 7343-31 6.8 ± 10% 12N2803 3.120
● T496X106K035ATE1K0 7343-43 10 ± 10% 12N2804 5.600
● T496X156K035AT 7343-43 15 ± 10% 32K7117 6.000

VOLTAGE: 50 VDC AT +85°C (33 VDC AT +125°C)

● T496X475K050AT 7343-43 4.7 ± 10% 18K7486 8.280
● T496X475K050ATE1K5 7343-43 4.7 ± 10% 12N2805 6.800

• Molded Case Available in 6 Case Sizes
• Compatible with ″High Volume″ Automatic Pick and Place Equipment
• Optical Character Recognition Qualified
• Meets IEC Specification QC300801/US0001 and EIA 535BAAC

T499 SERIES HIGH
TEMPERATURE 175°C SOLID
TANTALUM CHIP CAPACITORS

(69225)

• Built-in fuse protects against damaging short circuit failure mode
• Taped and reeled per EIA 481-1
• Case geometry and footprints equivalent to Industrial Grade T491 Series. (Case sizes B, C, D and X only)
• 100% Surge Current test on C, D, X sizes
• Operating Temperature: -55°C to +125°C
• Fuse actuation, 25°C: within 1 second at fault currents of 4 amps and higher.
• Continuous current capability: 0.75 amps
• Post-actuation resistance, 25°C: 10 megohms minimum
• Test tabs on the sides of the case bypass the capacitor element to allow direct testing of the fuse assembly.
• RoHS Compliant & Leadfree Terminations

Specifications:

The T499 Series is a high temperature version of KEMET’s solid tantalum chip family that offers optimal performance in
applications with operating temperatures of up to 175° C.

Features

• Operating temperature: –55°C to +85°C (to +125°C with Voltage Derating)
• Capacitance Range: 0.10μF to 680μF
• Tolerance: ±20% (X0 in Type No.); ±10% (X9 in Type No.)

Features:

• 100% Accelerated steady state aging
• Derating: 0.5 Vr at 175°C
• 100% Surge current testing
• Self-healing mechanism

VOLTAGE: 4 VDC AT +85 °C, 2.7 VDC AT +125 °C

DIMENSIONS

VOLTAGE: 16 VDC

Specifications
• 175°C Maximum Temperature Capability
• Capacitance Range: 0.15μF to 220μF
• Voltage Range: 6VDC to 50VDC
• Tolerance: +/- 10%
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293D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS -
STANDARD INDUSTRIAL GRADE (CONT.)

293D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS -
STANDARD INDUSTRIAL GRADE (CONT.)

VOLTAGE: 6.3 VDC AT +85 °C, 4 VDC AT +125 °C

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
ESR

@+25°C
100kHz

(Ω)

Max.
Ripple
Current
Irms @

100kHz
(A)

Tape Cut

Stock No.

Price Each

1-49
● 293D157X96R3C2TE3 150 ± 10% 6032-28 0.7 0.4 99M0351 0.421
● 293D157X96R3D2TE3 150 ± 10% 7343-31 0.6 0.5 09K6098 0.810
● 293D227X96R3D2TE3 220 ± 10% 7343-31 0.6 0.5 09K6287 0.810
● 293D227X96R3E2TE3 220 ± 10% 7343-43 0.5 0.57 09K6289 1.560
● 293D337X96R3D2TE3 330 ± 10% 7343-31 0.6 0.5 65K2881 1.180
● 293D337X96R3E2TE3 330 ± 10% 7343-43 0.5 0.57 09K6471 1.140

VOLTAGE: 10 VDC AT +85 °C, 7 VDC AT +125 °C

● 293D225X9010A2TE3 2.2 ± 10% 3216-18 6.3 0.11 65K2844 0.124
● 293D335X9010A2TE3 3.3 ± 10% 3216-18 5.5 0.12 65K2862 0.147
● 293D475X9010A2TE3 4.7 ± 10% 3216-18 5 0.11 65K2889 0.147
● 293D475X9010B2TE3 4.7 ± 10% 3528-21 3.4 0.16 65K2890 0.199
● 293D685X9010A2TE3 6.8 ± 10% 3216-18 4.2 0.13 65K2907 0.147
● 293D685X9010B2TE3 6.8 ± 10% 3528-21 2.9 0.17 09K6768 0.199
● 293D106X9010A2TE3 10 ± 10% 3216-18 3.4 0.15 65K2813 0.159
● 293D106X9010B2TE3 10 ± 10% 3528-21 2.5 0.18 09K5835 0.199
● 293D106X9010C2TE3 10 ± 10% 6032-28 1.8 0.25 99M0347 0.243
● 293D156X9010A2TE3 15 ± 10% 3216-18 2.9 0.16 09K6037 0.171
● 293D156X9010B2TE3 15 ± 10% 3528-21 2 0.21 09K6039 0.219
● 293D156X9010C2TE3 15 ± 10% 6032-28 1.8 0.25 09K6041 0.259
● 293D226X9010B2TE3 22 ± 10% 3528-21 1.9 0.21 09K6236 0.211
● 293D226X9010C2TE3 22 ± 10% 6032-28 1.5 0.27 09K6238 0.310
● 293D336X9010B2TE3 33 ± 10% 3528-21 1.9 0.21 09K6430 0.302
● 293D336X9010C2TE3 33 ± 10% 6032-28 1.4 0.28 09K6432 0.270
● 293D336X9010D2TE3 33 ± 10% 7343-31 0.8 0.43 65K2876 0.509
● 293D476X9010B2TE3 47 ± 10% 3528-21 1.8 0.22 09K6648 0.302
● 293D476X9010C2TE3 47 ± 10% 6032-28 1.1 0.32 09K6650 0.421
● 293D476X9010D2TE3 47 ± 10% 7343-31 0.7 0.46 09K6652 0.509
● 293D686X9010C2TE3 68 ± 10% 6032-28 1 0.33 09K6837 0.421
● 293D686X9010D2TE3 68 ± 10% 7343-31 0.7 0.46 09K6839 0.509
● 293D107X9010C2TE3 100 ± 10% 6032-28 0.9 0.35 09K5898 0.421
● 293D107X9010D2TE3 100 ± 10% 7343-31 0.6 0.5 65K2823 0.624
● 293D157X9010D2TE3 150 ± 10% 7343-31 0.6 0.5 09K6090 0.810
● 293D227X9010D2TE3 220 ± 10% 7343-31 0.6 0.5 09K6283 1.180
● 293D227X9010E2TE3 220 ± 10% 7343-43 0.5 0.57 65K2856 1.910
● 293D337X9010E2TE3 330 ± 10% 7343-43 0.5 0.57 09K6467 2.260

VOLTAGE: 16 VDC AT +85 °C, 10 VDC AT +125 °C

● 293D105X9016A2TE3 1 ± 10% 3216-18 9.3 0.09 65K2801 0.147
● 293D155X9016A2TE3 1.5 ± 10% 3216-18 6.7 1.1 09K5967 0.147
● 293D225X9016A2TE3 2.2 ± 10% 3216-18 5.9 0.11 09K6168 0.147
● 293D225X9016B2TE3 2.2 ± 10% 3528-21 4.6 0.14 09K6170 0.199
● 293D335X9016A2TE3 3.3 ± 10% 3216-18 5 0.12 09K6356 0.147
● 293D335X9016B2TE3 3.3 ± 10% 3528-21 3.5 0.16 65K2863 0.199
● 293D475X9016A2TE3 4.7 ± 10% 3216-18 5 0.12 65K2892 0.159
● 293D475X9016B2TE3 4.7 ± 10% 3528-21 2.9 0.17 09K6584 0.199
● 293D685X9016A2TE3 6.8 ± 10% 3216-18 4.2 0.13 09K6775 0.147
● 293D685X9016B2TE3 6.8 ± 10% 3528-21 2.5 0.18 09K6777 0.199
● 293D106X9016A2TE3 10 ± 10% 3216-18 3 0.09 09K5840 0.171
● 293D106X9016B2TE3 10 ± 10% 3528-21 2.5 0.18 65K2814 0.219
● 293D106X9016C2TE3 10 ± 10% 6032-28 1.8 0.25 09K5844 0.310
● 293D156X9016B2TE3 15 ± 10% 3528-21 2 0.21 09K6043 0.219
● 293D156X9016C2TE3 15 ± 10% 6032-28 1.5 0.27 65K2830 0.310
● 293D226X9016B2TE3 22 ± 10% 3528-21 1.9 0.21 09K6241 0.302
● 293D226X9016C2TE3 22 ± 10% 6032-28 1.4 0.28 09K6243 0.342
● 293D226X9016D2TE3 22 ± 10% 7343-31 0.8 0.43 09K6245 0.509
● 293D336X9016C2TE3 33 ± 10% 6032-28 1.1 0.32 09K6436 0.421
● 293D336X9016D2TE3 33 ± 10% 7343-31 0.7 0.46 65K2877 0.509
● 293D476X9016C2TE3 47 ± 10% 6032-28 1 0.33 09K6654 0.421
● 293D476X9016D2TE3 47 ± 10% 7343-31 0.7 0.46 09K6656 0.509
● 293D686X9016D2TE3 68 ± 10% 7343-31 0.6 0.5 09K6841 0.624
● 293D107X9016D2TE3 100 ± 10% 7343-31 0.6 0.5 09K5904 0.810
● 293D107X9016E2TE3 100 ± 10% 7343-43 0.6 0.52 09K5906 1.560

VOLTAGE: 20 VDC AT +85 °C, 13 VDC AT +125 °C

● 293D684X9020A2TE3 0.68 ± 10% 3216-18 10 0.09 09K6704 0.147
● 293D105X9020A2TE3 1 ± 10% 3216-18 8.4 0.5 09K5764 0.124
● 293D155X9020A2TE3 1.5 ± 10% 3216-18 6.3 0.11 09K5971 0.147
● 293D225X9020A2TE3 2.2 ± 10% 3216-18 5.9 0.11 09K6172 0.147
● 293D225X9020B2TE3 2.2 ± 10% 3528-21 3.5 0.16 65K2847 0.167
● 293D335X9020A2TE3 3.3 ± 10% 3216-18 5.9 0.11 09K6360 0.159
● 293D335X9020B2TE3 3.3 ± 10% 3528-21 3 0.17 09K6362 0.199

VOLTAGE: 20 VDC AT +85 °C, 13 VDC AT +125 °C

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
ESR

@+25°C
100kHz

(Ω)

Max.
Ripple
Current
Irms @

100kHz
(A)

Tape Cut

Stock No.

Price Each

1-49
● 293D475X9020A2TE3 4.7 ± 10% 3216-18 5 0.12 09K6588 0.171
● 293D475X9020B2TE3 4.7 ± 10% 3528-21 2.9 0.17 65K2894 0.199
● 293D475X9020C2TE3 4.7 ± 10% 6032-28 2.3 0.22 09K6592 0.310
● 293D685X9020B2TE3 6.8 ± 10% 3528-21 2.5 0.18 09K6781 0.219
● 293D685X9020C2TE3 6.8 ± 10% 6032-28 1.9 0.24 65K2908 0.310
● 293D106X9020B2TE3 10 ± 10% 3528-21 2.5 0.18 09K5846 0.219
● 293D106X9020C2TE3 10 ± 10% 6032-28 1.7 0.25 09K5848 0.310
● 293D156X9020C2TE3 15 ± 10% 6032-28 1.5 0.27 09K6051 0.421
● 293D226X9020C2TE3 22 ± 10% 6032-28 1.1 0.32 09K6247 0.342
● 293D226X9020D2TE3 22 ± 10% 7343-31 0.7 0.46 65K2853 0.509
● 293D336X9020D2TE3 33 ± 10% 7343-31 0.7 0.46 65K2878 0.509
● 293D476X9020D2TE3 47 ± 10% 7343-31 0.7 0.46 09K6660 0.624
● 293D686X9020D2TE3 68 ± 10% 7343-31 0.7 0.46 65K2913 1.180
● 293D686X9020E2TE3 68 ± 10% 7343-43 0.6 0.52 09K6847 1.560
● 293D107X9020E2TE3 100 ± 10% 7343-43 0.5 0.57 09K5908 1.910

VOLTAGE: 25 VDC AT +85 °C, 17 VDC AT +125 °C

● 293D474X9025A2TE3 0.47 ± 10% 3216-18 12 0.08 65K2883 0.147
● 293D684X9025A2TE3 0.68 ± 10% 3216-18 8.4 0.09 09K6706 0.147
● 293D105X9025A2TE3 1 ± 10% 3216-18 7.6 0.1 09K5768 0.147
● 293D105X0025B2TE3 1 ± 20% 3528-21 5 0.13 09K5746 0.199
● 293D155X9025B2TE3 1.5 ± 10% 3528-21 4.6 0.14 09K5977 0.199
● 293D225X9025A2TE3 2.2 ± 10% 3216-18 6.3 0.11 09K6176 0.171
● 293D225X9025B2TE3 2.2 ± 10% 3528-21 3.8 0.15 09K6178 0.219
● 293D335X9025B2TE3 3.3 ± 10% 3528-21 3.1 0.17 09K6367 0.211
● 293D335X9025C2TE3 3.3 ± 10% 6032-28 2.3 0.22 09K6369 0.538
● 293D475X9025B2TE3 4.7 ± 10% 3528-21 2.8 0.17 09K6594 0.219
● 293D475X9025C2TE3 4.7 ± 10% 6032-28 2 0.24 65K2895 0.310
● 293D685X9025C2TE3 6.8 ± 10% 6032-28 1.7 0.25 09K6787 0.342
● 293D106X9025C2TE3 10 ± 10% 6032-28 1.5 0.27 09K5852 0.342
● 293D106X9025D2TE3 10 ± 10% 7343-31 1 0.39 65K2818 0.509
● 293D156X9025C2TE3 15 ± 10% 6032-28 1.2 0.3 65K2831 0.421
● 293D156X9025D2TE3 15 ± 10% 7343-31 0.8 0.43 65K2833 0.473
● 293D226X9025D2TE3 22 ± 10% 7343-31 0.7 0.46 65K2855 0.509
● 293D336X9025D2TE3 33 ± 10% 7343-31 0.7 0.46 09K6443 1.130
● 293D336X9025E2TE3 33 ± 10% 7343-43 0.6 0.52 09K6445 1.560

VOLTAGE: 35 VDC AT +85 °C, 23 VDC AT +125 °C

● 293D224X9035A2TE3 0.22 ± 10% 3216-18 15 0.07 09K6114 0.171
● 293D334X9035A2TE3 0.33 ± 10% 3216-18 13 0.08 65K2859 0.171
● 293D474X9035A2TE3 0.47 ± 10% 3216-18 10 0.09 09K6510 0.171
● 293D474X9035B2TE3 0.47 ± 10% 3528-21 8 0.1 65K2886 0.199
● 293D105X9035A2TE3 1 ± 10% 3216-18 7.5 0.1 09K5772 0.171
● 293D105X9035B2TE3 1 ± 10% 3528-21 5 0.13 65K2805 0.199
● 293D155X9035B2TE3 1.5 ± 10% 3528-21 4.2 0.14 65K2824 0.302
● 293D155X9035C2TE3 1.5 ± 10% 6032-28 3.8 0.17 09K5983 0.310
● 293D225X9035B2TE3 2.2 ± 10% 3528-21 3.8 0.15 09K6182 0.211
● 293D225X9035C2TE3 2.2 ± 10% 6032-28 2.9 0.2 09K6184 0.282
● 293D335X9035C2TE3 3.3 ± 10% 6032-28 2.1 0.23 09K6373 0.342
● 293D475X9035C2TE3 4.7 ± 10% 6032-28 1.9 0.24 09K6600 0.342
● 293D475X9035D2TE3 4.7 ± 10% 7343-31 1.3 0.34 09K6602 0.449
● 293D685X9035D2TE3 6.8 ± 10% 7343-31 1.1 0.37 09K6793 0.449
● 293D685X9035C2TE3 6.8 ± 10% 6032-28 1.8 0.25 19P2408 0.421
● 293D106X9035C2TE3 10 ± 10% 6032-28 1.6 0.26 99M0348 0.333
● 293D106X9035D2TE3 10 ± 10% 7343-31 0.8 0.43 65K2820 0.509
● 293D156X9035D2TE3 15 ± 10% 7343-31 0.7 0.46 09K6059 0.624
● 293D226X9035D2TE3 22 ± 10% 7343-31 0.6 0.52 99M0354 0.624
● 293D226X9035E2TE3 22 ± 10% 7343-43 0.6 0.52 09K6255 1.560

VOLTAGE: 50 VDC AT +85 °C, 33 VDC AT +125 °C

● 293D334X9050B2TE3 0.33 ± 10% 3528-21 10 0.09 09K6307 0.247
● 293D474X9050A2TE3 0.47 ± 10% 3216-18 12 0.08 09K6514 0.211
● 293D474X9050C2TE3 0.47 ± 10% 6032-28 6.7 0.13 09K6518 0.394
● 293D684X9050C2TE3 0.68 ± 10% 6032-28 5.9 0.14 65K2905 0.394
● 293D105X9050B2TE3 1 ± 10% 3528-21 6.7 0.11 65K2807 0.278
● 293D105X9050C2TE3 1 ± 10% 6032-28 4.6 0.16 65K2809 0.425
● 293D225X9050D2TE3 2.2 ± 10% 7343-31 2.1 0.27 09K6189 0.636
● 293D335X9050C2TE3 3.3 ± 10% 6032-28 2.5 0.21 09K6377 0.525
● 293D335X9050D2TE3 3.3 ± 10% 7343-31 1.7 0.3 09K6379 0.636
● 293D475X9050D2TE3 4.7 ± 10% 7343-31 1.2 0.37 09K6604 0.636
● 293D685X9050D2TE3 6.8 ± 10% 7343-31 0.9 0.41 09K6795 0.636



428

2

Find Datasheets OnlineCAPACITORS

TANTALUM CAPACITORS

TR3 SERIES SOLID TANTALUM CHIP CAPACITORS (CONT.)293D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS -
STANDARD INDUSTRIAL GRADE (CONT.)

Case
Size

EIA
Size L W H P TW

A 3216 0.126″(3.2) 0.063″(1.6) 0.063″(1.6) 0.031″(0.8) 0.047″ (1.2)
B 3528 0.138″(3.5) 0.110″(2.8) 0.075″(1.9) 0.031″(0.8) 0.087″ (2.2)
C 6032 0.236″(6.0) 0.126″(3.2) 0.098″(2.8) 0.051″(1.3) 0.087″ (2.2)
D 7373 0.287″(7.3) 0.170″(4.3) 0.110″(2.8) 0.051″(1.3) 0.095″ (2.4)
E 7373H 0.287″(7.3) 0.170″(4.3) 0.158″(4.0) 0.051″(1.3) 0.095″ (2.4)

VOLTAGE: 50 VDC AT +85 °C, 33 VDC AT +125 °C

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
ESR

@+25°C
100kHz

(Ω)

Max.
Ripple
Current
Irms @

100kHz
(A)

Tape Cut

Stock No.

Price Each

1-49
● 293D685X9050E2TE3 6.8 ± 10% 7343-43 0.9 0.43 09K6797 2.380
● 293D106X9050E2TE3 10 ± 10% 7343-43 0.8 0.45 65K2822 2.380

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
DCL

@+25°C
(μA)

Max.
ESR

@+25°C,
100kHz

(Ω)

Tape Cut

Stock No.

Price
Each

1-9
● 593D227X96R3D2TE3 220 ± 10% 7343-31 13.2 0.1 65K3022 0.610
● 593D337X96R3E2TE3 330 ± 10% 7343-43 19.8 0.1 65K3042 1.220
● 593D337X06R3E2TE3 330 ± 20% 7343-43 19.8 0.1 65K3041 1.220

VOLTAGE: 10 VDC @ 85°C, 13V SURGE; 7 VDC @ 125°C, 8V SURGE

● 593D476X9010C2TE3 47 ± 10% 6032-28 4.7 0.3 65K3053 0.339
● 593D476X0010D2TE3 47 ± 20% 7343-31 4.7 0.2 65K3049 0.525
● 593D107X9010D2TE3 100 ± 10% 7343-31 10 0.1 65K2996 0.525
● 593D107X0010D2TE3 100 ± 20% 7343-31 10 0.1 65K2994 0.525
● 593D227X0010E2TE3 220 ± 20% 7343-43 22 0.1 65K3018 0.901
● 593D227X9010E2TE3 220 ± 10% 7343-43 22 0.1 65K3021 0.890

(7192)

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Case
Code

Tape Cut

Stock No.
Price
1-99

● TR3A476K004C0500 47 500 3216-18 97M9719 0.312
● TR3B157K004C0400 150 400 3528-21 97M9725 0.471
● TR3B157K004C0900 150 900 3528-21 97M9726 0.314
● TR3D477K004C0035 470 35 7343-31 97M9763 1.750
● TR3D477K004C0045 470 45 7343-31 97M9764 1.530
● TR3D477K004C0060 470 60 7343-31 97M9765 1.140
● TR3D477K004C0100 470 100 7343-31 97M9766 0.960

VOLTAGE: 6.3 VDC

● TR3A156K6R3C1000 15 1000 3216-18 97M9711 0.262
● TR3A226K6R3C1000 22 1000 3216-18 97M9713 0.262
● TR3A336K6R3C0600 33 600 3216-18 97M9714 0.219
● TR3B336K6R3C0500 33 500 3528-21 97M9730 0.316
● TR3B476K6R3C0500 47 500 3528-21 97M9732 0.316
● TR3B686K6R3C0250 68 250 3528-21 97M9733 0.430
● TR3B686K6R3C0350 68 350 3528-21 97M9734 0.356
● TR3B686K6R3C0500 68 500 3528-21 97M9735 0.316
● TR3C107K6R3C0150 100 150 6032-28 97M9737 0.463
● TR3B107K6R3C0400 100 400 3528-21 97M9724 0.342
● TR3D157K6R3C0050 150 50 7343-31 97M9747 1.060
● TR3D157K6R3C0075 150 75 7343-31 97M9748 0.755
● TR3D227K6R3C0050 220 50 7343-31 97M9751 1.060
● TR3D337K6R3C0035 330 35 7343-31 97M9753 1.480
● TR3D337K6R3C0045 330 45 7343-31 97M9754 1.300
● TR3D337K6R3C0060 330 60 7343-31 97M9755 0.960
● TR3D337K6R3C0100 330 100 7343-31 97M9756 0.779
● TR3E477K6R3C0050 470 50 7343-43 97M9780 2.270
● TR3E477K6R3C0060 470 60 7343-43 97M9781 1.970
● TR3E477K6R3C0065 470 65 7343-43 97M9782 1.660

VOLTAGE: 10 VDC

● TR3A475K010C1500 4.7 1500 3216-18 97M9715 0.228
● TR3A156K010C1000 15 1000 3216-18 97M9710 0.262
● TR3A226K010C1000 22 1000 3216-18 97M9712 0.262
● TR3B226K010C0500 22 500 3528-21 97M9727 0.342
● TR3B476K010C0500 47 500 3528-21 97M9731 0.316
● TR3D476K010C0100 47 100 7343-31 97M9758 0.624
● TR3D476K010C0140 47 140 7343-31 97M9759 0.574
● TR3D686K010C0070 68 70 7343-31 97M9768 0.910
● TR3D686K010C0100 68 100 7343-31 97M9769 0.624
● TR3C107K010C0100 100 100 6032-28 97M9736 0.260
● TR3D107K010C0050 100 50 7343-31 97M9740 0.960
● TR3D107K010C0065 100 65 7343-31 97M9741 0.365
● TR3D107K010C0080 100 80 7343-31 97M9742 0.574
● TR3D157K010C0050 150 50 7343-31 97M9745 1.310
● TR3D157K010C0075 150 75 7343-31 97M9746 1.090
● TR3D227K010C0050 220 50 7343-31 97M9749 1.530
● TR3D227K010C0100 220 100 7343-31 97M9750 0.960
● TR3E337K010C0060 330 60 7343-43 97M9778 2.020

VOLTAGE: 16 VDC

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Case
Code

Tape Cut

Stock No.
Price
1-99

● TR3D336K016C0150 33 150 7343-31 97M9752 0.574
● TR3D476K016C0100 47 100 7343-31 97M9760 0.624
● TR3D686K016C0070 68 70 7343-31 97M9770 1.060
● TR3D686K016C0100 68 100 7343-31 97M9771 0.725
● TR3D107K016C0100 100 100 7343-31 97M9743 0.436

VOLTAGE: 20 VDC

● TR3A105K020C3000 1 3000 3216-18 97M9709 0.272
● TR3A475K020C1800 4.7 1800 3216-18 97M9716 0.329
● TR3A685K020C2600 6.8 2600 3216-18 97M9720 0.289
● TR3A685K020C3200 6.8 3200 3216-18 97M9721 0.242
● TR3B226K020C0600 22 600 3528-21 97M9728 0.517
● TR3B226K020C0800 22 800 3528-21 97M9729 0.430
● TR3D476K020C0100 47 100 7343-31 97M9761 1.060
● TR3D476K020C0150 47 150 7343-31 97M9762 0.725
● TR3D686K020C0115 68 115 7343-31 97M9772 1.300
● TR3D686K020C0150 68 150 7343-31 97M9773 0.861

VOLTAGE: 25 VDC

● TR3A475K025C3000 4.7 3000 3216-18 97M9717 0.396
● TR3A475K025C3500 4.7 3500 3216-18 97M9718 0.329
● TR3B106K025C1100 10 1100 3528-21 97M9722 0.517
● TR3B106K025C1300 10 1300 3528-21 97M9723 0.430
● TR3E336K025C0175 33 175 7343-43 97M9777 1.480

VOLTAGE: 35 VDC

● TR3D106K035C0250 10 250 7343-31 97M9738 0.322
● TR3D156K035C0260 15 260 7343-31 97M9744 0.665

VOLTAGE: 50 VDC

● TR3D475K050C0300 4.7 300 7343-31 97M9757 0.934
● TR3E475K050C0300 4.7 300 7343-43 97M9779 2.410
● TR3D685K050C0500 6.8 500 7343-31 97M9767 1.300
● TR3D106K050C0550 10 550 7343-31 97M9739 1.420
● TR3E106K050C0300 10 300 7343-43 97M9774 2.700
● TR3E106K050C0400 10 400 7343-43 97M9775 2.570
● TR3E106K050C0500 10 500 7343-43 97M9776 2.340

593D SERIES SOLID
TANTALUM SURFACE MOUNT
CAPACITORS - LOW ESR

(109403)

TR3 SERIES SOLID
TANTALUM CHIP
CAPACITORS

CASE DIMENSIONS (mm)

Features:

VOLTAGE: 6.3 VDC @ 85°C, 8V SURGE; 4 VDC @ 125°C, 5V SURGE

Most popular sizes listed. Additional values available, go online or call.

• Terminations: 100 % Matte Tin, standard
Tin/Lead available

• Molded case available in six case codes
• Compatible with “High Volume” automatic

pick and place equipment
• High Ripple Current carrying capability
• Low ESR
Specifications:

Features

• Tolerance: ±10% standard, ±20% available
• Operating Temperature: –55°C to +125°C
• Capacitance Range: 0.47 uF to 680 uF
• Voltage Rating: 4 VDC to 50 VDC

• Molded Case, Available in 5 Case Code Sizes
• Compatible with “High Volume” Automatic

Pick-and-Place Equipment
• High Ripple Current Capability
• Low ESR
• Meets EIA 535BAAE and IEC Specification

QC300801/US0001
Specifications

VOLTAGE: 4 VDC

• Operating Temperature: –55°C to +85°C, (To
+125°C with Voltage Derating)

• Capacitance Range: 0.47μF to 680μF
• Tolerance: X0: ±20% , X9: ±10%
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595D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS -
MAXIMUM CV (CONT.)

593D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS - LOW
ESR (CONT.)

Case Size L W H D
A 0.146″ (3.7) 0.071″( 1.8) 0.055″ (1.4) 0.114″ (2.9)
B 0.157″ (4.0) 0.102″ (2.6) 0.063″ (1.6) 0.126″ (3.2)
C 0.280″ (7.1) 0.126″ (3.2) 0.984″ (2.5) 0.236″ (6.0)
D 0.295″ (7.5) 0.169″ (4.3) 0.110″ (2.8) 0.252″ (6.4)
R 0.283″ (7.2) 0.236″ (6.0) 0.138″ (3.5) 0.244″( 6.2)
T 0.079″ (2.0) 0.045″ (1.1) 0.045″ (1.1) 0.071″ (1.8)

VOLTAGE: 16 VDC @ 85°C, 20V SURGE; 10 VDC @ 125°C, 12V SURGE

Mfg. Part No.
Cap.
(μF)

Cap.
Tol.

Case
Code

Max.
DCL

@+25°C
(μA)

Max.
ESR

@+25°C,
100kHz

(Ω)

Tape Cut

Stock No.

Price
Each

1-9
● 593D106X9016C2TE3 10 ± 10% 6032-28 1.6 0.45 65K2987 0.339
● 593D226X9016C2TE3 22 ± 10% 6032-28 3.5 0.35 65K3015 0.336
● 593D336X9016C2TE3 33 ± 10% 6032-28 5.3 0.3 65K3031 0.425
● 593D336X9016D2TE3 33 ± 10% 7343-31 4.2 0.225 65K3032 0.525
● 593D336X0016D2TE3 33 ± 20% 7343-31 4.2 0.225 65K3027 0.525
● 593D107X9016D2TE3 100 ± 10% 7343-31 16 0.125 65K2997 0.744
● 593D107X9016E2TE3 100 ± 10% 7343-43 16 0.1 65K2998 1.220
● 593D107X0016E2TE3 100 ± 20% 7343-43 16 0.1 65K2995 1.220

VOLTAGE: 20 VDC @ 85°C, 26V SURGE; 13 VDC @ 125°C, 16V SURGE

● 593D476X9020D2TE3 47 ± 10% 7343-31 9.4 0.2 65K3056 0.610
● 593D476X9020E2TE3 47 ± 10% 7343-43 7.5 0.15 65K3057 1.220
● 593D476X0020E2TE3 47 ± 20% 7343-43 7.5 0.15 65K3052 1.220
● 593D686X0020E2TE3 68 ± 20% 7343-43 13.6 0.15 65K3061 1.360
● 593D107X9020E2TE3 100 ± 10% 7343-43 20 0.15 65K2999 1.340

VOLTAGE: 25 VDC @ 85°C, 32V SURGE; 17 VDC @ 125°C, 20V SURGE

● 593D106X9025C2TE3 10 ± 10% 6032-28 2.5 0.45 65K2990 0.336
● 593D226X9025D2TE3 22 ± 10% 7343-31 5.5 0.2 65K3016 0.610
● 593D336X0025E2TE3 33 ± 20% 7343-43 8.3 0.2 65K3028 1.360

VOLTAGE: 35 VDC @ 85°C, 46V SURGE; 23 VDC @ 125°C, 28V SURGE

● 593D685X0035D2TE3 6.8 ± 20% 7343-31 2.4 0.3 65K3058 0.525
● 593D106X0035D2TE3 10 ± 20% 7343-31 3.5 0.3 65K2986 0.519
● 593D156X9035D2TE3 15 ± 10% 7343-31 5.3 0.3 65K3004 0.610
● 593D156X0035D2TE3 15 ± 20% 7343-31 5.3 0.3 65K3002 0.610
● 593D226X9035D2TE3 22 ± 10% 7343-31 5.3 0.3 01N1958 0.837
● 593D226X9035E2TE3 22 ± 10% 7343-43 7.7 0.275 65K3017 1.220
● 593D226X0035E2TE3 22 ± 20% 7343-43 7.7 0.275 65K3014 1.220

VOLTAGE: 50 VDC @ 85°C, 65V SURGE; 33 VDC @ 125°C, 40V SURGE

● 593D475X0050D2TE3 4.7 ± 20% 7343-31 2.4 0.6 65K3043 0.949
● 593D475X9050D2TE3 4.7 ± 10% 7343-31 2.4 0.6 65K3048 0.949
● 593D685X9050D2TE3 6.8 ± 10% 7343-31 3.4 0.6 65K3059 1.090
● 593D685X9050E2TE3 6.8 ± 10% 7343-43 3.4 0.55 65K3060 1.560
● 593D106X9050E2TE3 10 ± 10% 7343-43 5 0.55 65K2993 1.560

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Case
Size

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-49

● 595D277X9004D2T 4 270 D 08J0567 1.720 90H9691 500 1.130
● 595D477X9004C2T 4 470 C 08J0581 1.630 08J4268 500 0.947
● 595D477X96R3D2T 6.3 470 D 08J0583 2.160 08J4270 500 1.350
● 595D685X96R3T2T 6.3 6.8 T 08J0588 1.470 08J4275 2500 0.857
● 595D226X96R3A2T 6.3 22 A 08J0560 0.757 08J4249 2000 0.496
● 595D226X96R3B2T 6.3 22 B 08J0561 0.829 08J4250 2000 0.544
● 595D336X96R3A2T 6.3 33 A 08J0569 0.757 08J4257 2000 0.496
● 595D227X96R3C2T 6.3 220 C 08J0566 1.450 08J4255 500 0.947
● 595D108X96R3R2T 6.3 1000 R 08J0542 5.780 08J4231 600 3.370
● 595D475X9010T2T 10 4.7 T 08J0570 1.470 08J4258 2500 0.857
● 595D106X9010A2T 10 10 A 96F2172 0.775 07J7371 2000 0.452

(17033)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Case
Size

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-49

● 595D156X9010A2T 10 15 A 08J0548 0.757 08J4237 2000 0.496
● 595D226X9010A2T 10 22 A 08J0557 0.757 08J4246 2000 0.496
● 595D157X9010D2T 10 150 D 95F9815 1.510 07J7385 500 1.130
● 595D227X9010D2T 10 220 D 08J0563 2.060 08J4252 500 1.350
● 595D227X9010R2T 10 220 R 08J0564 3.850 08J4253 600 2.250
● 595D337X9010R2T 10 330 R 40K1765 3.850 40K1766 600 2.250
● 595D477X9010R2T 10 470 R 08J0582 4.490 08J4269 600 2.700
● 595D685X9016A2T 16 6.8 A 08J0586 0.775 08J4273 2000 0.452
● 595D106X9016A2T 16 10 A 08J0533 0.850 08J4223 2000 0.496
● 595D106X9016B2T 16 10 B 48F4431 0.871 07J3820 2000 0.544
● 595D156X9016B2T 16 15 B 40K1756 0.829 08J4238 2000 0.544
● 595D476X9016C2T 16 47 C 49C8513 1.360 07J7403 500 0.793
● 595D107X9016C2T 16 100 C 08J0538 1.630 08J4228 500 0.947
● 595D107X9016D2T 16 100 D 95F9820 1.940 07J7378 500 1.130
● 595D157X9016R2T 16 150 R 95F9821 3.850 07J3824 600 2.250
● 595D227X9016R2T 16 220 R 08J0565 4.120 08J4254 600 2.700
● 595D335X9020A2T 20 3.3 A 08J0568 0.689 08J4256 2000 0.452
● 595D475X9020A2T 20 4.7 A 08J0571 0.794 08J4259 2000 0.496
● 595D226X9020C2T 20 22 C 08J0558 1.270 08J4247 500 0.793
● 595D476X9020C2T 20 47 C 08J0576 1.630 08J4264 500 0.947
● 595D476X9020D2T 20 47 D 94B9511 1.940 07J7404 500 1.130
● 595D107X9020D2T 20 100 D 08J0539 2.160 08J4229 500 1.350
● 595D107X9020R2T 20 100 R 95F9798 3.850 07J7379 600 2.250
● 595D127X9020R2T 20 120 R 08J0545 3.850 08J4234 600 2.250
● 595D155X9025A2T 25 1.5 A 95F9799 0.689 07J3822 2000 0.452
● 595D225X9025A2T 25 2.2 A 08J0555 0.850 08J4244 2000 0.496
● 595D106X9025B2T 25 10 B 40K1752 1.060 ... ... ...
● 595D106X9025C2T 25 10 C 49C8302 1.360 07J7372 500 0.793
● 595D156X9025C2T 25 15 C 08J0550 1.360 08J4239 500 0.793
● 595D226X9025D2T 25 22 D 48F4432 1.940 07J3826 500 1.130
● 595D336X9025D2T 25 33 D 95F9800 1.600 07J7397 500 1.130
● 595D476X9025D2T 25 47 D 08J0577 2.160 08J4265 500 1.350
● 595D476X9025R2T 25 47 R 08J0578 3.430 08J4266 600 2.250
● 595D686X9025R2T 25 68 R 95F9801 3.600 07J7408 600 2.250
● 595D107X9025R2T 25 100 R 08J0541 4.330 08J4230 600 2.700
● 595D684X9035A2T 35 0.68 A 08J0584 0.775 08J4271 2000 0.452
● 595D105X9035A2T 35 1 A 08J0530 0.775 08J4220 2000 0.452
● 595D475X9035B2T 35 4.7 B 08J0572 0.985 08J4260 2000 0.615
● 595D106X9035D2T 35 10 D 95F9802 1.810 07J7373 500 1.130
● 595D226X9035D2T 35 22 D 08J0559 2.310 08J4248 500 1.350
● 595D226X9035R2T 35 22 R 95F9804 3.850 07J7389 600 2.250
● 595D336X9035R2T 35 33 R 95F9805 3.850 07J7398 600 2.250
● 595D476X9035R2T 35 47 R 08J0579 4.630 08J4267 600 2.700
● 595D685X9050D2T 50 6.8 D 08J0587 2.130 08J4274 500 1.240
● 595D475X9050C2T 50 4.7 C 08J0573 1.500 08J4261 500 0.873
● 595D106X9050D2T 50 10 D 08J0535 2.540 08J4225 500 1.490
● 595D106X9050R2T 50 10 R 08J0536 4.240 08J4226 600 2.470
● 595D156X9050R2T 50 15 R 49C8361 4.240 07J7382 600 2.470
● 595D226X9050R2T 50 22 R 24C9320 5.090 07J7390 600 2.970

TOLERANCE: ±20%

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Case
Code

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-49

● 595D107X06R3C2T 6.3 100 C 95F9977 1.360 07J7377 500 0.793
● 595D227X06R3D2T 6.3 220 D 95F9978 1.940 07J7392 500 1.130
● 595D225X0010T2T 10 2.2 T 95F9980 1.150 07J3825 2500 0.715
● 595D106X0010A2T 10 10 A 40K1749 0.775 40K1750 2000 0.452
● 595D476X0010B2T 10 47 B 20C4836 1.060 07J7402 2000 0.615
● 595D686X0010C2T 10 68 C 49C8551 1.160 07J7405 500 0.793
● 595D127X0010D2T 10 120 D 08J0543 1.940 08J4232 500 1.130
● 595D157X0010C2T 10 150 C 08J0551 1.630 08J4240 500 0.947
● 595D157X0010D2T 10 150 D 95F9982 1.810 07J3823 500 1.130
● 595D227X0010R2T 10 220 R 40K1759 3.430 40K1760 600 2.250
● 595D337X0010R2T 10 330 R 40K1763 3.850 40K1764 600 2.250
● 595D475X0016A2T 16 4.7 A 40K1767 0.775 40K1768 2000 0.452
● 595D336X0016B2T 16 33 B 49C8454 1.060 07J7393 2000 0.615
● 595D336X0016C2T 16 33 C 92B3950 1.210 07J7394 500 0.793
● 595D476X0016C2T 16 47 C 40K1769 1.270 08J4262 500 0.793
● 595D686X0016D2T 16 68 D 95F9986 1.940 07J7406 500 1.130
● 595D107X0016C2T 16 100 C 20C4830 1.630 07J7374 500 0.947
● 595D107X0016D2T 16 100 D 40K1753 1.940 40K1754 500 1.130

595D SERIES SOLID TANTALUM
SURFACE MOUNT CAPACITORS -
MAXIMUM CV

CASE DIMENSIONS

TOLERANCE: ±10%

Features:
• Terminations: Tin Lead (2) Standard
• Case Code Compatibility with EIA 535BAAC

and CECC30801 Molded Chips
Specifications:
• Tolerance: ±10%, ±20%
• Operating Temperature: –55°C to +85°C

(to 125°C with Voltage Derating)
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595D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS -
MAXIMUM CV (CONT.)

594D SERIES SOLID TANTALUM SURFACE MOUNT CAPACITORS - LOW
ESR (CONT.)

(148834)

Case
Size L (max.) W H A B D (Ref.) J (Max.)

B 0.158″
(4.0)

0.110 +0.12
-0.016″
(2.8 +0.3 - 0.4)

0.075 +0.012
-0.024″
(1.9 +0.3 - 0.6)

0.031 ±0.012″
(0.8 ±0.3) 

0.097 ±0.016″
(2.5 ±0.4) 

0.138″
(3.5)

0.004″
(0.1)

C 0.281″
(7.1)

0.126 ±0.12″
(3.2 ±0.3)

0.098 ±0.012″
(2.5 ±0.3)

0.051 ±0.012″
(1.3 ±0.3) 

0.180 ±0.025″
(4.6 ±0.6) 

0.236″
(6.0)

0.004″
(0.1)

D 0.293″
(7.5)

0.170 ±0.010″
(4.3 ±0.3)

0.110 ±0.012″
(2.8 ±0.3)

0.051 ±0.012″
(1.3 ±0.3) 

0.180 ±0.025″
(4.6 ±0.6) 

0.253″
(6.4)

0.004″
(0.1)

R 0.283″
(7.2)

0.235 ±0.010″
(6.0 ±0.3)

0.136 ±0.012″
(3.5 ±0.3)

0.051 ±0.012″
(1.3 ±0.3) 

0.180 ±0.025″
(4.6 ±0.6) 

0.243″
(6.2)

0.004″
(0.1)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Max. DCL 
@25°C

(μA)

Max. Ripple
@100kHz

IRMS
(A)

Case
Size

Tape Cut

Stock No.

Price Each

1-49
● 594D477X9004C2T 4 470 18.8 1.21 C 08J0497 1.810
● 594D226X96R3B2T 6.3 22 1.4 0.47 B 08J0486 0.978
● 594D127X96R3C2T 6.3 120 7.6 1.48 C 49C8176 1.400
● 594D227X96R3D2T 6.3 220 13.9 1.37 D 49C8223 1.990
● 594D337X96R3D2T 6.3 330 20.8 1.58 D 08J0492 2.870
● 594D397X96R3R2T 6.3 390 24.6 2.36 R 08J0493 4.230
● 594D477X96R3D2T 6.3 470 29.6 1.58 D 08J0498 2.870
● 594D108X96R3R2T 6.3 1,000 63 2.89 R 49C8175 6.240
● 594D686X9010C2T 10 68 6.8 1.05 C 08J0500 1.400
● 594D157X9010C2T 10 150 15 1.11 C 08J0483 1.810
● 594D157X9010D2T 10 150 15 1.41 D 08J0484 2.120
● 594D227X9010D2T 10 220 22 1.52 D 49C8219 2.870

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Max. DCL 
@25°C

(μA)

Max. Ripple
@100kHz

IRMS
(A)

Case
Size

Tape Cut

Stock No.

Price Each

1-49
● 594D337X9010R2T 10 330 33 2.36 R 49C8237 4.750
● 594D336X9016C2T 16 33 5.3 0.86 C 88K9371 0.847
● 594D476X9016C2T 16 47 7.5 1 C 49C8250 1.400
● 594D107X9016C2T 16 100 16 1.17 C 08J0480 1.810
● 594D107X9016D2T 16 100 16 1.41 D 49C8171 1.960
● 594D227X9016R2T 16 220 35.2 2.13 R 08J0488 5.690
● 594D187X9016R2T 16 180 28.8 2.13 R 49C8199 4.440
● 594D476X9020D2T 20 47 20 1.26 D 08J0495 2.120
● 594D336X9025D2T 25 33 8.3 1.05 D 49C8233 2.120
● 594D686X9025R2T 25 68 17 1.6 R 49C8273 4.440
● 594D156X9035D2T 35 15 5.3 0.75 D 08J0481 2.120
● 594D336X9035R2T 35 33 11.6 1.12 R 08J0490 4.430
● 594D156X9050R2T 50 15 7.5 0.85 R 49C8186 5.230

TOLERANCE: ±20%

● 594D107X06R3B2T 6.3 100 6.3 0.58 B 08J0479 1.190
● 594D127X06R3C2T 6.3 120 7.6 1.48 C 93B5838 1.400
● 594D337X06R3D2T 6.3 330 20.8 1.58 D 08J0491 2.870
● 594D477X06R3R2T 6.3 470 29.6 2.24 R 08J0496 4.230
● 594D108X06R3R2T 6.3 1,000 63 2.89 R 50B7345 6.240
● 594D476X0010B2T 10 47 4.7 0.46 B 08J0494 1.190
● 594D686X0010C2T 10 68 15 1.11 C 51B1130 1.340
● 594D107X0010C2T 10 100 10 1.08 C 08J0474 1.400
● 594D157X0010C2T 10 150 15 1.11 C 08J0482 1.690
● 594D157X0010D2T 10 150 15 1.41 D 40K1747 1.990
● 594D227X0010D2T 10 220 22 1.52 D 49C8214 2.680
● 594D337X0010R2T 10 330 33 2.36 R 90B7176 4.750
● 594D336X0016C2T 16 33 5.3 0.86 C 40K1748 1.500
● 594D476X0016C2T 16 47 7.5 1 C 49C8247 1.400
● 594D107X0016C2T 16 100 16 1.17 C 08J0475 1.810
● 594D107X0016C8T 16 100 16 1.17 C 88K9323 1.110
● 594D107X0016D2T 16 100 16 1.41 D 08J0476 2.120
● 594D187X0016R2T 16 180 28.8 2.13 R 49C8198 4.750
● 594D187X9016R2T 16 180 28.8 2.13 R 49C8199 4.440
● 594D227X0016R2T 16 220 35.2 2.13 R 08J0487 5.690
● 594D226X0020C2T 20 22 4.4 0.86 C 08J0485 1.400
● 594D476X0020D2T 20 47 9.4 1.26 D 90B7173 1.990
● 594D107X0020D2T 20 100 20 1.33 D 08J0477 2.870
● 594D127X0020R2T 20 120 24 1.77 R 27C0383 4.750
● 594D156X0025C2T 25 15 3.8 0.7 C 49C8178 1.400
● 594D336X0025D2T 25 33 8.3 1.05 D 49C8231 1.990
● 594D686X0025R2T 25 68 17 1.6 R 49C8270 4.750
● 594D107X0025R2T 25 100 25 1.67 R 08J0478 5.690
● 594D685X0035C2T 35 6.8 10 2.4 C 08J0499 1.500
● 594D156X0035D2T 35 15 5.3 0.52 D 49C8180 2.120
● 594D336X0035R2T 35 33 11.6 1.12 R 90B7171 4.750
● 594D475X0050C2T 50 4.7 2.4 0.33 C 49C8243 1.540
● 594D685X0050D2T 50 6.8 3.4 0.58 D 49C8263 2.180
● 594D156X0050R2T 50 15 7.5 0.85 R 31C0696 5.230
● 594D156X0050R8T 50 15 7.5 0.85 R 45J0441 3.050

TOLERANCE: ±20%

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Case
Size

Tape Cut Tape & Reel

Stock No.

Price
Each

Stock No.
Reel
Size

Price
Each1-49

● 595D157X0016D2T 16 150 D 49C8365 2.310 07J7383 500 1.350
● 595D157X0016R2T 16 150 R 95F9988 3.530 40K1757 600 2.250
● 595D187X0016R2T 16 180 R 08J0552 3.430 08J4241 600 2.250
● 595D227X0016R2T 16 220 R 08J0562 4.630 08J4251 600 2.700
● 595D475X0020B2T 20 4.7 B 95F9990 0.870 07J3827 2000 0.544
● 595D685X0020B2T 20 6.8 B 08J0585 0.933 08J4272 2000 0.544
● 595D156X0020B2T 20 15 B 08J0546 0.938 08J4235 2000 0.615
● 595D226X0020C2T 20 22 C 49C8404 1.360 07J7386 500 0.793
● 595D476X0020D2T 20 47 D 95F9837 1.810 40K1770 500 1.130
● 595D107X0020D2T 20 100 D 49C8311 2.160 07J7376 500 1.350
● 595D107X0020R2T 20 100 R 95F9838 3.850 07J3821 600 2.250
● 595D127X0020R2T 20 120 R 08J0544 3.850 08J4233 600 2.250
● 595D106X0025C2T 25 10 C 40K1751 1.360 ... ... ...
● 595D226X0025D2T 25 22 D 08J0556 1.940 08J4245 500 1.130
● 595D336X0025D2T 25 33 D 95F9840 1.720 07J7395 500 1.130
● 595D686X0025R2T 25 68 R 95F9841 3.790 07J7407 600 2.250
● 595D107X0025R2T 25 100 R 08J0537 4.630 08J4227 600 2.700
● 595D225X0035B2T 35 2.2 B 08J0553 0.829 08J4242 2000 0.544
● 595D106X0035D2T 35 10 D 95F9842 1.810 07J7370 500 1.130
● 595D156X0035C2T 35 15 C 08J0547 1.630 08J4236 500 0.947
● 595D156X0035D2T 35 15 D 95F9843 1.680 40K1755 500 1.130
● 595D226X0035R2T 35 22 R 40K1758 3.850 42K7630 600 2.250
● 595D336X0035R2T 35 33 R 40K1761 3.850 40K1762 600 2.250
● 595D476X0035R2T 35 47 R 08J0575 4.630 08J4263 600 2.700
● 595D225X0050C2T 50 2.2 C 08J0554 1.380 08J4243 500 0.873
● 595D106X0050R2T 50 10 R 08J0532 4.240 08J4222 600 2.470
● 595D156X0050R2T 50 15 R 49C8350 3.600 07J7381 600 2.470
● 595D226X0050R2T 50 22 R 31C6833 5.090 07J7388 600 2.970

(73723)

(17034)

594D SERIES SOLID
TANTALUM SURFACE MOUNT
CAPACITORS - LOW ESR

DIMENSIONS (mm)

TOLERANCE: ±10%

Features:
• New Extended Range Offerings
• Lowest ESR For Surface Mount

Tantalum Chip Capacitors
• 100% Surge Current Conditioning

for C, D, and R Cases
• Terminations: Tin (2) Standard
• Tolerance: ±20% (X0 in Type No.),

±10% (X9 in Type No.)
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TCJ SERIES TANTALUM SOLID ELECTROLYTIC CHIP CAPACITORS WITH
CONDUCTIVE POLYMER ELECTRODE (CONT.)

VOLTAGE: 6.3 VDC

Mfg. Part No.
Cap.
(uF)

ESR
(mohm)

Case
Size

Tape Cut

Stock No.
Price Each

1-9 10-99
● TLJA107M004R0500 100 500 3216-18 59M9597 2.330 2.070

VOLTAGE: 6.3 VDC

● TLJK336M006R1700 33 1700 3216-10 97M6511 2.060 1.830
● TLJK476M006R1500 47 1500 3216-10 97M6512 2.060 1.830
● TLJA107M006R0500 100 500 3216-18 59M9598 2.450 2.180
● TLJH157M006R0900 150 900 3528-15 97M6510 1.600 1.430

VOLTAGE: 10 VDC

● TLJP336M010R3500 33 3500 2012-15 97M6513 0.950 0.846
● TLJT476M010R0600 47 600 3528-12 59M9601 2.490 2.220
● TLJB157M010R0500 150 500 3528-21 59M9599 2.570 2.290

VOLTAGE: 16 VDC

● TLJT226M016R1000 22 1000 3528-12 59M9600 2.570 2.290
(102140)

Mfg. Part No.
Cap.
(μF)

ESR
(mΩ)

Case
Size

Tape Cut

Stock No.
Price Each Reel

Qty.1-9
● TCJB157M002R0070 150 70 3528-21 59M9571 1.330 2000

VOLTAGE: 4 VDC

● TCJA226M004R0300 22 300 3216-18 59M9563 0.892 2000
● TCJT476M004R0080 47 80 3528-12 59M9589 1.210 2500
● TCJA476M004R0200 47 200 3216-18 59M9565 1.580 2000
● TCJT686M004R0080 68 80 3528-12 59M9591 1.500 2500
● TCJB107M004R0070 100 70 3528-21 59M9568 1.040 2000
● TCJT107M004R0150 100 150 3528-12 59M9584 1.500 2500
● TCJA107M004R0200 100 200 3216-18 59M9560 1.080 2000
● TCJB157M004R0070 150 70 3528-21 59M9572 1.250 2000

VOLTAGE: 6.3 VDC

● TCJA106M006R0300 10 300 3216-18 59M9557 0.880 2000
● TCJR106M006R0500 10 500 2012-12 59M9581 2.050 2500
● TCJA156M006R0300 15 300 3216-18 59M9561 1.170 2000
● TCJT226M006R0150 22 150 3528-12 59M9585 1.620 2500
● TCJA226M006R0300 22 300 3216-18 75M9214 1.080 2000
● TCJB336M006R0070 33 70 3528-21 97M6505 1.250 2000
● TCJT336M006R0150 33 150 3528-12 59M9587 1.620 2500
● TCJA336M006R0200 33 200 3216-18 59M9564 1.340 2000
● TCJB336M006R0200 33 200 3528-21 59M9575 0.996 2000
● TCJB476M006R0070 47 70 3528-21 59M9577 1.040 2000
● TCJT476M006R0080 47 80 3528-12 59M9590 1.250 2500
● TCJA476M006R0200 47 200 3216-18 59M9566 1.440 2000
● TCJB686M006R0070 68 70 3528-21 59M9579 1.040 2000
● TCJC686M006R0100 68 100 6032-28 97M6506 2.170 500
● TCJB107M006R0070 100 70 3528-21 59M9569 1.040 2000
● TCJW157K006R0040 150 40 6032-15 97M6507 2.900 1000
● TCJW157M006R0070 150 70 6032-15 59M9592 2.080 1000

VOLTAGE: 10 VDC

Mfg. Part No.
Cap.
(μF)

ESR
(mΩ)

Case
Size

Tape Cut

Stock No.
Price Each Reel

Qty.1-9
● TCJR475M010R0500 4.7 500 2012-12 59M9582 2.050 2500
● TCJA106M010R0300 10 300 3216-18 59M9558 0.891 2000
● TCJA156M010R0200 15 200 3216-18 59M9562 1.080 2000
● TCJB226M010R0300 22 300 3528-21 59M9573 1.040 2000
● TCJT226M010R0150 22 150 3528-12 59M9586 1.500 2500
● TCJB336M010R0200 33 200 3528-21 59M9576 1.040 2000
● TCJT336M010R0150 33 150 3528-12 59M9588 1.500 2500
● TCJC336M010R0100 33 100 6032-28 75M9215 2.170 500
● TCJB476M010R0070 47 70 3528-21 59M9578 1.040 2000
● TCJC476M010R0100 47 100 6032-28 59M9580 2.170 500

VOLTAGE: 16 VDC

● TCJA685M016R0200 6.8 200 3216-18 59M9567 1.870 2000
● TCJA106M016R0200 10 200 3216-18 59M9559 1.080 2000
● TCJT106M016R0150 10 150 3528-12 59M9583 1.500 2500
● TCJB156M016R0150 15 150 3528-21 59M9570 1.460 2000
● TCJB226M016R0150 22 150 3528-21 59M9574 1.460 2000

Mfg. Part No.
VDC
(V)

Cap.
(uF)

ESR
(ohm) Pkg.

Tape Cut

Stock No.
Price Each

1-9
● TLCK475M004QTA 4 4.7 15 0402 59M9593 1.760
● TLCJ106M004R 4 10 7.5 0603 64M5337 1.290
● TLCL336M004R 4 33 7.5 0603 64M5338 0.900
● TLCR107M004XTA 4 100 5 0805 59M9595 2.460
● TLCL226M006XTA 6.3 22 7.5 0603 59M9594 1.600
● TLCR476M010XTA 10 47 5 0805 59M9596 1.990

TLJ TANTALUM SOLID
ELECTROLYTIC CHIP
CAPACITORS HIGH CV
CONSUMER SERIES

(102137)

(102139)

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut

Stock No.
Price Each

1-99
● TAP106K006SCS 10 ± 10% 6 88H2611 0.508
● TAP226K006SCS 22 ± 10% 3.7 54J4883 0.678
● TAP336K006SCS 33 ± 10% 3 54J5144 0.724
● TAP476K006SCS 47 ± 10% 2 68H8100 0.801
● TAP686K006SCS 68 ± 10% 1.8 54J5597 0.955
● TAP107K006SCS 100 ± 10% 1.6 54J4511 2.280
● TAP157K006CCS 150 ± 10% 0.9 54J4713 2.930
● TAP337K006CCS 330 ± 10% 0.7 54J5222 7.150

VOLTAGE: 10 VDC

● TAP225K010SCS 2.2 ± 10% 13 54J4767 0.407
● TAP335K010SCS 3.3 ± 10% 10 54J5047 0.407
● TAP475K010SCS 4.7 ± 10% 8 54J5285 0.407
● TAP685K010SCS 6.8 ± 10% 6 54J5502 0.570
● TAP106K010SCS 10 ± 10% 5 97C7098 0.570
● TAP156K010SCS 15 ± 10% 3.7 54J4631 0.678
● TAP226K010SCS 22 ± 10% 2.7 96H7618 0.770

TLC TANTALUM SOLID ELECTROLYTIC
CHIP CAPACITORS CONSUMER SERIES

Features

TCJ SERIES TANTALUM SOLID
ELECTROLYTIC CHIP CAPACITORS
WITH CONDUCTIVE POLYMER
ELECTRODE

Features

Features

• High volumetric efficiency
• Environmentally friendly
• Small and low profile cases
• 3x reflow 260°C compatible
• Consumer applications

TAP SERIES DIPPED
RADIAL CAPACITORS

TAP is a professional grade device
manufactured with a flame retar-
dant coating and featuring low
leakage current and impedance,
very small physical sizes and
exceptional temperature stability.

• Super high volumetric efficiency
• Environmentally friendly component
• Small and low profile case sizes
• Leadfree assembly systems
• Consumer applications

The TLJ series is suitable for wide range of consumer electronic applications such as the latest portable handheld
electronics, cellular phones, PDAs or other digital equipment and cameras. Also available in Tape & Reel. Visit
www.newark.com.

• Conductive polymer electrode offers lower ESR
• Safer non-ignition failure mode and better capacitance retention
• Environmentally friendly component ready for lead-free

assembly systems up to 3x reflow with 260°C peak temperature

The TLC series is suitable for wide range of consumer electronic applications such as the latest portable handheld
electronics, cellular phones, PDAs or other digital equipment and cameras. Also available in Tape & Reel. Visit
www.newark.com.

VOLTAGE: 4 VDC

The TCJ series is suitable for power management systems with operating temperatures up to 125°C. Also available in
Tape & Reel. Visit www.newark.com.

VOLTAGE: 2.5 VDC
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TAP SERIES DIPPED RADIAL CAPACITORS
(CONT.)

TAP SERIES DIPPED RADIAL CAPACITORS
(CONT.)

VOLTAGE: 10 VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut

Stock No.
Price Each

1-99
● TAP336K010SCS 33 ± 10% 2.1 88H2619 0.894
● TAP476K010SCS 47 ± 10% 1.7 54J5394 1.570
● TAP686K010SCS 68 ± 10% 1.3 54J5607 2.280
● TAP107K010SCS 100 ± 10% 1 54J4516 2.930
● TAP107K010CCS 100 ± 10% 1 67C1917 2.930
● TAP157K010CCS 150 ± 10% 0.8 54J4715 5.790
● TAP227K010CCS 220 ± 10% 0.6 54J4993 7.150
● TAP337K010CCS 330 ± 10% 0.5 54J5224 7.150

VOLTAGE: 16 VDC

● TAP155K016SCS 1.5 ± 10% 10 54J4567 0.407
● TAP225K016SCS 2.2 ± 10% 8 32C8858 0.407
● TAP335K016SCS 3.3 ± 10% 6 54J5058 0.407
● TAP475K016SCS 4.7 ± 10% 5 07H2526 0.509
● TAP685K016SCS 6.8 ± 10% 4 54J5512 0.601
● TAP106K016CCS 10 ± 10% 3.2 25C7633 0.616
● TAP106K016SCS 10 ± 10% 3.2 73C2825 0.616
● TAP156K016SCS 15 ± 10% 2.5 54J4642 0.817
● TAP226K016CCS 22 ± 10% 2 97C8644 0.817
● TAP226K016SCS 22 ± 10% 2 97C5281 0.817
● TAP336K016SCS 33 ± 10% 1.6 54J5163 1.570
● TAP476K016SCS 47 ± 10% 1.3 97C5283 2.420
● TAP686K016SCS 68 ± 10% 1 54J5611 2.930
● TAP686K016CCS 68 ± 10% 1 83H1170 2.930
● TAP157K016CCS 150 ± 10% 0.6 54J4719 7.150
● TAP227K016CCS 220 ± 10% 0.5 54J4996 8.780

VOLTAGE: 20 VDC

● TAP105K020SCS 1 ± 10% 10 54J4318 0.407
● TAP225K020SCS 2.2 ± 10% 7 35K1046 0.469
● TAP475K020SCS 4.7 ± 10% 4.5 54J5299 0.555
● TAP106K020SCS 10 ± 10% 2.9 54J4427 0.770
● TAP156K020SCS 15 ± 10% 2.3 54J4649 0.832
● TAP226K020SCS 22 ± 10% 1.8 54J4906 1.540
● TAP336K020SCS 33 ± 10% 1.4 54J5170 2.220
● TAP476K020CCS 47 ± 10% 1.2 39C4025 2.750
● TAP686K020CCS 68 ± 10% 0.9 54J5612 6.230
● TAP107K020CCS 100 ± 10% 0.6 67H3509 7.150

VOLTAGE: 25 VDC

● TAP105K025SCS 1 ± 10% 10 97C5277 0.407
● TAP155K025SCS 1.5 ± 10% 8 29H4193 0.407
● TAP225K025SCS 2.2 ± 10% 6 80H9199 0.509
● TAP335K025SCS 3.3 ± 10% 5 97H3950 0.509
● TAP475K025SCS 4.7 ± 10% 4 50H7812 0.601
● TAP685K025SCS 6.8 ± 10% 3.1 73H0996 0.817
● TAP106K025CCS 10 ± 10% 2.5 23H0246 0.817
● TAP106K025SCS 10 ± 10% 2.5 49H5409 0.817
● TAP106M025SCS 10 ± 20% 2.5 26H0166 0.786
● TAP156K025SCS 15 ± 10% 2 88H2617 1.740
● TAP226K025SCS 22 ± 10% 1.5 54J4916 2.280
● TAP226K025CCS 22 ± 10% 1.5 54J4910 2.280
● TAP336K025SCS 33 ± 10% 1.2 88H2627 2.910
● TAP336K025CCS 33 ± 10% 1.2 54J5172 2.910
● TAP476K025CCS 47 ± 10% 1 35K1048 4.410
● TAP476K025SCS 47 ± 10% 1 54J5413 4.410
● TAP686K025CCS 68 ± 10% 0.8 54J5614 7.150

VOLTAGE: 35 VDC

● TAP104K035SCS 0.1 ± 10% 26 13H6339 0.407
● TAP154K035SCS 0.15 ± 10% 21 54J4552 0.407
● TAP224K035SCS 0.22 ± 10% 17 97C7095 0.407
● TAP334K035SCS 0.33 ± 10% 15 54J5011 0.407
● TAP474K035SCS 0.47 ± 10% 13 07H3641 0.407
● TAP684K035SCS 0.68 ± 10% 10 54J5477 0.407
● TAP105K035CCS 1 ± 10% 8 07H7519 0.407
● TAP105K035SCS 1 ± 10% 8 81C8671 0.407
● TAP105M035SCS 1 ± 20% 8 54J4375 0.401
● TAP155K035SCS 1.5 ± 10% 6 92C1697 0.469
● TAP225K035SCS 2.2 ± 10% 5 81H0636 0.530
● TAP225K035CCS 2.2 ± 10% 5 86H6933 0.530
● TAP335K035SCS 3.3 ± 10% 4 07H9487 0.632
● TAP335K035CCS 3.3 ± 10% 4 54J5078 0.632
● TAP475K035CCS 4.7 ± 10% 3 03H3177 0.678
● TAP685K035SCS 6.8 ± 10% 2.5 06H1971 0.786

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

ESR
(Ω)

Tape Cut

Stock No.
Price Each

1-99
● TAP685K035CCS 6.8 ± 10% 2.5 54J5529 0.786
● TAP106K035CCS 10 ± 10% 2 27C7546 1.310
● TAP106M035SCS 10 ± 20% 2 61H4648 1.280
● TAP156K035SCS 15 ± 10% 1.6 92H6108 2.750
● TAP226K035CCS 22 ± 10% 1.3 54J4918 2.750
● TAP226K035SCS 22 ± 10% 1.3 54J4923 2.750
● TAP336K035CCS 33 ± 10% 1 06H1846 4.810
● TAP476K035CCS 47 ± 10% 0.8 79C3962 7.150

VOLTAGE: 50 VDC

● TAP104K050SCS 0.1 ± 10% 26 65H4777 0.456
● TAP224K050SCS 0.22 ± 10% 17 96H6638 0.456
● TAP334K050SCS 0.33 ± 10% 15 90C1140 0.456
● TAP474K050SCS 0.47 ± 10% 13 54J5249 0.509
● TAP684K050SCS 0.68 ± 10% 10 54J5481 0.509
● TAP105K050SCS 1 ± 10% 8 07H6435 0.509
● TAP105K050CCS 1 ± 10% 8 54J4339 0.509
● TAP225K050SCS 2.2 ± 10% 3.5 90C1141 0.817
● TAP335K050SCS 3.3 ± 10% 3 54J5090 0.894
● TAP475K050SCS 4.7 ± 10% 2.5 97C7030 1.130
● TAP685K050SCS 6.8 ± 10% 2 54J5541 2.650
● TAP106K050SCS 10 ± 10% 1.6 38H9224 4.620
● TAP106K050CCS 10 ± 10% 1.6 83C8286 4.620
● TAP226K050CCS 22 ± 10% 1 54J4925 8.320

(87943)

Case Size

All T350 T352 T353 T354 T355 T356
Diameter

(D)
Height

(H)
A 0.175″ 0.280″ 0.400″ 0.400″ 0.340″ 0.340″ 0.340″
B 0.175″ 0.300″ 0.410″ 0.410″ 0.350″ 0.350″ 0.350″
C 0.196″ 0.330″ 0.440″ 0.440″ 0.380″ 0.380″ 0.390″
D 0.186″ 0.340″ 0.450″ 0.450″ 0.390″ 0.390″ 0.390″
E 0.216″ 0.350″ 0.460″ 0.460″ 0.400″ 0.400″ 0.400″
F 0.236″ 0.390″ 0.500″ 0.500″ 0.440″ 0.440″ 0.440″
G 0.250″ 0.400″ 0.510″ 0.510″ 0.450″ 0.450″ 0.450″
H 0.300″ 0.400″ 0.520″ 0.520″ 0.470″ 0.470″ 0.470″
J* 0.330″ 0.500″ … 0.580″ 0.550″ … 0.550″
K* 0.350″ 0.530″ … 0.630″ 0.610″ … 0.610″
L* 0.350″ 0.630″ … 0.730″ 0.710″ … 0.710″
M* 0.400″ 0.670″ … 0.760″ 0.740″ … 0.740″

T35X SERIES CONFORMALLY
COATED TANTALUM CAPACITORS

T350 T353

T354 T355 T356

* T350 series case sizes A-H have 0.100″ lead spacing; case sizes J-M have 0.200″ lead spacing.

T352

Features
• Miniature, Dipped Solid Tantalum Capacitors
• Ideal for Use in Filtering, Bypass, Coupling, Blocking and RC Timing
• Available with Sn<Pb terminations and RoHS Compliant.
Specifications
• Tolerance: (Indicated in Mfg. Part No.): K: ±10%; M: ±20%; J: ±5%
• Operating Temperature: -55°C to +125°C
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T35X SERIES CONFORMALLY COATED TANTALUM CAPACITORS (CONT.) T35X SERIES CONFORMALLY COATED TANTALUM CAPACITORS (CONT.)

Mfg. Part No. Series
Case
Size

Cap.
(μF)

Tol.
+/- % Stock No.

Price Each
1-24 25-99

● T356A475K006AT T356 A 4.7 ± 10% 70K8908 0.484 0.418
● T356A685K006AT T356 A 6.8 ± 10% 70K8911 0.597 0.516
● T356B106K006AT T356 B 10 ± 10% 70K8912 0.420 0.380
● T356C156K006AT T356 C 15 ± 10% 70K8919 0.827 0.715
● T356D226K006AT T356 D 22 ± 10% 70K8921 0.979 0.846
● T356E336K006AT T356 E 33 ± 10% 70K8927 1.050 0.900
● T356F476K006AT T356 F 47 ± 10% 57K8072 0.670 0.600
● T356G686K006AT T356 G 68 ± 10% 70K8935 1.380 1.190
● T356H107K006AT T356 H 100 ± 10% 70K8936 1.860 1.670
● T356J157K006AT T356 J 150 ± 10% 70K8941 2.380 2.140

VOLTAGE: 10VDC @ 85°C, 7VDC @ 125 °C

● T356A225K010AT T356 A 2.2 ± 10% 70K8902 0.597 0.516
● T356A335K010AT T356 A 3.3 ± 10% 70K8905 0.597 0.516
● T350A475K010AT T350 A 4.7 ± 10% 57K9280 0.350 0.300
● T356A475K010AT T356 A 4.7 ± 10% 70K8909 0.340 0.310
● T356B685K010AT T356 B 6.8 ± 10% 70K8917 0.827 0.715
● T350C106K010AT T350 C 10 ± 10% 57K9288 0.560 0.520
● T352C106K010AT T352 C 10 ± 10% 70K8880 0.909 0.786
● T356C106K010AT T356 C 10 ± 10% 70K8918 0.470 0.430
● T356E156K010AT T356 E 15 ± 10% 70K8924 0.979 0.846
● T356E226K010AT T356 E 22 ± 10% 70K8926 1.100 0.951
● T350F336K010AT T350 F 33 ± 10% 57K9303 0.880 0.750
● T352F336K010AT T352 F 33 ± 10% 70K8884 0.730 0.660
● T356F336K010AT T356 F 33 ± 10% 70K8931 0.740 0.660
● T356H476K010AT T356 H 47 ± 10% 70K8937 1.300 1.170
● T356H686K010AT T356 H 68 ± 10% 70K8938 3.250 2.810
● T350J107K010AT T350 J 100 ± 10% 57K9319 2.560 2.240
● T356J107K010AT T356 J 100 ± 10% 70K8939 2.850 2.650

VOLTAGE: 16VDC @ 85°C, 10VDC @ 125 °C

● T356A155K016AT T356 A 1.5 ± 10% 70K8898 0.597 0.516
● T350A225K016AT T350 A 2.2 ± 10% 53K0644 0.410 0.360
● T356A225K016AT T356 A 2.2 ± 10% 57K9399 0.340 0.310
● T356A335K016AT T356 A 3.3 ± 10% 70K8906 0.597 0.516
● T356B475K016AT T356 B 4.7 ± 10% 57K9402 0.460 0.410
● T356C685K016AT T356 C 6.8 ± 10% 70K8920 0.858 0.742
● T350E106K016AT T350 E 10 ± 10% 43K4267 0.480 0.420
● T350E106M016AT T350 E 10 ± 20% 43K4271 0.980 0.660
● T352E106K016AT T352 E 10 ± 10% 70K8882 0.520 0.470
● T354E106K016AT T354 E 10 ± 10% 57K9370 1.250 0.840
● T356E106K016AT T356 E 10 ± 10% 43K4306 0.480 0.420
● T356E156K016AT T356 E 15 ± 10% 70K8925 0.670 0.600
● T350F226K016AT T350 F 22 ± 10% 57K9301 0.790 0.680
● T351F226K016AT T351 F 22 ± 10% 57K9354 1.660 1.110
● T352F226K016AT T352 F 22 ± 10% 70K8883 1.110 0.900
● T354F226K016AT T354 F 22 ± 10% 57K9374 1.660 1.110
● T355F226K016AT T355 F 22 ± 10% 57K9395 1.660 1.110
● T356F226K016AT T356 F 22 ± 10% 57K9408 0.730 0.640
● T356H336K016AT T356 H 33 ± 10% 57K8078 1.550 1.350
● T350J476K016AT T350 J 47 ± 10% 57K9324 2.370 1.860
● T356J476K016AT T356 J 47 ± 10% 57K8088 2.240 1.860
● T350K686K016AT T350 K 68 ± 10% 57K9333 2.850 2.650
● T356K686K016AT T356 K 68 ± 10% 57K9422 2.850 2.650
● T350L107K016AT T350 L 100 ± 10% 57K9335 6.120 5.920
● T356L107K016AT T356 L 100 ± 10% 57K8091 5.580 4.890

VOLTAGE: 20VDC @ 85°C, 13VDC @ 125 °C

● T350E106K020AT T350 E 10 ± 10% 57K9295 0.750 0.660
● T355E106K020AT T355 E 10 ± 10% 57K9392 1.570 1.050
● T356E106K020AT T356 E 10 ± 10% 57K9406 0.620 0.550
● T350G226K020AT T350 G 22 ± 10% 68K6625 1.710 1.500
● T350K476K020AT T350 K 47 ± 10% 70K8878 2.720 2.380
● T354K476K020AT T354 K 47 ± 10% 57K9382 5.700 3.800
● T350M107K020AT T350 M 100 ± 10% 57K9342 7.010 6.810
● T353M107K020AT T353 M 100 ± 10% 57K9365 15.210 10.140
● T354M107K020AT T354 M 100 ± 10% 57K9385 15.210 10.140
● T356M107K020AT T356 M 100 ± 10% 57K9425 7.010 6.810

VOLTAGE: 25VDC @ 85°C, 16.5VDC @ 125 °C

● T350A105K025AT T350 A 1 ± 10% 57K9269 0.410 0.360
● T352A105K025AT T352 A 1 ± 10% 70K8879 0.340 0.310
● T356A105K025AT T356 A 1 ± 10% 57K8051 0.340 0.310
● T356A155K025AT T356 A 1.5 ± 10% 70K8899 0.597 0.516
● T350B225K025AT T350 B 2.2 ± 10% 43K4253 0.500 0.420
● T356B225K025AT T356 B 2.2 ± 10% 43K4292 0.390 0.250
● T356B335K025AT T356 B 3.3 ± 10% 70K8914 0.420 0.380

VOLTAGE: 25VDC @ 85°C, 16.5VDC @ 125 °C

Mfg. Part No. Series
Case
Size

Cap.
(μF)

Tol.
+/- % Stock No.

Price Each
1-24 25-99

● T356C475K025AT T356 C 4.7 ± 10% 43K4302 0.550 0.480
● T356E685K025AT T356 E 6.8 ± 10% 70K8929 1.170 1.010
● T350E106K025AT T350 E 10 ± 10% 43K4269 0.670 0.590
● T350E106M025AT T350 E 10 ± 20% 43K4273 1.140 0.760
● T352E106K025AT T352 E 10 ± 10% 57K9359 1.480 0.980
● T353E106K025AT T353 E 10 ± 10% 70K8888 0.980 0.800
● T354E106K025AT T354 E 10 ± 10% 57K9372 1.480 0.980
● T355E106K025AT T355 E 10 ± 10% 57K9393 1.480 0.980
● T356E106K025AT T356 E 10 ± 10% 43K4308 0.790 0.680
● T356G156K025AT T356 G 15 ± 10% 70K8933 1.430 1.280
● T350H226K025AT T350 H 22 ± 10% 57K9312 2.220 1.890
● T352H226K025AT T352 H 22 ± 10% 70K8887 3.580 3.090
● T354H226K025AT T354 H 22 ± 10% 57K9378 4.710 3.140
● T356H226K025AT T356 H 22 ± 10% 57K9412 2.220 1.890
● T350K476K025AT T350 K 47 ± 10% 57K9330 4.340 4.140
● T354K476K025AT T354 K 47 ± 10% 57K9383 9.140 6.090
● T356K476K025AT T356 K 47 ± 10% 52K6322 4.340 4.140

VOLTAGE: 35VDC @ 85°C, 23VDC @ 125 °C

● T350A104K035AT T350 A 0.1 ± 10% 57K9266 0.410 0.360
● T356A104K035AT T356 A 0.1 ± 10% 70K8893 0.340 0.310
● T356A154K035AT T356 A 0.15 ± 10% 70K8895 0.597 0.516
● T356A224K035AT T356 A 0.22 ± 10% 70K8900 0.597 0.516
● T356A334K035AT T356 A 0.33 ± 10% 70K8903 0.597 0.516
● T356A474K035AT T356 A 0.47 ± 10% 70K8907 0.340 0.310
● T356A684K035AT T356 A 0.68 ± 10% 70K8910 0.597 0.516
● T350A105K035AT T350 A 1 ± 10% 43K4245 0.410 0.360
● T350A105M035AT T350 A 1 ± 20% 43K4247 0.600 0.400
● T351A105M035AT T351 A 1 ± 20% 57K8026 0.597 0.516
● T352A105K035AT T352 A 1 ± 10% 57K9358 0.700 0.460
● T354A105K035AT T354 A 1 ± 10% 57K9366 0.440 0.390
● T355A105K035AT T355 A 1 ± 10% 57K9389 0.700 0.460
● T356A105K035AT T356 A 1 ± 10% 43K4288 0.410 0.370
● T356B155K035AT T356 B 1.5 ± 10% 70K8913 0.679 0.587
● T350C225K035AT T350 C 2.2 ± 10% 43K4261 0.470 0.420
● T352C225K035AT T352 C 2.2 ± 10% 70K8881 0.470 0.420
● T354C225K035AT T354 C 2.2 ± 10% 57K9369 0.680 0.560
● T356C225K035AT T356 C 2.2 ± 10% 43K4298 0.480 0.430
● T350D335K035AT T350 D 3.3 ± 10% 57K9293 0.630 0.600
● T356D335K035AT T356 D 3.3 ± 10% 70K8922 0.530 0.470
● T350E475K035AT T350 E 4.7 ± 10% 43K4275 0.670 0.580
● T352E475K035AT T352 E 4.7 ± 10% 57K9360 1.390 0.920
● T353E475K035AT T353 E 4.7 ± 10% 70K8889 0.580 0.520
● T354E475K035AT T354 E 4.7 ± 10% 57K9373 1.390 0.920
● T355E475K035AT T355 E 4.7 ± 10% 57K9394 1.390 0.920
● T356E475K035AT T356 E 4.7 ± 10% 43K4314 0.670 0.580
● T350F685K035AT T350 F 6.8 ± 10% 43K4282 0.670 0.590
● T352F685K035AT T352 F 6.8 ± 10% 70K8885 1.050 0.850
● T356F685K035AT T356 F 6.8 ± 10% 57K9409 0.630 0.570
● T350G106K035AT T350 G 10 ± 10% 43K4284 1.070 0.930
● T350G106M035AT T350 G 10 ± 20% 57K9306 2.100 1.400
● T352G106K035AT T352 G 10 ± 10% 70K8886 1.750 1.420
● T353G106K035AT T353 G 10 ± 10% 57K9363 2.630 1.750
● T354G106K035AT T354 G 10 ± 10% 57K9376 2.630 1.750
● T355G106K035AT T355 G 10 ± 10% 57K9397 2.630 1.750
● T356G106K035AT T356 G 10 ± 10% 57K9411 1.070 1.000
● T356G106J035AT T356 G 10 ± 5% 70K8932 2.440 2.110
● T356J156K035AT T356 J 15 ± 10% 70K8940 2.240 2.020
● T350K226K035AT T350 K 22 ± 10% 57K9328 2.680 2.480
● T353K226K035AT T353 K 22 ± 10% 70K8891 3.730 3.030
● T354K226K035AT T354 K 22 ± 10% 57K9381 3.590 3.140
● T356K226K035AT T356 K 22 ± 10% 57K9419 2.430 2.130
● T350M476K035AT T350 M 47 ± 10% 57K9346 7.010 6.810
● T353M476K035AT T353 M 47 ± 10% 70K8892 8.620 7.000
● T354M476K035AT T354 M 47 ± 10% 57K9387 12.920 8.620
● T356M476K035AT T356 M 47 ± 10% 57K9427 7.010 6.810

VOLTAGE: 50VDC @ 85°C, 33VDC @ 125 °C

● T356A104K050AT T356 A 0.1 ± 10% 70K8894 0.656 0.567
● T356A154K050AT T356 A 0.15 ± 10% 70K8896 0.656 0.567
● T356A224K050AT T356 A 0.22 ± 10% 70K8901 0.380 0.340
● T356A334K050AT T356 A 0.33 ± 10% 70K8904 0.656 0.567
● T356B474K050AT T356 B 0.47 ± 10% 70K8915 0.738 0.637
● T356B684K050AT T356 B 0.68 ± 10% 70K8916 0.738 0.637
● T350B105K050AT T350 B 1 ± 10% 57K9283 0.500 0.450

VOLTAGE: 6.3VDC @ 85°C, 4VDC @ 125 °C
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TANTALUM CAPACITORS

TDC AND TDL SERIES EPOXY-DIPPED SOLID TANTALUM ELECTROLYTIC
CAPACITORS (CONT.)

T35X SERIES CONFORMALLY COATED TANTALUM CAPACITORS (CONT.)

CASE DIMENSIONS

Case
Size

H
(mm)

D
(mm)

L
(mm)

S
(mm)

d
(mm)

A 0.28’’
(7.0)

0.18’’
(4.5)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

B 0.30’’ 
(7.5)

0.18’’
(4.5)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’
(0.55 ±0.05)

C 0.33’’ 
(8.5)

0.20’’
(5.0)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

D 0.35’’ 
(9.0)

0.20’’
(5.0)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

E 0.35’’
(9.0)

0.22’’
(5.5)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

F 0.39’’ 
(10.0)

0.24’’
(6.0)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

G 0.39’’ 
(10.0)

0.26’’
(6.5)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

H 0.41’’
(10.5)

0.28’’
(7.0)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’
(0.55 ±0.05)

J 0.51’’
(13.0)

0.31’’
(8.0)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

K 0.55’’
(14.0)

0.33’’
(8.5)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

L 0.55’’
(14.0)

0.35’’
(9.0)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

M 0.57’’
(14.5)

0.35’’
(9.0)

0.630’’ ±0.160’’
(16 ±4)

0.100’’ ±0.020’’
(2.5 ±0.5)

0.020’’ ±0.002’’
(0.55 ±0.05)

N 0.63’’
(10.5)

0.35’’
(9.0)

0.630’’ ±0.160’’ 
(16 ±4)

0.100’’ ±0.020’’ 
(2.5 ±0.5)

0.020’’ ±0.002’’ 
(0.55 ±0.05)

Case Lead
Case
Size

Diameter
Max.

Height
Max. Code Space(s) Diameter AWG

E 0.175″ (4.45) 0.350″ (8.89) N 0.125″ (3.18) 0.020″ (0.508) 24
F 0.250″ (6.35) 0.500″ (12.70) N 0.125″ (3.18) 0.020″ (0.508) 24
G 0.350″ (8.89) 0.650″ (16.51) W 0.250″ (6.35) 0.020″ (0.508) 22

Capacitor kits available: go online or call.

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-9 10-24 25-49 50-99

VOLTAGE: 10 VDC

● TDC336K010NSF-F 33 F 81F4034 1.330 1.110 0.990 0.893
● TDC107K010WSG-F 100 G 75M8151 4.290 3.580 3.210 2.890
● TDC227K010WSG-F 220 G 75M8167 10.530 8.780 7.860 7.090

VOLTAGE: 15 VDC

● TDC106M015NSF-F 10 F 51M0935 1.280 1.070 0.952 0.859
VOLTAGE: 20 VDC

● TDC225K020NSE-F 2.2 E 75M8157 0.561 0.468 0.419 0.378
● TDC475K020NSE-F 4.7 E 75M8176 0.852 0.710 0.637 0.574
● TDC106K020NSF-F 10 F 47M1537 1.120 0.934 0.837 0.755
● TDC226K020NSF 22 F 08C2768 2.300 1.920 1.720 1.550
● TDC336K020WSG-F 33 G 75M8171 2.980 2.490 2.230 2.010
● TDC476K020WSG-F 47 G 27M1931 4.040 3.360 3.010 2.720
● TDC107K020WSG-F 100 G 75M8152 9.570 7.980 7.150 6.450

VOLTAGE: 25 VDC

● TDC106M025NSF-F 10 F 75M8150 1.040 0.863 0.773 0.697
● TDC106K025NSF-F 10 F 06M3361 1.200 0.998 0.894 0.806
● TDC226K025NSF-F 22 F 48M6057 3.350 2.790 2.500 2.260
● TDC226M025NSF-F 22 F 75M8165 5.620 4.680 4.200 3.780
● TDC336K025WSG-F 33 G 75M8172 4.290 3.580 3.210 2.890
● TDC476K025WSG-F 47 G 75M8181 6.120 5.100 4.570 4.120
● TDC686K025WSG-F 68 G 75M8187 10.530 8.780 7.860 7.090

VOLTAGE: 35 VDC

● TDC334K035NSE-F 0.33 E 52M9418 0.618 0.515 0.462 0.417
● TDC105K035NSE-F 1 E 87K0076 0.618 0.515 0.462 0.417
● TDC225K035NSE-F 2.2 E 75M8159 0.690 0.575 0.516 0.465
● TDC335K035NSF 3.3 F 81F4054 1.140 0.950 0.852 0.768
● TDC475K035NSF-F 4.7 F 32M6237 1.020 0.843 0.755 0.681
● TDC685K035NSF-F 6.8 F 40M7689 1.040 0.863 0.773 0.697
● TDC106K035NSF-F 10 F 28M4495 1.930 1.610 1.440 1.300
● TDC106M035NSF-F 10 F 51M0937 1.800 1.500 1.340 1.210
● TDC106K035WSF-F 10 F 75M8149 2.120 1.770 1.590 1.430
● TDC156K035WSG-F 15 G 75M8156 4.040 3.360 3.010 2.720

• Solid Tantalum Constuction
• Flame Retardant with epoxy

coating that meets UL94V-0
• Operating Temperature

Range: -55°C ∼ +125°C
• Positive Polarity is

designated by I and/or +

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-9 10-24 25-49 50-99

● TDC226K035WSG-F 22 G 31M8339 4.040 3.360 3.010 2.720
● TDC476K035WSG-F 47 G 62M3446 10.480 8.740 7.830 7.060

VOLTAGE: 50 VDC

● TDC474K050NSE-F 0.47 E 75M8174 0.759 0.633 0.567 0.511
● TDC105K050NSE-F 1 E 75M8144 0.759 0.633 0.567 0.511
● TDC105M050NSE-F 1 E 75M8147 0.699 0.583 0.522 0.471
● TDC475K050NSF 4.7 F 46F2434 1.510 1.260 1.130 1.020
● TDC106K050WSG-F 10 G 36M2390 6.840 5.700 5.110 4.610
● TDC226K050WSG-F 22 G 03M5805 12.210 10.180 9.120 8.230

Features:

Case Lead
Case
Size Diameter Height Code Space(s) Diameter AWG

A 0.18″ (4.57) 0.28″ (7.11) S1 0.100″ (2.54) 0.020″ (0.508) 24
B 0.20″ (5.08) 0.30″ (7.62) S1 0.100″ (2.54) 0.020″ (0.508) 24
C 0.26″ (6.60) 0.36″ (9.14) S1 0.100″ (2.54) 0.020″ (0.508) 24
D 0.34″ (8.64) 0.40″ (10.16) S1 0.100″ (2.54) 0.020″ (0.508) 24
E 0.40″ (10.16) 0.56″ (14.22) M1 0.200″ (5.08) 0.020″ (0.508) 24

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each 
1-9 10-24 25-49 50-99

VOLTAGE: 6.3 VDC

● TDL107K006S1D-F 100 D 44F1170 3.430 2.860 2.560 2.310
VOLTAGE: 25 VDC

● TDL106K025S1C-F 10 C 75M8197 1.170 0.975 0.873 0.788
VOLTAGE: 35 VDC

● TDL105K035S1B-F 1 B 75M8190 0.681 0.568 0.509 0.459
● TDL106K035S1D-F 10 D 75M8199 2.120 1.770 1.590 1.430
● TDL106M035S1D-F 10 D 87K6943 1.800 1.500 1.340 1.210

(7140)

VOLTAGE: 50VDC @ 85°C, 33VDC @ 125 °C

Mfg. Part No. Series
Case
Size

Cap.
(μF)

Tol.
+/- % Stock No.

Price Each
1-24 25-99

● T356B105K050AT T356 B 1 ± 10% 57K9400 0.500 0.450
● T356E155K050AT T356 E 1.5 ± 10% 70K8923 1.100 0.951
● T356E225K050AT T356 E 2.2 ± 10% 57K8067 0.790 0.600
● T356G475K050AT T356 G 4.7 ± 10% 70K8934 0.920 0.830
● T356J685K050AT T356 J 6.8 ± 10% 70K8942 3.780 3.270
● T350K106K050AT T350 K 10 ± 10% 57K9326 4.560 4.000
● T353K106K050AT T353 K 10 ± 10% 70K8890 6.550 5.320
● T354K106K050AT T354 K 10 ± 10% 57K9380 9.820 6.550
● T356K106K050AT T356 K 10 ± 10% 57K9417 4.560 4.360

TDC AND TDL SERIES EPOXY-
DIPPED SOLID TANTALUM
ELECTROLYTIC CAPACITORS

(7367)

TDC Cases E, F, G; W Lead

DIPPED TANTALUM
ELECTROLYTIC CAPACITORS

TDC Cases E, F; N Lead TDL Cases A-E

TDC SERIES DIMENSIONS

TDC SERIES

TDL SERIES DIMENSIONS

TDL SERIES

Features
• Tough Plastic Cases
• UL94V0 Flammability Rating
• Temperature Stable

Specifications
• Tolerance: Indicated by 7th digit in Mfg. Part

No. K = ±10%, M = ±20%
• Operating Temperature: -55°C to +125°C
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TANTALUM CAPACITORS

MCTAR SERIES RADIAL LEAD SOLID TANTALUM CAPACITORS (CONT.)DIPPED TANTALUM ELECTROLYTIC CAPACITORS (CONT.)

Case Size Diameter D (Max.) Length L (Max.) Seated Height H (Max.)*
A 0.177 (4.40) 0.280 (7.11) 0.340 (8.64)
B 0.196 (5.00) 0.300 (7.62) 0.360 (9.14)
C 0.216 (5.50) 0.360 (9.14) 0.420 (10.67)
D 0.236 (6.00) 0.400 (10.16) 0.460 (11.68)
E 0.340 (8.60) 0.492 (12.50) 0.552 (14.02)
F 0.380 (9.60) 0.650 (16.50) 0.710 (18.03)

Mfg. Part No.
Cap.
(μF)

Case
Size Tol.

Tape Cut

Stock No.
Price Each

1-24
● 199D106X96R3B1V1E3 10 B ± 10% 99M0568 0.585
● 199D476X96R3D1V1E3 47 D ± 10% 99M0603 0.929

VOLTAGE: 10 VDC, 13 VDC SURGE

● 199D475X9010A1V1E3 4.7 A ± 10% 99M0594 0.482
● 199D106X9010B1V1E3 10 B ± 10% 99M0561 0.654

VOLTAGE: 16 VDC, 20 VDC SURGE

● 199D225X9016A1V1E3 2.2 A ± 10% 99M0579 0.482
● 199D475X9016B1V1E3 4.7 B ± 10% 99M0595 0.508
● 199D685X9016B1V1E3 6.8 B ± 10% 75M2024 0.634
● 199D106X9016C1V1E3 10 C ± 10% 99M0562 0.757
● 199D106X0016C1V1E3 10 C ± 20% 99M0558 0.757
● 199D226X9016D1V1E3 22 D ± 10% 99M0586 0.929
● 199D226X0016D1V1E3 22 D ± 20% 99M0583 0.929
● 199D336X9016D1V1E3 33 D ± 10% 99M0591 1.830
● 199D107X9016F6V1E3 100 F ± 10% 99M0569 7.400

VOLTAGE: 20 VDC, 26 VDC SURGE

● 199D106X9020C1V1E3 10 C ± 10% 39M3444 0.825
● 199D106X9020CYV1E3 10 C ± 10% 99M0563 0.998
● 199D156X9020D1V1E3 15 D ± 10% 99M0574 0.964

199D226X9020D1V1 22 D ± 10% 49C6184 1.680
● 199D476X9020E6V1E3 47 E ± 10% 99M0601 3.270
● 199D107X9020F6V1E3 100 F ± 10% 99M0570 8.500

VOLTAGE: 25 VDC, 33 VDC SURGE

● 199D105X9025A1V1E3 1 A ± 10% 99M0554 0.444
● 199D105X0025A1V1E3 1 A ± 20% 99M0552 0.482
● 199D155X9025A1V1E3 1.5 A ± 10% 99M0572 0.482
● 199D225X9025A1V1E3 2.2 A ± 10% 99M0580 0.413
● 199D225X0025A1V1E3 2.2 A ± 20% 99M0577 0.482
● 199D475X9025B1V1E3 4.7 B ± 10% 99M0596 0.688
● 199D685X9025C1V1E3 6.8 C ± 10% 99M0605 0.856
● 199D106X9025C1V1E3 10 C ± 10% 77M8063 0.825
● 199D106X0025C1V1E3 10 C ± 20% 99M0559 0.929
● 199D106X9025CYV1E3 10 C ± 10% 99M0564 1.040
● 199D226X9025D1V1E3 22 D ± 10% 99M0587 2.690
● 199D226X0025D1V1E3 22 D ± 20% 99M0584 2.690
● 199D336X9025E6V1E3 33 E ± 10% 99M0592 2.980

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each

1-9 10-99
100-
999

● MCDT10K6R3-1-RH 10 ± 10% B 80K9124 0.354 0.305 0.239
● MCDT15K6R3-1-RH 15 ± 10% C 80K9129 0.358 0.309 0.242
● MCDT47M6R3-1-RH 47 ± 20% F 80K9152 0.695 0.599 0.470
● MCDT100M6R3-1-RH 100 ± 20% H 80K9127 1.500 1.290 1.010

VOLTAGE: 10 VDC

● MCDT4R7K10-1-RH 4.7 ± 10% A 80K9144 0.337 0.290 0.228
● MCDT10K10-1-RH 10 ± 10% C 80K9120 0.384 0.331 0.260
● MCDT47K10-1-RH 47 ± 10% G 80K9149 0.980 0.845 0.663
● MCDT68M10-1-RH 68 ± 20% H 80K9156 1.500 1.290 1.010
● MCDT100M10-2-RH* 100 ± 20% K 80K9126 2.090 1.800 1.420

VOLTAGE: 16 VDC

● MCDT1K16-1-RH 1 ± 10% A 80K9118 0.273 0.235 0.185
● MCDT2R2K16-1-RH 2.2 ± 10% A 80K9131 0.273 0.235 0.185
● MCDT3R3K16-1-RH 3.3 ± 10% A 80K9138 0.316 0.272 0.214
● MCDT4R7K16-1-RH 4.7 ± 10% A 80K9145 0.350 0.301 0.237
● MCDT10K16-1-RH 10 ± 10% C 80K9121 0.384 0.331 0.260
● MCDT22K16-1-RH 22 ± 10% F 80K9135 0.767 0.661 0.519
● MCDT33K16-1-RH 33 ± 10% F 80K9141 0.980 0.845 0.663
● MCDT47M16-1-RH 47 ± 20% H 80K9150 1.370 1.180 0.922

VOLTAGE: 25 VDC

● MCDT2R2K25-1-RH 2.2 ± 10% A 80K9132 0.324 0.279 0.219
● MCDT4R7K25-1-RH 4.7 ± 10% C 80K9146 0.422 0.364 0.286
● MCDT6R8K25-1-RH 6.8 ± 10% D 80K9153 0.554 0.478 0.375
● MCDT10K25-1-RH 10 ± 10% E 80K9122 0.618 0.533 0.418
● MCDT15K25-1-RH 15 ± 10% F 80K9128 0.959 0.826 0.648
● MCDT22M25-1-RH 22 ± 20% H 80K9136 1.370 1.180 0.922
● MCDT33M25-2-RH* 33 ± 20% J 80K9142 1.790 1.550 1.210
● MCDT47M25-2-RH* 47 ± 20% M 80K9151 3.030 2.610 2.050
● MCDT68M25-2-RH* 68 ± 20% N 80K9157 3.630 3.120 2.450

VOLTAGE: 35 VDC

● MCDTR10M35-1-RH 0.1 ± 20% A 80K9110 0.299 0.257 0.202
● MCDTR15M35-1-RH 0.15 ± 20% A 80K9112 0.299 0.257 0.202
● MCDTR22M35-1-RH 0.22 ± 20% A 80K9113 0.299 0.257 0.202
● MCDTR47M35-1-RH 0.47 ± 20% A 80K9115 0.299 0.257 0.202
● MCDTR68M35-1-RH 0.68 ± 20% A 80K9117 0.303 0.261 0.205
● MCDT1K35-1-RH 1 ± 10% A 80K9119 0.290 0.250 0.196
● MCDT2R2K35-1-RH 2.2 ± 10% B 80K9133 0.363 0.312 0.245
● MCDT3R3K35-1-RH 3.3 ± 10% C 80K9139 0.469 0.404 0.317
● MCDT4R7K35-1-RH 4.7 ± 10% E 80K9147 0.554 0.478 0.375
● MCDT6R8K35-1-RH 6.8 ± 10% F 80K9154 0.759 0.654 0.513
● MCDT10K35-1-RH 10 ± 10% F 80K9123 1.070 0.918 0.720
● MCDT15M35-1-RH 15 ± 20% H 80K9130 1.690 1.450 1.140
● MCDT22M35-2-RH* 22 ± 20% K 80K9137 2.450 2.110 1.660
● MCDT33M35-2-RH* 33 ± 20% M 80K9143 3.450 2.980 2.340

VOLTAGE: 50 VDC

● MCDTR10M50-1-RH 0.1 ± 20% A 80K9111 0.426 0.367 0.288
● MCDTR33M50-1-RH 0.33 ± 20% A 80K9114 0.409 0.353 0.277
● MCDTR47M50-1-RH 0.47 ± 20% A 80K9116 0.490 0.422 0.332
● MCDT2R2K50-1-RH 2.2 ± 10% E 80K9134 0.743 0.658 0.503
● MCDT3R3K50-1-RH 3.3 ± 10% F 80K9140 0.791 0.515 0.489
● MCDT4R7K50-1-RH 4.7 ± 10% G 80K9148 1.000 0.650 0.610
● MCDT10M50-2-RH* 10 ± 20% J 80K9125 3.630 3.120 2.450

Mnf. Part No.
Cap.
(uF)

Cap.
Tol.

ESR
(Ω) Stock No.

Price
1-249

● MCTAR10V106KB 10 ± 10% 5 97M4209 0.233
VOLTAGE: 16 VDC

● MCTAR16V106KC 10 ± 10% 3.2 97M4210 0.252
VOLTAGE: 25 VDC

● MCTAR25V105KA 1 ± 10% ... 97M4211 0.190
● MCTAR25V106KC 10 ± 10% 2.5 97M4212 0.426
● MCTAR25V106MC 10 ± 20% 2.5 97M4213 0.407
● MCTAR25V226MD 22 ± 20% ... 97M4214 0.871

VOLTAGE: 35 VDC

Mnf. Part No.
Cap.
(uF)

Cap.
Tol.

ESR
(Ω) Stock No.

Price
1-249

● MCTAR35V104KA 0.1 ± 10% 26 97M4215 0.194
● MCTAR35V105KA 1 ± 10% 8 97M4216 0.194
● MCTAR35V225KB 2.2 ± 10% 5 97M4218 0.291
● MCTAR35V475KD 4.7 ± 10% 3 97M4220 0.434
● MCTAR35V106KE 10 ± 10% 2 97M4217 0.716
● MCTAR35V226KG 22 ± 10% ... 97M4219 1.620

VOLTAGE: 50 VDC

● MCTAR50V104KA 0.1 ± 10% 26 97M4221 0.225
● MCTAR50V105KB 1 ± 10% 8 97M4222 0.426

(87979)

(115471)

VOLTAGE: 6.3 VDC, 8 VDC SURGE

MCTAR SERIES RADIAL
LEAD SOLID TANTALUM
CAPACITORS

VOLTAGE: 10 VDC

199D SERIES TANTALUM
ELECTROLYTIC CAPACITORS 

*Maximum seated height is identical to maximum length for units ordered with lead style ″A″

*Lead space: 0.200″ ±0.020’’ (5.0±1.0)

DIMENSIONS (mm)

Features

VOLTAGE: 6.3 VDC

• Low Leakage Current and Dissipation Factor
• Flame-Retardant Epoxy Coating
• Moisture-Resistant: Encapsulant Will Not Chip or Crack Under Temperature Extremes
Applications
• Ideal for Use in Commercial, Industrial and Consumer Equipment
Specifications
• Tolerance: X9 in mfg. part no.: ±10%, X0 in mfg. part no.: ±20%
• Dissipation Factor: +25°C @ 120Hz
• Operating Temperature: -55°C to +85°C ( to +125°C with Voltage Derating)
• Lead Style/Spacing: Indicated by 3rd from Last Digit in Mnf. Part No.

***Full tape on reel and 20% tolerance available: Go online or call.***
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TANTALUM CAPACITORS

T322 SERIES MOLDED SOLID TANTALUM CAPACITORS (CONT.)199D SERIES TANTALUM ELECTROLYTIC CAPACITORS (CONT.)

Case Size D(max.) L(max.) W
A 0.095″ 0.260″ 0.020″
B 0.110″ 0.290″ 0.020″
C 0.180″ 0.345″ 0.020″
D 0.180″ 0.420″ 0.020″
E 0.280″ 0.530″ 0.025″
F 0.300″ 0.710″ 0.025″

VOLTAGE: 25 VDC, 33 VDC SURGE

Mfg. Part No.
Cap.
(μF)

Case
Size Tol.

Tape Cut

Stock No.
Price Each

1-24
● 199D476X0025E6V1E3 47 E ± 20% 99M0599 5.230
● 199D686X9025F6V1E3 68 F ± 10% 19M8036 7.450

VOLTAGE: 35 VDC, 42 VDC SURGE

● 199D104X9035A1V1E3 0.1 A ± 10% 99M0551 0.482
● 199D154X9035A1V1E3 0.15 A ± 10% 99M0571 0.413
● 199D224X9035A1V1E3 0.22 A ± 10% 99M0576 0.482
● 199D334X9035A1V1E3 0.33 A ± 10% 23M2778 0.413
● 199D474X9035A1V1E3 0.47 A ± 10% 88M9670 0.444
● 199D474X0035A1V1E3 0.47 A ± 20% 19M0103 0.413
● 199D684X9035A1V1E3 0.68 A ± 10% 99M0604 0.482
● 199D105X9035A1V1E3 1 A ± 10% 99M0556 0.444
● 199D105X0035A1V1E3 1 A ± 20% 99M0553 0.444
● 199D105X9035A6V1E3 1 A ± 10% 99M0557 0.482
● 199D105X9035AYV1E3 1 A ± 10% 99M0555 0.516
● 199D155X9035A1V1E3 1.5 A ± 10% 99M0573 0.551
● 199D225X9035B1V1E3 2.2 B ± 10% 99M0581 0.571
● 199D225X0035B1V1E3 2.2 B ± 20% 99M0578 0.620
● 199D335X9035B1V1E3 3.3 B ± 10% 96M0270 0.634
● 199D475X9035C1V1E3 4.7 C ± 10% 99M0597 0.761
● 199D475X0035C1V1E3 4.7 C ± 20% 50M1895 0.761

199D475X9035CYV1 4.7 C ± 10% 30C8923 0.761
● 199D685X9035D1V1E3 6.8 D ± 10% 99M0606 0.856
● 199D106X9035D1V1E3 10 D ± 10% 99M0565 1.490
● 199D106X0035D1V1E3 10 D ± 20% 99M0560 1.620
● 199D106X9035D6V1E3 10 D ± 10% 99M0566 1.490
● 199D156X9035E6V1E3 15 E ± 10% 99M0575 3.270
● 199D226X9035E6V1E3 22 E ± 10% 99M0588 2.860
● 199D226X0035E6V1E3 22 E ± 20% 99M0585 3.270
● 199D336X9035F6V1E3 33 F ± 10% 99M0593 5.780
● 199D476X9035F6V1E3 47 F ± 10% 99M0602 8.500
● 199D476X0035F6V1E3 47 F ± 20% 99M0600 8.500

VOLTAGE: 50 VDC, 60 VDC SURGE

● 199D104X9050A1V1E3 0.1 A ± 10% 26M8435 0.516
● 199D224X9050A1V1E3 0.22 A ± 10% 75M2023 0.476
● 199D334X9050A1V1E3 0.33 A ± 10% 99M0590 0.585
● 199D105X9050B1V1E3 1 B ± 10% 34M2545 0.523
● 199D225X9050C1V1E3 2.2 C ± 10% 99M0582 0.929
● 199D475X9050D1V1E3 4.7 D ± 10% 99M0598 1.310
● 199D106X9050F6V1E3 10 F ± 10% 99M0567 5.610
● 199D226X9050F6V1E3 22 F ± 10% 99M0589 9.950

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-9 10-99

● T322A335K006AT 3.3 ± 10% A 70K8791 0.899 0.772
● T322A475K006AT 4.7 ± 10% A 70K8795 0.510 0.460
● T322B685K006AT 6.8 ± 10% B 70K8815 0.981 0.843
● T322B156K006AT 15 ± 10% B 70K8801 0.780 0.670
● T322C226K006AT 22 ± 10% C 70K8826 1.890 1.620
● T322C336K006AT 33 ± 10% C 70K8829 1.070 0.960
● T322D476K006AT 47 ± 10% D 70K8842 1.520 1.300
● T322D686K006AT 68 ± 10% D 70K8845 1.640 1.400
● T322E107K006AT 100 ± 10% E 70K8847 5.720 4.920
● T322E157K006AT 150 ± 10% E 70K8851 5.720 4.920

(7102)

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-9 10-99

● T322E227K006AT 220 ± 10% E 70K8855 7.620 6.540
● T322F337K006AT 330 ± 10% F 70K8875 15.160 13.020

CASE SIZE: A, VOLTAGE: 10VDC

● T322A225K010AT 2.2 ± 10% A 70K8788 0.580 0.460
● T322A335K010AT 3.3 ± 10% A 70K8792 0.560 0.480
● T322B475K010AT 4.7 ± 10% B 70K8809 0.780 0.670
● T322B685K010AT 6.8 ± 10% B 70K8816 0.470 0.420
● T322B106K010AT 10 ± 10% B 70K8798 0.780 0.670
● T322C156K010AT 15 ± 10% C 70K8822 1.890 1.620
● T322C226K010AT 22 ± 10% C 70K8827 1.100 0.960
● T322D336K010AT 33 ± 10% D 70K8839 1.520 1.300
● T322D476K010AT 47 ± 10% D 70K8843 1.640 1.400
● T322E686K010AT 68 ± 10% E 70K8865 5.720 4.920
● T322E107K010AT 100 ± 10% E 70K8848 4.140 3.540
● T322E157K010AT 150 ± 10% E 70K8852 4.330 3.690
● T322F227K010AT 220 ± 10% F 70K8874 9.110 8.010

VOLTAGE: 15VDC

● T322A155K015AT 1.5 ± 10% A 70K8784 0.899 0.772
● T322A225K015AT 2.2 ± 10% A 70K8789 0.510 0.460
● T322B335K015AT 3.3 ± 10% B 70K8805 0.780 0.670
● T322B475K015AT 4.7 ± 10% B 70K8810 1.110 0.950
● T322B685K015AT 6.8 ± 10% B 70K8817 0.880 0.760
● T322C106K015AT 10 ± 10% C 70K8818 1.070 0.910
● T322C156K015AT 15 ± 10% C 70K8823 1.070 0.910
● T322D226K015AT 22 ± 10% D 70K8836 1.520 1.300
● T322D336K015AT 33 ± 10% D 70K8840 1.640 1.400
● T322E476K015AT 47 ± 10% E 70K8859 3.250 2.770
● T322E566K015AT 56 ± 10% E 70K8863 5.720 4.920
● T322E686K015AT 68 ± 10% E 70K8866 5.720 4.920
● T322E107K015AT 100 ± 10% E 70K8849 5.510 4.720
● T322F127K015AT 120 ± 10% F 70K8869 13.530 11.620
● T322F157K015AT 150 ± 10% F 70K8871 8.620 7.360

VOLTAGE: 20VDC

● T322A105K020AT 1 ± 10% A 70K8780 0.720 0.620
● T322B225K020AT 2.2 ± 10% B 70K8802 0.780 0.670
● T322B335K020AT 3.3 ± 10% B 70K8806 0.470 0.420
● T322B475K020AT 4.7 ± 10% B 70K8811 0.880 0.760
● T322C106K020AT 10 ± 10% C 70K8819 1.100 0.960
● T322D156K020AT 15 ± 10% D 70K8834 1.520 1.300
● T322D226K020AT 22 ± 10% D 70K8837 1.640 1.400
● T322E336K020AT 33 ± 10% E 70K8856 3.250 2.770
● T322E476K020AT 47 ± 10% E 70K8860 4.140 3.540
● T322E686K020AT 68 ± 10% E 70K8867 4.330 3.900
● T322F107K020AT 100 ± 10% F 70K8868 10.960 9.390

VOLTAGE: 25VDC

● T322A474K025AT 0.47 ± 10% A 70K8793 0.899 0.772
● T322A105K025AT 1 ± 10% A 70K8781 0.720 0.620
● T322B155K025AT 1.5 ± 10% B 70K8799 1.110 0.950
● T322B225K025AT 2.2 ± 10% B 70K8803 0.880 0.760
● T322B335K025AT 3.3 ± 10% B 70K8807 0.630 0.570
● T322C475K025AT 4.7 ± 10% C 70K8830 1.070 0.910
● T322C685K025AT 6.8 ± 10% C 70K8832 1.100 0.960
● T322C106K025AT 10 ± 10% C 70K8820 1.100 0.960
● T322D156K025AT 15 ± 10% D 70K8835 1.640 1.400
● T322E226K025AT 22 ± 10% E 70K8853 4.140 3.540
● T322E336K025AT 33 ± 10% E 70K8857 5.720 4.920
● T322E476K025AT 47 ± 10% E 70K8861 5.510 4.720
● T322F686K025AT 68 ± 10% F 70K8877 15.160 13.020

VOLTAGE: 35VDC

● T322A104K035AT 0.1 ± 10% A 70K8778 0.510 0.460
● T322A154K035AT 0.15 ± 10% A 70K8783 0.899 0.772
● T322A224K035AT 0.22 ± 10% A 70K8785 0.510 0.460
● T322A334K035AT 0.33 ± 10% A 70K8790 0.510 0.460
● T322A474K035AT 0.47 ± 10% A 70K8794 0.560 0.480
● T322B684K035AT 0.68 ± 10% B 70K8813 0.470 0.420
● T322B105K035AT 1 ± 10% B 70K8796 0.780 0.670
● T322B155K035AT 1.5 ± 10% B 70K8800 0.630 0.570
● T322C225K035AT 2.2 ± 10% C 70K8824 1.100 0.960
● T322C335K035AT 3.3 ± 10% C 70K8828 1.100 0.960
● T322C475K035AT 4.7 ± 10% C 70K8831 1.100 0.960
● T322D685K035AT 6.8 ± 10% D 70K8844 1.520 1.300
● T322D106K035AT 10 ± 10% D 70K8833 2.270 1.950
● T322E156K035AT 15 ± 10% E 70K8850 3.250 2.770
● T322E226K035AT 22 ± 10% E 70K8854 4.140 3.540

T322 SERIES MOLDED SOLID
TANTALUM CAPACITORS

Specifications
• Tolerance: ±10%
• Operating Temperature: -55°C to +85°C

• Capacitance Range: 0.1 to 330μF
• Voltage Range: 2V to 50V

VOLTAGE: 6VDC
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Same-Day Shipping, Next-Day Delivery CAPACITORS

TANTALUM CAPACITORS

150D SERIES COMMERCIAL-GRADE TANTALUM ELECTROLYTIC
CAPACITORS (CONT.)

T322 SERIES MOLDED SOLID TANTALUM CAPACITORS (CONT.)

Case
Size

L
±0.031″ (0.79)

D
+0.016″ (0.41)
-0.015″ (0.38)

M
±0.002″ (0.05) J (max.)

A 0.286″ (7.26) 0.135″ (3.43) 0.020″ (0.51) 0.422″ (10.72)
B 0.474″ (12.04) 0.185″ (4.70) 0.020″ (0.51) 0.610″ (15.49)
C 0.686″ (17.42) 0.289″ (7.34) 0.025″ (0.64) 0.822″ (20.88)
D 0.786″ (19.96) 0.351″ (8.92) 0.025″ (0.64) 0.922″ (23.42)

VOLTAGE: 15 VDC

Case
Size

With Insulating Sleeve Lead Size

D L J (max) AWG
Nominal
Diameter

A 0.135±0.016″
(3.43±0.41)

0.286±0.031″
(7.26±0.79)

0.422″
(10.720)

24 0.020″
(0.51)

B 0.185±0.016″
(4.70±0.41)

0.474±0.031″
(12.04±0.79)

0.610″
(15.490)

24 0.020″
(0.51)

R 0.289±0.016″
(7.34±0.41)

0.686±0.031″
(17.42±0.79)

0.822″
(20.880)

22 0.025″
(0.64)

S 0.351±0.016″
(8.92±0.41)

0.786±0.031″
(19.96±0.79)

0.922″
(23.420)

22 0.025″
(0.64)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Failure
Rate Level

(%/1000 Hours)

Max. DCL
@25°C

(μA)

Max. DF
@ 25°C,
120Hz
(%) Stock No.

Price
Each

1-9
M39003/01-6024 10 4.7 0.001 0.4 4 46C0849 5.880
M39003/01-2734 10 4.7 0.01 0.4 4 46C0310 2.460
M39003/01-2254 10 4.7 1 0.4 4 47F560 1.770
M39003/01-6029 10 33 0.001 2.5 6 46C0856 7.890
M39003/01-6032 10 39 0.001 2.5 6 46C0859 7.890
M39003/01-2265 10 220 1 10 8 47F571 12.450

VOLTAGE: 15 VDC

M39003/01-6048 15 3.3 0.001 0.4 4 46C0871 5.880
M39003/01-2508 15 3.3 0.1 0.4 4 46C0191 2.280
M39003/012268 15 3.3 1 0.4 4 97B9475 3.420
M39003/01-6053 15 22 0.001 2 6 46C0875 7.890
M39003/01-2751 15 22 0.01 2 6 46C0327 3.330
M39003/01-2511 15 22 0.1 2 6 46C0192 2.880
M39003/01-2271 15 22 1 2 6 47F577 2.220

Mfg. Part No.
Cap.
(μF)

Case
Size

Max. DCL
@ +25°C

(μA)

Max. DF @
+25°C, 120Hz

(%) Stock No.

Price Each

1-24
● 150D566X9006B2BE3 56 B 2 6 75M1596 2.020

VOLTAGE: 10VDC @ 85°C, 4VDC @ 125°C

● 150D105X9010A2BE3 1 A 0.5 2 75M0708 1.600
● 150D226X9010B2BE3 22 B 2 6 75M1140 2.020

VOLTAGE: 15VDC @ 85°C, 10VDC @ 125°C

● 150D686X9015R2B 68 R 6 6 49C4731 4.080
VOLTAGE: 20VDC @ 85°C, 13VDC @ 125°C

● 150D475X9020B2BE3 4.7 B 1 4 75M1497 2.020
● 150D276X5020R2BE3 27 R 3 6 75M1228 6.090

VOLTAGE: 35VDC @ 85°C, 23VDC @ 125°C

● 150D474X9035A2B 0.47 A 0.5 2 49C4593 1.450
● 150D105X0035A2E3** 1 A 0.5 2 75M2003 1.500
● 150D105X9035A2BE3 1 A 0.5 2 75M2004 1.600
● 150D275X9035B2BE3 2.7 B 1 4 75M1208 2.020
● 150D565X9035B2E3* 5.6 B 1 4 75M2007 1.780
● 150D156X9035R2BE3 15 R 3 4 75M0943 4.600
● 150D226X0035R2E3 22 R 6 4 75M2006 3.870

VOLTAGE: 50VDC @ 85°C, 33VDC @ 125°C

● 150D106X9050R2BE3 10 R 3 4 02P6652 4.700
● 150D186X9050R2E3 18 R 6 4 75M2005 4.260

VOLTAGE: 35VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-9 10-99

● T322E336K035AT 33 ± 10% E 70K8858 5.510 4.720
● T322F476K035AT 47 ± 10% F 70K8876 10.960 9.390

VOLTAGE: 50VDC

● T322A104K050AT 0.1 ± 10% A 70K8779 0.740 0.630
● T322A224K050AT 0.22 ± 10% A 70K8787 0.490 0.400
● T322B334K050AT 0.33 ± 10% B 70K8804 1.200 1.040
● T322B474K050AT 0.47 ± 10% B 70K8808 0.680 0.610
● T322B684K050AT 0.68 ± 10% B 70K8814 1.200 1.040
● T322B105K050AT 1 ± 10% B 70K8797 0.770 0.680
● T322C155K050AT 1.5 ± 10% C 70K8821 2.140 1.840
● T322C225K050AT 2.2 ± 10% C 70K8825 1.220 1.030
● T322D335K050AT 3.3 ± 10% D 70K8838 1.740 1.450
● T322D475K050AT 4.7 ± 10% D 70K8841 1.620 1.380
● T322E685K050AT 6.8 ± 10% E 70K8864 6.290 5.400
● T322E106K050AT 10 ± 10% E 70K8846 4.540 3.890
● T322F156K050AT 15 ± 10% F 70K8870 18.830 16.180
● T322F226K050AT 22 ± 10% F 70K8873 13.620 11.670

Case Size Dia. x Length Case Size Dia. x Length
1 0.095″ x 0.260″ 5 0.180″ x 0.345″
2 0.110″ x 0.290″ 6 0.180″ x 0.420″

• Hermetically Sealed
• Metal Cased
• Axial Lead
• Tubular

(7058)

VOLTAGE: 6VDC @ 85°C, 4VDC @ 125°C

CSR13 (MIL-C-39003/01) SERIES
SOLID TANTALUM CAPACITORS

(7370)

Mfg. Part No.
Cap.
(μF)

Voltage
(VDC)

Case
Size Stock No.

Price Each
1-9 10-24

● TAC226K015P06-F 22 15 6 75M8097 1.950 1.350
VOLTAGE: 20 VDC

● TAC105K020P01-F 1.0 20 1 75M8081 0.829 0.573
● TAC106K020P05-F 10 20 5 75M8086 1.740 1.210

VOLTAGE: 25 VDC

● TAC225K025P02-F 2.2 25 2 75M8093 0.933 0.645
● TAC106K025P05-F 10 25 5 75M8087 1.740 1.210

VOLTAGE: 35 VDC

● TAC475K035P05-F 4.7 35 5 31M8134 1.740 1.210
● TAC106K035P06-F 10 35 6 75M8088 2.100 1.450

150D SERIES COMMERCIAL-GRADE
TANTALUM ELECTROLYTIC CAPACITORS

DIMENSIONS (mm)

Mfg. Part No. Description Stock No. Price Each
TAC151A Capacitor Kit 81F9278 182.710

VOLTAGE: 10 VDC
(7139)

DIMENSIONS (mm)

TAC SERIES MOLDED SOLID TANTALUM
ELECTROLYTIC CAPACITORS

Features:
• Solid Tantalum Electrolytes
• Subminiature Size, Axial Leads
• Plastic Film Insulating Sleeve,

Hermetically Sealed
• High Capacitance, Low DCL,

Low Dissipation Factor and
Exceptional Operating Stability

• Commercial Equivalent of
CSR13 Military Version

CASE SIZES

Specifications:

TANTALUM CAPACITOR KIT

• Tolerance: ±10%
• Life Test: 2000 Hours at 85°C at Rated DC Voltage
• Operating Temperature: -55°C to +85°C (to +125°C with Voltage Derating)

Mfg. Part No. TAC151 kit has an assortment of 21 different molded, axial lead solid tantalum capacitors with values
from 0.1μF to 47μF. Voltages from 10VDC. Two Mallobin® 15-drawer stackable cabinets included.

* Tolerance: ±5%; ** Tolerance: ±20%

Features
• Precision-Molded, High-Impact

Resistant Epoxy Cases
• Tapered for Polarity Identification
• Flame-Retardant
• Miniature Sizes
Specifications
• Tolerance: ±10%
• Operating Temperature: -55°C to +125°C
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T110 SERIES HERMETICALLY SEALED TANTALUM CAPACITORS (CONT.)CSR13 (MIL-C-39003/01) SERIES SOLID TANTALUM CAPACITORS (CONT.)

DIMENSIONS

VOLTAGE: 20 VDC

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Failure
Rate Level

(%/1000 Hours)

Max. DCL
@25°C

(μA)

Max. DF
@ 25°C,
120Hz
(%) Stock No.

Price
Each

1-9
M39003/01-2763 20 2.2 0.01 0.4 4 46C0338 2.460
M39003/01-6078 20 10 0.001 1.5 6 46C0899 7.890
M39003/01-2766 20 10 0.01 1.5 6 46C0342 3.330
M39003/01-2526 20 10 0.1 1.5 6 46C0204 2.880
M39003/01-2286 20 10 1 1.5 6 47F592 2.220
M39003/01-3009 20 15 0.001 2 6 46C0492 4.650
M39003/01-6083 20 15 0.1 2 6 46C0904 7.890
M39003/01-2529 20 15 0.1 2 6 46C0208 2.880
M39003/01-2289 20 15 1 2 6 47F595 2.220
M39003/01-3015 20 47 0.001 4.5 6 46C0498 11.250
M39003/01-2775 20 47 0.01 4.5 6 46C0351 8.040
M39003/01-2295 20 47 1 4.5 6 47F601 5.010
M39003/01-2301 20 100 1 10 8 47F607 12.450

VOLTAGE: 35 VDC

M39003\01-6108 35 6.8 0.001 1.5 6 06H2425 7.890
M39003/01-2784 35 6.8 0.01 1.5 6 46C0357 3.330
M39003/01-2544 35 6.8 0.1 1.5 6 46C0219 2.880
M39003/01-2304 35 6.8 1 1.5 6 47F610 2.220
M39003/01-6111 35 22 0.001 4 6 46C0931 16.860
M39003/01-2786 35 22 0.01 4 6 46C0361 8.040
M39003/01-2546 35 22 0.1 4 6 46C0222 6.510
M39003/01-2306 35 22 1 4 6 47F612 5.010
M39003/01-2312 35 47 1 8 6 47F619 12.450

VOLTAGE: 50 VDC

M39003/01-6194 50 1 0.001 0.4 4 46C0962 6.120
M39003/01-2836 50 1 0.01 0.4 4 46C0387 2.580
M39003/01-2596 50 1 0.1 0.4 4 93B9399 2.400
M39003/01-2356 50 1 1 0.4 4 47F662 1.830
M39003/01-2362 50 2.2 1 0.8 4 47F668 2.280
M39003/01-3088 50 4.7 0.001 1.7 4 46C0539 4.800
M39003/01-6214 50 4.7 0.001 1.7 4 46C0980 8.190
M39003/01-7214 50 4.7 0.001 1.7 4 46C1132 9.810
M39003/01-2848 50 4.7 0.01 1.7 4 46C0398 3.450
M39003/01-2608 50 4.7 0.1 1.7 4 46C0256 2.970
M39003/01-2368 50 4.7 1 1.7 4 47F674 2.280
M39003/01-6224 50 10 0.001 2.5 6 46C0985 17.760
M39003/01-2614 50 10 0.1 2.5 6 46C0260 6.870
M39003\01-2374 50 10 1 2.5 6 06H2424 5.280
M39003/01-2617 50 15 0.1 4 6 46C0263 6.870
M39003/01-6234 50 22 0.001 5.5 6 46C0993 36.270
M39003/01-2380 50 22 1 5.5 6 47F686 13.080

VOLTAGE: 75 VDC

M39003/01-6297 75 10 0.001 5 6 46C1013 38.520
M39003/01-2898 75 10 0.01 5 6 46C0431 21.150
M39003/01-2658 75 10 0.1 5 6 97B1763 13.740

VOLTAGE: 10 VDC

Suffix D x L
C2 0.219 x 0.608″
F2 0.312 x 0.796″
T2 0.406 x 0.921″
K2 0.406 x 1.217″

(79395)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

ESR
(Ω)

Ripple
(mArms) Stock No.

Price Each
1-4 5-9

● 109D128X9010T2E3 10 1200 1.5 ... 18M0013 37.600 33.900
● 109D686X9025C2E3 25 68 4 160 18M0365 25.060 22.600
● 109D107X9025F2E3 25 100 3 270 17M9973 23.800 21.450
● 109D277X9025F2E3 25 270 2.5 300 18M0165 29.840 26.900
● 109D567X9025T2E3 25 560 1.8 440 18M0341 35.810 32.280
● 109D157X9030F2E3 30 150 2.5 300 18M0051 29.840 26.900
● 109D187X9030F2E3 30 180 2.5 ... 18M0085 28.410 25.620
● 109D227X9030F2E3 30 220 2.5 300 18M0125 28.410 25.620
● 109D337X9030T2E3 30 330 1.8 ... 18M0206 37.600 33.900

Case
Size

D
±0.010″ (0.254)

L
±0.031″ (0.787)

B
±0.001″ (0.025)

C
Max.

A 0.135″ (3.42) 0.286″ (7.26) 0.020″ (0.50) 0.422″ (10.71)
B 0.185″ (4.69) 0.474″ (12.03) 0.020″ (0.50) 0.610″ (15.49)
C 0.289″ (7.34) 0.686″ (17.42) 0.025″ (0.63) 0.822″ (20.87)
D 0.351″ (8.91) 0.786″ (19.96) 0.025″ (0.63) 0.922″ (23.41)

109D SERIES SINTERED-ANODE TANTALEX®

TANTALUM ELECTROLYTIC CAPACITORS

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-14

● T110B336K010AT 33 ± 10% B 70K8764 1.930
● T110B396K010AT 39 ± 10% B 70K8765 1.930

VOLTAGE: 15 VDC

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-14

● T110B475K015AT 4.7 ± 10% B 70K8766 2.380
● T110B226K015AT 22 ± 10% B 70K8762 1.930
● T110C686K015AT 68 ± 10% C 70K8773 4.550
● T110D157K015AT 150 ± 10% D 70K8775 11.250

VOLTAGE: 20 VDC

● T110A225K020AT 2.2 ± 10% A 70K8759 1.480
● T110B106K020AT 10 ± 10% B 70K8760 1.930
● T110B156K020AT 15 ± 10% B 70K8761 1.930
● T110C476K020AT 47 ± 10% C 70K8772 4.550
● T110D107K020AT 100 ± 10% D 70K8774 11.250

VOLTAGE: 35 VDC

● T110A105K035AT 1 ± 10% A 70K8757 1.480
● T110B335K035AT 3.3 ± 10% B 70K8763 1.930
● T110B475K035AT 4.7 ± 10% B 70K8767 1.930
● T110B685K035AT 6.8 ± 10% B 70K8769 1.930
● T110C186J035AT 18 ± 5% C 70K8770 6.150
● T110C226K035AT 22 ± 10% C 70K8771 4.550
● T110D476K035AT 47 ± 10% D 70K8776 11.250

VOLTAGE: 50 VDC

● T110A105K050AT 1 ± 10% A 70K8758 1.530
● T110B475K050AT 4.7 ± 10% B 70K8768 2.030

VOLTAGE: 100 VDC

● T110D825K100AT 8.2 ± 10% D 70K8777 50.680

Mfg. Part No.
Cap.
(μF)

Tol.
+/- %

Case
Size Stock No.

Price Each
1-9

CSR13D226KM 22 ± 10% B 87F4905 2.380
VOLTAGE: 20 VDC

CSR13E225KM 2.2 ± 10% A 87F4896 1.910
CSR13E106KM 10 ± 10% B 87F4906 2.380
CSR13E476KM 47 ± 10% C 87F4912 5.440
CSR13E107KM 100 ± 10% D 87F4916 13.280

VOLTAGE: 35 VDC

CSR13F226KM 22 ± 10% C 87F4913 5.440
CSR13F476KM 47 ± 10% D 87F4918 13.280

VOLTAGE: 50 VDC

CSR13G105KM 1 ± 10% A 87F4899 1.990
CSR13G226KM 22 ± 10% D 87F4919 13.390

DIMENSIONS

(7242)

Features
• Outer Plastic Film Insulation
• Meets MIL-DTL-3965 
• Commerical Equivalent of Type CL64/CL65

T110 SERIES HERMETICALLY
SEALED TANTALUM CAPACITORS

CSR SERIES MIL-C-39003/01 VERSION OF T110 SERIES
VOLTAGE: 15 VDC

Specifications

Specifications

• Tolerance: X9 = ±10%, X0 = ±20%
• Lead Length: Suffix ″C2″ = 1.50″; Suffix ″F2″,

″K2″, and ″T2″ = 2.25″
• Life Test: 2,000 Hours @ +85°C
• Operating Temperature: -55°C to +85°C

• CSR13 Series are MIL-C-3900C/01 Graded,
Failure Rate Exponential M 1%/khrs

• Available with Sn<Pb terminations (S) or
RoHS Compliant (T).

• Available in Standard EIA Values
• Capacitance Range: 0.0047μF to 330μF
• Tolerance: K in Type No.: ±10%; J in

Type No: ±5%
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TWA SERIES WET ELECTROLYTIC TANTALUM CAPACITORS (CONT.)109D SERIES SINTERED-ANODE TANTALEX® TANTALUM ELECTROLYTIC
CAPACITORS (CONT.)

VOLTAGE: 10 VDC

DIMENSIONS

DSCC
Case
Size

AVX
Case
Size L

D
(w/o

sleeve)
Lead

Length
T3 D 19.46 9.52 57.15
T4 E 26.97 9.52 57.15

Mnf. Part No.
Cap.
(μF)

ESR
max.
(Ω)

Leak.
Curr.
(μA)

Imp.
max.
(Ω)

Ripple
Current
(mArms)

Case
Size Stock No.

Price

1-4
TWAD128K025CBSZ0000 1200 0.65 5 7 2600 D 95M7557 84.130
TWAE188K025CBSZ0000 1800 0.5 6 7 3100 E 95M7565 113.910
TWAE228K025CBSZ0000 2200 0.5 10 10 3200 E 95M7567 148.080

VOLTAGE: 30 VDC

TWAD108K030CBSZ0000 1000 0.7 7 7 2500 D 95M7556 84.130
TWAE158K030CBSZ0000 1500 0.6 12 6 3000 E 95M7564 113.910

VOLTAGE: 50 VDC

TWAD477K050CBSZ0000 470 0.75 3 10 2100 D 95M7561 84.130
TWAE687K050CBSZ0000 680 0.7 5 8 2750 E 95M7570 113.910

VOLTAGE: 60 VDC

TWAD397K060CBSZ0000 390 0.9 3 15 2100 D 95M7560 84.130
TWAE567K060CBSZ0000 560 0.8 5 10 2750 E 95M7569 113.910
TWAE108K060CBSZ0000 1000 1 12 20 3200 E 95M7562 148.080

VOLTAGE: 75 VDC

TWAD337K075CBSZ0000 330 1 3 12 2100 D 95M7559 84.130
TWAE477K075CBSZ0000 470 0.9 5 12 2750 E 95M7568 113.910

VOLTAGE: 100 VDC

TWAD157K100CBSZ0000 150 1.6 3 22 2100 D 95M7558 84.130
TWAE227K100CBSZ0000 220 1.2 5 15 2750 E 95M7566 113.910

VOLTAGE: 125 VDC

Mnf. Part No.
Cap.
(μF)

ESR
max.
(Ω)

Leak.
Curr.
(μA)

Imp.
max.
(Ω)

Ripple
Current
(mArms)

Case
Size Stock No.

Price

1-4
TWAD107K125CBSZ0000 100 1.8 3 35 2100 D 95M7555 84.130
TWAE157K125CBSZ0000 150 1.6 5 20 2750 E 95M7563 113.910

Case Size Diameter (max) Length
C 0.188″ 0.734″
F 0.281″ 0.922″
T 0.375″ 1.047″
K 0.375″ 1.0343″

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

ESR
(Ω)

Ripple
(mArms) Stock No.

Price Each
1-4 5-9

● 109D477X9030T2E3 30 470 1.8 ... 18M0299 35.810 32.280
● 109D106X9050C2E3 50 10 4 160 17M9953 19.230 17.330
● 109D336X9050C2E3 50 33 5 140 18M0189 25.230 22.750
● 109D476X9050F2E3 50 47 6 ... 18M0290 23.650 21.320
● 109D826X0050T2E3 50 82 4 ... 18M0391 30.090 27.130
● 109D127X9050F2E3 50 120 2.5 300 18M0007 29.840 26.900
● 109D127X0050F2E3 50 120 2.5 300 18M0003 29.840 26.900
● 109D277X9050T2E3 50 270 1.8 440 18M0167 37.600 33.900
● 109D337X9050K2E3 50 330 1.5 550 18M0207 49.470 44.600
● 109D107X9060F2E3 60 100 2.5 300 17M9979 29.840 26.900
● 109D227X9060T2E3 60 220 1.8 440 18M0129 37.600 33.900
● 109D226X9075C2E3 75 22 5 140 18M0110 25.230 22.750
● 109D476X9075F2E3 75 47 3 270 18M0292 28.410 25.620
● 109D566X9075F2E3 75 56 3 270 18M0327 29.840 26.900
● 109D826X9075F2E3 75 82 2.5 300 18M0398 28.410 25.620
● 109D117X9075T2E3 75 110 3.1 ... 17M9995 37.510 33.820
● 109D187X9075T2E3 75 180 1.8 440 18M0089 35.810 32.280
● 109D227X9075K2E3 75 220 2.2 450 18M0131 50.840 45.840
● 109D475X9100C2E3 100 4.7 10 ... 18M0278 20.190 18.200
● 109D106X9100C2E3 100 10 6 ... 17M9955 24.030 21.670
● 109D226X9100F2E3 100 22 7 ... 18M0112 23.840 21.490
● 109D396X9100F2E3 100 39 3.5 ... 18M0236 28.410 25.620

(142217)

TWA SERIES WET ELECTROLYTIC
TANTALUM CAPACITORS

Mfg. Part No.
Cap.
(μF) Tol.

Case
Size Stock No.

Price Each
1-4 5-9

● 135D157X9010C6E3 150 ± 10% C 18M0544 37.600 35.590
VOLTAGE: 15 VDC

● 135D107X9015C6E3 100 ± 10% C 18M0450 37.600 35.590
VOLTAGE: 25 VDC

● 135D226X0025C6E3 22 ± 20% C 18M0594 33.710 31.910
● 135D107X0025F6E3 100 ± 20% F 18M0438 44.890 42.490
● 135D127X0025T6E3 120 ± 20% T 18M0482 65.020 61.550

VOLTAGE: 30 VDC

● 135D157X0030F6E3 150 ± 20% T 18M0542 49.880 47.210
● 135D227X0030F6E3 220 ± 20% F 18M0614 56.570 53.550
● 135D227X9030F6E3 220 ± 10% F 18M0625 49.880 47.210
● 135D477X9030T6E3 470 ± 10% T 18M0825 71.980 68.140

VOLTAGE: 35 VDC

● 135D156X9035C6E3 15 ± 10% C 18M0536 38.090 36.060
● 135D396X0035C6E3 39 ± 20% C 18M0749 42.580 40.310

VOLTAGE: 50 VDC

● 135D106X0050C6E3 10 ± 20% C 18M0420 37.840 35.820
● 135D106X9050C6E3 10 ± 10% C 18M0429 33.710 31.910
● 135D336X9050C6E3 33 ± 10% C 18M0711 37.600 35.590
● 135D476X0050F6E3 47 ± 20% F 18M0795 44.890 42.490
● 135D826X0050T6E3 82 ± 20% T 18M0972 65.020 61.550
● 135D127X9050F6E3 120 ± 10% F 18M0503 49.880 47.210
● 135D167X0050K6E3 160 ± 20% K 18M0551 70.790 67.010
● 135D337X0050K6E3 330 ± 20% K 18M0721 90.310 85.490

VOLTAGE: 60 VDC

● 135D107X0060F6E3 100 ± 20% F 18M0447 49.880 47.210
● 135D107X9060F6E3 100 ± 10% F 18M0462 49.880 47.210
● 135D227X9060T6E3 220 ± 10% T 18M0628 71.980 68.140

VOLTAGE: 75 VDC

● 135D226X0075C6E3 22 ± 20% C 18M0598 37.600 35.590
● 135D226X0075C6E3 22 ± 20% C 18M0598 37.600 35.590
● 135D226X9075C6E3 22 ± 10% C 18M0607 42.580 40.310
● 135D826X0075F6E3 82 ± 20% F 18M0977 49.880 47.210
● 135D117X0075K6E3 110 ± 20% K 18M0470 80.410 76.110
● 135D227X0075K2E3 220 ± 20% K 18M0620 86.010 81.420
● 135D227X9075K6E3 220 ± 10% K 18M0631 79.600 75.350

VOLTAGE: 100 VDC

● 135D475X0100C6E3 4.7 ± 20% C 18M0784 33.710 31.910
● 135D106X9100C6E3 10 ± 10% C 18M0432 37.600 35.590
● 135D226X0100F6E3 22 ± 20% F 18M0601 44.890 42.490
● 135D396X9100F6E3 39 ± 10% F 18M0757 56.570 53.550

VOLTAGE: 125 VDC

● 135D365X0125C6E3 3.6 ± 20% C 18M0744 33.710 31.910
● 135D685X9125C6E3 6.8 ± 10% C 18M0912 37.600 35.590
● 135D146X9125F6E3 14 ± 10% F 18M0519 44.890 42.490
● 135D276X9125F6E3 27 ± 10% F 18M0654 49.880 47.210
● 135D476X9125T6E3 47 ± 10% T 18M0809 63.450 60.060
● 135D566X0125K2E3 56 ± 20% K 18M0857 70.560 66.790
● 135D826X0125K6E3 82 ± 20% K 18M0980 90.310 85.490

(16938)

(79354)

Features

135D SERIES WET
TANTALUM CAPACITORS

• High CV
• DSCC 93026 Rev. P listed
• Hermetically Sealed

Specifications

135D Series tantalum-case tantalum electrolytic capacitors incorporate the advantages of all the varieties of electrolytic
capacitors and eliminate most of the disadvantages. These units have a 3 volt reverse voltage capability at + 85°C and a
higher ripple current capability than any other electrolytic type with similar combinations of capacitance and case size.
Operating Temperature: - 55 °C to + 85 °C, up to + 200 °C with voltage derating. Type number suffix of ’6’ indicates a
high temperature film insulation, and suffix of ’2’ indicates an outer polyester-film insulation.

• Capacitance Tolerance: ±10%
• Temperature Range: -55°C to +125°C

The TWA series is an axial leaded wet electrolytic tantalum capacitor and represents a new level of high CV (capacitance
/ voltage) previously unavailable in this technology. TWA incorporates a novel, very high capacitance cathode system
that allows for higher CV designs, well beyond values specified in the Mil-PRF-39006 drawing. This design includes a
welded tantalum can and header assembly that provides a hermetic seal to withstand the harsh shock and vibration
requirements of 39006.

Case Dimensions (mm)

VOLTAGE: 25 VDC
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ULTRA HIGH CAPACITANCE

(148838)

Parrameter
Capacitance Change

(% of Initial Measured Value)
ESR

(% of Initial Specified Value)
Life (1000hrs @ 70°C @ 2.5VDC) ≤30 ≤300
Storage-Low and High Temperature
(1000hrs @ -25°C and 70°C)

≤30 ≤300

Mnf. Part No.
Cap.
(uF)

*Cap.
(mF)

ESR
(mΩ)

Case
Size Stock No.

Price
1-9

● BZ013B503ZSB 0.05 50 100 28mm x 17mm 01P0608 14.880
VOLTAGE: 5.5 VDC

● BZ055B153ZSB 0.015 15 250 20mm x 15mm 01P0612 15.570
● BZ055A333ZSB 0.033 33 250 20mm x 15mm 14N5075 18.000
● BZ015A503ZLB 0.05 50 160 28mm x 17mm 01P0609 14.880
● BZ015A104ZSB 0.1 100 80 28mm x 17mm 07J1279 42.560
● BZ025A404ZLB 0.4 400 35 48mm x 30mm 01P0610 53.290
● BZ125A105ZLB 1 F 1000 35 48mm x 30mm 01P0613 67.470

Mfg. Part No.
Cap.
(F)

Nominal
ESR

Measured
@ 1kHz

(Ω)

Nominal
Dimensions

(mm) Stock No.

Price Each

1-24 25-49
● B0510-2R5224-R 0.22 3 ∅ = 5; L = 11 78K7799 1.880 1.690
● B1010-2R5155-R 1.5 0.300 ∅ = 10; L = 12.5 78K7803 4.350 4.100
● B0820-2R5225-R 2.2 0.200 ∅ = 8 ; L = 20 78K7801 5.780 5.450
● B1020-2R5335-R 3.3 0.150 ∅ = 10 ; L = 20.5 78K7804 7.230 6.830
● B0830-2R5475-R 4.7 0.150 ∅ = 8 ; L = 30 78K7802 7.700 7.260
● B1030-2R5685-R 6.8 0.100 ∅ = 10 ; L = 30 78K7805 8.670 8.180
● B1325-2R5106-R 10 0.060 ∅ = 13 ; L = 26 78K7806 10.170 9.600
● B1635-2R5226-R 22 0.040 ∅ = 16 ; L = 35 78K7807 16.170 15.260
● B1835-2R5336-R 33 0.030 ∅ = 18 ; L = 35 78K7808 27.450 25.900
● B1840-2R5506-R 50 0.025 ∅ = 18 ; L = 40 78K7809 29.760 28.270

Parameter Capacitance
ESR (% of inital
specified value)

Life (1000 hrs @ 70°C, 2.5VDC) ≤30 ≤300
Storage- Low and High Temp
(1000 hrs @ -25°C and 70°C)

≤30 ≤300

Parameters
Capacitance Change

(% of Initial Measured Value)
ESR

(% of Initial Specified Value)
Life (1000 hrs @ 70°C @ 5.0 v DC) ≤ 30 ≤ 300
Storage—Low and High Temperature
(1000 hrs @ -25°C and 70°C)

≤ 30 ≤ 300

Mfg. Part No.
Cap.
(F)

Nominal ESR
Measured @

1kHz (Ω)

Nominal
Dimensions

(mm) Stock No.

Price Each

1-24 25-49
● A0820-2R5474-R 0.47 0.15 ∅ = 8; L = 20 78K7722 5.000 4.500
● A1020-2R5105-R 1 0.09 ∅ = 10; L = 20.5 78K7723 7.500 6.750
● A1030-2R5155-R 1.5 0.06 ∅ = 10; L = 30 78K7724 10.000 9.000
● A1635-2R5475-R 4.7 0.025 ∅ = 16; L = 35 78K7725 9.440 9.110

(74609)

B SERIES SUPERCAPACITORS

(74608)

BestCap® HIGH POWER
PULSE SUPERCAPACITORS

Mfg. Part No.

Nominal ESR
@ 1kHz

(Ω)

Nominal
Dimensions

(mm)
Cap.
(F) Stock No.

Price Each

1-9 10-99
● PB-5R0V104-R 10 5.5 x 10.8 x 12.5 0.1 78K8911 3.580 3.410
● PB-5R0H104-R 10 5.5 x 10.8 x 12.5 0.1 78K8908 4.380 3.940
● PB-5R0V474-R 2 8.5 x 16.8 x 14.0 0.47 78K8913 5.170 4.840
● PB-5R0H474-R 2 8.5 x 16.8 x 14.0 0.47 78K8910 5.970 5.590
● PB-5R0V105-R 1 8.5 x 16.8 x 21.5 1 78K8912 8.290 7.910
● PB-5R0H105-R 1 8.5 x 16.8 x 21.5 1 78K8909 9.340 8.730

ULTRA-LOW ESR (PA SERIES)

● PA-5R0V224-R 0.3 8.5 x 16.8 x 21.5 0.22 78K8906 7.500 7.130
● PA-5R0H224-R 0.3 8.5 x 16.8 x 21.5 0.22 78K8904 8.140 7.620
● PA-5R0V474-R 0.2 10.5 x 20.8 x 22.5 0.47 78K8907 9.260 8.840
● PA-5R0H474-R 0.2 10.5 x 20.8 x 22.5 0.47 78K8905 8.970 8.390

Features

(74610)

PowerStor® Aerogel capacitors are unique, ultra-high capacitance devices based on a novel type of carbon
foam—carbon aerogel. These are similar to supercapacitors, ultracapacitors and electromechanical double-layer
capacitors (EDLCs) with the added benefit of low ESR (Equivalent Series Resistance).

PERFORMANCE CHARACTERISTICS

LOW ESR (PB SERIES)

PERFORMANCE CHARACTERISTICS

• Ultra-low ESR
• Low leakage current
• High specific capacitance
• High power pulse characteristics
• Low profile
• Non-polar

• Tolerance: -20% to +80% @ 20°C
• Operating Temperature: -25°C to 70°C

• Working Voltage: 2.5V
• Surge Voltage: 3.0V
• Nominal Capacitance Range: 0.47F to 4.7F

Features & Benefits

AVX’s BestCap® technology provides excellent high power pulse characteristics based upon the combination of very
high capacitance and ultra-low ESR, together with extremely low leakage current. These capacitors have rapidly
become recognized, not only as an excellent compromise between “electronic” or “dielectric” capacitors such as
ceramic, tantalum, film and aluminum electrolytic, and batteries, but also as a valuable technology for providing a
unique combination of characteristics, particularly very high energy, power and capacitance densities.

PERFORMANCE CHARACTERISTICS

• High Specific Capacitance
• Very Low ESR
• Low Leakage Currents
• Long Cycle Life

• GSM and GPRS based systems
• Non-battery electronic applications
• Communication equipment
• Memory Backup

Features and Benefits:

A SERIES SUPERCAPACITORS P SERIES SUPERCAPACITORS

Applications

Applications

PowerStor® Aerogel capacitors are unique, ultra-high capacitance devices based on a novel type of carbon foam,
known as carbon aerogel. Similar to supercapacitors, ultracapacitors and electrochemical double layer capacitors
(EDLCs) with the added benefit of low ESR (Equivalent Series Resistance).

VOLTAGE: 3.6 VDC

• Main Power
• Hybrid Battery Packs
• Hold-Up Power
• Pulse Power

Specifications

PowerStor® Aerogel capacitors are unique, ultra-high capacitance devices based on a novel type of carbon foam,
known as carbon aerogel. These are similar to supercapacitors, ultracapacitors, and electrochemical double-layer
capacitors (EDLCs) with the added benefit of low ESR (Equivalent Series Resistance). P series is available in ultra-low
ESR version: PA series. PB series is low ESR but higher energy density. Longer lead is the positive lead.

Specifications

Features & Benefits

Horizontal

• Tolerance: -20% to +80% (20°C)
• Operating Temperature: -25°C to +70°C

• Ultra-Low ESR
• Low Leakage Current
• Long Life Cycle
• High Useable Capacity

Vertical

Applications

• High Capacitance
• Long Cycle Life
• Low Leakage Currents
• PA Series is Ultra-Low ESR
• PB Series is Low ESR with Higher Energy Density

Applications:

• Pulse Power
• Hybrid Battery Packs
• Hold-Up Power
• DC/DC Converters
• Valve / Solenoid Actuation

• Working Voltage: 2.5V
• Surge Voltage: 3.0V
• Nominal Capacitance Range: 0.22F to 50F

• Use PA Series for Pulse Power and Bridge or
Hold-Up Power

• Use PB Series for Bridge or Hold-Up Power,
Memory Backup, and Battery Swap-Out

Specifications
• Tolerance: -20% to +80% (@20°C)
• Operating Temperature: -25°C to +70°C

• Working Voltage: 5.0V
• Surge Voltage: 6.0V
• Nominal Capacitance Range: 0.1F to 1.0F
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ULTRA HIGH CAPACITANCE • ALUMINUM ELECTROLYTIC CAPACITORS

SK SERIES ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)BestCap® HIGH POWER PULSE SUPERCAPACITORS (CONT.)

Mnf. Part No.
Cap.
(uF)

Ripple
Current

(mA)

ESR
100kHz
(ohm)

Case
Code

Nominal
Case Size
L x W x H

(mm)

Tape Cut

Stock No.

Price

1-99
● 222215373479 47 36 4 0505 5 x 5 x 5.3 94M5886 0.298
● 222215373101 100 61 2 0605 6 x 6 x 5.3 94M5885 0.335

VOLTAGE: 16 VDC

● 222215375109 10 16 8 0405 4 x 4 x 5.3 94M5887 0.262
● 222215375479 47 47 2.2 0605 6 x 6 x 5.3 94M5888 0.335

VOLTAGE: 25 VDC

● 222215376101 100 180 0.5 0810 8 x 8 x 10 94M5889 0.912
VOLTAGE: 35 VDC

● 222215370109 10 23 4 0505 5 x 5 x 5.3 94M5877 0.298
● 222215370229 22 50 2.2 0605 6 x 6 x 5.3 94M5878 0.335

VOLTAGE: 50 VDC

● 222215371108 1 7 12 0405 4 x 4 x 5.3 94M5880 0.262
● 222215371229 22 10 1.2 4 x 4 x 5.3 94M5882 0.533
● 222215371478 4.7 17 6 0505 5 x 5 x 5.3 94M5883 0.298
● 222215371109 10 26 3 0605 6 x 6 x 5.3 94M5881 0.335
● 222215371479 47 180 0.5 0810 8 x 8 x 10 94M5884 0.894
● 222215371101 100 320 0.3 1010 10 x 10 x 10 94M5879 0.982

VOLTAGE: 12 VDC

Mnf. Part No.
Cap.
(uF)

*Cap.
(mF)

ESR
(mΩ)

Case
Size Stock No.

Price
1-9

● BZ05CA103ZSB 0.01 10 500 20mm x 15mm 01P0611 20.760
● BZ01CA223ZSB 0.022 22 350 28mm x 17mm 95C1895 25.950

Mfg. Part No.
Cap.
(uF)

DxL
(mm)

Ripple*
(mA) Stock No.

Price Each
1-9 10-99

● 6.3YK220M5X11 220 5 x 11 220 38M7166 0.038 0.034
● 6.3YK470M6.3X11 470 6.3 x 11 360 38M7171 0.064 0.057

VOLTAGE: 10 WVDC

● 10YK100M5X11 100 5 x 11 140 38M0208 0.037 0.033
● 10YK220M5X11 220 5 x 11 230 38M0212 0.043 0.038
● 10YK330M6.3X11 330 6.3 x 11 310 38M0214 0.060 0.053
● 10YK470M6.3X11 470 6.3 x 11 400 38M0216 0.066 0.058

VOLTAGE: 16 WVDC

● 16YK47M5X11 47 5 x 11 115 38M1398 0.038 0.033
● 16YK100M5X11 100 5 x 11 175 38M1391 0.039 0.035
● 16YK220M6.3X11 220 6.3 x 11 280 38M1394 0.061 0.054
● 16YK470M8X11.5 470 8 x 11.5 460 38M1399 0.095 0.084
● 16YK1000M10X16 1000 10 x 16 800 38M1392 0.179 0.158

VOLTAGE: 25 WVDC

● 25YK47M5X11 47 5 x 11 120 38M3151 0.038 0.033
● 25YK100M5X11 100 5 x 11 185 38M3144 0.043 0.038
● 25YK470M10X12.5 470 10 x 12.5 550 38M3152 0.156 0.138

VOLTAGE: 35 WVDC

● 35YK47M5X11 47 5 x 11 135 38M4383 0.041 0.037
● 35YK1000M12.5X20 1000 12.5 x 20 1180 38M4376 0.346 0.306

VOLTAGE: 50 WVDC

● 50YK1M5X11 1 5 x 11 13 38M6807 0.041 0.036
● 50YK2.2M5X11 2.2 5 x 11 23 38M6811 0.039 0.034
● 50YK4.7M5X11 4.7 5 x 11 41 38M6819 0.041 0.036
● 50YK10M5X11 10 5 x 11 60 38M6808 0.038 0.033
● 50YK22M5X11 22 5 x 11 95 38M6812 0.040 0.035
● 50YK47M6.3X11 47 6.3 x 11 160 38M6820 0.061 0.054

VOLTAGE: 100 WVDC

● 100YK1M5X11 1 5 x 11 16 38M0662 0.041 0.037

(110570)

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

D x L
(Inches)

Terminal
Space Stock No.

Price Each
1-9 10-24

● SK100M035ST 10 0.197 x 0.433 0.078″ 91F6282 0.127 0.120
● SK220M035ST 22 0.197 x 0.433 0.078″ 91F6283 0.127 0.120
● SK470M035ST 47 0.248 x 0.433 0.098″ 91F6284 0.168 0.159
● SK101M035ST 100 0.315 x 0.433 0.138″ 91F6285 0.240 0.227
● SK221M035ST 220 0.394 x 0.512 0.197″ 91F6286 0.372 0.351
● SK331M035ST 330 0.394 x 0.630 0.197″ 72K6727 0.867 0.819
● SK471M035ST 470 0.394 x 0.827 0.197″ 72K6729 0.603 0.570
● SK102M035ST 1000 0.512 x 0.827 0.197″ 72K6722 1.050 0.991
● SK222M035ST 2200 0.630 x 1.260 0.295″ 72K6725 3.430 3.240

VOLTAGE: 50 VDC

● SK010M050ST 1 0.197 x 0.433 0.078″ 72K6720 0.127 0.120
● SK100M050ST 10 0.197 x 0.433 0.078″ 83F2944 0.121 0.115
● SK330M050ST 33 0.248 x 0.433 0.098″ 95B5458 0.282 0.267
● SK470M050ST 47 0.248 x 0.433 0.098″ 83F2076 0.174 0.164
● SK101M050ST 100 0.315 x 0.433 0.138″ 72K6721 0.284 0.268
● SK221M050ST 220 0.394 x 0.630 0.197″ 72K6723 0.869 0.822
● SK471M050ST 470 0.512 x 0.827 0.197″ 91F6292 1.340 1.270

VOLTAGE: 63 VDC

● SK470M063ST 47 0.315 x 0.433 0.138″ 91F6294 0.270 0.255
VOLTAGE: 100 VDC

● SK330M100ST 33 0.394 x 0.512 0.197″ 18M9326 0.396 0.375
VOLTAGE: 250 VDC

● SK330M250ST 33 0.512 x 0.827 0.197″ 08C2635 0.790 0.747
● SK470M250ST 47 0.512 x 1.02 0.197″ 72K6728 1.220 1.150

VOLTAGE: 450 VDC

● SK330M450ST 33 0.630 x 1.42 0.295″ 08C2638 11.270 10.650

(121132)

Mfg. Part No.
Cap.
(μF)

D x L
(Inches)

Terminal
Space Stock No.

Price Each
1-9 10-24

● SK101M010ST 100 0.197 x 0.433 0.078″ 95B9291 0.127 0.120
VOLTAGE: 16 VDC

● SK471M016ST 470 0.394 x 0.512 0.197″ 91F6273 0.396 0.375
VOLTAGE: 25 VDC

● SK220M025ST 22 0.197 x 0.433 0.078″ 91F6274 0.119 0.112
● SK101M025ST 100 0.248 x 0.433 0.098″ 91F6276 0.306 0.289
● SK331M025ST 330 0.394 x 0.512 0.197″ 72K6726 1.440 1.360
● SK471M025ST 470 0.394 x 0.630 0.197″ 91F6279 2.110 2.000
● SK102M025ST 1000 0.512 x 0.827 0.197″ 83F2943 3.170 3.000
● SK222M025ST 2200 0.512 x 1.024 0.197″ 72K6724 4.270 4.030

(90600)

(7158)

YK SERIES RADIAL ALUMINUM
ELECTROLYTIC CAPACITORS

153 CRV SERIES LONG-LIFE
VERTICAL SURFACE MOUNT
ALUMINUM ELECTROLYTIC
CAPACITORS
Features

SK SERIES ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 6.3 WVDC

• Polarized Capacitors with Self-Healing
Non-Solid Electrolyte

• High CV per Unit Volume
• Charge- and Discharge-Proof, No Peak

Current Limitation
• Long Life: 2000 to 3000 Hours at 105°C

Features

• Tolerance: ± 20%
• Operating Temperature Range:

-40°C to +85°C, 2000 Hours
• Voltage Range: 6.3-250 WVDC
• Capacitance Range: 0.1-22000 μF 

*@ 100kHz

• General-Purpose Capacitors with Max.
Operating Temperature of 85°C

• Radial Terminals, Miniature Size
• Low ESR and Leakage Current
• 2000 Hour Load Life

Specifications

Applications

• Tolerance: ±20%
• Operating Temperature: -55°C to +105°C
• 2222 & MAL2 prefix part numbers are the same

VOLTAGE: 6.3VDC

• Suitable for Consumer Electronics

Applications

Specifications

• Coupling, decoupling, smoothing, filtering,
buffering, timing

• Telecommunications, general industrial, EDP,
automotive, portable and lightweight equipment

*mF values included for ease of selection.

• Tolerance: ±20%
• Operating Temperature: -40°C to +85°C
• Voltage: 6.3 VDC to 450 VDC
• Capacitance range : .47uF to 15,000uF

VOLTAGE: 10 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

GENERAL-PURPOSE RADIAL ALUMINUM ELECTROLYTIC CAPACITORS
(85°C) (CONT.)

VOLTAGE: 50 VDC

Mfg. Part No.
Cap
(μF)

D x L
(mm) Stock No.

Price Each

1-249
250-
499

● MCGPR50V337M10X21 330 10 x 21 97M4109 0.209 0.158
● MCGPR50V477M10X21 470 10 x 21 97M4110 0.271 0.204
● MCGPR50V477M13X21-RH 470 13 x 21 70K9708 0.365 0.332
● MCGPR50V108M16X26-RH 1000 16 x 26 70K9701 0.617 0.556
● MCGPR50V228M18X36 2200 18 x 36 97M4106 1.030 0.794

VOLTAGE: 63 VDC

● MCGPR63V105M5X11-RH 1 5 x 11 70K9709 0.053 0.037
● MCGPR63V225M5X11-RH 2.2 5 x 11 70K9713 0.053 0.037
● MCGPR63V475M5X11-RH 4.7 5 x 11 70K9716 0.053 0.037
● MCGPR63V106M5X11-RH 10 5 x 11 70K9710 0.055 0.039
● MCGPR63V226M6.3X11-RH 22 6.3 x 11 70K9714 0.089 0.062
● MCGPR63V476M8X11-RH 47 8 x 11 70K9717 0.088 0.079
● MCGPR63V107M10X13-RH 100 10 x 13 70K9711 0.149 0.133
● MCGPR63V227M10X21-RH 220 10 x 21 70K9715 0.227 0.205
● MCGPR63V477M13X26-RH 470 13 x 26 70K9718 0.445 0.401
● MCGPR63V108M16X32-RH 1000 16 x 32 70K9712 1.130 1.030

VOLTAGE: 100 VDC

● MCGPR100V105M5X11-RH 1 5 x 11 70K9660 0.034 0.031
● MCGPR100V225M5X11-RH 2.2 5 x 11 70K9663 0.054 0.038
● MCGPR100V475M5X11-RH 4.7 5 x 11 70K9666 0.057 0.040
● MCGPR100V106M6.3X11-RH 10 6.3 x 11 70K9661 0.082 0.058
● MCGPR100V226M8X11-RH 22 8 x 11 70K9664 0.172 0.121
● MCGPR100V476M10X16-RH 47 10 x 16 70K9667 0.202 0.181
● MCGPR100V107M13X21-RH 100 13 x 21 70K9662 0.447 0.314
● MCGPR100V227M16X26-RH 220 16 x 26 70K9665 0.577 0.524
● MCGPR100V477M16X32-RH 470 16 x 32 70K9668 1.140 1.040

VOLTAGE: 160 VDC

● MCGPR160V107M13X26 100 13 x 26 97M4088 0.407 0.306
VOLTAGE: 200 VDC

● MCGPR200V106M10X13 10 10 x 13 97M4089 0.124 0.094
● MCGPR200V107M16X26 100 16 x 26 97M4090 0.813 0.612

VOLTAGE: 250 VDC

● MCGPR250V105M6.3X11 1 6.3 x 11 97M4096 0.076 0.057
● MCGPR250V475M8X11 4.7 8 x 11 97M4098 0.101 0.076
● MCGPR250V107M16X32 100 16 x 32 97M4097 0.813 0.612

VOLTAGE: 400 VDC

● MCGPR400V106M13X21 10 13 x 21 97M4102 0.302 0.227
VOLTAGE: 450 VDC

● MCGPR450V106M13X21 10 13 x 21 97M4103 0.329 0.248
● MCGPR450V226M13X26 22 13 x 26 97M4104 0.600 0.451

Mfg. Part No.
Cap
(μF)

D x L
(mm) Stock No.

Price Each

1-249
250-
499

● MCGPR6.3V108M8X12 1000 8 x 12 97M4111 0.082 0.062
● MCGPR6.3V228M10X21 2200 10 x 21 97M4112 0.209 0.158
● MCGPR6.3V338M13X21 3300 13 x 21 97M4113 0.252 0.190

VOLTAGE: 10 VDC

● MCGPR10V108M10X13 1000 10 x 13 97M4082 0.120 0.091
● MCGPR10V228M10X21 2200 10 x 21 97M4083 0.240 0.181

VOLTAGE: 16 VDC

● MCGPR16V106M5X11-RH 10 5 x 11 70K9669 0.050 0.035
● MCGPR16V226M5X11-RH 22 5 x 11 70K9672 0.050 0.035
● MCGPR16V336M5X11-RH 33 5 x 11 70K9675 0.053 0.037
● MCGPR16V476M5X11-RH 47 5 x 11 70K9677 0.032 0.028
● MCGPR16V107M5X11 100 5 x 11 97M4084 0.043 0.032
● MCGPR16V107M6.3X11-RH 100 6.3 x 11 70K9670 0.075 0.053
● MCGPR16V227M6.3X11-RH 220 6.3 x 11 70K9673 0.050 0.045
● MCGPR16V337M8X11-RH 330 8 x 11 70K9676 0.113 0.079
● MCGPR16V477M8X11-RH 470 8 x 11 70K9678 0.078 0.069
● MCGPR16V108M10X13 1000 10 x 13 97M4085 0.135 0.102
● MCGPR16V108M10X16-RH 1000 10 x 16 70K9671 0.148 0.131
● MCGPR16V228M13X21-RH 2200 13 x 21 70K9674 0.497 0.349
● MCGPR16V338M13X26 3300 13 x 26 97M4086 0.380 0.286
● MCGPR16V478M16X26-RH 4700 16 x 26 70K9679 0.936 0.657
● MCGPR16V688M16X36 6800 16 x 36 97M4087 0.763 0.574

VOLTAGE: 25 VDC

● MCGPR25V106M5X11-RH 10 5 x 11 70K9680 0.050 0.035
● MCMR25V106M4X7* 10 4 x 7 97M4176 0.031 0.023
● MCGPR25V226M5X11-RH 22 5 x 11 70K9683 0.051 0.036
● MCGPR25V476M5X11-RH 47 5 x 11 70K9685 0.032 0.028
● MCGPR25V107M6.3X11-RH 100 6.3 x 11 70K9681 0.087 0.061
● MCGPR25V227M8X11-RH 220 8 x 11 70K9684 0.081 0.073
● MCGPR25V337M8X14 330 8 x 14 97M4092 0.100 0.075
● MCGPR25V477M10X13 470 10 x 13 97M4094 0.135 0.102
● MCGPR25V477M10X16-RH 470 10 x 16 70K9686 0.130 0.114
● MCGPR25V108M10X21-RH 1000 10 x 21 70K9682 0.405 0.285
● MCGPR25V228M13X26 2200 13 x 26 97M4091 0.480 0.361
● MCGPR25V338M16X26 3300 16 x 26 97M4093 0.693 0.521
● MCGPR25V478M16X36 4700 16 x 36 97M4095 0.728 0.547

VOLTAGE: 35 VDC

● MCGPR35V475M5X11-RH 4.7 5 x 11 70K9695 0.050 0.035
● MCGPR35V106M5X11-RH 10 5 x 11 70K9687 0.050 0.036
● MCGPR35V226M5X11-RH 22 5 x 11 70K9690 0.054 0.038
● MCGPR35V336M5X11-RH 33 5 x 11 70K9693 0.057 0.040
● MCGPR35V476M5X11 47 5 x 11 97M4101 0.043 0.032
● MCGPR35V476M6.3X11-RH 47 6.3 x 11 70K9696 0.075 0.053
● MCGPR35V107M6.3X11 100 6.3 x 11 97M4099 0.063 0.048
● MCGPR35V107M8X11-RH 100 8 x 11 70K9688 0.112 0.079
● MCGPR35V227M8X12 220 8 x 12 97M4100 0.097 0.073
● MCGPR35V227M10X13-RH 220 10 x 13 70K9691 0.170 0.154
● MCGPR35V337M10X16-RH 330 10 x 16 70K9694 0.265 0.187
● MCGPR35V477M10X21-RH 470 10 x 21 70K9697 0.266 0.239
● MCGPR35V108M13X21-RH 1000 13 x 21 70K9689 0.285 0.253
● MCGPR35V228M16X32-RH 2200 16 x 32 70K9692 0.927 0.836

VOLTAGE: 50 VDC

● MCGPR50V224M5X11 0.22 5 x 11 97M4105 0.028 0.021
● MCGPR50V474M5X11-RH 0.47 5 x 11 70K9705 0.050 0.035
● MCGPR50V105M5X11-RH 1 5 x 11 70K9698 0.034 0.031
● MCGPR50V225M5X11-RH 2.2 5 x 11 70K9702 0.032 0.029
● MCGPR50V335M5X11 3.3 5 x 11 97M4107 0.028 0.021
● MCGPR50V475M5X11-RH 4.7 5 x 11 70K9706 0.034 0.030
● MCGPR50V106M5X11-RH 10 5 x 11 70K9699 0.032 0.028
● MCGPR50V226M5X11-RH 22 5 x 11 70K9703 0.032 0.029
● MCGPR50V336M6.3X11 33 6.3 x 11 97M4108 0.050 0.037
● MCGPR50V476M6.3X11-RH 47 6.3 x 11 70K9707 0.050 0.045
● MCGPR50V107M8X11-RH 100 8 x 11 70K9700 0.075 0.067
● MCGPR50V227M10X16-RH 220 10 x 16 70K9704 0.266 0.187

(16832)

Case Size Dia. × Length Case Size Dia. × Length Case Size Dia. × Length
AA 0.25 × 0.43″ CD 0.39 × 0.63″ EK 0.63 × 0.98″
AW 0.25 × 0.28″ CG 0.39 × 0.79″ HW 0.16 × 0.28″
BB 0.31 × 0.45″ DG 0.39 × 0.79″ JA 0.20 × 0.43″
CC 0.39 × 0.49″ DK 0.49 × 0.98″ JW 0.20 × 0.28″

Features

Mfg. Part No.
Cap.
(μF)

Case
Size

Ripple
(mA) Stock No.

Price Each
1-24 25-99

● 515D106M016HW6AE3 10 HW 28 83K6032 0.258 0.195
● 515D106M016JA6AE3 10 JA 28 83K6034 0.110 0.098
● 515D226M016JA6AE3 22 JA 44 83K6106 0.152 0.115
● 515D107M016AA6AE3 100 AA 175 83K6055 0.171 0.154

• Wide CV Value Range
• Safety Vent Construction
Specifications

515D SERIES RADIAL ALUMINUM
ELECTROLYTIC CAPACITORS

• Tolerance: ±20%
• Lead Dia: 0.5mm for 5-8mm Dia., 0.6mm for 10-13mm Dia., 0.8mm for 16mm Dia. Capacitors
• Load Life: 2000 hours @ 85°C
• Operating Temp.: –40°C to +85°C

CASE SIZE (INCLUDES INSULATION) 

Specifications:

GENERAL-PURPOSE RADIAL
ALUMINUM ELECTROLYTIC
CAPACITORS (85°C)

VOLTAGE: 6.3 VDC

• Operating Temperature: -40°C to +85°C
• Tolerance: ±20%
• Life Validation Test: 2000 Hours @ +85°C
• DC Leakage Current Rated Voltage for 1 and 2 Minutes for 6.3 WVDC to 100 WVDC Units: I < 0.03 CV or

4μA, Whichever Is Greater; I < 0.01 CV or 3μA, Whichever Is Greater
• DC Leakage Current Rated Voltage for 1 Minute for 160 WVDC to 450 WVDC Units: I < 0.01 CV + 40μA and

CV ≤ 1000; I < 0.04 CV + 100μA and CV > 1000

VOLTAGE: 16 VDC, 20 VDC SURGE

*Ultra miniature
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KZE SERIES (CONT.)515D SERIES RADIAL ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

Size
D x L
(mm)

Impedance
(Ωmax/100kHz,

20°C)

Rated
Ripple
Current

(mArms/
105°C,

100kHz) Stock No.

Price Each

1-9
WORKING VOLTAGE (Vdc): 6.3V

● EKZE6R3ELL151ME11D 150 5 x 11 0.3 250 23K4004 0.077
● EKZE6R3ELL221MH07D 220 8 x 7 0.15 380 23K4006 0.196
● EKZE6R3ELL331MF11D 330 6.3 x 11 0.13 405 23K4008 0.093
● EKZE6R3ELL561MHB5D 560 8 x 11.5 0.072 760 23K4012 0.145
● EKZE6R3ELL821MH15D 820 8 x 15 0.056 995 23K4016 0.180
● EKZE6R3ELL102MJC5S 1000 10 x 12.5 0.053 1030 23K4001 0.212
● EKZE6R3ELL122MJ16S 1200 10 x 16 0.038 1430 23K4003 0.232
● EKZE6R3ELL122MH20D 1200 8 x 20 0.041 1250 23K4002 0.203
● EKZE6R3ELL152MJ20S 1500 10 x 20 0.023 1820 23K4005 0.270
● EKZE6R3ELL222MJ25S 2200 10 x 25 0.022 2150 23K4007 0.344
● EKZE6R3ELL332MK20S 3300 12.5 x 20 0.021 2360 23K4009 0.434
● EKZE6R3ELL392MK25S 3900 12.5 x 25 0.018 2770 23K4010 0.514
● EKZE6R3ELL472MK30S 4700 12.5 x 30 0.016 3290 23K4011 0.575

WORKING VOLTAGE (Vdc): 6.3V

Mfg. Part No.
Cap.
(μF)

Size
D x L
(mm)

Impedance
(Ωmax/100kHz,

20°C)

Rated
Ripple
Current

(mArms/
105°C,

100kHz) Stock No.

Price Each

1-9
● EKZE6R3ELL562MK35S 5600 12.5 x 35 0.015 3400 23K4013 0.633
● EKZE6R3ELL562ML20S 5600 16 x 20 0.018 3140 23K4014 0.742
● EKZE6R3ELL682ML25S 6800 16 x 25 0.016 3460 23K4015 0.848

WORKING VOLTAGE (Vdc): 10V

● EKZE100ELL101ME11D 100 5 x 11 0.3 250 23K3908 0.074
● EKZE100ELL221MF11D 220 6.3 x 11 0.13 405 23K3914 0.100
● EKZE100ELL471MHB5D 470 8 x 11.5 0.072 760 23K3919 0.171
● EKZE100ELL681MH15D 680 8 x 15 0.056 995 23K3922 0.212

EKZE100ELL681MJC5S 680 10 x 12.5 0.053 1030 16M7357 0.225
● EKZE100ELL102MJ16S 1000 10 x 16 0.038 1430 23K3910 0.251
● EKZE100ELL102MH20D 1000 8 x 20 0.041 1250 23K3909 0.244
● EKZE100ELL122MJ20S 1200 10 x 20 0.023 1820 23K3911 0.289
● EKZE100ELL152MJ25S 1500 10 x 25 0.022 2150 23K3912 0.357
● EKZE100ELL222MK20S 2200 12.5 x 20 0.021 2360 23K3915 0.443
● EKZE100ELL332MK25S 3300 12.5 x 25 0.018 2770 23K3916 0.559
● EKZE100ELL392MK30S 3900 12.5 x 30 0.016 3290 23K3917 0.626
● EKZE100ELL392ML20S 3900 16 x 20 0.018 3140 23K3918 0.739
● EKZE100ELL472MK35S 4700 12.5 x 35 0.015 3400 23K3920 0.684
● EKZE100ELL562ML25S 5600 16 x 25 0.016 3460 23K3921 0.883

WORKING VOLTAGE (Vdc): 16V

EKZE160ELL560ME11D 56 5 x 11 0.3 250 16M7369 0.084
EKZE160ELL680MF07D 68 6.3 x 7 0.24 300 16M7370 0.087

● EKZE160ELL121MF11D 120 6.3 x 11 0.13 405 23K3940 0.113
● EKZE160ELL331MHB5D 330 8 x 11.5 0.072 760 23K3946 0.158
● EKZE160ELL471MJC5S 470 10 x 12.5 0.053 1030 23K3950 0.219
● EKZE160ELL471MH15D 470 8 x 15 0.056 995 23K3949 0.199
● EKZE160ELL561ME11D 560 5 x 11 0.3 250 23K3951 0.081
● EKZE160ELL681MF07D 680 6.3 x 7 0.24 300 23K3952 0.135
● EKZE160ELL681MJ16S 680 10 x 16 0.038 1430 23K3954 0.232
● EKZE160ELL681MH20D 680 8 x 20 0.041 1250 23K3953 0.222
● EKZE160ELL102MJC5S 1000 10 x 12.5 0.053 1030 23K3938 0.187
● EKZE160ELL102MJ20S 1000 10 x 20 0.023 1820 23K3939 0.280
● EKZE160ELL122MJ25S 1200 10 x 25 0.022 2150 23K3941 0.354
● EKZE160ELL152MK20S 1500 12.5 x 20 0.021 2360 23K3942 0.440
● EKZE160ELL222MK25S 2200 12.5 x 25 0.018 2770 23K3943 0.549
● EKZE160ELL272MK30S 2700 12.5 x 30 0.016 3290 23K3944 0.604
● EKZE160ELL272ML20S 2700 16 x 20 0.018 3140 23K3945 0.710
● EKZE160ELL332MK35S 3300 12.5 x 35 0.015 3400 23K3947 0.684
● EKZE160ELL392ML25S 3900 16 x 25 0.016 3460 23K3948 0.835

WORKING VOLTAGE (Vdc): 25V

● EKZE250ELL470ME11D 47 5 x 11 0.3 250 23K3965 0.084
● EKZE250ELL101MF11D 100 6.3 x 11 0.13 405 23K3955 0.119
● EKZE250ELL221MHB5D 220 8 x 11.5 0.072 760 23K3960 0.158
● EKZE250ELL331MJC5S 330 10 x 12.5 0.053 1030 23K3964 0.228
● EKZE250ELL331MH15D 330 8 x 15 0.056 995 23K3963 0.196
● EKZE250ELL471MJ16S 470 10 x 16 0.038 1430 23K3967 0.248
● EKZE250ELL471MH20D 470 8 x 20 0.041 1250 23K3966 0.225
● EKZE250ELL681MJ20S 680 10 x 20 0.023 1820 23K3968 0.293
● EKZE250ELL821MJ25S 820 10 x 25 0.022 2150 23K3969 0.366
● EKZE250ELL102MK20S 1000 12.5 x 20 0.021 2360 23K3956 0.463
● EKZE250ELL152MK25S 1500 12.5 x 25 0.018 2770 23K3957 0.562
● EKZE250ELL182MK30S 1800 12.5 x 30 0.016 3290 23K3958 0.626
● EKZE250ELL182ML20S 1800 16 x 20 0.018 3140 23K3959 0.716
● EKZE250ELL222MK35S 2200 12.5 x 35 0.015 3400 23K3961 0.697
● EKZE250ELL272ML25S 2700 16 x 25 0.016 3460 23K3962 0.838

WORKING VOLTAGE (Vdc): 35V

● EKZE350ELL330ME11D 33 5 x 11 0.3 250 23K3979 0.090
● EKZE350ELL560MF11D 56 6.3 x 11 0.13 405 23K3982 0.119
● EKZE350ELL151MHB5D 150 8 x 11.5 0.072 760 23K3973 0.164
● EKZE350ELL221MJC5S 220 10 x 12.5 0.053 1030 23K3977 0.248
● EKZE350ELL221MH15D 220 8 x 15 0.056 995 23K3976 0.206
● EKZE350ELL271MH20D 270 8 x 20 0.041 1250 23K3978 0.232
● EKZE350ELL331MJ16S 330 10 x 16 0.038 1430 23K3980 0.273
● EKZE350ELL471MJ20S 470 10 x 20 0.023 1820 23K3981 0.321
● EKZE350ELL561MJ25S 560 10 x 25 0.022 2150 23K3983 0.395
● EKZE350ELL681MK20S 680 12.5 x 20 0.021 2360 23K3984 0.447
● EKZE350ELL102MK25S 1000 12.5 x 25 0.018 2770 23K3970 0.556
● EKZE350ELL122MK30S 1200 12.5 x 30 0.016 3290 23K3971 0.626
● EKZE350ELL122ML20S 1200 16 x 20 0.018 3140 23K3972 0.716

Mfg. Part No.
Cap.
(μF)

Case
Size

Ripple
(mA) Stock No.

Price Each
1-24 25-99

● 515D227M016BB6AE3 220 BB 300 83K6127 0.209 0.188
● 515D477M016CC6AE3 470 CC 470 83K6223 0.352 0.316
● 515D108M016CG6AE3 1000 CG 790 83K6077 0.618 0.554

VOLTAGE: 25 VDC, 32 VDC SURGE

● 515D106M025JA6AE3 10 JA 33 83K6035 0.110 0.098
● 515D226M025JA6AE3 22 JA 51 83K6109 0.133 0.120
● 515D476M025JA6AE3 47 JA 115 83K6209 0.148 0.132
● 515D107M025AA6AE3 100 AA 185 83K6057 0.200 0.179
● 515D227M025BB6AE3 220 BB 320 83K6128 0.276 0.247
● 515D337M025CC6AE3 330 CC 420 83K6170 0.352 0.316
● 515D477M025CD6AE3 470 CD 540 83K6224 0.485 0.435
● 515D108M025DG6AE3 1000 DG 950 83K6079 0.860 0.771

VOLTAGE: 35 VDC, 44 VDC SURGE

● 515D106M035JA6AE3 10 JA 36 83K6036 0.110 0.098
● 515D106M035JW6AE3 10 JW 36 83K6039 0.205 0.184
● 515D336M035JA6AE3 33 JA 105 83K6159 0.133 0.120
● 515D476M035AA6AE3 47 AA 140 83K6211 0.171 0.154
● 515D107M035BB6AE3 100 BB 230 83K6059 0.257 0.230
● 515D227M035CC6AE3 220 CC 370 83K6130 0.352 0.316
● 515D337M035CD6AE3 330 CD 490 83K6173 0.674 0.510
● 515D477M035CG6AE3 470 CG 640 83K6225 0.618 0.554
● 515D108M035DK6AE3 1000 DK 1100 83K6081 1.320 1.180
● 515D228M035EN6AE3 2200 EN 1850 83K6144 2.210 1.980

VOLTAGE: 50 VDC, 63 VDC SURGE

● 515D105M050JA6AE3 1 JA 10 83K6025 0.110 0.098
● 515D225M050JA6AE3 2.2 JA 19 83K6094 0.110 0.098
● 515D335M050JA6AE3 3.3 JA 24 83K6150 0.110 0.098
● 515D475M050JA6AE3 4.7 JA 29 83K6191 0.110 0.098
● 515D106M050JA6AE3 10 JA 44 83K6042 0.133 0.120
● 515D226M050JA6AE3 22 JA 95 83K6116 0.133 0.120
● 515D336M050AA6AE3 33 AA 125 83K6160 0.278 0.210
● 515D476M050AA6AE3 47 AA 150 83K6212 0.200 0.179
● 515D107M050BB6AE3 100 BB 250 83K6062 0.352 0.316
● 515D227M050CD6AE3 220 CD 440 83K6133 0.528 0.473
● 515D337M050CG6AE3 330 CG 580 83K6174 0.618 0.554
● 515D108M050EK6AE3 1000 EK 1350 83K6082 1.520 1.360

VOLTAGE: 63 VDC, 79 VDC SURGE

● 515D106M063JA6AE3 10 JA 70 83K6044 0.133 0.120
● 515D476M063BB6AE3 47 BB 190 83K6215 0.257 0.230
● 515D107M063CC6AE3 100 CC 300 83K6064 0.352 0.316
● 515D227M063CG6AE3 220 CG 490 83K6134 0.618 0.554
● 515D477M063DK6AE3 470 DK 880 83K6228 1.270 1.140

VOLTAGE: 100 VDC, 125 VDC SURGE

● 515D225M100JA6AE3 2.2 JA 30 83K6097 0.110 0.098

KZE SERIES

(7106)

Features
• Ultra low impedance for personal

computer and storage equipment
• Endurance with ripple current:

105°C - 1,000 to 5,000 hours
• Non solvent-proof type
• Capacitance Tolerance: ±20%
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SEK SERIES ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)KZE SERIES (CONT.)

Mfg. Part No.
Cap.
(uF)

DxL
(mm)

Ripple
(mA)

ESR
(Ω) Stock No.

Price Each
1-9 10-99

● 10YXA100M5X11 100 5 x 11 105 2.92 38M0219 0.039 0.035
VOLTAGE: 16 WVDC

● 16YXA47M5X11 47 5 x 11 80 5.08 38M1409 0.043 0.038
● 16YXA100M5X11 100 5 x 11 130 2.39 38M1402 0.045 0.040
● 16YXA220M6.3X11 220 6.3 x 11 220 1.09 38M1405 0.068 0.060
● 16YXA470M8X11.5 470 8 x 11.5 375 0.51 38M1410 0.105 0.093

VOLTAGE: 25 WVDC

● 25YXA47M5X11 47 5 x 11 84 4.52 38M3162 0.043 0.038
● 25YXA100M6.3X11 100 6.3 x 11 140 2.12 38M3155 0.064 0.057

WORKING VOLTAGE (Vdc): 35V

Mfg. Part No.
Cap.
(μF)

Size
D x L
(mm)

Impedance
(Ωmax/100kHz,

20°C)

Rated
Ripple
Current

(mArms/
105°C,

100kHz) Stock No.

Price Each

1-9
● EKZE350ELL152MK35S 1500 12.5 x 35 0.015 3400 23K3974 0.716
● EKZE350ELL182ML25S 1800 16 x 25 0.016 3460 23K3975 0.870

WORKING VOLTAGE (Vdc): 50V

● EKZE500ELL100ME07D 10 5 x 7 0.5 210 23K3985 0.077
● EKZE500ELL220ME11D 22 5 x 11 0.34 238 23K3991 0.087

EKZE500ELL560MF11D 56 6.3 x 11 0.14 385 16M7395 0.110
● EKZE500ELL101MHB5D 100 8 x 11.5 0.074 724 23K3986 0.183
● EKZE500ELL121MH15D 120 8 x 15 0.061 950 23K3988 0.232
● EKZE500ELL151MJC5S 150 10 x 12.5 0.061 979 23K3989 0.235
● EKZE500ELL181MH20D 180 8 x 20 0.046 1190 23K3990 0.264
● EKZE500ELL221MJ16S 220 10 x 16 0.042 1370 23K3992 0.264
● EKZE500ELL271MJ20S 270 10 x 20 0.03 1580 23K3993 0.293
● EKZE500ELL331MJ25S 330 10 x 25 0.028 1870 23K3994 0.366
● EKZE500ELL471MK20S 470 12.5 x 20 0.027 2050 23K3995 0.485
● EKZE500ELL561MF11D 560 6.3 x 11 0.13 405 23K3996 0.097
● EKZE500ELL561MK25S 560 12.5 x 25 0.023 2410 23K3997 0.585
● EKZE500ELL681MK30S 680 12.5 x 30 0.021 2860 23K3998 0.658
● EKZE500ELL821MK35S 820 12.5 x 35 0.019 2960 23K3999 0.735
● EKZE500ELL821ML20S 820 16 x 20 0.023 2730 23K4000 0.726
● EKZE500ELL102ML25S 1000 16 x 25 0.021 3010 23K3987 0.819

WORKING VOLTAGE (Vdc): 63V

● EKZE630ELL150ME11D 15 5 x 11 0.88 165 23K4019 0.077
● EKZE630ELL330MF11D 33 6.3 x 11 0.35 265 23K4024 0.126

EKZE630ELL560MHB5D 56 8 x 11.5 0.22 500 16M7408 0.196
● EKZE630ELL820MJC5S 82 10 x 12.5 0.11 690 23K4030 0.257
● EKZE630ELL820MH15D 82 8 x 15 0.16 665 23K4029 0.244
● EKZE630ELL121MJ16S 120 10 x 16 0.076 950 23K4018 0.286
● EKZE630ELL181MK16S 180 12.5 x 16 0.072 1150 23K4021 0.469
● EKZE630ELL221MJ25S 220 10 x 25 0.046 1350 23K4023 0.431
● EKZE630ELL391MK25S 390 12.5 x 25 0.031 1900 23K4025 0.591
● EKZE630ELL471MK30S 470 12.5 x 30 0.028 2300 23K4026 0.684
● EKZE630ELL561MHB5D 560 8 x 11.5 0.36 355 23K4027 0.132
● EKZE630ELL681MK40S 680 12.5 x 40 0.021 2800 23K4028 0.909
● EKZE630ELL102MLP1S 1000 16 x 35.5 0.019 2900 23K4017 1.170
● EKZE630ELL152MMP1S 1500 18 x 35.5 0.018 3400 23K4020 1.520
● EKZE630ELL182MM40S 1800 18 x 40 0.017 3500 23K4022 1.660

WORKING VOLTAGE (Vdc): 100V

● EKZE101ELL270MHB5D 27 8 x 11.5 0.36 355 23K3927 0.171
EKZE101ELL390MH15D 39 8 x 15 0.25 450 70J9030 0.212

● EKZE101ELL470MJC5S 47 10 x 12.5 0.17 480 23K3932 0.254
● EKZE101ELL101MK16S 100 12.5 x 16 0.11 750 23K3923 0.492
● EKZE101ELL121MJ25S 120 10 x 25 0.069 900 23K3924 0.421
● EKZE101ELL151MK20S 150 12.5 x 20 0.062 1100 23K3925 0.530
● EKZE101ELL221MK25S 220 12.5 x 25 0.047 1250 23K3926 0.665
● EKZE101ELL271MK30S 270 12.5 x 30 0.042 1500 23K3928 0.745
● EKZE101ELL331MK35S 330 12.5 x 35 0.036 1650 23K3929 0.835
● EKZE101ELL331MM20S 330 18 x 20 0.045 1500 23K3930 0.983
● EKZE101ELL391MH15D 390 8 x 15 0.16 665 23K3931 0.151
● EKZE101ELL471MM25S 470 18 x 25 0.036 1750 23K3933 1.190

EKZE101ELL561MLP1S 560 16 x 35.5 0.029 2000 16M7365 1.310
● EKZE101ELL561MMP1S 560 18 x 35.5 0.018 3400 23K3934 1.120
● EKZE101ELL681MJ16S 680 10 x 16 0.076 950 23K3935 0.222
● EKZE101ELL681MMP1S 680 18 x 35.5 0.027 2200 23K3936 1.600
● EKZE101ELL821MM40S 820 18 x 40 0.026 2700 23K3937 1.750

Mfg. Part No.
Cap.
(μF)

D x L
(Inches)

Terminal
Spacing Stock No.

Price Each
1-9 10-99

● SEK101M016ST 100 0.248 x 0.433 0.098″ 91F6296 0.172 0.155
● SEK221M016ST 220 0.315 x 0.433 0.138″ 91F6297 0.261 0.236
● SEK331M016ST 330 0.315 x 0.433 0.138″ 72K6702 0.296 0.267
● SEK102M016ST 1000 0.394 x 0.827 0.197″ 72K6694 0.531 0.480
● SEK222M016ST 2200 0.512 x 0.827 0.197″ 72K6699 0.988 0.893
● SEK332M016ST 3300 0.512 x 1.023 0.197″ 18M9318 1.330 1.200

VOLTAGE: 25 VDC

● SEK220M025ST 22 0.197 x 0.433 0.078″ 72K6697 0.134 0.121
● SEK470M025ST 47 0.197 x 0.433 0.078″ 83F2072 0.141 0.127
● SEK101M025ST 100 0.236 x 0.433 0.098″ 08C2431 0.331 0.299
● SEK221M025ST 220 0.315 x 0.433 0.138″ 91F6301 0.262 0.237
● SEK331M025ST 330 0.394 x 0.512 0.197″ 72K6703 1.550 1.400
● SEK471M025ST 470 0.394 x 0.630 0.197″ 91F6302 0.495 0.448
● SEK102M025ST 1000 0.512 x 0.827 0.197″ 83F2071 2.900 2.620
● SEK222M025ST 2200 0.512 x 1.023 0.197″ 72K6700 4.070 3.670
● SEK332M025ST 3300 0.630 x 1.260 0.295″ 72K6705 1.440 1.300
● SEK472M025ST 4700 0.708 x 1.380 0.295″ 72K6711 2.380 2.150

VOLTAGE: 35 VDC

● SEK470M035ST 47 0.248 x 0.433 0.098″ 72K6708 0.191 0.172
● SEK101M035ST 100 0.315 x 0.433 0.138″ 91F6304 0.346 0.312
● SEK221M035ST 220 0.394 x 0.512 0.197″ 91F6305 0.545 0.493
● SEK331M035ST 330 0.394 x 0.630 0.197″ 72K6704 1.870 1.690
● SEK471M035ST 470 0.394 x 0.827 0.197″ 72K6710 0.874 0.789
● SEK102M035ST 1000 0.512 x 0.827 0.197″ 91F6306 1.600 1.450
● SEK222M035ST 2200 0.630 x 1.260 0.295″ 72K6701 3.420 3.090
● SEK332M035ST 3300 0.708 x 1.380 0.295″ 72K6706 6.500 5.870

VOLTAGE: 50 VDC

● SEK010M050ST 1 0.197 x 0.433 0.079″ 72K6693 0.129 0.117
● SEK2R2M050ST 2.2 0.197 x 0.433 0.079″ 72K6696 0.117 0.106
● SEK3R3M050ST 3.3 0.197 x 0.433 0.079″ 08C2460 0.115 0.104
● SEK4R7M050ST 4.7 0.197 x 0.433 0.079″ 72K6707 0.129 0.117
● SEK100M050ST 10 0.197 x 0.433 0.079″ 80K6142 0.129 0.117
● SEK220M050ST 22 0.197 x 0.433 0.079″ 91F6311 0.115 0.104
● SEK330M050ST 33 0.248 x 0.433 0.098″ 18M9317 0.174 0.157
● SEK470M050ST 47 0.248 x 0.433 0.098″ 84F543 0.231 0.209
● SEK101M050ST 100 0.315 x 0.433 0.138″ 50B4929 0.424 0.383
● SEK221M050ST 220 0.394 x 0.630 0.197″ 91F6313 0.712 0.643
● SEK331M050ST 330 0.394 x 0.827 0.197″ 78K6128 0.921 0.832
● SEK471M050ST 470 0.630 x 0.984 0.295″ 91F6314 1.220 1.100
● SEK102M050ST 1000 0.630 x 0.984 0.295″ 72K6695 1.740 1.570
● SEK222M050ST 2200 0.708 x 1.378 0.295″ 91F6316 5.740 5.180

VOLTAGE: 63 VDC

● SEK101M063ST 100 0.394 x 0.512 0.197″ 91B0517 1.390 1.260
VOLTAGE: 100 VDC

● SEK100M100ST 10 0.248 x 0.433 0.098″ 59K0257 0.188 0.170
● SEK221M100ST 220 0.630 x 0.984 0.295″ 72K6698 1.230 1.110

VOLTAGE: 160 VDC

● SEK100M160ST 10 0.315 x 0.433 0.138″ 92B3334 1.610 1.450

(84501)

(7160)

SEK SERIES ALUMINUM
ELECTROLYTIC CAPACITORS

YXA SERIES RADIAL ALUMINUM
ELECTROLYTIC CAPACITORS

Features

VOLTAGE: 10 WVDC

• Operating Temperature: -55°C to
+105°C, 1000-3000 Hours

• Tolerance: ±20%
• Voltage Range: 6.3 - 450 WVDC
• Capacitance Range: 0.1 - 22000 μF

• General-Purpose Capacitors
• High Reliability, Long Life
• High CV Product
• Very High Volumetric Efficiency

Applications
• Suitable for General-Purpose

Applications Such as Coupling,
Decoupling, Bypass and Filtering Circuits

Specifications
• Tolerance: ±20%
• Operating Temperature: -40°C to +105°C
• Voltage range : 6.3VDC to 450VDC
• Capacitance range: .47uF to 15,000uF

VOLTAGE: 16 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

GENERAL-PURPOSE ALUMINUM RADIAL ELECTROLYTIC CAPACITORS
(105°C) (CONT.)

YXA SERIES RADIAL ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 6.3 VDC

VOLTAGE: 25 WVDC

Mfg. Part No.
Cap.
(uF)

DxL
(mm)

Ripple
(mA)

ESR
(Ω) Stock No.

Price Each
1-9 10-99

● 25YXA470M10X12.5 470 10 x 12.5 440 0.45 38M3163 0.177 0.156
● 25YXA1000M10X20 1000 10 x 20 740 0.21 38M3156 0.253 0.224

VOLTAGE: 35 WVDC

● 35YXA100M6.3X11 100 6.3 x 11 170 1.86 38M4386 0.071 0.063
VOLTAGE: 50 WVDC

● 50YXA1M5X11 1 5 x 11 13 159.16 38M6827 0.047 0.041
● 50YXA4.7M5X11 4.7 5 x 11 32 33.86 38M6839 0.046 0.041
● 50YXA10M5X11 10 5 x 11 47 15.92 38M6828 0.046 0.040
● 50YXA22M5X11 22 5 x 11 70 7.23 38M6832 0.046 0.041
● 50YXA47M6.3X11 47 6.3 x 11 115 3.39 38M6840 0.067 0.059
● 50YXA100M8X11.5 100 8 x 11.5 200 1.59 38M6829 0.108 0.095
● 50YXA1000M12.5X25 1000 12.5 x 25 1060 0.16 38M6830 0.526 0.466

(90602)

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

D x L
(mm) Stock No.

Price Each
1-9 10-99

● MCRH35V475M5X11-RH 4.7 5 x 11 70K9769 0.079 0.055
● MCRH35V106M5X11-RH 10 5 x 11 70K9761 0.081 0.057
● MCRH35V226M5X11-RH 22 5 x 11 70K9764 0.091 0.064
● MCRH35V336M5X11-RH 33 5 x 11 70K9767 0.077 0.068
● MCRH35V476M6.3X11-RH 47 6.3 x 11 70K9770 0.086 0.078
● MCRH35V107M8X11-RH 100 8 x 11 70K9762 0.126 0.113
● MCRH35V127M8X12 120 8 x 12 97M4179 0.086 0.064
● MCRH35V187M10X16 180 10 x 16 97M4180 0.132 0.099
● MCRH35V227M10X13-RH 220 10 x 13 70K9765 0.126 0.113
● MCGLR35V227M10X16 220 10X16 97M4076 0.163 0.123
● MCRH35V337M10X16-RH 330 10 x 16 70K9768 0.266 0.222
● MCRH35V477M10X21-RH 470 10 x 21 70K9771 0.306 0.230
● MCRH35V687M13X21 680 13 x 21 97M4183 0.264 0.198
● MCRH35V108M13X21-RH 1000 13 x 21 70K9763 0.390 0.352
● MCRH35V228M16X32-RH 2200 16 x 32 70K9766 0.927 0.836
● MCRH35V338M16X36 3300 16 x 36 97M4181 0.774 0.582

VOLTAGE: 50 VDC

● MCRH50V474M5X11-RH 0.47 5 x 11 70K9779 0.087 0.061
● MCRH50V105M5X11-RH 1 5 x 11 70K9772 0.040 0.036
● MCRH50V225M5X11-RH 2.2 5 x 11 70K9776 0.040 0.036
● MCRH50V475M5X11-RH 4.7 5 x 11 70K9780 0.059 0.045
● MCRH50V106M5X11-RH 10 5 x 11 70K9773 0.038 0.033
● MCRH50V226M5X11-RH 22 5 x 11 70K9777 0.059 0.045
● MCRH50V476M6.3X11-RH 47 6.3 x 11 70K9781 0.081 0.073
● MCRH50V686M8X11 68 8 x 11 97M4184 0.086 0.077
● MCRH50V107M8X11-RH 100 8 x 11 70K9774 0.122 0.102
● MCRH50V227M10X16-RH 220 10 x 16 70K9778 0.210 0.189
● MCRH50V477M13X21-RH 470 13 x 21 70K9782 0.332 0.299
● MCGLR50V477M13X26 470 13X26 97M4077 0.465 0.350
● MCRH50V687M13X32 680 13 x 32 97M4185 0.581 0.437
● MCRH50V108M16X26-RH 1000 16 x 26 70K9775 0.617 0.556

VOLTAGE: 63 VDC

● MCRH63V105M5X11-RH 1 5 x 11 70K9783 0.057 0.051
● MCRH63V225M5X11-RH 2.2 5 x 11 70K9785 0.084 0.059
● MCRH63V335M5X11-RH 3.3 5 x 11 70K9788 0.084 0.059
● MCRH63V475M5X11-RH 4.7 5 x 11 70K9791 0.084 0.059
● MCRH63V226M6.3X11-RH 22 6.3 x 11 70K9786 0.095 0.086
● MCRH63V336M6.3X11-RH 33 6.3 x 11 70K9789 0.110 0.099
● MCGLR63V396M8X16 39 8X16 97M4081 0.140 0.105
● MCRH63V476M8X11-RH 47 8 x 11 70K9792 0.118 0.106
● MCGLR63V107M10X20 100 10X20 97M4080 0.240 0.181
● MCRH63V227M10X21-RH 220 10 x 21 70K9787 0.227 0.205
● MCRH63V337M13X21-RH 330 13 x 21 70K9790 0.400 0.361
● MCRH63V477M13X26-RH 470 13 x 26 70K9793 0.445 0.401
● MCRH63V108M16X32-RH 1000 16 x 32 70K9784 1.160 1.050

VOLTAGE: 100 VDC

● MCRH100V105M5X11-RH 1 5 x 11 70K9729 0.092 0.064
● MCRH100V225M5X11-RH 2.2 5 x 11 70K9732 0.092 0.064
● MCRH100V335M5X11-RH 3.3 5 x 11 70K9735 0.092 0.064
● MCRH100V475M5X11-RH 4.7 5 x 11 70K9738 0.071 0.064
● MCRH100V106M6.3X11-RH 10 6.3 x 11 70K9730 0.120 0.085
● MCRH100V226M8X11-RH 22 8 x 11 70K9733 0.193 0.135
● MCRH100V336M10X13-RH 33 10 x 13 70K9736 0.176 0.158
● MCRH100V476M10X16-RH 47 10 x 16 70K9739 0.303 0.274
● MCRH100V107M13X21-RH 100 13 x 21 70K9731 0.392 0.354
● MCRH100V227M16X26-RH 220 16 x 26 70K9734 0.742 0.670
● MCRH100V337M16X26-RH 330 16 x 26 70K9737 0.945 0.854

Mfg. Part No.
Cap.
(μF)

D x L
(mm) Stock No.

Price Each
1-9 10-99

● MCGLR6.3V158M10X20 1500 10X20 97M4078 0.213 0.160
● MCGLR6.3V228M10X25 2200 10X25 97M4079 0.302 0.227

VOLTAGE: 10 VDC

● MCRH10V226M5X11-RH 22 5 x 11 70K9721 0.079 0.055
● MCRH10V476M5X11-RH 47 5 x 11 70K9726 0.081 0.057
● MCRH10V107M5X11-RH 100 5 x 11 70K9719 0.058 0.043
● MCRH10V227M6.3X11-RH 220 6.3 x 11 70K9722 0.076 0.057
● MCRH10V337M8X11-RH 330 8 x 11 70K9724 0.123 0.112
● MCRH10V477M8X11-RH 470 8 x 11 70K9727 0.098 0.082
● MCGLR10V108M8X20 1000 8X20 97M4071 0.178 0.134
● MCRH10V108M10X16-RH 1000 10 x 16 70K9720 0.239 0.199
● MCGLR10V158M10X25 1500 10X25 97M4072 0.256 0.192
● MCGLR10V188M13X26 1800 13X26 97M4073 0.295 0.222
● MCRH10V228M13X21-RH 2200 13 x 21 70K9723 0.384 0.347
● MCRH10V338M13X21-RH 3300 13 x 21 70K9725 0.527 0.477
● MCRH10V478M16X26-RH 4700 16 x 26 70K9728 0.661 0.597

VOLTAGE: 16 VDC

● MCRH16V106M5X11-RH 10 5 x 11 70K9740 0.079 0.055
● MCRH16V226M5X11-RH 22 5 x 11 70K9743 0.079 0.055
● MCRH16V336M5X11-RH 33 5 x 11 70K9746 0.084 0.059
● MCRH16V476M5X11-RH 47 5 x 11 70K9749 0.036 0.032
● MCRH16V107M6.3X11-RH 100 6.3 x 11 70K9741 0.089 0.080
● MCRH16V227M8X11-RH 220 8 x 11 70K9744 0.118 0.106
● MCRH16V337M8X11-RH 330 8 x 11 70K9747 0.109 0.091
● MCRH16V477M10X13-RH 470 10 x 13 70K9750 0.183 0.166
● MCGLR16V477M10X17 470 10X17 97M4075 0.217 0.163
● MCRH16V108M10X21-RH 1000 10 x 21 70K9742 0.245 0.204
● MCGLR16V128M10X25 1200 10X25 97M4074 0.291 0.219
● MCRH16V228M13X21-RH 2200 13 x 21 70K9745 0.432 0.360
● MCRH16V338M13X26-RH 3300 13 x 26 70K9748 0.681 0.616
● MCRH16V478M16X32-RH 4700 16 x 32 70K9751 0.972 0.875

VOLTAGE: 25 VDC

● MCRH25V226M5X11 22 5 x 11 97M4177 0.030 0.023
● MCRH25V336M5X11-RH 33 5 x 11 70K9756 0.098 0.069
● MCRH25V476M5X11-RH 47 5 x 11 70K9759 0.056 0.041
● MCRH25V107M6.3X11-RH 100 6.3 x 11 70K9752 0.077 0.065
● MCRH25V227M8X11-RH 220 8 x 11 70K9754 0.113 0.095
● MCRH25V337M10X13-RH 330 10 x 13 70K9757 0.123 0.111
● MCRH25V477M10X16-RH 470 10 x 16 70K9760 0.249 0.187
● MCRH25V687M10X21 680 10 x 21 97M4178 0.175 0.131
● MCRH25V108M13X21-RH 1000 13 x 21 70K9753 0.347 0.314
● MCRH25V228M13X26-RH 2200 13 x 26 70K9755 0.684 0.618
● MCRH25V338M16X32-RH 3300 16 x 32 70K9758 1.040 0.950

(16833)

Features:
• Wide CV Value Range 
• Safety Vent Construction

KMG SERIES MINIATURE
RADIAL CAPACITORS

Specifications:

Specifications:

• Tolerance: ±20%
• Lead Dia.: 0.5mm for 5-6mm Dia., 0.6mm for 8-13mm

Dia., and 0.8mm for 16-18mm Dia. Capacitors 
• Load Life: 1000 hrs. @ 105°C
• Operating Temp.: –40°C to +105°C

• Tolerance: ±20% (M) @ +20°C, 120Hz
• Load Life: 1000 Hours for 6.3-450V (5-10mm Case Diameter); 1000 Hours for 6.3-100V; and 2000 Hours for

160-450V (12.5-18mm Case Diameter)
• Operating Temperature: -55°C to +105°C (6.3 to 100VDC rated voltage); -40°C to +105°C (160 to 400VDC);

-25°C to +105°C (450VDC)

GENERAL-PURPOSE ALUMINUM
RADIAL ELECTROLYTIC
CAPACITORS (105°C)
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ALUMINUM ELECTROLYTIC CAPACITORS

KMG SERIES MINIATURE RADIAL CAPACITORS (CONT.) KMG SERIES MINIATURE RADIAL CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Ripple
(mArms/

105°C, 120Hz) Stock No.

Price Each

1-9 10-99
● EKMG6R3ELL470ME11D 47 5 x 11 64 23K3693 0.115 0.104
● EKMG6R3ELL101ME11D 100 5 x 11 94 23K3685 0.115 0.104
● EKMG6R3ELL221ME11D 220 5 x 11 140 23K3688 0.118 0.107
● EKMG6R3ELL331MF11D 330 6.3 x 11 190 23K3691 0.133 0.120
● EKMG6R3ELL471MF11D 470 6.3 x 11 230 23K3694 0.133 0.120
● EKMG6R3ELL681MHB5D 680 8 x 11.5 ... 34M3814 0.195 0.176
● EKMG6R3ELL102MHB5D 1000 8 x 11.5 380 23K3686 0.216 0.195
● EKMG6R3ELL152MJ16S 1500 10 x 16 ... 34M3812 0.369 0.333
● EKMG6R3ELL222MJ20S 2200 10 x 20 710 23K3689 0.452 0.407
● EKMG6R3ELL332MJ20S 3300 10 x 20 840 23K3692 0.381 0.344
● EKMG6R3ELL472MK20S 4700 12.5 x 20 1090 23K3695 0.537 0.485
● EKMG6R3ELL682MK25S 6800 12.5 x 25 1350 23K3696 0.688 0.620
● EKMG6R3ELL103ML25S 10000 16 x 25 1650 23K3687 1.200 1.080
● EKMG6R3ELL223MM40S 22000 18 x 40 2350 23K3690 1.870 1.690

VOLTAGE: 10 VDC, 13VDC SURGE

● EKMG100ELL220ME11D 22 5 x 11 46 23K3547 0.104 0.094
● EKMG100ELL330ME11D 33 5 x 11 57 23K3550 0.104 0.094
● EKMG100ELL470ME11D 47 5 x 11 68 23K3553 0.104 0.094
● EKMG100ELL101ME11D 100 5 x 11 100 23K3543 0.104 0.094
● EKMG100ELL221MF11D 220 6.3 x 11 170 23K3548 0.139 0.125
● EKMG100ELL331MF11D 330 6.3 x 11 200 23K3551 0.116 0.105
● EKMG100ELL471MF11D 470 6.3 x 11 260 34M3789 0.145 0.131
● EKMG100ELL471MHB5D 470 8 x 11.5 260 23K3554 0.216 0.195
● EKMG100ELL681MJC5S 680 10 x 12.5 ... 34M3790 0.384 0.346
● EKMG100ELL102MJC5S 1000 10 x 12.5 460 23K3544 0.242 0.219
● EKMG100ELL152MJ20S 1500 10 x 20 ... 34M3788 0.363 0.328
● EKMG100ELL222MJ20S 2200 10 x 20 760 23K3549 0.434 0.391
● EKMG100ELL332MK20S 3300 12.5 x 20 1000 23K3552 0.596 0.538
● EKMG100ELL472MK25S 4700 12.5 x 25 1260 23K3555 0.747 0.673
● EKMG100ELL682ML25S 6800 16 x 25 1570 23K3556 1.160 1.050
● EKMG100ELL103MLP1S 10000 16 x 35.5 1890 23K3545 1.550 1.400
● EKMG100ELL153MMP1S 15000 18 x 35.5 2180 23K3546 1.730 1.560

VOLTAGE: 16 VDC, 20VDC SURGE

● EKMG160ELL100ME11D 10 5 x 11 34 23K3574 0.101 0.091
● EKMG160ELL220ME11D 22 5 x 11 51 23K3578 0.104 0.094
● EKMG160ELL330ME11D 33 5 x 11 63 23K3582 0.101 0.091
● EKMG160ELL470ME11D 47 5 x 11 75 23K3585 0.101 0.091
● EKMG160ELL101ME11D 100 5 x 11 110 23K3575 0.101 0.091
● EKMG160ELL151MF11D 150 6.3 x 11 ... 34M3792 0.133 0.120
● EKMG160ELL221MF11D 220 6.3 x 11 180 23K3580 0.133 0.120
● EKMG160ELL331MHB5D 330 8 x 11.5 260 23K3583 0.159 0.143
● EKMG160ELL471MHB5D 470 8 x 11.5 310 23K3586 0.207 0.187
● EKMG160ELL681MJ16S 680 10 x 16 ... 34M3794 0.443 0.399
● EKMG160ELL102MJ16S 1000 10 x 16 560 23K3576 0.307 0.277
● EKMG160ELL152MK20S 1500 12.5 x 20 ... 34M3793 0.620 0.559
● EKMG160ELL222MK20S 2200 12.5 x 20 920 23K3581 0.611 0.551
● EKMG160ELL332MK25S 3300 12.5 x 25 1170 23K3584 0.770 0.695
● EKMG160ELL472ML25S 4700 16 x 25 1480 23K3587 1.100 0.987
● EKMG160ELL682MLN3S 6800 16 x 31.5 1780 23K3588 1.430 1.290
● EKMG160ELL103MMP1S 10000 18 x 35.5 2060 23K3577 1.940 1.750

VOLTAGE: 25 VDC, 32VDC SURGE

● EKMG250ELL4R7ME11D 4.7 5 x 11 25 23K3615 0.104 0.094
● EKMG250ELL100ME11D 10 5 x 11 36 23K3606 0.104 0.094
● EKMG250ELL220ME11D 22 5 x 11 54 23K3609 0.107 0.096
● EKMG250ELL470ME11D 47 5 x 11 80 23K3616 0.107 0.096
● EKMG250ELL680ME11D 68 5 x 11 ... 34M3797 0.121 0.109
● EKMG250ELL101MF11D 100 6.3 x 11 130 23K3607 0.154 0.139
● EKMG250ELL151MHB5D 150 8 x 11.5 ... 34M3795 0.186 0.168
● EKMG250ELL221MHB5D 220 8 x 11.5 230 23K3610 0.201 0.181
● EKMG250ELL331MHB5D 330 8 x 11.5 310 23K3613 0.210 0.189
● EKMG250ELL471MJC5S 470 10 x 12.5 380 23K3617 0.292 0.264
● EKMG250ETD471MJC5S 470 10 x 12.5 380 34M3798 0.295 0.266
● EKMG250ELL681MJ20S 680 10 x 20 ... 16M6226 0.372 0.336
● EKMG250ELL102MJ20S 1000 10 x 20 680 23K3608 0.393 0.354
● EKMG250ELL152MK25S 1500 12.5 x 25 ... 34M3796 0.679 0.612
● EKMG250ELL222MK25S 2200 12.5 x 25 1090 23K3611 0.773 0.697
● EKMG250ELL332ML25S 3300 16 x 25 1400 23K3614 1.180 1.060
● EKMG250ELL472MLN3S 4700 16 x 31.5 1710 23K3618 1.430 1.290
● EKMG250ELL682MMP1S 6800 18 x 35.5 2040 23K3619 2.150 1.940

VOLTAGE: 35 VDC, 44VDC SURGE

● EKMG350ELL4R7ME11D 4.7 5 x 11 28 23K3637 0.098 0.088
● EKMG350ELL100ME11D 10 5 x 11 41 23K3629 0.098 0.088

VOLTAGE: 35 VDC, 44VDC SURGE

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Ripple
(mArms/

105°C, 120Hz) Stock No.

Price Each

1-9 10-99
● EKMG350ELL220ME11D 22 5 x 11 61 23K3632 0.098 0.088
● EKMG350ELL330ME11D 33 5 x 11 75 23K3635 0.098 0.088
● EKMG350ELL470ME11D 47 5 x 11 90 23K3638 0.098 0.088
● EKMG350ETC470ME11D 47 5 x 11 90 34M3805 0.098 0.088
● EKMG350ELL680MF11D 68 6.3 x 11 ... 34M3801 0.154 0.139
● EKMG350ETC101MF11D 100 6.3 x 11 150 34M3803 0.142 0.128
● EKMG350ELL101MF11D 100 6.3 x 11 150 23K3630 0.142 0.128
● EKMG350ETD101MF11D 100 6.3 x 11 150 34M3806 0.157 0.141
● EKMG350ELL151MHB5D 150 8 x 11.5 ... 34M3799 0.172 0.155
● EKMG350ELL221MHB5D 220 8 x 11.5 270 23K3633 0.231 0.208
● EKMG350ETC221MHB5D 220 8 x 11.5 270 34M3804 0.228 0.205
● EKMG350ELL331MJC5S 330 10 x 12.5 350 23K3636 0.322 0.290
● EKMG350ELL681MK20S 680 12.5 x 20 ... 34M3802 0.531 0.479
● EKMG350ELL102MK20S 1000 12.5 x 20 810 23K3631 0.623 0.562
● EKMG350ELL222ML25S 2200 16 x 25 1260 23K3634 1.150 1.040
● EKMG350ELL332MLP1S 3300 16 x 35.5 1610 16M6230 1.510 1.360
● EKMG350ELL472MMP1S 4700 18 x 35.5 1910 23K3640 1.650 1.490

VOLTAGE: 50 VDC, 63VDC SURGE

● EKMG500ELLR10ME11D 0.1 5 x 11 1.3 23K3666 0.095 0.086
● EKMG500ELLR22ME11D 0.22 5 x 11 2.9 23K3667 0.098 0.088
● EKMG500ELLR33ME11D 0.33 5 x 11 4.3 23K3668 0.098 0.088
● EKMG500ELLR47ME11D 0.47 5 x 11 6.2 23K3669 0.098 0.088
● EKMG500ELL1R0ME11D 1 5 x 11 13 23K3670 0.095 0.086
● EKMG500ELL2R2ME11D 2.2 5 x 11 20 23K3674 0.098 0.088
● EKMG500ELL3R3ME11D 3.3 5 x 11 25 23K3678 0.098 0.088
● EKMG500ELL4R7ME11D 4.7 5 x 11 30 23K3682 0.095 0.086
● EKMG500ELL100ME11D 10 5 x 11 40 23K3671 0.095 0.086
● EKMG500ELL220ME11D 22 5 x 11 65 23K3675 0.098 0.088
● EKMG500ELL330ME11D 33 5 x 11 90 23K3679 0.098 0.088
● EKMG500ELL470MF11D 47 6.3 x 11 110 23K3683 0.130 0.117
● EKMG500ELL680MHB5D 68 8 x 11.5 ... 34M3809 0.183 0.165
● EKMG500ELL101MHB5D 100 8 x 11.5 180 23K3672 0.219 0.197
● EKMG500ELL151MJC5S 150 10 x 12.5 ... 34M3807 0.346 0.312
● EKMG500ETD221MJC5S 220 10 x 12.5 300 34M3811 0.328 0.296
● EKMG500ELL221MJC5S 220 10 x 12.5 300 23K3676 0.360 0.325
● EKMG500ELL331MJ16S 330 10 x 16 410 23K3680 0.410 0.370
● EKMG500ELL471MJ20S 470 10 x 20 530 23K3684 0.478 0.431
● EKMG500ELL681MK25S 680 12.5 x 25 ... 34M3810 0.703 0.633
● EKMG500ELL102MK25S 1000 12.5 x 25 950 23K3673 0.835 0.753
● EKMG500ELL152MLN3S 1500 16 x 31.5 ... 34M3808 1.400 1.260
● EKMG500ELL332MMP1S 3300 18 x 35.5 1770 23K3681 2.420 2.180

VOLTAGE: 63 VDC, 79VDC SURGE

● EKMG630ELL100ME11D 10 5 x 11 46 23K3697 0.104 0.094
● EKMG630ETD100ME11D 10 5 x 11 46 34M3818 0.124 0.112
● EKMG630ELL220ME11D 22 5 x 11 71 23K3700 0.107 0.096
● EKMG630ETC220ME11D 22 5 x 11 71 34M3816 0.121 0.109
● EKMG630ETD220ME11D 22 5 x 11 71 34M3820 0.127 0.115
● EKMG630ELL330MF11D 33 6.3 x 11 100 23K3702 0.130 0.117
● EKMG630ELL470MF11D 47 6.3 x 11 120 23K3704 0.133 0.120
● EKMG630ETC470MF11D 47 6.3 x 11 120 34M3817 0.133 0.120
● EKMG630ETD470MF11D 47 6.3 x 11 120 34M3821 0.160 0.144
● EKMG630ELL101MJC5S 100 10 x 12.5 215 23K3698 0.325 0.293
● EKMG630ETD101MJC5S 100 10 x 12.5 215 34M3819 0.313 0.282
● EKMG630ELL221MJ16S 220 10 x 16 335 23K3701 0.384 0.346
● EKMG630ELL331MJ20S 330 10 x 20 510 23K3703 0.452 0.407
● EKMG630ELL471MK20S 470 12.5 x 20 640 23K3705 0.673 0.607
● EKMG630ELL102ML25S 1000 16 x 25 930 23K3699 1.320 1.190

VOLTAGE: 100 VDC, 125VDC SURGE

● EKMG101ELLR10ME11D 0.1 5 x 11 1.5 23K3557 0.098 0.088
● EKMG101ELLR22ME11D 0.22 5 x 11 3.4 23K3558 0.098 0.088
● EKMG101ELLR33ME11D 0.33 5 x 11 5 23K3559 0.098 0.088
● EKMG101ELLR47ME11D 0.47 5 x 11 7.1 23K3560 0.101 0.091
● EKMG101ELL1R0ME11D 1 5 x 11 15 23K3561 0.098 0.088
● EKMG101ETC1R0ME11D 1 5 x 11 15 34M3791 0.145 0.131
● EKMG101ELL2R2ME11D 2.2 5 x 11 21 23K3565 0.095 0.086
● EKMG101ELL3R3ME11D 3.3 5 x 11 29 23K3568 0.098 0.088
● EKMG101ELL4R7ME11D 4.7 5 x 11 32 23K3571 0.098 0.088
● EKMG101ELL100MF11D 10 6.3 x 11 54 23K3562 0.154 0.139
● EKMG101ELL220MHB5D 22 8 x 11.5 93 23K3566 0.242 0.219
● EKMG101ELL330MHB5D 33 8 x 11.5 130 23K3569 0.198 0.179
● EKMG101ELL470MJC5S 47 10 x 12.5 165 23K3572 0.343 0.309
● EKMG101ELL101MJ20S 100 10 x 20 265 23K3563 0.443 0.399

VOLTAGE: 6.3VDC, 8VDC SURGE
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ALUMINUM ELECTROLYTIC CAPACITORS

KMG SERIES MINIATURE RADIAL CAPACITORS (CONT.)

(148843)

VOLTAGE: 100 VDC, 125VDC SURGE

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Ripple
(mArms/

105°C, 120Hz) Stock No.

Price Each

1-9 10-99
● EKMG101ELL221MK25S 220 12.5 x 25 440 23K3567 0.838 0.756
● EKMG101ELL331ML25S 330 16 x 25 540 23K3570 1.070 0.964
● EKMG101ELL471MLN3S 470 16 x 31.5 715 23K3573 1.450 1.310
● EKMG101ELL102MM40S 1000 18 x 40 985 23K3564 2.660 2.400

VOLTAGE: 160 VDC, 200VDC SURGE

● EKMG161ELL3R3MF11D 3.3 6.3 x 11 28 23K3593 0.174 0.157
● EKMG161ELL4R7MF11D 4.7 6.3 x 11 34 23K3596 0.174 0.157
● EKMG161ELL100MJC5S 10 10 x 12.5 67 23K3589 0.369 0.333
● EKMG161ELL220MJ20S 22 10 x 20 120 23K3591 0.484 0.437
● EKMG161ELL330MJ20S 33 10 x 20 145 23K3594 0.493 0.445
● EKMG161ELL470MK20S 47 12.5 x 20 195 23K3597 0.620 0.559
● EKMG161ELL101ML25S 100 16 x 25 335 23K3590 1.170 1.050
● EKMG161ELL221MLN3S 220 16 x 31.5 540 23K3592 1.560 1.400
● EKMG161ELL331MMP1S 330 18 x 35.5 705 23K3595 1.910 1.720

VOLTAGE: 200 VDC, 300VDC SURGE

● EKMG201ELL3R3MF11D 3.3 6.3 x 11 28 23K3602 0.174 0.157
● EKMG201ELL4R7MHB5D 4.7 8 x 11.5 39 23K3604 0.263 0.237
● EKMG201ELL100MJ16S 10 10 x 16 74 23K3598 0.425 0.383
● EKMG201ELL220MJ20S 22 10 x 20 120 23K3600 0.484 0.437
● EKMG201ELL330MK20S 33 12.5 x 20 160 23K3603 0.835 0.753
● EKMG201ELL101ML25S 100 16 x 25 335 23K3599 1.280 1.160

VOLTAGE: 250 VDC, 300VDC SURGE

● EKMG251ELL2R2MF11D 2.2 6.3 x 11 23 23K3622 0.174 0.157
● EKMG251ELL3R3MHB5D 3.3 8 x 11.5 32 23K3625 0.251 0.227
● EKMG251ELL4R7MHB5D 4.7 8 x 11.5 39 23K3627 0.313 0.282
● EKMG251ELL100MJ16S 10 10 x 16 74 23K3620 0.428 0.386
● EKMG251ELL220MK20S 22 12.5 x 20 130 23K3623 0.732 0.660
● EKMG251ELL330MK20S 33 12.5 x 20 160 23K3626 0.844 0.761
● EKMG251ELL470MK25S 47 12.5 x 25 210 23K3628 1.030 0.926
● EKMG251ELL101MLN3S 100 16 x 31.5 365 23K3621 1.610 1.450
● EKMG251ELL221MM40S 220 18 x 40 585 23K3624 2.880 2.600

VOLTAGE: 350 VDC, 400VDC SURGE (NOT SOLVENT PROOF)

● EKMG351ELLR47MF11D 0.47 6.3 x 11 11 23K3641 0.219 0.197
● EKMG351ELL1R0MF11D 1 6.3 x 11 15 23K3642 0.216 0.195
● EKMG351ELL2R2MHB5D 2.2 8 x 11.5 26 23K3644 0.316 0.285
● EKMG351ELL3R3MJC5S 3.3 10 x 12.5 38 23K3646 0.475 0.429
● EKMG351ELL4R7MJ16S 4.7 10 x 16 50 23K3648 0.517 0.466
● EKMG351ELL100MJ20S 10 10 x 20 80 23K3643 0.623 0.562
● EKMG351ELL330ML25S 33 16 x 25 195 23K3647 1.560 1.410
● EKMG351ELL470ML25S 47 16 x 25 230 23K3649 1.740 1.570

VOLTAGE: 400 VDC, 500VDC SURGE (NOT SOLVENT PROOF)

● EKMG401ELL3R3MJC5S 3.3 10 x 12.5 38 23K3655 0.452 0.407
● EKMG401ELL4R7MJ16S 4.7 10 x 16 50 23K3657 0.493 0.445
● EKMG401ELL100MJ20S 10 10 x 20 80 23K3651 0.590 0.532
● EKMG401ELL220MK25S 22 12.5 x 25 145 23K3654 0.947 0.854
● EKMG401ELL470MLN3S 47 16 x 31.5 250 23K3658 1.610 1.450
● EKMG401ELL101ML40S 100 16 x 40 350 23K3652 2.790 2.520

VOLTAGE: 450 VDC, 500VDC SURGE (NOT SOLVENT PROOF)

● EKMG451ELL1R0MJC5S 1 10 x 12.5 13 23K3659 0.384 0.346
● EKMG451ELL2R2MJC5S 2.2 10 x 12.5 23 23K3661 0.366 0.330
● EKMG451ELL3R3MJ16S 3.3 10 x 16 31 23K3663 0.424 0.382
● EKMG451ELL4R7MJ20S 4.7 10 x 20 40 23K3665 0.481 0.434
● EKMG451ELL100MK20S 10 12.5 x 20 65 23K3660 0.933 0.841
● EKMG451ELL220ML25S 22 16 x 25 115 23K3662 1.560 1.410
● EKMG451ELL330MLN3S 33 16 x 31.5 155 23K3664 1.830 1.650

Mfg. Part No.
Cap.
(uF)

ESR
120 Hz

(Ω)

Ripple
100 kHz

(mA)

Lead
Spacing

(mm)
D x L
(mm) Stock No.

Price Each

1-24 25-49
● 157KXM6R3M 150 2.432 250 2 5 x 11 69K8216 0.086 0.078
● 337KXM6R3M 330 1.105 405 2.5 6.3 x 11 69K8240 0.114 0.103
● 128KXM6R3M 1200 0.332 1250 3.5 8 x 20 69K8212 0.236 0.212
● 128KXM6R3MLQ 1200 0.332 1090 5 10 x 16 69K8213 0.145 0.130
● 158KXM6R3M 1500 0.138 2500 7.5 10 x 20 69K8219 0.350 0.314
● 228KXM6R3M 2200 0.196 2150 5 10 x 25 69K8231 0.451 0.404

VOLTAGE: 10 VDC

● 107KXM010M 100 3.150 250 2 5 x 11 69K8199 0.086 0.078
● 227KXM010M 220 1.432 405 2.5 6.3 x 11 69K8225 0.114 0.103
● 477KXM010M 470 0.670 760 3.5 8 x 11.5 69K8246 0.180 0.162
● 687KXM010M 680 0.463 760 3.5 8 x 15 69K8263 0.223 0.200
● 687KXM010MLN 680 0.463 995 5 10 x 12.5 69K8264 0.119 0.107
● 108KXM010M 1000 0.315 1250 3.5 8 x 16 69K8202 0.299 0.268
● 128KXM010M 1200 0.290 1820 5 10 x 20 69K8209 0.350 0.314
● 158KXM010M 1500 0.232 2150 5 10 x 25 69K8217 0.451 0.404

VOLTAGE: 16 VDC

● 337KXM016M 330 0.804 760 3.5 8 x 11.5 69K8236 0.180 0.162
● 477KXM016M 470 0.564 995 3.5 8 x 12.5 69K8247 0.218 0.196
● 477KXM016MLN 470 0.564 660 5 10 x 12.5 69K8248 0.140 0.125
● 687KXM016MLQ 680 0.390 880 5 10 x 16 69K8265 0.190 0.171
● 128KXM016M 1200 0.249 2150 5 10 x 25 69K8210 0.451 0.404

VOLTAGE: 25 VDC

● 476KXM025M 47 4.938 250 2 5 x 11 69K8243 0.091 0.082
● 107KXM025M 100 2.321 405 2.5 6.3 x 11 69K8200 0.122 0.109
● 227KXM025M 220 1.055 760 3.5 8 x 11.5 69K8226 0.175 0.157
● 337KXM025MLN 330 0.703 700 5 10 x 12.5 69K8238 0.140 0.125
● 337KXM025M 330 0.703 995 3.5 8 x 15 69K8237 0.218 0.196
● 477KXM025MLQ 470 0.494 920 5 10 x 16 69K8249 0.188 0.168
● 687KXM025M 680 0.341 1820 5 10 x 20 69K8266 0.350 0.314
● 827KXM025M 820 0.283 2150 5 10 x 25 69K8272 0.451 0.404
● 108KXM025M 1000 0.199 2360 5 12.5 x 20 69K8203 0.534 0.479

VOLTAGE: 35 VDC

● 336KXM035M 33 6.029 250 2 5 x 11 69K8234 0.086 0.078
● 566KXM035M 56 3.553 405 2.5 6.3 x 69K8255 0.114 0.103
● 157KXM035M 150 1.326 760 3.5 8 x 11.5 69K8214 0.175 0.157
● 227KXM035M 220 0.904 995 3.5 8 x 15 69K8227 0.218 0.196
● 227KXM035MLN 220 0.904 630 5 10 x 12.5 69K8228 0.142 0.128
● 277KXM035M 270 0.737 1250 3.5 8 x 20 69K8232 0.296 0.266
● 477KXM035M 470 0.423 1820 5 10 x 20 69K8250 0.342 0.307
● 567KXM035M 560 0.355 2150 5 10 x 25 69K8259 0.451 0.404
● 687KXM035M 680 0.293 2360 5 12.5 x 20 69K8267 0.534 0.479

VOLTAGE: 50 VDC

● 226KXM050M 22 7.536 238 2 5 x 11 69K8223 0.086 0.078
● 476KXM050M 47 3.527 270 2.5 6.3 x 11 69K8244 0.091 0.082
● 566KXM050M 56 2.960 385 2.5 6.3 x 11 69K8256 0.122 0.109
● 686KXM050M 68 2.438 380 3.5 8 x 11.5 69K8262 0.097 0.087
● 107KXM050M 100 1.658 724 3.5 8 x 11.5 69K8201 0.175 0.157
● 127KXM050M 120 1.382 950 3.5 8 x 15 69K8207 0.218 0.196
● 187KXM050M 180 0.921 1190 3.5 8 x 20 69K8221 0.228 0.205
● 227KXM050M 220 0.754 1370 5 10 x 16 69K8229 0.307 0.275
● 337KXM050M 330 0.502 1870 5 10 x 25 69K8239 0.446 0.400
● 477KXM050M 470 0.353 2050 5 12.5 x 20 69K8251 0.534 0.479
● 567KXM050M 560 0.296 2410 5 12.5 x 25 69K8260 0.648 0.582
● 687KXM050M 680 0.244 2860 5 12.5 x 31.5 69K8268 1.300 1.170
● 827KXM050M 820 0.202 3960 5 12.5 x 35.5 69K8273 1.500 1.350
● 108KXM050M 1000 0.166 3010 7.5 16 x 25 69K8204 1.850 1.660
● 128KXM050M 1200 0.138 2710 7.5 16 x 31.5 69K8211 0.921 0.827

(73703)

KXM SERIES LOW
IMPEDANCE ALUMINUM
ELECTROLYTIC CAPACITORS

Features:
• High ripple current
• High frequency
• Extended life

Specifications:
• Voltage range: 6.3 VDC to 100 VDC
• Capacitance range: 47uF to 15,000uF
• Tolerance: ±20% at 120Hz, 20°C
• Lead spacing: 2mm to 7.5mm
• Operating temperature: -55°C to 105°C

VOLTAGE: 6.3 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

KXM SERIES LOW IMPEDANCE ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

(148886)

*@ 100kHz

*@ 100kHz

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Impedance*
(Ω)

Ripple**
(mA) Stock No.

Price Each
1-9

● ELXY100ELL820MEB5D 82 5 x 11.5 0.75 163 23K4050 0.239
● ELXY100ELL181MFB5D 180 6.3 x 11.5 0.35 273 23K4034 0.263
● ELXY100ELL221MF15D 220 6.3 x 15 0.25 390 23K4036 0.355
● ELXY100ELL331MH12D 330 8 x 12 0.17 445 23K4039 0.355
● ELXY100ELL391MJC5S 390 10 x 12.5 0.12 625 23K4042 0.477
● ELXY100ELL471MH15D 470 8 x 15 0.13 555 23K4045 0.491
● ELXY100ELL681MH20D 680 8 x 20 0.095 740 23K4047 0.506
● ELXY100ELL681MJ16S 680 10 x 16 0.084 825 23K4048 0.525
● ELXY100ELL102MJ20S 1000 10 x 20 0.062 1040 23K4031 0.627
● ELXY100ELL122MJ25S 1200 10 x 25 0.052 1260 23K4032 0.773
● ELXY100ELL152MJ30S 1500 10 x 30 0.044 1440 23K4033 0.846

Mfg. Part No.
Cap.
(uF)

DxL
(mm)

Ripple
(mA)

Impedance
(Ω) Stock No.

Price Each
1-9 10-99

● 10YXF100M5X11 100 5 x 11 150 0.9 38M0230 0.069 0.052
● 10YXF220M6.3X11 220 6.3 x 11 250 0.4 38M0233 0.104 0.078
● 10YXF470M8X11.5 470 8 x 11.5 400 0.25 38M0237 0.158 0.119

VOLTAGE: 25 WVDC

● 25YXF47M5X11 47 5 x 11 150 0.9 38M3173 0.072 0.054
● 25YXF100M6.3X11 100 6.3 x 11 250 0.4 38M3166 0.110 0.083
● 25YXF220M8X11.5 220 8 x 11.5 400 0.25 38M3168 0.157 0.118
● 25YXF470M10X16 470 10 x 16 770 0.12 38M3174 0.301 0.226

VOLTAGE: 35 WVDC

● 35YXF47M6.3X11 47 6.3 x 11 250 0.4 38M4404 0.110 0.083
● 35YXF100M8X11.5 100 8 x 11.5 400 0.25 38M4397 0.174 0.131
● 35YXF220M10X12.5 220 10 x 12.5 580 0.16 38M4399 0.262 0.197
● 35YXF470M10X20 470 10 x 20 1050 0.078 38M4405 0.370 0.278

VOLTAGE: 50 WVDC

● 50YXF1M5X11 1 5 x 11 30 4 38M6843 0.072 0.054
● 50YXF2.2M5X11 2.2 5 x 11 43 2.5 38M6847 0.074 0.056
● 50YXF4.7M5X11 4.7 5 x 11 88 1.9 38M6854 0.072 0.054
● 50YXF10M5X11 10 5 x 11 100 1.5 38M6844 0.072 0.054
● 50YXF22M5X11 22 5 x 11 150 0.9 38M6848 0.072 0.054
● 50YXF47M6.3X11 47 6.3 x 11 250 0.4 38M6855 0.110 0.083
● 50YXF100M8X11.5 100 8 x 11.5 400 0.25 38M6845 0.169 0.127

VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(uF)

ESR
120 Hz

(Ω)

Ripple
100 kHz

(mA)

Lead
Spacing

(mm)
D x L
(mm) Stock No.

Price Each

1-24 25-49
● 158KXM050M 1500 0.133 3010 7.5 16 x 35.5 69K8218 1.090 0.974
● 228KXM050M 2200 0.106 3690 7.5 18 x 35.5 69K8230 1.160 1.040

VOLTAGE: 63 VDC

● 186KXM063M 18 7.368 198 2.5 6.3 x 11 69K8220 0.091 0.082
● 226KXM063M 22 6.029 220 2.5 6.3 x 11 69K8224 0.091 0.082
● 336KXM063M 33 4.019 308 2.5 6.3 x 15 69K8235 0.091 0.082
● 396KXM063M 39 3.401 325 2.5 6.3 x 15 69K8241 0.091 0.082
● 476KXM063M 47 2.822 370 3.5 8 x 11.5 69K8245 0.104 0.093
● 566KXM063M 56 2.368 445 5 10 x 12.5 69K8257 0.140 0.125
● 826KXM063MJU 82 1.617 600 3.5 8 x 20 69K8271 0.167 0.150
● 127KXM063M 120 1.105 820 5 10 x 20 69K8208 0.231 0.207
● 157KXM063M 150 0.884 940 5 10 x 25 69K8215 0.294 0.264
● 187KXM063M 180 0.737 1100 5 10 x 31.5 69K8222 0.398 0.357
● 277KXM063M 270 0.491 1350 5 12.5 x 25 69K8233 0.443 0.398
● 397KXM063M 390 0.340 1625 5 12.5 x 31.5 69K8242 0.640 0.575
● 477KXM063M 470 0.282 1785 5 12.5 x 35.5 69K8252 0.742 0.666
● 477KXM063MQV 470 0.282 1700 7.5 16 x 25 69K8253 0.772 0.693
● 567KXM063M 560 0.237 1950 5 12.5 x 40 69K8261 0.878 0.788
● 687KXM063M 680 0.195 2050 7.5 16 x 31.5 69K8269 0.850 0.763
● 827KXM063M 820 0.162 2225 7.5 16 x 35.5 69K8274 1.300 1.170
● 108KXM063M 1000 0.133 2375 7.5 16 x 40 69K8205 1.550 1.390

VOLTAGE: 100 VDC

● 126KXM100M 12 11.052 115 2.5 6.3 x 11 69K8206 0.091 0.082
● 566KXM100M 56 2.368 455 5 10 x 20 69K8258 0.236 0.212
● 477KXM100M 470 0.282 1920 7.5 16 x 40 69K8254 1.340 1.210
● 687KXM100M 680 0.195 2300 7.5 18 x 40 69K8270 1.870 1.670

(90603)

(85878)

LXY SERIES MINIATURE RADIAL
LEAD ALUMINUM ELECTROLYTIC
CAPACITORS

Mfg. Part No.
Cap.
(uF)

DxL
(mm)

Ripple*
(mA)

Impedance
(Ω) Stock No.

Price Each
1-9 10-49

● 6.3ZL330M6.3X11 330 6.3 x 11 405 0.13 38M7291 0.081 0.068
● 6.3ZLH1200M8X16 1200 8 x 16 1820 0.023 38M7269 0.229 0.191
● 6.3ZL2200M10X23 2200 10 x 23 2150 0.022 38M7290 0.362 0.303

VOLTAGE: 10 WVDC

● 10ZL120M6.3X7 120 6.3 x 7 300 0.23 38M0333 0.083 0.069
● 10ZL220M6.3X11 220 6.3 x 11 1250 0.045 38M0337 0.083 0.069
● 10ZLH330M6.3X11 330 6.3 x 11 2770 0.018 38M0322 0.105 0.088
● 10ZL470M8X11.5 470 8 x 11.5 405 0.13 38M0343 0.119 0.099
● 10ZLH680M8X11.5 680 8 x 11.5 405 0.13 38M0328 0.173 0.144
● 10ZLH1000M10X12.5 1000 10 x 12.5 760 0.072 38M0315 0.288 0.241

VOLTAGE: 16 WVDC

● 16ZLH220M6.3X11 220 6.3 x 11 1330 0.039 38M1502 0.117 0.098
● 16ZL330M8X11.5 330 8 x 11.5 540 0.094 38M1522 0.132 0.110
● 16ZLH470M8X11.5 470 8 x 11.5 1760 0.028 38M1508 0.187 0.156
● 16ZL1000M10X20 1000 10 x 20 760 0.072 38M1512 0.297 0.248
● 16ZL2200M12.5X25 2200 12.5 x 25 945 0.056 38M1518 0.523 0.437

VOLTAGE: 25 WVDC

● 25ZL47M5X11 47 5 x 11 250 0.3 38M3279 0.067 0.056
● 25ZL100M6.3X11 100 6.3 x 11 1330 0.039 38M3266 0.093 0.078
● 25ZL220M8X11.5 220 8 x 11.5 540 0.094 38M3273 0.137 0.115
● 25ZLH470M10X12.5 470 10 x 12.5 2480 0.017 38M3261 0.312 0.261
● 25ZLH680M10X16 680 10 x 16 1030 0.053 38M3264 0.369 0.308
● 25ZLH1500M12.5X20 1500 12.5 x 20 945 0.056 38M3253 0.666 0.557

VOLTAGE: 35 WVDC

● 35ZLH220M8X11.5 220 8 x 11.5 1250 0.045 38M4487 0.195 0.163
● 35ZL220M10X12.5 220 10 x 12.5 760 0.072 38M4504 0.225 0.188
● 35ZLH270M8X16 270 8 x 16 1330 0.039 38M4489 0.262 0.219
● 35ZLH330M10X12.5 330 10 x 12.5 1760 0.028 38M4490 0.323 0.270
● 35ZLH470M10X16 470 10 x 16 724 0.074 38M4493 0.378 0.316

VOLTAGE: 50 WVDC

● 50ZL100M8X11.5 100 8 x 11.5 945 0.056 38M6939 0.147 0.123
● 50ZLH470M12.5X20 470 12.5 x 20 2050 0.027 38M6932 0.646 0.540
● 50ZLH1000M16X25 1000 16 x 25 3010 0.021 38M6924 1.140 0.952

YXF SERIES LOW
IMPEDANCE ALUMINUM
ELECTROLYTIC CAPACITORS

(90605)

• Low impedance
• High reliability
• Solvent-proof design

VOLTAGE: 10 WVDC

VOLTAGE: 10 VDC

ZL/ZLH SERIES ULTRA LOW
IMPEDANCE ALUMINUM
ELECTROLYTIC CAPACITORS

• Tolerance: ±20%
• Operating Temp: -40°C to +105°C,

1000-3000 Hours
• Voltage Range: 6.3-250 WVDC
• Capacitance Range: 0.47-15000 μF

VOLTAGE: 6.3 WVDC

• Tolerance: ±20%
• Operating Temp: -40°C to +105°C
• ZL: Load Life: 1000 - 5000 Hours; Voltage Range: 6.3 - 100WVDC; Capacitance Range: 5.6-6800μF
• ZLH: Load Life: 6000 - 10000 Hours; Voltage Range: 6.3 - 50WVDC; Capacitance Range: 27-8200μF 

Features:Specifications:

ZL

• Rated lifetime: 2,000–5,000 hours @ +105°C
• Tolerance: ±20%
• Operating temperature: -55°C to +105°C

ZLH
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Same-Day Shipping, Next-Day Delivery CAPACITORS

ALUMINUM ELECTROLYTIC CAPACITORS

LXY SERIES MINIATURE RADIAL LEAD ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

LXY SERIES MINIATURE RADIAL LEAD ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Rated Ripple 
Current

(mArms/105°C,
100kHz) Stock No.

Price Each

1-9
VDC: 160V

● EKXG161ELL220MJ20S 22 10 x 20 500 23K3709 0.426
● EKXG161ELL330MJ20S 33 10 x 20 625 23K3711 0.433
● EKXG161ELL470MJ20S 47 10 x 20 750 23K3713 0.523
● EKXG161ELL101MK25S 100 12.5 x 25 1395 23K3706 0.899

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Impedance*
(Ω)

Ripple**
(mA) Stock No.

Price Each
1-9

● ELXY350ELL182ML30S 1800 16 x 30 0.025 2350 23K4102 1.600
● ELXY350ELL222ML35S 2200 16 x 35 0.022 2550 23K4105 1.800
● ELXY350ELL272ML40S 2700 16 x 40 0.018 2900 23K4107 2.130

VOLTAGE: 50 VDC

● ELXY500ELL180MEB5D 18 5 x 11.5 1.2 129 23K4120 0.239
ELXY500ELL390MFB5D 39 6.3 x 11.5 0.54 219 16M7445 0.282
ELXY500ELL680MH12D 68 8 x 12 0.3 340 16M7447 0.399

● ELXY500ELL820MH15D 82 8 x 15 0.2 470 23K4132 0.486
● ELXY500ELL820MJC5S 82 10 x 12.5 0.2 480 23K4133 0.467
● ELXY500ELL121MH20D 120 8 x 20 0.14 610 23K4116 0.574
● ELXY500ELL121MJ16S 120 10 x 16 0.13 755 23K4117 0.511
● ELXY500ELL181MJ20S 180 10 x 20 0.088 945 23K4121 0.608
● ELXY500ELL221MJ25S 220 10 x 25 0.073 1150 23K4122 0.729
● ELXY500ELL331MJ30S 330 10 x 30 0.054 1260 23K4123 0.802
● ELXY500ELL331MK20S 330 12.5 x 20 0.059 1190 23K4124 0.851
● ELXY500ELL391MFB5D 390 6.3 x 11.5 0.35 273 23K4125 0.268
● ELXY500ELL471MK25S 470 12.5 x 25 0.044 1490 23K4126 1.060
● ELXY500ELL561MF15D 560 6.3 x 15 ... 233 23K4127 0.316
● ELXY500ELL561MK30S 560 12.5 x 30 0.039 1720 23K4128 1.210
● ELXY500ELL681MH12D 680 8 x 12 0.033 274 23K4129 0.365
● ELXY500ELL681MK35S 680 12.5 x 35 0.033 1890 23K4130 1.350
● ELXY500ELL681ML20S 680 16 x 20 0.05 1420 23K4131 1.300
● ELXY500ELL821MK40S 820 12.5 x 40 0.058 2030 23K4134 1.530
● ELXY500ELL821ML25S 820 16 x 25 0.068 1880 23K4135 1.450
● ELXY500ELL102ML30S 1000 16 x 30 0.03 2150 23K4115 1.560
● ELXY500ELL122ML35S 1200 16 x 35 0.027 2320 23K4118 1.740
● ELXY500ELL152ML40S 1500 16 x 40 0.024 2540 23K4119 2.000

VOLTAGE: 63 VDC

● ELXY630ELL100MEB5D 10 5 x 11.5 1.9 103 23K4136 0.214
● ELXY630ELL180MFB5D 18 6.3 x 11.5 1 161 23K4140 0.243
● ELXY630ELL330MF15D 33 6.3 x 15 0.61 233 23K4144 0.302
● ELXY630ELL470MH12D 47 8 x 12 0.47 274 23K4147 0.326

ELXY630ELL560MJC5S 56 10 x 12.5 0.27 418 16M7456 0.423
ELXY630ELL680MH15D 68 8 x 15 0.34 360 16M7457 0.399
ELXY630ELL680MJ16S 68 10 x 16 0.21 525 16M7458 0.467

● ELXY630ELL820MH20D 82 8 x 20 0.21 500 23K4155 0.467
● ELXY630ELL121MJ20S 120 10 x 20 0.16 650 23K4138 0.554
● ELXY630ELL151MJ25S 150 10 x 25 0.13 783 23K4139 0.691
● ELXY630ELL181MJ30S 180 10 x 30 0.1 960 23K4141 0.754
● ELXY630ELL221MK20S 220 12.5 x 20 0.11 870 23K4142 0.759
● ELXY630ELL221MK25S 220 12.5 x 25 ... 1490 23K4143 0.686
● ELXY630ELL271MK25S 270 12.5 x 25 0.074 1150 16M7455 0.929
● ELXY630ELL331ML20S 330 16 x 20 0.085 1100 23K4145 1.130
● ELXY630ELL391MK30S 390 12.5 x 30 0.068 1280 23K4146 1.060
● ELXY630ELL471MK35S 470 12.5 x 35 0.063 1390 23K4148 1.170
● ELXY630ELL471ML25S 470 16 x 25 0.055 1480 23K4149 1.250
● ELXY630ELL681MH15D 680 8 x 15 ... 470 23K4152 0.438
● ELXY630ELL681MJ16S 680 10 x 16 ... 755 23K4153 0.511
● ELXY630ELL681ML30S 680 16 x 30 0.046 1720 23K4154 1.340
● ELXY630ELL821ML35S 820 16 x 35 0.04 1910 23K4156 1.710
● ELXY630ELL102ML40S 1000 16 x 40 0.028 2070 23K4137 1.700

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Impedance*
(Ω)

Ripple**
(mA) Stock No.

Price Each
1-9

● ELXY100ELL182MK20S 1800 12.5 x 20 0.046 1340 23K4035 0.875
● ELXY100ELL222MK25S 2200 12.5 x 25 0.034 1690 23K4037 1.120
● ELXY100ELL272MK30S 2700 12.5 x 30 0.03 1950 23K4038 1.270
● ELXY100ELL332MK35S 3300 12.5 x 35 0.024 2220 23K4040 1.410
● ELXY100ELL332ML20S 3300 16 x 20 0.038 1630 23K4041 1.320
● ELXY100ELL392MK40S 3900 12.5 x 40 0.022 2390 23K4043 1.640
● ELXY100ELL392ML25S 3900 16 x 25 0.028 2070 23K4044 1.550
● ELXY100ELL562ML30S 5600 16 x 30 0.025 2350 23K4046 1.660
● ELXY100ELL682ML35S 6800 16 x 35 0.022 2550 23K4049 2.100
● ELXY100ELL822ML40S 8200 16 x 40 0.018 2900 23K4051 2.190

VOLTAGE: 16VDC

ELXY160ELL560MEB5D 56 5 x 11.5 0.75 163 16M7418 0.239
● ELXY160ELL121MFB5D 120 6.3 x 11.5 0.35 273 23K4052 0.282
● ELXY160ELL181MF15D 180 6.3 x 15 0.25 390 23K4056 0.355
● ELXY160ELL271MH12D 270 8 x 12 0.17 445 23K4059 0.399
● ELXY160ELL271MJC5S 270 10 x 12.5 0.12 625 23K4060 0.443
● ELXY160ELL331MH15D 330 8 x 15 0.13 555 23K4063 0.491
● ELXY160ELL471MH20D 470 8 x 20 0.095 740 23K4066 0.579
● ELXY160ELL471MJ16S 470 10 x 16 0.084 825 23K4067 0.496
● ELXY160ELL561MEB5D 560 5 x 11.5 0.75 163 23K4069 0.219
● ELXY160ELL681MJ20S 680 10 x 20 0.062 1440 23K4071 0.569
● ELXY160ELL821MJ25S 820 10 x 25 0.052 1260 23K4072 0.725
● ELXY160ELL122MJ30S 1200 10 x 30 0.044 1440 23K4053 0.768
● ELXY160ELL122MK20S 1200 12.5 x 20 0.046 1340 23K4054 0.909
● ELXY160ELL152MK25S 1500 12.5 x 25 0.034 1690 23K4055 1.110
● ELXY160ELL222MK30S 2200 12.5 x 30 0.03 1950 23K4057 1.240
● ELXY160ELL222ML20S 2200 16 x 20 0.038 1630 23K4058 1.260
● ELXY160ELL272MK35S 2700 12.5 x 35 0.024 2220 23K4061 1.390
● ELXY160ELL272ML25S 2700 16 x 25 0.028 2070 23K4062 1.550
● ELXY160ELL332MK40S 3300 12.5 x 40 0.022 2390 23K4064 0.904
● ELXY160ELL392ML30S 3900 16 x 30 0.025 2350 23K4065 1.750
● ELXY160ELL472ML35S 4700 16 x 35 0.022 2550 23K4068 1.710
● ELXY160ELL562ML40S 5600 16 x 40 0.018 2900 23K4070 2.380

VOLTAGE: 25 VDC

ELXY250ELL390MEB5D 39 5 x 11.5 0.75 163 16M7424 0.239
● ELXY250ELL820MFB5D 82 6.3 x 11.5 0.35 273 23K4091 0.263
● ELXY250ELL121MF15D 120 6.3 x 15 0.25 390 23K4074 0.355
● ELXY250ELL151MH12D 150 8 x 12 0.17 445 23K4075 0.404
● ELXY250ELL221MH15D 220 8 x 15 0.13 555 23K4081 0.491
● ELXY250ELL331MH20D 330 8 x 20 0.095 740 23K4084 0.511
● ELXY250ELL331MJ16S 330 10 x 16 0.084 825 23K4085 0.530
● ELXY250ELL391MEB5D 390 5 x 11.5 0.75 163 23K4087 0.243
● ELXY250ELL471MJ20S 470 10 x 20 0.062 1040 23K4089 0.622
● ELXY250ELL561MJ25S 560 10 x 25 0.052 1260 23K4090 0.783
● ELXY250ELL821MK20S 820 12.5 x 20 0.046 1340 23K4093 0.885
● ELXY250ELL102MK25S 1000 12.5 x 25 0.034 1690 23K4073 1.100
● ELXY250ELL152MK30S 1500 12.5 x 30 0.03 1950 23K4076 1.250
● ELXY250ELL152ML20S 1500 16 x 20 0.038 1630 23K4077 1.230
● ELXY250ELL182MK35S 1800 12.5 x 35 0.024 2220 23K4079 1.410
● ELXY250ELL182ML25S 1800 16 x 25 0.028 2070 23K4080 1.490
● ELXY250ELL222MK40S 2200 12.5 x 40 0.022 2390 23K4082 1.630
● ELXY250ELL272ML30S 2700 16 x 30 0.025 2350 23K4083 1.690
● ELXY250ELL332ML35S 3300 16 x 35 0.022 2550 23K4086 2.040
● ELXY250ELL392ML40S 3900 16 x 40 0.018 2900 23K4088 2.290

VOLTAGE: 35 VDC

● ELXY350ELL270MEB5D 27 5 x 11.5 0.75 163 23K4106 0.239
● ELXY350ELL560MFB5D 56 6.3 x 11.5 0.35 273 79K3817 0.282
● ELXY350ETC121MH12D 120 8 x 12 0.17 445 16M7436 0.399
● ELXY350ELL121MH12D 120 8 x 12 0.17 445 23K4096 0.404
● ELXY350ELL181MH15D 180 8 x 15 0.13 555 23K4101 0.501
● ELXY350ELL221MH20D 220 8 x 20 0.095 740 23K4103 0.516
● ELXY350ELL221MJ16S 220 10 x 16 0.084 825 23K4104 0.530
● ELXY350ELL331MJ20S 330 10 x 20 0.062 1040 23K4108 0.613
● ELXY350ELL391MJ25S 390 10 x 25 0.052 1260 23K4109 0.763
● ELXY350ELL561MFB5D 560 6.3 x 11.5 0.35 273 23K4110 0.273
● ELXY350ELL561MJ30S 560 10 x 30 0.044 1440 23K4111 0.836
● ELXY350ELL561MK20S 560 12.5 x 20 0.046 1340 23K4112 0.895
● ELXY350ELL681MK25S 680 12.5 x 25 0.034 1690 23K4113 1.100
● ELXY350ELL102MK30S 1000 12.5 x 30 0.03 1950 23K4094 1.260
● ELXY350ELL102ML20S 1000 16 x 20 0.038 1630 23K4095 1.270
● ELXY350ELL122MK35S 1200 12.5 x 35 0.024 2220 23K4098 1.370
● ELXY350ELL122ML25S 1200 16 x 25 0.028 2070 23K4099 1.480
● ELXY350ELL152MK40S 1500 12.5 x 40 0.022 2390 23K4100 1.640

(65784)

KXG SERIES MINIATURE, LONG
LIFE RADIAL LEAD ALUMINUM
ELECTROLYTIC CAPACITORS
Features
• Downsized from current KMX series
• For electronic ballast circuits and

other long life required applications
• Endurance with ripple current :

105°C - 8000 to 10000 hours
• Non solvent-proof type
• Capacitance Tolerance: ±20%

*@20°C, 100kHz **@+105°C, 100kHz
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ALUMINUM ELECTROLYTIC CAPACITORS

KXG SERIES MINIATURE, LONG LIFE RADIAL LEAD ALUMINUM
ELECTROLYTIC CAPACITORS (CONT.)

(148881)

Case Size
D max. L max. Lead Diameter

In. (mm) In. (mm) Nom. AWG
CC 0.413 (10.5) 0.630 (16.0) 0.63″ 22
CD 0.413 (10.5) 0.740 (18.8) 0.63″ 22
CG 0.413 (10.5) 0.906 (23.0) 0.63″ 22
DG 0.512 (13.0) 0.906 (23.0) 0.81″ 20
DM 0.512 (13.0) 1.161 (29.5) 0.81″ 20
DS 0.512 (13.0) 1.791 (45.5) 0.81″ 20
EK 0.650 (16.5) 1.098 (27.9) 0.81″ 20
FV 0.728 (18.5) 1.693 (43.0) 0.81″ 20

Mfg. Part No.
Case
Size

Cap.
(μF)

Voltage
(VDC) Stock No.

Price Each
1-9 10-49

678D108M010DM3D DM 1000 10 90F7551 3.300 2.940
678D227M016CC3D CC 220 16 90F7553 2.690 2.400
678D108M016DM3D DM 1000 16 90F7555 3.370 3.000
678D227M025CG3D CG 220 25 90F7543 2.690 2.400
678D337M025DG3D DG 330 25 90F7544 3.260 2.900
678D477M025DM3D DM 470 25 90F7545 3.370 3.000
678D108M025DS3D DS 1000 25 90F7546 3.700 3.300
678D228M025FV3D FV 2200 25 90F7547 5.960 5.310
678D107M040CD3D CD 100 40 90F7548 2.690 2.400
678D337M040DM3D DM 330 40 90F7556 3.290 2.930
678D477M040EK3D EK 470 40 90F7557 4.130 3.680
678D107M050CG3D CG 100 50 90F7559 2.740 2.440
678D227M050DM3D DM 220 50 90F7560 3.370 3.000
678D108M050FV3D FV 1000 50 90F7561 6.630 5.910
678D476M063CD3D CD 47 63 90F7562 2.640 2.360
678D227M063EK3D EK 220 63 90F7564 4.570 4.070

Mfg. Part No.
Cap.
(pF)

ESR
(Ω)

D x L
(mm) Stock No.

Price Each
1-9 10-99

● 2222 150 64102 1000 0.300 10 x 16 14M6723 0.968 0.645
● 2222 150 64222 2200 0.152 12.5 x 20 18C4712 1.680 1.120

VOLTAGE: 16 VDC

● 2222 150 65471 470 0.540 10 x 12 18C4714 0.900 0.600
VOLTAGE: 25 VDC

● 2222 150 66471 470 0.474 10 x 16 18C4716 0.987 0.658
● 2222 150 66102 1000 0.222 12.5 x 20 14M6724 1.680 1.120

VOLTAGE: 35 VDC

● 2222 150 60221 220 0.869 10 x 12 18C4706 0.900 0.600
● 2222 150 60471 470 0.407 10 x 20 18C4708 1.200 0.796
● 2222 150 60222 2200 0.101 16 x 31 18C4707 3.290 2.190

VOLTAGE: 50 VDC 

● 2222 150 61471 470 0.339 12.5 x 20 18C4710 1.680 1.120
● 2222 150 61102 1000 0.159 16 x 25 18C4709 2.910 1.940

VOLTAGE: 63 VDC

● 2222 150 68101 100 1.592 10 x 12 18C4717 0.900 0.600
● 2222 150 68471 470 0.339 12.5 x 25 14M6725 1.950 1.300

VDC: 160V

Mfg. Part No.
Cap.
(μF)

D x L
(mm)

Rated Ripple 
Current

(mArms/105°C,
100kHz) Stock No.

Price Each

1-9
● EKXG161ELL101ML20S 100 16 x 20 1395 23K3707 0.974
● EKXG161ELL151ML20S 150 16 x 20 1735 23K3708 1.080
● EKXG161ELL221ML25S 220 16 x 25 2295 23K3710 1.360
● EKXG161ELL331MMN3S 330 18 x 31.5 3130 23K3712 2.040

VDC : 200V

● EKXG201ELL100MJ16S 10 10 x 16 315 23K3714 0.355
● EKXG201ELL220MJ20S 22 10 x 20 500 23K3717 0.420
● EKXG201ELL330MJ20S 33 10 x 20 650 23K3719 0.458
● EKXG201ELL470MK20S 47 12.5 x 20 975 23K3721 0.697
● EKXG201ELL680MK20S 68 12.5 x 20 1175 23K3722 0.737
● EKXG201ELL101ML20S 100 16 x 20 1420 23K3715 1.090
● EKXG201ELL151ML25S 150 16 x 25 1890 23K3716 1.330
● EKXG201ELL221MM25S 220 18 x 25 2365 23K3718 1.810
● EKXG201ELL331MMP1S 330 18 x 35.5 3220 23K3720 2.610

VDC : 250V

● EKXG251ELL100MJ20S 10 10 x 20 350 23K3723 0.445
● EKXG251ELL220MJ20S 22 10 x 20 500 23K3726 0.554
● EKXG251ELL330MK20S 33 12.5 x 20 800 23K3727 0.734
● EKXG251ELL470MK20S 47 12.5 x 20 975 23K3728 0.762
● EKXG251ELL680ML20S 68 16 x 20 1300 23K3729 1.140
● EKXG251ELL820ML20S 82 16 x 20 1375 23K3730 1.210
● EKXG251ELL101ML25S 100 16 x 25 1530 23K3724 1.350
● EKXG251ELL151MM25S 150 18 x 25 1935 23K3725 1.910

VDC : 350V

● EKXG351ELL6R8MJ16S 6.8 10 x 16 275 23K3738 0.467
● EKXG351ELL100MJ20S 10 10 x 20 350 23K3731 0.557
● EKXG351ELL220MK20S 22 12.5 x 20 650 23K3735 0.818
● EKXG351ELL330ML20S 33 16 x 20 900 23K3736 1.150
● EKXG351ELL470ML20S 47 16 x 20 1075 23K3737 1.250
● EKXG351ELL680ML25S 68 16 x 25 1400 23K3739 1.570
● EKXG351ELL680MM20S 68 18 x 20 1400 23K3740 1.680
● EKXG351ELL820MM25S 82 18 x 25 1525 23K3741 1.880
● EKXG351ELL101MM25S 100 18 x 25 1575 23K3732 2.240
● EKXG351ELL121MMN3S 120 18 x 31.5 1865 23K3733 2.540
● EKXG351ELL151MMP1S 150 18 x 35.5 2160 23K3734 3.240

VDC : 400V

● EKXG401ELL6R8MJ16S 6.8 10 x 16 275 23K3751 0.492
● EKXG401ELL100MJ20S 10 10 x 20 350 23K3742 0.588
● EKXG401ELL150MK20S 15 12.5 x 20 550 23K3745 0.809
● EKXG401ELL220MK20S 22 12.5 x 20 650 23K3747 0.797
● EKXG401ELL330ML20S 33 16 x 20 900 23K3748 1.190
● EKXG401ELL470ML25S 47 16 x 25 1175 23K3749 1.660
● EKXG401ELL470MM20S 47 18 x 20 1175 23K3750 1.510
● EKXG401ELL680MM25S 68 18 x 25 1465 23K3752 1.960
● EKXG401ELL820MM25S 82 18 x 25 1525 23K3753 2.210
● EKXG401ELL101MMN3S 100 18 x 31.5 1720 23K3743 2.600
● EKXG401ELL121MMP1S 120 18 x 35.5 1945 23K3744 3.040
● EKXG401ELL151MM40S 150 18 x 40 2215 23K3746 3.520

VDC : 450V

● EKXG451ELL6R8MJ20S 6.8 10 x 20 275 23K3761 0.579
● EKXG451ELL100MK20S 10 12.5 x 20 450 23K3754 0.797
● EKXG451ELL150MK25S 15 12.5 x 25 600 23K3756 1.010
● EKXG451ELL220ML20S 22 16 x 20 725 23K3757 1.280
● EKXG451ELL330ML25S 33 16 x 25 975 23K3758 1.590
● EKXG451ELL330MM20S 33 18 x 20 975 23K3759 1.490
● EKXG451ELL470MM25S 47 18 x 25 1200 23K3760 1.920
● EKXG451ELL680MMN3S 68 18 x 31.5 1575 23K3762 2.460

EKXG451ELL820MMP1S 82 18 x 35.5 1,785 16M7339 2.770
● EKXG451ELL820MM35S 82 18 x 35 1785 23K3763 1.990
● EKXG451ELL101MM40S 100 18 x 40 1800 23K3755 3.240

(7165)

(63572)

(84500)

150 RMI SERIES LOW IMPEDANCE, RADIAL
ALUMINUM ELECTROLYTIC CAPACITORS

678D SERIES ALUMINUM ELECTROLYTIC CAPACITORS 

Ultra-low ESR miniature radial-leaded aluminum electrolytic capacitors with resin-sealed PVC sleeve.

VOLTAGE: 10 VDC

Features

DIMENSIONS

Features

• Polarized Capacitors with Non-Solid Electrolyte
• Excellent Ripple Current Capability
• Charge- and Discharge-Proof
• Very Long Life: 4000 to 10,000 Hours at 105°C
• Very Low ESR or Impedance

• Exceptional CV Efficiency, High Ripple Current Capability, Stable Performance and High Reliabilty

Specifications

Specifications

• Tolerance: ±20%
• Operating Temperature: -55°C to +105°C
• 2222 & MAL2 prefix part numbers are the same

• Tolerance: ±20%
• Life Validation Test: 3000 Hours @ +105°C (Size Code CC, CD, CG); 4000 Hours @

+105°C (Size Code DG, DM, DS, EK, FV)
• Terminals: 2 Leads Standard
• Operating Temperature: -55°C to +105°C
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ALUMINUM ELECTROLYTIC CAPACITOR KITS • ALUMINUM ELECTROLYTIC CAPACITORS

VOLTAGE: 16 VDC

TTA SERIES 85°C STANDARD AXIAL ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

● TC151A KIT 81F9282 242.760

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each 
1-9 10-24 25-49

● SKA101M016 100 0.236 x 0.630″ 72K6713 0.663 0.602 0.527
VOLTAGE: 25 VDC

● SKA220M025 22 0.236 x 0.492″ 72K6717 0.581 0.528 0.462
● SKA101M025 100 0.215 x 0.630″ 72K6714 0.913 0.830 0.726
● SKA221M025 220 0.315 x 0.787″ 16F2293 0.579 0.526 0.461

VOLTAGE: 35 VDC

● SKA100M035 10 0.196 x 0.492″ 16F2274 0.366 0.332 0.291
● SKA220M035 22 0.236 x 0.630″ 18M9322 0.357 0.324 0.284
● SKA470M035 47 0.236 x 0.630″ 16F2302 0.445 0.404 0.354
● SKA101M035 100 0.315 x 0.620″ 72K6715 0.490 0.446 0.390
● SKA221M035 220 0.315 x 0.620″ 16F2279 1.080 0.974 0.853

Mfg. Part No.
Cap.
(uF)

ESR
(Ω)

Ripple
(mArms)

Dimensions (mm)
Stock No.

Price Each
D L 1-24 25-49

● 109TTA010M 10000 0.033 2340 18 40 30K6621 2.310 2.080
VOLTAGE: 16 VDC

● 476TTA016M 47 5.947 95 5 12.5 30K6760 0.215 0.194
● 108TTA016M 1000 0.282 785 10 25 30K6609 0.510 0.459
● 478TTA016M 4700 0.088 2060 16 31.5 30K6773 1.880 1.690
● 688TTA016M 6800 0.071 2300 16 40 30K6799 2.380 2.140
● 109TTA016M 10000 0.058 2680 18 40 30K6622 3.000 2.700
● 159TTA016M 15000 0.05 2890 22 50 30K6650 4.050 3.640

VOLTAGE: 25 VDC

● 336TTA025M 33 7.536 85 5 12.5 30K6717 0.213 0.191
● 476TTA025M 47 5.291 125 6.3 12.5 30K6761 0.215 0.194
● 107TTA025M 100 2.487 180 6.3 16 30K6600 0.258 0.232
● 108TTA025M 1000 0.249 935 12.5 25 77M9891 0.700 0.630
● 158TTA025M 1500 0.188 1150 12.5 25 30K6645 1.270 1.140
● 338TTA025M 3300 0.106 1910 16 30 30K6729 1.880 1.690
● 478TTA025M 4700 0.081 2170 16 40 30K6774 2.180 1.960

VOLTAGE: 35 VDC

● 106TTA035M 10 19.894 47 5 12.5 30K6594 0.178 0.160
● 106TTA035MSD 10 19.894 47 5 12.5 84M4156 0.188 0.169
● 226TTA035M 22 9.043 72 5 12.5 30K6677 0.210 0.189
● 107TTA035M 100 1.989 210 8 16 30K6601 0.280 0.252
● 108TTA035M 1000 0.199 1050 12.5 25 30K6610 0.875 0.787
● 158TTA035M 1500 0.155 1280 16 30 30K6646 1.740 1.560
● 338TTA035M 3300 0.09 2050 16 40 30K6730 2.200 1.970
● 478TTA035M 4700 0.064 2470 22 40 30K6775 3.130 2.810
● 688TTA035M 6800 0.059 2720 22 50 30K6800 4.350 3.910

VOLTAGE: 50 VDC

● 105TTA050M 1 165.66 12 5 12.5 30K6585 0.175 0.158
● 475TTA050M 4.7 35.274 36 5 12.5 30K6758 0.175 0.158

● SKSEK151 95B9280 85.160

VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(uF)

ESR
(Ω)

Ripple
(mArms)

Dimensions (mm)
Stock No.

Price Each
D L 1-24 25-49

● 106TTA050M 10 16.579 52 5 12.5 30K6595 0.205 0.185
● 106TTA050MSD 10 16.579 52 5 12.5 84M4157 0.215 0.194
● 226TTA050M 22 7.536 90 6.3 12.5 30K6678 0.215 0.194
● 337TTA050M 330 0.502 565 10 25 30K6725 0.585 0.526
● 477TTA050M 470 0.353 740 12.5 25 82K7747 0.760 0.683
● 108TTA050M 1000 0.166 1255 16 30 30K6611 1.410 1.270
● 158TTA050M 1500 0.133 1480 16 40 30K6647 2.320 2.090
● 228TTA050M 2200 0.106 1920 16 40 30K6693 2.550 2.300

VOLTAGE: 63 VDC

● 108TTA063M 1000 0.166 1330 16 30 30K6612 1.750 1.580
VOLTAGE: 80 VDC

● 108TTA080M 1000 0.149 1500 16 40 30K6613 3.030 2.720
● 228TTA080M 2200 0.106 2260 22 50 30K6694 5.470 4.920

VOLTAGE: 100 VDC

● 474TTA100M 0.47 705.474 12 5 12.5 30K6754 0.175 0.158
● 105TTA100M 1 331.573 21 5 12.5 30K6586 0.178 0.160
● 225TTA100M 2.2 150.719 28 5 12.5 30K6675 0.175 0.158
● 335TTA100M 3.3 100.477 35 5 12.5 30K6715 0.190 0.171
● 106TTA100M 10 33.157 68 6.3 12.5 30K6596 0.218 0.196
● 107TTA050M 100 1.658 230 8 16 75K6216 0.338 0.304
● 227TTA100M 220 1.005 560 12.5 25 30K6687 1.110 0.991
● 337TTA100M 330 1.005 770 12.5 30 30K6726 1.560 1.400
● 108TTA100M 1000 0.332 1650 18 40 30K6614 3.400 3.060
● 228TTA100M 2200 0.181 2590 25 50 17M8379 6.710 6.030

VOLTAGE: 160 VDC

● 336TTA160M 33 10.048 170 12.5 25 30K6718 0.947 0.852
VOLTAGE: 250 VDC

● 335TTA250M 3.3 100.477 35 8 16 30K6716 0.418 0.376
● 106TTA250M 10 33.157 70 10 20 30K6597 0.655 0.589
● 226TTA250M 22 15.072 140 12.5 25 30K6679 1.060 0.946
● 476TTA250M 47 7.055 255 16 30 30K6762 1.500 1.350
● 227TTA250M 220 1.507 680 22 40 30K6688 4.250 3.830

VOLTAGE: 350 VDC

● 105TTA350M 1 331.573 15 6.3 16 30K6587 0.318 0.286
● 475TTA350M 4.7 70.547 50 8 20 30K6759 0.742 0.668
● 336TTA350M 33 10.048 210 16 31.5 30K6719 2.020 1.820
● 476TTA350M 47 7.055 290 16 40 30K6763 2.240 2.010
● 107TTA350M 100 3.316 400 18 40 30K6602 3.430 3.080

VOLTAGE: 450 VDC

● 105TTA450M 1 414.66 16 8 16 30K6588 0.460 0.414
● 225TTA450M 2.2 188.394 31 10 20 30K6676 0.693 0.623
● 106TTA450M 10 41.447 85 12.5 25 30K6598 1.180 1.060
● 226TTA450M 22 18.839 150 16 30 30K6680 1.910 1.720
● 336TTA450M 33 12.56 230 16 40 30K6720 2.540 2.280
● 476TTA450M 47 8.818 300 22 40 30K6764 3.750 3.370
● 107TTA450M 100 4.145 500 22 50 30K6603 5.240 4.710

(7144)

(84772)

ALUMINUM
ELECTROLYTIC
CAPACITOR
ENGINEERING KIT

SKA SERIES ALUMINUM
ELECTROLYTIC CAPACITORS

FEATURES

Mfg. part no. TC151A. Assorted mfg. part no. TC axial aluminum electrolytics to 450VDC. Values 10μF to 1000μF.
Housed in a Mallobin® 15-drawer stackable cabinet.

Features:

• High ripple current ratings
• Solvent tolerant end seals standard (≤250 WVDC)

• Load Life: 2000 Hours
• Suitable for Consumer Electronic Products

TTA SERIES 85°C
STANDARD AXIAL
ALUMINUM ELECTROLYTIC
CAPACITORS

Mfg. part no. SKSEK151 contains 72 miniature radial aluminum electrolytics in 85°C and 105°C, from 1μF to 2200μF.
Voltages from 16 to 400 VDC.

SPECIFICATIONS

Specifications:

• Tolerance: ±20% at 120Hz, 20°C
• Operating Temperature:450VDC: -40°C to +85°C

≥ 450VDC: -25°C to +85°C

• Tolerance: ±20%
• Voltage Range: 6.3WVDC to 450WVDC
• Capacitance Range: 0.47μF to 15,000μF
• Operating Temperature: –40°C to +85°C

VOLTAGE: 10 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

SKA SERIES ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 16 VDC

Mfg. Part No.
Cap.
(uF)

Cap.
Tol.

D x L
(mm) Stock No.

Price Each

1-49 50-99
100-
499

● MCLV102M1AB-1017-RH 1000 ± 20% 10 x 17 79K3654 0.288 0.245 0.193
VOLTAGE: 16 VDC

● MCAX16V106K6X13 10 ± 10% 6 x 13 97M3984 0.186 0.140 0.125
● MCLV220M1CB-0513-RH 22 ± 20% 5 x 13 79K3660 0.111 0.094 0.074
● MCLV470M1CB-0613-RH 47 ± 20% 6 x 13 79K3676 0.123 0.105 0.083
● MCAX16V107K6X13 100 ± 10% 6 x 13 97M3985 0.186 0.140 0.125
● MCLV221M1CB-0813-RH 220 ± 20% 8 x 13 79K3664 0.181 0.155 0.122
● MCAX16V257K8X16 250 ± 10% 8 x 16 97M3986 0.279 0.210 0.187
● MCLV471M1CB-0816-RH 470 ± 20% 8 x 16 79K3682 0.235 0.201 0.158
● MCLV222M1CB-1324-RH 2200 ± 20% 13 x 24 79K3668 0.503 0.429 0.338

VOLTAGE: 25 VDC

● MCAX25V505K6X13 5 ± 10% 6 x 13 97M4000 0.186 0.140 0.125
● MCLV100M1EB-0513-RH 10 ± 20% 5 x 13 79K3646 0.111 0.094 0.074
● MCAX25V106K6X13 10 ± 10% 6 x 13 97M3988 0.202 0.152 0.135
● MCAX25V106M6X13 10 ± 20% 6 x 13 97M5046 0.186 0.140 0.125
● MCAX25V206K6X13 20 ± 10% 6 x 13 97M3993 0.202 0.152 0.135
● MCLV220M1EB-0513-RH 22 ± 20% 5 x 13 79K3661 0.114 0.098 0.077
● MCAX25V226M6X13 22 ± 20% 6 x 13 97M3995 0.186 0.140 0.125
● MCAX25V256K6X13 25 ± 10% 6 x 13 97M3997 0.202 0.152 0.135
● MCAX25V256M6X13 25 ± 20% 6 x 13 97M5047 0.186 0.140 0.125
● MCLV470M1EB-0613-RH 47 ± 20% 6 x 13 79K3677 0.138 0.118 0.093
● MCAX25V476M6X13 47 ± 20% 6 x 13 97M3998 0.186 0.140 0.125
● MCAX25V506K6X13 50 ± 10% 6 x 13 97M4001 0.202 0.152 0.135
● MCAX25V506M6X13 50 ± 20% 6 x 13 97M5049 0.186 0.140 0.125
● MCLV101M1EB-0813-RH 100 ± 20% 8 x 13 79K3650 0.164 0.140 0.110
● MCAX25V107K8X13 100 ± 10% 8 x 13 97M3989 0.248 0.187 0.166
● MCAX25V107M8X13 100 ± 20% 8 x 13 97M3990 0.240 0.181 0.161
● MCAX25V107M8X16 100 ± 20% 8 x 16 97M3991 0.228 0.204 0.185
● MCAX25V207K8X16 200 ± 10% 8 x 16 97M3994 0.295 0.222 0.197
● MCAX25V227M8X16 220 ± 20% 8 x 16 97M3996 0.275 0.207 0.184
● MCAX25V257M8X16 250 ± 20% 8 x 16 97M5048 0.314 0.236 0.210
● MCAX25V477M10X21 470 ± 20% 10 x 21 97M3999 0.349 0.262 0.234
● MCAX25V507M10X21 500 ± 20% 10 x 21 97M5050 0.387 0.291 0.259
● MCLV102M1EB-1322-RH 1000 ± 20% 13 x 22 79K3655 0.472 0.403 0.317
● MCAX25V108M13X22 1000 ± 20% 13 x 22 97M3992 0.554 0.417 0.371
● MCLV222M1EB-1628-RH 2200 ± 20% 16 x 28 79K3669 0.730 0.623 0.490
● MCLV472M1EB-1836-RH 4700 ± 20% 18 x 36 79K3686 1.360 1.160 0.911

VOLTAGE: 35 VDC

● MCAX35V106M6X13 10 ± 20% 6 x 13 97M4002 0.186 0.140 0.125
● MCLV220M1VB-0613-RH 22 ± 20% 6 x 13 79K3663 0.128 0.109 0.086
● MCAX35V226M6X13 22 ± 20% 6 x 13 97M4005 0.186 0.140 0.125
● MCAX35V476K6X13 47 ± 10% 6 x 13 97M5052 0.194 0.146 0.130
● MCLV470M1VB-6.314-RH 47 ± 20% 6.3 x 14 79K3680 0.153 0.130 0.103
● MCLV101M1VB-0816-RH 100 ± 20% 8 x 16 79K3653 0.176 0.151 0.119
● MCAX35V107M8X16 100 ± 20% 8 x 16 97M4003 0.275 0.207 0.184
● MCLV221M1VB-1017-RH 220 ± 20% 10 x 17 79K3667 0.285 0.243 0.191
● MCLV471M1VB-1322-RH 470 ± 20% 13 x 22 79K3685 0.415 0.354 0.279
● MCLV102M1VB-1327-RH 1000 ± 20% 13 x 27 79K3658 0.577 0.493 0.388
● MCAX35V108M13X27 1000 ± 20% 13 x 27 97M4004 0.736 0.553 0.493
● MCLV222M1VB-1636-RH 2200 ± 20% 16 x 36 79K3672 1.030 0.872 0.686
● MCAX35V338M18X36 3300 ± 20% 18 x 36 97M4006 1.420 1.100 0.987
● MCLV472M1VB-2243-RH 4700 ± 20% 22 x 43 79K3688 2.210 1.880 1.480

VOLTAGE: 40 VDC

● MCAX40V226M8X16 22 ± 20% 8 x 16 97M4008 0.275 0.207 0.184
● MCAX40V476M8X16 47 ± 20% 8 x 16 97M4011 0.260 0.195 0.174
● MCAX40V227M10X21 220 ± 20% 10 x 21 97M4009 0.407 0.306 0.272
● MCAX40V687M16X28 680 ± 20% 16 x 28 97M4013 0.865 0.671 0.603
● MCAX40V108M16X32 1000 ± 20% 16 x 32 97M4007 1.100 0.853 0.766
● MCAX40V228M18X36 2200 ± 20% 18 x 36 97M4010 1.180 0.914 0.822
● MCAX40V478M20X36 4700 ± 20% 20 x 36 97M4012 1.580 1.260 1.150

Mfg. Part No.
Cap.
(μF) Tol.

D x L
(in.) Stock No.

Price Each
1-9 10-24

VOLTAGE: 50 VDC

TC50100 1000 +75, -10% 0.875 x 2.625″ 81F4083 21.870 20.040
TC50200 2000 +75, -10% 1.00 x 2.625″ 81F4084 30.810 28.240

VOLTAGE: 75 VDC

TC75251 250 +75, -10% 0.750 x 1.625″ 14F374 22.510 20.630
VOLTAGE: 100 VDC

TC10101 100 +75, -10% 0.750 x 1.375″ 14F376 15.890 14.570
TC10151 150 +75, -10% 0.750 x 1.625″ 14F377 15.120 13.860

VOLTAGE: 150 VDC

TC493 100 +50, -10% 0.750 x 1.625″ 16F1704 15.870 14.550
TC496 200 +50, -10% 0.875 x 2.125″ 81F4085 32.820 30.080
TC4990 500 +50, -10% 1.000 x 2.625″ 95B9325 9.420 8.640

VOLTAGE: 250 VDC

TC55 20 +50, -10% 0.750 x 1.125″ 16F1709 23.980 21.980
TC57 30 +50, -10% 0.750 x 1.375″ 14F383 22.510 20.630
TC1265 100 +50, -10% 0.875 x 2.625″ 16F1712 10.080 9.240

● TC1267 225 +50, -10% 1.00 x 3.125″ 72K6732 27.460 25.170
VOLTAGE: 350 VDC

TC67 40 +50, -10% 0.875 x 1.625″ 14F392 21.270 19.500
TC68 60 +50, -10% 0.875 x 2.125″ 26F991 16.630 15.240
TC69 100 +50, -10% 0.875 x 2.625″ 67F3000 27.590 25.290
TC692 150 +50, -10% 1 x 3.625″ 34H3124 27.920 25.590

VOLTAGE: 450 VDC

● TC695 2 +50, -10% 0.615 x 0.787″ 14F394 21.140 19.380
● TC697 4 +50, -10% 0.625 x 1.125″ 67F3001 28.180 25.830

TC72 10 +50, -10% 0.875 x 1.375″ 14F178 27.330 25.050
TC74 16 +50, -10% 0.304 x 0.750″ 14F396 19.790 18.140
TC75 20 +50, -10% 0.875 x 1.625″ 72K6739 23.690 21.720
TC77 30 +50, -10% 1.00 x 1.625″ 14F397 34.130 31.290
TC78 40 +50, -10% 1.00 x 2.125″ 14F182 15.900 14.580
TC79 50 +50, -10% 1.00 x 2.125″ 14F183 23.380 21.430
TC807 100 +50, -10% 1.00 x 3.125″ 67F3003 36.030 33.030

VOLTAGE: 35 VDC

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each 
1-9 10-24 25-49

● SKA471M035 470 0.315 x 1.024″ 72K6719 3.970 3.610 3.160
● SKA102M035 1000 0.512 x 1.181″ 16F2296 2.350 2.130 1.870
● SKA222M035 2200 0.630 x 1.575″ 16F2281 2.640 2.400 2.100

VOLTAGE: 50 VDC

● SKA4R7M050 4.7 0.197 x 0.492″ 16F2299 0.366 0.332 0.291
● SKA100M050 10 0.236 x 0.492″ 16F2300 0.594 0.540 0.473
● SKA330M050 33 0.236 x 0.630″ 16F2283 0.445 0.404 0.354
● SKA470M050 47 0.315 x 0.620″ 72K6718 0.803 0.730 0.639
● SKA101M050 100 0.315 x 0.787″ 72K6716 0.605 0.550 0.482
● SKA221M050 220 0.394 x 0.787″ 16F2286 0.799 0.726 0.636
● SKA331M050 330 0.394 x 0.984″ 16F2287 1.390 1.270 1.110
● SKA471M050 470 0.394 x 0.984″ 34H3122 1.980 1.800 1.580

VOLTAGE: 63 VDC

● SKA2R2M063 2.2 0.236 x 0.492″ 92F495 0.302 0.274 0.240
VOLTAGE: 100 VDC

● SKA010M100 1 0.197 x 0.492″ 34H3120 0.333 0.302 0.265
● SKA100M100 10 0.236 x 0.630″ 72K6712 0.467 0.424 0.371
● SKA101M100 100 0.394 x 0.984″ 51B353 1.040 0.944 0.826

VOLTAGE: 160 VDC

● SKA100M160 10 0.315 x 0.787″ 16F2282 2.670 2.430 2.130

(7143)

(7156)

GENERAL-PURPOSE AXIAL
LEAD ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 10 VDC

TC SERIES TUBULAR ALUMINUM
ELECTROLYTIC CAPACITORS 

• Tolerance: ±20% @ 20°C, 120Hz
• Operating Temperature:

HV/LV SERIES: –40°C to +85°C
AX SERIES:
–40°C to +105°C for 6.3-100 VDC
–25°C to +105°C for 160-450 VDC

• Rated Life:
HV/LV SERIES: 1,000 hours @ +85°
AX SERIES: 2,000 hours @ +105°C

Features:
• Axial Leads for Low Profile Mounting
• Suitable for Consumer Electronic Equipment
• High Reliability and High Ripple Current
• PVC Insulating Sleeve

Specifications

Specifications:
• Voltage Range: 16WVDC to 450WVDC
• Operating Temperature: –40°C to +85°C

• Lead Length: 2.250±0.250″
• Capacitance Range: 1μF to 5,000μF
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ALUMINUM ELECTROLYTIC CAPACITORS

GENERAL-PURPOSE AXIAL LEAD ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

GENERAL-PURPOSE AXIAL LEAD ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

VOLTAGE: 350 VDC

Mfg. Part No.
Cap.
(uF)

Cap.
Tol.

D x L
(mm) Stock No.

Price Each

1-49 50-99
100-
499

● MCAX350V106M10X21 10 ± 20% 10 x 21 97M5053 0.554 0.417 0.371
● MCAX350V107M18X36 100 ± 20% 18 x 36 97M5054 2.050 1.650 1.500

VOLTAGE: 450 VDC

● MCAX450V205M10X21 2 ± 20% 10 x 21 97M5056 0.496 0.373 0.332
● MCHV2R2M2WB-1021-RH 2.2 ± 20% 10 x 21 79K3637 0.407 0.365 0.330
● MCHV4R7M2WB-1026-RH 4.7 ± 20% 10 x 26 79K3641 1.170 1.060 0.937
● MCAX450V805M13X25 8 ± 20% 13 x 25 97M5059 0.829 0.623 0.555
● MCAX450V106M13X25 10 ± 20% 13 x 25 97M5055 0.848 0.638 0.568
● MCHV100M2WB-1326-RH 10 ± 20% 13 x 26 79K3633 1.040 0.940 0.850
● MCAX450V206M13X32 20 ± 20% 13 x 32 97M5057 1.020 0.791 0.711
● MCHV220M2WB-1632-RH 22 ± 20% 16 x 32 79K3639 1.690 1.520 1.380
● MCAX450V226M16X32 22 ± 20% 16 x 32 97M4014 1.030 0.794 0.713
● MCAX450V406M18X36 40 ± 20% 18 x 36 97M5058 1.920 1.540 1.400
● MCHV470M2WB-2240-RH 47 ± 20% 22 x 40 79K3643 3.320 2.980 2.690
● MCHV101M2WB-2550-RH 100 ± 20% 25 x 50 79K3635 9.110 8.190 7.290

VOLTAGE: 50 VDC

Mfg. Part No.
Cap.
(uF)

Cap.
Tol.

D x L
(mm) Stock No.

Price Each

1-49 50-99
100-
499

● MCLVR47M1HB-0513-RH 0.47 ± 20% 5 x 13 79K3644 0.111 0.094 0.074
● MCAX50V105K6X13 1 ± 10% 6 x 13 97M4015 0.186 0.140 0.125
● MCAX50V105M6X13 1 ± 20% 6 x 13 97M4016 0.186 0.140 0.125
● MCAX50V205K6X13 2 ± 10% 6 x 13 97M4021 0.186 0.140 0.125
● MCLV2R2M1HB-0513-RH 2.2 ± 20% 5 x 13 79K3659 0.111 0.094 0.074
● MCLV4R7M1HB-0513-RH 4.7 ± 20% 5 x 13 79K3674 0.113 0.096 0.076
● MCAX50V475M6X13 4.7 ± 20% 6 x 13 97M4026 0.186 0.140 0.125
● MCLV100M1HB-0613-RH 10 ± 20% 6 x 13 79K3647 0.118 0.101 0.079
● MCAX50V106M6X13 10 ± 20% 6 x 13 97M5060 0.186 0.140 0.125
● MCAX50V156K6X13 15 ± 10% 6 x 13 97M4020 0.202 0.152 0.135
● MCAX50V206K6X13 20 ± 10% 6 x 13 97M4022 0.202 0.152 0.135
● MCAX50V226M6X13 22 ± 20% 6 x 13 97M4023 0.202 0.152 0.135
● MCLV220M1HB-0613-RH 22 ± 20% 6 x 13 79K3662 0.128 0.110 0.086
● MCAX50V256M6X13 25 ± 20% 6 x 13 97M5063 0.202 0.152 0.135
● MCLV470M1HB-0813-RH 47 ± 20% 8 x 13 79K3678 0.163 0.139 0.110
● MCAX50V476M8X16 47 ± 20% 8 x 16 97M4027 0.260 0.195 0.174
● MCAX50V506K8X16 50 ± 10% 8 x 16 97M4028 0.252 0.190 0.169
● MCLV101M1HB-1017-RH 100 ± 20% 10 x 17 79K3651 0.204 0.174 0.137
● MCAX50V107K8X16 100 ± 10% 8 x 16 97M4017 0.279 0.210 0.187
● MCAX50V157M10X21 150 ± 20% 10 x 21 97M5062 0.407 0.306 0.272
● MCLV221M1HB-1021-RH 220 ± 20% 10 x 21 79K3665 0.304 0.259 0.204
● MCLV331M1HB-1322-RH 330 ± 20% 16 x 33 79K3673 0.406 0.346 0.272
● MCLV331M1HB-1322-RH 330 ± 20% 16 x 33 79K3673 0.406 0.346 0.272
● MCLV471M1HB-1322-RH 470 ± 20% 13 x 22 79K3683 0.460 0.393 0.309
● MCAX50V507K13X27 500 ± 10% 13 x 27 97M4029 0.736 0.553 0.493
● MCAX50V108M16X32 1000 ± 20% 16 x 32 97M4018 1.020 0.791 0.711
● MCAX50V108M16X38 1000 ± 20% 16 x 38 97M5061 1.030 0.794 0.713
● MCLV102M1HB-1633-RH 1000 ± 20% 16 x 33 79K3656 0.844 0.720 0.567
● MCAX50V118K16X32 1100 ± 10% 16 x 32 97M4019 1.030 0.794 0.713
● MCLV222M1HB-1836-RH 2200 ± 20% 18 x 36 79K3670 1.640 1.400 1.100
● MCAX50V228M18X36 2200 ± 20% 18 x 36 97M4025 1.420 1.100 0.985
● MCAX50V508K22X42 5000 ± 10% 22 x 42 97M4030 2.390 1.960 1.800

VOLTAGE: 63 VDC

● MCAX63V105M6X13 1 ± 20% 6 x 13 97M4031 0.186 0.140 0.125
● MCLV010M1HB-0513-RH 1 ± 20% 5 x 13 79K3645 0.111 0.094 0.074
● MCAX63V225M6X13 2.2 ± 20% 6 x 13 97M4035 0.186 0.140 0.125
● MCAX63V475M6X13 4.7 ± 20% 6 x 13 97M4040 0.186 0.140 0.125
● MCLV100M1JB-0613-RH 10 ± 20% 6 x 13 79K3648 0.135 0.115 0.091
● MCAX63V106M6X13 10 ± 20% 6 x 13 97M4032 0.202 0.152 0.135
● MCAX63V226M6X13 22 ± 20% 6 x 13 97M4036 0.202 0.152 0.135
● MCAX63V476M8X16 47 ± 20% 8 x 16 97M4041 0.295 0.222 0.197
● MCLV470M1JB-0816-RH 47 ± 20% 8 x 16 79K3679 0.198 0.169 0.133
● MCLV101M1JB-1017-RH 100 ± 20% 10 x 17 79K3652 0.306 0.261 0.206
● MCAX63V107M10X21 100 ± 20% 10 x 21 97M4033 0.333 0.251 0.223
● MCLV221M1JB-1322-RH 220 ± 20% 13 x 22 79K3666 0.464 0.396 0.312
● MCAX63V227M13X22 220 ± 20% 13 x 22 97M4037 0.554 0.417 0.371
● MCAX63V337M13X27 330 ± 20% 13 x 27 97M4039 0.774 0.582 0.518
● MCLV471M1JB-1327-RH 470 ± 20% 13 x 27 79K3684 0.614 0.524 0.413
● MCLV102M1JB-1633-RH 1000 ± 20% 16 x 33 79K3657 1.200 1.030 0.805
● MCAX63V108M16X36 1000 ± 20% 16 x 36 97M4034 1.100 0.853 0.766
● MCAX63V228M20X36 2200 ± 20% 20 x 36 97M4038 1.640 1.320 1.200
● MCLV222M1JB-2042-RH 2200 ± 20% 20 x 42 79K3671 2.600 2.220 1.750
● MCLV472M1JB-2552-RH 4700 ± 20% 25 x 52 79K3687 4.620 3.950 3.110

VOLTAGE: 100 VDC

● MCLV4R7M2AB-0613-RH 4.7 ± 20% 6 x 13 79K3675 0.132 0.112 0.089
● MCLV100M2AB-6.314-RH 10 ± 20% 6.3 x 14 79K3649 0.158 0.135 0.106
● MCLV470M2AB-1021-RH 47 ± 20% 10 x 21 79K3681 0.337 0.287 0.226
● MCAX100V227M16X28 220 ± 20% 16 x 28 97M3982 0.941 0.730 0.656

VOLTAGE: 150 VDC

● MCAX150V106K10X21 10 ± 10% 10 x 21 97M3983 0.422 0.318 0.283
● MCAX150V506M13X27 50 ± 20% 13 x 27 97M5045 0.829 0.623 0.555

VOLTAGE: 200 VDC

● MCAX200V107M16X32 100 ± 20% 16 x 32 97M3987 1.260 0.976 0.877
VOLTAGE: 250 VDC

● MCHV010M2EB-0616-RH 1 ± 20% 6 x 16 79K3631 0.706 0.635 0.565
● MCHV2R2M2EB-0816-RH 2.2 ± 20% 8 x 16 79K3636 0.775 0.697 0.621
● MCHV4R7M2EB-0820-RH 4.7 ± 20% 8 x 20 79K3640 0.849 0.764 0.679
● MCHV100M2EB-1021-RH 10 ± 20% 10 x 21 79K3632 0.580 0.520 0.471
● MCHV220M2EB-1326-RH 22 ± 20% 13 x 26 79K3638 0.936 0.836 0.756
● MCHV470M2EB-1632-RH 47 ± 20% 16 x 32 79K3642 1.320 1.190 1.080
● MCHV101M2EB-1640-RH 100 ± 20% 16 x 40 79K3634 3.660 3.290 2.930

Mfg. Part No.
Cap.
(μF)

Leakage
Current*

(μA)

Ripple
Current**

(mA)
D x L
(mm) Stock No.

Price Each

1-9 10-49
● 2222 021 33471 470 10 260 8 x 11 95C1153 0.600 0.562
● 2222 021 33102 1000 17 440 8 x 18 95C1152 0.687 0.643
● 2222 021 90589 2200 32 710 10 x 25 14M8271 1.150 1.080

VOLTAGE: 10 VDC

● 2222 021 34101 100 6 100 4.5 x 10 95C1154 0.486 0.455
● 2222 021 34221 220 8.4 160 6 x 10 95C1156 0.538 0.504
● 2222 021 34331 330 11 230 8 x 11 14M8257 0.687 0.643
● 2222 021 34471 470 13 310 6.5 x 18 14M8258 0.662 0.620
● 2222 021 34681 680 18 400 8 x 18 14M8259 0.788 0.738
● 2222 021 34102 1000 24 550 10 x 18 95C1155 0.906 0.848
● 2222 021 90525 1500 34 690 10 x 25 18M4044 1.150 1.080
● 2222 021 14152 1500 34 740 10 x 30 95C1134 1.390 1.300
● 2222 021 14222 2200 48 980 12.5 x 30 14M6650 1.610 1.500
● 2222 021 14332 3300 70 1090 12.5 x 30 95C1135 2.350 2.030
● 2222 021 14472 4700 98 1320 15 x 30 14M6651 2.040 1.910
● 2222 021 14682 6800 140 1590 18 x 30 95C1136 2.490 2.330
● 2222 021 14103 10000 204 2090 18 x 38 18C4442 3.440 3.220
● 2222 021 14153 15000 304 2250 21 x 38 14M6649 4.260 3.990

VOLTAGE: 16 VDC

● 2222 021 35689 68 6.2 90 4.5 x 10 95C1165 0.490 0.459
● 2222 021 35151 150 8.8 140 6 x 10 95C1160 0.538 0.504
● 2222 021 35221 220 11 210 8 x 11 95C1161 0.687 0.643
● 2222 021 35331 330 15 290 6.5 x 18 95C1162 0.687 0.643
● 2222 021 35471 470 19 380 8 x 18 95C1163 0.788 0.738
● 2222 021 35681 680 26 500 10 x 18 14M8260 0.871 0.815
● 2222 021 90518 1000 36 660 10 x 25 97C7970 1.150 1.080
● 2222 021 15102 1000 36 700 10 x 30 14M6652 1.210 1.130
● 2222 021 15152 1500 52 950 12.5 x 30 14M8250 1.470 1.380
● 2222 021 15222 2200 74 1040 12.5 x 30 18C4447 1.750 1.630
● 2222 021 15332 3300 110 1290 15 x 30 14M8251 2.080 1.940
● 2222 021 15472 4700 154 1560 18 x 30 18C4448 2.450 2.290
● 2222 021 15682 6800 222 2040 18 x 38 14M8252 3.130 2.940
● 2222 021 15103 10000 324 2170 21 x 38 18C4446 3.460 3.240

VOLTAGE: 25 VDC

● 2222 021 36479 47 6.4 80 4.5 x 10 95C1169 0.490 0.459
● 2222 021 36101 100 9 150 6 x 10 95C1166 0.538 0.504
● 2222 021 90535 150 12 190 8 x 11 95C1200 0.687 0.643
● 2222 021 36151 150 12 210 6.5 x 18 14M8261 0.687 0.643
● 2222 021 36221 220 15 250 6.5 x 18 97C7966 0.687 0.643

(15834)

021 ASM SERIES AXIAL
STANDARD MINIATURE ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 6.3VDC

Features
• Polarized Capacitors with Non-Solid Electrolyte
• High CV per Unit Volume
• Charge- and Discharge-Proof
• Insulated Case
Specifications
• Tolerance: ±20%
• Operating Temperature: -40°C to +85°C
• 2222 & MAL2 prefix part numbers are the

same
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021 ASM SERIES AXIAL STANDARD MINIATURE ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

*after 5 minutes **@100 Hz, 85°C

VOLTAGE: 25 VDC

Mfg. Part No.
Cap.
(μF)

Leakage
Current*

(μA)

Ripple
Current**

(mA)
D x L
(mm) Stock No.

Price Each

1-9 10-49
● 2222 021 36331 330 21 340 8 x 18 14M8262 0.788 0.738
● 2222 021 36471 470 28 450 10 x 18 95C1168 0.906 0.849
● 2222 021 90528 680 38 560 10 x 25 95C1198 1.150 1.080
● 2222 021 16681 680 38 640 10 x 30 95C1142 1.870 1.610
● 2222 021 16102 1000 54 840 12.5 x 30 18C4449 1.530 1.440
● 2222 021 16152 1500 79 950 12.5 x 30 95C1140 1.750 1.640
● 2222 021 16222 2200 114 1180 15 x 30 18C4450 2.060 1.930
● 2222 021 16332 3300 169 1470 18 x 30 95C1141 2.530 2.370
● 222202190062 4700 239 1920 18 x 38 22M5792 2.970 2.780
● 2222 021 16682 6800 344 2070 21 x 38 95C1143 3.520 3.300

VOLTAGE: 40 VDC

● 2222 021 37229 22 5.8 60 4.5 x 10 14M8263 0.490 0.459
● 2222 021 37479 47 7.8 110 6 x 10 95C1174 0.538 0.504
● 2222 021 90538 100 12 170 8 x 11 14M6659 0.687 0.643
● 2222 021 37101 100 12 190 6.5 x 18 95C1170 0.687 0.643
● 2222 021 37151 150 16 250 8 x 18 97C7968 0.788 0.738
● 2222 021 37221 220 22 330 10 x 18 95C1171 0.906 0.849
● 2222 021 37331 330 30 430 10 x 25 95C1173 1.150 1.080
● 2222 021 90515 470 42 520 10 x 25 95C1196 1.150 1.080
● 2222 021 17471 470 42 590 10 x 30 14M6653 1.330 1.240
● 2222 021 17681 680 58 800 12.5 x 30 14M8253 1.500 1.400
● MAL202117102E3 1000 84 900 12.5 x 30 74K0410 1.910 1.790
● 2222 021 17152 1500 124 1120 15 x 30 95C1144 2.060 1.930
● 2222 021 17222 2200 180 1390 18 x 30 18C4453 2.570 2.410
● 2222 021 17332 3300 268 1810 18 x 38 18M4043 3.370 3.160
● 2222 021 17472 4700 380 1940 21 x 38 18C4455 4.510 4.220

VOLTAGE: 63 VDC

● 2222 021 38477 0.47 4.1 8 4.5 x 10 95C1183 0.389 0.364
● 2222 021 38108 1 4.3 12 4.5 x 10 95C1176 0.447 0.419
● 2222 021 38228 2.2 4.4 21 4.5 x 10 95C1180 0.447 0.419
● 2222 021 38338 3.3 4.6 25 4.5 x 10 95C1182 0.447 0.419
● 2222 021 38478 4.7 5.3 31 4.5 x 10 95C1184 0.447 0.419
● 2222 021 38109 10 5.9 50 4.5 x 10 95C1177 0.447 0.419
● 2222 021 38159 15 6.8 55 4.5 x 10 95C1179 0.490 0.459
● 2222 021 38229 22 8.2 90 6 x 10 95C1181 0.490 0.459
● 2222 021 38339 33 10 100 6 x 10 97C7969 0.538 0.504
● 2222 021 90542 47 10 140 8 x 11 95C1201 0.687 0.643
● 2222 021 38479 47 13 150 6.5 x 18 14M8264 0.687 0.643
● 2222 021 90545 68 13 160 8 x 11 95C1202 0.687 0.643
● 2222 021 38689 68 17 170 6.5 x 18 14M8265 0.687 0.643
● 2222 021 38101 100 23 250 8 x 18 17M9377 0.788 0.738
● 2222 021 38151 150 32 320 10 x 18 95C1178 0.906 0.849
● 2222 021 90512 220 32 430 10 x 25 14M8268 1.150 1.080
● 2222 021 18221 220 46 480 10 x 30 18C4457 1.320 1.240
● 2222 021 18331 330 63 610 12.5 x 30 14M8254 1.480 1.390
● 2222 021 18471 470 90 700 12.5 x 30 18C4459 1.670 1.570
● 2222 021 18681 680 130 890 15 x 30 14M6656 1.980 1.860
● 222202118102 1000 193 1170 18 x 30 14M6654 2.460 2.300
● 2222 021 18152 1500 281 1530 18 x 38 29M7233 3.200 2.990
● 2222 021 18222 2200 836 1780 21 x 38 14M6655 4.250 3.980

VOLTAGE: 100 VDC

● 2222 021 39108 1 4.2 14 4.5 x 10 95C1187 0.388 0.364
● 2222 021 39228 2.2 4.4 20 4.5 x 10 95C1189 0.447 0.419
● 2222 021 39478 4.7 4.9 30 4.5 x 10 95C1192 0.490 0.459
● 2222 021 39109 10 6 65 6 x 10 95C1188 0.517 0.484
● 2222 021 90548 15 7 77 8 x 11 14M8269 0.687 0.643
● 2222 021 39159 15 7 85 6.5 x 18 14M6658 0.687 0.643
● 2222 021 90552 22 8.4 95 8 x 11 14M8270 0.674 0.631
● 2222 021 39229 22 8.4 100 6.5 x 18 14M8266 0.600 0.562
● 2222 021 39339 33 10.6 120 6.5 x 18 14M8267 0.687 0.643
● 2222 021 39479 47 13.4 160 8 x 18 95C1193 0.788 0.738
● 2222 021 39689 68 17.6 220 10 x 18 95C1194 0.906 0.849
● 2222 021 90532 100 24 300 10 x 25 95C1199 1.150 1.080
● 2222 021 19101 100 24 340 10 x 30 21M5204 1.350 1.270
● 2222 021 19151 150 34 490 12.5 x 30 95C1149 1.520 1.430
● 2222 021 19221 220 48 560 12.5 x 30 14M6657 1.650 1.550
● 2222 021 19331 330 70 740 15 x 30 14M8255 2.120 1.980
● 2222 021 19471 470 98 980 18 x 30 18C4463 2.620 2.450
● 2222 021 19681 680 140 1260 18 x 38 14M8256 2.990 2.800
● 2222 021 19102 1000 204 1470 21 x 38 26M8365 4.540 4.250

Case
Size Dia. Length

Case
Size Dia. Length

Case
Size Dia. Length

BA 0.250″ 0.500″ FH 0.485″ 1.500″ JJ 1.000″ 1.625″
BB 0.250″ 0.687″ FK 0.485″ 1.750″ JK 1.000″ 1.875″
CB 0.312″ 0.687″ GH 0.625″ 1.500″ JL 1.000″ 2.125″
CC 0.312″ 0.812″ GK 0.625″ 1.750″ JN 1.000″ 2.375″
DC 0.375″ 0.812″ GJ 0.750″ 1.625″ JP 1.000″ 2.625″
DD 0.375″ 0.937″ HG 0.875″ 1.375″ JR 1.000″ 2.875″
DF 0.375″ 1.250″ HJ 0.875″ 1.625″ JW 1.000″ 3.875″
DH 0.375″ 1.500″ HK 0.875″ 1.875″ KP 1.125″ 2.625″
EF 0.438″ 1.250″ HL 0.875″ 2.125″ LS 1.250″ 3.125″
EH 0.438″ 1.500″ JB 1.000″ 3.375″ MT 1.375″ 3.625″

(62992)

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-24 25-49

● TVA1148-E3 25 BA 65K2199 1.090 1.040
● TVA1150-E3 50 BB 70M6546 1.550 1.480
● TVA1160-E3 100 CB 65K2200 1.570 1.500
● TVA1161-E3 250 DC 65K2201 1.200 1.150
● TVA1162-E3 500 DD 65K2202 1.270 1.220
● TVA1163-E3 1000 DH 65K2203 1.440 1.380
● TVA1170-E3 2000 FK 65K2204 3.040 2.910
● TVA1175-E3 3000 GH 65K2206 2.380 2.280
● TVA1175.5-E3 5000 JL 65K2205 4.000 3.830

VOLTAGE: 25 VDC

● TVA1204-E3 10 BA 65K2207 1.520 1.460
● TVAN1204.1-E3* 10 BB 65K2194 1.340 1.290
● TVA1205-E3 25 BA 65K2208 1.520 1.460
● TVA1206-E3 50 BB 65K2209 1.550 1.480
● TVAN1206.1-E3* 50 CC 65K2195 1.390 1.330
● TVA1207-E3 100 CC 65K2211 1.590 1.530
● TVA1207.5-E3 150 DC 65K2210 1.200 1.150
● TVA1208-E3 250 DD 65K2212 1.690 1.620
● TVA1209-E3 500 EF 65K2213 2.330 2.230
● TVA1213-E3 2000 GK 65K2215 3.750 3.590
● TVA1214.5-E3 5000 KP 65K2216 7.010 6.710

VOLTAGE: 30 VDC

● TVAN1220-E3* 20 CB 65K2196 1.390 1.330
VOLTAGE: 35 VDC

● TVA1227-E3 500 EH 65K2217 1.790 1.710
● TVA1229-E3 5500 JB 70M6547 10.260 9.820

VOLTAGE: 50 VDC

● TVA1300-E3 1 BA 65K2218 1.520 1.460
● TVA1301-E3 2 BA 65K2219 1.520 1.460
● TVA1303-E3 5 BA 65K2220 1.520 1.460
● TVA1304-E3 10 BA 65K2221 1.090 1.040
● TVAN1304.1-E3* 10 CB 65K2197 1.390 1.330
● TVA1305-E3 15 BB 65K2223 1.550 1.480
● TVA1305.5-E3 20 BB 65K2222 1.550 1.480
● TVA1306-E3 25 BB 65K2224 1.550 1.480
● TVAN1306.1-E3* 25 DC 65K2198 2.600 2.490
● TVA1308-E3 50 CC 65K2225 1.590 1.530
● TVA1310-E3 100 DC 65K2226 1.710 1.640
● TVAN1310.1-E3* 100 DH 70M6544 2.970 2.850
● TVA1311-E3 150 DD 65K2228 1.850 1.770
● TVA1311.5-E3 200 DF 65K2227 1.950 1.860
● TVA1312-E3 250 DH 65K2230 1.920 1.840
● TVA1312.1-E3 300 EF 65K2229 1.650 1.580
● TVA1315-E3 500 FH 65K2231 2.750 2.630
● TVA1316-E3 1000 GK 65K2232 3.750 3.590
● TVA1318-E3 1500 HL 65K2235 8.750 8.380
● TVA1318.2-E3 2000 KL 65K2233 6.840 6.550
● TVA1318.3-E3 2500 KP 65K2234 7.050 6.750

VOLTAGE: 16 VDC

TVA SERIES ATOM® ALUMINUM
ELECTROLYTIC CAPACITORS 

Single-End

DIMENSIONS

Double-End
Features
• Metal Casing with Thermoplastic Outer Sleeve

Applications
• Consumer Electronics
• Speaker Crossover Networks

Specifications
• Mfg. Part No. TVA1720: Single End with

Flexible 8″ Leads
• Operating Temperature:

Under 100VDC: -40°C to +85°C
100VDC: -20°C to +85°C
Over 500VDC: -20°C to +65°C

*E3 suffix indicates RoHS compliant. Non-RoHS parts still available. Call or go online.
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TVA SERIES ATOM® ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

(148857)

Case Size Dia. L Case Size Dia. L
GE 0.760″ 1.141″ JL 1.010″ 2.141″
GJ 0.760″ 1.641″ JP 1.010″ 2.641″
HJ 0.885″ 1.641″ JS 1.010″ 3.141″
HL 0.885″ 2.141″ KT 1.135″ 3.641″

Case Size D x L Case Size D x L Case Size D x L
FL 0.687 × 2.25″ HE 0.937 × 1.25″ JP 1.062 × 2.75″
FJ 0.687 × 1.75″ HL 0.937 × 2.25″ JS 1.062 × 3.25″
GJ 0.812 × 1.75″ HP 0.937 × 2.75″ JT 1.062 × 3.75″
GL 0.812 × 2.25″ JE 1.062 × 1.25″ … …
GP 0.812 × 2.75″ JL 1.062 × 2.25″ … …

Mfg. Part No.
Cap.
(μF)

Ripple
(mArms)

Case
Size Stock No.

Price Each
1-24

53D462G016GJ6 4,600 ... GJ 44F2343 3.530
53D103G016HL6 10,000 2840 HL 44F2321 8.850

25 VDC

53D282G025GJ6 2,800 1650 GJ 44F2335 7.790
53D432G025HJ6 4,300 2170 HJ 44F2341 8.680
53D622G025HL6 6,200 2870 HL 44F2349 8.550
53D113G025JP6 11,000 4230 JP 44F2326 9.750

35 VDC

53D212G035GJ6 2,100 1590 GJ 44F2330 7.790
53D472G035HL6 4,700 2780 HL 44F2345 8.590
53D832G035JP6 8,300 4110 JP 89F2739 9.990

Mfg. Part No.
Cap.
(μF) Tol.

Case
Size

Price Each
Stock No. 1-4 5-9

VOLTAGE: 25 VDC, 30 VDC SURGE

● 39D507G025HE6-E3 500 +75, -10% HE 65K2947 14.590 11.760
39D108G025GL6 1,000 +75, -10% GL 18F2638 12.890 10.390
39D228G025HP6 2,200 +75, -10% HP 18F2639 14.030 11.310
39D478G025JT6 4,700 +75, -10% JT 89F2754 15.870 12.790

VOLTAGE: 40 VDC, 50 VDC SURGE

39D507G040GJ6 500 +75, -10% GJ 66C8045 12.630 10.180
VOLTAGE: 50 VDC, 65 VDC SURGE

39D507G050GL6 500 +75, -10% GL 18F2651 12.890 10.390
39D118G050HP6 1,100 +75, -10% HP 18F2652 14.160 11.410
39D238G050JT6 2,300 +75, -10% JT 18F2653 16.060 12.950

VOLTAGE: 75 VDC, 95 VDC SURGE

39D157G075FJ6 150 +75, -10% FJ 89F2744 11.640 9.380
39D257G075JE6 250 +75, -10% JE 73C7025 13.360 10.770
39D108G075JP6 1,000 +75, -10% JP 89F2741 15.210 12.260

VOLTAGE: 250 VDC, 300 VDC SURGE

39D506F250JE6 50 +75, -10% JE 18F2660 14.060 11.330
39D107F250HL6 100 +75, -10% HL 73C9297 14.160 11.410
39D207F250JP6 200 +75, -10% JP 18F2662 16.120 13.000
39D307F250JT6 300 +75, -10% JT 73C6729 17.260 13.920

(7107)

53D SERIES GENERAL PURPOSE
ALUMINUM ELECTROLYTIC CAPACITORS

VOLTAGE: 100 VDC

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-24 25-49

● TVA1346-E3 100 EH 65K2237 2.520 2.410
● TVA1376-E3 500 KL 65K2238 10.260 9.820

VOLTAGE: 150 VDC

● TVA1400-E3 1 BA 65K2239 1.520 1.460
● TVA1402-E3 4 CC 65K2240 1.110 1.060
● TVA1405-E3 8 DC 65K2242 1.710 1.640
● TVA1406-E3 10 DC 65K2243 1.200 1.150
● TVA1409-E3 16 DD 65K2244 1.270 1.220
● TVA1410-E3 20 DF 65K2245 1.340 1.290
● TVA1413-E3 40 EH 65K2248 2.520 2.410
● TVA1414-E3 50 EH 65K2249 2.520 2.410
● TVA1418-E3 80 GK 65K2250 3.750 3.590
● TVA1420-E3 100 GK 65K2251 3.750 3.590
● TVA1425-E3 300 KP 65K2253 7.480 7.160

VOLTAGE: 200 VDC

● TVA1438-E3 5 DC 65K2254 1.200 1.150
● TVA1442.1-E3 20 EF 65K2255 1.650 1.580
● TVAN1440-E3* 60 JP 70M6545 13.450 12.870

VOLTAGE: 250 VDC

● TVA1501-E3 4 DC 65K2256 1.710 1.640
● TVA1504-E3 10 DF 65K2257 1.950 1.860
● TVA1505-E3 12 EF 65K2258 1.650 1.580
● TVA1508-E3 20 EH 65K2259 2.520 2.410
● TVA1511-E3 40 GK 65K2261 3.750 3.590
● TVA1512-E3 50 HG 65K2262 8.660 8.300

VOLTAGE: 350 VDC

● TVA1601-E3 4 DF 65K2263 1.950 1.870
● TVA1603-E3 8 EH 65K2264 2.520 2.410
● TVA1604-E3 10 EH 65K2265 2.520 2.410
● TVA1607-E3 15 FK 65K2266 3.040 2.910
● TVA1608-E3 20 GK 65K2267 3.750 3.590
● TVA1613-E3 60 HL 65K2268 9.350 8.950
● TVA1620-E3 100 JP 65K2269 10.090 9.660
● TVA1622-E3 150 MN 70M6549 18.790 17.990

VOLTAGE: 400 VDC

● TVAN1652-E3* 20 JL 70M8647 13.830 13.250
VOLTAGE: 450 VDC

● TVA1700-E3 1 DC 65K2270 1.710 1.640
● TVA1701-E3 2 DF 65K2271 1.950 1.870
● TVA1702-E3 4 EH 65K2272 2.520 2.410
● TVA1703-E3 5 EH 65K2273 1.790 1.710
● TVA1704E3 8 FK 65K2274 2.960 2.600
● TVA1705-E3 10 GK 65K2275 3.750 3.590
● TVA1706-E3 12 GK 65K2276 3.750 3.590
● TVA1709-E3 20 HJ 65K2277 8.790 8.420
● TVA1711-E3 30 HK 65K2278 9.440 9.040
● TVA1712-E3 40 HL 65K2279 9.050 8.670
● TVA1713-E3 50 KL 65K2280 7.740 7.410
● TVA1716-E3 80 JP 65K2281 10.390 9.950
● TVA1718-E3 100 LS 65K2282 12.980 12.430

VOLTAGE: 500 VDC

● TVA1903-E3 10 ... 70M6551 8.200 7.850
● TVA1906-E3 20 HL 65K2284 9.350 8.950
● TVA1907-E3 30 JJ 65K2285 9.740 9.330
● TVA1908-E3 40 JN 65K2287 10.560 10.110

VOLTAGE: 600 VDC

● TVA1963-E3 10 JR 65K2288 17.880 17.120
● TVA1966-E3 20 JW 65K2289 17.080 16.350

39D SERIES AXIAL LEAD COMPUTER-GRADE
ALUMINUM ELECTROLYTIC CAPACITORS

SERIES 39D SIZE CODE (INCLUDES INSULATION) 

CASE DIMENSIONS

(7092)

Note: Previous version (Mfg. Part No. with 4 suffix) had clear sleeves. Current version has blue sleeve. 

Features

Features:

• Service Life: Greater Than 10 Years in Normal
Applications

• Tinned Copper Terminals and Maximum
Volumetric Efficiency

• PVC Sleeves

• Designed for applications requiring greatest
possible capacitance in small physical case sizes

• Offers lower capacitance values in smaller sizes
with axial leads than original Type 36D can-type
capacitors

• Welds at all critical anode and cathode terminals
• Pressure-sensitive safety vent

Specifications
• Tolerance: 16-63 VDC: -10%, +75%;

200, 400 VDC: -10%, +50%
• Operating Temperature: -40°C to +85°C

Specifications:
• Operating Temp. Range: -20°C to +85°C
• Useful life: 500 hours @ 85°C

16 VDC*Non-Polarized
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53D SERIES GENERAL PURPOSE
ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(uF)

ESR
(Ω)

D x L
(mm) Stock No.

Price Each

1-49 50-99
100-
499

500-
999

● MCHT470M1AB-0513-RH 47 5.644 5 x 13 79K3616 0.311 0.267 0.239 0.216
● MCHT101M1AB-0613-RH 100 2.653 6 x 13 79K3587 0.327 0.281 0.251 0.228
● MCHT471M1AB-0816-RH 470 0.564 8 x 16 79K3622 0.552 0.474 0.424 0.384
● MCHT102M1AB-1017-RH 1000 0.265 10 x 17 79K3594 0.808 0.694 0.621 0.562

VOLTAGE: 16 VDC

● MCHT470M1CB-0613-RH 47 4.797 6 x 13 79K3617 0.341 0.293 0.262 0.237
● MCHT101M1CB-6.314-RH 100 2.255 6.3 x 14 79K3588 0.351 0.301 0.269 0.244
● MCHT471M1CB-0816-RH 470 0.480 8 x 16 79K3623 0.636 0.547 0.488 0.442
● MCHT102M1CB-1021-RH 1000 0.225 10 x 21 79K3595 0.864 0.742 0.663 0.600
● MCHT222M1CB-1324-RH 2200 0.115 13 x 24 79K3610 1.410 1.210 1.080 0.974
● MCHT472M1CB-1633-RH 4700 0.065 16 x 33 79K3628 2.470 2.120 1.890 1.720

VOLTAGE: 25 VDC

● MCHT100M1EB-0513-RH 10 19.895 5 x 13 79K3582 0.307 0.264 0.236 0.214
● MCHT220M1EB-0513-RH 22 9.043 5 x 13 79K3601 0.317 0.272 0.243 0.220
● MCHT470M1EB-0613-RH 47 4.233 6 x 13 79K3618 0.384 0.330 0.295 0.267
● MCHT101M1EB-0813-RH 100 1.989 8 x 13 79K3589 0.442 0.380 0.340 0.308
● MCHT221M1EB-0816-RH 220 0.904 8 x 16 79K3606 0.562 0.483 0.431 0.390
● MCHT471M1EB-1021-RH 470 0.423 10 x 21 79K3624 0.852 0.732 0.654 0.592
● MCHT102M1EB-1322-RH 1000 0.199 13 x 22 79K3596 1.290 1.110 0.988 0.895
● MCHT222M1EB-1628-RH 2200 0.102 16 x 28 79K3611 2.020 1.730 1.550 1.400
● MCHT472M1EB-1836-RH 4700 0.059 18 x 36 79K3629 3.600 3.090 2.760 2.500

VOLTAGE: 35 VDC

● MCHT100M1VB-0513-RH 10 15.916 5 x 13 79K3585 0.317 0.272 0.243 0.220
● MCHT220M1VB-0613-RH 22 7.235 5 x 13 79K3604 0.346 0.297 0.265 0.240
● MCHT101M1VB-0816-RH 100 1.592 8 x 16 79K3592 0.478 0.411 0.367 0.332
● MCHT221M1VB-1017-RH 220 0.723 10 x 17 79K3609 0.748 0.642 0.574 0.520
● MCHT471M1VB-1322-RH 470 0.339 13 x 22 79K3627 1.160 0.992 0.887 0.803
● MCHT102M1VB-1327-RH 1000 0.159 13 x 27 79K3599 1.610 1.380 1.230 1.120
● MCHT222M1VB-1636-RH 2200 0.084 16 x 36 79K3613 2.840 2.440 2.180 1.970
● MCHT472M1VB-2242-RH 4700 0.051 22 x 42 79K3630 6.050 5.200 4.650 4.210

VOLTAGE: 50 VDC

● MCHT010M1HB-0513-RH 1 132.633 5 x 13 79K3581 0.307 0.264 0.236 0.214
● MCHT2R2M1HB-0513-RH 2.2 60.288 5 x 13 79K3600 0.307 0.264 0.236 0.214
● MCHT4R7M1HB-0513-RH 4.7 28.220 5 x 13 79K3615 0.307 0.264 0.236 0.214
● MCHT100M1HB-0613-RH 10 13.263 6 x 13 79K3583 0.329 0.283 0.253 0.229
● MCHT220M1HB-0613-RH 22 6.029 6 x 13 79K3602 0.350 0.301 0.269 0.243
● MCHT470M1HB-0813-RH 47 2.822 8 x 13 79K3619 0.453 0.389 0.348 0.315
● MCHT101M1HB-1017-RH 100 1.326 10 x 17 79K3590 0.570 0.489 0.437 0.396
● MCHT221M1HB-1021-RH 220 0.603 10 x 21 79K3607 0.834 0.717 0.640 0.580
● MCHT331M1HB-1322-RH 330 0.402 13 x 22 79K3614 1.110 0.951 0.850 0.769
● MCHT471M1HB-1322-RH 470 0.282 12 x 22 79K3625 1.220 1.040 0.930 0.842
● MCHT102M1HB-1633-RH 1000 0.133 16 x 33 79K3597 2.270 1.950 1.740 1.580

VOLTAGE: 63 VDC

● MCHT100M1JB-0613-RH 10 11.937 6 x 13 79K3584 0.365 0.313 0.280 0.253
● MCHT220M1JB-6.314-RH 22 5.426 6.3 x 14 79K3603 0.433 0.372 0.332 0.301
● MCHT470M1JB-0816-RH 47 2.540 8 x 16 79K3620 0.535 0.460 0.411 0.372
● MCHT101M1JB-1017-RH 100 1.194 10 x 17 79K3591 0.803 0.690 0.617 0.558
● MCHT221M1JB-1322-RH 220 0.543 13 x 22 79K3608 1.300 1.120 0.994 0.900
● MCHT471M1JB-1327-RH 470 0.254 13 x 27 79K3626 1.700 1.460 1.310 1.180
● MCHT102M1JB-1633-RH 1000 0.119 16 x 33 79K3598 3.310 2.850 2.540 2.300
● MCHT222M1JB-2042-RH 2200 0.066 20 x 42 79K3612 7.240 6.220 5.560 5.030

VOLTAGE: 100 VDC

● MCHT100M2AB-6.314-RH 10 10.611 6.3 x 14 79K3586 0.426 0.366 0.327 0.296
● MCHT220M2AB-0816-RH 22 4.823 8 x 16 79K3605 0.560 0.481 0.430 0.389
● MCHT470M2AB-1021-RH 47 2.258 10 x 21 79K3621 0.914 0.785 0.702 0.635
● MCHT101M2AB-1322-RH 100 1.061 13 x 22 79K3593 1.310 1.120 1.000 0.905

50 VDC

Mfg. Part No.
Cap.
(μF)

Ripple
(mArms)

Case
Size Stock No.

Price Each
1-24

53D102G050GE6 1,000 950 GE 89F2729 7.910
53D282G050HL6 2,800 2540 HL 44F2336 8.680
53D502G050JP6 5,000 3810 JP 44F2348 9.860

63 VDC

53D102G063GJ6 1,000 1400 GJ 44F2320 7.830
53D152G063HJ7 1,500 ... HJ 66C9101 8.560
53D222G063HL6 2,200 2210 HL 44F2332 8.850
53D402G063JP6 4,000 ... JP 44F2340 10.190

200 VDC

53D351F200JL6 350 1000 JL 44F2338 9.500
53D461F200JP6 460 1250 JP 44F2342 9.950

250 VDC

53D101F250GJ6 100 420 GJ 66C9065 7.990
400 VDC

53D101F400JL6 100 560 JL 89F2728 10.630
53D151F400JS6 150 820 JS 89F2734 12.350
53D470F400HJ6 47 ... HJ 44F2344 9.010

Case Size Dia. × Length Case Size Dia. × Length Case Size Dia. × Length
JL 0.20 × 0.47″ MN 0.31 × 0.79″ PS 0.51 × 1.24″
LL 0.25 × 0.47″ NP 0.39 × 0.83″ QS 0.63 × 1.24″
LM 0.25 × 0.63″ NR 0.39 × 1.02″ … …
MM 0.31 × 0.63″ PR 0.51 × 1.02″ … …

Mfg. Part No.
Cap.
(μF)

Case
Size

Ripple
(mArms) Stock No.

Price Each
1-49

● 516D477M016MN6AE3 470 MN 430 83K6387 0.375
VOLTAGE: 25 VDC

● 516D476M025LL6AE3 47 LL 100 83K6372 0.240
● 516D107M025LM6AE3 100 LM 170 83K6263 0.285
● 516D227M025MM6AE3 220 MM 280 83K6311 0.328
● 516D337M025MN6AE3 330 MN 380 83K6347 0.383
● 516D477M025NR6AE3 470 NR 510 83K6389 0.539
● 516D108M025PR6AE3 1000 PR 900 83K6282 0.827

VOLTAGE: 35 VDC

● 516D226M035JL6AE3 22 JL 70 83K6297 0.240
● 516D227M035MN6AE3 220 MN 340 83K6313 0.383
● 516D337M035NP6AE3 330 NP 460 83K6349 0.463
● 516D108M035PS6AE3 1000 PS 1060 83K6284 0.970

VOLTAGE: 50 VDC

● 516D105M050JL6AE3 1 JL 10 83K6237 0.195
● 516D106M050JL6AE3 10 JL 50 83K6249 0.240
● 516D226M050LL6AE3 22 LL 85 83K6299 0.243
● 516D107M050MM6AE3 100 MM 220 83K6267 0.375
● 516D227M050NP6AE3 220 NP 410 83K6315 0.463
● 516D477M050PR6AE3 470 PR 730 83K6394 0.843
● 516D108M050QS6AE3 1000 QS 1260 83K6286 1.560

VOLTAGE: 63 VDC

● 516D475M063JL6AE3 4.7 JL 40 83K6362 0.195
● 516D106M063JL6AE3 10 JL 60 83K6251 0.240
● 516D226M063LL6AE3 22 LL 120 83K6301 0.245
● 516D336M063LM6AE3 33 LM 150 83K6340 0.285
● 516D476M063MM6AE3 47 MM 190 83K6378 0.258
● 516D107M063MN6AE3 100 MN 340 83K6269 0.383
● 516D227M063NR6AE3 220 NR 560 83K6317 0.648
● 516D337M063PR6AE3 330 PR 750 83K6353 0.843
● 516D477M063PS6AE3 470 PS 970 83K6396 1.100

(7100)

(15835)

(7105)

HIGH-TEMPERATURE AXIAL
LEAD ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 16 VDC

• Tolerance: ±20% @ 20°C, 120Hz
• Lead Dia. for 5-13mm Dia. Capacitors: 0.6mm;

16-25mm Dia. Capacitors: 0.8mm

516D SERIES AXIAL ALUMINUM
ELECTROLYTIC CAPACITORS

• Excellent Temperature Performance
• Wide Operating Temperature Range: –40°C to +105°C
• Ideal for Industrial Equipment Applications

TYPE 516D CASE SIZE (INCLUDES INSULATION) 

VOLTAGE: 10 VDC

Features:
• Solvent Resistant Construction
• High CV per case size

Specifications:
• Tolerance: ±20%
• Operating Temperature: -40°C to +85°C
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AML 138 AXIAL MINIATURE LONG-LIFE ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 63V

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current

After
5 Min. 

(μA)
Ripple
(mArms)

Dimensions (mm)

Stock No.

Price Each

L ∅D 1-9
● 2222 138 38478 4.7 4.6 35 12.7 6.3 95C1372 1.460
● 2222 138 38109 10 5.3 59 12.7 7.7 95C1370 1.610
● 2222 138 38229 22 6.8 100 18 6.5 16M1410 1.260
● 2222 138 38479 47 9.9 150 18 8 97C7979 1.360

2222-138-38101 100 17 280 25 10 66K6098 2.060
● 2222 138 18151 150 23 410 30 10 14M6704 1.720
● 2222 138 18221 220 32 560 30 12.5 14M6705 1.930
● 2222 138 18331 330 46 660 30 12.5 14M6706 2.250
● 2222 138 18471 470 63 860 30 15 18C4662 2.660
● 2222 138 18681 680 90 1130 30 18 14M6707 3.150
● 2222 138 18102 1000 130 1460 38 18 28M9369 4.210
● 2222 138 18152 1500 190 1680 38 21 14M8288 5.700

VOLTAGE: 100V

● 2222 138 39108 1 4.2 16 12.7 6.3 21M5205 1.400
● 2222 138 39228 2.2 4.4 24 12.7 6.3 18M4048 1.460
● 2222 138 39478 4.7 4.9 40 12.7 7.7 95C1377 1.610
● 2222 138 39109 10 6.0 67 18 6.5 95C1374 1.260
● 2222 138 39229 22 8.4 100 18 8 95C1376 1.320
● 2222 138 39479 47 13 190 25 10 95C1378 2.060
● 2222 138 19689 68 18 300 30 10 95C1343 1.830
● 2222 138 19101 100 24 410 30 12.5 18C4663 2.040
● 2222 138 19151 150 34 550 30 15 14M6708 2.280
● 2222 138 19221 220 48 650 30 15 14M6709 2.850
● 2222 138 19331 330 70 880 30 18 95C1341 3.510
● 2222 138 19471 470 98 1130 38 18 14M6710 4.390
● 2222 138 19681 680 140 1330 38 18 14M6711 5.930

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current

After
5 Min. 

(μA)
Ripple
(mArms)

Dimensions (mm)

Stock No.

Price Each

L ∅D 1-9
● 2222 138 33101 100 99 5.3 12.7 6.3 14M6712 1.460
● 2222 138 33221 220 160 6.8 12.7 7.7 14M6713 1.610
● 2222 138 33471 470 250 9.9 18 6.5 95C1350 1.100
● 2222 138 33102 1000 430 17 18 10 95C1347 1.630
● 2222 138 33222 2200 640 32 25 10 14M6714 2.060

VOLTAGE: 10V

● 2222 138 34151 150 140 7 12.7 7.7 14M6716 1.610
● 2222 138 34221 220 190 8.4 18 6.5 14M6717 1.260
● 2222 138 34471 470 300 13 18 8 95C1354 1.300
● 2222 138 34102 1000 520 24 25 10 14M6715 2.060
● 2222 138 14222 2200 890 48 30 12.5 14M6688 2.140
● 2222 138 14332 3300 1140 70 30 15 95C1324 2.590
● 2222 138 14472 4700 1450 98 30 18 18C4649 3.170
● 2222 138 14682 6800 1980 140 38 18 14M6689 3.550
● 2222 138 14103 10000 1980 200 38 18 14M6686 4.440
● 2222 138 14153 15000 2200 300 38 21 14M6687 6.150

VOLTAGE: 16V

● 2222 138 35229 22 4.7 58 12.7 6.3 95C1357 1.460
● 2222 138 35479 47 5.5 83 12.7 6.3 95C1359 1.460
● 2222 138 35101 100 7.2 130 12.7 7.7 14M6718 1.610
● 2222 138 35221 220 11 230 18 8 15M2057 1.310
● 2222 138 35471 470 19 360 18 10 95C1358 1.710
● 2222 138 15102 1000 36 630 30 10 14M6690 1.850
● 2222 138 15152 1500 52 860 30 12.5 14M8287 2.130
● 2222 138 15222 2200 74 1090 30 15 14M6692 2.440
● 2222 138 15332 3300 110 1420 30 18 14M6693 3.180
● 2222 138 15472 4700 150 1480 30 18 14M6694 3.910
● 2222 138 15682 6800 220 1930 38 18 14M6695 5.240
● 2222 138 15103 10000 320 2100 38 21 14M6691 6.940

VOLTAGE: 25V

● 2222 138 36109 10 4.5 46 12.7 6.3 95C1360 1.460
● 2222 138 36229 22 5.1 61 12.7 6.3 95C1362 1.460
● 2222 138 36339 33 5.7 74 12.7 6.3 95C1363 1.460
● 2222 138 36479 47 6.4 96 12.7 7.7 95C1364 1.610
● 2222 138 36101 100 9.0 160 18 6.5 97C7978 1.260
● 2222 138 36221 220 15 270 18 10 14M6719 1.710
● 2222 138 36471 470 28 440 25 10 14M6720 2.060
● 2222 138 16681 680 38 580 30 10 14M6698 1.820
● 2222 138 16102 1000 54 790 30 12.5 18C4654 2.110
● 2222 138 16152 1500 79 1020 30 15 14M6696 2.500
● 2222 138 16222 2200 110 1320 30 18 18C4655 3.180
● 2222 138 16332 3300 170 1720 38 18 14M6697 4.010
● 2222 138 16472 4700 240 1840 38 18 26M8367 5.420
● 2222 138 16682 6800 340 2100 38 21 14M6699 7.300

40V

● 2222 138 37339 33 6.6 91 12.7 7.7 95C1367 1.610
● 2222 138 37479 47 7.8 120 18 6.5 14M6721 1.100
● 2222 138 37101 100 12 180 18 8 95C1365 1.360
● 2222 138 37221 220 22 350 25 10 95C1366 2.060
● 2222 138 17331 330 30 490 30 10 14M6700 1.680
● 2222 138 17471 470 42 650 30 12.5 14M6702 1.950
● 2222 138 17681 680 58 750 30 12.5 14M6703 1.870
● 2222 138 17102 1000 84 970 30 15 16M1409 2.710
● 2222 138 17152 1500 120 1250 30 18 95C1333 3.420
● 2222 138 17222 2200 180 1640 38 18 28M9368 4.420
● 2222 138 17332 3300 270 1810 38 21 14M6701 5.970

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current

after
1 min.
(μA)

Ripple
(mArms)

D x L
(mm) Stock No.

Price Each

1-9
● 2222 118 33102 1000 42 251 10 x 18 18M4045 2.160
● 2222 118 90503 1500 61 352 10 x 25 14M6681 2.170

VOLTAGE: 10V

● 2222 118 34221 220 20 109 6.5 x 18 95C1233 1.910
● 2222 118 34331 330 24 150 8 x 18 95C1234 2.060
● 2222 118 34471 470 32 179 8 x 18 14M8282 2.060
● 2222 118 90505 1000 64 343 10 x 25 14M6682 2.220
● 2222 118 14102 1000 64 550 10 x 30 14M6660 2.340
● 2222 118 14152 1500 94 740 12.5 x 30 97C2199 2.670
● 2222 118 14222 2200 136 830 12.5 x 30 18C4623 3.130
● 2222 118 14332 3300 202 1070 15 x 30 95C1214 3.850
● 2222 118 14472 4700 286 1350 18 x 30 18C4624 4.690
● 2222 118 14682 6800 412 1730 18 x 38 95C1215 6.160
● 2222 118 14103 10000 604 1860 21 x 38 14M6661 8.100

VOLTAGE: 16V

● 2222 118 35221 220 25 145 8 x 18 18M4046 2.020
● 2222 118 35331 330 36 204 10 x 18 95C1237 2.110
● 2222 118 35471 470 49 243 10 x 18 95C1238 2.080
● 2222 118 15681 680 69 510 10 x 30 14M8273 2.350
● 2222 118 15102 1000 100 720 12.5 x 30 14M6662 2.550
● 2222 118 15152 1500 148 790 12.5 x 30 14M8272 2.670
● 2222 118 15222 2200 215 1010 15 x 30 14M6663 3.720

(73426)

118AHT SERIES HIGH-
TEMPERATURE AXIAL ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 6.3V

Polarized capacitors ideal for automotive, industrial and telecommunication applications. High reliability, extra-long
useful life: up to 8000 hours @125°C. Non-solid electrolyte, cylindrical aluminum case insulated with a blue sleeve.
Charge and discharge proof. High CV per unit volume. 2222 & MAL2 prefix part numbers are the same.

Polarized aluminum electrolytic capacitors, non-solid. Axial leads, cylindrical aluminum case, with a blue sleeve (case
∅6.3 x 12.7mm and 7.7 x 12.7mm are molded with flame-retardant plastic material). Taped versions up to case ∅15 x
30mm available for automatic insertion. Charge- and discharge-proof. Long useful life: 2,000 to 10,000 hours at
+105°C, high reliability. High ripple current capability. Miniaturized, high CV-product per unit volume. Tolerance on CR:
±20%. Category temperature: -40°C to +105°C. 2222 & MAL2 prefix part numbers are the same.

AML 138 AXIAL MINIATURE LONG-LIFE
ELECTROLYTIC CAPACITORS

VOLTAGE: 6.3V

Applications:
• Industrial, Automotive, EDP and

Telecommunications
• Smoothing, Filtering, Buffering in SMPS;

Coupling, Decoupling, Timing
• Portable and Mobile Equipment (Small

Size, Low Mass)
• Standby Applications
• Low Mounting Height Boards
• Vibration and Shock Resistant
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ALUMINUM ELECTROLYTIC CAPACITORS

118AHT SERIES HIGH-TEMPERATURE AXIAL ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

VOLTAGE: 16V

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current

after
1 min.
(μA)

Ripple
(mArms)

D x L
(mm) Stock No.

Price Each

1-9
● 2222 118 15332 3300 321 1300 18 x 30 95C1217 4.870
● 2222 118 15472 4700 455 1670 18 x 38 14M6664 6.080
● 2222 118 15682 6800 657 1790 21 x 38 14M8274 8.220

VOLTAGE: 25V

● 2222 118 36101 100 20 102 6.5 x 18 14M8283 2.010
● 2222 118 36221 220 37 196 10 x 18 14M8284 2.160
● 2222 118 36331 330 54 274 10 x 25 95C1240 2.260
● 2222 118 90509 470 75 327 10 x 25 95C1254 2.200
● 2222 118 16471 470 75 490 10 x 30 14M6667 2.520
● 2222 118 16681 680 106 680 12.5 x 30 14M8275 2.830
● 2222 118 16102 1000 154 760 12.5 x 30 14M6665 3.310
● 2222 118 16152 1500 229 980 15 x 30 95C1220 4.050
● 2222 118 16222 2200 334 1240 18 x 30 14M6666 5.000
● 2222 118 16332 3300 499 1610 18 x 38 95C1221 5.170
● 2222 118 16472 4700 709 1710 21 x 38 14M6668 8.820

VOLTAGE: 40V

● 2222 118 37479 47 20 89.8 6.5 x 18 14M6677 2.010
● 2222 118 37101 100 28 147 8 x 18 14M8285 2.060
● 2222 118 37151 150 40 207 10 x 18 14M6676 2.160
● 2222 118 90512 220 57 287 10 x 25 95C1255 2.260
● 2222 118 17221 220 57 390 10 x 30 18C4633 2.470
● 2222 118 17331 330 83 570 12.5 x 30 95C1224 2.810
● 2222 118 17471 470 117 620 12.5 x 30 18C4635 3.240
● 2222 118 17681 680 167 810 15 x 30 14M8277 3.880
● 2222 118 17102 1000 244 1070 18 x 30 14M6669 4.870
● 2222 118 17152 1500 364 1390 18 x 38 14M8276 6.380
● 2222 118 17222 2200 532 1540 21 x 38 14M6670 8.540

VOLTAGE: 63V

● 2222 118 38108 1 20 16.4 6.5 x 18 14M8286 1.750
● 2222 118 38228 2.2 20 24.3 6.5 x 18 97C2247 1.930
● 2222 118 38478 4.7 20 35.6 6.5 x 18 14M6679 1.840
● 2222 118 38109 10 20 51.9 6.5 x 18 97C7972 1.970
● 2222 118 38229 22 20 77 6.5 x 18 14M6678 2.010
● 2222 118 38479 47 22 126 8 x 18 95C1247 2.060
● 2222 118 90514 100 42 243 10 x 25 95C1256 2.240
● 2222 118 18101 100 42 340 10 x 30 18C4636 2.480
● 2222 118 18151 150 61 490 12.5 x 30 14M8278 2.410
● 2222 118 18221 220 87 550 12.5 x 30 30M8006 3.330
● 2222 118 18331 330 129 730 15 x 30 95C1227 4.110
● 2222 118 18471 470 182 970 18 x 30 14M6672 5.100
● 2222 118 18681 680 261 1230 18 x 38 14M8279 6.610
● 2222 118 18102 1000 383 1400 21 x 38 14M6671 8.860

VOLTAGE: 100V

● 2222 118 39478 4.7 20 36 6.5 x 18 14M6680 1.970
● 2222 118 39109 10 20 52 6.5 x 18 95C1248 1.970
● 2222 118 39229 22 20 91 8 x 18 16M2886 2.060
● 2222 118 39339 33 24 140 10 x 25 95C1250 2.260
● 2222 118 90536 47 33 170 10 x 25 18M4047 2.260
● 2222 118 19479 47 33 240 10 x 30 14M6675 2.340
● 2222 118 19689 68 45 320 12.5 x 30 95C1231 2.170
● 2222 118 19101 100 64 380 12.5 x 30 18C4640 3.390
● 2222 118 19151 150 94 500 15 x 30 14M8280 3.960
● 2222 118 19221 220 136 690 18 x 30 14M6673 5.150
● 2222 118 19331 330 202 890 18 x 38 14M8281 6.750
● 2222 118 19471 470 286 1050 21 x 38 14M6674 7.490

VOLTAGE: 200V

● 2222 118 90538 2.2 20 27 6.5 x 18 17M8378 1.970
● 2222 118 90541 4.7 20 46 8 x 18 14M6683 2.060
● 2222 118 90543 10 20 85 10 x 25 95C1259 2.260
● 2222 118 92159 15 22 150 10 x 30 26M8366 2.380
● 2222 118 92229 22 31 210 12.5 x 30 18C4645 2.870
● 2222 118 92479 47 61 390 18 x 30 18C4646 3.480
● 2222 118 92689 68 86 500 18 x 38 14M6685 5.610
● 2222 118 92101 100 124 610 21 x 38 14M6684 7.540

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current*

(μA)
Ripple
(mArms)

Dimensions (mm) Tape Cut

L ∅D ∅d Stock No.

Price
Each
1-499

● 228112313689 68 21 83 15.3 6.7 0.6 22M7600 7.090
● 228112313151 150 47 160 20.4 7.6 0.6 22M7597 7.630
● 228112313681 680 214 680 32 10.3 0.6 22M7599 11.170
● 228112313102 1000 315 940 32 12.9 0.6 22M7596 13.280
● 228112313152 1500 473 1220 32 12.9 0.6 95M9853 16.620

VOLTAGE: 10V @ 125°C

● 228112314339 33 17 63 63 6.7 0.6 95M9856 7.200
● 228112314479 47 24 83 15.3 6.7 0.6 95M9857 7.330
● 228112314689 68 34 110 20.4 7.6 0.6 95M9859 7.550
● 228112314151 150 75 240 23.3 9.4 0.6 22M7602 8.330
● 228112314221 220 110 350 23.3 9.4 0.6 95M9855 8.990
● 228112314331 330 165 490 32 10.3 0.8 22M7604 10.030
● 228112314471 470 235 570 32 10.3 0.8 22M7606 11.380
● 228112314681 680 340 760 32 12.9 0.8 95M9858 13.390
● 228112314102 1000 500 1000 32 12.9 0.8 95M9854 16.440

VOLTAGE: 16V @125°C

● 228112315109 10 16 31 15.3 6.7 0.6 95M9861 7.150
● 228112315159 15 24 47 15.3 6.7 0.6 22M7613 7.220
● 228112315229 22 35 63 15.3 6.7 0.6 95M9863 7.330
● 228112315339 33 55 89 20.4 7.6 0.6 95M9864 7.460
● 228112315479 47 75 120 20.4 7.6 0.6 95M9865 7.680
● 2222 123 15689 68 110 180 20.4 7.6 0.6 95C1303 7.940
● 228112315101 100 160 260 23.3 9.4 0.6 95M9860 8.400
● 228112315151 150 240 310 23.3 9.4 0.6 95M9862 9.070
● 228112315221 220 350 420 32 10.3 0.8 22M7614 10.030
● 228112365221 220 350 420 32 10.3 0.8 95M9882 22.240
● 228112315331 330 500 510 32 10.3 0.8 22M7616 11.540
● 228112315471 470 750 680 32 12.9 0.8 22M7618 13.450
● 2222 123 15681 680 870 850 32 12.9 0.8 95C1302 16.330

VOLTAGE: 25V @125°C

● 228112316109 10 25 43 15.3 6.7 0.6 95M9867 6.980
● 228112316159 15 35 60 15.3 6.7 0.6 95M9868 7.150
● 228112316229 22 55 88 20.4 7.6 0.6 95M9870 7.370

228112316339 33 85 130 20.4 7.6 0.6 22M7627 7.680
● 228112316479 47 100 160 20.4 7.6 0.6 95M9872 8.110
● 228112316689 68 170 230 23.3 9.4 0.6 95M9873 8.750
● 228112316101 100 250 250 23.3 9.4 0.6 95M9866 9.710

228112316151 150 400 350 32.0 10.3 0.8 22M7622 11.210
● 228112316221 220 550 460 32.0 12.9 0.8 95M9869 13.280
● 228112366221 220 550 460 32.0 12.9 0.8 22M7642 28.560
● 228112326221* 220 550 460 32.0 12.9 0.8 95M9881 13.280
● 228112316331 330 800 600 32.0 12.9 0.8 95M9871 16.570
● 228112386331* 330 800 600 32.0 12.9 0.8 95M9883 76.740

VOLTAGE: 35V @ 85°C; 25V @ 125°C

● 228112310108 1 5 4 15.3 6.7 0.6 95M9842 6.910
● 228112310158 1.5 5 7 15.3 6.7 0.6 22M7587 6.960
● 228112310228 2.2 5 10 15.3 6.7 0.6 95M9845 6.980
● 228112310338 3.3 7 14 15.3 6.7 0.6 95M9847 7.090
● 228112310478 4.7 10 20 15.3 6.7 0.6 95M9849 7.150
● 228112310688 6.8 15 27 15.3 6.7 0.6 95M9851 7.310
● 228112310109 10 20 37 20.4 7.6 0.6 95M9843 7.500
● 228112310229 22 45 78 20.4 7.6 0.6 95M9846 8.290
● 228112310339 33 65 120 23.3 9.4 0.6 95M9848 9.010

(63197)

123 SAL-A SOLID AXIAL ALUMINUM
ELECTROLYTIC CAPACITORS

Features:
• Polarized Aluminum Electrolytic Capacitors, Solid

Electrolyte MnO2
• Axial Terminals, Aluminum Case, Ceramic Seal,

Blue Insulation Sleeve
• SAL-A: Standard Version
• Extremely Long Useful Life: 20,000 Hours at 125°C
• Extended Usable Temperature Range up to 200°C
• Excellent Low Temperature Impedance and ESR

Behavior

• Charge- and Discharge-Proof, Application with
0Ω Resistance Allowed

• Reverse DC Voltage up to 0.3 x UR Allowed
• AC Voltage up to 0.8 x UR Allowed
• Advanced Technology to Achieve High Reliability

and High Stability
• Tolerance: ± 20 % standard; ± 10 % on request
• 2222 & MAL2 prefix part numbers are the same

Applications:
• EDP, Telecommunications, General Industrial, Automotive, Military and Space
• Smoothing, Filtering, Buffering, Timing
• For Power Supplies, DC/DC Converters

VOLTAGE: 6.3V @ 125°C
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Check Order Status & History Online CAPACITORS

ALUMINUM ELECTROLYTIC CAPACITORS

123 SAL-A SOLID AXIAL ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 35V @ 85°C; 25V @ 125°C

Mfg. Part No.
Cap.
(μF)

Max.
Leakage
Current*

(μA)
Ripple
(mArms)

Dimensions (mm) Tape Cut

L ∅D ∅d Stock No.

Price
Each
1-499

● 228112310479 47 95 140 23.3 9.4 0.6 95M9850 9.940
● 228112310689 68 135 170 32 10.3 0.8 95M9852 11.300
● 228112310101 100 200 220 32 12.9 0.8 95M9841 13.390
● 228112310151 150 300 290 32 12.9 0.8 95M9844 16.680

VOLTAGE: 40V @ 85°C; 25V @ 125°C

● 228112317228 2.2 9 11 15.3 6.7 0.6 95M9877 6.980
● 228112317338 3.3 13 16 15.3 6.7 0.6 22M7635 7.070
● 228112317688 6.8 27 28 15.3 6.7 0.6 95M9880 7.260
● 228112387688* 6.8 27 28 15.3 6.7 0.6 95M9886 36.410
● 228112317109 10 40 41 20.4 7.6 0.6 95M9875 7.440
● 228112317159 15 60 61 20.4 7.6 0.6 95M9876 7.700
● 228112317229 22 90 89 23.3 9.4 0.6 22M7634 8.110
● 228112317339 33 130 120 23.3 9.4 0.6 95M9878 8.750
● 228112387339* 33 130 120 23.3 9.4 0.6 95M9884 43.390
● 228112317479 47 190 160 32 10.3 0.8 95M9879 9.550
● 228112387479* 47 190 160 32 10.3 0.8 95M9885 47.310

228112317689 68 270 170 32 10.3 0.8 22M7639 10.750
● 228112317101 100 400 220 32 12.9 0.8 95M9874 12.580

Case
Code

Length
in. (mm)

EK 1.5 (38.1)
EA 2 (50.8)
EB 3 (76.2)(73425)

Case Size Dia. x L Case Size Dia. x L Case Size Dia. x L
BA 0.260 x 0.536″ CC 0.322 x 0.848″ DD 0.385 x 0.973″
BB 0.260 x 0.723″ … … DF 0.385 x 1.286″
CB 0.322 x 0.723″ DC 0.385 x 0.848″ DH 0.385 x 1.536″

Mfg. Part No.
Cap.
(μF)

ESR
(mΩ)

Ripple
(A)

Case
Code Stock No.

Price
Each
1-4

VOLTAGE: 7.5 VDC

MLP473M7R5EB0A 47000 30 9.1 EB 85H0201 50.520
VOLTAGE: 10 VDC

MLP433M010EB0A 43000 31 9 EB 85H0199 95.520
VOLTAGE: 25 VDC

MLP802M025EK0A 8000 87 3.9 EK 85H0205 49.400
MLP203M025EB0A 20000 34 8.6 EB 85H0188 66.160

VOLTAGE: 35 VDC

MLP562M035EK0A 5600 90 3.4 EK 39C6228 52.880
MLP143M035EB1A 14000 35 8.4 EB 67K3175 61.830

VOLTAGE: 50 VDC

MLP442M050EK1A 4400 97 3.7 EK 92H2680 43.790
MLP113M050EB0A 11000 36 8.3 EB 25H9593 61.820
MLP113M050EB1C 11000 36 8.3 EB 39C0129 61.830

VOLTAGE: 63 VDC

MLP222M063EK0A 2200 101 3.7 EK 85H0190 52.880
MLP562M063EB0A 5600 36 8.3 EB 85H0204 66.160

VOLTAGE: 80 VDC

MLP152M080EK0A 1500 106 3.6 EK 85H0185 52.880
MLP332M080EB0A 3300 44 7.5 EB 85H0195 61.820

VOLTAGE: 100 VDC

MLP272M100EB0A 2700 46 7.4 EB 85H0191 66.160
VOLTAGE: 200 VDC

MLP401M200EK0A 400 388 1.9 EK 85H0198 52.880
MLP102M200EB0A 1000 158 3.8 EB 85H0181 50.520
MLP102M200EB1A 1000 158 3.8 EB 70C4214 66.160

VOLTAGE: 250 VDC

MLP331M250EKOA 330 426 1.8 EK 85H0193 18.790
MLP821M250EB1A 820 172 3.8 EB 61H3537 59.440

VOLTAGE: 300 VDC

MLP221M300EK0A 210 597 1.5 EK 85H0189 59.240
MLP561M300EB0A 560 240 3.2 EB 85H0203 66.560

VOLTAGE: 350 VDC

MLP151M350EK0A 150 1000 1.2 EK 85H0184 59.240
MLP371M350EB0A 370 420 2.3 EB 85H0196 74.120

VOLTAGE: 400 VDC

MLP131M400EK0A 130 1320 1 EK 95B9938 59.240
MLP331M400EB0A 330 530 2.1 EB 85H0194 74.120

VOLTAGE: 420 VDC

MLP331M420EB0A 330 530 2.1 EB 02H5934 74.120
VOLTAGE: 450 VDC

MLP111M450EK0A 110 1456 0.96 EK 57H7215 53.220
MLP281M450EB0A 280 585 2 EB 85H0192 74.120

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-49 50-99

● TE1160-E3 50 CB 70M6230 2.380 2.170
● TE1162-E3 100 DC 70M6231 2.600 2.370

VOLTAGE: 25 VDC

● TE1204-E3 10 BB 70M6235 2.350 2.140
● TE1207-E3 25 CB 70M6237 2.390 2.170
● TE1211-E3 100 DD 70M6239 2.820 2.560
● TE1212E3 150 DF 65K2147 1.960 1.790

VOLTAGE: 50 VDC

● TE1300-E3 1 BA 70M6241 2.320 2.110
● TE1301-E3 2 BA 70M6242 2.320 2.110
● TE1302-E3 3 BA 70M6243 2.320 2.110
● TE1303-E3 5 BB 70M6244 2.350 2.140
● TE1304-E3 10 CB 70M6246 2.390 2.170
● TE1305.5-E3 25 CC 70M6247 2.420 2.200
● TE1307-E3 50 DD 86K9606 2.880 2.620
● TE1309-E3 100 DH 83K4120 3.180 2.890

VOLTAGE: 100 VDC

● TE1401-E3 2 BB 70M6250 2.350 2.140
VOLTAGE: 150 VDC

● TE1503E3 4 CC 65K2148 1.620 1.480
● TE1507-E3 10 DD 70M6254 2.820 2.560
● TE1508.1E3 15 DF 65K2149 1.960 1.790

(7063)

TE SERIES ALUMINUM
ELECTROLYTIC CAPACITORS

MLP/MLS FLATPACK ULTRA-
LONG LIFE CAPACITORS FOR
AEROSPACE/MILITARY

CASE DIMENSIONS

Features:
• Low-profile replacement for snap-ins
• Double the ripple capability with a heatsink
• Near-hermetic welded seal assures 50-

year life
• Withstands more than 80,000 feet altitude
• 25-year shelf life

Features:

• Capacitance Tolerance: ±20%
• Operating Temp. Range:

MLP: –55 °C to +85 °C up to 250 Vdc
–40 °C to 85 °C 300 Vdc & up
MLS: –55 °C to +125 °C

• Load Life: 2,000 h @ rated temperature max.

• Metal Case with Plastic Outer
Insulating Sleeve

• Welded Terminal Connections

Specifications:

MLP SERIES

* +/- 10% Tolerance

• Tolerance: 6–50VDC: +75%,
-10%; 100–150VDC: +50%, -10%

• Operating Temperature: -40°C to
105°C

Specifications:

*E3 suffix indicates RoHS compliant. Non-RoHS parts still available. Call or go online.

Dimensions

VOLTAGE: 16 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

380LQ SERIES COMPACT, HIGH-RIPPLE, SNAP-IN ALUMINUM
CAPACITORS (CONT.)

MLP/MLS FLATPACK ULTRA-LONG LIFE CAPACITORS FOR AEROSPACE/
MILITARY
(CONT.)

Most popular values listed. Additional values available, go online or call.

Mfg. Part No.
Cap.
(μF)

D x L 
(mm) Stock No.

Price Each
1-9 10-24 25-49

● 380LX682M025H022 6800 22 x 30 59K0456 2.660 2.500 2.130
● 380LX103M025H032 10000 22 x 35 16F7928 2.700 2.540 2.160
● 380LX223M025J052 22000 25 x 50 60K7122 4.400 4.140 3.520
● 380LX333M025K052 33000 30 x 50 59K0443 6.650 6.260 5.320
● 380LX473M025A052 47000 35 x 50 59K0452 9.440 8.870 7.550

VOLTAGE: 35 VDC

● 380LX562M035H022 5600 22 x 30 59K0453 2.710 2.540 2.170
● 380LX103M035A012 10000 35 x 25 12C7321 4.230 3.980 3.380
● 380LX103M035K022 10000 30 x 30 59K0434 3.840 3.610 3.070
● 380LX153M035J052 15000 25 x 50 59K0436 4.480 4.210 3.580
● 380LX223M035A042 22000 35 x 40 59K0441 6.830 6.420 5.460
● 380LX333M035A052 33000 35 x 50 59K0444 8.600 8.090 6.880

VOLTAGE: 50 VDC

● 380LX332M050H022 3300 22 x 30 12C7484 2.470 2.320 1.980
● 380LX472M050J022 4700 25 x 30 12C7545 2.840 2.670 2.280
● 380LX472M050H032 4700 22 x 35 59K0450 2.700 2.540 2.160
● 380LX562M050J032 5600 25 x 35 59K0454 3.030 2.850 2.420
● 380LX682M050K022 6800 30 x 30 59K0457 3.700 3.480 2.960
● 380LX822M050K032 8200 30 x 35 12C7633 4.500 4.230 3.600
● 380LX123M050K452 12000 30 x 45 59K0435 5.530 5.200 4.420
● 380LX153M050K052 15000 30 x 50 59K0437 7.000 6.580 5.600
● 380LX223M050A052 22000 35 x 50 12C7441 8.830 8.300 7.060

VOLTAGE: 63 VDC

● 380LX472M063K022 4700 30 x 30 59K0451 3.880 3.650 3.100
● 380LX822M063A032 8200 35 x 35 12C7634 6.990 6.570 5.590
● 380LX103M063A042 10000 35 x 40 60K7120 7.400 6.960 5.920
● 380LX123M063A052 12000 35 x 50 12C7353 7.400 6.960 5.920

VOLTAGE: 80 VDC

● 380LX682M080A042 6800 35 x 40 12C7611 7.260 6.830 5.810
● 380LX682M080K052 6800 30 x 50 12C7612 6.580 6.180 5.260

VOLTAGE: 100 VDC

● 380LX102M100H022 1000 22 x 30 12C7302 2.440 2.300 1.960
● 380LX682M100A052 6800 35 x 50 93B6940 10.670 10.030 8.540

VOLTAGE: 200 VDC

● 380LX221M200J202 220 25 x 20 12C7411 2.970 2.790 2.380
● 380LX331M200H022 330 22 x 30 59K0442 2.400 2.260 1.920
● 380LX471M200J022 470 25 x 30 59K0446 3.140 2.950 2.510
● 380LX681M200J032 680 25 x 35 59K0455 3.590 3.380 2.870

Mfg. Part No.
Cap.
(μF)

ESR-Max.
Ω @ 25°C

Max. Ripple
Current

(A) @ 85°C

Case
Size
DxL

(mm) Stock No.
Price Each

120Hz 120Hz 1-9 10-24
● 380LQ471M200H022 470 0.51 2.13 22x30 59K0420 2.700 2.400
● 380LQ681M200H032 680 0.355 2.69 22x35 59K0426 3.410 3.040
● 380LQ821M200J022 820 1.326 1.19 25x30 59K0429 3.820 3.390
● 380LQ102M200J032 1000 0.232 3.25 25x35 59K0405 4.060 3.610
● 380LQ122M200K022 1200 0.199 3.32 30x30 59K0407 5.100 4.540
● 380LQ152M200K032 1500 0.166 3.53 30x35 59K0409 5.890 5.240
● 380LQ222M200K052 2200 0.904 1.41 30x50 59K0412 8.520 7.570
● 380LQ272M200A052 2700 0.737 1.60 35x50 35C0841 10.050 8.940

VOLTAGE: 250 VDC (350 VDC SURGE)

● 380LQ331M250H022 330 0.737 1.60 22x30 59K0415 2.730 2.420
● 380LQ471M250H032 470 0.51 2.13 22x35 59K0421 3.300 2.930
● 380LQ561M250J022 560 0.423 2.39 25x30 59K0423 3.540 3.140
● 380LQ681M250J032 680 0.355 2.69 25x35 59K0427 3.940 3.500
● 380LQ821M250K022 820 1.326 1.19 30x30 59K0430 4.660 4.140
● 380LQ102M250K032 1000 0.199 3.32 30x35 59K0406 5.470 4.860
● 380LQ122M250A032 1200 0.199 3.32 35x35 59K0408 6.960 6.190
● 380LQ152M250K052 1500 0.000 0.00 30x50 59K0410 7.360 6.540
● 380LQ222M250A052 2200 0.904 1.41 35x50 35C0838 11.510 10.230

VOLTAGE: 400 VDC (450 VDC SURGE)

● 380LQ221M400J022 220 0.904 1.41 25x30 35C0835 3.380 3.000
● 380LQ271M400K022 270 0.737 1.60 30x30 59K0413 4.360 3.880
● 380LQ331M400K022 330 0.603 1.82 30x30 59K0416 4.880 4.340

VOLTAGE: 400 VDC (450 VDC SURGE)

Mfg. Part No.
Cap.
(μF)

ESR-Max.
Ω @ 25°C

Max. Ripple
Current

(A) @ 85°C

Case
Size
DxL

(mm) Stock No.
Price Each

120Hz 120Hz 1-9 10-24
● 380LQ391M400K032 390 0.510 2.13 30x35 59K0418 5.360 4.760
● 380LQ471M400K042 470 0.423 2.39 30x40 59K0422 6.370 5.660
● 380LQ561M400A032 560 0.355 2.69 35x35 59K0424 6.960 6.180
● 380LQ681M400K052 680 0.293 2.96 30x50 59K0428 8.910 7.920
● 380LQ821M400A052 820 1.326 1.19 35x50 59K0431 9.660 8.580

VOLTAGE: 450 VDC (500 VDC SURGE)

● 380LQ121M450H022 120 0.199 3.32 22x30 35C0830 2.790 2.480
● 380LQ221M450K022 220 0.904 1.41 30x30 59K0411 4.600 4.090
● 380LQ271M450K022 270 0.737 1.60 30x30 59K0414 5.280 4.690
● 380LQ331M450K042 330 0.603 1.82 30x40 59K0417 6.430 5.720
● 380LQ391M450K042 390 0.510 2.13 30x40 59K0419 7.250 6.440
● 380LQ471M450A042 470 0.423 2.53 35x40 35C0850 8.510 7.560
● 380LQ561M450A452 560 0.355 2.82 35x45 59K0425 9.660 8.580

(68911)

VOLTAGE: 10 VDC

Mfg. Part No.
Cap.
(μF)

ESR
(mΩ)

Ripple
(A)

Case
Code Stock No.

Price
Each
1-4

MLS383M010EBOA 38000 31 31.5 EB 08H0267 116.220
VOLTAGE: 40 VDC

MLS442M040EK0A 4400 97 10.3 EK 16M4723 136.820
MLS113M040EB0A 11000 36 16.9 EB 66H5330 171.180

VOLTAGE: 60 VDC

MLS152M060EK0A 1500 106 9.8 EK 09J9815 136.820
MLS332M060EB0A 3300 44 15.3 EB 92H1750 171.180
MLS332M060EB1A 3300 44 15.3 EB 91B3185 171.180

VOLTAGE: 75 VDC

MLS112M075EK0A 1100 112 9.6 EK 43K8735 127.860
MLS112M075EK1A 1100 112 9.6 EK 63H2470 92.980
MLS272MO75EB0A 2700 46 14.9 EB 96H8058 116.220

VOLTAGE: 150 VDC

MLS102M150EBOC 1000 158 8.1 EB 87H7693 69.530
MLS401M150EK0A 400 388 5.1 EK 57J3937 136.820

VOLTAGE: 200 VDC

MLS331M200EK0A 330 426 4.9 EK 41J1675 101.510
MLS331M200EK1A 330 426 4.9 EK 27P7601 136.820
MLP401M200EK0A 400 388 1.9 EK 85H0198 52.880
MLS821M200EB0A 820 172 7.7 EB 52K4173 171.180
MLS821M200EB1A 820 172 7.7 EB 04R6391 171.180
MLS821M200EK1A 820 172 7.7 EK 94H7228 92.980
MLP102M200EB0A 1000 158 3.8 EB 85H0181 50.520
MLP102M200EB1A 1000 158 3.8 EB 70C4214 66.160

VOLTAGE: 250 VDC

MLS221M250EK1A 220 597 4.1 EK 06H1168 136.820
MLS561M250EB0A 560 240 6.5 EB 05H9320 149.310
MLS561M250EB1A 560 240 6.5 EB 27P7603 171.180

380LX SERIES SNAP-IN
ALUMINUM ELECTROLYTIC
CAPACITORS

(77727) VOLTAGE: 25 VDC

380LQ SERIES COMPACT,
HIGH-RIPPLE, SNAP-IN
ALUMINUM CAPACITORS

VOLTAGE: 200 VDC (250 VDC SURGE)

Most popular values listed. Additional values available, go online or call.

Features

Features
• Ideal for Use in Power Supplies and Motor Drives
• 10mm Terminal Spacing
• Rated Voltage: 16VDC to 500VDC
• Capacitance: 33μF to 120,000μF

• Compact Size: 27% Smaller and More
Than 10mm Shorter Than Type 380L

Specifications

Specifications

• Tolerance: ±20%
• Operating Temperature:

-40°C to 85°C, ≤ 300VDC
-25°C to 85°C, ≥ 315Vdc

• Load Life: 3,000 h @full load at +85°C

• Tolerance: ±20%
• Ripple Test: 2000 Hours at Full Load @ 85°C
• Operating Temperature:

-40°C to +85°C for Values ≤315 VDC
-25°C to +85°C for Values ≥350 VDC

• Load Life: 2,000 h @ full load at +85°C
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Same-Day Shipping, Next-Day Delivery CAPACITORS

ALUMINUM ELECTROLYTIC CAPACITORS

380LX SERIES SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Ripple
(A)

Dim. (mm)
Stock No.

Price Each
D L 1-24 25-49

VOLTAGE: 25 WVDC

● 688LBB025M2BD 6800 0.073 2.4 22 30 70K9494 2.540 2.290
● 109LBB025M2BE 10000 0.05 3.2 22 35 30K6616 3.080 2.770
● 159LBB025M2BG 15000 0.033 3.7 22 45 70K9465 4.070 3.670
● 229LBB025M2DE 22000 0.023 4.52 30 35 70K9472 5.840 5.260
● 339LBB025M2EF 33000 0.015 6.33 35 40 70K9481 8.390 7.560

VOLTAGE: 35 WVDC

● 478LBB035M2CC 4700 0.088 2.42 25 25 30K6769 2.690 2.430
● 688LBB035M2DC 6800 0.061 2.97 30 25 30K6794 3.800 3.420
● 109LBB035M2CE 10000 0.041 3.06 25 35 30K6617 4.160 3.740
● 109LBB035M2EC 10000 0.041 3.02 35 25 30K6618 4.920 4.430
● 159LBB035M2DE 15000 0.028 3.67 30 35 30K6648 6.030 5.430
● 159LBB035M2CH 15000 0.028 4.54 25 50 70K9466 5.910 5.320

VOLTAGE: 50 WVDC

● 338LBB050M2CC 3300 0.1 2.38 25 25 30K6727 2.940 2.650
● 478LBB050M2BE 4700 0.071 2.72 22 35 30K6770 3.600 3.240
● 688LBB050M2CF 6800 0.049 3.81 25 40 30K6796 4.880 4.390
● 109LBB050M2DE 10000 0.033 3.35 30 35 70K9460 6.740 6.070

VOLTAGE: 63 WVDC

● 158LBB063M2BC 1500 0.166 1.66 22 25 30K6643 2.350 2.120
● 478LBB063M2DD 4700 0.053 3.32 30 30 30K6771 5.540 4.990
● 688LBB063M2ED 6800 0.037 4.15 35 30 30K6798 7.550 6.800
● 109LBB063M2DG 10000 0.025 3.72 30 45 30K6619 9.550 8.590
● 109LBB063M2EF 10000 0.025 5.47 35 40 30K6620 10.290 9.270
● 159LBB063M2EH 15000 0.017 5.3 35 50 30K6649 13.690 12.330

VOLTAGE: 80 WVDC

● 108LBB080M2BC 1000 0.249 1.5 22 25 30K6604 2.350 2.110
● 338LBB080M2CF 3300 0.075 3.21 25 40 30K6728 5.350 4.820
● 478LBB080M2ED 4700 0.053 4.09 35 30 30K6772 7.840 7.060
● 688LBB080M2DH 6800 0.037 5.16 30 50 70K9495 10.450 9.410
● 688LBB080M2EF 6800 0.037 5.14 35 40 70K9496 10.580 9.520

VOLTAGE: 100 WVDC

● 228LBB100M2CF 2200 0.113 3.13 25 40 30K6689 5.750 5.170
VOLTAGE: 160 WVDC

● 477LBB160M2CC 470 0.353 1.74 25 25 30K6765 3.330 3.000
VOLTAGE: 200 WVDC

● 227LBB200M2BC 220 0.754 1.25 22 25 30K6681 2.020 1.820
● 277LBB200M2BC 270 0.614 1.67 22 25 70K9474 2.290 2.060
● 337LBB200M2BD 330 0.502 1.66 22 30 30K6722 2.510 2.260
● 397LBB200M2BD 390 0.425 1.8 22 30 70K9482 3.070 2.760
● 477LBB200M2BE 470 0.353 1.78 22 35 70K9486 4.110 3.700
● 567LBB200M2BF 560 0.296 2.44 22 40 70K9488 3.540 3.190
● 687LBB200M2EC 680 0.366 2.92 35 25 30K6792 4.750 4.280
● 827LBB200M2DD 820 0.202 3.13 30 30 30K6803 6.810 6.140
● 827LBB200M2CF 820 0.202 3.17 25 40 70K9499 6.450 5.810
● 108LBB200M2CH 1000 0.166 3.87 25 50 30K6605 5.580 5.020
● 108LBB200M2DE 1000 0.166 3.68 30 35 30K6606 7.990 7.200
● 128LBB200M2EE 1200 0.207 4.42 35 35 30K6626 7.090 6.380
● 188LBB200M2EG 1800 0.138 4.32 35 45 30K6651 10.250 9.230

VOLTAGE: 250 WVDC

● 227LBB250M2BC 220 0.754 1.31 22 25 30K6682 2.360 2.130
● 277LBB250M2BD 270 0.614 1.57 22 30 70K9475 2.760 2.490
● 337LBB250M2BE 330 0.502 1.85 22 35 70K9477 3.090 2.780
● 397LBB250M2BE 390 0.425 2.01 22 35 70K9483 3.440 3.100
● 477LBB250M2BF 470 0.353 2.34 22 40 70K9487 5.240 4.720
● 567LBB250M2CF 560 0.296 2.74 25 40 70K9490 4.360 3.920
● 687LBB250M2CG 680 0.244 3.19 25 45 70K9492 5.330 4.790
● 108LBB250M2DG 1000 0.166 4.28 30 45 30K6608 7.640 6.880
● 158LBB250M2EH 1500 0.166 5.74 35 50 30K6644 10.990 9.900

VOLTAGE: 350 WVDC

● 227LBB350M2BF 220 1.13 1.32 22 40 30K6683 3.810 3.430
● 337LBB350M2CG 330 0.754 1.82 25 45 30K6723 5.310 4.780

VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(μF)

D x L 
(mm) Stock No.

Price Each
1-9 10-24 25-49

● 380LX122M200K452 1200 30 x 45 12C7341 5.150 4.850 4.120
● 380LX152M200A042 1500 35 x 40 12C7375 7.350 6.910 5.880
● 380LX182M200A452 1800 35 x 45 59K0438 7.330 6.890 5.860
● 380LX222M200A052 2200 35 x 50 59K0440 9.600 9.030 7.680

VOLTAGE: 250 VDC

● 380LX471M250J042 470 25 x 40 59K0447 3.700 3.480 2.960
● 380LX102M250A042 1000 35 x 40 12C7311 7.400 6.960 5.920
● 380LX152M250A052 1500 35 x 50 60K7121 8.430 7.920 6.740

VOLTAGE: 400 VDC

● 380LX680M400J202 68 25 x 20 12C7583 2.650 2.500 2.120
● 380LX101M400H022 100 22 x 30 59K0432 2.580 2.420 2.060
● 380LX391M400K452 390 30 x 45 59K0445 6.080 5.710 4.860
● 380LX471M400A042 470 35 x 40 59K0448 7.400 6.960 5.920

VOLTAGE: 450 VDC

● 380LX470M450J202 47 25 x 20 12C7526 2.690 2.530 2.150
● 380LX680M450H022 68 22 x 30 63K7338 2.830 2.660 2.270
● 380LX101M450J022 100 25 x 30 59K0433 3.080 2.890 2.460
● 380LX121M450J022 120 25 x 30 12C7332 3.330 3.130 2.660
● 380LX221M450J052 220 25 x 30 59K0439 4.950 4.660 3.960
● 380LX331M450A042 330 35 x 40 16F7950 7.380 6.940 5.900
● 380LX471M450A052 470 35 x 50 59K0449 9.700 9.120 7.760

VOLTAGE: 500 VDC

● 380LX470M500J012 47 25 x 25 63H0610 7.100 6.680 5.680

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-24

● LPX471M200C3P3 470 1.00 x 1.18″ 72K6662 2.450 2.180
● LPX561M200C5P3 560 0.984 x 1.378″ 18M9161 4.460 3.960
● LPX681M200C7P3 680 1 x 1.57″ 19M1076 3.570 3.170
● LPX821M200E5P3 820 1.181 x 1.378″ 18M9162 5.900 5.240
● LPX102M200E7P3 1000 1.18 x 1.57″ 18M9153 4.780 4.250
● LPX222M200H9P3 2200 1.378 x 2.000″ 95F3425 18.070 16.060

VOLTAGE: 250 VDC

● LPX331M250A5P3 330 0.87 x 1.38″ 95F3426 2.530 2.250
● LPX331M250C3P3 330 1.00 x 1.18″ 95F3427 4.110 3.660
● LPX152M250H9P3 1500 1.38 x 2.00″ 18M9156 14.480 12.870

VOLTAGE: 400 VDC

● LPX101M400A3P3 100 0.87 x 1.18″ 72K6660 1.930 1.720
● LPX221M400C7P3 220 1.00 x 1.57″ 17M6718 4.610 4.100
● LPX331M400E7P3 330 1.181 x 1.575″ 59K0221 5.620 5.000
● LPX471M400H7P3 470 1.378 x 1.575″ 95F3409 11.690 10.390
● LPX561M400H4P3 560 1.38 x 1.77″ 34H3097 9.060 8.060
● LPX681M400H9P3 680 1.38 x 2.00″ 95F3410 11.380 10.120

VOLTAGE: 450 VDC

● LPX101M450C3P3 100 1.00 x 1.18″ 18M9152 3.090 2.740
● LPX221M450E7P3 220 1.38 x 1.57″ 18M9157 5.500 4.890
● LPX271M450E4P3 270 1.18 x 1.77″ 18M9158 8.640 7.680
● LPX331M450H7P3 330 1.38 x 1.57″ 72K6661 7.400 6.580
● LPX471M450H9P3 470 1.38 x 2.00″ 73K6076 11.970 10.640

(7162)

(7399)

LPX SERIES RADIAL SNAP-MOUNT
ALUMINUM ELECTROLYTIC CAPACITORS

Features:

Most popular values listed. Additional values available, go online or call.

• Extended Life
• Rugged Design
• High Ripple Current Ratings
• Large Case Size Selection

VOLTAGE: 200 VDC

Specifications:

VOLTAGE: 16 WVDC

Features
• 85°C - High Voltage General Purpose
• High Capacitance
• 22-35mm Diam.; 10mm Terminal Spacing

LBB SERIES +85°C SNAP-
MOUNT ALUMINUM
ELECTROLYTIC CAPACITORS

• Tolerance: ±20% @ 120Hz, 20°C
• Operating Temperature Range: ≤160 WVDC: -40°C to +85°C

>160 WVDC: -25°C to +85°C

Applications
• Ideal for Input Filter in SMPS

Specifications
• Tolerance: ±20%
• Voltage Range: 160 VDC to 450 VDC
• Capacitance Range: 56 μF to 2,700 μF
• Operating Temperature: –40° C to +85°C
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ESMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)LBB SERIES +85°C SNAP-MOUNT ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(uF)

DxL
(mm) mArms Stock No.

Price Each
1-9 10-49

● 400USC330M30X35 330 30 x 35 2870 38M5414 3.820 3.540
VOLTAGE: 450 WVDC

● 450USC180M25X35 180 25 x 35 1960 38M6069 3.270 3.030
● 450USC180M30X30 180 30 x 30 2030 38M6070 3.160 2.930
● 450USC220M30X30 220 30 x 30 2296 38M6072 3.990 3.700
● 450USC330M25X50 330 25 x 50 2968 38M6077 4.940 4.570
● 450USC560M35X50 560 35 x 50 4032 38M6085 8.530 7.900

VOLTAGE: 350 WVDC

Mfg. Part No.
Cap.
(μF)

ESR
(Ω)

Ripple
(A)

Dim. (mm)
Stock No.

Price Each
D L 1-24 25-49

● 337LBB350M2ED 330 0.754 1.88 35 30 30K6724 6.050 5.440
● 477LBB350M2DF 470 0.529 2.3 30 40 30K6766 6.060 5.450
● 687LBB350M2EG 680 0.366 3.18 35 45 30K6793 10.300 9.280

VOLTAGE: 400 WVDC

● 826LBB400M2BC 82 3.033 0.76 22 25 70K9497 2.830 2.550
● 107LBB400M2BD 100 2.487 0.91 22 30 30K6599 2.710 2.440
● 107LBB400M2CC 100 2.487 0.91 25 25 70K9459 2.820 2.540
● 127LBB400M2BD 120 2.072 1 22 30 70K9461 2.970 2.680
● 187LBB400M2BF 180 1.382 1.38 22 40 70K9467 4.390 3.950
● 227LBB400M2CF 220 1.13 1.64 25 40 30K6685 4.720 4.250
● 227LBB400M2EC 220 1.130 1.66 35 25 70K9470 5.400 4.860
● 277LBB400M2CG 270 0.921 1.92 25 45 30K6700 5.750 5.160
● 337LBB400M2CH 330 0.754 2.22 25 50 70K9478 6.430 5.790
● 337LBB400M2ED 330 0.754 1.88 35 30 70K9479 7.060 6.360
● 397LBB400M2DG 390 0.637 2.55 30 45 70K9484 7.770 6.990
● 567LBB400M2EG 560 0.444 3.34 35 45 30K6779 10.720 9.660
● 687LBB400M2EH 680 0.366 3.85 35 50 70K9493 12.830 11.550

VOLTAGE: 450 WVDC

● 826LBB450M2BD 82 3.033 0.82 22 30 70K9498 2.830 2.550
● 157LBB450M2BG 150 1.658 1.33 22 45 70K9464 4.290 3.860
● 157LBB450M2CE 150 1.658 1.28 25 35 30K6642 4.360 3.920
● 187LBB450M2BH 180 1.382 1.53 22 50 70K9468 5.140 4.620
● 187LBB450M2EC 180 1.382 1.5 35 25 70K9469 5.980 5.380
● 227LBB450M2CG 220 1.130 1.73 25 45 70K9471 5.810 5.230
● 337LBB450M2DG 330 0.754 2.35 30 45 70K9480 8.430 7.590

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

ESMH6R3VSN333MQ35T 33000 0.03 4.02 25.4X35 16M8172 3.750 3.380
ESMH6R3VSN393MP50T 39000 0.026 4.55 22X50 16M8173 3.900 3.520
ESMH6R3VSN563MQ50T 56000 0.018 5.71 25.4X50 16M8177 4.850 4.370
ESMH6R3VSN563MR40T 56000 0.018 5.7 30X40 16M8178 5.520 4.980
ESMH6R3VSN683MA35T 68000 0.015 6.42 35X35 16M8179 6.360 5.730
ESMH6R3VSN823MA40T 82000 0.012 7.29 35X40 16M8181 6.870 6.200
ESMH6R3VSN823MR50T 82000 0.012 7.32 30X50 16M8182 6.400 5.770
ESMH6R3VSN104MA45T 100000 0.01 8.31 35X45 16M8165 7.630 6.880

VOLTAGE: 10 VDC; 13 VDC SURGE

ESMH100VSN123MP25T 12000 0.069 2.39 22X25 16M7698 2.940 2.650
ESMH100VSN153MP30T 15000 0.055 2.76 22X30 16M7699 3.030 2.740
ESMH100VSN153MQ25T 15000 0.055 2.77 25.4X25 16M7700 3.340 3.010
ESMH100VSN183MP35T 18000 0.046 3.12 22X35 16M7701 3.210 2.890
ESMH100VSN223MP40T 22000 0.038 3.55 22X40 16M7702 3.530 3.190
ESMH100VSN223MQ30T 22000 0.038 3.48 25.4X30 16M7703 3.600 3.250
ESMH100VSN273MP45T 27000 0.031 4.04 22X45 16M7704 3.670 3.310
ESMH100VSN333MP50T 33000 0.025 4.58 22X50 16M7706 3.970 3.580
ESMH100VSN393MR35T 39000 0.021 5.05 30X35 16M7709 5.090 4.590
ESMH100VSN473MQ50T 47000 0.018 5.73 25.4X50 16M7712 4.810 4.340
ESMH100VSN473MR40T 47000 0.018 5.72 30X40 16M7714 5.480 4.940
ESMH100VSN563MR45T 56000 0.015 6.44 30X45 16M7715 6.040 5.450
ESMH100VSN683MA40T 68000 0.012 7.27 35X40 16M7716 6.990 6.300
ESMH100VSN823MA50T 82000 0.01 8.49 35X50 16M7717 7.860 7.090

VOLTAGE: 16 VDC; 20 VDC SURGE

ESMH160VSN822MP25T 8200 0.081 2.51 22X25 16M7792 2.910 2.630
ESMH160VSN123MP30T 12000 0.055 2.86 22X30 16M7772 3.070 2.770
ESMH160VSN153MP35T 15000 0.044 3.29 22X35 16M7773 3.290 2.970
ESMH160VSN153MQ30T 15000 0.044 3.46 25.4X30 16M7774 4.170 3.760

● ESMH160VNN153MP35T 15000 0.044 3.29 22X35 16M7766 3.260 2.940
● ESMH160VNN183MP40T 18000 0.037 3.72 22X40 34M3934 3.620 3.270

ESMH160VSN183MP40T 18000 0.037 3.72 22X40 16M7776 3.530 3.190
● ESMH160VNN223MP50T 22000 0.03 4.37 22X50 34M3935 3.850 3.470

ESMH160VSN223MP50T 22000 0.03 3.37 22X50 16M7779 3.850 3.470
ESMH160VSN223MQ40T 22000 0.03 3.26 25.4X40 16M7780 4.130 3.730

● ESMH160VNN273MQ45T 27000 0.025 4.72 25.4X45 34M3936 4.450 4.010
ESMH160VSN273MQ45T 27000 0.025 4.72 25.4X45 16M7781 4.490 4.050
ESMH160VSN273MR35T 27000 0.025 4.82 30X35 16M7782 5.170 4.660

● ESMH160VNN333MQ50T 33000 0.02 5.33 25.4X50 34M3937 4.730 4.260
ESMH160VSN333MQ50T 33000 0.02 5.33 25.4X50 16M7783 4.690 4.230
ESMH160VSN333MR40T 33000 0.02 5.36 30X40 16M7784 5.560 5.020
ESMH160VSN393MR45T 39000 0.017 6.01 30X45 16M7785 6.000 5.410
ESMH160VSN473MA40T 47000 0.014 6.76 35X40 16M7787 6.830 6.160
ESMH160VSN473MR50T 47000 0.014 6.79 30X50 16M7789 6.360 5.730
ESMH160VSN563MA45T 56000 0.012 7.62 35X45 16M7790 7.430 6.700
ESMH160VSN683MA50T 68000 0.01 8.63 35X50 16M7791 8.220 7.410

● ESMH160VNN683MA50T 68000 0.01 8.63 35X50 34M3941 8.180 7.380
ESMH160VSN104MA80T 100000 0.009 11.67 35X80 16M7771 13.180 11.890

VOLTAGE: 25 VDC; 32 VDC SURGE

● ESMH250VNN682MP30T 6800 0.073 2.4 22X30 16M7855 3.030 2.740
ESMH250VSN682MQ25T 6800 0.073 2.4 25.4X25 79K1631 3.370 3.040

● ESMH250VNN822MP35T 8200 0.061 2.72 22X35 34M3957 3.320 2.990
ESMH250VSN822MP35T 8200 0.061 2.72 22X35 16M7880 3.260 2.940

● ESMH250VNN103MP40T 10000 0.05 3.09 22X40 34M3948 3.480 3.140
ESMH250VSN103MP40T 10000 0.05 3.09 22X40 16M7857 3.510 3.170
ESMH250VSN123MP45T 12000 0.041 3.41 22X45 16M7860 3.770 3.400
ESMH250VSN123MQ35T 12000 0.041 3.43 25.4X35 16M7862 4.330 3.910

● ESMH250VNN153MP50T 15000 0.033 4 22X50 34M3949 4.010 3.620
ESMH250VSN153MP50T 15000 0.033 4 22X50 16M7863 3.970 3.580
ESMH250VSN153MQ40T 15000 0.033 3.95 25.4X40 16M7864 4.050 3.660

● ESMH250VNN183MQ45T 18000 0.028 4.45 25.4X45 34M3950 4.530 4.090
ESMH250VSN183MQ45T 18000 0.028 4.45 25.4X45 16M7866 4.610 4.160
ESMH250VSN183MR35T 18000 0.028 4.46 30X35 16M7867 5.280 4.770
ESMH250VSN223MQ50T 22000 0.023 5.39 25.4X50 16M7870 4.810 4.340
ESMH250VSN223MR45T 22000 0.023 5.41 30X45 16M7871 5.960 5.370
ESMH250VSN273MA40T 27000 0.018 5.92 35X40 16M7872 6.870 6.200
ESMH250VSN273MR50T 27000 0.018 5.94 30X50 16M7873 6.400 5.770

● ESMH250VNN333MA45T 33000 0.015 6.75 35X45 34M3953 7.230 6.520
ESMH250VSN393MA50T 39000 0.013 7.56 35X50 16M7875 8.300 7.490

● ESMH250VNN473MA63T 47000 0.012 8.63 35X63 34M3955 10.090 9.100
VOLTAGE: 35 VDC; 44 VDC SURGE

ESMH350VSN392MP25T 3900 0.106 2.22 22X25 16M7949 2.940 2.650
● ESMH350VNN472MP30T 4700 0.088 2.41 22X30 16M7922 3.070 2.770

ESMH350VSN472MP30T 4700 0.088 2.41 22X30 16M7951 3.060 2.760
ESMH350VSN472MQ25T 4700 0.088 2.42 25.4X25 16M7952 3.900 3.520

(84796)

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

ESMH6R3VSN153MP25T 15000 0.066 2.44 22X25 16M8166 2.920 2.630
ESMH6R3VSN223MP30T 22000 0.045 3.06 22X30 16M8167 3.120 2.820
ESMH6R3VSN223MQ25T 22000 0.045 3.07 25.4X25 16M8168 3.460 3.120
ESMH6R3VSN273MP35T 27000 0.047 3.49 22X35 16M8169 3.340 3.010
ESMH6R3VSN273MQ30T 27000 0.047 3.52 25.4X30 16M8170 3.580 3.230
ESMH6R3VSN333MP40T 33000 0.03 3.97 22X40 16M8171 3.620 3.270

(90608)

USC SERIES SNAP-IN
ALUMINUM ELECTROLYTIC
CAPACITORS

VOLTAGE: 400 WVDC

ESMH SERIES SNAP-MOUNT ALUMINUM
ELECTROLYTIC CAPACITORS

• Tolerance: ±20%
• Operating Temp: -40°C to +85°C, 3000 Hours
• Voltage Range: 10-450 WVDC
• Capacitance Range: 56-82000 μF

• Ideal for Use in Power Supply Filter Circuits
• Load Life is 2000 Hours at 85°C with Ripple Current Applied
• Not Recommended When Halogenated Cleaning Solvents are Used
• Tolerance: +/-20%

Type VN-T2

VOLTAGE: 6.3 VDC; 8 VDC SURGE
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ESMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.) ESMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 35 VDC; 44 VDC SURGE

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

ESMH350VSN562MP35T 5600 0.074 2.75 22X35 16M7953 3.240 2.920
ESMH350VSN682MP40T 6800 0.061 2.8 22X40 16M7954 3.480 3.140
ESMH350VSN682MQ30T 6800 0.061 2.74 25.4X30 16M7956 3.680 3.320
ESMH350VSN822MP45T 8200 0.051 3.47 22X45 16M7957 3.740 3.370

● ESMH350VNN103MP50T 10000 0.041 3.57 22X50 34M3969 3.970 3.580
ESMH350VSN103MP50T 10000 0.041 3.57 22X50 16M7927 4.330 3.910
ESMH350VSN103MQ40T 10000 0.041 3.53 25.4X40 16M7929 4.530 4.090
ESMH350VSN103MR30T 10000 0.041 3.46 30X30 16M7931 5.840 5.270
ESMH350VSN123MQ45T 12000 0.035 3.98 25.4X45 16M7932 4.490 4.050
ESMH350VSN123MR35T 12000 0.035 4.01 30X35 16M7933 5.050 4.550

● ESMH350VNN153MQ50T 15000 0.028 4.54 25.4X50 16M7914 5.170 4.660
ESMH350VSN153MA35T 15000 0.028 5.01 35X35 16M7934 6.160 5.550
ESMH350VSN153MQ50T 15000 0.028 4.54 25.4X50 16M7935 5.010 4.510
ESMH350VSN153MR40T 15000 0.028 4.52 30X40 16M7937 5.680 5.120
ESMH350VSN183MA40T 18000 0.023 5.54 35X40 16M7939 6.670 6.020
ESMH350VSN183MR45T 18000 0.023 4.71 30X45 16M7940 6.160 5.550

● ESMH350VNN223MR50T 22000 0.019 5.33 30X50 34M3971 6.870 6.200
ESMH350VSN223MA45T 22000 0.019 6.01 35X45 16M7942 9.330 8.420
ESMH350VSN223MR50T 22000 0.019 5.33 30X50 16M7944 7.630 6.880
ESMH350VSN273MA50T 27000 0.015 6.89 35X50 16M7946 9.410 8.490

● ESMH350VNN333MA63T 33000 0.012 7.93 35X63 30M3175 9.930 8.950
VOLTAGE: 50 VDC; 63 VDC SURGE

● ESMH500VNN222MP25T 2200 0.151 1.91 22X25 16M8113 2.940 2.650
ESMH500VSN222MP25T 2200 0.151 1.91 22X25 16M8141 2.930 2.640

● ESMH500VNN332MP30T 3300 0.1 2.37 22X30 34M3991 3.150 2.840
ESMH500VSN332MP30T 3300 0.1 2.37 22X30 16M8143 3.550 3.200

● ESMH500VNN392MP35T 3900 0.085 2.65 22X35 34M3992 3.440 3.100
ESMH500VSN392MP35T 3900 0.085 2.65 22X35 16M8145 3.340 3.010
ESMH500VSN392MQ30T 3900 0.085 2.68 25.4X30 16M8146 3.640 3.280

● ESMH500VNN472MP40T 4700 0.071 2.99 22X40 16M8119 3.620 3.260
ESMH500VSN472MP40T 4700 0.071 2.99 22X40 16M8149 3.970 3.580
ESMH500VSN472MQ35T 4700 0.071 3.03 25.4X35 16M8152 4.210 3.800

● ESMH500VNN562MP45T 5600 0.059 3.36 22X45 34M3993 4.010 3.620
ESMH500VSN562MP45T 5600 0.059 3.36 22X45 16M8154 3.860 3.480
ESMH500VSN562MQ35T 5600 0.059 3.31 25.4X35 16M8155 4.410 3.980

● ESMH500VNN682MP50T 6800 0.049 3.81 22X50 16M8124 4.250 3.830
ESMH500VSN682MP50T 6800 0.049 3.81 22X50 16M8158 4.770 4.300
ESMH500VSN682MQ40T 6800 0.049 3.81 25.4X40 16M8160 4.370 3.940
ESMH500VSN682MR35T 6800 0.049 3.85 30X35 16M8161 6.080 5.480

● ESMH500VNN822MQ50T 8200 0.04 3.37 25.4X50 16M8127 4.850 4.370
ESMH500VSN822MQ50T 8200 0.04 3.37 25.4X50 16M8163 4.770 4.300
ESMH500VSN822MR40T 8200 0.04 3.36 30X40 16M8164 5.560 5.020

● ESMH500VNN103MR45T 10000 0.033 4.97 30X45 16M8106 5.840 5.270
ESMH500VSN103MA35T 10000 0.033 4.93 35X35 04M4862 6.590 5.950
ESMH500VSN103MR45T 10000 0.033 4.97 30X45 16M8133 6.080 5.480
ESMH500VSN123MA40T 12000 0.028 5.58 35X40 16M8134 7.030 6.340
ESMH500VSN123MR50T 12000 0.028 5.6 30X50 16M8135 6.550 5.910

● ESMH500VNN153MA45T 15000 0.022 6.44 35X45 16M8110 7.980 7.200
ESMH500VSN153MA45T 15000 0.022 6.44 35X45 16M8137 9.140 8.240
ESMH500VSN183MA50T 18000 0.018 6.71 35X50 16M8139 9.850 8.880

● ESMH500VNN223MA63T 22000 0.013 7.23 35X63 16M8114 10.050 9.060
VOLTAGE: 63 VDC; 79 VDC SURGE

ESMH630VSN182MP25T 1800 0.138 1.32 22X25 16M8217 2.970 2.680
ESMH630VSN272MP35T 2700 0.092 2.4 22X35 16M8222 3.430 3.090
ESMH630VSN272MQ25T 2700 0.092 2.4 25.4X25 16M8224 3.590 3.240
ESMH630VSN332MP35T 3300 0.075 2.72 22X35 16M8226 3.660 3.300
ESMH630VSN332MQ30T 3300 0.075 2.74 25.4X30 16M8227 3.910 3.530
ESMH630VSN392MP40T 3900 0.064 2.93 22X40 16M8231 3.920 3.540
ESMH630VSN392MQ35T 3900 0.064 2.94 25.4X35 16M8232 4.090 3.690
ESMH630VSN472MP50T 4700 0.053 3.39 22X50 16M8235 4.290 3.870
ESMH630VSN472MQ40T 4700 0.053 3.36 25.4X40 16M8236 4.450 4.010
ESMH630VSN562MQ45T 5600 0.044 3.47 25.4X45 16M8238 4.770 4.300
ESMH630VSN562MR35T 5600 0.044 3.45 30X35 16M8239 5.090 4.590
ESMH630VSN682MQ50T 6800 0.037 4.27 25.4X50 16M8241 5.320 4.800
ESMH630VSN682MR40T 6800 0.037 4.27 30X40 16M8242 5.480 4.940
ESMH630VSN822MR45T 8200 0.03 4.83 30X45 16M8245 6.550 5.910
ESMH630VSN103MA40T 10000 0.025 5.47 35X40 16M8211 7.710 6.950
ESMH630VSN103MR50T 10000 0.025 5.49 30X50 16M8213 6.710 6.050

● ESMH630VNN123MA45T 12000 0.021 6.19 35X45 16M8189 8.660 7.810
ESMH630VSN123MA45T 12000 0.021 6.19 35X45 16M8215 9.610 8.670

VOLTAGE: 80 VDC; 100 VDC SURGE

● ESMH800VNN222MP35T 2200 0.113 2.44 22X35 34M3995 3.660 3.300
● ESMH800VNN332MP45T 3300 0.075 3.16 22X45 34M3997 4.010 3.620

VOLTAGE: 80 VDC; 100 VDC SURGE

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

● ESMH800VNN392MP50T 3900 0.064 3.62 22X50 34M3998 4.450 4.010
● ESMH800VNN392MR35T 3900 0.064 3.57 30X35 16M8254 4.930 4.440
● ESMH800VNN472MQ50T 4700 0.053 4.05 25.4X50 16M8257 5.130 4.620
● ESMH800VNN682MA40T 6800 0.037 5.13 35X40 16M8261 7.860 7.090
● ESMH800VNN682MR50T 6800 0.037 5.17 30X50 34M4000 6.590 5.950
● ESMH800VNN822MA45T 8200 0.03 5.83 35X45 16M8262 8.260 7.450
● ESMH800VNN103MA50T 10000 0.025 6.63 35X50 16M8249 9.410 8.490
● ESMH800VRT223MB80T 22000 0.011 11.62 40X80 21M5973 20.330 18.330

VOLTAGE: 100 VDC; 125 VDC SURGE

ESMH101VSN821MP25T 820 0.303 1.86 22X25 16M7764 3.050 2.750
● ESMH101VNN122MP30S 1200 0.207 2.09 22X30 34M3929 2.950 2.660

ESMH101VSN152MP35T 1500 0.166 2.41 22X35 16M7738 3.630 3.270
ESMH101VSN152MQ30T 1500 0.166 2.43 25.4X30 16M7739 3.870 3.490
ESMH101VSN182MP40T 1800 0.138 2.71 22X40 16M7740 3.940 3.560
ESMH101VSN182MQ35T 1800 0.138 2.75 25.4X35 16M7741 4.530 4.090

● ESMH101VNN222MP45T 2200 0.113 3.03 22X45 34M3930 4.210 3.800
ESMH101VSN222MP45T 2200 0.113 3.03 22X45 16M7742 4.690 4.230
ESMH101VSN222MQ40T 2200 0.113 3.13 25.4X40 16M7744 4.610 4.160
ESMH101VSN272MP50T 2700 0.092 3.53 22X50 16M7747 4.610 4.160
ESMH101VSN272MQ45T 2700 0.092 3.57 25.4X45 16M7748 4.890 4.410
ESMH101VSN272MR35T 2700 0.092 3.55 30X35 16M7749 5.170 4.660

● ESMH101VNN332MQ50T 3300 0.075 4.06 25.4X50 16M7730 5.200 4.690
ESMH101VSN332MQ50T 3300 0.075 4.06 25.4X50 16M7752 5.680 5.120
ESMH101VSN332MR40T 3300 0.075 4.05 30X40 16M7754 6.280 5.660
ESMH101VSN392MR45T 3900 0.064 4.54 30X45 16M7756 6.320 5.700

● ESMH101VNN472MR50T 4700 0.511 5.11 30X50 16M7734 7.070 6.380
ESMH101VSN472MA40T 4700 0.511 5.11 35X40 16M7758 8.260 7.450
ESMH101VSN472MR50T 4700 0.511 5.13 30X50 16M7760 7.750 6.990
ESMH101VSN562MA45T 5600 0.044 5.75 35X45 16M7762 8.740 7.880

● ESMH101VNN682MA50T 6800 0.037 6.5 35X50 34M3932 10.050 9.060
ESMH101VSN682MA50T 6800 0.037 6.5 35X50 85K9457 9.690 8.740

VOLTAGE: 200 VDC; 250 VDC SURGE

● ESMH201VNN271MP25T 270 0.614 1.27 22X25 16M7818 3.150 2.840
● ESMH201VNN331MP30T 330 0.502 1.45 22X30 16M7820 3.370 3.040
● ESMH201VNN391MP30T 390 0.425 1.58 22X30 34M3945 3.530 3.180
● ESMH201VNN471MP35T 470 0.353 1.78 22X35 88K2942 3.740 3.380
● ESMH201VNN561MP40T 560 0.296 2 22X40 34M3946 4.130 3.730
● ESMH201VNN681MP50T 680 0.244 2.33 22X50 16M7828 4.770 4.300
● ESMH201VNN821MR35T 820 0.202 2.59 30X35 34M3947 5.360 4.840
● ESMH201VNN102MQ50T 1000 0.166 2.95 25.4X50 16M7812 5.600 5.050
● ESMH201VNN102MR40T 1000 0.166 2.95 30X40 88K2963 5.920 5.340
● ESMH201VNN152MA40T 1500 0.166 3.82 35X40 34M3943 7.900 7.130
● ESMH201VNN152MR50T 1500 0.111 3.82 30X50 34M3944 7.670 6.910
● ESMH201VNN182MA45T 1800 0.138 4.32 35X45 16M7815 8.900 8.020
● ESMH201VNN222MA50T 2200 0.113 4.92 35X50 16M7817 10.050 9.060

VOLTAGE: 250 VDC;300 VDC SURGE

● ESMH251VNN121MP20T 120 1.381 0.78 22X20 34M3959 2.970 2.680
● ESMH251VNN271MP30T 270 0.614 1.31 22X30 34M3962 3.700 3.340
● ESMH251VNN471MP45T 470 0.353 1.88 22X45 34M3964 4.530 4.090
● ESMH251VNN681MQ50T 680 0.244 2.44 25.4X50 34M3966 5.840 5.270
● ESMH251VNN681MR40T 680 0.244 2.43 30X40 34M3967 6.280 5.660
● ESMH251VNN821MR45T 820 0.202 2.75 30X45 34M3968 6.950 6.270
● ESMH251VNN102MR50T 1000 0.166 3.31 30X50 34M3958 7.940 7.160
● ESMH251VNN122MA45T 1200 0.207 3.53 35X45 34M3960 14.220 12.820

VOLTAGE: 400 VDC; 450 VDC SURGE

● ESMH401VNN820MP25T 82 3.032 0.78 22X25 34M3983 3.500 3.150
● ESMH401VNN101MP30T 100 2.486 0.9 22X30 16M7978 3.470 3.130
● ESMH401VNN101MQ25T 100 2.486 0.9 25.4X25 16M7980 3.760 3.390
● ESMH401VNN151MP40T 150 1.658 1.16 22X40 34M3976 4.130 3.730
● ESMH401VNN181MP45T 180 1.381 1.31 22X45 34M3977 4.530 4.090
● ESMH401VNN221MA25T 220 1.13 1.47 35X25 16M7991 5.880 5.300
● ESMH401VNN221MP50T 220 1.13 1.49 22X50 16M7993 4.970 4.480
● ESMH401VNN221MQ40T 220 1.13 1.47 25.4X40 34M3978 5.010 4.510
● ESMH401VNN271MP50T 270 0.921 1.64 22X50 34M3979 5.520 4.980
● ESMH401VNN331MA30T 330 0.753 1.87 35X30 16M8000 7.070 6.380
● ESMH401VNN331MQ50T 330 0.753 1.88 25.4X50 34M3980 6.400 5.770
● ESMH401VNN391MR45T 390 0.638 2.13 30X45 80K8415 9.530 8.600
● ESMH401VNN471MR50T 470 0.529 2.4 30X50 34M3981 8.460 7.630
● ESMH401VNN561MA45T 560 0.444 2.69 35X45 34M3982 9.770 8.810
● ESMH401VNN681MA50T 680 0.366 3.04 35X50 60K7512 11.160 10.060

VOLTAGE: 450 VDC; 500 VDC SURGE

● ESMH451VNN560MP25T 56 4.44 0.65 22X25 16M8075 3.240 2.920
● ESMH451VNN101MP35T 100 2.486 0.93 22X35 16M8045 3.910 3.530
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ALUMINUM ELECTROLYTIC CAPACITORS

TYPE SLP/SLPX SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)ESMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 100 VDC (125 VDC SURGE)

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/105°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLP681M100A1P3 680 0.390 1.09 22 x 25 97M5664 1.660
● SLP102M100C1P3 1000 0.265 1.45 25 x 25 97M5410 2.250
● SLP222M100C4P3 2200 0.121 2.53 25 x 45 97M5519 4.150
● SLP472M100H4P3 4700 0.056 3.80 35 x 45 97M5633 8.480

VOLTAGE: 160 VDC (200 VDC SURGE)

● SLP331M160A1P3 330 0.603 1.20 22 x 25 97M5555 1.300
● SLP391M160A3P3 390 0.510 1.30 22 x 30 97M5582 1.440
● SLP471M160A3P3 470 0.423 1.55 22 x 30 97M5607 1.600
● SLP471M160C1P3 470 0.423 1.55 25 x 25 97M5608 1.690
● SLP561M160A5P3 560 0.355 1.67 22 x 35 97M5638 1.690
● SLP561M160C3P3 560 0.355 1.67 25 x 30 97M5639 1.870
● SLP681M160A7P3 680 0.293 1.82 22 x 40 97M5665 2.060
● SLP681M160C5P3 680 0.293 1.85 25 x 35 97M5666 2.010
● SLP681M160E1P3 680 0.293 1.82 30 x 25 97M5667 2.140
● SLP821M160A4P3 820 0.243 2.04 22 x 45 97M5694 2.380
● SLP821M160C7P3 820 0.243 2.04 25 x 40 97M5695 2.300
● SLP821M160E3P3 820 0.243 2.04 30 x 30 97M5696 2.590
● SLP102M160C4P3 1000 0.199 2.40 25 x 45 97M5411 2.800
● SLP102M160E5P3 1000 0.199 2.25 30 x 35 97M5412 2.780
● SLP122M160H3P3 1200 0.166 2.49 35 x 30 97M5442 3.540
● SLP152M160E4P3 1500 0.133 2.84 30 x 45 97M5467 4.020
● SLP152M160H5P3 1500 0.133 2.84 35 x 35 97M5468 3.930
● SLP182M160E9P3 1800 0.111 3.32 30 x 50 97M5495 4.660
● SLP182M160H7P3 1800 0.111 3.00 35 x 40 97M5496 4.800
● SLP222M160H4P3 2200 0.090 3.50 35 x 45 97M5522 5.710

VOLTAGE: 180 VDC (225 VDC SURGE)

● SLP271M180A1P3 270 0.737 1.00 22 x 25 97M5533 1.390
● SLP331M180A3P3 330 0.603 1.20 22 x 30 97M5556 1.560
● SLP391M180A3P3 390 0.510 1.35 22 x 30 97M5583 1.620
● SLP391M180C1P3 390 0.510 1.35 25 x 25 97M5584 1.710
● SLP471M180A5P3 470 0.423 1.50 22 x 35 97M5609 1.960
● SLP471M180C3P3 470 0.423 1.50 25 x 30 97M5610 1.910
● SLP561M180A7P3 560 0.355 1.67 22 x 40 97M5640 2.070
● SLP561M180C3P3 560 0.355 1.67 25 x 30 97M5641 2.620
● SLP561M180E1P3 560 0.355 1.67 30 x 25 97M5642 2.780
● SLP681M180A4P3 680 0.293 1.78 22 x 45 97M5668 2.430
● SLP681M180C5P3 680 0.293 1.78 25 x 35 97M5669 3.050
● SLP681M180E3P3 680 0.293 1.78 30 x 30 97M5670 2.620
● SLP821M180A9P3 820 0.243 2.04 22 x 50 97M5697 2.990
● SLP821M180C7P3 820 0.243 2.04 25 x 40 97M5698 3.560
● SLP821M180E3P3 820 0.243 2.04 30 x 30 97M5699 3.690
● SLP102M180C4P3 1000 0.199 2.30 25 x 45 97M5413 4.200
● SLP102M180E5P3 1000 0.199 2.30 30 x 35 97M5414 5.140
● SLP102M180H3P3 1000 0.199 2.30 35 x 30 97M5415 3.680
● SLP122M180E7P3 1200 0.166 2.55 30 x 40 97M5443 5.050
● SLP152M180E4P3 1500 0.133 2.90 30 x 45 97M5469 6.100
● SLP152M180H7P3 1500 0.133 2.90 35 x 40 97M5470 5.040
● SLP182M180H4P3 1800 0.111 3.30 35 x 45 97M5497 5.880
● SLP222M180H9P3 2200 0.090 3.65 35 x 50 97M5523 6.980

VOLTAGE: 200 VDC (250 VDC SURGE)

● SLP221M200A1P3 220 0.905 0.99 22 x 25 97M5508 1.350
● SLP271M200A1P3 270 0.737 1.10 22 x 25 97M5534 1.390
● SLP331M200A3P3 330 0.603 1.25 22 x 30 97M5557 1.710
● SLP331M200C1P3 330 0.603 1.25 25 x 25 97M5558 1.680
● SLP391M200A5P3 390 0.603 1.35 22 x 35 97M5585 1.920
● SLP391M200C3P3 390 0.510 1.35 25 x 30 97M5586 1.850
● SLP471M200A7P3 470 0.423 1.50 22 x 40 97M5611 2.160
● SLP471M200C3P3 470 0.423 1.50 25 x 30 97M5612 2.190
● SLP471M200C5P3 470 0.423 1.60 25 x 35 97M5613 2.250
● SLP471M200E1P3 470 0.423 1.50 30 x 25 97M5614 2.250
● SLP561M200A4P3 560 0.355 1.67 22 x 45 97M5643 2.460
● SLP561M200C5P3 560 0.355 1.70 25 x 35 97M5644 2.510
● SLP561M200E1P3 560 0.355 1.67 30 x 25 97M5645 2.680
● SLP681M200A9P3 680 0.293 1.78 22 x 50 97M5671 2.840
● SLP681M200C5P3 680 0.293 1.72 25 x 35 97M5672 2.860
● SLP681M200C7P3 680 0.293 1.82 25 x 40 97M5673 2.900
● SLP821M200C4P3 820 0.243 2.10 25 x 45 97M5700 3.370
● SLP821M200H3P3 820 0.243 2.10 35 x 30 97M5702 3.730
● SLP102M200C9P3 1000 0.199 2.42 25 x 50 97M5416 3.930
● SLP102M200E7P3 1000 0.199 2.30 30 x 40 97M5417 3.960
● SLP102M200H5P3 1000 0.199 2.30 35 x 35 97M5418 4.340
● SLP122M200E4P3 1200 0.166 2.65 30 x 45 97M5445 4.740

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/105°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLP153M025C4P3 15000 0.040 3.60 25 x 45 97M5479 2.370

VOLTAGE: 35 VDC (44 VDC SURGE)

● SLP472M035C1P3 4700 0.113 2.20 25 x 25 97M5623 1.520
● SLP103M035C7P3 10000 0.053 3.04 25 x 40 97M5430 2.520
● SLP223M035H9P3 22000 0.024 5.48 35 x 50 97M5532 4.890

VOLTAGE: 50 VDC (63 VDC SURGE)

● SLP332M050C3P3 3300 0.141 2.00 25 x 30 97M5568 1.720
● SLP472M050C5P3 4700 0.099 2.43 25 x 35 97M5626 2.280

VOLTAGE: 63 VDC (79 VDC SURGE)

● SLP222M063C3P3 2200 0.181 2.00 25 x 30 97M5515 1.850
● SLP332M063E3P3 3300 0.121 2.50 30 x 30 97M5571 2.590
● SLP682M063H7P3 6800 0.059 3.84 35 x 40 97M5691 4.370
● SLP103M063H9P3 10000 0.040 5.11 35 x 50 97M5435 6.370

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-49

● 80D103P016JC2DE3 10k 1.00 x 1.38″ 65K3074 2.560 2.360
● 80D153P016JE2DE3 15k 1.00 x 2.00″ 67C0052 4.140 3.820
● 80D123P035KE2DE3 12k 1.38 x 1.38″ 65K3079 5.570 5.140

VOLTAGE: 50 WVDC, 63 VDC SURGE

● 80D332P050KB2DE3 3.3k 1.18 x 1.18″ 65K3090 3.730 3.450
● 80D472P050JE2DE3 4.7k 1.18 x 1.57″ 65K3095 4.580 4.230
● 80D682P050KE2DE3 6.8k 1.18 x 1.97″ 65K3101 5.020 4.640

VOLTAGE: 63 WVDC, 79 VDC SURGE

● 80D472P063KE2DE3 4.7k 1.18 x 1.97″ 65K3096 4.640 4.280
VOLTAGE: 200 WVDC, 250 VDC SURGE

● 80D221P200KA2DE3 220 1.18 x 1.00″ 65K3082 3.030 2.800
● 80D122P200ME2DE3 1.2k 1.38 x 2.00″ 65K3078 7.680 7.110

VOLTAGE: 450 VDC; 500 VDC SURGE

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

● ESMH451VNN151MP45T 150 1.658 1.19 22X45 34M3985 4.690 4.230
● ESMH451VNN181MA25T 180 1.381 1.33 35X25 16M8056 6.120 5.520
● ESMH451VNN181MP50T 180 1.381 1.34 22X50 34M3986 5.130 4.620
● ESMH451VNN221MQ50T 220 1.13 1.54 25.4X50 34M3987 7.470 6.730
● ESMH451VNN331MA40T 330 0.753 2 35X40 16M8065 8.540 7.700
● ESMH451VNN331MR50T 330 0.753 2.01 30X50 16M8069 7.900 7.130
● ESMH451VNN471MA50T 470 0.529 2.53 35X50 16M8074 10.370 9.350

(7057)

(7386)

†@+20°C, 120Hz 
*@+85°C, 120Hz

TYPE SLP/SLPX SNAP-IN
ALUMINUM ELECTROLYTIC
CAPACITORS

VOLTAGE: 16 WVDC, 20 VDC SURGE

Specifications

80D SERIES SNAP MOUNT ALUMINUM
ELECTROLYTIC CAPACITORS 
Features

• Tolerance: +/-20%
• Ripple Load Life: 3000 hours at rated voltage
• Operating Temp Range

-40°C to 85°C (SLPX Series)
-40°C to 105°C (SLP Series, 10 - 100 VDC)
-25°C to 105°C (SLP Series, 160 - 250 VDC)

• Size Range: 22 mm to 35 mm diameter, 10
mm lead spacing

Features

• Snap-Lock Terminals for Economical Solder
Assembly to PC Boards

• High-Frequency Characteristics and Parametric
Stability up to 100kHz

• Metal Encased with Thermoplastic Outer
Insulating Sleeve and Polymer Seat

• Small case size with high capacitance
• High ripple current

Applications

Applications

• Input/Output Filter Capacitors in Switching Power Supplies
• Other Industrial/Commercial Applications
Specifications

• Switching power supplies
• DC filtering

SLP SERIES (105°C MAX TEMP)

• Tolerance: -10%, +30%
• Life Validation Test: 2000 Hours @ +85°C
• Operating Temperature: -40°C to +85°C

VOLTAGE: 25 VDC (32 VDC SURGE)
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ALUMINUM ELECTROLYTIC CAPACITORS

TYPE SLP/SLPX SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.) TYPE SLP/SLPX SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 200 VDC (250 VDC SURGE)

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/105°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLP122M200H3P3 1200 0.166 2.49 35 x 30 97M5446 4.740
● SLP122M200H5P3 1200 0.166 2.65 35 x 35 97M5447 4.590
● SLP152M200H7P3 1500 0.133 3.08 35 x 40 97M5471 5.490
● SLP182M200H4P3 1800 0.111 3.48 35 x 45 97M5498 6.800
● SLP182M200H7P3 1800 0.111 3.31 35 x 40 97M5499 6.650

VOLTAGE: 250 VDC (300 VDC SURGE)

● SLP181M250A1P3 180 1.106 0.88 22 x 25 97M5485 1.570
● SLP181M250C1P3 180 1.106 0.95 25 x 25 97M5486 1.570
● SLP221M250A3P3 220 0.905 1.00 22 x 30 97M5511 1.720
● SLP221M250C1P3 220 0.905 1.08 25 x 25 97M5512 1.750
● SLP271M250A5P3 270 0.737 1.18 22 x 35 97M5536 1.940
● SLP331M250A3P3 330 0.603 1.15 22 x 30 97M5562 2.250
● SLP331M250A7P3 330 0.603 1.30 22 x 40 97M5563 2.100
● SLP331M250C3P3 330 0.603 1.30 25 x 30 97M5564 2.270
● SLP331M250E1P3 330 0.603 1.35 30 x 25 97M5565 2.590
● SLP391M250C5P3 390 0.510 1.49 25 x 35 97M5590 2.570
● SLP471M250A9P3 470 0.423 1.65 22 x 50 97M5618 3.060
● SLP471M250C7P3 470 0.423 1.65 25 x 40 97M5619 3.150
● SLP471M250E3P3 470 0.423 1.65 30 x 30 97M5620 3.330
● SLP561M250C4P3 560 0.355 1.80 25 x 45 97M5650 3.610
● SLP561M250E5P3 560 0.355 1.80 30 x 35 97M5651 3.540
● SLP681M250C9P3 680 0.293 2.03 25 x 50 97M5678 4.240
● SLP681M250E7P3 680 0.293 2.00 30 x 40 97M5679 4.310
● SLP681M250H3P3 680 0.293 2.00 35 x 30 97M5680 4.620
● SLP821M250E4P3 820 0.243 2.30 30 x 45 97M5706 5.160
● SLP821M250H5P3 820 0.243 2.30 35 x 35 97M5707 5.310
● SLP102M250E9P3 1000 0.199 2.70 30 x 50 97M5421 6.000
● SLP102M250H7P3 1000 0.199 2.69 35 x 40 97M5422 6.180
● SLP152M250H9P3 1500 0.144 3.61 35 x 50 97M5473 8.470

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/85°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLPX103M016A3P3 10000 0.066 2.89 22 x 30 97M5099 1.050
● SLPX183M016E3P3 18000 0.037 3.88 30 x 30 97M5185 1.660

VOLTAGE: 25 VDC (32 VDC SURGE)

● SLPX682M025A3P3 6800 0.088 2.56 22 x 30 97M5364 1.200
● SLPX103M025A5P3 10000 0.060 3.31 22 x 35 97M5100 1.500
● SLPX153M025A9P3 15000 0.040 4.21 22 x 50 97M5161 1.840
● SLPX153M025C7P3 15000 0.040 4.10 25 x 40 97M5162 1.910
● SLPX223M025C9P3 22000 0.027 5.29 25 x 50 97M5212 3.020
● SLPX223M025E7P3 22000 0.027 5.33 30 x 40 97M5213 2.830
● SLPX333M025E9P3 33000 0.018 5.29 30 x 50 97M5264 3.380
● SLPX333M025H4P3 33000 0.018 6.75 35 x 45 97M5265 3.960

VOLTAGE: 35 VDC (44 VDC SURGE)

● SLPX472M035A3P3 4700 0.113 2.46 22 x 30 97M5302 1.220
● SLPX472M035C1P3 4700 0.113 2.43 25 x 25 97M5303 1.300
● SLPX682M035A7P3 6800 0.078 2.97 22 x 40 97M5365 1.510
● SLPX682M035C3P3 6800 0.078 2.89 25 x 30 97M5366 1.470
● SLPX682M035E1P3 6800 0.078 3.09 30 x 25 97M5367 1.740
● SLPX822M035E3P3 8200 0.065 3.29 30 x 30 97M5400 1.910
● SLPX103M035C7P3 10000 0.053 3.65 25 x 40 97M5104 2.040
● SLPX103M035E3P3 10000 0.053 3.61 30 x 30 97M5105 2.160
● SLPX153M035C9P3 15000 0.035 4.77 25 x 50 97M5164 3.190
● SLPX153M035E7P3 15000 0.035 4.80 30 x 40 97M5165 2.840
● SLPX223M035H4P3 22000 0.024 6.38 35 x 45 97M5215 3.960

VOLTAGE: 50 VDC (63 VDC SURGE)

● SLPX222M050A1P3 2200 0.211 1.93 22 x 25 97M5194 1.070
● SLPX332M050A3P3 3300 0.141 2.41 22 x 30 97M5247 1.310
● SLPX332M050C1P3 3300 0.141 2.38 25 x 25 97M5248 1.300
● SLPX472M050A7P3 4700 0.099 3.02 22 x 40 97M5304 1.520
● SLPX472M050C3P3 4700 0.099 3.07 25 x 30 97M5305 1.680
● SLPX472M050E1P3 4700 0.099 3.01 30 x 25 97M5306 1.850
● SLPX562M050A7P3 5600 0.083 3.26 22 x 40 97M5338 1.890
● SLPX682M050A9P3 6800 0.068 3.94 22 x 50 97M5368 2.110
● SLPX682M050C7P3 6800 0.068 3.87 25 x 40 97M5369 2.170
● SLPX682M050E5P3 6800 0.068 3.93 30 x 35 97M5370 2.320
● SLPX103M050E7P3 10000 0.046 5.08 30 x 40 97M5106 3.040
● SLPX153M050H4P3 15000 0.031 6.56 35 x 45 97M5167 4.290
● SLPX183M050H9P3 18000 0.026 7.14 35 x 50 97M5191 4.930
● SLPX223M050H9P3 22000 0.021 7.89 35 x 50 97M5216 5.900

VOLTAGE: 63 VDC (79 VDC SURGE)

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/85°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLPX222M063A3P3 2200 0.181 2.35 22 x 30 97M5195 1.340
● SLPX472M063E3P3 4700 0.085 3.54 30 x 30 97M5309 2.450
● SLPX682M063E7P3 6800 0.059 4.55 30 x 40 97M5372 3.180
● SLPX682M063H3P3 6800 0.059 4.44 35 x 30 97M5373 3.340
● SLPX822M063H5P3 8200 0.049 5.05 35 x 35 97M5405 3.940
● SLPX103M063E9P3 10000 0.040 5.78 30 x 50 97M5108 4.300
● SLPX103M063H7P3 10000 0.040 5.57 35 x 40 97M5109 4.460

VOLTAGE: 80 VDC (100 VDC SURGE)

● SLPX222M080C3P3 2200 0.151 2.53 25 x 30 97M5198 1.970
● SLPX332M080A9P3 3300 0.101 3.23 22 x 50 97M5252 2.570
● SLPX332M080C7P3 3300 0.101 3.29 25 x 40 97M5253 2.620
● SLPX472M080H3P3 4700 0.071 4.12 35 x 30 97M5312 3.780
● SLPX682M080E9P3 6800 0.049 5.27 30 x 50 97M5374 4.860
● SLPX682M080H7P3 6800 0.049 5.24 35 x 40 97M5375 4.990

VOLTAGE: 100 VDC (125 VDC SURGE)

● SLPX102M100A3P3 1000 0.265 2.02 22 x 30 97M5083 1.460
● SLPX222M100C7P3 2200 0.121 3.21 25 x 40 97M5201 2.760
● SLPX222M100E3P3 2200 0.121 3.17 30 x 30 97M5202 2.910
● SLPX332M100E7P3 3300 0.080 4.18 30 x 40 97M5256 3.950
● SLPX472M100H7P3 4700 0.056 5.23 35 x 40 97M5314 5.420
● SLPX682M100H9P3 6800 0.039 6.01 35 x 50 97M5376 7.120

VOLTAGE: 160 VDC (200 VDC SURGE)

● SLPX391M160A1P3 390 0.510 1.63 22 x 25 97M5266 1.380
● SLPX471M160A3P3 470 0.423 1.86 22 x 30 97M5290 1.550
● SLPX471M160C1P3 470 0.423 1.86 25 x 25 97M5291 1.530
● SLPX561M160A3P3 560 0.355 2.15 22 x 30 97M5320 1.710
● SLPX681M160A7P3 680 0.293 2.35 22 x 40 97M5350 1.870
● SLPX681M160C3P3 680 0.293 2.33 25 x 30 97M5351 1.930
● SLPX821M160C5P3 820 0.243 2.65 25 x 35 97M5381 2.350
● SLPX102M160A9P3 1000 0.199 3.02 22 x 50 97M5084 2.650
● SLPX102M160C7P3 1000 0.199 3.00 25 x 40 97M5085 2.560
● SLPX102M160E3P3 1000 0.199 2.96 30 x 30 97M5086 2.870
● SLPX122M160H3P3 1200 0.166 3.40 35 x 30 97M5116 3.210
● SLPX182M160H5P3 1800 0.111 4.28 35 x 35 97M5175 4.320
● SLPX222M160H7P3 2200 0.090 4.96 35 x 40 97M5203 5.430

VOLTAGE: 180 VDC (225 VDC SURGE)

● SLPX331M180A1P3 330 0.603 1.49 22 x 25 97M5240 1.230
● SLPX471M180C1P3 470 0.423 2.08 25 x 25 97M5293 1.970
● SLPX222M180H7P3 2200 0.090 4.83 35 x 40 97M5204 5.430
● SLPX272M180H9P3 2700 0.074 5.30 35 x 50 97M5230 6.720

VOLTAGE: 200 VDC (250 VDC SURGE)

● SLPX271M200A1P3 270 0.737 1.37 22 x 25 97M5217 1.250
● SLPX331M200A1P3 330 0.603 1.51 22 x 25 97M5241 1.470
● SLPX331M200A3P3 330 0.603 1.63 22 x 30 97M5242 1.490
● SLPX391M200A3P3 390 0.510 1.73 22 x 30 97M5268 1.650
● SLPX471M200A3P3 470 0.423 1.97 22 x 30 97M5294 1.850
● SLPX561M200A7P3 560 0.355 2.18 22 x 40 97M5324 2.170
● SLPX561M200E1P3 560 0.355 2.15 30 x 25 97M5326 2.340
● SLPX681M200A4P3 680 0.293 2.48 22 x 45 97M5356 2.340
● SLPX681M200C5P3 680 0.293 2.48 25 x 35 97M5357 2.370
● SLPX821M200A9P3 820 0.243 2.81 22 x 50 97M5386 2.840
● SLPX821M200C7P3 820 0.243 2.79 25 x 40 97M5387 2.930
● SLPX821M200E3P3 820 0.243 2.75 30 x 30 97M5388 2.850
● SLPX102M200C4P3 1000 0.199 3.28 25 x 45 97M5089 3.190
● SLPX102M200E5P3 1000 0.199 3.15 30 x 35 97M5090 3.620
● SLPX102M200H3P3 1000 0.199 3.25 35 x 30 97M5091 4.050
● SLPX122M200E4P3 1200 0.166 3.80 30 x 45 97M5121 3.830
● SLPX122M200E7P3 1200 0.166 3.61 30 x 40 97M5122 3.600
● SLPX122M200H5P3 1200 0.166 3.57 35 x 35 97M5123 4.370
● SLPX152M200E4P3 1500 0.133 4.13 30 x 45 97M5150 4.840
● SLPX152M200H4P3 1500 0.133 4.26 35 x 45 97M5151 5.080
● SLPX152M200H7P3 1500 0.133 4.06 35 x 40 97M5153 5.160
● SLPX222M200H9P3 2200 0.090 5.25 35 x 50 97M5205 6.500

VOLTAGE: 250 VDC (300 VDC SURGE)

● SLPX221M250A1P3 220 0.905 1.24 22 x 25 97M5193 1.610
● SLPX271M250A3P3 270 0.737 1.50 22 x 30 97M5219 1.830
● SLPX331M250A3P3 330 0.603 1.66 22 x 30 97M5245 1.970
● SLPX331M250C1P3 330 0.603 1.61 25 x 25 97M5246 2.100
● SLPX391M250A5P3 390 0.510 1.88 22 x 35 97M5272 2.250
● SLPX471M250A7P3 470 0.423 2.15 22 x 40 97M5299 2.740
● SLPX471M250E1P3 470 0.423 2.04 30 x 25 97M5301 2.790
● SLPX561M250A4P3 560 0.355 2.48 22 x 45 97M5330 3.170

SLPX SERIES (85°C MAX TEMP)

VOLTAGE: 10 VDC (13 VDC SURGE)
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ALUMINUM ELECTROLYTIC CAPACITORS

381LX SERIES SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)TYPE SLP/SLPX SNAP-IN ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

VOLTAGE: 16 VDC
Case
Size Dia. Length

Case
Size Dia. Length

Case
Size Dia. Length

A1 0.867″ 1.000″ E5 1.181″ 1.378″ … … …
C1 1.000″ 1.000″ E7 1.181″ 1.575″ H7 1.378″ 1.575″
C5 1.000″ 1.38″ … … … … … …
E1 1.181″ 1.000″ E9 1.181″ 2.000″ H9 1.378″ 2.000″
E3 1.181″ 1.181″ H3 1.378″ 1.181″ … … …

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each 
1-9 10-24

● LP472M016A1P3 4700 A1 34H3104 1.090 0.968
● LP123M016E3P3 12000 E3 18M9166 2.040 1.810
● LP153M016H3P3 15000 H3 19M1077 2.830 2.510
● LP223M016E7P3 22000 E7 62H6012 4.090 3.630
● LP333M016H9P3 33000 H9 72K6664 4.110 3.660

VOLTAGE: 25 VDC

● LP332M025A1P3 3300 A1 08C0043 1.120 0.990
● LP562M025E1P3 5600 E1 34H3105 2.270 2.020
● LP682M025C5P3 6800 C5 94B0701 2.300 2.040
● LP103M025H3P3 10000 H3 18M9165 3.100 2.760
● LP153M025E7P3 15000 E7 18M9167 5.020 4.460
● LP223M025H9P3 22000 H9 72K6663 5.770 5.130

VOLTAGE: 35 VDC

● LP182M035A1P3 1800 A1 18M9169 1.820 1.620
● LP272M035C1P3 2700 C1 44F1604 2.420 2.150
● LP682M035E5P3 6800 E5 34H3106 3.690 3.280
● LP822M035H3P3 8200 H3 18M9173 2.790 2.480
● LP123M035H7P3 12000 H7 48F4687 3.330 2.960
● LP153M035H9P3 15000 H9 18M9168 3.690 3.280

VOLTAGE: 50 VDC

● LP122M050A1P3 1200 A1 73K4034 0.871 0.775
● LP152M050A1P3 1500 A1 44F1611 1.230 1.090
● LP222M050A5P3 2200 A5 08C0042 2.280 2.030
● LP332M050C5P3 3300 C5 18M9170 2.880 2.560
● LP332M050E3P3 3300 E3 44F1614 2.630 2.340
● LP472M050H3P3 4700 H3 72K6665 3.100 2.750
● LP682M050E9P3 6800 E9 72K6666 3.990 3.550
● LP822M050H9P3 8200 H9 44F1618 7.280 6.470

VOLTAGE: 63 VDC

● LP122M063C1P3 1200 C1 44F1620 1.380 1.230
● LP222M063E3P3 2200 E3 19M1079 1.870 1.660
● LP332M063H3P3 3300 H3 44F1623 6.980 6.200
● LP472M063E9P3 4700 E9 18M9172 4.510 4.010
● LP682M063H9P3 6800 H9 72K6667 7.850 6.980

VOLTAGE: 100 VDC

● LP222M100H7P3 2200 H7 95B9266 5.450 4.840

VOLTAGE: 250 VDC (300 VDC SURGE)

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(Ω)

Max. Ripple
120 Hz/85°C

(Arms)

Size
D x L
(mm) Stock No.

Price

1-9
● SLPX561M250C5P3 560 0.355 2.35 25 x 35 97M5331 3.160
● SLPX681M250C7P3 680 0.293 2.67 25 x 40 97M5362 3.710
● SLPX681M250E5P3 680 0.293 2.71 30 x 35 97M5363 3.700
● SLPX821M250E5P3 820 0.243 2.998 30 x 35 97M5393 3.640
● SLPX821M250H3P3 820 0.243 2.96 35 x 30 97M5394 4.750
● SLPX102M250E4P3 1000 0.199 3.56 30 x 45 97M5095 5.090
● SLPX102M250E5P3 1000 0.199 3.20 30 x 35 97M5096 4.960
● SLPX102M250E9P3 1000 0.199 3.73 30 x 50 97M5097 5.280
● SLPX102M250H5P3 1000 0.199 3.48 35 x 35 97M5098 5.240
● SLPX152M250H4P3 1500 0.133 4.33 35 x 45 97M5155 7.380

Mfg. Part No.
Cap.
(μF)

D x L 
(mm) Stock No.

Price Each
1-9 10-24 25-49

● 381LX103M016J012 10000 25 x 25 12C7837 2.170 2.070 1.860
● 381LX153M016J032 15000 25 x 35 12C7907 3.020 2.880 2.590

VOLTAGE: 25 VDC

● 381LX103M025J032 10000 25 x 35 12C7839 2.550 2.420 2.180
● 381LX153M025J452 15000 25 x 35 64K2286 3.390 3.230 2.910

VOLTAGE: 35 VDC

● 381LX472M035J012 4700 25 x 25 12C8098 2.170 2.070 1.860
● 381LX103M035J052 10000 25 x 50 12C7842 3.340 3.180 2.870
● 381LX223M035A052 22000 35 x 50 12C7982 5.910 5.620 5.060

VOLTAGE: 63 VDC

● 381LX222M063J022 2200 25 x 30 59K0470 2.260 2.150 1.940
● 381LX332M063K022 3300 30 x 30 12C8037 2.920 2.780 2.500
● 381LX472M063A022 4700 35 x 30 12C8103 4.590 4.370 3.930
● 381LX682M063A042 6800 35 x 40 59K0481 4.830 4.600 4.140
● 381LX822M063A452 8200 35 x 45 12C8197 5.360 5.100 4.590
● 381LX103M063A052 10000 35 x 45 59K0461 6.010 5.720 5.150
● 381LX123M063A052 12000 35 x 50 63H1006 7.820 7.440 6.700

VOLTAGE: 100 VDC

● 381LX152M100J042 1500 25 x 45 59K0465 3.110 2.970 2.670
VOLTAGE: 200 VDC

● 381LX101M200H202 100 22 x 20 63K7339 2.050 1.950 1.760
● 381LX221M200H012 220 22 x 25 59K0467 2.030 1.930 1.740
● 381LX331M200J012 330 25 x 25 59K0471 2.430 2.310 2.080
● 381LX331M200H022 330 22 x 30 12C8020 2.110 2.010 1.810
● 381LX391M200H022 390 22 x 30 63H1122 2.270 2.160 1.950
● 381LX471M200J032 470 25 x 35 59K0475 2.610 2.490 2.240
● 381LX471M200H032 470 22 x 35 59K0474 2.460 2.350 2.110
● 381LX681M200K022 680 30 x 30 59K0480 3.520 3.350 3.010
● 381LX681M200J032 680 25 x 35 59K0478 3.010 2.860 2.580
● 381LX681M200J042 680 25 x 40 59K0479 3.220 3.060 2.760
● 381LX102M200K032 1000 30 x 35 63H0975 4.180 3.980 3.590
● 381LX102M200K452 1000 30 x 45 59K0459 5.610 5.340 4.810
● 381LX122M200K052 1200 30 x 50 16F7814 5.300 5.040 4.540
● 381LX122M200A042 1200 35 x 40 59K0462 5.950 5.660 5.100
● 381LX152M200A042 1500 35 x 40 12C7900 6.870 6.540 5.890
● 381LX222M200A052 2200 35 x 50 12C7974 9.010 8.580 7.730

VOLTAGE: 250 VDC

● 381LX221M250J012 220 25 x 25 59K0468 2.430 2.320 2.090
● 381LX331M250H042 330 22 x 45 12C8021 2.980 2.840 2.550
● 381LX102M250A452 1000 30 x 45 59K0460 6.510 6.200 5.580
● 381LX122M250A452 1200 35 x 45 12C7864 7.350 7.000 6.300
● 381LX152M250A052 1500 35 x 50 59K0466 8.320 7.920 7.130

VOLTAGE: 400 VDC

● 381LX470M400H012 47 22 x 25 59K0473 2.360 2.240 2.020
● 381LX101M400H032 100 22 x 35 60K7123 2.390 2.270 2.050
● 381LX151M400J042 150 25 x 40 59K0463 3.300 3.140 2.830

VOLTAGE: 450 VDC

Mfg. Part No.
Cap.
(μF)

D x L 
(mm) Stock No.

Price Each
1-9 10-24 25-49

● 381LX680M450J022 68 25 x 30 59K0477 2.820 2.690 2.420
● 381LX101M450J042 100 25 x 30 12C7817 3.360 3.200 2.880
● 381LX101M450K022 100 30 x 30 59K0458 3.430 3.260 2.940
● 381LX151M450K022 150 30 x 30 59K0464 4.040 3.840 3.460
● 381LX221M450A042 220 35 x 40 60K7124 6.980 6.640 5.980
● 381LX221M450K052 220 35 x 40 59K0469 6.320 6.020 5.420
● 381LX271M450A032 270 35 x 35 12C7991 6.300 6.000 5.400
● 381LX331M450A042 330 35 x 40 59K0472 7.270 6.920 6.230
● 381LX391M450A452 390 35 x 45 94B1413 7.770 7.400 6.660
● 381LX471M450A052 470 35 x 45 59K0476 9.010 8.580 7.730

(114870)
(7291)

LP SERIES SNAP MOUNT ALUMINUM
ELECTROLYTIC CAPACITORS381LX SERIES SNAP-IN ALUMINUM

ELECTROLYTIC CAPACITORS

Specifications:

Most popular values listed. Additional values available, go online or call.

• Voltage: 10 VDC to 450 VDC
• Capacitance: 35μF to 150,000μF
• Tolerance: ±20%
• Operating Temperature: 

-40°C to +105°C for Values ≤ 315 VDC; 
-35°C to +105°C for Values ≥ 350 VDC

• Load Life: 3,000 h @full load at +105°C

Features
• 105°C - Long Life
• 22 to 35mm Diam.; 10mm Terminal Spacing
• Stable ESR

Applications:

Application

• Power Supplies and Motor Drives

• Ideal for Switchable Power Supplies
Specifications
• Tolerance: ± 20%
• Voltage Range: 16 VDC to 250 VDC
• Capacitance Range: 100 μF to 47,000 μF
• Operating Temperature: –40°C to +105°C

VOLTAGE: 16 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

LP SERIES SNAP MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Mnf. Part No.
Cap.
(uF)

DxL
(mm) Stock No.

Price
1-9

ESMQ161VSN561MP25S 560 22x25 16M8457 2.090
ESMQ161VSN681MP30S 680 22x30 16M8458 2.330
ESMQ161VSN821MP35S 820 22x35 16M8459 2.620
ESMQ161VSN102MP40S 1000 22x40 16M8449 2.980
ESMQ161VSN102MQ30S 1000 25.4x30 16M8450 3.070
ESMQ161VSN102MP40S 1000 22x40 16M8449 2.980
ESMQ161VSN152MR30S 1500 30x30 16M8451 4.400
ESMQ161VSN182MQ45S 1800 25.4x45 16M8452 4.490
ESMQ161VSN222MR40S 2200 30x40 16M8454 5.750
ESMQ161VSN332MA45S 3300 35x45 16M8455 8.370
ESMQ161VSN392MA50S 3900 35x50 16M8456 9.590

VOLTAGE: 200 VDC

ESMQ201VSN391MP25S 390 22x25 16M8470 2.090
ESMQ201VSN471MP30S 470 22x30 16M8471 2.260
ESMQ201VSN561MP30S 560 22x30 16M8473 2.440
ESMQ201VSN821MP40S 820 22x40 16M8476 3.280
ESMQ201VSN102MP45S 1000 22x45 16M8460 3.690
ESMQ201VSN102MQ35S 1000 25.4x35 16M8461 3.600
ESMQ201VSN102MR30S 1000 30x30 16M8462 4.330
ESMQ201VSN122MQ40S 1200 25.4x40 16M8463 4.240
ESMQ201VSN152MQ50S 1500 25.4x50 16M8464 5.270
ESMQ201VSN182MR45S 1800 30x45 16M8466 6.590
ESMQ201VSN222MA40S 2200 35x40 16M8467 8.060
ESMQ201VSN222MR50S 2200 30x50 16M8468 7.520
ESMQ201VSN272MA50S 2700 35x50 16M8469 9.210

VOLTAGE: 250 VDC

ESMQ251VSN391MP30S 390 22x30 16M8484 2.630
ESMQ251VSN471MP35S 470 22x35 16M8485 2.970
ESMQ251VSN561MP40S 560 22x40 16M8487 3.350
ESMQ251VSN561MQ30S 560 25.4x30 16M8488 3.400
ESMQ251VSN681MP45S 680 22x45 16M8489 3.790
ESMQ251VSN821MQ40S 820 25.4x40 16M8492 4.540
ESMQ251VSN102MQ45S 1000 25.4x45 16M8478 5.100
ESMQ251VSN102MR35S 1000 30x35 16M8479 5.660
ESMQ251VSN122MR40S 1200 30x40 16M8480 6.450
ESMQ251VSN182MA45S 1800 35x45 16M8483 9.390

VOLTAGE: 350 VDC

ESMQ351VSN151MP25S 150 22x25 16M8496 2.460
ESMQ351VSN271MQ30S 270 25.4x30 16M8497 3.210
ESMQ351VSN391MP50S 390 22x50 16M8498 4.820
ESMQ351VSN471MR35S 470 30x35 16M8499 5.100
ESMQ351VSN561MR40S 560 30x40 16M8500 5.930
ESMQ351VSN821MA45S 820 35x45 16M8502 8.560
ESMQ351VSN821MR50S 820 30x50 16M8503 9.450

VOLTAGE: 400 VDC

ESMQ401VSN151MP30S 150 22x30 16M8504 2.730
ESMQ401VSN181MP35S 180 22x35 16M8505 3.090
ESMQ401VSN221MP40S 220 22x40 16M8506 3.550
ESMQ401VSN221MQ30S 220 25.4x30 16M8507 3.900
ESMQ401VSN271MP45S 270 22x45 16M8508 4.090
ESMQ401VSN331MP50S 330 22x50 16M8512 4.220
ESMQ401VSN331MQ40S 330 25.4x40 16M8513 5.310
ESMQ401VSN391MQ45S 390 25.4x45 16M8514 6.050
ESMQ401VSN471MQ50S 470 25.4x50 16M8515 7.470
ESMQ401VSN471MR40S 470 30x40 16M8516 7.130
ESMQ401VSN561MR45S 560 30x45 16M8517 8.010
ESMQ401VSN681MA40S 680 35x40 16M8518 10.120
ESMQ401VSN681MR50S 680 30x50 16M8519 10.250
ESMQ401VSN821MA45S 820 35x45 16M8520 10.570

VOLTAGE: 450 VDC

ESMQ451VSN820MP25S 82 22x25 16M8537 2.380
ESMQ451VSN101MP25S 100 22x25 16M8522 2.640
ESMQ451VSN121MP30S 120 22x30 16M8523 2.970
ESMQ451VSN151MQ25S 150 25.4x25 16M8524 3.400
ESMQ451VSN181MP40S 180 22x40 16M8525 3.930
ESMQ451VSN181MQ30S 180 25.4x30 16M8526 3.920

VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each 
1-9 10-24

● LP151M200C1P3 150 C1 34H3100 1.670 1.480
● LP471M200H3P3 470 H3 18M9171 3.150 2.800
● LP102M200H9P3 1000 H9 18M9164 3.600 3.200

VOLTAGE: 250 VDC

● LP101M250A1P3 100 A1 18M9163 1.860 1.650

ESMQ SERIES ALUMINUM
ELECTROLYTIC CAPACITORS
Specifications:

(7159)

• Capacitance range: 82 to 3,900 μF
• Voltage range: 160 to 450 VDC
• Category temperature range: -25°C to

+85°C
• Standard capacitance tolerance: +/-20%
• Rated lifetime: 2,000 hours at +85°C
• Pin Spacing: 10 mm

Mfg. Part No.
Cap.
(uF)

Ripple
Current
(Arms)

DxL
(mm) Stock No.

Price Each

1-9 10-49
VOLTAGE: 400 WVDC

● 400HXC470M35X45 470 2.86 35 x 45 38M4953 10.070 9.330
● 400HXC560M35X50 560 3.15 35 x 50 38M4954 10.660 9.870

VOLTAGE: 450 WVDC

● 450HXC470M35X50 470 2.97 35 x 50 38M5832 11.610 10.750
MXC SERIES

VOLTAGE: 400 WVDC

● 400MXC220M30X30 220 1.1 30 x 30 38M5211 3.840 3.550
● 400MXC220M35X25 220 1.1 35 x 25 38M5212 4.320 4.000
● 400MXC330M30X40 330 1.44 30 x 40 38M5216 4.990 4.620
● 400MXC330M35X30 330 1.44 35 x 30 38M5217 5.330 4.940
● 400MXC470M35X40 470 1.9 35 x 40 38M5220 7.110 6.590

VOLTAGE: 450 WVDC

● 450MXC120M25X30 120 0.75 25 x 30 38M5968 2.780 2.580
● 450MXC150M35X25 150 0.75 35 x 25 38M5973 3.800 3.520
● 450MXC220M25X45 220 1.1 25 x 45 38M5977 4.930 4.560
● 450MXC220M35X30 220 1.05 35 x 30 38M5979 5.020 4.650
● 450MXC470M35X50 470 1.85 35 x 50 38M5986 9.360 8.660

MXG SERIES

VOLTAGE: 220 WVDC

● 220MXG680M22X45 680 1.78 22 x 45 38M2724 5.120 4.740
VOLTAGE: 250 WVDC

● 250MXG330M22X30 330 1.2 22 x 30 38M3657 3.080 2.850
● 250MXG390M22X35 390 1.3 22 x 35 38M3660 3.370 3.120
● 250MXG470M25X30 470 1.4 25 x 30 38M3664 4.270 3.950
● 250MXG680M30X30 680 1.7 30 x 30 38M3671 5.760 5.330

VOLTAGE: 400 WVDC

● 400MXG270M25X40 270 1.22 25 x 40 38M5242 4.960 4.590
VOLTAGE: 450 WVDC

● 450MXG120M22X30 120 0.72 22 x 30 38M5998 3.200 2.960
● 450MXG150M22X35 150 0.79 22 x 35 38M6001 3.780 3.500
● 450MXG150M30X25 150 0.79 30 x 25 38M6003 4.160 3.850
● 450MXG180M22X40 180 0.87 22 x 40 38M6004 4.360 4.040
● 450MXG180M30X25 180 0.87 30 x 25 38M6006 4.520 4.190
● 450MXG220M25X40 220 1.05 25 x 40 38M6008 5.460 5.050
● 450MXG220M30X30 220 1.05 30 x 30 38M6009 5.600 5.190
● 450MXG270M25X45 270 1.23 25 x 45 38M6011 6.500 6.010
● 450MXG270M30X35 270 1.23 30 x 35 38M6012 5.480 5.080
● 450MXG330M25X50 330 1.38 25 x 50 38M6014 6.260 5.790
● 450MXG330M30X40 330 1.38 30 x 40 38M6015 7.890 7.300
● 450MXG330M35X30 330 1.38 35 x 30 38M6016 8.090 7.490
● 450MXG390M30X45 390 1.61 30 x 45 38M6017 8.700 8.050
● 450MXG390M35X35 390 1.61 35 x 35 38M6018 9.590 8.880
● 450MXG470M30X50 470 1.78 30 x 50 38M6019 9.710 8.990
● 450MXG560M35X45 560 1.99 35 x 45 38M6022 13.030 12.060

(90593)

VOLTAGE: 160 VDC
Snap-In

HXC, MXC, MXG SERIES
SNAP-IN ALUMINUM
ELECTROLYTIC CAPACITORS

MXC HXC MXG

HXC SERIES

Features
• HXC SERIES

High Ripple
Load Life: 105°C, 2000 h

• MXC SERIES
Standard
Load Life: 105°C, 3000 h

• MXG SERIES
Miniaturized
Load Life: 105°C, 3000 h

Specifications:
• Tolerance: ±20%
• Operating Temp:

-40°C to +105°C, 10-100 VDC
-25°C to +105°C, 160-450 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

KMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)ESMQ SERIES ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

EKMH6R3VSN153MP25T 15000 0.066 1.72 22 x 25 16M6814 2.160 2.010
EKMH6R3VSN223MP35T 22000 0.045 2.23 22 x 35 16M6816 2.350 2.180
EKMH6R3VSN273MP40T 27000 0.037 2.54 22 x 40 16M6818 2.560 2.380
EKMH6R3VSN273MQ35T 27000 0.037 2.57 25.4 x 35 66K7008 2.640 2.450
EKMH6R3VSN473MQ50T 47000 0.021 3.69 25.4 x 50 16M6820 3.280 3.040
EKMH6R3VSN473MR40T 47000 0.021 3.69 30 x 40 16M6821 3.860 3.580

VOLTAGE: 10 VDC; 13 VDC SURGE

EKMH100VSN153MQ25T 15000 0.055 1.96 25.4 x 25 16M6248 2.470 2.290
EKMH100VSN183MP35T 18000 0.046 2.21 22 x 35 16M6249 2.760 2.560
EKMH100VSN223MQ35T 22000 0.038 2.54 25.4 x 35 16M6251 2.650 2.460
EKMH100VSN333MQ45T 33000 0.025 3.3 25.4 x 45 16M6253 3.170 2.940
EKMH100VSN393MR40T 39000 0.021 3.69 30 x 40 16M6255 3.920 3.640
EKMH100VSN683MA50T 68000 0.012 5.46 35 x 50 16M6260 5.490 5.090

VOLTAGE: 16 VDC; 20 VDC SURGE

EKMH160VSN682MP25T 6800 0.098 1.57 22 x 25 16M6348 2.070 1.920
● EKMH160VNN103MP30T 10000 0.066 1.97 22 x 30 16M6318 2.260 2.100

EKMH160VSN103MP30T 10000 0.066 1.97 22 x 30 16M6326 2.520 2.340
EKMH160VSN103MQ25T 10000 0.066 1.97 25.4 x 25 16M6328 2.700 2.500
EKMH160VSN123MP35T 12000 0.055 2.22 22 x 35 16M6329 2.340 2.170
EKMH160VSN123MQ30T 12000 0.055 2.24 25.4 x 30 16M6330 2.600 2.410
EKMH160VSN153MP40T 15000 0.044 2.55 22 x 40 16M6331 2.540 2.350
EKMH160VSN153MQ35T 15000 0.044 2.58 25.4 x 35 16M6332 2.740 2.540
EKMH160VSN183MP45T 18000 0.037 2.87 22 x 45 16M6336 3.050 2.830
EKMH160VSN183MQ40T 18000 0.037 2.92 25.4 x 40 16M6337 2.930 2.720
EKMH160VSN223MQ45T 22000 0.03 3.32 25.4 x 45 16M6339 3.190 2.960
EKMH160VSN223MR35T 22000 0.03 3.29 30 x 35 16M6340 3.690 3.420
EKMH160VSN273MQ50T 27000 0.025 3.78 25.4 x 50 16M6341 3.460 3.210
EKMH160VSN333MR45T 33000 0.02 4.3 30 x 45 66K7003 4.300 3.990
EKMH160VSN393MR50T 39000 0.025 4.81 30 x 50 16M6345 4.670 4.330

● EKMH160VNN473MA45T 47000 0.014 5.43 35 x 45 28M8597 5.370 4.980
EKMH160VSN473MA45T 47000 0.014 5.43 35 x 45 16M6347 6.590 6.110

VOLTAGE: 25 VDC; 32 VDC SURGE

EKMH250VSN472MP25T 4700 0.106 1.5 22 x 25 60K8423 2.390 2.220
EKMH250VSN562MP25T 5600 0.089 1.63 22 x 25 16M6467 2.160 2.010
EKMH250VSN682MP30T 6800 0.073 1.86 22 x 30 16M6468 2.260 2.090
EKMH250VSN822MP35T 8200 0.061 2.11 22 x 35 16M6469 2.380 2.210
EKMH250VSN822MQ30T 8200 0.061 2.12 25.4 x 30 16M6470 2.590 2.400

● EKMH250VNN103MP40T 10000 0.05 2.39 22 x 40 16M6437 2.540 2.360
EKMH250VSN103MP40T 10000 0.05 2.39 22 x 40 16M6449 2.570 2.380
EKMH250VSN103MQ35T 10000 0.05 2.42 25.4 x 35 16M6450 2.750 2.550
EKMH250VSN123MQ40T 12000 0.041 2.74 25.4 x 40 16M6453 2.880 2.670
EKMH250VSN153MQ45T 15000 0.033 3.15 25.4 x 45 16M6456 3.170 2.940
EKMH250VSN153MR35T 15000 0.033 3.13 30 x 35 16M6457 3.800 3.530
EKMH250VSN183MQ50T 18000 0.028 3.54 25.4 x 50 16M6459 3.460 3.210
EKMH250VSN183MR40T 18000 0.028 3.54 30 x 40 16M6460 4.120 3.820
EKMH250VSN223MR45T 22000 0.023 4.04 30 x 45 16M6462 4.300 3.990
EKMH250VSN273MA45T 27000 0.018 4.73 35 x 45 16M6463 5.400 5.010

VOLTAGE: 35 VDC; 44 VDC SURGE

● EKMH350VNN332MP25T 3300 0.126 1.4 22 x 25 16M6532 2.130 1.980
EKMH350VSN332MP25T 3300 0.126 1.4 22 x 25 16M6559 2.130 1.980
EKMH350VSN392MP30T 3900 0.106 1.57 22 x 30 16M6560 2.210 2.050
EKMH350VSN472MP30T 4700 0.088 1.72 22 x 30 16M6562 2.290 2.130
EKMH350VSN472MQ25T 4700 0.088 1.8 25.4 x 25 16M6564 2.490 2.310
EKMH350VSN562MP35T 5600 0.074 1.95 22 x 35 16M6565 2.450 2.280

VOLTAGE: 450 VDC

Mnf. Part No.
Cap.
(uF)

DxL
(mm) Stock No.

Price
1-9

ESMQ451VSN271MP50S 270 22x50 16M8528 5.390
ESMQ451VSN271MQ40S 270 25.4x40 16M8529 5.610
ESMQ451VSN331MQ50S 330 25.4x50 16M8531 6.180
ESMQ451VSN331MR40S 330 30x40 16M8532 6.540
ESMQ451VSN391MR40S 390 30x40 16M8533 7.360
ESMQ451VSN561MA45S 560 35x45 16M8536 10.710

VOLTAGE: 35 VDC; 44 VDC SURGE

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

EKMH350VSN562MQ30T 5600 0.074 1.96 25.4 x 30 16M6566 2.690 2.490
EKMH350VSN682MP40T 6800 0.061 2.22 22 x 40 16M6567 2.630 2.440
EKMH350VSN682MQ35T 6800 0.061 2.23 25.4 x 35 16M6569 2.750 2.550
EKMH350VSN822MP50T 8200 0.051 2.25 22 x 50 16M6571 2.900 2.690
EKMH350VSN822MQ40T 8200 0.051 2.23 25.4 x 40 16M6572 2.960 2.750

● EKMH350VNN103MQ45T 10000 0.041 2.87 25.4 x 45 16M6519 3.190 2.960
● EKMH350VNN103MR35T 10000 0.041 2.9 30 x 35 16M6521 3.770 3.500

EKMH350VSN103MR35T 10000 0.041 2.9 30 x 35 16M6548 3.720 3.450
EKMH350VSN103MQ45T 10000 0.041 2.87 25.4 x 45 16M6546 3.190 2.960
EKMH350VSN123MQ50T 12000 0.035 3.24 25.4 x 50 16M6550 3.430 3.180
EKMH350VSN153MA35T 15000 0.028 3.67 35 x 35 16M6552 4.820 4.470
EKMH350VSN153MR45T 15000 0.028 3.72 30 x 45 16M6553 4.410 4.090
EKMH350VSN183MA40T 18000 0.023 4.37 35 x 40 16M6555 5.080 4.710
EKMH350VSN223MA50T 22000 0.019 4.92 35 x 50 16M6557 5.690 5.280

VOLTAGE: 50 VDC; 63 VDC SURGE

EKMH500VSN272MP30T 2700 0.123 1.69 22 x 30 16M6785 2.290 2.120
EKMH500VSN272MQ25T 2700 0.123 1.7 25.4 x 25 16M6787 2.500 2.320
EKMH500VSN332MP35T 3300 0.1 1.93 22 x 35 16M6789 2.460 2.280
EKMH500VSN332MQ30T 3300 0.1 1.89 25.4 x 30 16M6791 2.650 2.460
EKMH500VSN392MP40T 3900 0.085 2.16 22 x 40 16M6792 2.630 2.440
EKMH500VSN392MQ35T 3900 0.085 2.18 25.4 x 35 16M6793 2.740 2.540

● EKMH500VNN472MP45T 4700 0.071 2.43 22 x 45 16M6767 2.840 2.640
EKMH500VSN472MP45T 4700 0.071 2.43 22 x 45 16M6797 2.820 2.620
EKMH500VSN472MQ35T 4700 0.071 2.39 25.4 x 35 16M6799 2.900 2.690
EKMH500VSN472MR30T 4700 0.071 2.25 30 x 30 16M6801 3.480 3.230
EKMH500VSN562MP50T 5600 0.059 2.75 22 x 50 16M6803 3.050 2.830
EKMH500VSN562MQ40T 5600 0.059 2.7 25.4 x 40 16M6805 3.140 2.910
EKMH500VSN562MR35T 5600 0.059 2.76 30 x 35 16M6806 3.750 3.470

● EKMH500VNN682MQ50T 6800 0.049 3.3 25.4 x 50 16M6775 3.540 3.290
EKMH500VSN682MQ50T 6800 0.049 3.3 25.4 x 50 16M6808 3.540 3.290
EKMH500VSN682MR40T 6800 0.049 3.3 30 x 40 16M6810 3.720 3.450
EKMH500VSN822MA35T 8200 0.04 3.55 35 x 35 16M6811 4.790 4.440
EKMH500VSN822MR45T 8200 0.04 3.6 30 x 45 16M6812 4.330 4.010
EKMH500VSN103MR50T 10000 0.033 4.04 30 x 50 16M6780 4.880 4.520
EKMH500VSN103MA40T 10000 0.033 4.03 35 x 40 60K8430 5.220 4.850
EKMH500VSN123MA45T 12000 0.028 4.55 35 x 45 16M6782 5.630 5.220

VOLTAGE: 63 VDC; 79 VDC SURGE

● EKMH630VNN222MP35T 2200 0.113 1.73 22 x 35 16M6835 2.390 2.220
EKMH630VSN222MP35T 2200 0.113 1.73 22 x 35 16M6856 2.430 2.250
EKMH630VSN222MQ30T 2200 0.113 1.74 25.4 x 30 16M6858 2.610 2.420
EKMH630VSN272MP40T 2700 0.092 1.97 22 x 40 16M6860 2.620 2.430
EKMH630VSN272MQ35T 2700 0.092 1.99 25.4 x 35 16M6861 2.760 2.560

● EKMH630VNN332MP50T 3300 0.075 2.29 22 x 50 85K8707 2.810 2.610
EKMH630VSN332MP50T 3300 0.075 2.29 22 x 50 16M6863 2.900 2.690
EKMH630VSN332MQ40T 3300 0.075 2.27 25.4 x 40 16M6865 2.960 2.750
EKMH630VSN392MQ45T 3900 0.064 2.54 25.4 x 45 16M6867 3.140 2.910
EKMH630VSN392MR35T 3900 0.064 2.55 30 x 35 16M6869 3.400 3.150
EKMH630VSN472MQ50T 4700 0.053 2.86 25.4 x 50 16M6872 3.460 3.210
EKMH630VSN472MR40T 4700 0.053 2.86 30 x 40 16M6873 3.750 3.470
EKMH630VSN562MR45T 5600 0.044 3.32 30 x 45 16M6876 4.380 4.070

● EKMH630VNN682MR50T 6800 0.037 3.65 30 x 50 16M6846 4.270 3.960
EKMH630VSN682MA40T 6800 0.037 3.64 35 x 40 16M6877 4.930 4.580
EKMH630VSN682MR50T 6800 0.037 3.65 30 x 50 43K5523 4.760 4.420
EKMH630VSN822MA45T 8200 0.03 3.9 35 x 45 16M6878 5.490 5.090
EKMH630VSN103MA50T 10000 0.025 4.4 35 x 50 16M6848 5.800 5.380

VOLTAGE: 100 VDC; 125 VDC SURGE

EKMH101VSN561MP25T 560 0.444 1.05 22 x 25 16M6314 2.150 1.990
EKMH101VSN821MP30T 820 0.303 1.32 22 x 30 16M6316 2.370 2.200
EKMH101VSN102MP35T 1000 0.249 1.5 22 x 35 16M6288 2.560 2.370
EKMH101VSN102MQ30T 1000 0.249 1.51 25.4 x 30 63K2294 2.740 2.550

● EKMH101VNN122MQ35T 1200 0.207 1.71 25.4 x 35 84K9829 3.080 2.860
EKMH101VSN122MQ35T 1200 0.207 1.71 25.4 x 35 16M6292 2.840 2.630
EKMH101VSN152MP45T 1500 0.166 1.94 22 x 45 16M6294 3.050 2.830
EKMH101VSN152MQ40T 1500 0.166 1.98 25.4 x 40 16M6296 3.110 2.880
EKMH101VSN182MQ45T 1800 0.138 2.23 25.4 x 45 16M6298 3.400 3.150
EKMH101VSN222MR40T 2200 0.113 2.7 30 x 40 16M6303 3.860 3.580
EKMH101VSN272MR45T 2700 0.092 2.88 30 x 45 16M6305 4.440 4.120
EKMH101VSN332MA40T 3300 0.075 3.27 35 x 40 16M6307 5.570 5.170
EKMH101VSN332MR50T 3300 0.075 3.28 30 x 50 16M6309 4.760 4.420
EKMH101VSN392MA45T 3900 0.064 3.67 35 x 45 16M6310 6.070 5.630
EKMH101VSN472MA50T 4700 0.053 3.8 35 x 50 16M6312 6.820 6.330

VOLTAGE: 160 VDC; 210 VDC SURGE

EKMH161VNN122MA30T 1200 0.207 2.44 35 x 30 53M6232 4.760 4.420

(106833)

KMH SERIES SNAP-MOUNT ALUMINUM
ELECTROLYTIC CAPACITORS

• Large Capacitance
• High CV
• High Ripple Current
• Max. Temperature: +105°C
• Load life: 2,000 hours at +105°C
• Not solvent proof
VOLTAGE: 6.3 VDC; 8 VDC SURGE

Features:
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ALUMINUM ELECTROLYTIC CAPACITORS

KMH SERIES SNAP-MOUNT ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

Case
Size

Dia.
(±0.78)

Length
(±1.57)

Pitch
(±0.38)

Case
Size

Dia.
(±0.78)

Length
(±1.57)

Pitch
(±0.38)

AK 34.93 41.28 12.7 DC 76.2 104.78 31.75
AA 34.93 53.98 12.7 DD 76.2 117.48 31.75
AH 34.93 66.68 12.7 DE 76.2 130.18 31.75
AC 34.93 104.78 12.7 DF 76.2 142.88 31.75
BB 50.8 79.38 22.23 DP 76.2 149.23 31.75
BC 50.8 104.78 22.23 DN 76.2 193.68 31.75
BD 50.8 117.48 22.23 DG 76.2 219.08 31.75
BF 50.8 142.88 22.23 FE 88.9 130.18 31.75
CC 63.5 104.78 28.58 FG 88.9 219.08 31.75
CF 63.5 142.88 28.58 ... ... ... ...

*Dimensions applicable to DCMC, DCM and 550C Series

(148829)

VOLTAGE: 200 VDC; 250 VDC SURGE

Mfg. Part No.
Cap.
(μF)

ESR†
(Ω)

Ripple*
(Arms)

D x L
(mm) Stock No.

Price Each
1-9 10-49

● EKMH201VNN271MP25T 270 0.614 1.09 22 x 25 16M6390 2.360 2.190
● EKMH201VNN331MQ25T 330 0.502 1.21 25.4 x 25 16M6395 2.690 2.490
● EKMH201VNN331MP30T 330 0.502 1.2 22 x 30 16M6393 2.470 2.300
● EKMH201VNN471MQ30T 470 0.353 1.41 25.4 x 30 16M6398 3.020 2.800
● EKMH201VNN561MQ35T 560 0.296 1.53 25.4 x 35 16M6402 3.430 3.180
● EKMH201VNN681MQ40T 680 0.244 1.74 25.4 x 40 16M6405 3.480 3.230
● EKMH201VNN821MR35T 820 0.202 2 30 x 35 16M6410 4.060 3.770
● EKMH201VNN102MR45T 1000 0.166 2.3 30 x 45 16M6376 4.560 4.230
● EKMH201VNN102MA35T 1000 0.166 2.3 35 x 35 16M6374 4.850 4.500
● EKMH201VNN122MR50T 1200 0.138 2.6 30 x 50 16M6381 5.050 4.680
● EKMH201VNN122MA40T 1200 0.207 2.65 35 x 40 16M6379 5.370 4.980
● EKMH201VNN222MA63T 2200 0.113 3.62 35 x 63 16M6388 7.920 7.350

VOLTAGE: 250 VDC; 300 VDC SURGE

● EKMH251VNN181MP25T 180 0.921 0.78 22 x 25 16M6475 2.400 2.230
● EKMH251VNN221MP30T 220 0.753 0.95 22 x 30 16M6477 2.520 2.340
● EKMH251VNN331MQ30T 330 0.502 1.2 25.4 x 30 16M6483 3.220 2.990
● EKMH251VNN471MQ40T 470 0.353 1.57 25.4 x 40 16M6488 3.720 3.450
● EKMH251VNN471MR30T 470 0.353 1.57 30 x 30 16M6489 3.860 3.580
● EKMH251VNN561MQ45T 560 0.296 1.79 25.4 x 45 16M6490 4.040 3.740
● EKMH251VNN681MR40T 680 0.244 2 30 x 40 16M6496 4.820 4.470
● EKMH251VNN102MA40T 1000 0.249 2.3 35 x 40 34M3833 6.500 6.030
● EKMH251VNN222MA80T 2200 0.113 3.87 35 x 80 16M6479 12.740 11.810

VOLTAGE: 400 VDC; 450 VDC SURGE

● EKMH401VNN470MP25T 47 5.29 0.37 22 x 25 34M3842 2.010 1.870
● EKMH401VNN680MP25T 68 3.656 0.51 22 x 25 30M0201 2.480 2.300
● EKMH401VNN101MP30T 100 2.486 0.64 22 x 30 34M3839 2.630 2.440
● EKMH401VNN121MP35T 120 2.072 0.72 22 x 35 34M3840 2.840 2.630
● EKMH401VNN221MQ45T 220 1.13 1.07 25.4 x 45 34M3841 4.180 3.880
● EKMH401VNN271MR40T 270 0.921 1.21 30 x 40 16M6618 4.700 4.360
● EKMH401VNN331MR45T 330 0.753 1.39 30 x 45 16M6627 5.250 4.870
● EKMH401VNN471MA45T 470 0.529 1.74 35 x 45 16M6631 7.660 7.110
● EKMH401VNN102MA80T 1000 0.249 3.01 35 x 80 04M7107 13.140 12.190

VOLTAGE: 450 VDC; 500 VDC SURGE

● EKMH451VNN101MP40T 100 2.486 0.64 22 x 40 16M6693 3.110 2.880
● EKMH451VNN181MR35T 180 1.381 0.87 30 x 35 34M3844 4.380 4.070
● EKMH451VNN221MQ50T 220 1.13 0.98 25.4 x 50 16M6710 4.670 4.330
● EKMH451VNN221MA30T 220 1.13 1 35 x 30 16M6708 5.220 4.850
● EKMH451VNN271MA35T 270 0.921 1.17 35 x 35 16M6714 5.830 5.410
● EKMH451VNN331MA40T 330 0.753 1.38 35 x 40 16M6717 6.530 6.060
● EKMH451VNN391MA45T 390 0.638 1.55 35 x 45 16M6720 7.370 6.840

EKMH451VND471MA50T** 470 0.529 1.72 35 x 50 76M9179 9.200 8.530
● EKMH451VND681MA70T** 680 0.42 2.3 35 x 70 34M3843 13.170 12.220
● EKMH451VNN821MA80T 820 0.303 2.73 35 x 80 16M6730 14.190 13.160

(7319)

Mfg. Part No.
Cap.
(mF)

ESR
(mΩ)

Ripple
(A)

Case
Size Stock No.

Price Each
1-4 5-9

● DCMC353U016AA2B 35 26.5 6.1 AA 64K2260 16.400 15.320
● DCMC903U016AC2B 90 11 13.5 AC 95B8790 24.930 23.300
● DCMC134U016BB2B 130 10.5 15.4 BB 95B8754 34.320 32.060
● DCMC324U016CC2B 320 5 25.6 CC 63K5157 63.460 59.300
● DCMC754U016DP2D 750 2.8 48.3 DP 60K5380 91.990 85.960

VOLTAGE: 25 VDC

● DCMC203U025AA2B 20 23.6 6.5 AA 59K0145 15.250 14.250
● DCMC523U025AC2B 52 17.6 10.7 AC 59K0157 23.960 22.390

VOLTAGE: 35 VDC

● DCMC363U035AC2B 36 20.1 10 AC 59K0153 22.040 20.590
● DCMC533U035BB2B 53 15.9 11.6 BB 59K0159 32.380 30.250
● DCMC214U035DC2B 210 5.2 28 DC 59K0146 86.470 80.790

VOLTAGE: 50 VDC

● DCMC592U050AK2B 5.9 47.9 4.1 AK 59K0160 14.620 13.660
● DCMC103U050AA2B 10 30.9 5.6 AA 59K0136 16.750 15.660
● DCMC163U050AB2B 16 23.6 7.4 AB 59K0141 20.320 18.990
● DCMC263U050AC2B 26 18.7 10.4 AC 59K0149 26.000 24.290
● DCMC383U050BB2B 38 16.3 11.9 BB 95B8776 36.100 33.730
● DCMC603U050BC2B 60 11.9 13.8 BC 95B8784 48.180 45.010
● DCMC154U050DC2B 150 6.7 23.7 DC 60K5377 100.900 94.280
● DCMC244U050DP2D 240 5.4 30.2 DP 59K0148 107.400 100.350

VOLTAGE: 63 VDC

● DCMC702U063AA2B 7 39 5 AA 26K2299 14.520 13.560
VOLTAGE: 75 VDC

● DCMC532U075AA2B 5.3 50.7 4.4 AA 59K0158 15.610 14.580
● DCMC902U075AB2B 9 38.6 5.8 AB 19C2053 18.850 17.610
● DCMC143U075AC2B 14 30.5 8.1 AC 59K0139 21.880 20.450
● DCMC193U075BB2B 19 21.4 10 BB 59K0144 30.260 28.270
● DCMC223U075AF2B 22 21.4 10.8 AF 74K3155 26.180 24.460
● DCMC303U075BC2B 30 15.6 12.1 BC 19C2013 39.840 37.230
● DCMC463U075BF2B 46 12 15.8 BF 59K0154 53.480 49.970
● DCMC743U075DC2B 74 12.9 17 DC 59K0163 79.220 74.020
● DCMC773UO75CF2A 77 11.2 19 CF 29C6169 75.700 70.730
● DCMC204U075DG2D 200 6.8 29.8 DG 19C2006 127.690 119.310

VOLTAGE: 100 VDC

● DCMC203U100BC2B 20 19.9 10.7 BC 09J4805 52.220 48.790
● DCMC763U100DF2B 76 11.2 21.3 DF 59K0164 110.430 103.180

VOLTAGE: 160 VDC

● DCMC502T160AC2B 5 42.9 6.9 AC 59K0156 27.150 25.370
VOLTAGE: 200 VDC

● DCMC152T200AH2B 1.5 100.5 3.4 AH 19C1991 19.940 18.630
● DCMC272T200AC2B 2.7 51.7 6.2 AC 59K0150 27.010 25.240
● DCMC432T200BB2B 4.3 46.1 7.1 BB 95B8779 41.860 39.110
● DCMC692T200BC2B 6.9 28.5 9.7 BC 59K0162 54.320 50.750
● DCMC113T200CC2B 11 20.3 12.7 CC 59K0137 78.790 73.620
● DCMC153T200CF2B 15 19.7 14.3 CF 95B8756 102.030 95.330
● DCMC183T200DD2B 18 16.9 16.1 DD 59K0142 120.820 112.890
● DCMC243T200DF2B 24 13.3 19.5 DF 95B8767 107.240 100.200

DCMC SERIES SCREW
TERMINAL ALUMINUM
ELECTROLYTIC CAPACITORS

VOLTAGE: 16 VDC

†@+20°C, 120Hz 
*@+105°C, 120Hz

UNINSULATED CASE DIMENSIONS (mm)*

Features

** 4-pin snap-in style

• Low ESR
• Handle Large Ripple Currents
• Thermal-Pak™ Extended Cathode Construction

Helps Assure Cool Operation with Heat Flow from
the Capacitor Element to the Can

• Ideal for Power Supplies and UPS Systems

Specifications
• Tolerance: -10%, +75% up to 100 VDC;

-10%, +50% for 160 VDC and Up
• Operating Temperature: –40°C to +85°C

For mounting brackets, see on page 475
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ALUMINUM ELECTROLYTIC CAPACITORS

TYPE 550C INVERTER GRADE
SCREW TERMINAL ALUMINUM
ELECTROLYTIC CAPACITORS

DCMC SERIES SCREW TERMINAL ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

(148835)

See dimension table in DCMC series module, on pages 469-470

Mfg. Part No.
Cap.
(μF)

ESR Max.
(Ω)

@120Hz

Ripple
(A)

@85°C
120Hz

Case
Size Stock No.

Price Each

1-9 10-24
● DCM153U016AH2B 15000 0.055 4.043 AH 66F3983 15.070 14.050

VOLTAGE: 25 VDC

● DCM152U025AK2B 1500 0.136 2.293 AK 59K0174 12.280 11.440
● DCM103U025AB2B 10000 0.09 3.96 AB 66F3984 15.320 14.270

VOLTAGE: 40 VDC

● DCM522U040AA2B 5200 0.085 3.093 AA 59K0185 11.770 10.970
VOLTAGE: 50 VDC

● DCM292U050AB2B 2900 0.09 6.08 AB 66F3980 14.520 13.530
● DCM103U050AC2B 10000 0.029 6.4 AC 59K0173 18.880 17.590
● DCM413U050DC2B 41000 0.018 14 DC 59K0181 44.690 41.640

VOLTAGE: 75 VDC

● DCM472U075AH2B 4700 0.07 4.2 AH 59K0184 16.990 15.830
● DCM193U075BC2B 19000 0.023 9.3 BC 29C6135 34.130 31.800

VOLTAGE: 100 VDC

● DCM122U100AB2B 1200 0.19 2.2 AB 66F3987 15.180 14.150
● DCM243U100DC2B 24000 0.016 13 DC 66K6398 68.030 63.390

VOLTAGE: 200 VDC

● DCM102T200AC2B 1000 0.114 2.927 AC 66F3982 18.480 17.220
● DCM742T200DF2B 7400 0.038 10.2 DF 60K5392 62.220 57.980

VOLTAGE: 250 VDC

● DCM551T250AC2B 550 0.189 2.278 AC 66F3985 15.320 14.270
● DCM202T250BC2A 2000 0.52 5.8 BC 59K0175 39.960 37.230
● DCM352T250BD2A 3500 0.45 6.3 BD 59K0179 51.350 47.850

VOLTAGE: 450 VDC

● DCM112T450DC2B 1100 0.11 6.4 DC 50B2167 62.370 58.120
● DCM182T450DP2B 1800 0.054 8.666 DP 60K5390 87.670 81.700
● DCM202T450CD2D 2000 0.067 5.961 CD 96B2204 77.330 72.060
● DCM202T450DE2B 2000 0.059 8.4 DE 66F3981 78.300 72.960
● DCM242T450DF2B 2400 0.36 10.58 DF 59K0176 88.250 82.230

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-4 5-9

● CGH172T250V2L 1700 2.000 x 2.625″ 69K1773 29.900 27.860
● CGH292T250V3L 2900 2.000 x 3.625″ 74K3712 33.610 31.320

VOLTAGE: 450 VDC

● CGH102T450V3L 1000 2.000 x 3.625″ 69K1772 46.040 42.900
● CGH462T450X5L 4600 3.000 x 5.625″ 69K1776 165.600 154.310
● CGH772T450X8L 7700 3.000 x 8.625″ 69K1777 239.410 223.090
● CGH692T500X8L 6900 3.000 x 8.625″ 99F8896 356.800 332.470

Mounting brackets ordered separately, on page 475

VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(mF)

ESR
(mΩ)

Ripple
(A)

Case
Size Stock No.

Price Each
1-4 5-9

● DCMC373T200DG2B 37 9.6 25.2 DG 95B8775 159.100 148.650
● DCMC513T200FG2D 51 7.9 31.1 FG 60K5378 229.450 214.380

VOLTAGE: 250 VDC

● DCMC152T250AB2B 1.5 100.5 3.4 AB 59K0140 23.310 21.780
● DCMC192T250AJ2B 1.9 69.6 5.2 AJ 59K0143 23.130 21.610
● DCMC682T250BF2B 6.8 21.2 11.9 BF 59K0161 69.190 64.640

VOLTAGE: 450 VDC

● DCMC681T450AC2B 0.68 169.5 3.4 AC 60K5379 28.340 26.480
● DCMC102T450BB2B 1 137 4.3 BB 59K0135 41.520 38.800
● DCMC242T450CC2B 2.4 54.7 7.7 CC 59K0147 79.580 74.360
● DCMC332T450CE2B 3.3 40.4 9.2 CE 59K0151 103.600 96.800
● DCMC562T450DF2B 5.6 28.8 13.3 DF 28H9102 115.020 107.470

(7161)

(7385)

(64073)

DCM SERIES SCREW TERMINAL
ALUMINUM ELECTROLYTIC
CAPACITORS

CGH SERIES SCREW
TERMINAL ALUMINUM
ELECTROLYTIC CAPACITORS

Mnf. Part No.
Cap.
(μF)

Max. ESR
120 Hz/25°C

(mΩ)

Max. Ripple
120Hz/85°C

(A)
Case
Size Stock No.

Price

1-4
● 550C292T250BC2B 2900 37.4 10.9 BC 63M9794 84.980
● 550C902T250DE2B 9000 13.9 24.6 DE 06M4279 134.970

VOLTAGE: 400 VDC (450 VDC SURGE)

● 550C102T400BJ2B 1000 94.2 6.6 BJ 04R6387 74.290
● 550C342T400CF2B 3400 28.9 15.8 CF 67H8438 188.560
● 550C562T400DP2B 5600 18.1 22.4 DP 94C3038 151.760

VOLTAGE: 450 VDC (500 VDC SURGE)

● 550C142T450BF2B 1400 53.3 10.2 BF 04R6388 119.290
● 550C332T450DE2B 3300 22.7 19.2 DE 20M6608 156.190
● 550C372T450DF2B 3700 20.2 20.9 DF 58K3688 152.460
● 550C402T450DP2B 4000 19.2 21.8 DP 25C0093 184.960
● 550C442T450FE2D 4400 17 24.3 FE 57K2250 211.680

VOLTAGE: 500 VDC (550 VDC SURGE)

● 550C372T500DP2B 3700 32.4 16.8 DP 04R6389 247.430
● 550C542U500DN2B 5400 26.1 20.9 DN 04R6390 351.730

Most popular values listed. Additional values available, go online or call.

• Power Supply Filters
• Energy Storage Situations

Mounting brackets ordered separately, on page 475

VOLTAGE: 250 VDC

(121668)
VOLTAGE: 16 VDC

Features

Features

Applications

• High Ripple Current @ 85°C Max.
• High Reliability

• Ultra Ripple (up to 105 A)
• Long-Life (100,000 hour in typical applications)
• ESRs to 7 mΩ

• Operating Temperature: –40°C to +85°C
• Tolerance: -10%, +75% up to 100 VDC;

-10%, +50% for 160 VDC and Up

Application

Specifications

• Suitable for Use in Most AC Drive and UPS Applications

Specifications

• Tolerance: –10% +50%
• Operating Temperature: –40°C to +105°C
• Life Test: 10,000 hours with rated ripple &

voltage @ 85°C
and 5,000 hours @ 105°C

Specifications

VOLTAGE: 250 VDC (300 VDC SURGE)

See dimension table in DCMC series module, on pages 469-470

• Tolerance: -10%, +50%
• Voltage Range: 250 VDC to 500 VDC
• Capacitance Range: 350 μF to 22,000 μF
• Operating Temperature: -40°C to +85°C
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ALUMINUM ELECTROLYTIC CAPACITORS

CGS SERIES SCREW TERMINAL ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

D × L
(in.) Stock No.

Price Each
1-9 10-24

● CGS892U016R2C 8.9k 1.375 × 2.125 69K1905 14.000 13.040
● CGS103U016R2C 10k 1.375 × 2.125 69K1791 13.160 12.260
● CGS153U016R2L 15k 2.000 × 3.625 70K9915 14.250 13.280
● CGS173U016R3C 17k 1.375 × 3.125 69K1823 13.670 12.740
● CGS233U016V3C 23k 2.000 × 3.125 69K1838 20.250 18.870
● CGS243U016R3C 24k 1.375 × 3.125 69K1843 14.720 13.720
● CGS253U016R4C 25k 1.375 × 4.125 69K1847 17.070 15.910
● CGS383U016V3C 38k 2.000 × 3.125 69K1861 18.330 17.080
● CGS503U016V3C 50k 2.000 × 3.125 69K1880 19.570 18.230
● CGS553U016V3L 55k 2.000 × 3.625 69K1883 21.230 19.780
● CGS663U016V4C 66k 2.000 × 4.125 69K1895 24.190 22.540
● CGS803U016X4C 80k 3.000 × 4.125 69K1903 40.490 37.730
● CGS104U016X5C 100k 3.000 × 5.125 69K1795 43.400 40.440
● CGS114U016W4C 110k 2.500 × 4.125 69K1799 31.490 29.340
● CGS124U016X3L 120k 3.000 × 3.625 69K1807 35.820 33.380
● CGS214U016X5R 210k 3.000 × 5.875 69K7591 48.420 45.120

VOLTAGE: 20 VDC; 22 VDC SURGE

● CGS105UGX8L6PH 1 F 3.000 × 8.625 92F5678 261.650 243.810
VOLTAGE: 25 VDC; 30 VDC SURGE

● CGS562U025R3C 5.6k 1.375 × 3.125 60F3677 14.770 13.760
● CGS892U025R3C 8.9k 1.375 × 3.125 69K1906 14.840 13.830
● CGS103U025R3C 10k 1.375 × 3.125 69K1792 14.700 13.690
● CGS123U025V3C 12k 2.000 × 3.125 69K1802 20.110 18.730
● CGS183U025R4C 18k 1.375 × 4.125 69K1826 16.980 15.820
● CGS203U025V3C 20k 2.000 × 3.125 72K6624 18.640 17.370
● CGS283U025V3C 28k 2.000 × 3.125 69K1850 17.730 16.520
● CGS293U025V4C 29k 2.000 × 4.125 69K1853 22.810 21.260
● CGS413U025V4C 41k 2.000 × 4.125 69K1867 24.090 22.450
● CGS433U025X4C 43k 3.000 × 4.125 69K1871 40.140 37.400
● CGS473U025V4C 47k 2.000 × 4.125 69K1876 24.090 22.450
● CGS573U025X5C 57k 3.000 × 5.125 60F3682 43.850 40.860
● CGS683U025V4C 68k 2.000 × 4.125 69K1897 29.430 27.430
● CGS124U025X4C 120k 3.000 × 4.125 88F6022 44.750 41.700

VOLTAGE: 30 VDC; 40 VDC SURGE

● CGS802U030R3C 8k 1.375 × 3.125 50F6803 13.760 12.820
● CGS802T030R3C 8k 1.375 × 3.125 34C6382 14.110 13.140
● CGS153U030R4L 15k 1.375 × 4.625 69K1815 19.270 17.950
● CGS303U030V4C 30k 2.000 × 4.125 69K1854 22.950 21.390
● CGS553U030W4C 55k 2.500 × 4.125 69K1884 29.830 27.800
● CGS104U030X5L 100k 3.000 × 5.625 50B4883 49.140 45.790

VOLTAGE: 35 VDC; 45 VDC SURGE

● CGS123U035R4C 12k 1.375 × 4.125 69K1803 16.980 15.820
● CGS213U035V3C 21k 2.000 × 3.125 95B9246 20.950 19.520

VOLTAGE: 40 VDC; 50 VDC SURGE

● CGS222U040R2C 2.2k 1.375 × 2.125 69K1835 13.530 12.610
● CGS272U040R2C 2.7k 1.375 × 2.125 69K1849 13.760 12.820
● CGS352U040R2C 3.5k 1.375 × 3.125 74K2455 13.060 12.170
● CGS472U040R2C 4.7k 1.375 × 2.125 69K1875 13.760 12.820
● CGS512U040R3C 5.1k 1.375 × 3.125 69K1881 15.350 14.300
● CGS602U040R3C 6k 1.375 × 3.125 69K1890 14.840 13.830
● CGS622U040R4C 6.2k 1.375 × 4.125 17F1797 17.120 15.950
● CGS902U040R4C 9k 1.375 × 4.125 69K1907 17.120 15.950
● CGS932U040V3C 9.3k 2.000 × 3.125 17F1798 32.840 30.600
● CGS113U040V3C 11k 2.000 × 3.125 69K1798 19.690 18.340
● CGS123U040R4C 12k 1.375 × 4.125 69K1804 16.980 15.820
● CGS133U040V4C 13k 2.000 × 4.125 69K1808 24.630 22.950
● CGS173U040V3C 17k 2.000 × 3.125 95B9252 20.670 19.260
● CGS203U040V5L 20k 2.000 × 5.625 69K1830 26.500 24.690
● CGS223U040V3C 22k 2.000 × 3.125 69K1837 21.200 19.760
● CGS233U040V4C 23k 2.000 × 4.125 69K1839 21.740 20.260
● CGS403U040W4C 40k 2.500 × 4.125 69K1864 28.550 26.600

VOLTAGE: 40 VDC; 50 VDC SURGE

Mfg. Part No.
Cap.
(μF)

D × L
(in.) Stock No.

Price Each
1-9 10-24

● CGS433U040X5C 43k 3.000 × 5.125 69K1872 43.430 40.460
● CGS683U040X4C 68k 3.000 × 4.125 69K1898 42.170 39.290

VOLTAGE: 50 VDC; 65 VDC SURGE

● CGS162U050R2C 1.6k 1.375 × 2.125 69K1820 13.060 12.170
● CGS412U050R3C 4.1k 1.375 × 3.125 69K1866 15.490 14.430
● CGS432U050R4C 4.3k 1.375 × 4.125 69K1870 17.070 15.910
● CGS572U050R3C 5.7k 1.375 × 3.125 69K1887 13.670 12.740
● CGS652U050V3C 6.5k 2.000 × 3.125 69K1894 20.290 18.910
● CGS682U050R3C 6.8k 1.375 × 3.125 69K1896 14.140 13.170
● CGS962U050V4C 9.6k 2.000 × 4.125 69K1909 22.950 21.390
● CGS103U050R4C 10k 1.375 × 4.125 69K1793 17.170 16.000
● CGS123U050R5L 12k 1.375 × 5.625 69K1805 18.430 17.170
● CGS133U050V3C 13k 2.000 × 3.125 90F1672 20.150 18.780
● CGS153U050V4C 15k 2.000 × 4.125 69K1816 21.130 19.690
● CGS183U050V3C 18k 2.000 × 3.125 34C6378 22.160 20.650
● CGS203U050V4C 20k 2.000 × 4.125 69K1831 23.210 21.630
● CGS253U050W4C 25k 2.500 × 4.125 69K1848 27.870 25.970
● CGS433U050X5C 43k 3.000 × 5.125 95F1178 43.380 40.420
● CGS563U050X3L 56k 3.000 × 3.625 69K1886 48.350 45.050
● CGS603U050X5C 60k 3.000 × 5.125 69K1891 50.800 47.330

VOLTAGE: 75 VDC; 95 VDC SURGE

● CGS821U075R2C 820 1.375 × 2.125 61M2688 18.240 17.000
● CGS152U075R3C 1.5k 1.375 × 3.125 69K1814 15.210 14.170
● CGS222U075R2C 2.2k 1.375 × 2.125 69K1836 13.760 12.820
● CGS292U075R3C 2.9k 1.375 × 3.125 69K1852 21.920 20.430
● CGS422U075R4C 4.2k 1.375 × 4.125 69K1869 18.380 17.130
● CGS482U075V3C 4.8k 2.000 × 3.125 69K1878 21.200 19.760
● CGS562U075R4C 5.6k 1.375 × 4.125 69K1885 17.120 15.950
● CGS632U075R5L 6.3k 1.375 × 5.625 69K1892 18.940 17.650
● CGS752U075V5L 7.5k 2.000 × 5.625 60F3696 27.450 25.580
● CGS103U075V3C 10k 2.000 × 3.125 69K1794 21.650 20.170
● CGS103U075V4C 10k 2.000 × 4.125 72K6622 22.020 20.520
● CGS153U075V5L 15k 2.000 × 5.625 69K1817 25.750 23.990
● CGS173U075X4C 17k 3.000 × 4.125 69K1824 42.910 39.990
● CGS253U075W5L 25k 2.500 × 5.625 88F1812 37.410 34.860
● CGS253U075X4C 25k 3.000 × 4.125 95B9256 36.780 34.270
● CGS373U075X5L 37k 3.000 × 5.625 69K1860 50.650 47.200

VOLTAGE: 100 VDC; 125 VDC SURGE

● CGS122U100R3C 1.2k 1.375 × 3.125 69K1801 15.160 14.130
● CGS172U100R3C 1.7k 1.375 × 3.125 69K1822 13.670 12.740
● CGS242U100R4C 2.4k 1.375 × 4.125 69K1841 18.330 17.080
● CGS402U100V4C 4k 2.000 × 4.125 69K1863 23.140 21.560
● CGS902U100V5L 9k 2.000 × 5.625 69K1908 30.180 28.120
● CGS103U100W4C 10k 2.500 × 4.125 74K4900 30.130 28.080
● CGS153U100X4C 15k 3.000 × 4.125 69K1818 39.930 37.210
● CGS153U100W5L 15k 2.500 × 5.625 95B9248 35.360 32.950
● CGS183U100V4C 18k 2.000 × 4.125 97C8397 52.430 48.850

VOLTAGE: 150 VDC; 175 VDC SURGE

● CGS401U150R2C 400 1.375 × 2.125 72K6625 14.140 13.170
● CGS112U150R4C 1.1k 1.375 × 4.125 69K1797 16.980 15.820
● CGS242U150V3C 2.4k 2.000 × 3.125 69K1842 24.050 22.410
● CGS352U150V5L 3.5k 2.000 × 5.625 69K1859 24.820 23.120
● CGS572U150X4C 5.7k 3.000 × 4.125 61M2687 37.970 35.380
● CGS872U150X5R 8.7k 3.000 × 5.875 69K1904 50.980 47.510
● CGS123U150X5L 12k 3.000 × 5.625 69K1806 62.590 58.330

VOLTAGE: 200 VDC; 250 VDC SURGE

● CGS102T200R4C 1k 1.375 × 4.125 69K1788 16.980 15.820
● CGS142T200V3C 1.4k 2.000 × 3.125 69K1810 20.250 18.870
● CGS162T200V3C 1.6k 2.000 × 3.125 69K1819 20.900 19.470
● CGS202T200V4C 2k 2.000 × 4.125 69K1828 23.420 21.820
● CGS502T200W5C 5k 2.500 × 5.125 69K1879 44.010 41.010
● CGS542T200X4L 5.4k 3.000 x 4.625 69K1882 52.540 48.960
● CGS742T200X5L 7.4k 3.000 × 5.625 69K1899 65.280 60.830
● CGS772T200X5L 7.7k 3.000 × 5.625 69K1901 54.710 50.980

VOLTAGE: 250 VDC; 300 VDC SURGE

● CGS201T250R2C 200 1.375 × 2.125 69K1827 14.930 13.910
● CGS251T250R2C 250 1.375 × 2.125 69K1844 13.760 12.820
● CGS471T250R3C 470 1.375 x 3.125 95B9257 15.160 14.130
● CGS551T250R4C 550 1.375 × 4.125 69K8372 17.120 15.950
● CGS122T250V3C 1.2k 2.000 × 3.125 69K1800 21.340 19.890
● CGS192T250W4C 1.9k 2.500 × 4.125 90B3379 35.940 33.490
● CGS252T250V5L 2.5k 2.000 × 5.625 69K1846 31.930 29.750

CGS SERIES SCREW TERMINAL
ALUMINUM ELECTROLYTIC CAPACITORS
Features
• High CV Product
• Screw Terminals
Applications
• High Current Filtering or Energy Storage
Specifications
• Tolerance: 6.3 VDC to 150 VDC: -10%,

+75%; 200 VDC to 450 VDC: -10%, +50%
• Capacitance Range: 75 μF to 1,500,000 μF
• Voltage Range: 6.3 to 500 VDC
• Operating Temperature: -40°C to +85°C

VOLTAGE: 16 VDC; 20 VDC SURGE

Mounting brackets ordered separately, go online or call. Additional values available, go online or call for details.
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CGS SERIES SCREW TERMINAL ALUMINUM ELECTROLYTIC
CAPACITORS (CONT.)

Case
Size

Dia.
D ± 0.032

Length
L ± 0.063

Case
Size

Dia.
D ± 0.032

Length
L ± 0.063

AA 1.375″ 2.125″ BE 2.000″ 5.125″
AB 1.375″ 3.125″ BF 2.000″ 5.625″
AC 1.375″ 4.125″ BL 2.000″ 3.625″
AD 1.375″ 4.625″ BM 2.000″ 2.625″
AE 1.375″ 5.125″ BN 2.000″ 1.625″
AL 1.375″ 3.625″ CB 2.500″ 3.125″
AM 1.375″ 2.625″ CC 2.500″ 4.125″
AN 1.375″ 1.625″ CD 2.500″ 4.625″
BA 2.000″ 2.125″ DC 3.000″ 4.125″
BB 2.000″ 3.125″ DD 3.000″ 4.625″
BC 2.000″ 4.125″ DJ 3.000″ 8.625″
BD 2.000″ 4.625″ DL 3.000″ 3.625″

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-9 10-49

36DA183F016AN2A 18,000 AN 95F4431 8.930 7.390
36DA333F016AA2A 33,000 AA 95F4432 9.730 8.050
36DA473F016AM2A 47,000 AM 95F4433 10.320 8.540
36DA104F016AD2A 100,000 AD 95F4436 12.990 10.750

VOLTAGE: 25 VDC

36DA123F025AA2A 12,000 AA 95F4439 9.650 7.990
36DA223F025BA2A 22,000 BA 95F4441 12.600 10.420
36DA683F025BL2A 68,000 BL 95F4445 17.850 14.770

VOLTAGE: 35 VDC

36DA562F035AN2B 5,600 AN 96B9123 8.430 6.970
36DA103F035AA2A 10,000 AA 95F4447 8.980 7.430
36DA183F035AB2A 18,000 AB 95F4449 11.150 9.230
36DA104F035CC2A 100,000 CC 95F4451 26.250 21.720

VOLTAGE: 50 VDC

36DA392F050AN2A 3,900 AN 95F4452 9.120 7.550
36DA682F050AA2A 6,800 AA 95F4453 9.730 8.050
36DA103F050AM2A 10,000 AM 95F4455 10.320 8.540
36DA123F050AB2A 12,000 AB 95F4456 10.010 8.280
36DA183F050BM2A 18,000 BM 95F4458 14.380 11.900
36DA273F050BB2A 27,000 BB 95F4460 16.290 13.480
36DA393F050BC2A 39,000 BC 95F4461 18.820 15.580
36DA473F050CB2A 47,000 CB 95F4462 23.240 19.230
36DA563F050BF2A 56,000 BF 95F4463 23.160 19.160
36DA823F050CD2A 82,000 CD 95F4464 31.450 26.020
36DA104F050DC2A 100,000 DC 95F4465 35.140 29.080

VOLTAGE: 63 VDC

36DA472F063AA2A 4,700 AA 95F4467 9.710 8.030
VOLTAGE: 75 VDC

36DA183F075BB2N 18,000 BB 06H1271 17.160 14.200
VOLTAGE: 100 VDC

36DA332F100AM2A 3,300 AM 95F4471 10.480 8.680
36DA392F100BA2A 3,900 BA 95F4472 13.400 11.090
36DA472F100AL2A 4,700 AL 95F4473 11.600 9.600

● E36D101LPN562TC67M 5,600 LP 73K1900 13.680 11.280
36DA183F100CC2A 18,000 CC 95F4478 25.390 21.000
36DA223F100CD2A 22,000 CD 95F4479 28.050 23.210
36DA683F100DJ2A 68,000 DJ 95F4482 73.030 60.430

VOLTAGE: 200 VDC

36DA102F200AM2A 1,000 AM 95F4485 10.930 9.040
36DA152F200AB2A 1,500 AB 95F4487 12.270 10.150
36DA222F200BM2A 2,200 BM 95F4488 16.070 13.300
36DA332F200BL2A 3,300 BL 95F4490 18.690 15.460
36DA472F200CB2A 4,700 CB 95F4493 24.770 20.500
36DA822F200CD2A 8,200 CD 95F4496 34.750 28.750
36DA123F200DD2A 12,000 DD 95F4497 43.730 36.180
36DA153F200DE2A 15,000 DE 06H1270 52.070 43.080

Mfg. Part No.
Cap.
(uF)

Ripple
Current
(Arms)

DxL
(mm) Stock No.

Price

1-9
● 50LSQ10000M36X50 10000 4.3 36 x 50 38M6369 11.280
● 50LSQ15000M36X83 15000 5.5 36 x 83 38M6373 14.950
● 50LSQ47000M51X98 47000 8.7 51 x 98 38M6383 24.020

VOLTAGE: 80 WVDC

● 80LSQ10000M36X98 10000 5 36 x 98 38M8235 19.860
VOLTAGE: 100 WVDC

● 100LSQ10000M36X118 10000 6.3 36 x 118 38M0408 18.120
● 100LSQ15000M51X83 15000 8.5 51 x 83 38M0411 29.600

VOLTAGE: 250 WVDC

● 250LSQ470M36X50 470 1.6 36 x 50 38M3366 15.030
● 250LSQ1200M36X83 1200 2.4 36 x 83 38M3357 18.200

VOLTAGE: 450 WVDC

● 450LSQ1000M51X83 1000 4 51 x 83 38M5873 32.730
● 450LSQ2200M64X99 2200 7.2 64 x 99 38M5877 58.250

VOLTAGE: 250 VDC; 300 VDC SURGE

Mfg. Part No.
Cap.
(μF)

D × L
(in.) Stock No.

Price Each
1-9 10-24

● CGS422T250W5L 4.2k 2.500 × 5.625 69K1868 54.850 51.110
● CGS602T250X5L 6k 3.000 × 5.625 69K1888 66.700 62.150

VOLTAGE: 300 VDC; 350 VDC SURGE

● CGS602T300X8L 6k 3.000 × 8.625 69K1889 83.560 77.860
VOLTAGE: 350 VDC; 400 VDC SURGE

● CGS801T350V4C 800 2.000 × 4.125 69K1902 27.520 25.650
● CGS102T350V4C 1k 2.000 × 4.125 69K1789 26.080 24.300
● CGS132T350V5L 1.3k 2.000 × 5.625 72K6623 32.770 30.530
● CGS222T350W5L 2.2k 2.500 × 5.625 69K1833 57.230 53.330
● CGS302T350X5R 3k 3.000 × 5.875 95F2914 77.430 72.150
● CGS332T350X5L 3.3k 3.000 x 5.625 69K1856 64.690 60.280
● CGS342T350X5L 3.4k 3.000 × 5.625 69K1858 81.670 76.100

VOLTAGE: 450 VDC; 525 VDC SURGE

● CGS750T450R2C 75 1.375 × 2.125 69K1900 13.530 12.610
● CGS101T450R2C 100 1.375 × 2.125 69K1787 14.180 13.220
● CGS141T450R3C 140 1.375 × 3.125 69K1809 15.350 14.300
● CGS171T450R3C 170 1.375 × 3.125 69K1821 16.170 15.060
● CGS211T450R4C 210 1.375 × 4.125 69K1832 16.980 15.820
● CGS251T450R4C 250 1.375 × 4.125 69K1845 18.380 17.130
● CGS321T450V3C 320 2.000 × 3.125 69K1855 21.780 20.300
● CGS401T450R5L 400 1.375 × 5.625 69K1862 24.090 22.450
● CGS451T450V3C 450 2.000 × 3.125 69K1873 25.920 24.150
● CGS481T450V4C 480 2.000 × 4.125 69K1877 24.560 22.890
● CGS651T450V4C 650 2.000 × 4.125 69K1893 29.080 27.100
● CGS801T450V4L 800 2.000 × 4.625 72K7276 35.660 33.230
● CGS102T450W4C 1k 2.500 × 4.125 69K1790 37.830 35.250
● CGS112T450X4C 1.1k 3.000 × 4.125 69K1796 52.540 48.960
● CGS142T450W5C 1.4k 2.500 × 5.125 69K1811 43.240 40.290
● CGS152T450X4C 1.5k 3.000 × 4.125 69K1812 55.460 51.680
● CGS152T450X5C 1.5k 3.000 × 5.125 69K1813 55.180 51.420
● CGS182T450X5R 1.8k 3.000 × 5.875 69K1825 59.330 55.280
● CGS202T450X5C 2k 3.000 × 5.125 69K1829 68.190 63.540
● CGS222T450X4C 2.2k 3.000 × 4.125 69K1834 80.880 75.360
● CGS242T450X5L 2.4k 3.000 × 5.625 69K1840 77.520 72.230
● CGS332T450X5L 3.3k 3.000 × 5.625 69K1857 100.120 93.290
● CGS472T450X5C 4.7k 3.000 × 5.125 69K1874 131.250 122.300

(147127)

(7141)

LSQ SERIES SCREW
TERMINAL ALUMINUM
ELECTROLYTIC
CAPACITORS

36DA SERIES LARGE CAN
ALUMINUM CAPACITORS
Features

• Tolerance: ±20%
• Operating Temp:

-40°C to +85°C, 10-100 VDC
-25°C to +85°C, 160-450 VDC

• High Capacitance Ratings for High Energy Storage
• Low ESR for High Ripple Current
• PVC Insulating Sleeve

VOLTAGE: 50 WVDC

Applications

Specifications:

• High-Wattage Power Supplies Requiring
a Large Amount of Ripple Current

• Energy Storage
Specifications
• Tolerance: -10% to +50%
• Operating Temperature:

6.3 VDC to 100 VDC: -40°C to +95°C
125 VDC to 500 VDC: -40°C to +85°C
36D Series: -40°C to +85°C

VOLTAGE: 16 VDC
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Same-Day Shipping, Next-Day Delivery CAPACITORS

ALUMINUM ELECTROLYTIC CAPACITORS

36DX SERIES POWERLYTIC® ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)36DA SERIES LARGE CAN ALUMINUM CAPACITORS (CONT.)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

D x L
(in.)

ESR
(mΩ) Stock No.

Price Each
1-9

● E36D350HPN393MA92M 35 39,000 1.375 x 3.625 13.9 34M4053 11.290
● E36D630HPN223MC67M 63 22,000 2.000 x 2.625 13.8 31M9297 16.140
● E36D630HPN274MEM9M 63 270,000 3.000 x 8.625 4.1 34M4057 97.240
● E36D800HPN273MCA5M 80 27,000 2.000 x 4.125 9.8 34M4059 20.040
● E36D800HPN104MEE3M 80 100,000 3.000 x 5.625 5.5 34M4058 52.990
● E36D101LPN222TA54M 100 2,200 1.375 x 2.125 ... 80K6941 9.640
● E36D101LPN682TAB7M 100 6,800 1.375 x 4.625 ... 78K6625 12.970
● E36D101HPN103MC80M 100 10,000 2.000 x 3.125 14.8 34M4051 16.270
● E36D101LPN103TC92M 100 10,000 2.000 x 3.625 14.8 93K7069 16.170
● E36D451HPN222MDA5M 450 2,200 2.500 x 4.125 113.2 27M1760 35.470
● E36D451HPN222MCE3M 450 2,200 2.000 x 5.625 114.5 34M4055 34.420

VOLTAGE: 250 VDC

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-9 10-49

36DA561F250AA2A 560 AA 95F4499 10.870 9.000
36DA122F250AL2A 1,200 AL 95F4500 13.770 11.390
36DA472F250BF2A 4,700 BF 95F4502 28.140 23.280
36DA103F250DD2A 10,000 DD 95F4503 52.020 43.040

VOLTAGE: 350 VDC

36DA332F350CD2A 3,300 CD 95F4509 37.230 30.800
36DA562F350DD2A 5,600 DD 95F4511 58.380 48.300

VOLTAGE: 450 VDC

36DA221F450AA2A 220 AA 95F4513 11.400 9.430
36DA561F450AC2A 560 AC 95F4516 15.460 12.790
36DA102F450BL2A 1,000 BL 95F4518 22.020 18.220
36DA152F450BD2A 1,500 BD 27C6374 28.940 23.950
36DA222F450CC2A 2,200 CC 95F4519 39.760 32.890

Case
Size D L M

Case
Size D L M

AA 1.375″ 2.125″ 0.500″ BF 2.000″ 5.625″ 0.875″
AB 1.375″ 3.125″ 0.500″ CC 2.500″ 4.125″ 1.125″
AC 1.375″ 4.125″ 0.500″ CF 2.500″ 5.625″ 1.125″
AE 1.375″ 5.125″ 0.500″ DC 3.000″ 4.125″ 1.250″
AF 1.375″ 5.625″ 0.500″ DF 3.000″ 5.625″ 1.250″
BB 2.000″ 3.125″ 0.875″ DJ 3.000″ 8.625″ 1.250″
BC 2.000″ 4.125″ 0.875″ … … … …

Mfg. Part No.
Cap.
(μF)

Case
Size Stock No.

Price Each
1-9 10-24

● 36DX153G015AB2A 15,000 AB 17M8392 8.730 7.990
● 36DX503G015BC2A 50,000 BC 17M8418 15.830 14.500
● 36DX833G015CC2A 83,000 CC 17M8427 21.690 19.860

VOLTAGE: 25 VDC

● 36DX452G025AA2A 4,500 AA 18M9789 8.590 7.870
● 36DX133G025AC2A 13,000 AC 20M7092 14.550 13.330
● 36DX203G025AF2A 20,000 AF 17M8399 10.060 9.220
● 36DX303G025BC2A 30,000 BC 17M8405 11.570 10.600
● 36DX503G025CC2A 50,000 CC 17M8419 21.870 20.030

VOLTAGE: 30 VDC

● 36DX402G030AA2A 4,000 AA 17M8412 8.420 7.710
● 36DX802G030AB2A 8,000 AB 17M8426 7.120 6.520
● 36DX183G030AF2A 18,000 AF 17M8396 11.410 10.450
● 36DX263G030BC2A 26,000 BC 17M8403 16.420 15.040

VOLTAGE: 40 VDC

● 36DX582G040AB2A 5,800 AB 17M8422 9.610 8.800
● 36DX203G040BC2A 20,000 BC 17M8400 20.620 18.890
● 36DX343G040CC2A 34,000 CC 17M8408 20.740 19.000
● 36DX513G040CF2A 51,000 CF 17M8420 21.350 19.560
● 36DX763G040DF2A 76,000 DF 17M8425 35.880 32.860
● 36DX124G040DJ2A 120,000 DJ 17M8390 63.540 58.190

VOLTAGE: 50 VDC

● 36DX242G050AA2A 2,400 AA 18M4214 9.130 8.360
● 36DX482G050AB2A 4,800 AB 47F2062 10.410 9.540
● 36DX722G050AC2A 7,200 AC 17M8423 11.330 10.380
● 36DX163G050BC2A 16,000 BC 17M8394 15.360 14.070
● 36DX243G050BF2A 24,000 BF 17M8401 27.700 25.370
● 36DX403G050CF2A 40,000 CF 17M8413 28.030 25.670
● 36DX413G050DC2A 41,000 DC 17M8414 31.820 29.150
● 36DX104G050DJ2A 100,000 DJ 17M8389 63.610 58.260

VOLTAGE: 75 VDC

● 36DX142G075AA2A 1,400 AA 17M8391 7.460 6.830
● 36DX282G075AB2A 2,800 AB 17M8404 9.020 8.260
● 36DX422G075AC2A 4,200 AC 17M8416 12.230 11.200
● 36DX103G075BC2A 10,000 BC 17M8388 21.720 19.890
● 36DX153G075BF2A 15,000 BF 17M8393 23.240 21.280
● 36DX173G075CC2A 17,000 CC 17M8395 25.160 23.040
● 36DX373G075DF2A 37,000 DF 17M8410 44.630 40.880
● 36DX603G075DJ2A 60,000 DJ 26M8375 71.790 65.760

VOLTAGE: 100 VDC

● 36DX262G100AC2A 2,600 AC 27F469 9.370 8.580
● 36DX982G100CC2A 9,800 CC 17M8428 26.010 23.820

VOLTAGE: 200 VDC

● 36DX851F200AC2A 850 AC 27F501 11.960 10.960
● 36DX202F200BC2A 2,000 BC 17M8397 21.130 19.350
● 36DX282F200BC2A 2,800 BC 21M5210 21.520 19.710
● 36DX342F200CC2A 3,400 CC 17M8407 27.170 24.880
● 36DX742F200DF2A 7,400 DF 17M8424 47.710 43.700

VOLTAGE: 250 VDC

● 36DX501F250AB2A 500 AB 17M8417 12.010 11.000
● 36DX122F250BB2A 1,200 BB 20M7091 18.230 16.700
● 36DX292F250CC2A 2,900 CC 27F478 28.880 26.450
● 36DX422F250CF2A 4,200 CF 17M8415 37.460 34.310
● 36DX103F250DJ2A 10,000 DJ 18M9788 86.130 78.890

VOLTAGE: 350 VDC

● 36DX261F350AB2A 260 AB 17M8402 12.140 11.120
● 36DX381F350AC2A 380 AC 21M5211 13.450 11.580
● 36DX332F350DF2A 3,300 DF 17M8406 64.490 59.070
● 36DX372F350DF2A 3,700 DF 20M1925 66.350 60.770

VOLTAGE: 450 VDC

● 36DX231F450AC2A 230 AC 26M8374 13.030 11.940
● 36DX381F450BB2A 380 BB 17M8411 19.450 17.820
● 36DX541F450BC2A 540 BC 17M8421 23.540 21.560
● 36DX202F450DF2A 2,000 DF 17M8398 58.150 53.260
● 36DX312F450DJ2A 3,100 DJ 66C7681 94.540 86.580
● 36DX352F450DJ2A 3,500 DJ 17M8409 120.610 110.470

(74554)

(7355)

(7094)

E36D SERIES LARGE CAN
CAPACITORS/SCREW TERMINALS

36DX SERIES POWERLYTIC® ALUMINUM
ELECTROLYTIC CAPACITORS

• High Ripple Current Capacity
• Operating Temperature: -40°C to +85°C
• Leakage Current: 0.02CV (μA) or 5mA,

Whichever Is Smaller, after 5 Min. @ +25°C
• Standard Tolerance: ±20%

36DX SERIES CASE SIZE CODES

U36D series capacitors are ideal for inverter applications requiring high ripple current capabilities.

Features:
• Improved Version of Sprague 36D Series with Up

to 50% More Capacitance
• Designed for Operating Life in Excess of 10 Years
• Outer Plastic Film Insulation, Low Screw-Insert

Terminals
• Mounting Brackets sold separately, go online or

call Newark.

Specifications:
• Operating Temp: -40°C to +85°C
• Pressure Safety Vent
• Tolerance: 10 to 100 VDC: -10%, +75%; 200 to

450 VDC: -10%, +50%

VOLTAGE: 15 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS

36DE SERIES POWERLYTIC® ALUMINUM ELECTROLYTIC CAPACITORS (CONT.)

(148840)

Mnf. Part No.

Cap.
Dia.
(in) Stock No.

Price Each

1-49 50-99
● 1245860035A 1.375 30M6943 1.460 1.320
● 1245860036A 2 94F2562 1.830 1.660
● 1245860037A 2.5 01M5010 1.960 1.780
● 1245860038A 3 06M6824 2.320 2.100

Mfg. Part No.
Cap.
(μF) VDC

Size
Code Stock No.

Price Each
1-9 10-24

● 36DE233G010AA2A 23,000 10 AA 17M8384 9.870 8.470
● 36DE623G015BB2A 62,000 15 BB 17M8387 13.320 11.440
● 36DE403G025BB2A 40,000 25 BB 17M8386 16.550 14.210
● 36DE103G040AM2A 10,000 40 AM 66C7530 9.770 8.390
● 36DE243G040BB2A 24,000 40 BB 17M8385 16.340 14.030

Mfg. Part No.
Cap.
(μF)

D × L
(in.) Stock No.

Price
1-9

● CGR113U016R2L 11000 1.375 × 2.625 81F4127 23.340
● CGR163U016U2L 16000 1.750 × 2.625 69K1782 28.410

VOLTAGE: 20 VDC

● CGR103U020R3L 10000 1.375 × 3.625 69K1778 17.240
VOLTAGE: 30 VDC

● CGR103U030R4L 10000 1.375 x 4.625 69K1779 27.380
VOLTAGE: 40 VDC

● CGR392U040R3C 3900 1.375 × 3.125 69K1785 22.920
● CGR562U040R4C 5600 1.375 x 4.125 90B6149 31.250
● CGR962U040V3L 9600 2.000 × 3.625 13F3718 22.730
● CGR223U040W4L 22000 2.500 × 4.625 69K1784 37.420

VOLTAGE: 50 VDC

● CGR762U050V3C 7600 2.000 × 3.125 69K1786 23.410
● CGR103U050V4C 10000 2.000 × 4.125 69K1780 23.220
● CGR213U050W4L 21000 2.500 x 4.625 69K1783 51.790

Case
Size D L M

Case
Size D L M

AA 1.375″ 2.125″ 0.500″ CC 2.500″ 4.125″ 1.125″
AB 1.375″ 3.125″ 0.500″ CD 2.500″ 4.625″ 1.125″
AC 1.375″ 4.125″ 0.500″ DE 3.000″ 5.125″ 1.250″
BB 2.000″ 3.125″ 0.875″ DF 3.000″ 5.625″ 1.250″
BC 2.000″ 4.125″ 0.875″ … … … …

(90590)

Mfg. Part No. Stock No.
Price Each

1-9 10-24
75-327 81F1111 1.360 1.170

(7142)

BRACKETS FOR 36D, 36DE,
AND 36DX SERIES
CAPACITORS

(7101)

Mfg. Part No.
Cap.
(μF)

Voltage
(VDC)

Case
Size Stock No.

Price Each
1-9 10-49

● 36D104G015DE2A 100,000 15 DE 17M8430 26.220 22.580
VOLTAGE: 25 VDC

● 36D272G025AA2A 2,700 25 AA 17M8435 7.460 6.430
● 36D822G025AC2A 8,200 25 AC 17M8440 8.040 6.920

VOLTAGE: 40 VDC

● 36D552G040AC2A 5,500 40 AC 17M9379 8.930 7.690
● 36D842G040BB2A 8,400 40 BB 17M8441 10.670 9.180
● 36D123G040BC2A 12,000 40 BC 17M8431 12.390 10.670
● 36D253G040CD2A 25,000 40 CD 18F2467 19.820 17.070

VOLTAGE: 50 VDC

● 36D132G050AA2A 1,300 50 AA 17M8432 10.510 9.050
● 36D262G050AB2A 2,600 50 AB 17M8434 8.160 7.030
● 36D602G050BB2A 6,000 50 BB 17M8438 12.800 11.010
● 36D902G050BC2A 9,000 50 BC 17M8442 12.900 11.100
● 36D153G050CC2A 15,000 50 CC 17M8433 23.630 20.350

VOLTAGE: 75 VDC

● 36D392G075BB2A 3,900 75 BB 17M8437 10.350 8.910
● 36D103G075CC2A 10,000 75 CC 17M8429 21.090 18.160
● 36D223G075DF2A 22,000 75 DF 20M4415 24.840 21.380

VOLTAGE: 150 VDC

● 36D362F150CC2A 3,600 150 CC 17M8436 23.550 20.270
● 36D782F150DF2A 7,800 150 DF 17M8439 32.040 27.590

(7096)

36DE SERIES POWERLYTIC® ALUMINUM
ELECTROLYTIC CAPACITORS

CGR SERIES SCREW
TERMINAL ALUMINUM
ELECTROLYTIC CAPACITORS

Most popular values listed. Additional values available, go online or call.

Computer-designed, large, cylindrical case, low-voltage aluminum capacitors. See Case Code Chart on page 473

36D SERIES POWERLYTIC® ALUMINUM
ELECTROLYTIC CAPACITORS

36D SERIES DIMENSIONS

Features

Features

• High Ripple Current
• Very Low ESR
• 105°C Operation
• Commercial Equivalent of MIL-C-35018/04, 06, 10

• Pressure Relief Vent in Case Cover
• Outer Plastic-Film Insulation
• Low Screw Inserts
• Mounting Brackets sold separately, go online or call Newark.

Features:
• High Ripple Current Capability and Excellent Load Life
• Low ESR, Low Leakage Current

Specifications

Specifications

• Operating Temperature: -40°C to +95°C
• Equivalent Series Resistance at +25°C: 0.004

to 0.1415 Ohms Max. at 120Hz; 
0.0036 to 0.0646 Ohms Max. at 20-40Hz,
Depending on Capacitance and Voltage

• Pressure Relief Vent in the Case Cover, Outer-
Plastic Insulation and Low Screw Inserts

• Mounting Brackets sold separately, go online
or call Newark.

• Tolerance: -10%, +75%: 7.5 VDC to 50 VDC
• Capacitance Range: 330 μF to 100,000 μF
• Voltage Range: 7.5 to 200 VDC
• Operating Temperature: -40°C to +105°C

TERMINAL BUSHINGS FOR POWER SUPPLY ELECTROLYTIC CAPACITORS

VOLTAGE: 16 VDC

Applications:

These terminal bushings convert low screw insert terminals on 36D Series aluminum electrolytic capacitors. An
additional 0.188″ (4.78) of length on terminals is often required for Bus Board applications. Bushings have aluminum
construction and are sold in multiples of 10.

• Used in Power Supply Filters and Other
High-Energy Applications

Specifications:
• Operating Temperature: -40°C to +85°C
• Tolerance: 10 to 100 VDC is +75%, -10%; 200 to 450

VDC is +50%, -10%
• Equivalent Series Resistance @ 25°C: 0.012 to 2.8Ω

Max. @120Hz, Depending on Capacitance and Voltage
• Ripple Current @ 85°C: 0.53 - 19.87A at 120Hz,

Depending on Capacitance and Voltage
• Load Life Capability: 100Hrs. @ +85°C
• Operational Life in Excess of Ten Years in Normal

Circuit Conditions

VOLTAGE: 15 VDC
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ALUMINUM ELECTROLYTIC CAPACITORS • MOUNTING HARDWARE • AC CAPACITORS

CAPACITOR MOUNTING HARDWARE (CONT.)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

D x L
(in.)

ESR
(mΩ) Stock No.

Price Each
1-9

● E32D350LPN183MA54M 35 18,000 1.375 x 2.125 26.7 34M4049 6.910
● E32D350HPN564MEM9M 35 560,000 3.000 x 8.625 4 34M4048 61.920
● E32D500HPN333MAB7M 50 33,000 1.375 x 4.625 12.5 78K5808 10.250

E32D500HPN104MDA5M 50 100,000 2.500 x 4.125 6.8 94C4639 22.880
● E32D630HPN123MA80M 63 12,000 1.375 x 3.125 20.1 31M1281 7.950
● E32D101HPN822MAB7M 100 8,200 1.375 x 4.625 19.2 34M4047 9.860
● E32D401HPN332ME92M 400 3,300 3.000 x 3.625 48 26M8674 31.030

(74553)

E32D SERIES LARGE
CAN CAPACITORS WITH
SCREW TERMINALS

OVAL

StyleA B D Industry Type

32 1.3125″ (33.34 mm) 2.156″ (54.77 mm) 13/16″ (20.64 mm) 1.25″ Flat Oval
37 1.906″ (48.42 mm) 2.906″ (73.82 mm) 13/16″ (20.64 mm) 1.75″ Flat Oval
38 1.969″ (50 mm) 3.656″ (92.87 mm) 13/16″ (20.64 mm) 2″ Flat Oval

ROUND

StyleA B D Industry Type

21 1.75″ (44.5 mm) 1.875″ (48 mm) 13/16″ (20.64 mm) 1.75″ Round
23 2″ (50.8 mm) 2.125″ (54 mm) 13/16″ (20.64 mm) 2″ Round
24 2.5″ (63.5 mm) 2.625″ (67 mm) 13/16″ (20.64 mm) 2.5″ Round

• High Ripple Current Capacity
• Operating Temperature: -40°C to +105°C
• Leakage Current: 0.02CV (μA) or 5mA,

Whichever Is Smaller, after 5 Min. @ +25°C
• Standard Capacitance Tolerance: ±20%

Mfg. Part No.
Cap.
(μF)

Base
Style

Height
(In.) Stock No.

Price Each
1-9 10-24

● 32FD3702-F 2.0 32 2.13 62M9008 7.500 6.730
● 32FD3703-F 3.0 32 2.13 75M8932 7.500 6.730
● 32FD3704-F 4.0 32 2.13 34M4396 7.780 6.970
● 32FD3705-F 5.0 32 2.38 64M1110 6.790 6.090
● 32FD3706-F 6.0 32 2.38 75M8933 7.010 6.290
● 32FD37075-F 7.5 32 2.38 75M8934 7.230 6.490
● 32FD3710-F 10.0 32 2.88 75M8935 8.140 7.300
● 37FD3715-F 15.0 37 2.63 29M8640 10.630 9.530
● 37FD3720-F 20.0 37 2.63 47M3226 11.540 10.340
● 37FD3725-F 25.0 37 2.63 75M8947 12.350 11.070
● 38FD3730-F 30.0 38 3.00 75M8959 17.390 15.590
● 38FD3750-F 50.0 38 3.00 75M8962 24.230 21.720

MPF SERIES – 370 VAC (ROUND CONTAINER)

● 21FD3710-F 10.0 21 2.63 75M8896 8.810 7.900
● 21FD3715-F 15.0 21 2.63 70M8489 9.720 8.710
● 21FD37175-F 17.5 21 2.63 69M1525 10.410 9.330
● 21FD3720-F 20.0 21 2.63 60M2895 11.170 10.010
● 21FD3725-F 25.0 21 3.00 67M9231 11.830 10.610
● 21FD3730-F 30.0 21 3.00 72M5635 12.890 11.560
● 23FD3730-F 30.0 23 3.00 75M8912 14.020 12.570
● 23FD3735-F 35.0 23 3.00 75M8913 14.680 13.170
● 21FD3740-F 40.0 21 3.75 75M8899 14.460 12.970
● 23FD3740-F 40.0 23 3.00 69M1714 15.150 13.590
● 23FD3750-F 50.0 23 3.75 22M5023 18.080 16.210

Mfg. Part No.

Nominal
Component

Dia.
(In.) Stock No.

Price Each

1-9 10-24
● TH17 0.625 14F416 3.650 3.470
● TH23 1 14F419 3.740 3.560
● TH25 1.375 14F420 2.460 2.340

TYPE VR VERTICAL MOUTNING CLAMPS (FIG. 2)

● VR1A 1-1.0625 14F409 2.440 2.320
● VR3A 1.375-1.4375 14F410 1.850 1.760
● VR4A 1.500-1.5625 14F411 2.860 2.720
● VR6A 1.750-1.8125 14F412 2.990 2.840
● VR6B** 1.750-1.8125 08C3127 2.860 2.720
● VR6+ 1.750-1.8125 08C3126 2.990 2.840
● VR8+ 2-2.0625 99F5918 2.730 2.600
● VR8A 2-2.0625 14F413 2.730 2.600
● VR10A 2.5-2.5625 60F2292 3.030 2.880
● VR12+ 3-3.125 50B4943 3.310 3.150
● VR12A 3-3.125 60F2113 3.310 3.150

**Without Screw & Nut, +Unassembled
OVAL MOUNTING BRACKETS (FIG. 3)

Mfg. Part No.
Case
Code Stock No.

Price Each
1-9 10-24

● 32107-1 A 90B7511 3.530 3.360
● 32107-2 C 22C4793 4.390 4.180
● 32107-3 D 95C2923 5.220 4.970

TYPE HB METAL SNAP-IN BRACKETS (FOR MOTOR START CAPACITORS)

Mfg. Part No.

Nominal
Component

Length
(In.) Stock No.

Price Each

1-9 10-24
● HB2 2.75 72K6658 6.390 6.080
● HB4 3.375 72K6659 5.600 5.330
● HB8 4.375 73K2430 6.310 6.000

U32D series allows for extremely high ripple cur-
rents for applications such as inverter designs and
motor controllers.

TYPE PL PLASTIC END CAPS (FOR MOTOR START CAPACITORS)

Mfg. Part No.

Nominal
Component

Dia.
(In.) Stock No.

Price Each

1-9 10-24
● PLA3 1.438 87F1301 2.420 2.300
● PLA6 1.813 87F1302 2.390 2.270
● PLA8 2.063 87F1303 2.830 2.690

* Down Wire Cap

MPF SERIES – 370 VAC (FLAT OVAL CONTAINER)

Mfg. Part No.
Case
Code

Size
(In.) Stock No.

Price Each
1-9 10-24

● OB2 32 1.313 x 2.156 94F3941 2.700 2.560
● OB4 37 1.968 x 2.906 95F2825 2.770 2.630
● OB3 38 1.968 x 3.656 95F2826 2.890 2.750

TYPE RB CYLINDRICAL WRAPAROUND BRACKETS (FIG. 5)

● RB175 21 1.750 95F2820 2.990 2.840
● RB200 23 2.000 95F2821 2.650 2.520
● RB250 24 2.500 95F2822 2.880 2.740

(7155)

MPF SERIES AC POWER
SUPPLY AND MOTOR
RUN CAPACITORS

Style 21, 23, 24

TYPE TH HORIZONTAL MOUNTING CLIPS (FIG. 1)

Style 32, 37, 38

CAPACITOR MOUNTING
HARDWARE

Features

TYPE OB OVAL WRAPAROUND BRACKETS (FIG. 4)

• Internal Protector
• Small Size; Light Weight
• Long Life and High Reliability
• Double Rolled Seams

Fig. 1

Applications

Fig. 2

• Lighting
• Motors
• Power Factor Correction
• Phase Shifting
• Air Conditioning
• Refrigeration

Fig. 3

Fig. 4

Specifications
• Tolerance: ±10%
• Dissipation Factor: 0.1% Max. @ 60Hz
• Operating Temperature: -40°C to +70°C
• UL Recognized

Fig. 5
DIMENSIONS
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MPF SERIES AC POWER SUPPLY AND MOTOR RUN CAPACITORS (CONT.)

(148845)

Other temperatures and tolerances available by special order.

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-24

● PSU8815 88-106 1.4375 x 2.750″ 72K6692 3.730 3.450
● PSU10815 108-130 1.4375 x 2.750″ 72K6668 3.830 3.550
● PSU12415 124-149 1.4375 x 2.750″ 72K6670 3.910 3.620
● PSU13015 130-156 1.4375 x 2.750″ 72K6672 3.930 3.630
● PSU14515 145-174 1.4375 x 2.750″ 87F1264 4.020 3.710
● PSU16115 161-193 1.4375 x 2.750″ 87F1265 4.140 3.830
● PSU18915A 189-227 1.4375 x 2.750″ 72K6674 4.330 4.000
● PSU21615 216-259 1.4375 x 3.375″ 72K6677 4.740 4.380
● PSU23315A 233-280 1.4375 x 3.375″ 72K6678 4.540 4.200
● PSU24315A 243-292 1.4375 x 3.375″ 74K3917 4.320 4.000
● PSU27015A 270-324 1.4375 x 3.375″ 72K6679 5.150 4.770
● PSU30015 300-360 1.8125 x 3.375″ 72K6680 5.300 4.900
● PSU34015 340-408 1.8125 x 3.375″ 72K6682 5.930 5.480
● PSU37815 378-454 1.8125 x 3.375″ 18M9295 5.810 5.370
● PSU40015 400-480 1.8125 x 3.375″ 72K6684 6.370 5.890
● PSU46015A 460-552 1.8125 x 3.375″ 87F1275 6.810 6.300
● PSU54015B 540-648 1.8125 x 4.375″ 72K6687 8.100 7.490
● PSU59015A 590-708 1.8125 x 4.375″ 72K6688 7.870 7.280
● PSU70815 708-850 1.8125 x 4.375″ 72K6689 8.730 8.070
● PSU100015A 1000-1200 2.0625 x 4.375″ 80K7686 12.300 11.370

VOLTAGE: 220 / 250 VOLTS

● PSU2135 21-25 1.4375 x 2.75″ 72K6676 5.490 5.080
● PSU4335B 43-52 1.0625 x 3.375″ 72K6685 5.570 5.150
● PSU5335 53-64 1.0625 x 3.375″ 87F1281 5.850 5.410
● PSU8835 88-106 1.8125 x 3.375″ 79K8528 6.990 6.460
● PSU10835A 108-130 1.8125 x 3.375″ 72K6669 7.580 7.010
● PSU14535 145-174 1.8125 x 4.375″ 72K6673 9.400 8.690
● PSU21635A 216-259 2.0625 x 4.375″ 73K1299 13.280 12.280
● PSU23335A 233-280 2.0625 x 4.375″ 87F1290 13.770 12.730

VOLTAGE: 330 VOLTS

● PSU2130 21-25 1.4375 x 2.75″ 72K6675 5.490 5.080
● PSU2530 25-30 1.4375 x 3.375″ 90F1667 5.880 5.440
● PSU3030 30-36 1.4375 x 3.375″ 72K6681 6.160 5.700
● PSU3630 36-43 1.4375 x 3.375″ 72K6683 6.520 6.030
● PSU5330B 53-64 1.8125 x 3.375″ 72K6686 7.400 6.850
● PSU6430 64-77 1.8125 x 3.375″ 18M9297 7.480 6.910
● PSU7230B 72-86 1.8125 x 4.375″ 72K6691 8.100 7.490
● PSU10830B 108-130 2.0625 x 4.375″ 87F1296 11.470 10.600
● PSU12430A 124-129 2.0625 x 4.375″ 72K6671 11.910 11.010
● PSU21630 216-259 2.5625 x 4.375″ 78K6115 17.600 16.270

Case Size A C D P S T
Common Name 1.25″

Oval
1.75″
Oval

2.50″
Oval

1.75″
Round

2.50″
Round

2.50″
Round

Thickness 1.31″ 1.91″ 1.97″ --- --- ---
Width 2.16″ 2.91″ 3.66″ --- --- ---
Diameter --- --- --- 1.87″ 2.12″ 2.62″

(7153)

VOLTAGE: 110 / 125 VOLTS

Mfg. Part No.
Case
Size

Voltage
(VAC)

Cap.
(μF)

Height
(in.) Stock No.

Price Each
1-9

● SFA37S5K219B-F A 370 5 2.19 31M3262 13.100
● SFA37S10K288B-F A 370 10 2.88 15M6120 6.640
● SFC37S20K291B-F C 370 20 2.91 16M3554 15.950
● SFC37S25K291B-F C 370 25 2.91 15M6125 25.060
● SFA44S5K219B-F A 440 5 2.19 16M5086 6.070
● SFA44S7.5K288B-F A 440 7.5 2.88 75M7836 16.060
● SFA44S10K375B-F A 440 10 3.75 75M7826 20.340
● SFA66S1K156B-F A 660 1 1.56 75M7837 4.910
● SFA66S1K219B-F A 660 1 2.19 23M4642 5.250
● SFA66S2K156B-F A 660 2 1.56 29M7323 12.090
● SFA66S2K219B-F A 660 2 2.19 30M8118 12.430
● SFA66S4K288B-F A 660 4 2.88 20M0566 6.800
● SFA66S5K375B-F A 660 5 3.75 17M6206 12.770
● SFA66S6K375B-F A 660 6 3.75 31M3558 19.650
● SFA66S8K475B-F A 660 8 4.75 27M1658 10.160
● SFC66S15K391B-F C 660 15 3.91 75M7846 22.800
● SFD66S30K391B-F D 660 30 D 27M1675 37.870

ROUND CASE STYLE

● SFP37S20K238B-F P 370 20 2.23 75M7855 22.360
● SFT37S60K303B-F T 370 60 3.03 75M7870 44.960
● SFP44S15K288B-F P 440 15 2.88 71M1208 22.360
● SFP44S20K288B-F P 440 20 2.88 75M7863 24.060

MPF SERIES – 370 VAC (ROUND CONTAINER)

Mfg. Part No.
Cap.
(μF)

Base
Style

Height
(In.) Stock No.

Price Each
1-9 10-24

● 23FD3760-F 60.0 23 3.75 28M8971 21.920 19.650
● 24FD3760-F 60.0 24 3.00 32M6677 23.090 20.710
● 24FD3770-F 70.0 24 3.75 21M6310 27.180 24.370

MPF SERIES – 440 VAC (FLAT OVAL CONTAINER)

● 37FB44075-F 7.5 37 2.63 75M8937 9.500 8.520
● 37FB4410-F 10.0 37 2.63 29M9229 9.720 8.710
● 37FB4415-F 15.0 37 2.63 75M8939 10.880 9.760

MPF SERIES – 440 VAC (ROUND CONTAINER)

● 21FB4425-F 25.0 21 3.00 04M7732 12.940 11.600
● 23FB4430-F 30.0 23 3.75 36M2568 14.460 12.970
● 23FB4435-F 35.0 23 3.75 31M1376 15.370 13.780
● 24FB4450-F 50.0 24 3.75 17M6415 24.420 21.890

Mfg. Part No.
Case
Style

Case Size
Stock No.

Price Each
CDE Mallory 1-9 10-24

● 30393-5 Oval A 32 72K7382 1.960 1.870
● OB2 Oval C 37 94F3941 2.700 2.560
● OB4 Oval D 38 95F2825 2.770 2.630
● RB175 Round P 21 95F2820 2.990 2.840
● RB200 Round S 23 95F2821 2.650 2.520
● RB250 Round T 24 95F2822 2.880 2.740

PSU SERIES AC MOTOR
START CAPACITORS

(7154)

Mfg. Part No. Base Style Stock No.
Price Each

1-49
● 44603 Oval 90C0230 2.570

Features

(80079)

• Dual Quick Connect Terminals
• Compact Size; Easily Mounted
• Moisture- and Oil-Resistant Plastic Case

Applications

TYPE SF & MPF MOUNTING HARDWARE

Features:

• For Motor Starting and Other 
Intermittent Duty AC Applications

• Dielectric: Low loss, self-healing
metallized polypropylene

• Casing: Oval and round tin-plated steel
• Oil: Non-PCB, environmentally safe
• UL recognized under E71645
• Meets EIA Standard: EIA-456-A
• CSA File Number 223507
• CUL File Number CYWT8

Specifications

Specifications:

• Operating Frequency: 50 to 60Hz
• Power Factor: 10% Max. (12%≤30μF)
• Meets EIA RS-463 Type 2 (Normal Performance)
• Operating Temperature: -40°C to +65°C
• Storage Temperature: -55°C to +85°C

• Temperature range: -40°C to +70°C
• Operating frequency: 50-60 Hz
• Tolerance: +/-10%

For mounting brackets see pages 493-494.

TYPE SF METALLIZED
POLYPROPYLENE AC CAPACITORS

INSULATING TERMINAL BOOT

OVAL CASE STYLE
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Mnf. Part No. Stock No. Price Each
● LCKG-001 04R7339 96.870

GEM III capacitors are rated 60,000 hours with 94% survival (In accordance with the EIA456 Industry Standard)

Mnf. Part No. Stock No. Price Each
● LCKP-001 04R7340 82.340

PROLINE capacitors are rated 10,000 hours with 94% survival (In accordance with the IEC252 Class B Standard)

Case Size K J Case Size A B
P 1.75″ (44.45) 1.88″ (47.75) A 2.16″ (54.86) 1.31″ (33.27)
S 2.00″ (50.80) 2.12″ (53.84) … … …
T 2.50″ (63.50) 2.62″ (66.55) … … …

Mnf. Part No. Description Stock No.
Price
1-24

● 27L1024 GEM III Capacitor, 5 μF, 440 VAC, A case code 04R7347 6.840
● 27L1027 GEM III Capacitor, 10 μF, 440 VAC, A case code 04R7348 8.960
● 97F9625 GEM III Capacitor, 15 μF, 440 VAC, A case code 04R7349 10.540
● 97F9978S GEM III Capacitor, 25 / 5 μF, 440 VAC, S case code

2 concentric sections
04R7352 24.900

● 97F9851 GEM III Capacitor, 45 / 5 μF, 440 VAC, T case code
2 concentric sections

04R7350 37.520

● 97F9874 GEM III Capacitor, 55 / 7.5 μF, 440 VAC, T case code
2 concentric sections

04R7351 44.260

● LCK-CID-001 Life-Line Device Wiring Harnesses
Pack of 3

04R8045 67.940

● LCK-DBA-001 Life-Line Device Mounting Bracket
Pack of 3

04R8046 4.240

● LCK-SBA-001 Life-Line Capacitor Mounting Bracket
Pack of 3

04R8047 5.460

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● PB020E000A370AA 2 A 1.56″ 38P7612 7.660 6.900
● PB030E000A370AA 3 A 1.56″ 38P7615 5.640 5.080
● PB040E000A370AA 4 A 1.56″ 38P7618 5.560 5.010
● PB050E000A370AA 5 A 1.56″ 38P7621 5.740 5.170
● PB060E000A370BA 6 A 2.12″ 38P7625 6.580 5.930
● PB075E000A370BA 7.5 A 2.12″ 38P7627 6.420 5.780
● PB100E000A370CA 10 A 2.88″ 38P7631 7.140 6.430
● PB125E000A370CA 12.5 A 2.88″ 38P7637 7.720 6.950
● PB150E000A370CA 15 A 2.88″ 38P7640 8.540 7.690
● PB200E000P370CA 20 P 2.88″ 38P7662 10.760 9.690
● PB300E000P370DA 30 P 2.88″ 38P7698 12.020 10.820
● PB350E000P370DA 35 P 2.88″ 38P7719 14.720 13.250
● PB400E000P370DA 40 P 3.88″ 38P7737 15.860 14.280
● PB450E000P370EA 45 P 4.75″ 38P7755 17.780 16.010

VOLTAGE: 440 VAC

● PB020E000A440AA 2 A 2.12″ 38P7613 7.580 6.830
● PB030E000A440AA 3 A 2.12″ 38P7616 5.500 4.950
● PB040E000A440AA 4 A 2.88″ 38P7619 6.200 5.580
● PB050E000A440BA 5 A 2.12″ 04R7343 5.820 5.240
● PB060E000A440BA 6 A 2.88″ 38P7626 6.280 5.660
● PB075E000A440CA 7.5 A 2.88″ 38P7628 7.500 6.750
● PB100E000A440CA 10 A 2.88″ 04R7341 7.800 7.020
● PB125E000A440DA 12.5 A 3.88″ 38P7638 9.220 8.300
● PB150E000A440EA 15 A 4.75″ 04R7342 9.380 8.450
● PB200E000P440CA 20 P 2.88″ 38P7663 9.380 8.450
● PB250E000P440DA 25 P 3.88″ 38P7681 12.800 11.520
● PB300E000P440DA 30 P 3.88″ 38P7699 14.440 13.000
● PB350E000S440DA 35 S 3.88″ 38P7721 23.780 21.410
● PB400E000S440EA 40 S 4.75″ 38P7740 17.740 15.970
● PB450E000S440DA 45 S 4.75″ 38P7757 17.420 15.680

DUAL RATING - 2 CONCENTRIC SECTIONS

Mfg. Part No.
Cap.

Herm / Fan
Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

VOLTAGE: 370 VAC

● PB250Z050S370CA 25 / 5 μF S 2.88″ 38P7688 21.280 19.160
● PB300Z050S370CA 30 / 5 μF S 2.88″ 38P7708 22.060 19.860
● PB350Z050S370DA 35 / 5 μF S 3.88″ 38P7728 25.140 22.630
● PB400Z050S370DA 40 / 5 μF S 3.88″ 38P7747 26.460 23.820
● PB450Z050S370DA 45 / 5 μF S 3.88″ 38P7764 26.040 23.440
● PB500Z050T370DA 50 / 5 μF T 4.75″ 38P7784 24.560 22.110
● PB550Z050T370DA 55 / 5 μF T 3.88″ 38P7795 38.480 34.640

VOLTAGE: 440 VAC

● PB250Z050S440DA 25 / 5 μF S 3.88″ 04R7344 23.400 21.060
● PB300Z050S440DA 30 / 5 μF S 3.88″ 38P7709 24.420 21.980
● PB350Z050S440EA 35 / 5 μF S 4.75″ 38P7729 27.860 25.080
● PB400Z050T440CA 40 / 5 μF T 2.88″ 38P7748 20.400 18.360
● PB450Z050T440DA 45 / 5 μF T 3.88″ 04R7345 33.780 30.410
● PB500Z050T440HA 50 / 5 μF T 3.88″ 38P7785 36.020 32.420

Mnf. Part No. Description Stock No.
Price
1-24

● PB050E000A440BA PROLINE Capacitor, 5 μF, 440 VAC, A case code 04R7343 5.820
● PB100E000A440CA PROLINE Capacitor, 10 μF, 440 VAC, A case code 04R7341 7.800
● PB150E000A440EA PROLINE Capacitor, 15 μF, 440 VAC, A case code 04R7342 9.380
● PB250Z050S440DA PROLINE Capacitor, 25 / 5 μF, 440 VAC, S case code

2 concentric sections
04R7344 23.400

● PB450Z050T440DA PROLINE Capacitor, 45 / 5 μF, 440 VAC, T case code
2 concentric sections

04R7345 33.780

● PB550Z075T440EA PROLINE Capacitor, 55 / 7.5 μF, 440 VAC, T case code
2 concentric sections

04R7346 41.600

● LCK-CID-001 Life-Line Device Wiring Harnesses
Pack of 3

04R8045 67.940

● LCK-DBA-001 Life-Line Device Mounting Bracket
Pack of 3

04R8046 4.240

● LCK-SBA-001 Life-Line Capacitor Mounting Bracket
Pack of 3

04R8047 5.460

(147081)

PROLINETM AC
MOTOR RUN
CAPACITORS

LIFE-LINETM

CAPACITOR KIT

• Provides capacitance values that combine
to cover 85% of applications

• Customizable Kit can be replenished by
ordering items below

• UL Listed

Specifications

• Eliminates down time due to missing Capacitor values
• Lowest Total Cost Solution
• 370 and 440 Volt applications
• Solves storeroom inventory shortages
• Organized - Takes up less space
• Wiring device combines capacitors for needed value

• Tolerance: ±6%
• Leakage Current: 30μA Max.
• Frequency: 50⁄60 Hz
• Operating Life: 10,000 Hours with 94% Survival

Mfg. Part No. LCKG-001 Life-LineTM capacitor kit contains 6 GEM III capacitors that replace 48 different ratings (over
85% of models).

• Dissipation Factor: 0.1% Max.
• Operating Temperature: -40°C to +70°C
• Termination: ’Combo’ terminal

0.250″ x 0.031″ quick connect blades

Mfg. Part No. LCKP-001 Life-LineTM capacitor kit contains 6 PROLINE capacitors that replace 48 different ratings (over
85% of models).

CASE SIZE DIMENSIONS

VOLTAGE: 370 VAC

LCKG-001 KIT CONTENTS

LCKP-001 KIT CONTENTS

Dual Capacitance

KIT BENEFITS

Single Capacitance
A, B, C, D Case

Singe Capacitance
P, S, T Case

Life-Line Device
Wiring HarnessLife-Line Kit
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PROLINETM AC MOTOR RUN CAPACITORS (CONT.) GEM III AC POWER SUPPLY AND MOTOR RUN CAPACITORS (CONT.)

(148888)

Case Size K J Case Size A B
P 1.75″ (44.45) 1.88″ (47.75) A 2.16″ (54.86) 1.31″ (33.27)
S 2.00″ (50.80) 2.12″ (53.84) … … …
T 2.50″ (63.50) 2.62″ (66.55) … … …

VOLTAGE: 370 VAC - MOTOR RUN

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● 97F5706 6 A 2.12″ 13M4407 6.520 5.870
● 27L566 7.5 A 2.88″ 96K4559 7.460 6.720
● 27L566S 7.5 A 2.88″ 01P1169 6.200 5.580
● 27L1026 8 A 2.12″ 39P9013 10.520 9.470
● 97F9002 10 A 2.88″ 13M4448 4.920 4.430
● 27L572 12.5 A 2.88″ 30M2086 8.980 8.090
● 97F9121 15 C 2.12″ 90B5615 15.480 13.940
● 27L567 15 A 2.88″ 84M7464 9.700 8.730
● 97F9602 20 P 2.88″ 13M4456 10.420 9.380
● 97F9803 25 / 5 μF* S 2.88″ 35C3459 22.640 20.380
● 97F9608 30 P 3.88″ 13M4457 14.140 12.730
● 97F9833 30 / 3 uF* S 3.88″ 90C0536 25.300 22.770
● 27L877 30 / 5 μF* S 2.88″ 39P6234 23.740 21.370
● 97F9613 35 S 2.88″ 63J2190 23.420 21.080
● 97F9614 40 P 3.88″ 31C1143 16.880 15.200
● 97F9849 40 / 5 μF* S 3.88″ 89C3272 28.460 25.620
● 97F9884 45 P 4.75″ 56J8994 18.920 17.030
● 27L880 45 / 5 μF* S 3.88″ 39P6235 28.000 25.200
● 97F9970 50 / 5 μF* S 4.75″ 81C9407 32.400 29.160
● 97F9815 55 / 5 μF* T 3.88″ 71H6468 41.360 37.230
● 97F5276 60 T 3.88″ 13M4400 22.940 20.650

VOLTAGE: 440 VAC - MOTOR RUN

● 27L1021 2 A 1.56″ 39P9012 8.920 8.030
● 27L1022 3 A 1.56″ 39P6162 6.480 5.840
● 27L1023 4 A 1.56″ 39P6163 7.040 6.340
● 27L1024 5 A 2.12″ 04R7347 6.840 6.160
● 27L1025 6 A 2.12″ 39P6165 7.220 6.500
● 27L695 7.5 A 2.88″ 39P6211 7.620 6.860
● 27L1027 10 A 2.88″ 04R7348 8.960 8.070
● 97F5388 12.5 A 3.88″ 39P9088 10.480 9.440
● 97F9037 15 P 2.88″ 13M4450 9.960 8.970
● 97F9625 15 A 4.75″ 04R7349 10.540 9.490
● 97F9038 17.5 P 3.88″ 13M4451 11.960 10.770
● 97F9631 20 C 2.88″ 45P4347 12.200 10.980
● 27L1054 20 P 2.88″ 39P9021 9.940 8.950
● 97F9039 20 P 3.88″ 13M4452 11.480 10.340
● 97F9632 25 P 3.88″ 98H1326 14.060 12.660
● 97F9040 25 P 4.75″ 13M4453 13.260 11.940
● 97F9978 25 / 5 μF* S 3.88″ 63J2233 24.900 22.410
● 97F9635 30 P 3.88″ 63J2192 15.460 13.920
● 97F9981 30 / 5 μF* S 3.88″ 63J2235 25.720 23.150
● 97F9638 35 C 3.88″ 49C8979 28.460 25.620
● 97F9041 35 S 4.75″ 13M4454 17.720 15.950
● 97F9848 35 / 5 μF* S 4.75″ 92B5789 29.640 26.680
● 97F9642 40 S 3.88″ 25C4005 18.880 17.000
● 27L946 40 / 5 μF* T 2.88″ 39P9043 21.260 19.140
● 27L945 45 S 3.88″ 39P9042 18.520 16.670
● 27L889 45 / 5 μF* S 4.75″ 39P6236 21.500 19.350
● 97F5211 50 T 3.88″ 13M4398 16.320 14.690
● 27L569 50 / 5 μF* T 4.25″ 39P6199 38.320 34.490
● 97F9042 55 T 4.75″ 89F2546 25.620 23.060
● 97F9839 55 / 5 uF* T 4.75″ 63J2213 43.440 39.100
● 97F9043 60 T 4.75″ 13M4455 24.300 21.870
● 97F5251 70 T 4.75″ 13M4399 17.500 15.750

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● 97F8036 15 P 2.88″ 13M4416 9.800 8.820
● 97F8090 20 P 2.88″ 74M7968 12.340 11.110
● 97F8037 25 P 2.88″ 89F2045 12.380 11.150
● 97F8038 30 P 3.88″ 13M4417 13.680 12.320
● 97F8039 35 P 3.88″ 13M4418 14.920 13.430
● 97F9352 35 P 3.88″ 08H0736 11.500 10.350
● 97F8040 40 P 3.88″ 95C0419 16.160 14.550
● 97F8041 45 P 4.75″ 89F2049 19.340 17.410
● 97F8042 50 P 4.75″ 13M4419 20.760 18.690
● 97F8044 60 S 4.75″ 89F2052 21.820 19.640
● 97F8046 70 S 4.75″ 64C9892 26.860 24.180
● 97F8047 75 S 4.75″ 13M4420 28.220 25.400
● 97F8048 80 T 3.88″ 92B7821 31.340 28.210
● 97F8050 90 T 4.75″ 13M4421 34.040 30.640
● 97F8052 100 T 4.75″ 13M4422 37.020 33.320
● 97F8053 120 T 4.75″ 13M4423 38.080 34.280

VOLTAGE: 370 VAC

● 97F8054 3 A 2.12″ 20M7448 6.260 5.640
● 97F8055 4 A 2.12″ 13M4424 4.900 4.410
● 97F8056 5 A 2.88″ 13M4425 6.940 6.250
● 97F8057 6 A 2.88″ 13M4426 7.200 6.480
● 97F8058 7.5 A 2.88″ 89F2064 7.640 6.880
● 97F8060 12.5 A 2.88″ 13M4427 10.420 9.380
● 97F8061 15 P 2.88″ 13M4428 10.120 9.110
● 97F8063 20 P 3.88″ 13M4429 11.640 10.480
● 97F8064 25 P 3.88″ 13M4430 12.980 11.690
● 97F8065 30 P 3.88″ 13M4431 15.840 14.260
● 97F8066 35 P 3.88″ 13M4432 17.540 15.790
● 97F8067 40 P 4.75″ 13M4433 17.060 15.360
● 97F8069 50 S 4.75″ 13M4434 20.400 18.360
● 97F8071 60 T 3.88″ 13M4435 24.560 22.110

VOLTAGE: 370 VAC - MOTOR RUN

● 27L1020 2 A 1.56″ 39P9011 9.020 8.120
● 27L987 3 A 1.56″ 39P6241 6.400 5.760
● 97F5503 3 A 2.12″ 13M4405 4.440 4.000
● 27L571 4 A 1.56″ 49H7092 6.540 5.890
● 27L570 5 A 1.56″ 49H7088 6.680 6.020
● 27L570S 5 A 1.56″ 71M1199 6.000 5.400

(7248)

VOLTAGE: 440 VAC

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● PB550Z050T440EA 55 / 5 μF T 4.75″ 38P7796 40.840 36.760
● PB550Z075T440EA 55 / 7.5 μF T 4.75″ 04R7346 41.600 37.440

VOLTAGE: 240 VAC

GEM III AC POWER
SUPPLY AND MOTOR
RUN CAPACITORS

(147080)

Case Styles P, S, T Case Style A

CASE SIZE DIMENSIONS

Specifications
• Tolerance: ±6%
• Leakage Current: 30μA Max.
• Frequency: 60Hz Nominal
• Operating Life: 60,000 Hours with 95% Survival

• Dissipation Factor: 0.1% Max.
• Operating Temperature: -40°C to +70°C
• Unpainted Aluminum Finish

* Dual Rating – 2 Concentric Sections
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AC CAPACITORS

97F8200 SERIES METALIZED POLYPROPYLENE FILM AC CAPACITORS (CONT.)

Case SIze Dimension A Dimension B
A 2.16″ (54.86) 1.31″ (33.27)
B 2.69″ (68.33) 1.56″ (39.62)
D 3.66″ (92.96) 1.97″ (50.04)

Case Size A B
A 2.16″ 1.31″
B 2.69″ 1.56″
D 3.66″ 1.97″

Mfg. Part No.
Cap.
(μF)

Dim.
C Stock No.

Price Each
1-49

● 27L6095 2 3.88″ 13M3908 15.190
● 27L6093 2.5 3.88″ 13M3907 15.680
● 27L6094 3 3.88″ 83H0241 10.950
● 27L6012 4 3.88″ 97F7851 14.930
● 27L6013 5 3.88″ 13M3899 17.250
● 27L6014 6 4.75″ 13M3900 21.000
● 27L6015 7 4.75″ 13M3901 20.070
● 27L6016 8 4.75″ 97F7855 21.040
● 27L6073 15 4.75″ 95C0416 33.700
● 27L6089 18 4.75″ 13M3906 35.780
● 27L6082 20 4.75″ 13M3905 44.970

CASE SIZE B

● 27L6017 10 3.88″ 13M3902 16.350
● 27L6018 12 4.75″ 13M3903 31.090

CASE SIZE D

● 27L6022 25 4.75″ 13M3904 34.690
● 27L6023 30 4.75″ 97F7862 51.680

Mfg. Part No.
Cap.
(μF)

Dim.
C Stock No.

Price Each
1-24 25-49

● 97F8240 1.5 2.12″ (53.84) 13M4436 4.300 3.870
● 97F8241 2 2.12″ (53.84) 13M4437 5.980 5.390
● 97F8242 2.5 2.88″ (73.15) 13M4438 6.300 5.670
● 97F8244 4 2.88″ (73.15) 13M4440 7.680 6.920
● 97F8245 5 3.88″ (98.55) 50F1873 7.640 6.880
● 97F8246 6 3.88″ (98.55) 50F1874 8.000 7.200
● 97F8248 8 4.75″ (120.65) 13M4441 9.440 8.500

CASE SIZE B

● 97F8249 10 3.88″ (98.55) 13M4442 7.280 6.560
● 97F8251 15 3.88″ (98.55) 50F1861 13.920 12.530
● 97F8252 18 4.75″ (120.65) 90B5623 16.520 14.870
● 97F8253 20 4.75″ (120.65) 13M4443 17.300 15.570

CASE SIZE D

● 97F8255 30 3.88″ (98.55) 13M4444 26.440 23.800
● 97F8256 35 4.75″ (102.65) 50F1866 27.360 24.630
● 97F8257 40 4.75″ (102.65) 13M4445 28.440 25.600
● 97F8258 45 4.75″ (120.65) 13M4446 33.620 30.260

(7327)

(7259)

Case Size A B Case Size K J
A 2.16″ 1.31″ … … …
B 2.69″ 1.56″ P 1.75″ 1.88″
C 2.91″ 1.91″ … … …

27L6000 SERIES METALIZED
POLYPROPYLENE FILM AC
CAPACITORS

CASE SIZE A

CASE DIMENSIONS

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● 97F6801 6 A 2.12″ 63J2112 7.480 6.740
● 97F6857 8 A 2.88″ 63J2117 8.160 7.350
● 97F6858 10 A 2.88″ 83H0150 8.620 7.760
● 97F6860 15 B 2.88″ 84H0287 10.760 9.690
● 97F6873 24 B 3.88″ 63J2125 13.460 12.120
● 97F6865 35 C 3.88″ 93B6035 16.940 15.250
● 97F6850 45 C 3.88″ 63J2116 19.380 17.450

VOLTAGE: 330 VAC

● 97F6764 5 A 2.88″ 45J0214 7.540 6.790
● 97F6703 8 A 2.88″ 83C8329 8.440 7.600
● 97F6767 10 B 2.88″ 63J2109 9.800 8.820
● 97F6760 12 B 2.88″ 93B7761 10.420 9.380
● 97F6768 14 B 2.88″ 99B1887 10.860 9.780
● 97F6716 20 B 3.88″ 63J2100 13.240 11.920

VOLTAGE: 400 VAC

● 97F6601 10 A 3.88″ 13M4410 8.620 7.760
● 97F6606 10 B 2.88″ 13M4411 6.800 6.120
● 97F6526 10 P 3.88″ 13M4408 8.680 7.820
● 97F6602 15 B 3.88″ 50F1892 10.880 9.800
● 97F6621 15 C 2.88″ 13M4412 10.980 9.890
● 97F6622 24 C 3.88″ 13M4413 9.260 8.340

Mounting brackets sold separately, on page 480.

Applications:

CASE SIZE A

• General-Purpose AC: Power Supplies,
Power Conversion Equipment

VOLTAGE: 280 VAC

Mounting Brackets sold separately, on page 480.

Specifications:

HID LIGHTING
CAPACITORS

Applications
• General-Purpose AC: Power Supplies,

UPS and Power Conversion Equipment
• Useful in Applications Where Voltage

Waveform is Non-Sinusoidal

Case Styles A, B, C

• Voltage: 600 VAC Nominal
• Tolerance: ±6%
• Dissipation Factor: 0.1% Max.
• Operating Life: 60,000 Hours with 94% Survival Rate
• Four 0.250 x 0.031″ (6.35 x 0.787) Blades per Terminal
• Operating Temperature: -40°C to +70°C

Case Style P

Specifications

97F8200 SERIES METALIZED
POLYPROPYLENE FILM AC
CAPACITORS

• Tolerance: ±6%
• Voltage: 660 VAC
• Operating Life: 60,000 Hours With 94% Survival
• Operating Temperature: -40°C to +70°C

Applications
• Ballast Circuits for Mercury Vapor, Metal Halide or High-Pressure Sodium Lamps
Specifications
• Tolerance: ±3%
• Operating Temperature: -40°C to +90°C
• Two 0.250 x 0.031″ Blades and Fork per Terminal
• UL Recognized
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AC CAPACITORS • MOUNTING HARDWARE

HID LIGHTING CAPACITORS (CONT.)

(148881)

Mfg. Part No.
Cap.
(μF)

Dimensions (mm)
Stock No.

Price Each
L x H x T P 1-24 25-49

● 125MABA03KHS 1.2 32 x 17 x 9 27.5 30K6624 2.230 2.000
● 255MABA03KHS 2.5 32 x 22 x 13 27.5 30K6697 3.120 2.800
● 635MABA03KJS 6.3 42.5 x 37 x 28 37.5 30K6781 6.850 6.150
● 805MABA03KJS 8 42.5 x 30 x 22 37.5 30K6802 7.280 6.540
● 106MABA03KJS 10 42.5 x 30 x 22 37.5 30K6590 8.490 7.630

VOLTAGE CODE A02, 575 WVDC

● 105MABA02KHS 1 32 x 20 x 11 27.5 30K6574 2.170 1.950
● 155MABA02KHS 1.5 32 x 22 x 13 27.5 30K6633 2.710 2.440
● 225MABA02KHS 2.2 32 x 28 x 14 27.5 30K6670 3.560 3.200
● 275MABA02KHS 2.7 32 x 28 x 14 27.5 30K6699 3.640 3.270
● 305MABA02KIS 3 39.5 x 26 x 15 35 30K6702 3.800 3.420
● 405MABA02KJS 4 42.5 x 28 x 17 37.5 30K6732 4.570 4.110
● 635MABA02KJS 6.3 42.5 x 30 x 22 37.5 30K6780 8.560 7.690
● 805MABA02KJS 8 42.5 x 37 x 28 37.5 30K6801 9.770 8.780
● 106MABA02KJS 10 42.5 x 37 x 28 37.5 30K6589 9.780 8.790
● 126MABA02KJS 12 42.5 x 45 x 30 37.5 30K6625 12.450 11.190

VOLTAGE CODE A01, 775 WVDC

● 104MABA01KGS 0.1 26.5 x 16 x 7 22.5 30K6565 1.360 1.220
● 224MABA01KGS 0.22 26.5 x 18.5 x 10 22.5 30K6659 1.580 1.420
● 334MABA01KHS 0.33 32 x 20 x 11 27.5 30K6710 1.950 1.750
● 474MABA01KHS 0.47 32 x 20 x 11 27.5 30K6745 2.070 1.860
● 684MABA01KHS 0.68 32 x 20 x 11 27.5 30K6784 2.210 1.990
● 105MABA01KIS 1 39.5 x 26 x 15 35 30K6573 3.040 2.730
● 125MABA01KIS 1.2 39.5 x 26 x 15 35 30K6623 3.200 2.870
● 155MABA01KIS 1.5 39.5 x 26 x 15 35 30K6632 3.400 3.060
● 225MABA01KJS 2.2 42.5 x 28 x 17 37.5 30K6669 4.450 4.000
● 305MABA01KJS 3 42.5 x 30 x 22 37.5 30K6701 5.340 4.800
● 405MABA01KJS 4 42.5 x 37 x 28 37.5 30K6731 6.950 6.250
● 475MABA01KJS 4.7 42.5 x 37 x 28 37.5 30K6755 7.480 6.720

VOLTAGE CODE A05, 1150 WVDC

● 105MABA05KJS 1 42.5 x 28 x 17 37.5 30K6575 4.780 4.290
● 225MABA05KJS 2.2 42.5 x 37 x 28 37.5 30K6671 7.890 7.090

(84786)

MAB SERIES AC/MOTOR
RUN METALLIZED FILM
CAPACITORS
Features:

VOLTAGE: 400 VAC

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-24 25-49

● 97F6535 24 P 3.88″ 13M4409 9.640 8.680
● 97F6535RC* 24 P 3.88″ 50B3631 13.260 11.940

VOLTAGE: 480 VAC

● 97F6694 20 C 3.88″ 13M4415 10.860 9.780
● 97F6680 24 C 3.88″ 13M4414 10.880 9.800
● 97F6680RC* 24 C 3.88″ 45P4344 17.080 15.380
● 97F8237RR+ 39.87 T 3.88″ 66K6967 21.560 19.410

VOLTAGE: 540 VAC

● 97F6924 13 B 3.88″ 63J2129 20.280 18.260
● 97F6951 22.5 C 4.75″ 63J2135 27.600 24.840
● 97F6934 26 D 3.88″ 26H2422 32.480 29.240
● 97F6940 35 D 4.75″ 63J2132 34.360 30.930

VOLTAGE: 580 VAC

● 97F6948 14.5 B 3.88″ 93B0217 19.640 17.680
● 97F6945 24 C 4.75″ 63J2133 28.440 25.600
● 97F6921 26 C 4.75″ 99F7364 29.480 26.540

• SMPS
• Motor Run
• Motor Speed Controls
• General Purpose AC application
• High Frequency Electronic Ballasts
• Switching Capacitor for Industrial Controls

(7249)

Mfg. Part No.
Case

Height Stock No.
Price Each

1-49 50-99
● M302C920-210 2.12″ 45P3780 1.960 1.860

302C920000200 2.62″ 96B0336 3.280 3.120
● M302C920-113 2.88″ 95C0483 1.410 1.340
● M302C920-115 3.88″ 07C7455 4.050 3.850

302C920000122 4.25″ 96B0329 3.280 3.120
● M302C920-116 4.75″ 12C2120 4.180 3.980
● M302C920-209 5.75″ 34C3213 2.070 1.970

Specifications:
• Dielectric: Polypropylene
• Tolerance: ±10% at 1kHz, 20°C
• Temperature Coefficient: -200ppm/°C ±100ppm/°C
• Operating Temperature Range:

-40°C to +105°C without use of approvals
-25°C to +85°C for use of approvals

Mfg. Part No. Temperature Rating Stock No.
Price Each

1-49 50-99
● 614A527-21 60°C 13M4034 1.520 1.450
● M 178A3744-21 105°C 61J7177 1.520 1.450

VOLTAGE CODE A03, 475 WVDC

Mfg. Part No.
Case
Size Dim. F Stock No.

Price Each
1-49 50-99

9827065000021 A 2.56″ 96B0358 1.570 1.490
● M9827065-21 A 2.56″ 01C4725 1.060 1.010
● M 9827065-31 B 3.06″ 61J7180 2.710 2.570
● M614A301-61 C 3.31″ 13M2556 1.920 1.820
● M614A301-51 D 4.06″ 13M2555 2.690 2.550
● M 279A7235-24 P 2.50″ 13M2150 2.180 2.070
● M279A7235-22 S 2.75″ 13M2543 2.580 2.450
● M279A7235-23 T 3.25″ 13M2544 2.640 2.510

Mfg. Part No.
Case
Size

Mtg. Dim.
Stock No.

Price Each
F G 1-49 50-99

128A2244AC021 A 2.69″ … 73C3409 5.550 4.510
● M128A2244AC-21 A 2.69″ … 45P3767 3.720 3.540
● M128A2244AB25 B 3.27″ … 91C4968 4.780 4.540

128A2244AB022 C 3.44″ … 01C5668 5.590 5.310
● M128A2244AB-22 C 3.44″ … 40C1838 4.030 3.830
● M128A2244AB-23 D 4.19″ … 12C1484 4.580 4.350
● 295A6016-31M P … 1.75″ 13M3909 2.030 1.930
● M295A6016-31 P … 1.75″ 27C7194 4.780 4.540
● M295A601632 S … 2″ 13M2545 3.770 3.580
● 295A6016-33 T … 2.5″ 13M3910 1.980 1.890
● M295A6016-33 T … 2.5″ 92H3228 4.470 4.250

For Agency Standards and Approval Classifications see datasheet at www.newark.com.

(7359)

FOOTED BRACKETS FOR OVAL OR ROUND CASE SIZES

BRACKETS AND
ACCESSORIES FOR AC/DC
AND SCR CAPACITORS

Footed Bracket Wrap-Around Protective Boot

* RC suffix indicates metal film resistor in series with terminals, + RR suffix indicates bleed resistor in series with
terminals

Universal - Oval Case Universal - Round Case

PROTECTIVE BOOT

WRAP-AROUND BRACKETS

UNIVERSAL WRAP-AROUND BRACKETS
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DC CAPACITORS

PPB SERIES +105°C METALLIZED POLYPROPYLENE CAPACITORS (CONT.)

VOLTAGE: 600 VDC PEAK

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-49 50-99

A28F5502 0.5 A 2.12″ 92B8168 41.130 37.100
A28F5503 1 A 2.12″ 96B0293 38.610 34.830
A28F5504 2 A 2.88″ 96B0301 38.610 34.830

VOLTAGE: 2000 VDC PEAK

A28F5600 0.05 A 2.12″ 16F1292 40.670 36.690
A28F5601 0.1 A 2.12″ 16F1293 25.660 23.150
A28F5602 0.25 A 2.12″ 16F1294 28.580 25.780
A28F5603 0.5 A 2.88″ 16F1295 28.350 25.570
A28F5604 1 A 4.50″ 16F1296 43.330 39.090
A28F5688 2 C 4.25″ 16F1297 370.700 333.770

(7357)

Mfg. Part No.
Cap.
(μF)

dv/dt
(v/μs)

L x H x T
(mm) Stock No.

Price Each
1-24 25-49

● 473PPB250K 0.047 560 18 x 11 x 5 30K6744 0.845 0.760
● 225PPB250K 2.2 240 32 x 28 x 14 30K6673 5.820 5.230
● 475PPB250K 4.7 170 42.5 x 30 x 22 30K6757 8.960 8.060

VOLTAGE: 400 WVDC

● 474PPB400K 0.47 400 32 x 22 x 13 30K6752 2.400 2.160
VOLTAGE: 630 WVDC

● 103PPB630K 0.01 3300 18 x 11 x 5 30K6564 0.971 0.874
● 104PPB630K 0.1 2050 26.5 x 17 x 8.5 30K6572 1.520 1.370
● 154PPB630K 0.15 1500 32 x 20 x 11 30K6631 2.050 1.840
● 334PPB630K 0.33 1500 32 x 24.5 x 15 30K6714 3.050 2.740
● 474PPB630K 0.47 950 42.5 x 28 x 17 30K6753 3.830 3.450
● 684PPB630K 0.68 950 42.5 x 28 x 17 30K6788 5.280 4.740
● 105PPB630K 1 950 42.5 x 30 x 22 30K6584 6.530 5.870
● 155PPB630K 1.5 950 42.5 x 37 x 28 30K6639 10.550 9.480

VOLTAGE: 1000 WVDC

● 333PPB102K 0.033 2600 26.5 x 16 x 7 30K6709 1.050 0.938
● 473PPB102K 0.047 2600 26.5 x 17 x 8.5 30K6742 1.320 1.190
● 224PPB102K 0.22 1850 32 x 28 x 14 30K6667 3.370 3.030

VOLTAGE: 1000 WVDC

Mfg. Part No.
Cap.
(μF)

dv/dt
(v/μs)

L x H x T
(mm) Stock No.

Price Each
1-24 25-49

● 474PPB102K 0.47 1200 42.5 x 30 x 22 30K6751 5.100 4.590
● 105PPB102K 1 1200 42.5 x 37 x 28 30K6583 9.800 8.810

VOLTAGE: 1600 WVDC

● 103PPB162K 0.01 3800 26.5 x 15 x 6 30K6562 1.170 1.060
● 473PPB162K 0.047 2700 32 x 20 x 11 30K6743 1.960 1.760
● 224PPB162K 0.22 1700 42.5 x 28 x 17 30K6668 4.030 3.620
● 334PPB162K 0.33 1700 42.5 x 30 x 22 30K6713 5.740 5.160

VOLTAGE: 2000 WVDC

● 102PPB202KE 0.001 9000 18 x 11 x 5 30K6556 1.050 0.940
● 222PPB202KE 0.0022 6200 26.5 x 15 x 6 02N4577 1.030 0.921
● 332PPB202KB 0.0033 9000 18 x 13.5 x 7.5 36K2462 1.030 0.921
● 472PPB202K 0.0047 6200 26.5 x 15 x 6 30K6738 0.896 0.805
● 103PPB202K 0.01 6200 26.5 x 17 x 8.5 30K6563 1.250 1.130
● 223PPB202K 0.022 4200 32 x 20 x 11 30K6658 1.840 1.650

VOLTAGE: 1000 VDC PEAK

28F5000 SERIES SNUBBER CAPACITORS

(84787)

Case Style A

PPB SERIES +105°C
METALLIZED
POLYPROPYLENE
CAPACITORS

Mfg. Part No.
Cap.
(μF)

Case
Size

Dimensions
Stock No.

Price Each
A B C F 1-4 5-9

● SCRN222R-F 5.0 A 1.31″ 2.16″ 4.25″ 0.81″ 61M3649 65.500 58.950
VOLTAGE: 1000 VDC PEAK

● SCRN233R-F 1.0 A 1.31″ 2.16″ 2.125″ 0.81″ 21M9028 42.780 38.510
● SCRN234R-F 2.0 A 1.31″ 2.16″ 3.125″ 0.81″ 75M7813 39.610 35.650
● SCRN236R-F 5.0 B 1.56″ 2.69″ 3.500″ 1.25″ 51M6839 76.350 68.710
● SCRN237R-F 10.0 C 1.91″ 2.91″ 5.75″ 1.38″ 20M3381 209.640 188.860

VOLTAGE: 1500 VDC PEAK

● SCRN241R-F 1.0 A 1.31″ 2.16″ 2.875″ 0.81″ 21M6336 42.220 38.000
● SCRN242R-F 2.0 B 1.56″ 2.69″ 3.500″ 1.25″ 50M0589 87.950 79.150
● SCRN244R-F 5.0 C 1.91″ 2.91″ 5.75″ 1.38″ 04M7006 61.290 55.210

VOLTAGE: 2000 VDC PEAK

● SCRN246R-F 0.25 A 1.31″ 2.16″ 2.125″ 0.81″ 75M7818 41.240 37.110
● SCRN247R-F 0.5 A 1.31″ 2.16″ 2.675″ 0.81″ 55M6760 34.080 30.680
● SCRN248R-F 1.0 A 1.31″ 2.16″ 3.13″ 0.81″ 75M3089 33.540 30.190
● SCRN253R-F 5.0 D 1.97″ 3.66″ 5.75″ 1.38″ 23M2480 115.910 104.420
● SCRN256R-F 10.0 F 3.75″ 4.56″ 5.75″ 2.00″ 20M4782 320.430 288.680

Case Style C

Specifications:

Mfg. Part No. Bracket Style Case Size Stock No.
Price Each

1-9 10-24
● 32107-1 Universal A 90B7511 3.530 3.360
● 32107-2 Universal C 22C4793 4.390 4.180
● 32107-3 Universal D 95C2923 5.220 4.970
● 30393-5 Wrap-Around A 72K7382 1.960 1.870

• Operating Temperature Range: -55°C to +105°C
• Tolerance: ±10% (K) at 1kHz, 25°C
• Temperature Coefficient: -200 ppm/°C, ±100 ppm/°C
• Dissipation Factor @ Freq. 1kHz: C ≤ 1.0μF = 0.03%

C > 1.0μF = 0.04%

Applications

(7251)

Designed for UPS, inverters and power semiconductor applications.

SCR COMMUTATING
CAPACITORS

• Power Semiconductor Circuit Protection:
Limits Rate of Voltage Rise

VOLTAGE: 250 WVDC

Specifications

MOUNTING HARDWARE

• Dielectric: Polypropylene, Paper with Foil Electrodes
• Dimensions for Case Style A: a=2.16″, b=1.31″
• Dimensions for Case Style C: a=2.91″, b=1.91″

Wrap Around

Universal

Features
• 40,000 Hour, 95% Minimum Survival at

Full Rated Temperature and Volt-Amps
• Conforms to EIA RS401
• 1⁄4 x 20 Thread Studs for High Current
• Voltage Range: 200Vpk to 2000 Vpk
• Capacitance Range: 0.25 μF to 50 μF

Specifications
• Tolerance: ±10%
• Operating Temperature: -40°C to

+65°C; 80°C Surface Temperature
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(148853)

Case Size A B D F
A 2.16″ 1.31″ 0.81″ 1.18″
B 2.69″ 1.56″ 0.81″ 1.12″
C 2.91″ 1.91″ 1.38″ 1.12″
D 3.66″ 1.97″ 1.38″ 1.12″
D* 3.66″ 1.97″ 1.25″ 0.91″
G 4.56″ 2.84″ 2.00″ 1.12″

Case Size A B Case Size J K
A 2.16″ 1.31″ P 1.88″ 1.75″
… … … S 2.12″ 2.00″
C 2.91″ 1.91″ T 2.62″ 2.50″

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-4 5-9

A97F8672 10 C 4.25″ 16F1274 145.180 131.660
A97F8674 30 D 7.25″ 16F1276 202.220 183.390

VOLTAGE: 1000 VDC PEAK

A97F8618 10 D 6.25″ 16F1286 163.830 148.570
VOLTAGE: 1500 VDC PEAK

A97F8620 1 A 3.88″ 16F1287 94.170 85.400
A97F8625 10 G 5.18″ 16F1291 248.330 225.210

(7358)

Mfg. Part No.
Cap.
(μF)

Case
Size

Dim.
C Stock No.

Price Each
1-49 50-99

● 97F5437 3 A 2.12″ 13M4404 8.170 7.360
● 97F5337 4 A 2.88″ 13M4401 5.760 5.190
● 97F5339 5 A 2.88″ 13M4402 9.210 8.300
● 97F5436 6 A 2.88″ 13M4403 9.560 8.610
● 97F5300 10 A 3.88″ 46F3403 11.520 10.390
● 97F5001 12.5 P 2.88″ 13M4395 14.040 12.650
● 97F5023 30 P 4.75″ 13M4396 19.930 17.960
● 97F5116 40 S 4.75″ 13M4397 18.270 16.460
● 97F5209 45 T 3.88″ 46F3419 26.520 23.870

VOLTAGE: 1500 VDC

A26F7500 1 A 2.12″ 18B479 45.000 41.330
A26F7501 2 A 3.12″ 18B480 50.920 46.780
A26F7503 5 C 3.88″ 18B482 90.790 83.400
A26F7504 6 C 4.25″ 18B483 103.740 95.290

VOLTAGE: 2500 VDC

A26F7515 0.1 A 2.12″ 18B486 41.550 38.170
A26F7516 0.25 A 2.12″ 18B487 42.570 39.100
A26F7517 0.5 A 2.12″ 18B488 39.080 35.890
A26F7576 1 A 3.12″ 18B491 45.180 41.500
A26F7519 2 A 4.25″ 18B489 56.310 51.730
A26F7520 4 C 4.25″ 18B490 87.870 80.720

VOLTAGE: 600 VDC PEAK

(7333)

VOLTAGE: DUAL-RATED, 1000 VDC / 440 VAC

SCR COMMUTATION CAPACITORS

Case Styles A,B,C and D

GENERAL PURPOSE DC CAPACITORS

97F Series Case Style A

Case Style D* Case Style G

97F Series Case Styles P, S, T

26F Series Case Styles A, C

CASE DIMENSIONS FOR A97F7500 / A97F8600

CASE DIMENSIONS

*100 amp terminals

Mounting brackets are available, go online or call.

Order brackets for capacitors separately on page 480.

Applications

Applications
• DC Filter Circuits for Voltages, Frequencies or

Other Uses Where Long Life is Essential

• SCR Commutation, Snubbers for SCRs and
Power Semiconductors

• Circuits Where Combination of Frequency and
Voltage Results in High RMS Currents

Specifications

Specifications

• 97F Series: Dual Voltage Rated:
440 VAC / 1000 VDC

• Tolerance: ±6%
• 26F Series: Tolerance: ±10%

• Terminal Length: 0.58″; Style D*: 0.72″
• Case Material: Styles A-D: Aluminum; Style G: Steel
• Unpainted Case and Cover

• Operating Life: 60,000 hours with 94% Survival
• Operating Temperature: -30°C to +70°C
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Mfg. Part No.
Cap.
(uF) Tol.

Dimensions
(mm)

Pitch
(mm) Stock No.

Price
1-24

● PME271Y410MR30 0.001 ± 20% 13.5 x 7.5 x 3.9 10.2 61M2390 0.970
● PME271Y422MR30 0.0022 ± 20% 13.5 x 7.5 x 3.9 10.2 61M2391 1.010
● PME271Y447MR30 0.0047 ± 20% 13.5 x 10.5 x 5.1 10.2 61M2392 1.040

Mfg. Part No. Voltage
Cap.
(μF)

b x h x l
(mm)

Lead
Pitch
(mm) Stock No.

Price Each

1-99
100-
499

● B32529C5334J 50 0.33 3 x 6.5 x 7.2 5 26M8232 0.160 0.154
VOLTAGE: 63 V

● B32529C102J189 63 0.001 2.5 x 6.5 x 7.2 5 21C0443 0.084 0.081
● B32529C152J189 63 0.0015 2.5 x 6.5 x 7.2 5 21C0489 0.084 0.081
● B32529C222J189 63 0.0022 2.5 x 6.5 x 7.2 5 21C0537 0.084 0.081
● B32529C332J189 63 0.0033 2.5 x 6.5 x 7.2 5 21C0582 0.084 0.081
● B32529C472J189 63 0.0047 2.5 x 6.5 x 7.2 5 21C0623 0.084 0.081
● B32529C682J189 63 0.0068 2.5 x 6.5 x 7.2 5 21C0658 0.084 0.081
● B32529C103J189 63 0.01 2.5 x 6.5 x 7.2 5 21C0455 0.084 0.081
● B32529C153J189 63 0.015 2.5 x 6.5 x 7.2 5 21C0501 0.084 0.081
● B32529C223J189 63 0.022 2.5 x 6.5 x 7.2 5 21C0549 0.084 0.081
● B32529C333J189 63 0.033 2.5 x 6.5 x 7.2 5 21C0594 0.084 0.081
● B32529C473J189 63 0.047 2.5 x 6.5 x 7.2 5 21C0635 0.084 0.081
● B32529C683J189 63 0.068 2.5 x 6.5 x 7.2 5 21C0670 0.084 0.081
● B32529C104J189 63 0.1 2.5 x 6.5 x 7.2 5 14P9952 0.084 0.081
● B32529C104K189* 63 0.1 2.5 x 6.5 x 7.2 5 21C0472 0.080 0.077
● B32520C104J189 63 0.1 2.5 x 7 x 10 7.5 20C9475 0.176 0.169
● B32529C154J189 63 0.15 2.5 x 6.5 x 7.2 5 21C0513 0.094 0.090
● B32529C224J 63 0.22 2.5 x 6.5 x 7.2 5 26M8221 0.111 0.106
● B32520C224J289 63 0.22 2.5 x 7 x 10 7.5 20C9508 0.221 0.212
● B32529C334J 63 0.33 2.5 x 6.5 x 7.2 5 26M8222 0.176 0.169
● B32520C334J189 63 0.33 2.5 x 7 x 10 7.5 20C9523 0.262 0.251
● B32529C474J 63 0.47 2.5 x 6.5 x 7.2 5 26M8223 0.192 0.184

Mfg. Part No.
Cap.
(uF)

Dimensions
W × H × L

(mm)

Lead
Spacing

(mm) Stock No.

Price Each

1-24 25-49
● F17723102000 0.01 5.3 x 10.3 x 17.8 15 65C0118 0.965 0.810
● F 17723472000 0.047 6.3 x 12.3 x 17.8 15 29H4683 1.150 0.965
● F17724102900 0.1 8.3 x 14.3 x 17.8 15 65C0140 1.650 1.380
● F17724102000 0.1 8.3 x 14.3 x 17.8 15 95F9070 1.460 1.220
● F17724102030* 0.1 8.3 x 14.3 x 17.8 15 65C0137 1.650 1.380
● F17724222000 0.22 8.3 x 16.3 x 26.3 22.5 95F9071 1.940 1.630
● F17724332000 0.33 10.3 x 18.3 x 26.3 22.5 18M2057 2.600 2.190
● F17724472000 0.47 11 x 20.3 x 31.3 27.5 95F9073 3.140 2.640
● F17724472030* 0.47 11 x 20.3 x 31.3 27.5 65C0159 3.420 2.880
● F1772468-2000 0.68 13 x 23.3 x 31.3 27.5 95F9074 4.030 3.390
● F17725102000 1 14.5 x 24.3 x 31.3 27.5 51M4122 5.210 4.380
● F1772510-2000 1 14.5 x 24.3 x 31.3 27.5 95F9075 5.210 4.380
● F17725102030 1 14.5 x 24.3 x 31.3 27.5 35K4527 5.400 4.530
● F17725222000 2.2 17.8 x 32.3 x 41.3 37.5 95F9077 9.530 8.010
● F17725222230 2.2 17.8 x 32.3 x 41.3 37.5 26M8271 8.740 7.350

Mfg. Part No.
Cap.
(uF)

W × H × L 
(mm)

Lead
Spacing

(mm) Stock No.

Price Each

1-49 50-99
● F17102101000 0.001 5.3 × 10.3 × 17.8 15 95F9062 0.804 0.688
● F17102221000 0.0022 5.3 × 10.3 × 17.8 15 18M2056 0.820 0.702
● F17102471000 0.0047 5.3 × 10.3 × 17.8 15 95F9065 0.744 0.637
● F17102471030 0.0047 5.3 × 10.3 × 17.8 15 65C0099 1.080 0.918
● F17103101030 0.01 6.3 × 12.3 × 17.8 15 65C0104 1.230 1.050
● F17103101000 0.01 6.3 × 12.3 × 17.8 15 95F9066 0.968 0.828
● F17103221000 0.022 8.3 × 17.3 × 17.8 15 95F9067 1.330 1.140
● F17103471000 0.047 8.3 × 16.3 × 26.3 22.5 95F9068 1.840 1.580
● F17104101000 0.1 11 × 20.3 × 31.3 27.5 95F9069 2.780 2.380

(104011)

Mfg. Part No.
Cap.
(μF)

Dimensions (mm)
Stock No.

Price Each
L T H S 1-9 10-24

● 158X473 0.047 17 5.5 12.5 15 72K7372 0.714 0.679
● 158X104 0.1 17 8 15 15 72K7370 0.654 0.622
● 158X474 0.47 30 11 22 27.5 87F1195 1.600 1.520
● 158X105 1 30.5 15 24.5 27.5 95F2848 2.930 2.780
● 158X225 2.2 41 17.5 32.5 37.5 72K7371 7.170 6.830

(7305)

EMI SUPPRESSOR METALLIZED
PAPER CAPACITORS by EVOX
RIFA, A KEMET COMPANY

(7304)

(7091)

F1710 POLYESTER FILM
SUPPRESSION AC-CAPACITORS 
CLASS Y2 AC 250V (MKT)

F1772 POLYESTER FILM AC
SUPPRESSION CAPACITORS

Typical Application

B32520 - B32529 SERIES
METALLIZED POLYESTER
FILM CAPACITORS (MKT)

158X SERIES METALLIZED
POLYESTER SUPPRESSION
CAPACITORS

VOLTAGE: 50 V

Features

• Interference suppressor in Y2 (line-to-earth) applications.

Features

Features

• Plastic Can, Epoxy Resin-Sealed
with Flame-Retardant Coating

• Tinned Copper Alloy Wire Terminals

Features

• Plastic Can, Epoxy Resin-Sealed
with Flame-Retardant Coating

• UL-1414 and CSA Approved
• Flame-Retardant Case with Polyurethane Fill
• Tinned Copper-Clad Steel Wire Terminals

• Rated voltage: 250 VAC, 50⁄60 Hz (ENEC,UL, CSA)
• Capacitance tolerance: ± 10% for C > 0.1 uF, code K

± 20% for C ≤ 0.1 uF, code M
• Temperature range: –40 to +100°C

• High Pulse Strength
• High Contact Reliability
• Dielectric: Polyethylene Terephthalate (polyester, PET)
• Stacked Film Technology for lead spacing 5 to 15 mm
• Wound technology for lead spacing 10 to 27.5 mm
• Flame-Retardant Plastic Case (UL 94 V-0)
• Epoxy resin sealing (UL 94 V-0)

Specifications

Features • Tinned Copper Alloy WireTerminals
• Internal series connection provides significant

advantages over standard X2 capacitors

Applications

• Self-extinguishing UL 94V-0 encapsulation material.
• Excellent self-healing properties.
• Good resistance to ionization due to impregnated dielectric.
• High dU/dt capability.
• Safety approvals for worldwide use.

Applications

Applications

• Tolerance: ±20%
• Voltage Range: 275/250VAC
• Operating Temperature: -40°C to +100°C

• Class ″Y2″ Interference Suppression
• Cross the Line, Antenna Coupling and Line Bypass

• Blocking
• Coupling, decoupling
• Bypassing
• RFI for automotive

Specifications

• Class ″X″ Interference Suppression
• Cross the Line Components

Specifications

• Tolerance: ±20%
• Voltage: 250 VAC
• Lead Length: 6mm
• See spec for additional lead lengths
• Operating Temperature: -40°C to +100°C
• Approvals: UL Recognized, CSA, EN

Specifications

Specifications

• Tolerance : ±5%, ±10%
• Service Life: 200,000 Hours
• Max. operating temperature: 125°C

• Tolerance: ±10%
• Voltage: 275VAC
• Lead length 6mm except where noted
• Approvals: UL Recognized, EN, CSA

• The highest possible safety regarding
active and passive flammability.

* Lead length=30mm
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FILM CAPACITORS

B32520 - B32529 SERIES METALLIZED POLYESTER FILM CAPACITORS
(MKT) (CONT.)

B32520 - B32529 SERIES METALLIZED POLYESTER FILM CAPACITORS
(MKT) (CONT.)

VOLTAGE: 250 V

Mfg. Part No. Voltage
Cap.
(μF)

b x h x l
(mm)

Lead
Pitch
(mm) Stock No.

Price Each

1-99
100-
499

● B32522C3684J289 250 0.68 7 x 12.5 x 18 15 21C0087 0.576 0.552
● B32522C3105J189 250 1 8.5 x 14.5 x 18 15 21C0056 0.616 0.592
● B32522N3105J189 250 1 8.5 x 14.5 x 18 15 21C0128 0.535 0.513

VOLTAGE: 400 V

● B32529C6102J189 400 0.001 2.5 x 6.5 x 7.2 5 21C1154 0.094 0.090
● B32520C6102J189 400 0.001 2.5 x 7 x 10 7.5 20C9679 0.151 0.145
● B32529C6222J189 400 0.0022 2.5 x 6.5 x 7.2 5 21C1213 0.094 0.090
● B32520C6222J189 400 0.0022 2.5 x 7 x 10 7.5 20C9711 0.151 0.145
● B32529C6332J289 400 0.0033 2.5 x 6.5 x 7.2 5 21C1227 0.094 0.090
● B32520C6332J189 400 0.0033 2.5 x 7 x 10 7.5 20C9727 0.151 0.145
● B32529C6472J189 400 0.0047 2.5 x 6.5 x 7.2 5 21C1237 0.094 0.090
● B32520C6472J189 400 0.0047 2.5 x 7 x 10 7.5 20C9743 0.151 0.145
● B32529C6103J189 400 0.01 3 x 6.5 x 7.2 5 21C1166 0.129 0.124
● B32520C6103J189 400 0.01 2.5 x 7 x 10 7.5 20C9687 0.151 0.145
● B32521C6103J189 400 0.01 4 x 7 x 13 10 20C9899 0.192 0.184
● B32521C6223J189 400 0.022 4 x 7 x 13 10 20C9917 0.217 0.208
● B32529B6473J 400 0.047 6 x 10.5 x 7.5 5 26M8218 0.191 0.183
● B32521C6473J189 400 0.047 5 x 11 x 13 10 20C9929 0.257 0.247
● B32529D6104J189 400 0.1 7.8 x 13 x 7.8 5 07P6877 0.347 0.333
● B32521C6104J189 400 0.1 6 x 12 x 13 10 20C9905 0.323 0.310
● B32522C6104J 400 0.1 5 x 10.5 x 18 15 21C0091 0.351 0.337
● B32522C6224J 400 0.22 7 x 12.5 x 18 15 21C0103 0.411 0.394
● B32522C6334J 400 0.33 8.5 x 14.5 x 18 15 21C0109 0.449 0.431

VOLTAGE: 450 V

● B32522N6474J189 450 0.47 8.5 x 14.5 x 18 15 21C0158 0.539 0.517
● B32522N6684J289 450 0.68 9 x 17.5 x 18 15 21C0165 0.661 0.635

VOLTAGE: 630 V

● B32529C8102J 630 0.001 2.5 x 6.5 x 7.2 5 26M8235 0.160 0.153
● B32529C8222J 630 0.0022 2.5 x 6.5 x 7.2 5 95B5799 0.160 0.153
● B32529C8332J 630 0.0033 3.5 x 8 x 7.2 5 26M8236 0.176 0.169
● B32529C8472J 630 0.0047 3.5 x 8 x 7.2 5 26M8237 0.176 0.169
● B32529C8103J189 630 0.01 5 x 10 x 7.5 5 21C1266 0.217 0.208
● B32521N8103J189 630 0.01 4 x 9 x 13 10 20C9941 0.319 0.306
● B32521N8223J189 630 0.022 5 x 11 x 13 10 20C9953 0.319 0.306
● B32521N8333J189 630 0.033 6 x 12 x 13 10 20C9959 0.327 0.314
● B32522Q8473J189 630 0.047 5 x 10.5 x 18 15 21C0182 0.378 0.363
● B32522Q8104J 630 0.1 7 x 12.5 x 18 15 21C0169 0.392 0.376

* Tolerance = +/-10%

VOLTAGE: 63 V

Mfg. Part No. Voltage
Cap.
(μF)

b x h x l
(mm)

Lead
Pitch
(mm) Stock No.

Price Each

1-99
100-
499

● B32520C474J289 63 0.47 3 x 8 x 10 7.5 20C9532 0.294 0.282
● B32521C474J 63 0.47 4 x 7 x 13 10 20C9797 0.294 0.282
● B32529C684J189 63 0.68 2.5 x 6.5 x 7.2 5 21C0682 0.264 0.253
● B32529C105J189 63 1 4.5 x 9.5 x 7.3 5 14P9953 0.282 0.271
● B32520C105J289 63 1 5 x 10.5 x 10 7.5 20C9484 0.502 0.482
● B32521C105J189 63 1 4 x 9 x 13 10 20C9774 0.502 0.482
● B32522C105J 63 1 5 x 10.5 x 18 15 20C9970 0.527 0.505
● B32520C155J 63 1.5 5 x 10.5 x 10 7.5 20C9497 0.731 0.701
● B32529D 225J189 63 2.2 7.8 x 13 x 7.8 5 43J2693 0.996 0.956
● B32520C225J 63 2.2 6 x 12 x 10.3 7.5 20C9513 1.090 1.040
● B32521C225J289 63 2.2 5 x 11 x 13 10 20C9787 0.945 0.907
● B32522C225J189 63 2.2 5 x 10.5 x 18 15 20C9983 1.060 1.020
● B32521C335J 63 3.3 6 x 12 x 13 10 20C9791 1.220 1.170
● B32522C335J289 63 3.3 6 x 11 x 18 15 20C9990 1.350 1.300
● B32522C475J289 63 4.7 7 x 12.5 x 18 15 20C9996 1.690 1.620

VOLTAGE: 100 V

● B32529C1102J189 100 0.001 2.5 x 6.5 x 7.2 5 21C0694 0.086 0.083
● B32529C1152J189 100 0.0015 2.5 x 6.5 x 7.2 5 21C0729 0.086 0.083
● B32529C1222J189 100 0.0022 2.5 x 6.5 x 7.2 5 21C0764 0.086 0.083
● B32529C1332J189 100 0.0033 2.5 x 6.5 x 7.2 5 21C0799 0.086 0.083
● B32529C1472J189 100 0.0047 2.5 x 6.5 x 7.2 5 21C0834 0.086 0.083
● B32529C1103J189 100 0.01 2.5 x 6.5 x 7.2 5 21C0706 0.086 0.083
● B32529C1153J189 100 0.015 2.5 x 6.5 x 7.2 5 21C0741 0.086 0.083
● B32529C1223J189 100 0.022 2.5 x 6.5 x 7.2 5 21C0776 0.086 0.083
● B32529C1333J189 100 0.033 2.5 x 6.5 x 7.2 5 21C0811 0.086 0.083
● B32529C1473J189 100 0.047 2.5 x 6.5 x 7.2 5 21C0846 0.086 0.083
● B32520C1473J189 100 0.047 2.5 x 7 x 10 7.5 20C9587 0.147 0.141
● B32529C1683J189 100 0.068 2.5 x 6.5 x 7.2 5 21C0881 0.086 0.083
● B32529C1104J 100 0.1 2.5 x 6.5 x 7.2 5 26M8224 0.086 0.083
● B32520C1104J189 100 0.1 2.5 x 7 x 10 7.5 20C9555 0.176 0.169
● B32521C1104J189 100 0.1 4 x 7 x 13 10 20C9809 0.192 0.184
● B32529C1154J 100 0.15 2.5 x 6.5 x 7.2 5 26M8225 0.143 0.137
● B32520C1154J189 100 0.15 3 x 8 x 10 7.5 20C9563 0.202 0.194
● B32529C1224J 100 0.22 2.5 x 6.5 x 7.2 5 26M8226 0.151 0.145
● B32520C1224J189 100 0.22 3 x 8 x 10 7.5 20C9571 0.233 0.224
● B32521C1224J189 100 0.22 4 x 7 x 13 10 20C9827 0.257 0.247
● B32529C1334J 100 0.33 2.5 x 6.5 x 7.2 5 26M8227 0.202 0.194
● B32520C1334J189 100 0.33 4 x 8.5 x 10 7.5 20C9579 0.282 0.271
● B32521C1334J189 100 0.33 4 x 7 x 13 10 20C9833 0.286 0.274
● B32529C1474J 100 0.47 4.5 x 9.5 x 7.3 5 26M8228 0.225 0.216
● B32520C1474J189 100 0.47 5 x 10.5 x 10 7.5 20C9595 0.335 0.321
● B32521C1474J189 100 0.47 4 x 9 x 13 10 20C9839 0.362 0.347
● B32521C1684J 100 0.68 5 x 11 x 13 10 20C9844 0.441 0.423
● B32529D1105J189 100 1 7.8 x 13 x 7.8 5 43J2696 0.608 0.584
● B32521C1105J289 100 1 6 x 12 x 13 10 20C9816 0.568 0.545
● B32522C1105J189 100 1 5 x 10.5 x 18 15 21C0008 0.608 0.584
● B32522C1225J189 100 2.2 7 x 12.5 x 18 15 21C0020 1.090 1.040
● B32522C1335J 100 3.3 8.5 x 14.5 x 18 15 21C0031 1.460 1.410

VOLTAGE: 250 V

● B32529C3102J189 250 0.001 2.5 x 6.5 x 7.2 5 21C0899 0.090 0.087
● B32529C3222J189 250 0.0022 2.5 x 6.5 x 7.2 5 21C0968 0.090 0.087
● B32529C3332J189 250 0.0033 2.5 x 6.5 x 7.2 5 21C1003 0.090 0.087
● B32529C3472J289 250 0.0047 2.5 x 6.5 x 7.2 5 21C1029 0.090 0.087
● B32529C3103J189 250 0.01 2.5 x 6.5 x 7.2 5 21C0911 0.090 0.087
● B32529C3223J189 250 0.022 2.5 x 6.5 x 7.2 5 21C0980 0.090 0.087
● B32520C3223J189 250 0.022 2.5 x 7 x 10 7.5 20C9643 0.151 0.145
● B32520C3333J189 250 0.033 2.5 x 7 x 10 7.5 20C9651 0.151 0.145
● B32529C3473J189 250 0.047 2.5 x 6.5 x 7.2 5 21C1039 0.147 0.141
● B32520C3473J189 250 0.047 2.5 x 7 x 10 7.5 20C9663 0.155 0.149
● B32521C3473J189 250 0.047 4 x 7 x 13 10 20C9881 0.178 0.171
● B32529C3104J 250 0.1 4.5 x 9.5 x 7.3 5 26M8229 0.186 0.179
● B32520C3104J189 250 0.1 4 x 8.5 x 10 7.5 20C9619 0.186 0.179
● B32521C3104J189 250 0.1 4 x 7 x 13 10 20C9851 0.200 0.192
● B32522C3104J 250 0.1 5 x 10.5 x 18 15 21C0049 0.298 0.286
● B32529C3154J 250 0.15 5 x 10 x 7.5 5 95B5790 0.245 0.235
● B32529C3224J 250 0.22 7.8 x 13 x 7.8 5 26M8230 0.287 0.275
● B32529D3224J189 250 0.22 7.8 x 13 x 7.8 5 29M0339 0.368 0.353
● B32521C3224J289 250 0.22 5 x 11 x 13 10 20C9864 0.315 0.302
● B32521C3334J189 250 0.33 5 x 11 x 13 10 20C9875 0.368 0.353
● B32521C3474J189 250 0.47 6 x 12 x 13 10 20C9887 0.474 0.455
● B32522C3474J289 250 0.47 6 x 11 x 18 15 21C0081 0.470 0.451

Mfg. Part No.
Cap.
(uF)

L
Max.

T
Max.

H
Max. Stock No.

Price Each
1-9 10-99

● 167104J63A-F 0.1 0.413″ 0.138″ 0.276″ 50M8408 0.428 0.385
● 167224J63A-F 0.22 0.413″ 0.138″ 0.276″ 75M8333 0.678 0.610
● 167474J63B-F 0.47 0.413″ 0.157″ 0.354″ 34M3152 0.910 0.819
● 167105J63C-F 1 0.413″ 0.197″ 0.433″ 08C3239 1.400 1.260

VOLTAGE: 100 WVDC

● 167473J100A-F 0.047 0.413″ 0.138″ 0.276″ 60M3369 0.378 0.340
● 167104J100A-F 0.1 0.413″ 0.138″ 0.276″ 27M9684 0.440 0.396
● 167224J100C-F 0.22 0.413″ 0.197″ 0.433″ 75M8332 0.700 0.630

VOLTAGE: 250 WVDC

● 167103J250A-F 0.01 0.413″ 0.138″ 0.276″ 75M8306 0.380 0.342
● 167223J250A-F 0.022 0.413″ 0.138″ 0.276″ 75M8328 0.403 0.363
● 167473J250B-F 0.047 0.413″ 0.157″ 0.354″ 75M8349 0.450 0.405
● 167104J250C-F 0.1 0.413″ 0.197″ 0.433″ 75M8311 0.550 0.495

(49894)

167 SERIES
VOLTAGE: 63 WVDC

167 AND 168 SERIES METALLIZED
POLYESTER FILM CAPACITORS
Features
• Low Leakage
• Molded Flame-Retardant Case with Epoxy Fill
• 7.5mm Terminal Spacing for 167 Series; 

5.0mm Terminal Spacing for 168 Series
• Non-Polar
• Tinned Copper Wire Terminals
Specifications
• Tolerance: ±5% (J); ±10% (K)
• Operating Temperature: -55°C to +125°C with

Voltage Derating Above 85°C
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Same-Day Shipping, Next-Day Delivery CAPACITORS

FILM CAPACITORS

160 SERIES METALLIZED POLYESTER FILM CAPACITORS (CONT.)167 AND 168 SERIES METALLIZED POLYESTER FILM CAPACITORS (CONT.)

Mnf. Part No.
Capacitance

(uF) Tolerance
Max. dv/dt

(V/us)

Dimensions
B x H x L

(mm) Stock No.

Price

1-49
● R82DC3100DQ50J 0.1 ± 5% 160 2.5 x 6.5 x 7.2 94M8805 0.063
● R82DC3220DQ60J 0.22 ± 5% 160 2.5 x 6.5 x 7.2 94M8806 0.074
● R82DC3470DQ60J 0.47 ± 5% 160 3.5 x 7.5 x 7.2 94M8807 0.108
● R82DC4100DQ60J 1 ± 5% 160 5 x 10 x 7.2 94M8808 0.175

VOLTAGE: 100 VDC / 63 VAC

● R82EC1100DQ50J 0.001 ± 5% 200 2.5 x 6.5 x 7.2 94M8809 0.053
● R82EC1470DQ50J 0.0047 ± 5% 200 2.5 x 6.5 x 7.2 94M8810 0.053
● R82EC2100DQ50J 0.01 ± 5% 200 2.5 x 6.5 x 7.2 94M8811 0.056
● R82EC2220DQ50J 0.022 ± 5% 200 2.5 x 6.5 x 7.2 94M8812 0.066
● R82EC2470DQ60J 0.047 ± 5% 200 2.5 x 6.5 x 7.2 94M8813 0.067
● R82EC3100DQ70J 0.1 ± 5% 200 2.5 x 6.5 x 7.2 94M8814 0.063
● R82EC3470DQ70J 0.47 ± 5% 200 4.5 x 9.5 x 7.2 94M8815 0.139
● R82EC4100DQ70J 1 ± 5% 200 6 x 11 x 7.2 94M8816 0.217

VOLTAGE: 250 VDC / 140 VAC

● R82IC3100DQ60J 0.1 ± 5% 250 5 x 10 x 7.2 94M8817 0.117

Mfg. Part No.
Cap.
(uF)

L
Max.

T
Max.

H
Max.

S
±0.015″ Stock No.

Price Each
1-9 10-99

● 160105J63E-F 1 0.512″ 0.236″ 0.472″ 0.394″ 81K6311 1.490 1.190
VOLTAGE: 100 VDC

● 160104J100C-F 0.1 0.512″ 0.157″ 0.374″ 0.394″ 81K6293 0.557 0.445
● 160104K100C-F 0.1 0.512″ 0.157″ 0.374″ 0.394″ 81K6300 0.471 0.376
● 160154K100C-F 0.15 0.512″ 0.157″ 0.374″ 0.394″ 81K6354 0.547 0.437
● 160224J100D-F 0.22 0.512″ 0.157″ 0.433″ 0.394″ 81K6391 0.406 0.324
● 160224K100D-F 0.22 0.512″ 0.197″ 0.433″ 0.394″ 81K6397 0.414 0.330
● 160334J100E-F 0.33 0.512″ 0.236″ 0.472″ 0.394’″ 81K6437 0.424 0.338
● 160334K100E-F 0.33 0.512″ 0.236″ 0.472″ 0.394″ 81K6443 0.555 0.443
● 160274J100D-F 0.27 0.512″ 0.157″ 0.433″ 0.394″ 81K6417 0.439 0.350
● 160105K100H-F 1 0.709″ 0.295″ 0.531″ 0.591″ 81K6313 0.968 0.772

VOLTAGE: 250 VDC

● 160473J250C-F 0.047 0.512″ 0.157″ 0.374″ 0.394″ 81K6484 0.453 0.362
● 160473K250C-F 0.47 0.512″ 0.157″ 0.374″ 0.394″ 81K6489 0.522 0.416
● 160683J250C-F 0.068 0.512″ 0.157″ 0.374″ 0.394″ 81K6542 0.333 0.266
● 160683K250C-F 0.068 0.512″ 0.157″ 0.374″ 0.394″ 81K6547 0.320 0.256
● 160104J250F-F 0.1 0.512″ 0.236″ 0.472″ 0.591″ 81K6297 0.620 0.495
● 160334J250G-F 0.33 0.512″ 0.236″ 0.472″ 0.591″ 81K6439 0.729 0.581

Mfg. Part No.
Cap.
(uF)

Voltage
(VDC)

W × H
(in.)

Tol.
+/- % Stock No.

Price Each
1-49 50-99

● MKT1817410065 0.1 63 0.099 × 0.236″ ± 10% 06H2380 0.259 0.226
● MKT1817422065 0.22 63 0.138 × 0.335″ ± 10% 18M2503 0.331 0.289
● MKT1817-433/064 0.33 63 0.138 × 0.335″ ± 5% 18M2500 0.431 0.377
● MKT1817-447-06-4 0.47 63 0.197 × 0.393″ ± 10% 98B3224 0.542 0.475
● MKT1817510064 1 63 0.217 × 0.453″ ± 5% 22C5673 0.841 0.736
● MKT1817510065 1 63 0.217 × 0.453″ ± 10% 06H2382 0.758 0.663
● MKT1817310015 0.01 100 0.099 × 0.236″ ± 10% 88H1648 0.288 0.245
● MKT1817-333/014 0.033 100 0.099 × 0.236″ ± 5% 18M2497 0.241 0.211
● MKT1817-410/014 0.1 100 0.099 × 0.236″ ± 5% 18M2499 0.281 0.246
● MKT1817410015 0.1 100 0.099 × 0.236″ ± 10% 18M2501 0.266 0.233

VOLTAGE: 250 VDC

Mfg. Part No.
Cap.
(uF)

L
Max.

T
Max.

H
Max.

S
±0.015″ Stock No.

Price Each
1-9 10-99

● 160474K250H-F 0.47 0.709″ 0.295″ 0.531″ 0.591″ 81K6502 0.930 0.742
● 160105K250N-F 1 1.04″ 0.335″ 0.669″ 0.886″ 81K6314 1.350 1.080

VOLTAGE: 400 VDC

● 160223J400C-F 0.022 0.512″ 0.157″ 0.374″ 0.394″ 81K6386 0.467 0.372
● 160223K400C-F 0.022 0.512″ 0.157″ 0.374″ 0.394″ 81K6389 0.464 0.370
● 160104K400G-F 0.1 0.709″ 0.236″ 0.472″ 0.591″ 81K6305 0.613 0.489

VOLTAGE: 630 VDC

● 160103K630C-F 0.01 0.512″ 0.157″ 0.374″ 0.394″ 81K6292 0.527 0.420
● 160223J630E-F 0.022 0.512″ 0.236″ 0.472″ 0.394″ 81K6387 0.419 0.334
● 160473J630G-F 0.047 0.709″ 0.236″ 0.472″ 0.591″ 81K6487 0.575 0.459
● 160104J630L-F 0.1 1.043″ 0.236″ 0.592″ 0.886″ 81K6299 1.590 1.270
● 160224J630N-F 0.22 1.043″ 0.335″ 0.669″ 0.886″ 81K6396 1.420 1.130

VOLTAGE: 1000 VDC

● 160222J1000C-F 0.0022 0.512″ 0.157″ 0.374″ 0.394″ 81K6383 0.295 0.235
● 160223K1000G-F 0.022 0.709″ 0.236″ 0.472″ 0.591″ 81K6388 0.701 0.559
● 160104J1000N-F 0.1 1.043″ 0.335″ 0.669″ 0.886″ 81K6294 2.150 1.720
● 160224J1000Q-F 0.22 1.26″ 0.512″ 0.886″ 1.083″ 81K6392 2.410 1.930

VOLTAGE: 400 WVDC

Mfg. Part No.
Cap.
(uF)

L
Max.

T
Max.

H
Max. Stock No.

Price Each
1-9 10-99

● 167472J400A-F 0.0047 0.413″ 0.138″ 0.276″ 75M8347 0.380 0.342
● 167103J400A-F 0.01 0.413″ 0.138″ 0.276″ 75M8307 0.418 0.376
● 167153K400B-F 0.015 0.413″ 0.157″ 0.354″ 75M8320 0.435 0.392

VOLTAGE: 630 WVDC

● 167222J630A-F 0.0022 0.413″ 0.138″ 0.276″ 75M8327 0.418 0.376
● 167472J630B-F 0.0047 0.413″ 0.157″ 0.354″ 54M5930 0.440 0.396

(110622)

(7151)

Mfg. Part No.
Cap.
(uF)

L
Max.

T
Max.

H
Max. Stock No.

Price Each
1-9 10-99

● 168104J50A-F 0.1 0.283″ 0.098″ 0.256″ 89F1689 0.323 0.291
● 168334J50C-F 0.33 0.283″ 0.138″ 0.295″ 75M8419 0.643 0.579
● 168105J50G-F 1 0.283″ 0.236″ 0.433″ 52M9602 1.120 1.010
● 168105K50G-F 1 0.283″ 0.236″ 0.433″ 50M8421 1.040 0.936

VOLTAGE: 63 WVDC

● 168473J63A-F 0.047 0.283″ 0.098″ 0.256″ 75M8435 0.345 0.311
● 168104J63A-F 0.1 0.283″ 0.098″ 0.256″ 16M2117 0.323 0.291
● 168104K63A-F 0.1 0.283″ 0.098″ 0.256″ 52M8494 0.313 0.282
● 168224J63C-F 0.22 0.283″ 0.138″ 0.295″ 75M8401 0.498 0.448
● 168334J63H-F 0.33 0.283″ 0.177″ 0.335″ 75M8420 0.585 0.527
● 168474J63H-F 0.47 0.283″ 0.177″ 0.335″ 30M2504 0.699 0.629
● 168474K63H-F 0.47 0.283″ 0.177″ 0.335″ 75M8441 0.905 0.815
● 168105K63G-F 1 0.283″ 0.236″ 0.433″ 75M8370 1.230 1.110

VOLTAGE: 100 WVDC

● 168102J100A-F 0.001 0.283″ 0.098″ 0.256″ 21M6010 0.385 0.347
● 168152J100A-F 0.0015 0.283″ 0.098″ 0.256″ 75M8371 0.385 0.347
● 168222J100A-F 0.0022 0.283″ 0.098″ 0.256″ 75M8390 0.345 0.311
● 168332J100A-F 0.0033 0.283″ 0.098″ 0.256″ 51M8299 0.310 0.279
● 168472J100A-F 0.0047 0.283″ 0.098″ 0.256″ 75M8427 0.325 0.293
● 168682J100A-F 0.0068 0.283″ 0.098″ 0.256″ 75M8446 0.385 0.347
● 168103J100A-F 0.01 0.283″ 0.098″ 0.256″ 29M8129 0.323 0.291
● 168103K100A-F 0.01 0.283″ 0.098″ 0.256″ 50M8423 0.313 0.282
● 168223J100A-F 0.022 0.283″ 0.098″ 0.256″ 75M8394 0.290 0.261
● 168223K100A-F 0.022 0.283″ 0.098″ 0.256″ 75M8397 0.325 0.293
● 168333J100C-F 0.033 0.283″ 0.138″ 0.295″ 30M2197 0.385 0.347
● 168473J100C-F 0.047 0.283″ 0.138″ 0.295″ 75M8433 0.305 0.275
● 168104J100H-F 0.1 0.283″ 0.177″ 0.335″ 20M0886 0.375 0.338
● 168104K100H-F 0.1 0.283″ 0.177″ 0.335″ 53M0315 0.323 0.291

R82 SERIES METALLIZED
POLYESTER FILM CAPACITORS

MKT1817 METALLIZED
POLYESTER FILM CAPACITORS

Specifications

VOLTAGE: 63 VDC

(7150)

160 SERIES METALLIZED
POLYESTER FILM CAPACITORS

Features

• Operating temperature range: -40 to +85°C
• Capacitance range: 1000 pF to 4.7 uF
• Capacitance Tolerance: J = ± 5 %K = ± 10 %, M = ± 20 %
• Voltage Range: 50 VDC - 400 VDC
• Lead Pitch: 5 mm

• Polyester Film Dielectric
• Flame-Retardant Green Plastic Case,

Epoxy Resin Sealed
• Tinned Wire Terminals

Features

VOLTAGE: 63 VDC / 40 VAC

168 SERIES
VOLTAGE: 50 WVDC

• Radial Capacitors Ideal for Bypass, Decoupling,
Smoothing and Some Timing, Energy Storage/
Discharge and Arc Suppression Applications

• Non-Inductively Wound
• Non-Polar
• Tinned Copper-Clad Steel Terminals

Applications

Specifications

• High-Frequency Coupling and
Decoupling for Fast Digital and
Analog ICs

• Tolerance: ±10% (K), ±5% (J)
• Operating Temperature: -55°C to +125°C

with Voltage Derating Above 85°C

Specifications
• Terminal Spacing: 0.197″
• Terminal Length: 0.236″
• Operating Temperature: -55°C to

+100°C
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DME SERIES RADIAL POLYESTER FILM CAPACITORS (CONT.)MKT1817 METALLIZED POLYESTER FILM CAPACITORS (CONT.)

(148830)

Mfg. Part No.
Cap.
(uF)

Voltage
(VDC)

W × H
(in.)

Tol.
+/- % Stock No.

Price Each
1-49 50-99

● MKT1817247255 0.0047 250 0.099 × 0.236″ ± 10% 11M5240 0.277 0.242
● MKT1817310255 0.01 250 0.099 × 0.236″ ± 10% 11M5263 0.277 0.242
● MKT1817410255 0.1 250 0.099 × 0.236″ ± 10% 65C1312 0.487 0.413
● MKT1817210404 0.001 400 0.099 × 0.236″ ± 5% 11M5210 0.302 0.264
● MKT1817210405 0.001 400 0.099 × 0.236″ ± 10% 11M5215 0.277 0.242

VOLTAGE: 250 VDC (160 VAC)

Mfg. Part No.
Cap.
(uF)

Dimensions (See Above)

Stock No.

Price Each
T x H x L

(in.)
Terminal
Space(s) 1-9 10-99

● DME2P1K-F 0.1 0.228 x 0.335 x 0.406″ 0.295″ 66K1979 0.391 0.313
● DME2P15K-F 0.15 0.236 x 0.425 x 0.406″ 0.295″ 66K1981 0.440 0.352
● DME2P22K-F 0.22 0.236 x 0.413 x 0.472″ 0.394″ 66K1983 0.465 0.372
● DME2P33K-F 0.33 0.256 x 0.472 x 0.492″ 0.394″ 66K1985 0.528 0.423
● DME2P39K-F 0.39 0.193 x 0.472 x 0.728″ 0.591″ 66K1986 0.550 0.440
● DME2P47K-F 0.47 0.236 x 0.492 x 0.728″ 0.591″ 66K1987 0.619 0.495
● DME2P56K-F 0.56 0.217 x 0.512 x 0.728″ 0.591″ 66K1988 0.635 0.508
● DME2P68K-F 0.68 0.256 x 0.531 x 0.728″ 0.591″ 66K1989 0.746 0.597
● DME2P82K-F 0.82 0.256 x 0.571 x 0.728″ 0.591″ 66K1990 0.823 0.658
● DME2W1K-F 1 0.315 x 0.610 x 0.728″ 0.591″ 66K2002 0.869 0.696
● DME2W1P8K-F 1.8 0.295 x 0.61 x 1.024″ 0.886″ 66K2004 1.340 1.080
● DME2W2P2K-F 2.2 0.354 x 0.669 x 1.024″ 0.886″ 66K2006 1.470 1.180
● DME2W2P7K-F 2.7 0.37 x 0.669 x 1.024″ 0.886″ 66K2007 1.650 1.320
● DME2W3P3K-F 3.3 0.406 x 0.709 x 1.024″ 0.886″ 66K2008 2.020 1.620
● DME2W3P9K-F 3.9 0.433 x 0.807 x 1.024″ 0.886″ 66K2009 3.260 2.610
● DME2W4P7K-F 4.7 0.492 x 0.886 x 1.024″ 0.886″ 66K2010 3.630 2.900
● DME2W5P6K-F 5.6 0.465 x 0.827 x 1.22″ 1.083″ 66K2011 4.360 3.490
● DME2W6P8K-F 6.8 0.512 x 0.882 x 1.22″ 1.083″ 66K2012 4.980 3.990
● DME2W8P2K-F 8.2 0.563 x 0.925 x 1.22″ 1.083″ 66K2013 5.080 4.060
● DME2W10K-F 10 0.630 x 1.024 x 1.22″ 1.083″ 66K2005 5.890 4.710

VOLTAGE: 400 VDC (200 VAC)
● DME4S15K-F 0.015 0.173 x 0.295 x 0.406″ 0.295″ 66K2028 0.440 0.352
● DME4S22K-F 0.022 0.189 x 0.311 x 0.406″ 0.295″ 66K2030 0.383 0.306
● DME4S47K-F 0.047 0.217 x 0.335 x 0.472″ 0.394″ 66K2034 0.492 0.394
● DME4S68K-F 0.068 0.213 x 0.413 x 0.492″ 0.394″ 66K2036 0.460 0.368
● DME4P1K-F 0.1 0.248 x 0.472 x 0.472″ 0.394″ 66K2014 0.523 0.418
● DME4P12K-F 0.12 0.197 x 0.394 x 0.728″ 0.591″ 66K2015 0.583 0.467
● DME4P15K-F 0.15 0.197 x 0.488 x 0.728″ 0.728″ 66K2016 0.561 0.449
● DME4P56K-F 0.56 0.256 x 0.63 x 1.024″ 0.886″ 66K2023 1.020 0.810
● DME4P68K-F 0.68 0.276 x 0.65 x 1.024″ 0.886″ 66K2024 1.250 0.997
● DME4W1K-F 1 0.335 x 0.728 x 1.024″ 0.886″ 66K2037 1.500 1.200
● DME4W1P2K-F 1.2 0.374 x 0.744 x 1.024″ 0.886″ 66K2038 1.780 1.430
● DME4W1P5K-F 1.5 0.374 x 0.748 x 1.22″ 1.083″ 66K2039 2.260 1.810
● DME4W2P2K-F 2.2 0.433 x 0.866 x 1.22″ 1.083″ 66K2041 3.050 2.440

VOLTAGE: 630 VDC (250 VAC)
● DME6S1K-F 0.01 0.197 x 0.315 x 0.472″ 0.394″ 56K5746 0.396 0.317
● DME6S18K-F 0.018 0.193 x 0.394 x 0.472″ 0.394″ 66K2056 0.405 0.324
● DME6S22K-F 0.022 0.217 x 0.413 x 0.472″ 0.394″ 66K2057 0.412 0.330
● DME6S33K-F 0.033 0.236 x 0.469 x 0.472″ 0.394″ 66K2059 0.465 0.372
● DME6S47K-F 0.047 0.276 x 0.531 x 0.472″ 0.394″ 66K2061 0.523 0.418
● DME6S56K-F 0.056 0.213 x 0.413 x 0.728″ 0.591″ 66K2062 0.471 0.377
● DME6S68K-F 0.068 0.228 x 0.433 x 0.728″ 0.591″ 66K2063 0.563 0.450
● DME6S82K-F 0.082 0.256 x 0.472 x 0.728″ 0.591″ 66K2064 0.633 0.506
● DME6P1K-F 0.1 0.256 x 0.551 x 0.728″ 0.591″ 66K2042 0.682 0.546
● DME6P12K-F 0.12 0.248 x 0.571 x 0.728″ 0.591″ 66K2043 0.748 0.599
● DME6P15K-F 0.15 0.295 x 0.606 x 0.728″ 0.591″ 66K2044 0.839 0.671
● DME6P18K-F 0.18 0.315 x 0.63 x 0.728″ 0.591″ 66K2045 0.908 0.726
● DME6P22K-F 0.22 0.374 x 0.669 x 0.728″ 0.591″ 66K2046 0.924 0.740
● DME6P27K-F 0.27 0.276 x 0.65 x 1.024″ 0.886″ 66K2047 1.110 0.887
● DME6P33K-F 0.33 0.307 x 0.669 x 1.024″ 0.886″ 66K2048 1.070 0.852
● DME6P39K-F 0.39 0.335 x 0.705 x 1.024″ 0.886″ 66K2049 1.290 1.040
● DME6P56K-F 0.56 0.394 x 0.728 x 1.024″ 0.886″ 66K2051 1.720 1.380
● DME6P82K-F 0.82 0.455 x 0.807 x 1.22″ 1.083″ 66K2053 2.090 1.670
● DME6W1K-F 1 0.512 x 0.866 x 1.22″ 1.083″ 66K2065 2.970 2.370
● DME6W1P2K-F 1.2 0.531 x 0.906 x 1.22″ 1.083″ 66K2066 3.120 2.500
● DME6W1P5K-F 1.5 0.602 x 0.972 x 1.22″ 1.083″ 66K2067 3.770 3.020
● DME6W1P8K-F 1.8 0.661 x 1.063 x 1.22″ 1.083″ 66K2068 4.270 3.420
● DME6W2P2K-F 2.2 0.787 x 1.142 x 1.22″ 1.083″ 66K2069 4.740 3.800

Mfg. Part No.
Cap.
(uF)

Dimensions (See Above)

Stock No.

Price Each
T x H x L

(in.)
Terminal
Space(s) 1-9 10-99

● DME1P68K-F 0.68 0.236 x 0.469 x 0.472″ 0.394″ 66K1948 0.677 0.542
● DME1W1K-F 1 0.276 x 0.551 x 0.472″ 0.394″ 66K1950 0.770 0.616
● DME1W2P2K-F 2.2 0.295 x 0.610 x 0.728″ 0.591″ 66K1955 1.270 1.020
● DME1W3P3K-F 3.3 0.354 x 0.650 x 0.728″ 0.591″ 66K1957 1.890 1.510
● DME1W4P7K-F 4.7 0.315 x 0.669 x 1.024″ 0.886″ 66K1959 2.410 1.930
● DME1W10K-F 10 0.453 x 0.827 x 1.024″ 0.886″ 66K1954 4.340 3.480

VOLTAGE: 250 VDC (160 VAC)
● DME2S1K-F 0.01 0.177 x 0.291 x 0.406″ 0.295″ 66K1991 0.328 0.262
● DME2S15K-F 0.015 0.173 x 0.295 x 0.406″ 0.295″ 66K1993 0.297 0.238
● DME2S22K-F 0.022 0.177 x 0.295 x 0.406″ 0.295″ 66K1995 0.328 0.262
● DME2S27K-F 0.027 0.173 x 0.295 x 0.406″ 0.295″ 75M5759 0.328 0.262
● DME2S33K-F 0.033 0.173 x 0.295 x 0.406″ 0.295″ 66K1996 0.297 0.238
● DME2S47K-F 0.047 0.177 x 0.295 x 0.406″ 0.295″ 66K1998 0.328 0.262
● DME2S82K-F 0.082 0.193 x 0.315 x 0.406″ 0.295″ 66K2001 0.339 0.271

Mfg. Part No.
Cap.
(uF)

Dimensions (Inches)
Stock No.

Price Each
T H L S 1-9 10-99

● DSF050J103 0.01 0.126 0.197 0.287 0.197 98B5754 0.189 0.171
● DSF050J123 0.012 0.126 0.197 0.287 0.197 01M7372 0.195 0.176
● DSF050J183 0.018 0.126 0.197 0.287 0.197 01M7374 0.207 0.187
● DSF050J223 0.022 0.126 0.197 0.287 0.197 98B5764 0.210 0.189
● DSF050J473 0.047 0.126 0.197 0.287 0.197 98B5773 0.180 0.162
● DSF050J683 0.068 0.126 0.197 0.287 0.197 98B5777 0.195 0.176
● DSF050J104 0.1 0.157 0.197 0.287 0.197 12C4351 0.213 0.192
● DSF050J224 0.22 0.189 0.217 0.287 0.197 98B5765 0.273 0.246
● DSF050J334 0.33 0.205 0.276 0.287 0.197 72K7280 0.411 0.370
● DSF050J474 0.47 0.236 0.287 0.287 0.197 98B5774 0.444 0.400
● DSF050J105 1 0.315 0.433 0.287 0.197 73K6075 0.858 0.773
● DSF050J225 2.2 0.311 0.472 0.402 0.295 98B5766 1.900 1.710

VOLTAGE: 100 VDC

● DSF100J103 0.01 0.126 0.276 0.295 0.197 98B5781 0.261 0.235
● DSF100J683 0.068 0.157 0.276 0.295 0.197 98B5799 0.303 0.273
● DSF100J104 0.1 0.177 0.276 0.295 0.197 98B5782 0.342 0.308
● DSF100J474 0.47 0.268 0.413 0.402 0.295 98B5797 0.573 0.516

(7293)

(7397)

(64373)

DME SERIES RADIAL
POLYESTER FILM CAPACITORS

DSF SERIES POLYESTER
FILM CAPACITORS

VOLTAGE: 50 VDC

VOLTAGE: 100 VDC (65 VAC)

Features

Features

• Self-Heals Shorts Caused
by Overvoltage Transients

• Available Voltages:
100VDC to 1000VDC

• Capacitance Range:
0.01μF to 10μF

• Stacked Metalized Polyester
• Ideal for Use in General-Purpose DC

Applications
• Available in 50 to 100VDC Sizes
• Capacitance Range: 0.010μF to 2.2μF

Specifications

Specifications

• Tolerance: 10% (K Suffix);
5% (J Suffix)

• Operating Temperature:
-55°C to +125°C

• Tolerance: ±5%
• Operating Temperature: -40°C to +85°C
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VOLTAGE: 250 VDC

Mfg. Part No.
Cap.
(uF)

D x L
(in.) Stock No.

Price Each
1-9 10-24

● WMF05P1K-F 0.1 0.280 x 0.812″ 66K4969 1.490 1.410
● WMF05P22K-F 0.22 0.360 x 0.812″ 66K4971 1.660 1.580
● WMF05P47K-F 0.47 0.407 x 1.062″ 66K4974 3.030 2.870
● WMF05W1K-F 1 0.562 x 1.375″ 66K4976 4.350 4.120

VOLTAGE: 100 WVDC

● WMF1D1K-F 0.001 0.188 x 0.562″ 66K4978 1.190 1.130
● WMF1D22K-F 0.0022 0.188 x 0.562″ 66K4980 1.290 1.220
● WMF1D47K-F 0.0047 0.188 x 0.562″ 66K4983 1.040 0.980
● WMF1S1K-F 0.01 0.200 x 0.562″ 66K4995 0.929 0.880
● WMF1S15K-F 0.015 0.245 x 0.562″ 66K4996 1.390 1.310
● WMF1S22K-F 0.022 0.220 x 0.687″ 60K7642 1.190 1.130
● WMF1S33K-F 0.033 0.250 x 0.687″ 63K2195 1.390 1.310
● WMF1S47K-F 0.047 0.255 x 0.812″ 66K4999 0.946 0.896
● WMF1P1K-F 0.1 0.295 x 0.937″ 66K4988 1.350 1.280
● WMF1P22K-F 0.22 0.370 x 1.062″ 66K4990 1.690 1.600
● WMF1P33K-F 0.33 0.405 x 1.187″ 66K4991 2.230 2.110
● WMF1P47K-F 0.47 0.450 x 1.250″ 66K4992 2.730 2.590
● WMF1W1K-F 1 0.585 x 1.500″ 66K5003 4.270 4.050

VOLTAGE: 200 WVDC

● WMF2P22K-F 0.22 0.385 x 1.187″ 66K5012 2.240 2.120
● WMF2W2K-F 2 0.965 x 1.875″ 66K5022 8.360 7.920

VOLTAGE: 400 WVDC

● WMF4S1K-F 0.01 0.330 x 0.687″ 66K5031 0.829 0.785
● WMF4S47K-F 0.047 0.432 x 0.875″ 66K5034 1.790 1.700
● WMF4P1K-F 0.1 0.490 x 1.062″ 66K5026 2.290 2.170
● WMF4P22K-F 0.22 0.595 x 1.375″ 66K5028 3.450 3.270
● WMF4P47K-F 0.47 0.730 x 1.625″ 66K5030 4.260 4.030
● WMF4P68K-F 0.68 0.820 x 1.750″ 44K0282 6.700 6.350
● WMF4W1K-F 1 0.895 x 2.000″ 66K5035 6.080 5.730

VOLTAGE: 600 WVDC

● WMF6S1K-F 0.01 0.290 x 0.812″ 66K5043 1.880 1.780
● WMF6S22K-F 0.022 0.335 x 0.937″ 66K5045 1.900 1.800
● WMF6S47K-F 0.047 0.430 x 1.000″ 66K5047 3.430 3.250
● WMF6P1K-F 0.1 0.580 x 1.375″ 66K5037 4.410 4.180
● WMF6P22K-F 0.22 0.722 x 1.625″ 66K5039 4.780 4.530
● WMF6P47K-F 0.47 0.885 x 2.000″ 66K5041 8.460 8.010
● WMF6W1K-F 1 1.185 x 2.562″ 66K5048 12.660 11.990

Mfg. Part No.
Cap.
(μF)

L x T x H
(in.) Stock No.

Price Each

1-24 25-49
● 225P10291WD3 0.001 0.70 x 0.35 x 0.25″ 18F2561 0.867 0.794
● 225P15291WD3 0.0015 0.70 x 0.35 x 0.25″ 66C7040 0.496 0.455
● 225P22291WD3 0.0022 0.70 x 0.35 x 0.25″ 18F2565 0.739 0.677
● 225P33291WD3 0.0033 0.70 x 0.35 x 0.25″ 18F2567 0.490 0.448
● 225P39291WD3 0.0039 0.70 x 0.35 x 0.25″ 38M9735 0.739 0.677
● 225P47291WD3 0.0047 0.70 x 0.35 x 0.25″ 18F2569 0.739 0.677
● 225P56291WD3 0.0056 0.70 x 0.35 x 0.25″ 66C7102 0.496 0.455
● 225P68291WD3 0.0068 0.70 x 0.35 x 0.25″ 36M1990 0.496 0.455
● 225P10391WD3 0.01 0.70 x 0.35 x 0.25″ 18F2573 0.739 0.677
● 225P15391WD3 0.015 0.70 x 0.35 x 0.25″ 36M1984 0.739 0.677
● 225P22391WD3 0.022 0.70 x 0.35 x 0.25″ 18F2577 0.739 0.677
● 225P27391WD3 0.027 0.70 x 0.37 x 0.27″ 66C7068 0.739 0.677
● 225P33391WD3 0.033 0.70 x 0.37 x 0.27″ 18F2579 0.739 0.677
● 225P39391WD3 0.039 0.70 x 0.42 x 0.30″ 36M1986 0.551 0.505
● 225P47391WD3 0.047 0.70 x 0.42 x 0.30″ 18F2581 0.803 0.735
● 225P56391WD3 0.056 0.70 x 0.49 x 0.34″ 18F2582 0.835 0.765
● 225P68391WD3 0.068 0.70 x 0.49 x 0.34″ 36M1991 0.588 0.538
● 225P82391WD3 0.082 0.70 x 0.55 x 0.40″ 36M1993 0.588 0.538
● 225P10491WD3 0.1 0.70 x 0.55 x 0.40″ 36M1983 0.835 0.765
● 225P12491XD3 0.12 0.80 x 0.57 x 0.37″ 66C7039 1.130 1.030
● 225P15491XD3 0.15 0.80 x 0.62 x 0.40″ 47F2001 1.130 1.030
● 225P18491XD3 0.18 0.80 x 0.66 x 0.43″ 47F2002 0.917 0.840
● 225P22491XD3 0.22 0.80 x 0.70 x 0.46″ 47F2003 1.260 1.150
● 225P27491XD3 0.27 0.80 x 0.74 x 0.49″ 66C7069 1.320 1.210
● 225P33491XD3 0.33 0.80 x 0.77 x 0.52″ 47F2005 1.320 1.210
● 225P47491XD3 0.47 0.80 x 0.86 x 0.60″ 47F2007 1.870 1.710
● 225P56491YD3 0.56 1.25 x 0.88 x 0.55″ 47F152 1.940 1.780
● 225P68491YD3 0.68 1.25 x 0.90 x 0.58″ 66C7112 1.940 1.780
● 225P82491YD3 0.82 1.25 x 0.94 x 0.65″ 66C7116 2.420 2.210
● 225P10591YD3 1 1.25 x 0.98 x 0.72″ 47F155 3.440 3.150

VOLTAGE: 200 VDC

● 225P10392XD3 0.01 0.80 x 0.58 x 0.28″ 36M1982 0.835 0.765
● 225P22392XD3 0.022 0.80 x 0.58 x 0.25″ 47F164 0.546 0.500
● 225P47392XD3 0.047 0.80 x 0.61 x 0.28″ 36M1988 0.718 0.658
● 225P10492XD3 0.1 0.80 x 0.71 x 0.37″ 47F168 1.030 0.941
● 225P15492XD3 0.15 0.80 x 0.74 x 0.41″ 03B8670 1.130 1.030
● 225P22492XD3 0.22 0.80 x 0.77 x 0.48″ 47F170 1.260 1.150
● 225P33492YD3 0.33 1.25 x 0.71 x 0.41″ 47F171 1.110 1.020
● 225P47492YD3 0.47 1.25 x 0.83 x 0.50″ 47F133 1.610 1.470
● 225P68492YD3 0.68 1.25 x 1.14 x 0.84″ 36M1992 2.260 2.070

VOLTAGE: 400 VDC

● 225P10294XD3 0.001 0.80 x 0.55 x 0.25″ 36M1981 0.588 0.538
● 225P47294XD3 0.0047 0.80 x 0.55 x 0.25″ 36M1987 0.588 0.538
● 225P10394XD3 0.01 0.80 x 0.58 x 0.28″ 47F141 0.835 0.765
● 225P15394XD3 0.015 0.80 x 0.58 x 0.28″ 66C7046 0.622 0.570
● 225P22394XD3 0.022 0.80 x 0.58 x 0.31″ 36M1985 0.899 0.824
● 225P33394XD3 0.033 0.80 x 0.65 x 0.34″ 47F144 0.698 0.639
● 225P47394XD3 0.047 0.80 x 0.65 x 0.41″ 36M1989 1.030 0.941
● 225P10494XD3 0.1 0.80 x 0.84 x 0.52″ 47F147 1.260 1.150
● 225P15494YD3 0.15 1.25 x 0.80 x 0.47″ 66C7049 1.320 1.210
● 225P22494YD3 0.22 1.25 x 0.89 x 0.56″ 47F149 1.580 1.450
● 225P33494YD3 0.33 1.25 x 0.99 x 0.72″ 47F150 2.260 2.070
● 225P47494YD3 0.47 1.25 x 1.14 x 0.84″ 47F151 4.370 4.000

(7369)

(7119)

Mfg. Part No.
Cap.
(μF)

Dimensions (in.)
Stock No.

Price Each
Thick. Width Length 1-9 10-24

● MMP2P1K-F 0.1 0.22 0.33 0.59 66K3772 0.785 0.737
● MMP2P47K-F 0.47 0.28 0.43 0.83 66K3776 0.891 0.838
● MMP2W1K-F 1 0.3 0.53 1 66K3778 1.240 1.170
● MMP2W2P2K-F 2.2 0.37 0.71 1.3 66K3781 3.150 2.960
● MMP2W10K-F 10 0.63 0.98 1.85 66K3780 6.400 6.010

VOLTAGE: 400 VDC

● MMP4P47K-F 0.47 0.35 0.61 0.98 66K3786 1.240 1.160
● MMP4W2P2K-F 2.2 0.55 0.91 1.5 66K3794 6.440 6.060

VOLTAGE: 630 VDC

● MMP6S1K-F 0.01 0.2 0.35 0.59 66K3803 0.705 0.663
● MMP6P1K-F 0.1 0.31 0.51 0.83 66K3797 1.450 1.360
● MMP6P22K-F 0.22 0.33 0.57 0.98 66K3799 2.070 1.950
● MMP6P33K-F 0.33 0.39 0.67 0.98 66K3800 1.440 1.360
● MMP6P47K-F 0.47 0.35 0.69 1.3 66K3801 1.950 1.830

WMF SERIES POLYESTER
FILM CAPACITORS

VOLTAGE: 100 VDC

MMP SERIES POLYESTER
FILM CAPACITORS

225P SERIES ORANGE DROP®

METALLIZED POLYESTER FILM CAPACITORS

VOLTAGE: 50 WVDC

Features

Features

Features
• Ideal for Commercial Applications,

Especially Those with High Peak Currents
• Capacitance Range:

0.001μF to 5μF

• Non-Inductive and Self-Healing
• Low Profile

• Wound from Polyester Film and Thin-Gauge Foil
• Radial Terminals Facilitate PC Board Insertion Process
• Epoxy Conformal Coating Protects Against Moisture

Specifications

Specifications

Specifications

• Tolerance: ±10% (K Suffix); ±5% (J Suffix)
• Operating Temperature: -55°C to 85°C

• Tolerance: ±10%
• Operating Temperature:

-55°C to +85°C

• Tolerance: ±10%
• Lead Length: 1.25″(31.75mm)
• Tinned Copper-Clad Steel Terminals: 20AWG
• Terminal Diameter: 0.032″ (0.81)
• Operating Temperature: -55°C to +85°C
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MMP SERIES POLYESTER FILM CAPACITORS (CONT.)

VOLTAGE: 10,000 WVDC, 1200 VAC

(148835)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF) Tol.

L x H x T
(mm)

Lead Pitch
(mm) Stock No.

Price Each
1-24 25-49

● 104MSR250K 250 0.1 ± 10% 12.5 x 11 x 6 10 80K8114 0.193 0.175
● 224MSR250K 250 0.22 ± 10% 17.5 x 11 x 6.5 15 84M4524 0.278 0.251
● 334MSR250K 250 0.33 ± 10% 17.5 x 12.5 x 7 15 84M4780 0.299 0.271
● 474MSR250K 250 0.47 ± 10% 22.5 x 12.5 x 7.5 20 59K0071 0.319 0.288
● 473MSR400K 400 0.047 ± 10% 12.5 x 11 x 6.5 10 84M4993 0.217 0.197
● 104MSR400K 400 0.1 ± 10% 17.5 x 11.5 x 6.5 15 86K9438 0.287 0.260
● 103MSR630K 630 0.01 ± 10% 12.5 x 10 x 5 10 84M4073 0.227 0.205
● 104MSR630K 630 0.1 ± 10% 17.5 x 15.5 x 10 15 84M4082 0.386 0.349

MMR: METALLIZED POLYESTER FILM

● 224MMR250K 250 0.22 ± 10% 12 x 10.5 x 5.5 10 84M4516 0.280 0.253
● 104MMR630K 630 0.1 ± 10% 18.5 x 14 x 6.5 15 84M4078 0.456 0.412

MPR: METALLIZED POLYPROPYLENE FILM

● 104MPR250K 250 0.1 ± 10% 13 x 11 x 7 10 84M4079 0.321 0.290
● 104MPR400K 400 0.1 ± 10% 18 x 12.5 x 7.5 15 54M8290 0.487 0.441
● 105MPR400K 400 1 ± 10% 31 x 22 x 15 27.5 55M3968 1.460 1.320

Mfg. Part No.
Cap.
(μF) Tol.

D x L
(in.) Stock No.

Price Each
1-9 10-24

● 150474J63DB 0.47 ± 5% 0.276 x 0.65″ 34H3157 0.653 0.620
VOLTAGE: 100 WVDC

● 150224J100CB 0.22 ± 5% 0.256 x 0.650″ 72K7367 0.513 0.488
● 150334J100EB 0.33 ± 5% 0.315 x 0.650″ 34H3153 0.540 0.513
● 150334K100EB 0.33 ± 10% 0.315 x 0.650″ 34H3155 0.519 0.493
● 150684J100FC 0.68 ± 5% 0.335 x 0.807″ 34H3159 0.639 0.607
● 150105J100IC 1 ± 5% 0.394 x 0.807″ 50F6828 1.260 1.200

VOLTAGE: 250 WVDC

● 150104J250CB 0.1 ± 5% 0.256 x 0.650″ 72K7363 0.432 0.411
● 150334J250FC 0.33 ± 5% 0.335 x 0.807″ 08C3163 0.638 0.606
● 150474J250HC 0.47 ± 5% 0.374 x 0.807″ 72K7369 0.612 0.582
● 150105J250JE 1 ± 5% 0.413 x 1.102″ 72K7364 0.908 0.862
● 150105K250JE 1 ± 10% 0.412 x 1.102″ 98B9386 0.767 0.729

VOLTAGE: 400 WVDC

● 150104K400EC 0.1 ± 10% 0.315 x 0.807″ 34H3149 0.690 0.655
● 150334J400IE 0.33 ± 5% 0.394 x 1.102″ 34H3154 0.663 0.630

VOLTAGE: 630 WVDC

● 150223J630DB 0.022 ± 5% 0.276 x 0.650″ 72K7366 0.522 0.496
● 150103J630BB 0.01 ± 5% 0.236 x 0.650″ 34H3146 0.472 0.448
● 150104J630FE 0.1 ± 5% 0.335 x 1.102″ 34H3147 0.881 0.837
● 150224J630LE 0.22 ± 5% 0.453 x 1.102″ 18M9774 1.210 1.150
● 150474K630RF 0.47 ± 10% 0.591 x 1.299″ 18M9775 1.990 1.890

Mfg. Part No.
Cap.
(uF)

D x L
(in.) Stock No.

Price Each
1-9 10-24 25-49

● MMWA05P47K-F 0.47 0.320 x 0.687″ 66K3814 3.810 3.440 3.090
● MMWA05W1M-F 1 0.335 x 1.000″ 66K3817 4.130 3.720 3.340

VOLTAGE: 200 WVDC

● MMWA2P1K-F 0.1 0.240 x 0.687″ 66K3822 2.080 1.870 1.680
● MMWA2W1K-F 1 0.430 x 1.062″ 66K3828 4.890 4.410 3.960

VOLTAGE: 400 WVDC

● MMWA4P1K-F 0.1 0.320 x 0.687″ 66K3830 2.500 2.250 1.990
● MMWA4P47K-F 0.47 0.415 x 1.187″ 66K3832 4.200 3.780 3.400
● MMWA4W1K-F 1 0.470 x 1.750″ 66K3834 6.260 5.640 5.060
● MMWA4W2K-F 2 0.650 x 1.750″ 66K3835 11.480 10.340 9.290

VOLTAGE: 600 WVDC

● MMWA6P1K-F 0.1 0.340 x 1.000″ 66K3836 3.710 3.340 3.000
● MMWA6P22K-F 0.22 0.430 x 1.250″ 66K3837 2.790 2.520 2.260
● MMWA6P47K-F 0.47 0.470 x 1.750″ 66K3838 6.780 6.110 5.490
● MMWA6W1K-F 1 0.685 x 1.750″ 66K3839 9.830 8.860 7.960

VOLTAGE: 630 VDC

Mfg. Part No.
Cap.
(μF)

Dimensions (in.)
Stock No.

Price Each
Thick. Width Length 1-9 10-24

● MMP6W1K-F 1 0.51 0.87 1.46 66K3809 2.300 2.160
● MMP6W2P2K-F 2.2 0.75 1.1 1.85 66K3811 4.430 4.160

(115544)

(7253)

(7235)

(7254)

150 SERIES METALLIZED
POLYESTER FILM CAPACITORS 

RADIAL LEAD METALLIZED
FILM CAPACITORS

Mfg. Part No.
Cap.
(μF)

D x L
(mm) Stock No.

Price Each
1-24 25-49

● 152MWS103KT 0.0015 15.5 x 63 mm 30K6627 9.820 8.910
● 222MWS103KT 0.0022 17.5 x 63 mm 30K6656 13.090 11.870
● 103MWS103KT 0.01 33 x 63 mm 30K6559 22.900 20.770
● 153MWS103KT 0.015 39 x 63 mm 30K6629 29.440 26.710

VOLTAGE: 50 WVDC

MMWA SERIES METALLIZED
POLYESTER FILM CAPACITORS

Features:

VOLTAGE: 63 WVDC

(84784)

Most popular values listed, other values available, go online or call.

MWS SERIES METALLIZED
POLYESTER FILM
CAPACITORS FOR HIGH
VOLTAGE APPLICATION

• MSR: Metallized Polyester Epoxy
Dipped, -55°C to +125°C

• MMR: Metallized Polyester Small
Size Epoxy Dipped, -40°C to
+105°C

• MPR: Metallized Polypropylene
Epoxy Dipped, -55°C to +105°C

• Applications include:
Bypass
Coupling
Filtering
Blocking

Most popular values listed. Additional values available, go online or call.

Features:

MSR: METALLIZED POLYESTER FILM

Features

Features:

• Voltage Range: 50VAC to 1000VAC
• Capacitance Range: 0.1μF to 10μF
• Moisture-Resistant Epoxy End Seals

• Axial Capacitors
• Low Leakage
• Non-Polar
• Non-Inductively Wound
• Tinned Copper Wire Terminals

• High Voltage
• Voltage Multipliers

Specifications:

Specifications

Specifications:
• 1200 dv/dt (v/μs)
• Tolerance: ±10%@1kHz, 20°C
• Operating Temperature: -40°C to +105°C
• Temperature Coefficient: +400ppm/°C

±200ppm/°C
• Dissipation Factor: 0.8% (1KHz, 20°C)

1.5% (10kHz, 20°C)
3.0% (100kHz, 20°C)

• Tolerance: ±5% (J); ±10% (K)
• Voltage Range: 63 VDC to 1000 VDC
• Operating Temperature: -55°C to +125°C with Voltage Derating Above 85°C

• Tolerance: ±10% (K Suffix);
±5% (J Suffix), Except Mfg. Part No. 
MMWA05W5M: ±20%

• Operating Temperature: -55°C to +85°C
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192P SERIES WRAP-AND-FILL METALLIZED POLYESTER FILM/FOIL
CAPACITORS (CONT.)

VOLTAGE: 63 VDC

Case
Size

D x L
(in.)

Tape on Reel
Quantity

A 0.153 x 0.437″ 3000
B 0.185 x 0.437″ 3000
C 0.185 x 0.500″ 3000
D 0.185 x 0.562″ 3000
E 0.185 x 0.625″ 3000
F 0.229 x 0.562″ 1250
G 0.229 x 0.687″ 1250
H 0.250 x 0.687″ 1000
I 0.315 x 0.645″ 1000
J 0.343 x 0.770″ 750
K 0.343 x 1.332″ 750

Mnf. Part No.
Voltage
(VDC)

Cap.
(μF)

Size
DxH

Rated
Current

(A)

Typical
ESR

(mΩ) Stock No.

Price

1-4
● 947C361K801CAM 800 360 92x97 mm 72 1.3 02P9601 140.610
● 947C491K801CBM 800 490 92x120 mm 70 1.6 02P9613 166.660
● 947C601K801CCM 800 600 92x145 mm 68 2 02P9617 195.050
● 947C731K801CDM 800 730 92x170 mm 68 2.3 02P9621 223.480
● 947C231K102CAM 1000 230 92x97 mm 67 1.5 02P9585 115.840
● 947C311K102CBM 1000 310 92x120 mm 63 2 02P9593 134.590
● 947C391K102CCM 1000 390 92x145 mm 62 2.4 02P9605 155.030
● 947C471K102CDM 1000 470 92x170 mm 60 2.9 02P9609 175.550
● 947C161K122CAM 1200 160 92x97 mm 62 1.8 02P9577 105.310
● 947C211K122CBM 1200 210 92x120 mm 57 2.4 02P9581 120.940

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-19

● V-430P334X9100 0.33 0.264 x 0.750″ 37M0584 3.800 3.650
● V-430P105X9100 1 0.286 x 1.250″ 37M0526 4.540 4.370
● V-430P205X9100 2 0.393 x 1.250″ 37M0557 5.820 5.610
● V-430P705X9100 7 0.633 x 1.500″ 37M0631 11.320 10.900

VOLTAGE: 200VDC

● V-430P104X9200 0.1 0.221 x 0.750″ 37M0522 3.660 3.520
● V-430P224X9200 0.22 0.295 x 0.750″ 37M0564 3.720 3.580
● V-430P474X9200 0.47 0.321 x 1.000″ 37M0604 3.850 3.700
● V-430P684X9200 0.68 0.375 x 1.000″ 37M0627 4.760 4.580
● V-430P105X9200 1 0.380 x 1.250″ 37M0527 5.080 4.890
● V-430P205X9200 2 0.469 x 1.500″ 37M0558 4.920 4.730
● V-430P405X9200 4 0.580 x 1.750″ 37M0597 8.010 7.710

VOLTAGE: 400VDC

● V-430P104X9400 0.1 0.310 x 0.750″ 37M0523 2.860 2.750
VOLTAGE: 600VDC

● V-430P104X9600 0.1 0.365 x 1.00″ 37M0524 4.700 4.530
● V-430P474X9600 0.47 0.497 x 1.750″ 37M0606 7.210 6.940

VOLTAGE: 200 VDC

Mfg. Part No.
Cap.
(uF)

Case
Size Stock No.

Price Each
1-49

192P332X9200 0.0033 D 18F2252 0.765
192P472X9200T 0.0047 D 07J9010 1.130
192P682X9200T 0.0068 D 07J9013 1.130
192P103X9200 0.01 F 18F2226 0.974
192P153X9200T 0.015 F 07J8996 1.260
192P223X9200 0.022 A 18F2230 0.941
192P333X9200T 0.033 J 07J9006 0.991
192P473X9200 0.047 I 18F2234 1.300
192P104X9200 0.1 K 18F2238 1.470

Mfg. Part No.
Cap.
(uF) Tol.

D x L
(mm) Stock No.

Price Each
1-49 50-99

● MKT1813-447064 0.47 ± 5% 7 x 14 95F8751 1.100 0.926
● MKT1813-522064 2.2 ± 5% 8.5 x 26.5 95F8753 2.790 2.370
● MKT1813-533064 3.3 ± 5% 10 x 26.5 28M9255 3.800 3.220

VOLTAGE: 100 VDC

● MKT1813-410014 0.1 ± 5% 5 x 11 95F8748 0.686 0.581
● MKT1813-410/015 0.1 ± 10% 5 x 11 90B0346 0.614 0.521
● MKT1813-422/016 0.22 ± 20% 6 x 14 18M2496 0.659 0.559
● MKT1813-422/015 0.22 ± 10% 6 x 14 90B0370 0.686 0.581
● MKT1813-447/014 0.47 ± 5% 7 x 14 90B0391 0.962 0.816
● MKT1813-510014 1 ± 5% 8.5 x 19 95F8752 1.470 1.240
● MKT1813510015 1 ± 10% 8.5 x 19 90B0418 1.350 1.140
● MKT1813-547/015 4.7 ± 10% 12 x 31.5 90B0479 4.320 3.660

VOLTAGE: 250 VDC

● MKT1813-322254 0.022 ± 5% 5 x 11 18M2495 0.629 0.533
● MKT1813322254 0.022 ± 5% 5 x 11 65C1129 0.629 0.533
● MKT1813-410254 0.1 ± 5% 6 x 14 18M9239 0.704 0.597
● MKT1813-410/255 0.1 ± 10% 6 x 14 26C1286 0.631 0.534
● MKT1813510255 1.0 ± 10% 8.5 x 19 11M5204 2.040 1.730

VOLTAGE: 400 VDC

● MKT1813-310404 0.01 ± 5% 5 x 11 18M2494 0.625 0.530
● MKT1813310404 0.01 ± 5% 5 x 11 65C1125 0.625 0.530
● MKT1813410405 0.1 ± 10% 7 x 19 65C1165 0.771 0.654

VOLTAGE: 630 VDC

● MKT1813410635 0.1 ± 10% 10.5 x 19 65C1170 1.890 1.610

Mfg. Part No.
Cap.
(uF)

Case
Size Stock No.

Price Each
1-49

192P222X9080 0.0022 A 18F2520 1.100
192P472X9080 0.0047 A 18F2524 1.100
192P682X9080 0.0068 C 18F2526 1.210
192P103X9080 0.01 C 18F2528 1.100
192P153X9080T 0.015 E 07J8995 1.180
192P223X9080 0.022 E 18F2532 1.230
192P333X9080 0.033 F 18F2534 1.380
192P104X9080 0.1 I 18F2540 1.520
192P224X9080 0.22 J 18F2544 2.330
192P334X9080 0.33 K 18F2546 2.560

VOLTAGE: 200 VDC

192P102X9200 0.001 A 18F2246 0.896
192P222X9200T 0.0022 B 07J8998 0.894

(7292)

(7060)

(7413)

TYPE 947C METALLIZED
POLYPROPYLENE DC
LINK CAPACITORS

MKT1813 METALLIZED
POLYESTER FILM CAPACITORS

VOLTAGE: 100 VDC

VOLTAGE: 80 VDC

Features

192P SERIES WRAP-AND-FILL METALLIZED
POLYESTER FILM/FOIL CAPACITORS

430P SERIES WRAP-AND-FILL METALLIZED
POLYESTER FILM CAPACITORS

FEATURES

• Polyester Film Dielectric
• Plastic-Wrapped Case, Epoxy Resin Sealed
• Tinned Wire Terminals

• High Capacitance
• High Current
• High Voltage

Features

Specifications

• High-Frequency Performance Capacitors Wound
with Ultra-Thin Polyester Film, Dielectric and Thin
Gauge Foil

• Rugged Outer Sleeve with Epoxy Endfill

• Tolerance: ±10%
• Dissipation Factor: 1.0% Maximum

SPECIFICATIONS

Applications

• Life Test: 125% of Noted
Voltage at +85°C

• Operating Temperature:
-55°C to +85°C

• Blocking, Bypassing, Filtering, Timing, Coupling,
and Low Pulse Operations

Applications

• Capacitance Range: 160 μF to 730 μF
• Tolerance: ±10%
• Voltage Range: 800 VDC to 1200 VDC
• Operating Temp. Range: –40 °C to +85 °C

• Uniform Dimensions Allow Automated Installation

APPLICATIONS

Specifications

• Inverters: >5kW
• Renewable Energy Inverters: Wind, Solar, Fuel Cell
• Aircraft Inverters: Power Supplies and Motor Drives
• Transportation: Electric Vehicles, Traction
• Industrial: Welders, Motor Drives, Elevators, & Overhead Cranes

M8 THREADED STUD TERMINALS

• Tolerance: ±10%
• Operating Temperature: -55°C to +85°C
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TYPE 947C METALLIZED POLYPROPYLENE DC LINK CAPACITORS (CONT.)

(148839)

Mnf. Part No.

Capac-
itance
(uF) Tolerance

Max. dv/dt
(V/us)

Dimensions
B x H x L

(mm)

Lead
Pitch
(mm) Stock No.

Price

1-49
● R413F11000000M 0.001 ± 20% 800 4 x 9 x 13 10 94M8787 0.130
● R413F12200000M 0.0022 ± 20% 800 4 x 9 x 13 10 94M8788 0.130
● R413F13300000M 0.0033 ± 20% 800 4 x 9 x 13 10 94M8789 0.146
● R413F147000M1M 0.0047 ± 20% 800 5 x 11 x 13 10 94M8790 0.147
● R413I21000000M 0.01 ± 20% 600 5 x 11 x 18 15 94M8791 0.163
● R413I22200000M 0.022 ± 20% 600 6 x 12 x 18 15 95M5296 0.163

R.46 SERIES, VOLTAGE: 275 VAC / 560 VDC

R46KI21005001K1 0.01 ± 10% 400 5 x 11 x 18 15 94M8792 0.138
R46KI22200001K1 0.022 ± 10% 400 5 x 11 x 18 15 94M8793 0.138
R46KI24700001K1 0.047 ± 10% 400 5 x 11 x 18 15 94M8794 0.149
R46KI310000M1K1 0.1 ± 10% 400 5 x 11 x 18 15 94M8795 0.138
R46KI322000M2M 0.22 ± 20% 400 7.5 x 13.5 x 18 15 94M8796 0.159
R46KN322000M1M 0.22 ± 20% 200 6 x 15 x 26.5 22.5 94M8799 0.220
R46KI333000N1M 0.33 ± 20% 400 9 x 12.5 x 18 15 94M8797 0.251
R46KI347000N0M 0.47 ± 20% 400 10 x 16 x 18 15 94M8798 0.233
R46KN347000N0M 0.47 ± 20% 200 7 x 16 x 26.5 22.5 94M8800 0.257
R46KN410000N2M 1 ± 20% 200 10 x 18.5 x 26.5 22.5 94M8801 0.373
R46KR410000M1K 1 ± 10% 150 11 x 20 x 32 27.5 94M8802 0.544
R46KR415000M1K 1.5 ± 10% 150 13 x 22 x 32 27.5 94M8803 0.676
R46KR422000M2K 2.2 ± 10% 150 13 x 25 x 32 27.5 94M8804 0.958

Mnf. Part No.
Voltage
(VDC)

Cap.
(μF)

Size
DxH

Rated
Current

(A)

Typical
ESR

(mΩ) Stock No.

Price

1-4
● 947C271K122CCM 1200 270 92x145 mm 56 2.9 02P9589 138.020
● 947C321K122CDM 1200 320 92x170 mm 56 3.4 02P9597 155.160

(110621)

Mfg. Part No.
Cap.
(μF)

b x h x l
(mm)

Pitch
(mm) Stock No.

Price Each
1-24

● B81130C1103M 0.01 4.0 x 9.0 x 13.0 10 26M8243 0.242
● B81130A1333M 0.033 6.0 x 12.0 x 13.0 10 95B7638 0.277
● B81130C1224M 0.22 9.0 x 17.5 x 18.0 15 26M8247 0.353
● B81130C1334M 0.33 8.5 x 16.5 x 26.5 22.5 26M8249 0.652
● B81130C1155M 1.5 15.0 x 24.5 x 31.5 27.5 26M8246 1.300
● B81130C1225M 2.2 18.0 x 27.5 x 31.5 27.5 26M8248 1.780

Mfg. Part No. VDC
Cap.
(μF)

ESR
(mΩ) Stock No.

Price Each
1-9 10-24 25-49

● UNL4W30K-F 400 30 6 30M8916 19.130 15.300 13.770
● UNL5W35K-F 500 35 8 30M8912 41.620 33.300 29.970
● UNL6W30K-F 600 30 9 29M8946 23.680 18.950 17.050
● UNL7W20K-F 700 20 1 30M8913 32.290 25.830 23.250
● UNL8W15K-F 800 15 10 30M8914 22.130 17.700 15.930
● UNL9W13P5K-F 900 13.5 10.5 30M8915 20.230 16.180 14.570
● UNL10W10K-F 1000 10 12 30M8909 27.430 21.940 19.750
● UNL12W7P5K-F 1200 7.5 13.5 30M8910 27.540 22.030 19.830
● UNL15W4P7K-F 1500 4.7 15 30M8911 25.200 20.160 18.140

Mfg. Part No.
Cap.
(μF)

Resist.
(Ω)

Dimensions
Stock No.

Price Each
L H T S 1-9

● 504M02QA100 0.5 100 1.08″ 0.64″ 0.37″ 0.82″ 16F3697 5.140
● 504M02QA220 0.5 220 1.08″ 0.64″ 0.37″ 0.82″ 16F3698 5.140
● 105M02QB47 1 47 1.45″ 0.66″ 0.39″ 1.2″ 72K6760 5.900

VOLTAGE: 600 VDC / 250 VAC
● 104M06QC22 0.1 22 1.08″ 0.66″ 0.39″ 0.82″ 16F3700 4.540
● 104M06QC47 0.1 47 1.08″ 0.66″ 0.39″ 0.82″ 16F3701 4.540
● 104M06QC100 0.1 100 1.08″ 0.66″ 0.39″ 0.82″ 72K6759 4.540
● 104M06QC150 0.1 150 1.08″ 0.66″ 0.39″ 0.82″ 16F3703 4.900
● 504M06QE22 0.5 22 1.08″ 0.66″ 0.39″ 0.82″ 92H3172 5.500

504M06QE100 0.5 100 1.08″ 0.66″ 0.39″ 0.82″ 06M4261 27.280
● 504M06QE150 0.5 150 1.08″ 0.66″ 0.39″ 0.82″ 85C1735 18.340

VOLTAGE: 125 VAC
● 104MACQRL150 0.1 150 1.08″ 0.66″ 0.44″ 0.82″ 72K6758 5.170

(7224)

(90464)

(136315)

R.41 AND R.46 SERIES X2
& Y2 CLASS SUPPRESSION
CAPACITORS

(49996)

Q/QRL SERIES QUENCHARC®

METALLIZED POLYESTER FILM
CAPACITOR ARC SUPPRESSOR/
SNUBBER NETWORKS

UNL ELECTROFILM METALLIZED
POLYPROPYLENE FILM CAPACITORS

Specifications

B81130 SERIES EMI
SUPPRESSION CAPACITORS

VOLTAGE: 200 VDC / 125 VAC

• Dielectric: Polypropylene film
• Operating temperature range: -40 to +110°C
• Capacitance Tolerance: K = ± 10 %, M = ± 20 % standard

Features

Features
• Film Alternative to Electrolytic Capacitors
• Moisture-Resistant Epoxy End Seals

R.41 SERIES, VOLTAGE: 300 VAC / 1000 VDC

Features

• Compact Size, Plastic Case
• X2 Polypropylene (MKP) with

Self-Healing Properties
• Epoxy Resin Sealant
• Flame-Retardant. UL94 V-0
• UL Recognized, VDE Approved

Specifications

• Metallized Polyester Construction in Series with a
Carbon Composition Resistor

• Flame-Resistant, Epoxy-Coated Case

Specifications

• Voltage Range: 400VDC to 1500VDC
• Capacitance Range: 4.7μF to 35μF
• Capacitance Tolerance: ±10%
• Operating Temperature Range: -55°C to +85°C
• Case Size: 53.72mm x 35.15mm

• Tolerance : ±20%
• Voltage: 275 VAC
• Leads: 6mm Tinned

Applications
• Noise and Arc Suppression
• Relay Contact Protection
• Noise Reduction on Controllers/Drivers
• EMI/RFI reduction

Designed for DC High Ripple Current Applications Ideal for
aluminum electrolytic replacement or applications requiring
high ripple current capacitors.

Specifications
• Capacitance Tolerance: ±20%
• Resistance Tolerance: ±10%
• Resistor Power Rating: 1⁄2 W
• Voltage: 200 VDC to 600 VDC (125 VAC to 250 VAC)
• Operating Temperature: -55°C to +85°C
• Terminal diameter: 0.032″
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(148843)

Mfg. Part No.
Cap.
(μF)

l x h x b
(mm)

Pitch
(mm) Stock No.

Price Each
1-9 10-99

● 222238300114 0.11 17.5 x 12 x 6 15 04J3763 0.617 0.557
● 222238300154 0.15 17.5 x 12 x 6 15 04J3769 0.624 0.564
● 222238300304 0.3 17.5 x 15 x 8.5 15 04J3781 0.928 0.839
● 222238300434 0.43 26 x 16.5 x 7 22.5 04J3785 1.130 1.020
● 222238300135 1.3 31 x 23 x 13 27.5 04J3768 2.430 2.200
● 222238300245 2.4 31 x 28 x 18 27.5 04J3778 3.730 3.370

VOLTAGE : 630 VDC

● 222238320303 0.030 17.5 x 11 x 5 15 04J4073 0.536 0.484
● 222238320333 0.033 17.5 x 11 x 5 15 04J4075 0.512 0.462
● 222238320393 0.039 17.5 x 12 x 6 15 04J4079 0.539 0.487
● 222238320513 0.051 17.5 x 12 x 6 15 04J4083 0.606 0.548
● 222238320563 0.056 17.5 x 12 x 6 15 04J4085 0.576 0.521
● 222238320683 0.068 17.5 x 13.5 x 7 15 04J4089 0.627 0.567
● 222238320753 0.075 17.5 x 13.5 x 7 15 04J4091 0.701 0.634
● 222238320154 0.15 17.5 x 16.5 x 10 15 04J4066 0.837 0.756
● 222238320204 0.2 26 x 18 x 8.5 22.5 04J4069 1.090 0.980
● 222238320224 0.22 26 x 18 x 8.5 22.5 04J4070 1.030 0.931
● 222238320334 0.33 31 x 21 x 11 27.5 04J4076 1.530 1.390
● 222238320474 0.47 31 x 23 x 13 27.5 86H6595 1.830 1.650

Mfg. Part No.
Cap.
(μF)

Lead
Spacing

Lead
Length Stock No.

Price Each

1-9 10-99
100-
499

500-
999

● 222233822152 0.0015 7.5mm 5mm 96B2298 0.336 0.303 0.202 0.168
● 222233824152 0.0015 7.5mm 25mm 96B2320 0.329 0.297 0.198 0.165
● 222233820222 0.0022 7.5mm 3.5mm 96B2280 0.363 0.328 0.219 0.182
● 222233824222 0.0022 7.5mm 25mm 96B2324 0.363 0.328 0.219 0.182
● 222233820332 0.0033 7.5mm 3.5mm 96B2284 0.390 0.352 0.235 0.195
● 222233820472 0.0047 7.5mm 3.5mm 96B2288 0.403 0.365 0.243 0.202
● 222233820103 0.01 7.5mm 3.5mm 96B2273 0.451 0.408 0.272 0.226
● 222233810103 0.01 15mm 3.5mm 03J6942 0.735 0.664 0.443 0.368
● 222233822103 0.01 7.5mm 5mm 96B2295 0.442 0.399 0.266 0.221
● 222233820153 0.015 7.5mm 3.5mm 96B2277 0.457 0.413 0.276 0.229
● 222233820223 0.022 7.5mm 3.5mm 96B2281 0.464 0.419 0.280 0.232
● 222233824223 0.022 7.5mm 25mm 96B2325 0.464 0.420 0.280 0.232
● 222233824333 0.033 7.5mm 25mm 96B2329 0.389 0.351 0.234 0.195
● 222233820473 0.047 7.5mm 3.5mm 96B2289 0.403 0.365 0.243 0.202
● 222233824473 0.047 7.5mm 25mm 96B2333 0.403 0.365 0.243 0.202
● 222233810473 0.047 15mm 3.5mm 81H1813 0.657 0.594 0.396 0.329
● 222233814473 0.047 15mm 25mm 03J6972 0.657 0.594 0.396 0.329
● 222233820104 0.1 10mm 3.5mm 74K3513 0.447 0.404 0.270 0.224
● 222233824104 0.1 10mm 25mm 96B2318 0.447 0.404 0.270 0.224
● 222233620104 0.1 15mm 3.5mm 53H7026 0.505 0.456 0.304 0.253
● 222233814104 0.1 22.5mm 25mm 03J6965 0.728 0.658 0.439 0.364
● 222233822154 0.15 15mm 5mm 96B2300 0.462 0.417 0.278 0.231
● 222233824224 0.22 15mm 25mm 18M4055 0.599 0.542 0.361 0.300
● 222233814224 0.22 22.5mm 25mm 03J6969 1.040 0.940 0.627 0.520
● 222233810224 0.22 22.5mm 3.5mm 03J6946 1.040 0.940 0.627 0.520
● 222233824334 0.33 15mm 25mm 18M4057 0.681 0.615 0.410 0.341
● 222233820474 0.47 22.5mm 3.5mm 96B2290 1.080 0.970 0.647 0.537
● 222233814474 0.47 27.5mm 25mm 03J6973 1.660 1.500 1.000 0.830
● 222233620105 1 27.5mm 3.5mm 03J6754 2.200 1.990 1.330 1.100
● 222233824105 1 22.5mm 25mm 18M4053 1.810 1.630 1.090 0.901
● 222233824155 1.5 27.5mm 25mm 18M4054 2.040 1.440 1.190 1.080
● 222233820335 3.3 27.5mm 3.5mm 18M4050 4.270 3.860 2.570 2.140
● 222233824335 3.3 27.5mm 25mm 96B2331 4.270 3.860 2.570 2.140

Safety Agency Standard File # Voltage Class
UL 1414 E-317132 310 VAC FOW X2 
CSA C22.2, No.1-98, 8-M1986 158927, LR85363 250 VAC X 
CB IEC-60384-14 DE-1-11829 275 VAC X2 
ENEC EN-1324000

IEC-60384-14
139131L 275 VAC X2 

MMKP383 SERIES
METALLIZED POLYPROPYLENE
FILM CAPACITORS

(47575)

Features

Mfg. Part No.
Cap.
(μF)

Dimensions (mm)
Stock No.

Price Each
L x H x T S d 1-24 25-49

● 472MKP275K 0.0047 13 x 10 x 5 mm 10 0.6 30K6736 0.167 0.153
● 682MKP275K 0.0062 13 x 10 x 5 mm 10 0.6 84M5226 0.231 0.212
● 103MKP275KC 0.01 10 x 8 x 4 mm 7.5 0.6 31M9455 0.165 0.148
● 103MKP275K 0.01 13 x 10 x 5 mm 10 0.6 30K6557 0.211 0.194
● 123MKP275KC 0.012 10 x 8 x 4 mm 7.5 0.6 84M4296 0.162 0.149
● 153MKP275KC 0.015 10 x 9 x 4 mm 7.5 0.6 84M4324 0.182 0.167
● 153MKP275K 0.015 13 x 11 x 5 mm 10 0.6 30K6628 0.223 0.205
● 183MKP275KC 0.018 10 x 9 x 4 mm 7.5 0.6 84M4466 0.194 0.178
● 223MKP275K 0.022 13 x 11 x 5 mm 10 0.6 30K6657 0.211 0.194
● 333MKP275K 0.033 13 x 12 x 6 mm 10 0.6 30K6708 0.234 0.215
● 473MKP275K 0.047 18 x 11 x 5 mm 15 0.8 30K6739 0.221 0.203
● 683MKP275K 0.068 18 x 12 x 6 mm 15 0.8 30K6783 0.221 0.203
● 104MKP275KD 0.1 13 x 14 x 8 mm 10 0.8 30K6567 0.165 0.148
● 104MKP275K 0.1 18 x 11 x 5 mm 15 0.8 30K6566 0.221 0.203
● 154MKP275K 0.15 26.5 x 16.5 x 7 mm 22.5 0.8 30K6630 0.392 0.360
● 224MKP275K 0.22 26 x 14.5 x 6 mm 22.5 0.8 30K6660 0.417 0.383
● 224MKP275KB 0.22 18 x 14 x 8 mm 15 0.8 30K6661 0.341 0.313
● 274MKP275KE 0.27 18 x 14.5 x 7.5 mm 15 0.8 14N7723 0.476 0.437
● 334MKP275KE 0.33 18 x 13.5 x 10 mm 15 0.8 64M0759 0.517 0.463
● 334MKP275K 0.33 26 x 17 x 8.5 mm 22.5 0.8 30K6711 0.557 0.511
● 474MKP275KB 0.47 26.5 x 19 x 10 mm 22.5 0.8 30K6747 0.735 0.675
● 474MKP275K 0.47 31 x 10 x 9 mm 27.5 0.8 30K6746 0.735 0.675
● 105MKP275K 1 31 x 20 x 11 mm 27.5 0.8 30K6576 1.030 0.945
● 125MKP275KG 1.2 26 x 20 x 11.5 mm 22.5 0.8 14N7710 0.944 0.867
● 155MKP275KG 1.5 26 x 22 x 12 mm 22.5 0.8 14N7713 1.120 1.030
● 155MKP275K 1.5 31 x 23.5 x 14 mm 27.5 0.8 30K6634 1.720 1.580
● 185MKP275KG 1.8 26 x 24 x 14 mm 22.5 0.8 14N7716 1.380 1.270
● 225MKP275KE 2.2 26 x 25 x 15 mm 15 0.8 14N7719 1.880 1.730
● 225MKP275KG 2.2 27 x 25 x 15 mm 22.5 0.8 14N7720 1.580 1.460
● 225MKP275K 2.2 31 x 26 x 18 mm 27.5 0.8 30K6672 1.510 1.390
● 335MKP275KH 3.3 31 x 33 x 18 mm 27.5 1 14N7729 2.750 2.520
● 335MKP275KJ 3.3 41.5 x 28.5 x 16 mm 37.5 1 14N7730 2.900 2.660
● 395MKP275KH 3.9 31 x 35 x 20 mm 27.5 1 14N7738 3.140 2.880
● 395MKP275KJ 3.9 41.5 x 35 x 20 mm 37.5 1 14N7739 3.290 3.020
● 475MKP275KH 4.7 31.5 x 37 x 22 mm 27.5 1 14N7744 3.880 3.560
● 475MKP275KJ 4.7 41.5 x 32 x 19 mm 37.5 1 14N7745 4.020 3.690
● 565MKP275KJ 5.6 41.5 x 35 x 20 mm 37.5 1 14N7756 4.270 3.920
● 685MKP275KJ 6.8 41.5 x 39 x 24 mm 37.5 1 14N7758 4.510 4.140
● 825MKP275KJ 8.2 41.5 x 4 5x 30 mm 37.5 1 14N7763 5.250 4.820
● 106MKP275KJ 10 41.5 x 4 5x 30 mm 37.5 1 14N7707 6.180 5.670

MKP 338 SERIES
INTERFERENCE
SUPPRESSION X2
CAPACITORS

(84782)

Miniature metallized polypropylene film capacitors are well-suited for use in electronic ballasts and SMPS. Voltage: 275
VAC. Operating temperature: 105°C max. Qualified in accordance to UL94V-0.

• Low Contact Resistance
• Low Loss Dielectric
• Small Dimensions for High Density Packaging

MKP SERIES CLASS X2
RADIAL METALLIZED
POLYPROPYLENE
CAPACITORS

Specifications
• Tolerance: ±5%
• Wire Terminals
• Maximum Application Temperature: +105°C

Features:
• EMI Filter
• Antenna coupling
• Across the line
• Line bypass

VOLTAGE: 250 VDC

Specifications:
• Operating Temperature Range: -40°C to 100°C (IEC 60384-14)

-40°C to 85°C (UL, SCA)
• Tolerance: ±10% at 1KHz, 25°C
• Temperature Coefficient: -200 ppm/°C, ±100ppm/°C
• Dissipation Factor: 0.1% at 1 KHz, 25°C; 0.3% at 10 KHz, 25°C
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MMKP383 SERIES METALLIZED POLYPROPYLENE FILM CAPACITORS (CONT.)

VOLTAGE : 630 VDC

Mfg. Part No.
Cap.
(μF)

l x h x b
(mm)

Pitch
(mm) Stock No.

Price Each
1-9 10-99

● 222238320624 0.62 31 x 25 x 15 27.5 04J4088 2.320 2.100
● 222238320105 1 31 x 28 x 18 27.5 86H6594 2.940 2.660

VOLTAGE : 1000 VDC

● 222238330123 0.012 17.5 x 11 x 5 15 04J4218 0.627 0.567
● 222238330153 0.015 17.5 x 11 x 5 15 04J4222 0.650 0.588
● 222238330203 0.020 17.5 x 12 x 6 15 04J4227 0.759 0.686
● 222238330273 0.027 17.5 x 13.5 x 7 15 04J4232 0.773 0.698
● 222238330333 0.033 17.5 x 13.5 x 7 15 04J4236 0.837 0.756
● 222238330563 0.056 17.5 x 16.5 x 10 15 04J4246 0.996 0.900
● 222238330683 0.068 26 x 16.5 x 7 22.5 04J4248 1.110 0.998
● 222238330104 0.1 26 x 19.5 x 10 22.5 04J4216 1.380 1.250
● 222238330154 0.15 31 x 21 x 11 27.5 88H3726 1.870 1.690
● 222238330204 0.2 31 x 23 x 13 27.5 04J4228 2.390 2.160
● 222238330224 0.22 31 x 23 x 13 27.5 29H2925 2.300 2.080
● 222238330244 0.24 31 x 23 x 13 27.5 04J4231 2.660 2.410
● 222238330334 0.33 31 x 25 x 15 27.5 04J4237 2.880 2.610
● 222238330474 0.47 31 x 28 x 18 27.5 88H3724 3.460 3.120

VOLTAGE : 1600 VDC

● 222238350392 0.0039 17.5 x 11 x 5 15 04J4578 0.539 0.487
● 222238350472 0.0047 17.5 x 12 x 6 15 04J4582 0.566 0.511
● 222238350512 0.0051 17.5 x 12 x 6 15 04J4584 0.624 0.564
● 222238350562 0.0056 17.5 x 12 x 6 15 04J4586 0.593 0.536
● 222238350622 0.0062 17.5 x 13.5 x 7 15 04J4588 0.650 0.588
● 222238350682 0.0068 17.5 x 13.5 x 7 15 04J4590 0.624 0.564
● 222238350752 0.0075 17.5 x 13.5 x 7 15 04J4592 0.698 0.631
● 222238350822 0.0082 17.5 x 15 x 8.5 15 04J4594 0.657 0.594
● 222238350103 0.01 17.5 x 15 x 8.5 15 04J4557 0.698 0.631
● 222238350153 0.015 17.5 x 16.5 x 10 15 04J4565 0.813 0.735
● 222238350223 0.022 26 x 18 x 8.5 22.5 04J4570 0.969 0.876
● 222238350333 0.033 26 x 19.5 x 10 22.5 04J4575 1.170 1.060
● 222238350473 0.047 31 x 21 x 11 27.5 04J4583 1.690 1.530
● 222238350513 0.051 31 x 21 x 11 27.5 04J4585 1.900 1.710
● 222238350683 0.068 31 x 23 x 13 27.5 04J4591 2.020 1.820
● 222238350104 0.1 31 x 25 x 15 27.5 04J4558 2.480 2.240
● 222238350154 0.15 31 x 28 x 18 27.5 04J4566 3.240 2.930

VOLTAGE : 2500 VDC

● 222238370512 0.0051 26 x 15.5 x 6 22.5 04J4956 0.915 0.827
● 222238370822 0.0082 26 x 18 x 8.5 22.5 04J4963 0.962 0.870
● 222238370133 0.013 26 x 19.5 x 10 22.5 04J4930 1.260 1.140
● 222238370183 0.018 31 x 21 x 11 27.5 04J4936 1.480 1.340

Mfg. Part No.
Cap.
(uF)

L x D
(mm)

Pitch
(mm) Stock No.

Price Each
1-24 25-99

● 715P10352JD3 0.01 19.05 x 10.16 9.525 03B9536 0.843 0.741
● 715P12392JD3 0.012 19.05 x 9.40 9.525 42M3510 0.843 0.741
● 715P22352JD3 0.022 19.05 x 9.40 9.525 89F3470 0.843 0.741
● 715P33352JD3 0.033 19.05 x 10.67 9.525 52M9276 0.628 0.552
● 715P47356LD3 0.047 33.02 x 15.24 18.263 36M2009 1.400 1.230
● 715P10452LD3 0.1 33.02 x 11.43 18.263 89F3466 1.300 1.140
● 715P15452LD3 0.15 33.02 x 13.97 18.263 89F3469 0.758 0.667
● 715P22452LD3 0.22 33.02 x 15.75 18.263 89F3471 1.360 1.200
● 715P33452MD3 0.33 43.18 x 16.51 27.788 89F3473 1.750 1.540
● 715P47452MD3 0.47 43.18 x 19.05 27.788 89F3475 1.980 1.740

VOLTAGE: 400 WVDC

● 715P68254JD3 0.0068 19.05 x 10.16 9.525 36M2010 0.551 0.485
● 715P10354JD3 0.01 17.78 x 10.16 9.525 17F2202 0.843 0.741
● 715P22354KD3 0.022 24.13 x 11.43 9.525 36M2001 0.972 0.855
● 715P47354LD3 0.047 33.02 x 12.70 18.263 03B9583 1.270 1.120

(108724)

Mfg. Part No.
Voltage
(VDC)

Cap.
(μF)

Dimensions-(in.)
Stock No.

Price Each
L H T S 1-9

● DPPM10D1K-F 1000 0.001 0.984 0.452 0.256 0.826 66K2312 0.855
● DPPM10D47K-F 1000 0.0047 0.984 0.531 0.295 0.826 66K2320 1.010
● DPPM16S1K-F 1600 0.01 1.22 0.866 0.472 1.043 66K2363 1.440
● DPPM16S15K-F 1600 0.015 1.22 0.964 0.59 1.043 66K2365 1.960
● DPPM20S15K-F 2000 0.015 1.22 0.964 0.629 1.043 66K2379 2.360
● DPPM20S1K-F 2000 0.01 1.22 0.866 0.551 1.043 66K2377 1.870
● DPPM20D47K-F 2000 0.0047 1.22 0.748 0.393 1.043 66K2374 1.370
● DPPM20D22K-F 2000 0.0022 0.984 0.629 0.354 0.826 66K2371 1.100
● DPPM20D15K-F 2000 0.0015 0.984 0.551 0.314 0.826 66K2369 0.935
● DPPM20D1K-F 2000 0.001 0.984 0.492 0.275 0.826 66K2367 1.100

Mfg. Part No.
Cap.
(uF)

Dimensions
(mm)

Pitch
(mm) Stock No.

Price
1-24

● PHE850EA4100MA01R17 0.001 13.0 x 9.0 x 4.0 10 61M2387 0.143
● PHE850EA4220MA01R17 0.0022 13.0 x 9.0 x 4.0 10 61M2388 0.150
● PHE850EA4470MA03R17 0.0047 13.0 x 11.0 x 5.0 10 61M2389 0.180

Mfg. Part No.
Cap.
(uF)

Dimensions
(mm)

Pitch
(mm) Stock No.

Price
1-24

● PHE840MB6100MB05R17 0.1 18.0 x 12.5 x 5.5 15 61M2379 0.240
● PHE840MX6220MB06R17 0.22 18.0 x 14.5 x 7.5 15 61M2382 0.360
● PHE840MB6470MB16R17 0.47 18.0 x 19.0 x 11.0 15 61M2380 0.510
● PHE840MY6470MD14R06L2 0.47 26.0 x 16.0 x 8.0 22.5 61M2383 0.480
● PHE840MY7100MD16R06L2 1 26.0 x 21.5 x 11.0 22.5 61M2384 0.930
● PHE840MZ7100MF11R06L2 1 31.5 x 20.5 x 10.5 27.5 61M2385 1.560
● PHE840MZ7220MF14R06L2 2.2 31.5 x 28.0 x 17.5 27.5 61M2386 2.520
● PHE840MR7220MR05R06L2 2.2 41.0 x 24.0 x 13.0 37.5 61M2381 3.570

(104009)

(104010)

(73549)

EMI SUPPRESSOR METALLIZED
POLYPROPYLENE FILM CAPACITORS
by EVOX RIFA, A KEMET COMPANY

EMI SUPPRESSOR METALLIZED
POLYPROPYLENE CAPACITORS
by EVOX RIFA, A KEMET
COMPANY

DPPM SERIES
POLYPROPYLENE
FILM CAPACITORS

VOLTAGE: 200 WVDC

715P ORANGE DROP®

POLYPROPYLENE FILM CAPACITORS

Typical Application

Type DPPM radial, metallized polypropylene capac-
itors utilize series wound extended foil with floating
metallized common foil construction. Excellent high
frequency and high current capabilities, self-healing
characteristics. Low inductance and high dV/dt. Ideal
for snubber applications. Tolerance: ±10%. Oper-
ating temperature: -40°C to +105°C.

Typical Application

• Interference suppressor in Y2 (line-to-earth) applications

• Worldwide use as an EMI
suppressor in all X2 and across-the-
line applications

Features

Specifications

• Rated voltage: 275 VAC 50⁄60 Hz (ENEC),
280 VAC 50⁄60 Hz (UL, CSA)

• Capacitance tolerance: ± 20% standard
• Temperature range: –55 to +105°C

• High AC Current Carrying
• Extremely Low Dissipation Factor
• Epoxy Conformal Coating Protects 

Against Moisture
Specifications

Applications

• Rated voltage: 300 VAC, 50⁄60 Hz (ENEC), 480 VAC 50⁄60 Hz (UL, CSA)
• Capacitance tolerance: ± 20% standard
• Temperature range: –55 to +110°C

• Snubbers, CRT Deflection
for RF Generators, Pulse-
Forming Networks

Winding of metallized polypropylene. Encapsulated in
self-extinguishing material meeting the requirements of
UL 94V-0. Other values available; go online or call.

Metallized polypropylene film encapsulated with self-extinguishing epoxy resin in a box of material recognized to UL 94
V-0. Other values available; go online or call.

Specifications
• Negative Temperature Coefficent: 

Virtually Linear at 180ppm/°C
• Tined Copper-Clad Steel Terminals: 20AWG

• Terminal Diameter: 0.032″ (0.81)
• Operating Temperature: +25°C to +105°C
• Tolerance: ±5%
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715P ORANGE DROP® POLYPROPYLENE FILM CAPACITORS (CONT.)

(148886)

Mfg. Part No.
Cap.
(uF)

L x D
(mm)

Pitch
(mm) Stock No.

Price Each
1-24 25-49

4PSP10 0.1 30.48 x 13.21 24.613 02B1034 1.350 1.210
VOLTAGE: 600 WVDC

6PSP10 0.1 30.48 x 16.51 24.613 02B1257 1.690 1.520
6PSP22 0.22 40.64 x 20.32 34.138 02B1260 2.090 1.870

(108743)

VOLTAGE: 400 WVDC

Mfg. Part No.
Cap.
(uF)

L x D
(mm)

Pitch
(mm) Stock No.

Price Each
1-24 25-99

● 715P47354LD3 0.047 33.02 x 12.70 18.263 03B9583 1.270 1.120
● 715P68354LD3 0.068 33.02 x 13.97 18.263 03B9591 0.944 0.830
● 715P10454LD3 0.1 33.02 x 15.24 18.263 02B1306 1.330 1.170
● 715P15454LD3 0.15 33.02 x 16.51 18.263 17F2205 1.360 1.200
● 715P22454MD3 0.22 43.18 x 17.78 27.788 17F2206 1.750 1.540
● 715P47454MD3 0.47 43.18 x 22.86 27.788 17F2208 2.600 2.280

VOLTAGE: 600 WVDC

● 715P10256JD3 0.001 19.05 x 10.16 9.525 15F2700 0.810 0.713
● 715P15256JD3 0.0015 19.05 x 10.16 9.525 36M1996 0.810 0.713
● 715P22256JD3 0.0022 19.05 x 10.16 9.525 36M2000 0.810 0.713
● 715P33256JD3 0.0033 19.05 x 10.16 9.525 15F2703 0.810 0.713
● 715P47256JD3 0.0047 19.05 x 11.43 9.525 36M2007 0.810 0.713
● 715P68256JD3 0.0068 19.05 x 11.43 9.525 36M2011 0.843 0.741
● 715P10356KD3 0.01 24.13 x 11.43 9.525 15F2706 0.908 0.798
● 715P15356KD3 0.015 21.13 x 12.7 9.525 45M4862 0.628 0.552
● 715P22356KD3 0.022 24.13 x 13.97 9.525 15F2708 1.040 0.912
● 715P33356LD3 0.033 33.02 x 13.97 18.263 36M2003 1.300 1.140
● 715P68356LD3 0.068 33.02 x 15.24 18.263 15F2710 1.360 1.200
● 715P10456LD3 0.1 33.02 x 19.05 18.263 36M1995 1.560 1.370
● 715P15456MD3 0.15 43.18 x 19.05 27.788 15F2712 1.530 1.350
● 715P22456MD3 0.22 43.18 x 21.59 27.788 15F2713 2.370 2.080

VOLTAGE: 800 WVDC

● 715P56258LD3 0.0056 33.02 x 17.78 18.263 37M1275 1.040 0.912
● 715P10358LD3 0.01 33.02 x 12.7 24.613 39P9055 1.270 1.120
● 715P15358LD3 0.015 33.02 x 13.97 18.263 36M1999 0.802 0.705
● 715P22358LD3 0.022 33.02 x 15.24 18.263 89F3477 0.983 0.865
● 715P33358LD3 0.033 33.02 x 12.70 18.263 07J9237 1.270 1.120
● 715P47358MD3 0.047 43.18 x 17.78 27.788 03B9584 1.630 1.430
● 715P68358MD3 0.068 43.18 x 20.32 27.788 41M6618 2.010 1.770
● 715P10458MD3 0.1 43.18 x 22.86 27.788 17F2213 2.400 2.110

715P33494MD3 0.33 43.18 x 20.32 27.788 03B9577 1.880 1.660
VOLTAGE: 1200 WVDC

● 715P153512LD3 0.015 33.02 x 16.51 18.263 36M1997 1.430 1.260
● 715P473512MD3 0.047 43.18 x 21.59 27.788 17F2215 2.600 2.280

VOLTAGE: 1600 WVDC

● 715P102516LD3 0.001 33.02 x 12.7 18.263 02B1303 0.799 0.703
● 715P152516LD3 0.0015 31.75 x 7.37 18.263 02B1313 1.140 0.998
● 715P222516LD3 0.0022 33.02 x 12.70 18.263 15F2714 1.200 1.060
● 715P332516LD3 0.0033 33.02 x 13.97 18.263 15F2715 1.300 1.140
● 715P562916LD3 0.0056 33.02 x 13.97 18.263 37M1276 1.300 1.140
● 715P103516LD3 0.01 33.02 x 17.78 18.263 15F2718 1.720 1.510
● 715P153516MD3 0.015 43.18 x 19.05 27.788 15F2719 1.610 1.410
● 715P223516MD3 0.022 43.18 x 21.59 27.788 15F2720 2.600 2.280
● 715P333516MD3 0.033 43.18 x 24.13 27.788 15F2721 3.150 2.770

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-24 25-49

● 935C1W1K-F 1 0.469 x 0.750″ 66K5338 5.400 5.120 4.870
● 935C1W3K-F 3 0.624 x 0.938″ 66K5341 6.700 6.350 6.050
● 935C1W5K-F 5 0.669 x 1.250″ 66K5343 5.430 5.150 4.900
● 935C1W10K-F 10 0.805 x 1.500″ 66K5339 11.760 11.160 10.620
● 935C1W30K-F 30 1.075 x 2.250″ 66K5342 25.760 24.440 23.260

VOLTAGE: 200 VDC

● 935C2W1K-F 1 0.450 x 1.250″ 66K5344 4.610 4.370 4.160
● 935C2W2K-F 2 0.605 x 1.250″ 66K5346 5.410 5.130 4.880
● 935C2W3K-F 3 0.669 x 1.500″ 66K5348 5.650 4.740 4.300
● 935C2W5K-F 5 0.769 x 1.750″ 66K5349 4.830 4.580 4.360
● 935C2W10K-F 10 0.905 x 2.250″ 66K5345 12.440 11.800 11.230

VOLTAGE: 400 VDC

● 935C4W1K-F 1 0.620 x 1.500″ 66K5350 6.350 6.020 5.730
● 935C4W2K-F 2 0.802 x 1.750″ 66K5352 4.550 4.310 4.100
● 935C4W5K-F 5 1.067 x 2.250″ 66K5354 11.850 11.240 10.700
● 935C4W10K-F 10 1.543 x 2.250″ 66K5351 12.980 12.320 11.720

Mfg. Part No.
Cap.
(μF)

D x L
(in.)

ESR
(mΩ)

dV/dt
(V/μs)

IPeak
(A)

IRMS
(A) Stock No.

Price
Each
1-9

● 941C6P15K-F 0.15 0.266 x 1.339″ 13 196 29 4.4 73K6452 1.240
● 940C6P22K-F 0.22 0.453 x 1.339″ 12 196 43 4.4 66K5401 1.670
● 941C6P22K-F 0.22 0.318 x 1.339″ 12 196 43 4.9 73K6453 1.330
● 940C6P33K-F 0.33 0.531 x 1.339″ 9 196 65 5.6 66K5402 1.750
● 941C6P47K-F 0.47 0.462 x 1.339″ 7 196 92 7.6 73K6454 1.650
● 940C6W1K-F 1 0.827 x 1.339″ 6 196 196 8.9 66K5405 3.090
● 941C6W1K-F 1 0.680 x 1.339″ 6 196 196 9.9 73K6455 2.900
● 940C6W1P5K-F 1.5 0.984 x 1.339″ 5 196 295 10.9 66K5406 3.880
● 940C6W2K-F 2 0.925 x 1.811″ 5 128 255 11.8 66K5407 4.520
● 941C6W2K-F 2 0.717 x 1.811″ 5 128 255 13.1 73K6456 4.390
● 940C6W3P3K-F 3.3 1.063 x 2.126″ 4 105 346 15.3 66K5408 6.440
● 940C6W4P7K-F 4.7 1.240 x 2.126″ 4 105 492 16.8 66K5409 8.740

VOLTAGE: 850 VDC (450 VAC)

● 940C8P15K-F 0.15 0.512 x 1.339″ 8 713 107 5.8 66K5410 1.860
● 940C8P47K-F 0.47 0.827 x 1.339″ 5 713 335 9.8 66K5413 3.600
● 941C8P68K-F 0.68 0.815 x 1.339″ 4 713 485 13.3 73K6457 5.580
● 940C8W1K-F 1 0.886 x 1.811″ 5 400 400 11.5 66K5415 5.170
● 941C8W1K-F 1 0.650 x 1.811″ 5 400 400 12.7 73K6458 4.320
● 940C8W2K-F 2 1.201 x 1.811″ 3 400 800 17.9 66K5417 8.770
● 941C8W2K-F 2 0.990 x 1.811″ 3 400 800 19.8 73K6459 8.110
● 940C8W2P2K-F 2.2 1.26 x 1.811″ 3 400 880 18.4 66K5418 9.680
● 940C8W2P5K-F 2.5 1.339 x 1.811″ 3 400 1000 19.1 66K5419 11.270

VOLTAGE: 1000 VDC (500 VAC)

● 940C10P15K-F 0.15 0.591 x 1.339″ 7 856 128 6.7 66K5355 2.000
● 940C10P22K-F 0.22 0.689 x 1.339″ 7 856 188 7.4 66K5356 2.480
● 940C10P33K-F 0.33 0.807 x 1.339″ 6 856 283 8.8 66K5357 3.080
● 940C10P47K-F 0.47 0.945 x 1.339″ 5 856 402 10.6 66K5358 4.170
● 940C10P68K-F 0.68 1.102 x 1.339″ 5 856 582 11.7 66K5359 5.260
● 941C10P68K-F 0.68 0.955 x 1.339″ 5 856 582 13 73K6437 4.260

(7120)

(7252)

TYPE PS ORANGE DROP®

POLYPROPYLENE FILM CAPACITORS

VOLTAGE: 100 VDC

Features

935 SERIES METALIZED
POLYPROPYLENE FILM CAPACITORS

• Extremely Low Dissipation Factor
• Epoxy Conformal Coating Protects 

Against Moisture

940C AND 941C SERIES
FILM CAPACITORS

Features

Specifications

Mfg. part nos. 940C round axial film capacitors and 941C flat, oval film capacitors use polypropylene film and dual
metallized electrodes for both self healing properties and high peak current carrying capability (dV/dt). This series
features low ESR characteristics, excellent high frequency and high voltage capabilities. 

VOLTAGE: 600 VDC (275 VAC)

• Tined Copper-Clad Steel Terminals: 20AWG
• Operating Temperature: -40°C to +85°C
• Tolerance: ±10%

• High Capacitance, Low ESR
• Ideal for 20-100kHz Switching Power Supply Input

Filtering, DC Blocking, and Output Filter Applications
• Flame-Retardant Outer Wrap and Epoxy End Seals

VOLTAGE: 400 WVDC

• Tolerance: ±10%
• Operating Temperature: -55°C to 105°C

Specifications

940C

• Tolerance: ±10% (K Suffix);
±5% (J Suffix)

• Operating Temperature: -55°C to +105°C

941C

Specifications:
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PHC SERIES METALLIZED POLYPROPYLENE CAPACITORS (CONT.)940C AND 941C SERIES FILM CAPACITORS (CONT.)

Mfg. Part No.
Cap.
(μF)

RMS
(A)

ESR
(mΩ)

D x L
(mm) Stock No.

Price Each
1-24 25-49

● 305PHC250K 3 7 4.6 15 x 34 mm 30K6703 2.980 2.680
● 505PHC250K 5 9 3.2 18.5 x 34 mm 30K6776 4.930 4.430
● 685PHC250K 6.8 9 2.9 21 x 34 mm 30K6789 7.940 7.140
● 106PHC250K 10 9 2.4 24 x 34 mm 30K6591 7.600 6.830
● 156PHC250K 15 12 2.6 25.5 x 46 mm 30K6640 10.960 9.860

Mfg. Part No.
Cap.
(μF)

RMS
(A)

dv/dt
(v/μs)

ESR
(mΩ)

D x L
(mm) Stock No.

Price Each
1-24 25-49

● 104PPA850K 0.1 4 850 10.4 13 x 29 mm 30K6571 2.800 2.510
● 224PPA850K 0.22 6.5 700 6.6 15 x 34 mm 30K6666 3.320 2.980
● 474PPA850K 0.47 9 700 4 21.5 x 34 mm 30K6750 5.520 4.960
● 684PPA850K 0.68 9 400 4.1 21 x 46 mm 36K2464 5.990 5.390
● 105PPA850K 1 12 400 3.3 25 x 46 mm 30K6582 8.380 7.530
● 155PPA850K 1.5 12 400 2.8 29.5 x 46 mm 30K6638 10.480 9.420

VOLTAGE: 1200 WVDC

● 104PPA122K 0.1 5 1100 10.7 14 x 34 mm 30K6568 2.960 2.660
● 224PPA122K 0.22 9 1100 5.4 19.5 x 34 mm 30K6664 3.770 3.390
● 474PPA122K 0.47 9 650 4.8 22 x 46 mm 30K6749 5.300 4.760
● 105PPA122K 1 12 650 3.4 32 x 46 mm 30K6580 9.880 8.880
● 205PPA122K 2 12 400 2.9 39 x 55 mm 30K6654 16.330 14.680

VOLTAGE: 2000 WVDC

● 473PPA202K 0.047 4.5 1750 16.8 15 x 34 mm 30K6741 2.220 2.000
● 104PPA202K 0.1 7 1000 12.4 20 x 34 mm 30K6569 4.720 4.240
● 224PPA202K 0.22 9 1000 6 23 x 46 mm 30K6665 6.630 5.960
● 105PPA202K 1 12 650 3.3 39 x 55 mm 30K6581 22.700 20.410

VOLTAGE: 3000 WVDC

● 103PPA302K 0.01 2 2750 54.5 12 x 34 mm 30K6560 2.800 2.510
● 104PPA302K 0.1 11 1600 9.4 25 x 46 mm 30K6570 7.330 6.590

Mfg. Part No.
Cap.
(μF)

RMS
(A)

ESR
(mΩ)

D x L
(mm) Stock No.

Price Each
1-24 25-49

● 206PHC250K 20 12 5 29 x 46 mm 30K6655 15.160 13.630
● 256PHC250K 25 12 4.4 32 x 46 mm 30K6698 15.600 14.030
● 406PHC250K 40 12 3.9 36 x 55 mm 30K6735 29.280 26.330
● 506PHC250K 50 12 3.5 40 x 55 mm 30K6778 27.460 24.690

VOLTAGE: 400 WVDC

● 684PHC400K 0.68 5.5 8.5 12 x 34 mm 30K6787 1.660 1.490
● 105PHC400K 1 6 6.4 13 x 34 mm 30K6578 2.450 2.210
● 155PHC400K 1.5 7 5.3 15.5 x 34 mm 30K6635 2.320 2.090
● 205PHC400K 2 9 4.4 17.5 x 34 mm 30K6652 2.980 2.680
● 305PHC400K 3 9 3.6 21 x 34 mm 30K6704 3.990 3.590
● 405PHC400K 4 9 3.7 20.5 x 46 mm 30K6733 5.340 4.810
● 475PHC400K 4.7 9 7.7 22 x 46 mm 30K6756 4.790 4.310
● 505PHC400K 5 9 7.5 22.5 x 46 mm 30K6777 5.830 5.240
● 685PHC400K 6.8 11 6.4 26 x 46 mm 30K6790 6.850 6.160
● 106PHC400K 10 12 6.3 27 x 55 mm 30K6592 8.640 7.770
● 156PHC400K 15 12 5 33 x 55 mm 30K6641 11.070 9.950

VOLTAGE: 600 WVDC

● 105PHC600K 1 8 5.8 17.5 x 34 mm 30K6579 2.000 1.800
● 155PHC600K 1.5 9 4.7 20 x 34 mm 30K6636 3.850 3.460
● 205PHC600K 2 9 5 20 x 46 mm 30K6653 4.060 3.650
● 305PHC600K 3 9 4 24 x 46 mm 30K6705 4.410 3.970
● 405PHC600K 4 12 3.4 27 x 46 mm 30K6734 5.750 5.170
● 685PHC600K 6.8 12 6.5 30 x 55 mm 30K6791 10.430 9.380
● 106PHC600K 10 12 5.4 35 x 55 mm 30K6593 9.530 8.570

VOLTAGE: 850 WVDC

● 224PHC850K 0.22 5.5 8.4 13.5 x 34 mm 30K6663 2.360 2.120

(84794)

(84795)

VOLTAGE: 1000 VDC (500 VAC)

Mfg. Part No.
Cap.
(μF)

D x L
(in.)

ESR
(mΩ)

dV/dt
(V/μs)

IPeak
(A)

IRMS
(A) Stock No.

Price
Each
1-9

● 940C10W1K-F 1 1.024 x 1.811″ 5 480 480 12.5 66K5360 6.030
● 941C10W1K-F 1 0.803 x 1.811″ 5 480 480 13.8 73K6438 5.330
● 940C10W1P5K-F 1.5 1.22 x 1.811″ 4 480 720 15.6 66K5361 8.360
● 940C10W2K-F 2 1.398 x 1.811″ 3 480 960 19.6 66K5362 10.580

VOLTAGE: 1200 VDC (500 VAC)

● 940C12P1K-F 0.1 0.61 x 1.339″ 9 1142 114 6.1 66K5363 2.040
● 941C12P15K-F 0.15 0.568 x 1.339″ 7 1142 171 8.3 73K6439 3.010
● 940C12P22K-F 0.22 0.846 x 1.339″ 7 1142 251 8.4 66K5365 2.970
● 941C12P22K-F 0.22 0.691 x 1.339″ 7 1142 251 9.2 73K6440 3.210
● 940C12P33K-F 0.33 0.787 x 1.811″ 7 640 211 9 66K5366 3.310
● 940C12P47K-F 0.47 0.906 x 1.811″ 7 640 301 9.8 66K5367 4.490
● 941C12P47K-F 0.47 0.698 x 1.811″ 7 640 301 10.9 73K6441 4.040
● 941C12P68K-F 0.68 0.854 x 1.811″ 6 640 435 13 73K6442 5.130
● 940C12W1K-F 1 1.299 x 1.811″ 5 640 640 14.5 66K5369 7.900
● 941C12W1K-F 1 1.053 x 1.811″ 5 640 640 15.9 73K6443 6.980
● 940C12W1P5K-F 1.5 1.378 x 2.126″ 4 502 754 17.9 66K5370 9.880
● 941C12W1P5K-F 1.5 1.088 x 2.126″ 4 502 754 19.7 73K6444 6.170

VOLTAGE: 1600 VDC (630 VAC)

● 940C16P1K-F 0.1 0.709 x 1.339″ 7 1427 143 7.5 66K5371 2.510
● 940C16P15K-F 0.15 0.846 x 1.339″ 5 1427 214 9.9 66K5372 2.890
● 940C16P22K-F 0.22 1.004 x 1.339″ 7 1427 314 9.3 66K5373 3.910
● 941C16P22K-F 0.22 0.848 x 1.339″ 7 1427 314 10.3 73K6445 3.450
● 940C16P47K-F 0.47 1.083 x 1.811″ 6 800 376 11.8 66K5375 5.600
● 941C16P47K-F 0.47 1.083 x 1.811″ 6 800 376 11.8 73K6446 5.390
● 940C16W1K-F 1 1.535 x 1.811″ 5 800 800 16.2 66K5377 9.880
● 941C16W1K-F 1 1.303 x 1.811″ 5 800 800 17.9 73K6447 9.040
● 940C16W1P5K-F 1.5 1.654 x 2.126″ 4 628 942 20.1 66K5378 13.490

VOLTAGE: 2000 VDC (630 VAC)

● 940C20S22K-F 0.022 0.453 x 1.339″ 35 1712 38 2.6 66K5386 1.580
● 940C20S47K-F 0.047 0.591 x 1.339″ 12 1712 80 5.2 66K5388 1.930
● 940C20P1K-F 0.1 0.827 x 1.339″ 7 1712 171 8.3 66K5379 2.770
● 940C20P15K-F 0.15 0.768 X 1.811″ 7 960 144 8.9 66K5380 2.920
● 940C20P22K-F 0.22 0.866 x 1.811″ 8 960 211 9 66K5381 3.790
● 941C20P22K-F 0.22 0.686 x 1.811″ 8 960 211 10.1 73K6448 3.360
● 940C20P47K-F 0.47 1.26 x 1.811″ 6 960 451 13 66K5383 6.790
● 941C20P47K-F 0.47 1.037 x 1.811″ 6 960 451 14.4 73K6449 5.370
● 940C20P56K-F 0.56 1.22 X 2.126″ 7 754 422 12.6 66K5384 7.380
● 940C20W1K-F 1 1.614 x 2.126″ 5 754 754 17.7 66K5390 11.740
● 941C20W1K-F 1 1.303 x 2.126″ 5 754 754 19.4 73K6450 8.290

VOLTAGE: 3000 VDC (750 VAC)

● 940C30S1K-F 0.01 0.453 x 1.339″ 60 2568 26 2 66K5393 1.550
● 940C30S15K-F 0.015 0.531 X 1.339″ 40 2568 39 2.7 66K5394 1.580
● 940C30S47K-F 0.047 0.650 x 1.811″ 14 1440 68 5.7 66K5397 2.200
● 940C30P1K-F 0.1 0.886 X 1.811″ 10 1440 144 8.1 66K5391 3.500
● 941C30P1K-F 0.1 0.673 x 1.811″ 10 1440 144 9 73K6451 2.650
● 940C30P15K-F 0.15 1.063 X 1.811″ 8 1440 216 10.1 66K5392 4.520

PPA SERIES METALLIZED
POLYPROPYLENE
CAPACITORS - AXIAL
TERMINAL

PHC SERIES METALLIZED
POLYPROPYLENE
CAPACITORS

(72957)

Features:

Features:
• SMPS
• High current and Voltage
• Induction heaters
• High Pulse Current Applications
• Snubber Capacitor for Energy Conversion

in Power Semiconductor Circuits

• SMPS
• High end audio
• Induction heaters
• Resonant circuits
• Motor speed control
• High frequency electronic ballasts
• Switching capacitor for industrial controls

Specifications:

Specifications:

• Operating Temperature Range: -40°C to +85°C
• Tolerance: ±10% at 1kHz, 20°C
• Temperature Coefficient: -200ppm/°C, ±100ppm/°C
• Max. Dissipation Factor at 1 KHz, 20°C: C ≤ 1μF = 0.05%

C > 1μF = 0.06%

• Tolerance: ±10% at 1kHz, 20°C
• Operating Temperature Range: -40°C to +85°C
• Temperature Coefficient: -200ppm/°C ±100ppm/°C
• Max. Dissipation Factor at 1 KHz, 20°C: C ≤ 5μF = 0.06%.

5μF < C ≤ 30μF = 0.1%.
C > 30μF = 0.15%.

VOLTAGE: 850 WVDC

VOLTAGE: 250 WVDC
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FILM CAPACITORS

VOLTAGE: 100 VDC

(148883)

Mfg. Part No. Voltage
Cap.
(μF)

D × L
(in.)

Terminal
Dia. Stock No.

Price Each
1-24 25-49

● MKP1845322254 250 0.022 0.236 x 0.669″ 0.0276″ 96F3292 1.160 1.130
● MKP1845310634 630 0.01 0.276 x 0.866″ 0.0276″ 18M2490 1.300 1.270
● MKP1845447634 630 0.47 0.827 x 1.732″ 0.0394″ 18M2493 5.500 5.370
● MKP1845422105* 1000 0.22 0.709 x 1.732″ 0.0394″ 65C0980 3.980 3.880
● MKP1845422134 1600 0.22 0.866 x 1.732″ 0.0394″ 18M2492 4.970 4.850
● MKP1845210204 2000 0.001 0.256 x 1.142″ 0.0276″ 96F3284 1.300 1.270
● MKP1845410204 2000 0.1 0.827 x 1.732″ 0.0394″ 18M2491 4.260 4.160

Mfg. Part No.
Cap.
(μF)

Dimensions
Stock No.

Price Each
D max. L 1-9

● V-730P474X9100 0.47 0.376″ 0.750″ 35M5293 6.660
● V-730P335X9100 3.3 0.606″ 1.250″ 35M5262 12.710

VOLTAGE: 250 WVDC

● V-730P104X9250 0.1 0.279″ 0.750″ 35M5156 2.780
● V-730P224X9250 0.22 0.306″ 1.000″ 35M5219 4.130
● V-730P474X9250 0.47 0.422″ 1.000″ 35M5294 4.620
● V-730P105X9250 1 0.513″ 1.250″ 35M5163 3.470
● V-730P205X9250 2 0.700″ 1.250″ 35M5211 6.220

VOLTAGE: 400 WVDC

● V-730P473X9400 0.047 0.258″ 0.750″ 35M5287 4.070
● V-730P104X9400 0.1 0.348″ 0.750″ 35M5157 4.210
● V-730P394X9400 0.39 0.503″ 1.000″ 35M5273 4.680
● V-730P474X9400 0.47 0.545″ 1.000″ 35M5295 3.580
● V-730P205X9400 2 0.752″ 1.750″ 35M5212 4.650

VOLTAGE: 630 WVDC

● V-730P223X9630 0.022 0.283″ 0.750″ 35M5214 3.850
● V-730P104X9630 0.1 0.408″ 1.000″ 35M5158 4.400
● V-730P105X9630 1 0.794″ 1.750″ 35M5164 8.250

(7166)

(7309)

MKP1845 SERIES METALLIZED
POLYPROPYLENE LOW ESR
FILM CAPACITORS

Mfg. Part No.
Cap.
(μF)

D x L
(in.) Stock No.

Price Each
1-9 10-19

● V-735P105X9100L 1 0.531 x 0.750″ 37M0649 6.350 6.100
● V-735P305X9100L 3 0.717 x 0.938″ 37M0693 12.170 11.700
● V-735P505X9100L 5 0.733 x 1.250″ 37M0709 15.810 15.200
● V-735P106X9100L 10 0.898 x 1.500″ 37M0661 26.110 25.100

VOLTAGE: 200 VDC

● V-735P105X9200L 1 0.512 x 1.250″ 37M0651 5.620 5.400
● V-735P205X9200L 2 0.698 x 1.250″ 37M0675 6.820 6.550
● V-735P305X9200L 3 0.717 x 1.500″ 37M0695 8.010 7.700
● V-735P505X9200L 5 0.862 x 1.750″ 37M0711 9.160 8.800
● V-735P106X9200L 10 1.030 x 2.250″ 37M0663 14.150 13.600

VOLTAGE: 400 VDC

● V-735P105X9400L 1 0.713 x 1.500″ 37M0653 5.780 5.550
● V-735P205X9400L 2 0.895 x 1.750″ 37M0677 5.390 5.180
● V-735P305X9400L 3 1.066 x 1.750″ 37M0697 13.370 12.850
● V-735P505X9400L 5 1.192 x 2.250″ 37M0713 14.300 13.750
● V-735P106X9400L 10 1.668 x 2.250″ 37M0665 18.620 17.900
● V-735P106X9400H 10 1.668 x 2.375″ 37M0664 27.560 26.500

730P SERIES METALLIZED-
POLYPROPYLENE FILM CAPACITORS

Mfg. Part No.
Cap.
(μF)

dV/dt
(V/μs)

IPKR
(A)

ESR
(mΩ)

Irms
(A) Stock No.

Price Each
1-24 25-49

● 40L3472 0.47 70 100 21 4 13M3934 2.000 1.650
● 40L3682 0.68 70 150 13 6 94H6953 5.460 4.520
● 40L3101 1 70 200 11 9 13M3930 2.190 1.810
● 40L3151 1.5 70 250 9 10 46F1223 3.580 2.960
● 40L3201 2 70 300 9 10 88F2744 11.200 9.270
● 40L3221 2.2 70 350 8 11 13M3931 4.650 3.850
● 40L3331 3.3 70 500 7 15 13M3932 6.150 5.090
● 40L3471 4.7 50 450 7 17 13M3933 7.100 5.880
● 40L3681 6.8 50 550 7 17 14M6756 11.060 9.160
● 40L3100 10 50 700 7 17 15M6236 19.360 16.030

VOLTAGE: 600 VDC (330 VAC)

● 40L6472 0.47 100 200 13 4 13M3938 2.490 2.060
● 40L6682 0.68 100 200 10 6 46F1229 10.710 8.860
● 40L6101 1 100 200 8 9 13M3935 3.990 3.300
● 40L6151 1.5 100 250 7 11 13M3936 7.480 6.200
● 40L6221 2.2 75 300 10 13 13M3937 7.460 6.180

Features

(7064)
Specifications

Mfg. Part No.
Cap.
(μF)

dV/dt
(V/μs)

IPKR
(A)

ESR
(mΩ)

Irms
(A) Stock No.

Price Each
1-24 25-49

VOLTAGE: 850 VDC (450 VAC)

● 42L1222 0.22 300 66 6.6 7 66F8191 12.430 10.290
● 42L1472 0.47 300 140 3.5 9 66F8193 25.390 21.020
● 42L1101 1 200 200 3.1 9 66F8195 48.570 40.210
● 42L1151 1.5 200 300 2.3 11 66F8196 56.790 47.010
● 42L1201 2 200 400 2 11 66F8197 72.730 60.210
● 42L1251 2.5 200 500 1.9 11 62J2697 90.150 74.630

• Flame-Retardant Tape Wrap with Epoxy End Seals
• Tinned Wire Terminals

735P SERIES METALLIZED
POLYPROPYLENE FILM CAPACITORS

• Dissipation Factor: 0.1% Maximum,
Measure All Units at 1000Hz at +25°C

Applications

Features

• Tolerance: ±10%
• Operating Temperature:

-55°C to +85°C

• Low Inductance and ESR
• High Stability

• High Voltage, High Current and
High Pulse Operations

Specifications

VOLTAGE: 100 WVDC

Specifications

40L: SNUBBER & HIGH-CURRENT DC
VOLTAGE: 400 VDC (250 VAC)

• Tolerance: ±10%
• High Ripple Current: Up to 30A
• Wire Terminals
• Operating Temperature: -55°C to +105°C

SNUBBER, HIGH-CURRENT
DC, AND SWITCHING
CAPACITORS

• Tolerance: ±5%
• Operating Temperature: -55°C to +85°C
• Voltage Derating from 100°C: 1.25%/°C 

* Capacitance Tolerance: ±10%

Features
• Polypropylene film dielectric
• Extended Electrode, Metal Spray and Contacts
• Electroplated Solid Copper Terminals Welded

to Contacts
• Units Wrapped in Flame-Retardant Tape and

End-Dipped with Polyurethane

Specifications
• Tolerance: ±10%
• Dissipation Factor: 0.1% max. @ 25°C, 1kHz
• Operating Temperature: -55°C to +105°C

40L Series - Oval 41L & 42L Series - Round

42L: SNUBBER & HIGH-CURRENT DC



496

2

Find Datasheets OnlineCAPACITORS

FILM CAPACITORS • MICA CAPACITORS

SNUBBER, HIGH-CURRENT DC, AND SWITCHING CAPACITORS (CONT.)

(148857)

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H S 1-9 10-24

● CD10FA331JO3F 100 330 0.390″ 0.370″ 0.141″ 81K0454 2.060 1.960
● CD10FC271JO3F 300 270 0.390″ 0.380″ 0.141″ 81K0463 1.840 1.750
● CD10FC301JO3F 300 300 0.390″ 0.380″ 0.141″ 81K0466 2.080 1.970
● CD10CD050DO3F 500 5 0.360″ 0.330″ 0.141″ 81K0395 1.360 1.300
● CD10CD100DO3F 500 10 0.360″ 0.330″ 0.141″ 81K0403 1.330 1.260
● CD10CD100JO3F 500 10 0.360″ 0.330″ 0.141″ 81K0404 1.440 1.370
● CD10CD150JO3F 500 15 0.360″ 0.330″ 0.141″ 81K0408 1.440 1.370
● CD10ED200JO3F 500 20 0.360″ 0.330″ 0.141″ 81K0412 1.100 1.050
● CD10ED220JO3F 500 22 0.360″ 0.330″ 0.141″ 81K0414 0.947 0.901
● CD10ED270JO3F 500 27 0.370″ 0.330″ 0.141″ 81K0418 1.040 0.986
● CD10ED300JO3F 500 30 0.370″ 0.340″ 0.141″ 81K0420 0.891 0.847
● CD10ED330JO3F 500 33 0.370″ 0.340″ 0.141″ 81K0422 1.100 1.050
● CD10ED470JO3F 500 47 0.370″ 0.340″ 0.141″ 81K0430 1.290 1.230
● CD10ED560JO3F 500 56 0.370″ 0.340″ 0.141″ 81K0439 0.792 0.753
● CD10ED680JO3F 500 68 0.370″ 0.340″ 0.141″ 81K0445 1.220 1.160
● CD10FD101JO3F 500 100 0.370″ 0.350″ 0.141″ 81K0469 1.250 1.190
● CD10FD151JO3F 500 150 0.380″ 0.360″ 0.141″ 81K0481 1.380 1.310
● CD10FD201JO3F 500 200 0.390″ 0.370″ 0.141″ 81K0490 1.320 1.260
● CD10FD221JO3F 500 220 0.390″ 0.380″ 0.141″ 81K0493 1.810 1.720

Mfg. Part No. L H T S d
CD5CC050DO3 0.270 0.190 0.110 0.120 0.016
CD5CC100JO3 0.270 0.190 0.110 0.120 0.016
CD5CC150JO3 0.270 0.190 0.120 0.120 0.016
CD5EC200JO3 0.270 0.200 0.120 0.120 0.016
CD5EC220JO3 0.270 0.200 0.120 0.120 0.016
CD5EC270JO3 0.270 0.200 0.130 0.130 0.016
CD5EC330JO3 0.270 0.200 0.130 0.130 0.016
CD5EC470JO3 0.270 0.210 0.140 0.140 0.016
CD5FC101JO3 0.270 0.240 0.180 0.120 0.016

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H S 1-9 10-24

● CD15FC561JO3F 300 560 0.460″ 0.380″ 0.234″ 81K0577 1.410 1.340
● CD15FC621JO3F 300 620 0.460″ 0.380″ 0.234″ 81K0580 2.010 1.920
● CD15FC751JO3F 300 750 0.470″ 0.390″ 0.234″ 81K0586 2.250 2.140
● CD15FC821JO3F 300 820 0.470″ 0.390″ 0.234″ 81K0589 2.470 2.350

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H T S 1-9

● CD5CC050DO3F 300 5 0.270 0.190 0.110 0.120 81K1285 1.560
● CD5CC100JO3F 300 10 0.270 0.190 0.110 0.120 81K1295 1.040
● CD5CC150JO3F 300 15 0.270 0.190 0.120 0.120 81K1301 1.160
● CD5EC200JO3F 300 20 0.270 0.200 0.120 0.120 81K1305 1.180
● CD5EC220JO3F 300 22 0.270 0.200 0.120 0.120 81K1307 1.160
● CD5EC270JO3F 300 27 0.270 0.200 0.130 0.130 81K1311 1.330
● CD5EC330JO3F 300 33 0.270 0.200 0.130 0.130 81K1315 1.440
● CD5EC470JO3F 300 47 0.270 0.210 0.140 0.140 81K1323 1.610
● CD5FC101JO3F 300 100 0.270 0.240 0.180 0.120 81K1347 2.380

(72955)

MINIATURE DIPPED
MICA CAPACITORSVOLTAGE: 1200 VDC (500 VAC)

Mfg. Part No.
Cap.
(μF)

dV/dt
(V/μs)

IPKR
(A)

ESR
(mΩ)

Irms
(A) Stock No.

Price Each
1-24 25-49

● 42L2102 0.1 1100 110 8.7 7 66F8236 5.930 4.910
● 42L2152 0.15 1100 165 6.1 9 66F8237 16.470 13.630
● 42L2222 0.22 1100 240 4.5 9 66F8238 23.700 19.620
● 42L2332 0.33 650 215 4.7 9 62J2698 33.340 27.600
● 42L2472 0.47 650 305 3.6 9 45P4284 37.100 30.720
● 42L2682 0.68 650 440 2.7 11 93B1447 46.710 38.670
● 42L2101 1 650 650 2.3 11 66F8242 64.130 53.090
● 42L2121 1.2 400 480 2.8 11 66F8243 66.860 55.350

VOLTAGE: 2000 VDC (630 VAC)

● 42L3223 0.022 1750 39 31.9 3 62J2699 7.400 6.130
● 42L3333 0.033 1750 58 21.4 4 91B7933 8.990 7.440
● 42L3473 0.047 1750 80 15.2 5 96B1516 10.920 9.040
● 42L3683 0.068 1750 120 10.8 7 66F8229 15.700 13.000
● 42L3102 0.1 1750 175 7.6 9 66F8230 18.600 15.390
● 42L3222 0.22 1000 220 5.4 9 66F8232 15.050 12.460
● 42L3332 0.33 1000 330 3.9 11 66F8233 49.800 41.230
● 42L3472 0.47 1000 470 3.1 11 25C2002 61.460 50.880
● 42L3562 0.56 650 365 3.9 11 66F8217 68.200 56.460

VOLTAGE: 3000 VDC (750 VAC)

● 42L4103 0.01 2750 28 61.6 2 62J2700 14.340 11.870
● 42L4153 0.015 2750 41 41.3 3 62J2702 19.470 16.120
● 42L4223 0.022 2750 60 28.4 4 66F8220 18.900 15.640
● 42L4333 0.033 2750 90 19.2 5 62J2703 26.700 22.110
● 42L4473 0.047 1600 75 17.9 6 02H0475 37.870 31.350
● 42L4102 0.1 1600 160 8.8 11 66F8224 54.600 45.200

Mfg. Part No.
Cap.
(μF)

dV/dt
(V/μs)

IPKR
(A)

ESR
(mΩ)

Irms
(A) Stock No.

Price Each
1-24 25-49

VOLTAGE: 250 VDC (160 VAC)

● 41L2101 1 90 90 2.7 5 27C1278 8.030 6.650
● 41L2221 2.2 50 110 3.7 9 62H0702 13.490 11.170
● 41L2301 3 50 150 2.9 9 62J2667 16.900 13.990
● 41L2501 5 50 250 2.1 9 66F8185 22.090 18.290
● 41L2100 10 30 300 2.1 9 22C4733 33.530 27.760
● 41L2200 20 30 600 1.5 11 21J7114 59.570 49.320
● 41L2300 30 20 600 2.6 11 12C2215 91.600 75.830

VOLTAGE: 400 VDC (250 VAC)

● 41L4682 0.68 70 48 7.4 6 89C2079 7.480 6.200
● 41L4101 1 70 70 5.1 8 66F8202 8.220 6.810
● 41L4201 2 70 140 2.9 9 87H6140 14.640 12.120
● 41L4301 3 70 210 2.3 9 02H6268 19.310 15.980
● 41L4471 4.7 50 235 2.7 9 66F8208 27.900 23.100
● 41L4501 5 50 250 2.6 9 09J4719 19.280 15.960
● 41L4150 15 30 450 3.1 11 62J2668 69.560 57.590

VOLTAGE: 600 VDC (330 VAC)

● 41L6101 1 100 100 4.2 9 03H8312 10.730 8.890
● 41L6201 2 75 150 4.1 9 66F8214 22.060 18.260
● 41L6221 2.2 75 165 3.9 9 62J2671 24.440 20.230
● 41L6301 3 75 225 3.1 9 27C0889 30.170 24.980
● 41L6501 5 75 375 2.2 11 66F8216 48.130 39.850
● 41L6100 10 50 500 3.5 11 66F8173 78.930 65.340

VOLTAGE: 700 VDC (400 VAC)

● 41L7682 0.68 125 85 4.6 9 89C2082 19.770 16.370
● 41L7101 1 90 125 3.4 9 62J2673 24.710 20.460
● 41L7301 3 90 270 2.6 11 10J8338 63.830 52.840
● 41L7401 4 90 360 2.2 11 62J2677 80.050 66.270
● 41L7501 5 60 300 4.9 11 66F8180 97.300 80.550

• Voltage Range: 50 VDC to 500 VDC
• Capacitance Range: 1 pF to 40,000 pF
• Tolerance: ±1/2 pF (D), ±5% (J)
• Operating Temperature: -55°C to +125°C
• 20,000 V/μs dV/dt Pulse Capability

Minimum (Miniature)

(7334)

MULTILAYER RADIAL LEAD
MICA CAPACITORS

Miniature dipped silvered mica capacitors fit tight spots
in modules and high-density electronics. Most popular
values listed, additional values available; go online or call.

CD10 SERIES

DIMENSIONS (in.)

CD15 SERIES

Most popular values listed. Additional values
available, go online or call.

Features

Specifications
• Voltage range from 100 VDC to 2500 VDC
• Capacitance range from 1 pF to 91,000 pF
• Tolerance: ±1/2pF (D); ±1pF (C); ±0.5% (E);

±1% (F); ±2% (G); ±5% (J)
• Operating Temperature: -55°F to +125°F

• Mil-C-5 Military Style (CM04, 05, 06 & 07) Available
• 20,000 V/us dV/dt pulse capability
• Reel packaging available
• Extremely high Q
• Very low ESR for RF applications

41L: SWITCHING



4971.800.463.9275 • Find our complete selection at www.newark.com

2

Same-Day Shipping, Next-Day Delivery CAPACITORS

MICA CAPACITORS • VARIABLE CAPACITORS

MULTILAYER RADIAL LEAD MICA CAPACITORS (CONT.)

(148831)

Mfg. Part No.
Min. Q

@ 100MHz
Capacitance
Range (pF)

L x D
(in.) Stock No.

Price Each
1-24 25-49

● 5641 800 1pF–30pF 0.920 x 0.285″ 16F1223 43.790 37.530

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H S 1-9 10-24

● CD15CD010DO3F 500 1 0.450″ 0.360″ 0.234″ 81K0503 0.705 0.671
● CD15CD050DO3F 500 5 0.450″ 0.360″ 0.234″ 81K0507 0.705 0.671
● CD15CD100DO3F 500 10 0.450″ 0.360″ 0.234″ 81K0511 0.740 0.704
● CD15CD150JO3F 500 15 0.450″ 0.360″ 0.234″ 81K0516 0.705 0.671
● CD15CD180JO3F 500 18 0.450″ 0.360″ 0.234″ 81K0518 0.551 0.524
● CD15ED200JO3F 500 20 0.450″ 0.360″ 0.234″ 81K0520 0.562 0.534
● CD15ED220JO3F 500 22 0.450″ 0.360″ 0.234″ 81K0522 0.586 0.557
● CD15ED270JO3F 500 27 0.450″ 0.360″ 0.234″ 81K0526 0.736 0.700
● CD15ED300JO3F 500 30 0.450″ 0.360″ 0.234″ 81K0528 0.701 0.667
● CD15ED330JO3F 500 33 0.450″ 0.360″ 0.234″ 81K0530 0.701 0.667
● CD15ED390JO3F 500 39 0.450″ 0.360″ 0.234″ 81K0534 0.701 0.667
● CD15ED470JO3F 500 47 0.450″ 0.360″ 0.234″ 81K0538 0.720 0.685
● CD15ED510JO3F 500 51 0.450″ 0.360″ 0.234″ 81K0544 0.701 0.667
● CD15ED560JO3F 500 56 0.450″ 0.360″ 0.234″ 81K0547 0.678 0.645
● CD15ED620JO3F 500 62 0.450″ 0.360″ 0.234″ 81K0550 0.753 0.716
● CD15ED680JO3F 500 68 0.450″ 0.360″ 0.234″ 81K0553 0.720 0.685
● CD15FD101J03F 500 100 0.460″ 0.360″ 0.234″ 85K8678 1.250 1.190
● CD15FD121JO3F 500 120 0.460″ 0.370″ 0.234″ 81K0598 0.821 0.781
● CD15FD151JO3F 500 150 0.460″ 0.370″ 0.234″ 81K0604 0.823 0.783
● CD15FD181JO3F 500 180 0.460″ 0.370″ 0.234″ 81K0610 0.996 0.947
● CD15FD221JO3F 500 220 0.460″ 0.380″ 0.234″ 81K0616 0.970 0.923
● CD15FD241JO3F 500 240 0.460″ 0.380″ 0.234″ 81K0619 1.110 1.050
● CD15FD251JO3F 500 250 0.470″ 0.390″ 0.234″ 81K0622 0.931 0.885
● CD15FD271JO3F 500 270 0.470″ 0.390″ 0.234″ 81K0625 1.160 1.100
● CD15FD301JO3F 500 300 0.470″ 0.390″ 0.234″ 81K0628 1.220 1.160
● CD15FD331JO3F 500 330 0.470″ 0.390″ 0.234″ 81K0631 1.370 1.300
● CD15FD361JO3F 500 360 0.470″ 0.390″ 0.234″ 81K0634 1.440 1.370
● CD15FD391JO3F 500 390 0.470″ 0.390″ 0.234″ 81K0637 1.520 1.450
● CD15FD501JO3F 500 500 0.470″ 0.400″ 0.234″ 81K0646 1.820 1.730
● CD15FD511JO3F 500 510 0.470″ 0.400″ 0.234″ 81K0649 1.760 1.670

Mfg. Part No.

Cap.
(pF)

Stock No.
Price Each

Min. Max. 1-24 25-99
● CTZ3E-03A-W1-PF 1.0 3.0 34K2520 1.130 0.984
● CTZ3E-05A-W1-PF 1.5 5.0 34K2521 1.050 0.911
● CTZ3E-10A-W1-PF 2.5 10.0 36K3124 1.130 0.984
● CTZ3E-20C-W1-PF 5.0 20.0 34K2522 1.050 0.912
● CTZ3E-30C-W1-PF 5.0 30.0 19C6002 1.130 0.984
● CTZ3E-40C-W1-PF 5.0 40.0 19C6003 1.130 0.984
● CTZ3E-50C-W1-PF 7.0 50.0 36K3125 1.130 0.984

(48798)

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H S 1-9 10-24

● CD19FC682JO3F 300 6800 0.690″ 0.570″ 0.344″ 81K0828 7.700 6.930
● CD19FD471JO3F 500 470 0.640″ 0.510″ 0.234″ 81K0912 1.610 1.450
● CD19FD511JO3F 500 510 0.650″ 0.510″ 0.344″ 81K0924 1.170 1.060
● CD19FD681JO3F 500 680 0.650″ 0.510″ 0.344″ 81K0936 1.770 1.590
● CD19FD821JO3F 500 820 0.650″ 0.510″ 0.344″ 81K0942 1.770 1.590
● CD19FD122JO3F 500 1200 0.650″ 0.520″ 0.344″ 81K0840 2.220 2.000
● CD19FD152JO3F 500 1500 0.660″ 0.520″ 0.344″ 81K0849 2.300 2.070
● CD19FD182JO3F 500 1800 0.670″ 0.530″ 0.344″ 81K0858 2.790 2.510
● CD19FD202JO3F 500 2000 0.670″ 0.530″ 0.344″ 81K0861 2.900 2.610
● CD19FD222JO3F 500 2200 0.670″ 0.530″ 0.344″ 81K0867 3.210 2.890
● CD19FD272JO3F 500 2700 0.680″ 0.540″ 0.344″ 81K0879 3.300 2.970
● CD19FD302JO3F 500 3000 0.680″ 0.550″ 0.344″ 81K0885 3.670 3.300
● CD19FD332JO3F 500 3300 0.770″ 0.860″ 0.438″ 81K0891 4.090 3.680
● CD19FD392JO3F 500 3900 0.690″ 0.560″ 0.344″ 81K0903 4.860 4.380
● CD19FD472JO3F 500 4700 0.700″ 0.580″ 0.344″ 81K0915 5.470 4.930
● CDV19FF391JO3F 1000 390 0.650″ 0.510″ 0.344″ 81K0380 1.750 1.660
● CDV19FF681JO3F 1000 680 0.660″ 0.520″ 0.344″ 81K0385 2.140 2.040
● CDV19FF102JO3F 1000 1000 0.670″ 0.530″ 0.344″ 81K0365 2.380 2.260

NON-MAGNETIC AIR DIELECTRIC
VARIABLE CAPACITORS

(50573)

Mfg. Part No.
Voltage
(VDC)

Cap.
(pF)

Dimensions
Stock No.

Price Each
L H S 1-9 10-24

● CD30FD562JO3F 500 5600 0.780″ 0.870″ 0.438″ 81K1035 11.710 10.540
● CD30FD822JO3F 500 8200 0.790″ 0.880″ 0.438″ 81K1047 11.710 10.540
● CD30FD103JO3F 500 10000 0.800″ 0.890″ 0.438″ 81K0969 11.380 10.240

Features:

CTZ3 SERIES SURFACE MOUNT
TRIMMER CAPACITORS
• Reflow Washable Type
• Plus Slot (+) Suitable for Auto-Adjustment
• Low-Profile Height: 1.7mm
• Suitable for AV Equipment, Cellular

Phones, Keyless Entry Applications

• 1-pc. Self-Locking Constant-Torque Drive
Mechanism for Uniform Torque

• High Q
• Low Dynamic Tuning Noise

(7337)

Mfg. Part No. Fig.
Min. Q

@ 100MHz
Cap.

Range (pF)
L × D
(in.) Stock No.

Price Each
1-24 25-49

● 5201 1 5000 0.8 - 10.0 .510 x .285 17F154 8.990 7.710
● 5401 1 3000 1.0 - 14.0 .510 x .285 17F160 13.090 11.220
● 5501 1 1500 1.0 - 20.0 .740 x .285 11F463 17.330 14.850
● 5601 3 800 1.0 - 30.0 .920 x .285 19F002 20.100 17.230
● 5202 2 5000 0.8 - 10.0 .500 x .285 17F155 12.000 10.280

VERTICAL MOUNT AIR DIELECTRIC VARIABLE CAPACITORS

● 8052 4 5000 1.0 - 10.0 .460 x .285 44F3351 13.210 11.330
● 8092 5 2000 1.5 - 14.0 .460 x .285 44F3356 17.920 15.360

(7243)

Applications:

STANDARD AIR DIELECTRIC VARIABLE CAPACITORS

• Medical Electronics
• Nuclear Magnetic Resonance
• Other Applications that Require Non-Magnetic Construction

AIR DIELECTRIC
VARIABLE CAPACITORS

Specifications:

CD19 SERIES

Fig. 2 Turret

• Voltage: 250 VDC
• Operating Temp.: -65°C to +125°C

CD30 SERIES

Fig. 3 P.C.
Board Mount Fig. 4 Vertical Fig. 5 Vertical

Features:
• 1-Piece, Self-Locking, Constant-Torque Drive
• High Q
• Low Dynamic Tuning Noise

Applications:
• RF Applications
• VHF Through Microwave

Specifications
• Glazed Alumina Insulation, Silicone Rubber

Seal Washer
• Operating Temperature: -65°C to +125°C

Fig. 1
P.C. Board Mount

• Voltage:
Figures 1, 2, 3 and 5: 250 V
Figure 4: 500 V

• Brass and Invar Structure, Gold, Silver and Chromate Finish
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(148834)

Mfg. Part No.
Capacitance
Range (pF)

Temp.
Coeff.

(ppm/°C) Stock No.

Price Each

1-49 50-99
● 9341-2SL 1.5 to 5.0 NPO±300 95F9900 0.969 0.902
● 9341-3SL 1.5 to 10.0 N400±300 95F9901 0.969 0.902
● 9341-5SL 5.0 to 20.0 N750±500 95F9903 0.969 0.902
● 9341-6SL 5.0 to 25.0 N750±500 95F9904 0.969 0.902
● 9341-8SL 5.0 to 35.0 N750±500 95F9906 0.969 0.902
● 9341-9SL 6.0 to 40.0 N750±500 95F9907 0.969 0.902

9343 0.177 x 0.125 x 0.118″
9342 0.120 x 0.100 x 0.050″

Mfg. Part No.
Capacitance
Range (pF)

Temp.
Coeff.

(ppm/°C) Stock No.

Price Each

1-24 25-49
● 9385-1SL 1.2 to 3.0 –100±250 50F3936 1.410 1.210
● 9385-2SL 1.4 to 5.0 –250±250 50F3937 1.410 1.210

Q MIN. > 300 @ 10MHz

● 9385-3SL 1.8 to 9.0 –550±300 50F3938 1.410 1.210
● 9385-4SL 2.8 to 18.0 –550±300 50F3939 1.410 1.210

Q MIN. > 200 @ 10MHz

● 9385-5SL 4.0 to 28.0 –1200±500 50F3940 1.410 1.210

Mfg. Part No.
Capacitance
Range (pF)

Temp.
Coeff.

(ppm/°C) Stock No.

Price Each 

1-49 50-99
● 9343-14R1 1.5 to 10.0 N400±500 95B0145 0.987 0.918
● 9343-17R1 5.0 to 20.0 N750±500 94B3239 0.779 0.725
● 9343-18R1 5.0 to 30.0 N750±500 91B9753 0.779 0.725
● 9343-19R1 5.0 to 40.0 N750±500 91B9699 0.779 0.725
● 9342-13R1 3.0 to 5.0 NPO±500 38C8079 0.987 0.918
● 9342-14R1 3.0 to 10.0 NPO±500 38C8080 0.986 0.917
● 9342-16R1 5.0 to 20.0 NPO±500 38C8081 0.952 0.886

Mfg. Part No.
Capacitance
Range (pF)

Temp.
Coeff.

(ppm/°C) No. of Legs Stock No.

Price Each

1-24 25-49
● 9301 2.0 to 12.0 NPO±200 3 98F342 1.300 1.110
● 9302 2.5 to 23.0 –450±200 3 50F3945 1.300 1.110
● 9372 3.0 to 10.0 –600±300 2 50F3914 0.878 0.749
● 9373 3.5 to 18.0 –800±300 2 50F3915 0.878 0.749

Q MIN. = 200 @ 10MHz*
● 9304 5.5 to 45.0 –1400±800 3 17F199 1.410 1.210
● 9305 6.0 to 55.0 –1400±800 3 94F7411 1.410 1.210
● 9315 6.0 to 70.0 –1400±800 3 50F3948 1.460 1.250
● 9328 12.0 to 100.0 –1400±800 3 50F3949 1.340 1.150
● 9374 5.0 to 25.0 –1500±500 2 50F3916 0.878 0.749

(7300)

(7321)

(7301)

Mfg. Part No. Fig.
Min. Q

@ 250MHz
Capacitance
Range (pF)

L x D
(in.) Stock No.

Price Each 
1-24 25-49

● 27271SL 1 3000 0.6-4.5 .31 x .14″ 44F3358 13.550 12.160
● 27291SL 1 3000* 0.8-8.0 .48 x .14″ 44F3360 14.340 12.880
● 27271 2 >3000 0.6-4.5 .31 x .14″ 38C7732 12.830 11.520
● 27263 3 >5000 0.3-1.2 .23 x .075″ 38C7731 12.600 11.310
● 27283 3 >4000 0.4-2.5 .23 x .14″ 91B0497 13.210 11.850
● 47273 3 >3000 0.6-4.5 .31 x .14″ 38C7734 15.230 13.670

(7320)

9341 SERIES
VARIABLE
CAPACITORS

9300 SERIES VARIABLE
CERAMIC CAPACITORS

9385 SERIES CERAMIC
TRIMMER CAPACITORS

(7244)

Features:

9343 & 9342 SERIES
VARIABLE CAPACITORS

9385-PC

DIMENSIONS

9371-9376

SERIES GHz VARIABLE
CAPACITORS

• Among the Smallest Variable
Capacitors Available

• High Q

Applications:

Features:

9301-9328

Fig. 1

9385-SL

*Except Mfg. Part No. 9328, Q @ 1MHz.

• Single Turn
• Ceramic Dielectric

Fig. 2

Q MIN. > 500 @ 10MHz

• Where Extremely Small
Size is a Design Criterion

Tuning tool sold sepatately on page 499

Applications:

Fig. 3

Specifications:

Tuning tool sold separately on page 499.

• Voltage: 50 VDC
• Q = 200 @ 1MHz
• Hgt.: 0.080″; Dia.: 0.118″
• Operating Temp.: -25°C

to +85°C

• Suitable for Reflow Soldering

Applications:

* @ 100MHz

Features:

Features:

• Broadband Applications From Audio to 500MHz
• Trimming Circuitry Such as Crystal Oscillators, CATV

Amplifiers, Communication and Test Equipment
Specifications:

• SL Suffix: Stripline Mounting
• PC Suffix: Printed Circuit

• Sapphire Dielectric
• High Q
• Constant Torque Drive Mechanism

Applications:

• Voltage: 50 VDC
• Operating Temperature: -25°C to +85°C

Dimensions:

Applications:

• Mfg. Part No. 9301–9328: 0.410D x 0.315″H
• Mfg. Part No. 9371–9376: 0.200D x 0.240″

• High-Frequency Operations

Specifications:

• Impedence Matching, Crystal Trimming
• Interstage Coupling, Base Station Amplifier

Specifications:

• Voltage: 250 VDC
• Q Min. = 3000 @ 10MHz
• Operating Temp.: -55°C to +85°C

Specifications:

• Voltage: 50 VDC
• Dimensions: 0.200D x 0.130″H
• Operating Temperature: -30°C to +85°C

• Brass and Invar Structure, Gold and Silver Finish
• Operating Temperature: -65°C to +125°C

• Voltage: 500 VDC
• Rotational Life: 50 Cycles
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(148862)

Mfg. Part No. W x L x H
9401 0.140 x 0.125 x 0.040″
9402 0.125 x 0.125 x 0.040″
9410 0.200 x 0.200 x 0.060″

Mfg. Part No.
Min. Q

@ 100MHz
Capacitance
Range (pF)

Temp.
Coeff.

ppm/°C Stock No.

Price Each

1-49 50-99
● 2322-0G 3000 0.6 to 2.5 100±200 73K9835 3.790 3.530
● 2322-1G 1000 1 to 5 100±200 73K9839 4.310 4.010
● 2322-2G 1000 2.5 to 10 100±200 73K9843 3.790 3.530
● 2322-3G 500 5 to 18 –450±300 73K9847 3.110 2.890

2320-4G 300 6.5 to 25 –1100±300 96K3012 3.520 3.270

Mfg. Part No.
Capacitance
Range (pF)

Temp.
Coeff.

(ppm/°C) Stock No.

Price Each

1-49 50-99
● 9702-0 0.50 to 2.5 100±100 70K8748 2.250 2.100

Q = 1000 @ 10MHz*
● 9701-0 0.25 to 0.7 50±50 96K3532 2.060 1.920
● 9701-1 0.50 to 1.3 NPO±100 96K3533 2.750 2.560
● 9702-1 1.00 to 5.0 100±200 96K3535 2.600 2.420
● 9702-2 2.50 to 10.0 –50±100 84K9193 2.250 2.100
● 9710-1 2.50 to 10.0 –100±20 96K3538 2.360 2.190
● 9701-4 1.50 to 4.0 –1100±300 96K3534 2.370 2.210
● 9702-4 3.00 to 12.0 –1100±300 96K3536 2.600 2.420

Q = 300 @ 10MHz

● 9702-6 6.00 to 25.0 –1100±300 96K3537 2.250 2.100
Q = 200 @ 10MHz

● 9710-5 8.00 to 50.0 –1500±500 96K3539 3.010 2.810

(7246)

(7322)

2320 SERIES CERAMIC
VARIABLE CAPACITORS
Features:

9400 SERIES THIN-TRIM CAPACITORS

Mfg. Part No. Fits Series Stock No.
Price Each

1-49 50-99
● 8777 5200, 5400, 5500, 5600, 5700, 5800, 27000 81F4903 10.440 9.930
● 8766 27270, 27280, 27290, 37270, 37280, 37290,

47270, 5800
95F9897 6.960 6.620

● 8764 5200, 5300, 5400, 5500, 5600, 5700, 9300 95F9898 9.000 8.560
● 8762 27260 44F4100 7.920 7.530
● 4193 9610, 9410 13F5056 5.320 5.060
● 4192 9620, 2320, 9401, 9402 44F3380 4.680 4.450
● 2190 9692, 9694, 9910 90F6582 9.220 8.770
● 2191 9343 95B0267 4.660 4.430
● 4194 9401, 9402 95B0264 9.440 8.970

(7247)

Q = 3000 @ 10MHz

• Automated Tuning Devices for Positive Nonslip
Tamperproof Adjustments

• Alumina Housing Provides Mechanical Strength with
Outstanding Electrical and Heat-Resistant Properties

Specifications:

DIMENSIONS

TUNING TOOLS FOR
VARIABLE CAPACITORS

8777

• Rated Voltage: 250 VDC (Test Voltage 500 VDC) 
• Operating Temperature: -55°C to +125°C
• Dimensions: 0.165L x 0.180W x 0.10″H

Features:

8762

• Square Drive Tuning Mechanism Ensures
Captive, Non-Slip, Tamper-Proof Adjustments
Eliminating Backlash Problems Associated
with Screwdriver Adjustment Slots

4193

Specifications:

8764, 8766

• Voltage: 250 VDC
• Operating Temperature: –55°C to +125°C

Tuning tools provide captive, non-slip, tamper-proof adjustments and help eliminate backlash problems.


